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WIX PLAINVILLE MASS OCT It .45AME

CHARLES MCC ALLUM, LICENS ING BRANCH.

US ATOMIC ENERGY COMMISSION GERMANTOWN MD

RE DOCKET 70-139 FOLLOWING ADDENDUM TO SEPT 23RD LETTER ON.
M9 c14 paLf

STORAGE ASSUMING MASSIVE METAL AS 2566 PtRCrNT ENRICHED BISCUITS"-

5 INCH DIAMETER 7/9 INCH THICK CONSTITUTE EVER SAE MASS CT

TID 7019 PAGE 21 TABLE XI COLUMN I ACTUAL CONTENT o6. KG

* AS U-235 INTER ACTION CRITERIA SATISFIED AS GIVEN IN LINE 2

ALLOWING AVERAGE DENSITY OF 4 KG U-235 PEPR CUBIC FOOT WILL

HAVE •25 XG PER CUBIC FOOT CONTAINER NOT APPROVED ,OR

STACKING WILL BE IN PLANEAR ARRAY MAXIMUM OF 16 CONTAINING

105.6 KG AS U-235 THIS AMOUNT BELOW 925 KG ESTABLISHED FOR

CARLOAD LIMIT USING CONTAINERS FOR STORAGE ONLY A LESS RIGOROUS

CONDITION THAN SHIPMENT o FOLLOWING ADDFNDUM TO AUG 94 LETTEa

ON 70-24 COMPLIANCE AREA DESIGNATED FORM ROLL ONLY PARTIALLY

UISED FOR NUCLEAR ASSEMBLY WORK ALL LIES WITHIN 100 •FT RADIUS OF

SECOND WORK AREA MONITOR PROPOSED ADDITIONAL CAGED STORAGE AREA

COVERED BY MONITOR IN MAIN WORK AREA UNIT A ýD-1050) UNITS SET

AT 15 MR FULL SCALE SENSITIVITY OVZRALL RESPONSE TIME, FOR AUDIBLE

1LA.1 RANGES 1 TO 2 SECONDS WITH DETECTION SENSITIVITY SCALE

AT 15 MR WEAKEST TO STRONCEST FAIL SAFE FEATURE INCLUDES PILOT

LG•,T POWER FAILURE SIGNALED BY GENERAL PLANT ILLUMINATION FAILURE

QUARTERLY TEST SCHI.DULE USING CALIBRATED RADIOACTIVE SOURCE RESULTING

SIGNAL USED FOR EVACUATION DRILL ALSO HELD QUARTERLY PRIMARY,

CONGREGATION AREA 300 YDS NORTH PREVAILYNC SOUTHERLY WINDS

UNCOMMON SECONDARY AREA AT 90 DEGRIE FRON PRIMAfY TO EAST

ENGELHARD INDUSTRIES D 9 MAKEPEA'E DIVN J H DURANT

70-1:59 23RD 25,4 517/8 CF TID 70I19 2 1 XI dI

KG L.233 2 4KG 7-2345 o25 XG 16 .2059 KG U-235 9

KG 14 70-2t 100 A CD-1056) 25 MR 9,2 13 300 909


