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To All, 
 
Attached is Draft RAI 2878 related to SRP Section 9.2.1 for Levy County Nuclear Plant, Units 1 and 2.  If no 
response is heard by close of business May 29, 2009, the final RAI will be issued. 
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Project Manager 
New Reactor Licensing 
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Request for Additional Information No. 2878 Revision 0 
Levy County, Units 1 and 2  

Progress Energy Florida, Inc. 
Docket No. 52-029 and 52-030 

SRP Section: 09.02.01 - Station Service Water System 
Application Section: 9.2.11 Raw Water System 

 
 
 
QUESTIONS from Balance of Plant Branch 1 (SBPA) 
 
09.02.01-*** 

In accordance with 10 CFR 50, Appendix A, General Design Criterion (GDC) 2, “Design 
Bases for Protection Against Natural Phenomena,” GDC 4, "Environmental and Dynamic 
Effects Design Bases," and NRC policy considerations for passive plant designs, the 
staff confirms that raw water system (RWS) failures will not adversely affect SSCs that 
are safety-related or designated as Regulatory Treatment of Non-Safety Systems 
(RTNSS), or impact the control room occupants.  Although Final Safety Analysis Report 
(FSAR) Section 9.2.11.1.1, “Safety Design Basis,” states that failures of the RWS will not 
affect the ability of safety-related systems to perform their intended functions, more 
detailed information is needed to adequately describe the consequences of RWS 
failures and to explain why safety-related structures, systems, and components (SSCs) 
are not affected.  Likewise, additional information is needed to explain why a failure of 
the RWS will not adversely affect RTNSS systems and components or impact the control 
room.  Because the applicant did not adequately address these considerations, the staff 
is unable to confirm compliance with GDC 2, GDC 4, and NRC policy considerations that 
apply to passive plant designs.  Therefore, FSAR Section 9.2.11 needs to be revised to 
address the impact of RWS failures accordingly, including development of plant-specific 
inspections, tests, analyses, and acceptance criteria; test program provisions; Technical 
Specifications; and availability controls as appropriate. 

 
09.02.01-*** 

The raw water system (RWS) is relied upon for achieving and maintaining cold shutdown 
conditions which is necessary for satisfying Technical Specification requirements.  In 
accordance with NRC policy considerations for passive plant designs, non-safety related 
active systems that are relied upon for achieving and maintaining cold shutdown 
conditions (i.e., transitioning from Mode 4 to Mode 5) should be highly reliable and able 
to accommodate single active failures without a loss of the cooldown capability that is 
needed.  The staff found that Section 9.2.11 of the Final Safety Analysis Report (FSAR) 
does not provide a clearly defined design basis with respect to the RWS cooldown 
function, and the reliability and capability of the RWS to perform this function for the 
most limiting situations were not adequately described and addressed.  For example, the 
minimum RWS flow rate, water inventory, temperature limitations, and corresponding 
bases for providing SWS makeup for the two Levy County units were not described.  
Also, the suitability of RWS materials for the plant-specific application and measures 
being implemented to resolve vulnerabilities and degradation mechanisms to assure 
RWS functionality over time were not addressed.  Consequently, Section 9.2.11 of the 
FSAR needs to be revised to properly describe and address the RWS design bases in 
this regard and to include design specifications that are necessary to ensure the 
reliability and capability of the RWS to perform its cooldown function.  The following 
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guidance is generally applicable and should be considered as appropriate when revising 
the FSAR in response to this question: 
 
a.     The design bases should specifically recognize and describe cold shutdown 

functions that are credited, and applicable design considerations that pertain to 
these functions should be specified, such as reliability, redundancy, backup power, 
etc.  Other parts of the DCD should not be referred to in lieu of providing a complete 
description of the design-bases in FSAR Section 9.2.11. 

b.     The system description should explain how the applicable design-bases 
considerations referred to in (a) are satisfied.  For example: 
·     the minimum required system functional capability and the bases for this 

determination should be described (note that a minimum of seven days worth of 
on-site water inventory should be available for reactor decay heat removal and 
spent fuel cooling); 

·     the description should explain how design-bases considerations are satisfied; 
·     the guidance in SRP Sections 9.2.1 and 9.2.5 that are relevant for ensuring the 

capability and reliability of the RWS to perform its design-bases functions 
should be considered and addressed as appropriate (materials considerations, 
net positive suction head, waterhammer, etc.); 

·     operating experience considerations that pertain to the capability and reliability 
of the system to perform its design-bases functions needs to be addressed 
(note that the relevance of operating experience is independent of safety 
classification considerations); 

·     in order to demonstrate adequate reliability, the system design should include 
(among other things) the capability of all necessary components (pumps, 
valves, strainers, instrumentation and controls, etc.) to function during a loss of 
off-site power and redundancy for single active failure vulnerabilities; 

·     dual-unit considerations need to be addressed. 
c.     Major components and features that are important to ensure the capability and 

reliability of the system to perform its cooldown function should be described.  
Applicable industry codes and quality group designations that are commensurate 
with plant-specific RWS reliability considerations should be specified and reflected 
in Chapter 3, “Design of Structures, Components, Equipment, and Systems.”  Note 
that this may be different from what is specified for the standard plant design since 
it was based solely on regulatory treatment of non-safety systems considerations 
and did not include the consideration of the cooldown function. 

d.     System design parameters that are important for performing the cold shutdown 
function should be specified, such as water inventory, flow rate, nominal pipe sizes, 
limiting flow velocities, and design temperatures and pressures. 

e.     The RWS operating modes for performing its cold shutdown function should be 
described, such as interlocks, protective features, and automatic actuation. 

f.     Limitations on the capability of the RWS to perform its cold shutdown function 
should be described, such as minimum required water inventory and temperature 
restrictions that apply. 

g.     Instrumentation (e.g., indication, controls, interlocks and alarms) that are relied 
upon by plant operators in the main control room and at the remote shutdown 
panels for performing cooldown functions should be described. 

h.     System diagrams should show division designations, flow paths, major components 
and features, nominal pipe sizes, and instrumentation that is relied upon to ensure 
proper operation of the system by operators in the main control room and at the 
remote shutdown panels. 
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i.      The more important periodic inspections that will be completed and specified 
frequencies for ensuring the capability and reliability of the system should be 
described.  For example, design provisions and actions that will be implemented to 
periodically assess the condition of buried or otherwise inaccessible piping and 
components should be described. 

j.      The more important periodic tests that will be completed and specified frequencies 
for ensuring the capability and reliability of the system should be described.  For 
example, periodic testing of pumps, valves, self-cleaning strainers, and vacuum 
breakers should be described. 

k.     Based on the FSAR description, plant-specific ITAAC should be established that 
are appropriate and sufficient for verifying that the RWS is constructed as designed. 

l.      The initial test program should test all modes of RWS operation that are credited for 
performing its cooldown function and confirm acceptable performance for the most 
limiting assumptions.  For example, confirmation that net positive suction head 
requirements are satisfied for minimum pump suction head and maximum water 
temperature conditions with all pumps running at full flow, and that waterhammer 
will not occur during situations when voiding is most likely to occur should be 
specified.  It should be clear from the information provided in Section 9.2.11 what 
constitutes acceptable performance. 

 
09.02.01-*** 

The staff noted that while the service water system (SWS) is designated for regulatory 
treatment of non-safety systems (RTNSS) during reduced reactor inventory conditions, 
the raw water system (RWS) is evidently not needed to support the SWS cooling 
function during this condition because RWS is not designated for RTNSS.  However, 
there is no explanation in Section 9.2.11 as to why this is the case.  Also, because the 
SWS cooling tower basins are very limited in their capacity, it isn’t clear why RWS 
makeup is not required for this situation.  Consequently, Section 9.2.11 needs to be 
revised to explain why RWS makeup is not needed during reduced reactor inventory 
conditions and in particular, to describe controls that will be implemented to ensure that 
SWS makeup assumptions are valid for this situation. 

 
09.02.01-*** 

As specified by 10 CFR 20.1406, COL applicants are required to describe how facility design 
and procedures for operation will minimize the generation of radioactive waste and 
contamination of the facility and environment, and facilitate eventual plant decommissioning.  
Although the RWS has no interconnections with any systems that contain radioactive fluids, 
industry experience has shown that this alone may not be sufficient to prevent the RWS from 
becoming contaminated.  For example, unplanned leaks or release of contaminated fluids as a 
result of component failures or transport, drainage problems in contaminated areas, and the 
migration of contamination through soils and other porous barriers over time have caused 
systems and areas of the plant that are not directly connected with contaminated systems to 
become contaminated.  Therefore, additional information is needed to describe design 
provisions and other measures that will be implemented to satisfy the requirements specified by 
10 CFR 20.1406, including measures that will be implemented to monitor the RWS for 
contamination and corrective actions that will be taken to eliminate any radioactive 
contamination that is identified.  RG 4.21, “Minimization of Contamination and Radioactive 
Waste Generation:  Life-Cycle Planning,” provides guidance that may be used for addressing 
the requirements specified by  
10 CFR 20.1406. 
 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (None)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /OK
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket true
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /UseDeviceIndependentColor
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 450
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly true
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents suitable for compliance with 10CFR1, Appendix A.  Created PDF documents can be opened with Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [300 300]
  /PageSize [612.000 792.000]
>> setpagedevice


