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SURFACE TOPOGRAPHY WAS DIGITIZED FROM A TOPOGRAPHIC MAP
PREPARED BY GENE F. MOODY & ASSOCIATES, INC. TULSA, OKLAHOMA,
DATED SEPTEMBER 16, 1987.

NEWELL-MALLOY & ASSOCIATES, 1993.
FEMA FLOOD INSURANCE RATE MAP, MUSKOGEE COUNTY, OKLAHOMA

AND INCORPORATED AREAS, PANEL 64 OF 350, MAP NO. 40101C0064D, 5
EFFECTIVE DATE MARCH 4, 1991, ‘
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POND NO. 2 BORING, JANUARY 1998

INFORMATION PROVIDED ON THIS DRAWING WAS DEVELOPED BY THE ENGINEER

FOR THE SOLE PURPOSE OF DESIGN. NO GUARANTEE

AS TO THE VALIDITY OF THIS INFORMATION.

IS PROVIDED OR IMPLIED
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NOTES S
1. EXISTING UTILITY LOCATIONS ARE APPROXIMATE LOCATIONS ONLY.
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- REFER TO "EXISTING CONDITIONS INFORMATION SUPPLEMENT’ INCLUDED IN THE CONTRACT DOCUMENTS UNDER
SEPARATE COVER FOR EXISTING SUBSURFACE INFORMATION.

& 3. THIS DRAWING REPRESENTS THE PRE-CONSTRUCTION CONDITIONS AS PRESENTED
IN THE ORIGINAL CONTRACT DOCUMENTS.
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