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TURKEY POINT COL BORE TURKEY POINT.GP} TURKEY POINT COL.GDT

BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade [ GEOLOGIST: S. Lehman
SITE DESCRIPTION: Turkey Point COL | DRILL MACHINE: CME-55 Marsh Buggy | DRILLER: P. Pitts/ B. Carrasco GROUND WATER (ft)
BORING NO.: B-805 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core 0 HR. NA
GROUND ELEV.: -1.6ft (NAVDS88) | NORTHING: 396,883 US ft (NAD83/90)| EASTING: 877,240 US ft (NAD83/90) | 24 HR. NA
TOTAL DEPTH: 125.3 ft I BORING DIAMETER: 6" to 35.0', 4" to 125.3'] CASING DEPTH: 6" to 35.0° IHAMMER (1D):140 Ib. Auto (MEC-425
DATE STARTED: 5/17/08 l COMPLETED: 5/22/08 [ CORE SIZE: PQ3 BITS USED: 5 7/8" Roller Cone
ELEV. | DEPTH BLOW COUNT BLOWS PER FOOT SAMP. v L
0 20 40 60 80 100 (@] SOIL AND ROCK DESCRIPTION
(ft) (ft) 0.5ft | 0.5ft | 0.5ft | U | 1 | | V| NO. Mol G
-1.6 Ground Surface 1.6 09
-to + 00U [TWOR | WOR | WOR T e W MUCK, dark grayish brown (2.5Y4/2), very soft,
I w )F? .................... P a4 wet, strong HCl reaction, organics 25
5.1 35 : [T~~~ T LIMESTONE, boundstone, white (26Y8/1), |
L 7 1" 1% - @26 'SEE LEGEND FORROCK HaRDNESS | 2002 L soft, wet, friable, strong HCI reaction, oolitic
76 T 60 oo CRITERIA BASED ON SPT DATA’ nus (Miami Formation)
r 16 19 36 o L 805-3 r 6.0ft: moderately hard, friable to moderately
101 1 85 e .55 ....... Ih indurated
T 5 9 6 e 8054 L1 8.5ft: very soft
welmol | | | % S i
T 13 14 6 0. @29 - 805-5 HE 11.0ft: soft
-151 ] 135 s T
T 2 7 0 .y 8056 I_ 13.5ft: very soft
I T
201 185 | | b | |
T 3 3 4 * 8067 I_
T LT
251 ] 235 T
4 1 WOR |WOR | gq = = = = = = = = 8058 Tt 23.5t: friable to moderately indurated
T WO r
T Wiy
-30.1 85 | | | |- T
1 1 1 WOR | o7 8059 I_ 27.0 to 30.0ft: rod drop
T N T
I el B4 __ 323
-35.1 3356 | e (L LIMESTONE, boundstone, white (2.5Y8/1),
2366 + 35.0 1 17 36 @53 80510 L moderately hard, indurated. fossiliferous
277f%1 )] | r oo RUN-1 I— {Upper Fort Thompson Formation)
+ RUNZ - 35.0ft: Switch sampling method to coring
1 T 35.0ft: hard, little vugs
- T 36.1ft: white (10YR8/1), to very pale brown
e e e e B (10YR8/3), recrystallized calcite
427 T A I
: ................... RUN-3 %: 41.1ft: few vugs
arlar | 1T
I K N I RUN-4 I: 46.1ft: gray (10YR6/1) to 48.7ft
< - -50.3 48.7
+ LTk LIMESTONE, boundstone, white (10YR8/1),
s7ts1t4 - hard, indurated, recrystallized calcite, trace
+ S TRUNS s vugs. fossiliferous, strong HCI reaction (Lower
T I— Fort Thompson Formation)
577 | 56 UL L
r { | e RUN-6 I: 56.1ft: trace sand
T L T
627 T 6141 | F | I“
N N RUN-7 8 61.1ft: moderately hard, moderately indurated
T 1t v 0 | I:_ 63.0 to 65.0ft: possible sand lenses
-67.7 T 66.1 L mas
T | | b RUN-8 I: 67.0ft to 69.0ft: possible sand lenses
_: ............... _]__
727 T 714 L r
I T R RUN-9 I’ 71.1ft: white (7.5YR8/1), medium hard
T I’_‘_ 73.0 1o 76.0ft: possible sand lenses
L ——
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TURKEY POINT COL BORE TURKEY POINT.GPJ TURKEY POINT COL.GDT

BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade I GEOLOGIST: S. Lehman
SITE DESCRIPTION: Turkey Point COL | DRILL MACHINE: CME-55 Marsh Buggy | DRILLER: P. Pitts/ B. Carrasco GROUND WATER (ft)
BORING NO.: B-805 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core O HR. NA
GROUND ELEV.: -1.6ft (NAVDS8) | NORTHING: 396,883 US ft (NAD83/90)| EASTING: 877,240 US ft (NAD83/90) | 24 HR. NA
TOTAL DEPTH: 125.3 ft j BORING DIAMETER: 6" to 35.0', 4" to 125.3'] CASING DEPTH: 6" to 35.0° JHAMMER (1D):140 Ib. Auto (MEC-425
DATE STARTED: 5/17/08 l COMPLETED: 5/22/08 | CORE SIZE: PQ3 BITS USED: 5 7/8" Roller Cone
ELEV. | DEPTH BLOW COUNT BLOWS PER FOOT SAMP. v CL) SOIL AND ROCK DESCRIPTION
(ft) (f) | o5t | 0sft | 050t | O 20 40 60 80 100} NO. | ol 6
-76.4 Continued from previous page
777 T 7641 e L1 F LIMESTONE, boundstone, white (10YR8/1),
1+ RUN-10 o hard, indurated, recrystallized calcite, trace
T T+ vugs, fossiliferous, strong HCI reaction {Lower
e — Fort Thompson Formation) (continued)
e A e I" 76.1ft: moderately hard
827 ¥ 811 |} I’
T | L RON-11 r 81.1ft: white (10YR8/1)
_L ..................... I— 84.0 to 85.0ft: possible sand lenses
877 | 861 S mmt
: ....... RUN-12 I: 86.1ft: hard
T L i
Q27 T b i
F RUN-13 Tt
I O T
O e 11
T !t 1 1 ... . RUN-14 I‘ 96.1ft: medium hard, friable to moderately
T r indurated, few vugs
T rwoe 10090
-102.7 7 1011 I r Silty SAND (SM), light gray (7.5YR7/1), dense,
T 10 6 29 80511 r wet, fine grained sand, strong HCI reaction,
T r trace limestone fragments (Tamiami
T _ Formation)
T N 101.1ft: Switch sampling method to SPT
-109.9 T 108.3 T
L 5 19 10 805-12 2 108.3ft: medium dense
12011 1185 L
1 15 17 18 805-13 T 118.5ft: light gray (2.5Y7/1), to light greenish
1 L gray (10G7/1), dense
125.4-1 1238 L
1+ 5 4 6 805-14 ‘| 169 123.8ft light gray (2.5Y7/2), loose 1253
1 | Boring Terminated at Elevation -126.9 ft
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