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NUCLEAR REGULATORY COMMISSION
Final Regulatory Guide: Issuance, Availability

[NRC-2009-0166]

AGENCY: Nuclear Regulatory Commission.

ACTION: Notice of Issuance and Availability of Regulatory Guide (RG) 1.65, Revision 1,
“Materials and Inspections for Reactor Vessel Closure Studs.”

FOR FURTHER INFORMATION CONTACT: Wallace Norris, U. S. Nuclear Regulatory
Commission, Washington, DC 20555-0001, telephone: (301) 251-7650 or e-mail

Wallace.Norris@nrc.gov.

SUPPLEMENTARY INFORMATION:
l. Introduction

The U.S. Nuclear Regulatory Commission (NRC) is issuing a guide in the agency’s
“‘Regulatory Guide” series. This series was developed to describe and make available to the
public information such as methods that are acceptable to the NRC staff for implementing
specific parts of the agency’s regulations, techniques that the staff uses in evaluating specific
problems or postulated accidents, and data that the staff needs in its review of applications for
permits and licenses

RG 1.65, Revision 1, “Materials and Inspections for Reactor Vessel Closure Studs,” was
issued with a temporary identification as Draft Regulatory Guide, DG-1211. General Design
Criterion (GDC) 1, “Quality Standards and Records,” of Appendix A, “General Design Criteria for
Nuclear Power Plants,” to Title 10, of the Code of Federal Regulations, Part 50, “Domestic
Licensing of Production and Utilization Facilities” (10 CFR Part 50), requires, in part, that

“[s]tructures, systems, and components important to safety shall be designed, fabricated,



erected, and tested to quality standards commensurate with the importance of the safety
function to be performed. Where generally recognized codes and standards are used, they shall
be identified and evaluated to determine their applicability, adequacy, and sufficiency and shall
be supplemented or modified as necessary to ensure a quality product in keeping with the
required safety function.”

GDC 30, “Quality of Reactor Coolant Pressure Boundary,” requires, in part, that
“[clomponents that are part of the reactor coolant pressure boundary shall be designed,
fabricated, erected, and tested to the highest practical quality standards.”

GDC 31, “Fracture Prevention of Reactor Coolant Pressure Boundary,” requires, in part,
that “[t]he reactor coolant pressure boundary shall be designed with sufficient margin to assure
that when stressed under operating, maintenance, testing, and postulated accident conditions
(1) the boundary behaves in a nonbrittle manner and (2) the probability of rapidly propagating
fracture is minimized.”

Appendix B, “Quality Assurance Criteria for Nuclear Power Plants and Fuel
Reprocessing Plants,” to 10 CFR Part 50 requires, in part, that “m]easures be established to
assure that special processes, including welding, heat treating, and nondestructive testing, are
controlled and accomplished by qualified personnel using qualified procedures in accordance
with applicable codes, standards, specifications, criteria, and other special requirements.”

Il. Further Information

In April 2009, DG-1211 was issued for public comment. The public comment period
closed on June 12, 2009. The staff’'s responses to the public comments received are located in
the NRC’s Agencywide Documents Access and Management System under Accession Number
ML092050752. Electronic copies of RG 1.65, Revision 1 are available through the NRC’s public

Web site under “Regulatory Guides” at http://www.nrc.gov/reading-rm/doc-collections/.

In addition, regulatory guides are available for inspection at the NRC’s Public Document

Room (PDR) located at 11555 Rockville Pike, Rockville, Maryland. The PDR’s mailing address



is USNRC PDR, Washington, DC 20555-0001. The PDR can also be reached by telephone at
(301) 415-4737 or (800) 397-4205, by fax at (301) 415-3548, and by e-mail to

pdr.resource@nrc.gov.

Regulatory guides are not copyrighted, and Commission approval is not required

to reproduce them.

Dated at Rockville, Maryland, this 8 day of April, 2010.
For the Nuclear Regulatory Commission.

IRA/

Andrea D. Valentin, Chief,

Regulatory Guide Development Branch,
Division of Engineering,

Office of Nuclear Regulatory Research.




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (None)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket true
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /UseDeviceIndependentColor
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages false
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [300 300]
  /PageSize [612.000 792.000]
>> setpagedevice


