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|. ALL DIMENSIONS ARE IN INCHES
MILLIMETERS ARE IN BRACKETS.

2. ALL DIMENSIONS ARE REFERENCE ONLY.
3. DO NOT SCALE FROM DRAWING.

4.  THE DRIP SHIELD IS CLASSIFIED AS IMPORTANT
TO WASTE ISOLATION (1TWI).

DESIGN INPUT REFERENCE LIST

BASIS OF DESIGN FOR THE TAD CANISTER-BASED REPOSITORY
DESIGN CONCEPT 000-3DR-MGR0O-00300-000-000.

REFERENCE DRAWINGS

000-MOO-SSE0-00101-000 INTERLOCKING DRIP SHIELD
CONF IGURATION

000-M0O0-SSE0-00102-000 INTERLOCKING DRIP SHIELD
CONF IGURATION

000-M0O-SSE0-00103-000 INTERLOCKING DRIP SHIELD
CONF IGURATION
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MATERTAL: SB-260 (UNS Ro6404)
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DESIGN INPUT REFERENCE LIST. ADDED REFERENCE DRAWINGS. > o 7{;31
00A | INITIAL 1SSUE 3/3/04 | 2C | TD | AS | CC [N/A JH
REV DESCRIPTION DATE ORG | CHK | EGS PE DEN QF
REVISION HISTORY

w2 1S, DEPARTMENT OF ENERGY
7 CEYLAN 7C 3/3/04 ce of Civilian Radioactive Waste Management
REGKER BECHTEL ggng?gmenf’; g[\d Oggrqi&on*ofM’rhe Offiiepof
T. DEBUES  3/3/04 SATC cowrnyuc Civilian Radioactive Waste Management Program
ENGINEERING GROUP SUPERVISOR
A. SCHEIDER AS 3/3/04
PROJECT ENGINEER DR I P SH I ELD
C. CHAGNON CC 3/3/04 RIGHT SUPPORT BEAM CONNECTOR
DISCIPLINE ENGINEERING MANAGER
N/A N/A

TH I S DRAW | NG | S P RE L I M | NARY AND NOT SAFETY CLASSIFICATION DOCUMENT {DENTIFIER:

INTENDED FOR CONSTRUCTION, PROCUREMENT AS NOTED 000-M00-SSEO0-01701-000

OR FABRICATION. O CONCURRENCE SIZE | SCALE CAD FILE REV
J. HEANEY JH 373704 | D NONE 000-MOO-SSE0-01701-000.DRW 008
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