
Revised Model Summaries For BM‐10 Series Pen‐Point Marker Source Geometry

Without 
Build‐Up

With Build‐
Up

Without 
Build‐Up

With Build‐
Up

On Contact (0.5 cm) 454.2 593.4 On Contact (0.5 cm) 6.6 14
@ 5 cm 12.4 16.1 @ 5 cm 0.7 1.5

@ 30 cm 0.4 0.5 @ 30 cm 0.03 0.07
@ 100 cm 0.03 0.05 @ 100 cm 0.003 0.006

Without 
Build‐Up

With Build‐
Up

Without 
Build‐Up

With Build‐
Up

On Contact (0.5 cm) 719.5 803.2 On Contact (0.5 cm) 53.8 99.5
@ 5 cm 19.4 21.6 @ 5 cm 5.8 10.7

@ 30 cm 0.6 0.7 @ 30 cm 0.3 0.5
@ 100 cm 0.05 0.06 @ 100 cm 0.02 0.05

Without 
Build‐Up

With Build‐
Up

Without 
Build‐Up

With Build‐
Up

On Contact (0.5 cm) 400.8 474.3 On Contact (0.5 cm) 22 49.6
@ 5 cm 10.9 12.8 @ 5 cm 2.4 5.4

@ 30 cm 0.3 0.4 @ 30 cm 0.1 0.2
@ 100 cm 0.03 0.04 @ 100 cm 0.01 0.02

Without 
Build‐Up

With Build‐
Up

Without 
Build‐Up

With Build‐
Up

On Contact (0.5 cm) 3008 3420 On Contact (0.5 cm) 206.7 411.9
@ 5 cm 81.2 92 @ 5 cm 22.3 44.4

@ 30 cm 2.5 2.9 @ 30 cm 1 2
@ 100 cm 0.2 0.3 @ 100 cm 0.1 0.2

Exposure Rate (mr/hr) Exposure Rate (mr/hr)

Unshielded Shielded

BM10‐68  ‐ 0.5 mCi Ge/Ga‐68

Exposure Rate (mr/hr) Exposure Rate (mr/hr)

Exposure Rate (mr/hr) Exposure Rate (mr/hr)

BM10‐37  ‐ 0.2 mCi Cs‐137

Unshielded Shielded

BM10‐57  ‐ 1.0 mCi Co‐57

BM10‐33  ‐ 0.2 mCi Ba‐133

Unshielded Shielded

Exposure Rate (mr/hr)
Unshielded Shielded

Exposure Rate (mr/hr)
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