
 
 

August 24, 2009 
 
 

 
Mr. Scott Head, Manager 
Regulatory Affairs 
STP Nuclear Operating Company 
P. O. Box 289 
Wadsworth, TX  77483 
 
SUBJECT:  REQUEST FOR ADDITIONAL INFORMATION LETTER NO. 250 RELATED TO 

SRP SECTION 7.9 FOR THE SOUTH TEXAS PROJECT COMBINED LICENSE 
APPLICATION   

 
 
Dear Mr. Head 
 
By letter dated September 20, 2007, STP Nuclear Operating Company (STP) submitted for 
approval a combined license application pursuant to 10 CFR Part 52.  The U. S. Nuclear 
Regulatory Commission (NRC) staff is performing a detailed review of this application to enable 
the staff to reach a conclusion on the safety of the proposed application. 
 
The NRC staff has identified that additional information is needed to continue portions of the 
review.  The staff’s request for additional information (RAI) is contained in the enclosure to this 
letter.   
 
To support the review schedule, you are requested to respond within 30 days of the date of this 
letter.  If changes are needed to the safety analysis report, the staff requests that the RAI 
response include the proposed wording changes. 
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If you have any questions or comments concerning this matter, I can be reached at  
301-415-4093 or by e-mail at Adrian.Muniz@nrc.gov or you may contact George Wunder at 
301-415-1494 or George.Wunder@nrc.gov. 
 
 
 

Sincerely, 
 

 /RA/ 
 

Adrian Muñiz, Project Manager 
ABWR Projects Branch  
Division of New Reactor Licensing 
Office of New Reactors 
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Request for Additional Information No. 3139 Revision 02 
 

South Texas Project Units 3 and 4 
South Texas Project Nuclear Operating Co 

Docket No. 52-012 and 52-013 
SRP Section: 07.09 - Data Communication Systems 

Application Section: 07.09 
 
QUESTIONS for Instrumentation, Controls and Electrical Engineering 2 (ESBWR/ABWR Projects) 

(ICE2) 
 
07.09-1 
 
COLA FSAR Tier 2 Section 7.9S.2.2 and Figure 7.9S-1 took Departure STD DEP T1 3.4-1 on the data 
communication systems from the generic ABWR DCD.  Departure DEP T1 3.4-1 also took departures 
from the generic ABWR DCD on the platforms for engineered safety features (ESF) logic & control 
system (ELCS), neutron monitoring system (NMS), reactor trip & isolation system (RTIS), and plant 
information & control system (PICS) systems.  For the safety related ELCS, NMS, and RTIS systems, 
provide sufficient information on how the communication interface is addressed between safety related 
and non-safety systems, and also among different platforms (TOSDIA-FPGA, TOSMAP (C2000 and 
HCNT), Common-Q, Ovation, multiplexing system for RCIS, and platform for radiation monitoring 
system).    
 
 
07.09-2 
 
Departure STD DEP T1 3.4-1 describes the deviation of safety-related instrumentation and controls 
(I&C) architecture from the certified ABWR DCD.  Provide sufficient information in COLA FSAR Tier 2 
Section 7.9S on how the isolation is implemented for both the communication interface (CI) modules 
and gateways.  In addition, a safety related CI module is used on Figure 7.9S-1 for NMS and RTIS 
systems to communicate to the corresponding gateways, but there is no CI for ELCS system.  Provide 
sufficient information on how the communication interface function is addressed for the safety related 
ELCS system. 
 
 
07.09-3 
 
STP COLA took Departure STD DEP T1 3.4-1 on the data communication system from the generic 
ABWR DCD.  This proposed data communication system will be fiber optic based.  Both the fiber optic 
cable and its components such as terminations, field splices, and connectors are critical to provide 
communication, electrical and communication isolation for the safety related systems.  Provide 
sufficient equipment qualification information in the COL application for the fiber optic cable 
components.    
 
 
07.09-4 
 
In Departure STD DEP T1 3.4-1, STPNOC took a deviation on data communication systems from the 
certified ABWR DCD.  COLA FSAR Section 7.9S.3.1 states that network gateways are safety related, 
but Figure 7.9S-1 shows that the gateways are not safety related.  Clarify this inconsistency.  

Enclosure 



 

 
07.09-5 
 
STP COLA took Departure STD DEP T1 3.4-1 from the generic ABWR DCD to use new data 
communication systems.  The new data communication system proposed in the COLA is different from 
the system used in the ABWR DCD.  Provide sufficient information to address system design analysis 
and the criteria in SRP Section 7.9 and BTP 7-21. 
 
 
07.09-6 
 
Departure T1 3.4-1 in STP COLA made the final selection of platforms to use configurable logic devices 
for neutron monitoring system (NMS) and reactor trip and isolation system (RTIS).  Since the topical 
report for the new platform will not be included as part of the COL application, provide sufficient 
information in the COL application on how the following technical items are addressed in the new 
platform-based NMS and RTIS system design to meet the safety and reliability requirements: timing, 
delay, race conditions, gate skew, power dissipation, partitioning, maintainability, testability, tool usage 
and qualification, environmental, and fabrication associated with the underlying technologies to be 
used.   
 
 
07.09-7 
 
Departure STD DEP T1 3.4-1, Safety-Related I&C Architecture, proposed a new data communication 
technology in the COLA.  Therefore, include all specific functions related to the new communication 
technology in the COLA, for example, test and inspection for redundancy function at the component 
level (power supplies module, interface module, processor, etc.), network communication speed, and 
load capability. 

 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (None)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket true
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /UseDeviceIndependentColor
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages false
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [300 300]
  /PageSize [612.000 792.000]
>> setpagedevice


