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To: Alexei Kouznetsov

Subject: FW: Statistics

Attachments: infilper_Column10_SA txt; infilper_Column10_Stats.ixt; tpa.inp
Posle TADa.

Kak budet vremya, posmotri kak mozhno poschitat’ effekt of HNO3 na pH vodyanoj plenki na poverxnosti WP. Poka ne schitaj, mne
nado vyyasnit', pochemu tam pri 100 godax net kapayuschej vody.

Model' takaya:
HNO3 diffuziruet cherez treschiny v WP naruzhu.
Vdobavok skol'ko-to HNO3 budet generirovat'sya snaruzhi (nado poschitat')

Chast' etoj HNO3 adsorbiruetsya na vodyanuyu plenku. Nado vzyat' uravnenie Langmuira i ocenit' kolichestvo adsorbiruemeyx molej
HNO3 na dostupnyx mestax na poverxnosti kristallicheskoj reshetki alloy 22,

Eta kislota budet rastvoryat'sya v plenke. Voda v plenke budet formirovat'sya posle 100 let iz kapayuschej s potolka vody. Tolschina
plenki na CILINDRICHESKOJ chasti WP: 0.67 mm, a ne 0.2 mm (eto Tae togda nepravil'no ob'yasnil. 0.2 mm budet na dne i
kryshke).

V priceplennyx fajlax - kolichestvo kapayuschej vody. Nado brat' MEAN is ...Stats.txt fajla.Poka ne schitaj, mne nado vyyasnit',
pochemu tam pri 100 godax net kapayuschej vody.

Units are in m3/yr and it is flow per WP

TPA 5.1b, basecase (no seismic), 500 realizations, 10000 years.



