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ArevaEPRDCPEm Resource

From: Tesfaye, Getachew
Sent: Thursday, October 29, 2009 7:26 PM
To: 'usepr@areva.com'
Cc: Spaulding, Deirdre; Jackson, Terry; Guardiola, Maria; Canova, Michael; ArevaEPRDCPEm 

Resource
Subject: U.S. EPR Design Certification Application RAI No. 321 (3910), FSAR Ch. 7
Attachments: RAI_321_ICE1_3910.doc

Attached please find the subject requests for additional information (RAI).  A draft of the RAI was provided to 
you on October 26, 2009, and discussed with your staff on October 29, 2009.  No changes were made to the 
draft RAI questions as a result of that discussion.  The schedule we have established for review of your 
application assumes technically correct and complete responses within 30 days of receipt of RAIs.  For any 
RAIs that cannot be answered within 30 days, it is expected that a date for receipt of this information will be 
provided to the staff within the 30 day period so that the staff can assess how this information will impact the 
published schedule. 

 
Thanks, 
Getachew Tesfaye 
Sr. Project Manager 
NRO/DNRL/NARP 
(301) 415-3361 
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Request for Additional Information No. 321 (3910), Revision 1 
 

10/29/2009 
 

U. S. EPR Standard Design Certification 
AREVA NP Inc. 

Docket No. 52-020 
SRP Section: 07.01 - Instrumentation and Controls - Introduction 

Application Section: 7.1 
 
QUESTIONS for Instrumentation, Controls and Electrical Engineering 1 (AP1000/EPR Projects) (ICE1) 
 
07.01-18 

Demonstrate that software quality, hardware qualification, defense-in-depth and 
diversity, are addressed for the digital systems that are embedded in the plant 
components.  Additionally, identify the ITAAC that addresses the quality of the 
embedded digital systems. 
 
The staff is aware that AREVA NP plans to purchase safety-related components (e.g., 
diesel generators, circuit breakers, etc.) which contain embedded digital systems.  
Quality requirements are delineated in 10 CFR 50.55a(a)(1); 10 CFR Part 50, Appendix 
A, General Design Criteria (GDC) 1; and 10 CFR Part 50, Appendix B.  GDC 22 
addresses diversity.  10 CFR 50.55a(h) incorporates by reference IEEE Std. 603-1991 in 
which contains Clause 5.3, “Quality,” and Clause 5.4 “Equipment Qualification.”  10 CFR 
52.47 states in part that a description shall be sufficient to permit understanding of the 
system design.  Additional information is needed in order for the staff to make a 
reasonable assurance determination in regard to software quality, hardware 
qualification, defense-in-depth and diversity, with respect to the use of digital systems 
embedded in plant components. 

 
 
07.01-19 

Describe the software development process (SDP) used for the video display that will be 
used in the safety information and control systems (SICS), particularly with respect to 
identification of aspects that differ from the SDP used for the TELEPERM XS. 
 
The applicant needs to provide a description of the differences in the SDP for the safety-
related video display.  The staff needs to be able to determine acceptability with regards 
to the quality requirements of 10 CFR 50.55a(a)(1); 10 CFR Part 50, Appendix A, 
General Design Criteria 1; 10 CFR Part 50, Appendix B; and 10 CFR 50.55a(h) are met. 

 
 
07.01-20 

State whether or not the single-sided distribution will be used in the U.S. EPR DCD.  If 
the single-sided distribution will be used, then provide detailed discussion which 
demonstrates how AREVA NP will meet the 95/95 criteria of Reg. Guide 1.105 using the 
single-sided distribution. 
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10 CFR 50.36 states in part, that where a limiting safety setting system setting is 
specified for a variable on which a safety limit has been placed, the setting be so chosen 
that automatic protective action will correct the abnormal situation before a safety limit is 
exceeded.  Regulatory Guide 1.105, “Setpoints for Safety Related Instrumentation,” 
Revision 3, states that “The 95/95 tolerance limit is an acceptable criterion for 
uncertainties.”  U.S. EPR Instrument Setpoint Methodology, ANP-10275P, Revision 0, 
was accepted by NRC and may utilize the one-sided distribution for setpoint calculation 
if a channel approaches a trip in only one direction.  In order to obtain the desired 95 
percent probability for one-sided normal distribution, the trip setpoints must be set 1.645 
standard deviations from the design basis analytical limit.  The staff requests AREVA NP 
to state whether the one-sided distribution with a reduction factor would be used, and if it 
will be used, to provide the technical basis demonstrating how the use of the one-sided 
distribution with the 1.645 reduction factor meets the 95/95 criteria of Regulatory Guide 
1.105, Revision 3. 

 
 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (None)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /OK
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket true
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /UseDeviceIndependentColor
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 450
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly true
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents suitable for compliance with 10CFR1, Appendix A.  Created PDF documents can be opened with Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [300 300]
  /PageSize [612.000 792.000]
>> setpagedevice


