
0123 Main Street 
White Plains, NewYork 10601 

914 681.6846 

A NewYork Power 
4 Authority

Ralph E. Beedle 
Executive Vice President 
Nuclear Generation

December 20, 1991 
IPN-91-044

U.S. Nuclear Regulatory Commission 
Mail Station P1 -137 
Washington, DC 20555 

ATTN: Document Control Desk

Subject: Indian Point 3 Nuclear Power Plant 
Docket No. 50-286 
Proposed Changes to Technical Specifications 
Regarding Refueling Water Storage Tank Boron 
Concentration Increase and Related Technical Specifications

Dear Sir: 

This application for amendment to the Indian Point 3 Technical Specifications seeks to 
amend Section 3.2 (Chemical and Volume Control System) and Section 3.3.A (Safety Injection 
and Residual Heat Removal Systems). These sections are being amended to provide for an 
increased boron concentration in the refueling water storage tank (RWST) and related changes.  
These changes are required because the Indian Point 3 plant will be using higher enrichment 
cores to support 24 month operating cycles.  

Specifically the changes are: 

1. REVISIONS 

a. Minimum RWST boron concentration changed to 2400 parts per million (ppm).  

b. Minimum Spray Additive Tank (SAT) NaOH concentration changed to 35% by weight 
(wt%).  

c. Maximum SI Accumulator Liquid Volume changed to 815 ft3 .  

d. Minimum Boric Acid Storage System volume changed to 6100 gallons.  
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2. ADDITIONS 

a. Maximum RWST boron concentration of 2600 ppm.  

b. Maximum Safety Injection (SI) Accumulator boron concentration of 2600 ppm.  

c. Maximum SAT NaOH concentration of 38% by weight (wt%).  

Enclosed for filing is the signed original of a document entitled, "Application for Amendment 
to Operating Ucense," together with one copy of Attachments I, and II thereto, comprising a 
statement of the proposed changes to the Technical Specifications, and the associated Safety 
Evaluation. Attachment III contains a safety evaluation for these changes, performed for the 
Authority by Westinghouse Electric Corporation.  

In accordance with 10 CFR 50.91, a copy of this application and the associated attachments 
are being submitted to the designated New York State official.  

If you have any questions, please contact Mr. P. Kokolakis.  

Very tru yors, 

Rafh E. Beedle 
Executive Vice President 
Nuclear Generation 

Attachments: I. Proposed Technical Specification changes related to Refueling Water 
Storage Tank boron concentration and related Technical 
Specifications.  

II. Safety Evaluation related to Refueling Water Storage Tank boron 
concentration and related Technical Specifications.  

Ill. "Indian Point Unit 3 Minimum RWST Boron Concentration and Related 
Changes Safety Evaluation," December 1991

cc: See next page.



cc: U.S. Nuclear Regulatory Commission 
475 Allendale Road 
King of Prussia, PA 19406 

Resident Inspector's Office 
Indian Point Unit 3 
U.S. Nuclear Regulatory Commission 
P.O. Box 337 
Buchanan, NY 10511 

Ms. Donna Ross 
Division of Policy Analysis & Planning 
Empire State Plaza 
Building Number 2 - 16th Floor 
Albany, NY 12223 

Nicola F. Conicella, Proj. Manager 
Project Directorate 1-1 
Division of Reactor Projects I/Il 
U.S. Nuclear Regulatory Commission 
Mail Stop 14132 
Washington, DC 20555



BEFORE THE UNITED STATES 

NUCLEAR REGULATORY COMMISSION 

In the Matter of) 
POWER AUTHORITY OF THE STATE OF NEW YORK )Docket No. 50-286 
Indian Point 3 Nuclear Power Plant) 

APPLICATION FOR AMENDMENT TO OPERATING LICENSE 

Pursuant to Section 50.90 of the regulations of the Nuclear Regulatory Commission, the Power 
Authority of the State of New York, as holder of Facility Operating License No. DPR-64, hereby 
applies for an Amendment to the Technical Specifications contained in Appendix A of this license.  

This application for amendment to the Indian Point 3 Technical Specifications seeks to amend 
Section 3.2 (Chemical and Volume Control System) and Section 3.3.A(Safety Injection and Resi
dual Heat Removal Systems). These sections are being amended to provide for an increased 
boron concentration in the Refueling Water Storage Tank (RWST) and related changes. These 
changes are required because the Indian Point 3 plant will be using higher enrichment cores to 
support 24 month operating cycles.  

The proposed changes to the Technical Specifications are Attachment I to this application. The 
Safety Evaluation is included in Attachment 11. Attachment Ill contains a safety evaluation for 
these changes, performed for the Authority by Westinghouse Electric Corporation.  

POWER AUTHORITY OF THE 
STATE OF NEW YORK 

By 
Ralph E. Beedle 
Executive Vice President 
Nuclear Generation 

STATE OF NEW YORK 
COUNTY OF WESTCHESTER 

Subscribe gd Sworn tco efore me7 
thisv-_a641_day of 991 

Notary Public 

MINA HOLDEN 
NOTARY PUBLIC, State of New York 

Westchester County 
No.4829150 

My Commission Expires Aug. 31,1993


