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Washington, D. C. 20555

Attention: 

Subject:

Mr. Steven A. Varga, Chief 
Operating Reactors Branch No. 1 
Division of Licensing 

Indian Point 3 Nuclear Power Plant 
Docket No. 50-286 
NUREG-0737, Item II.B.2

Dear Sir: 

This letter is provided to inform you of the Authority's 
source term assumptions with regard to the plant shielding 
requirements of the subject item.  

In our December 30, 1980 letter (IPN-80-117), the Authority 
committed to perform modifications required to provide acces
sibility to vital areas, such as the hydrogen recombiner panel 
area, by the cycle 4/5 refueling outage which was expected to 
occur in the Spring of 1983 (presently this outage is scheduled 
for the Winter of 1983). In our December 30, 1981 letter (IPN-81-98), 
the Authority indicated that encapsulation of line nos. 9, 56 and 
60 would be-accomplished to satisfy the subject requirement (see 
schedule item no. 49). Line no. 9 is the RHR pump discharge piping 
and line nos. 56 and 60 are the discharge and suction piping, 
respectively, for the high head safety injection pumps.  

NUREG-0737, Item II.B.2 requires, among other things, that:

Systems assumed in your analysis to contain 
high levels of radioactivity in a postaccident 
situation should include, but not be limited to, 
containment, residual heat removal system, safety 
injection systems, chemical and volume control 
system (CVCS), containment spray recirculation 
system, sample lines, gaseous radwaste systems,
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and standby gas treatment systems (or equivalent 
of these systems). If any of these systems or 
others that could contain high levels of radio
acivity were excluded, you should explain why 
such systems were excluded.  

Although line No. 9 is part of the RHR system, the Authority is 
no longer planning to shield this line. The assumption that 
line No. 9 will contain high levels of radioactive materials is 
overly conservative for the following reasons: 

'the RHR pumps are provided as a backup to the redundant 
internal recirculation pumps, 

the recirculation pump motors have been determined to 
be environmentally qualified for post-LOCA conditions, 
and 

'it is unlikely that the RHR pumps will be called upon 
early in an accident situation.  

Should you have any questions regarding this matter please 
contact Mr. J. Lamberski of my staff.  

Very truly yours,

Generation

cc: attached
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cc: Mr. W. H. Baunack, Acting Chief 
Indian Point 
U. S. Nuclear Regulatory Commission 
P. 0. Box 38 
Buchanan, New York 10511 

Mr. T. J. Kenny, Resident Inspector 
Indian Point Unit 3 
U. S. Nuclear Regulatory "Commission 
P. 0. Box 38 
Buchanan, New York 10511 

Mr. Ron Barton 
United Engineers & Constructors, Inc.  
30 S. 17th Street 
Philadelphia, Pa. 19101


