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SYSTEM CAUSE CAUSE COMIP. VALVE 
CODE CODE SUBCODE COMPONENT CO6E SUBCODE SUBCODE 

09SIFIC) ® J(I IAle( IEILIEIC IOIN I() LLJ(5 Z @ 
7 8 9 10 11 12 13 18 19 20 

SEQUENTIAL OCCURRENCE REPORT REVISION O LE ROEVENT YEAR REPORT NO. CODE TYPE NO.  
17 REPORT 17 1 81 1- 1 1 313! [I J ! L 0 1 IXl I-- [Il 

U MOE L 21 22 23 24 26 27 28 29 30 31 32 

ACTION FUTURE EFFECT SHUTDOWJN ATTACHMENT NPRD-4 PRIME COMP. COMPONENT 
TAKEN ACTION ON PLANT METHOD HOURS SUBMITTED FORM bUB. SUPPLIER MANUFACTURER 

J olo® LI010L2LL LJ ® INiM IX 19 9191® 
33 34 JD 36 37 40 41 42 43 44 47 

CAUSE DESCRIPTION AND CORRECTIVE ACTIONS (2 

IBlockage in the BIT Tank discharge line was the result of a defective j 

1 1 wire in the heat trace circuit to that line. The defective wire was 

1 2Ireplaced. To preclude recurrence, boric acid electrical heat tracifig 

Itest PT-Q7 has been revised so that failures of this type may be iden- I 

4 Itified in a more timely manner.  
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FACILITY METHOD OF 
STATUS POWER OTHERSTATUS DISCOVERY DISCOVERY DESCRIPTION 

1 I5LIJA I 0 I®I NA I jDjIControl Room Instrumentafion 
7 8 9 10 12 13 44 45 46 80 

RELEASED OF RELEASE AMOUNT OF ACTIVITY LOCATION OF RELEASE 

16 lZl I J INA I I NA I 
I 8 9 10 11 44 45 80 

PERSONNEL EXPOSURESQ 

[0 11 oZ JOW IINA 
j o IMP DESCRoIoPTION I 

10 1 010 IBI NA 
8 9 11 12 80 
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CONROLBLOS. L~i1L 0 (PLEASE PRINT OR TYPE LL REQUIRED INFORMATION) 

1111 I Y II IPIs 121010 10-1 010 1 010 1 61- 1010 1014 1111 1111 I1L LJ 
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SORCEPj IjI ol 15 o 10 1 214 I 710 111 I 216 1718 8 10  II 1 12 17 [ 91@ 
7 8 60 61 DOCKET NUMBER 68 69 EVENT DATE 74 75 REPORT DATE 80 

EVENT DESCRIPTION AND PROBABLE CONSEQUENCES ® 

OI2 Iwhile in the cold shutdown condition for a maintenance outage, a 

o 1blockage was discovered in the discharge line from the boron injection 

ro4 Itank. The blockage was cleared prior to returning the Unit to service.  

115-1 This event is the type defined in Technical Specification 6.9.1.7.1(e).


