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SEQUENTIAL OCCURRENCE REPORT REVISION 

LER/RO [
- EVENT YEAR REPORT NO. CODE TYPE NO.  

0REPORT |8I0 10 1 1- 10 131 1 Il L I01 
NE 21 22 23 24 26 27 28 29 30 31 32 

ACTION FUTURE EFFECT SHUTDOWN /' ATTACHMENT NPRD-4 PRIME COMP. COMPONENT 
TAKEN ACTION ON PLANT METHOD HOURS 221 SUBMITTED FORM SUB. SUPPLIER MANUFACTURER 

1A~~I 18J® i z0 O4 1 01 01 01 01 N1I 0 I® LN® 'IF1113I10® 
33 34 35 36 37 40 41 42 43 44 47 

CAUSE DESCRIPTION AND CORRECTIVE ACTIONS (D 

T {Leakage was attributed to deterioration of the T-ring seat in a 10 inch 

1 I 1 Fisher type 9200 Butterfly Valve. The seat was replaced and the valve I 

1 2 was retested satisfactorily. Plant cooldown was halted and heatup 

13T linitiated.  

7 8 9 80 
FACILITY METHOD OF 
STATUS % POWER OTHER STATUS @ DISCOVERY DISCOVERY DESCRIPTION 

1 I5 [I0 I 01 01 0 I N I [AlDControl Room Instrumentation I 
7 8 9 10 12 13 44 45 46 8o 

ACTIVITY CONTENT 
RELEASED OF RELEASE AMOUNT OF ACTIVITY LOCATION OF RELEASE 

16- ® I/_1 NA I NA I 
7 89 10 11 44 45 80 

PERSONNEL EXPOSURES 
NUMBER TYPE DESCRIPTION 

E L I 01 0 OJ l7 (A 0 jI N 
7 8 9 11 12 13 80 

PERSONNEL INJURIES 
NUMBER DESCRIPTION@ 

I 0 1 o18J NA 1 
7 8 9 11 12 80 

LOSS OF OR DAMAGE TO FACILITY @ 
TYPE DESCRIPTION r -F ZI L/.@ NA 

7 8 9 10 80 
PUBLICITY L1 'I a PUBLCIT ( 8 G 3 8 07flNRC USE ONLY 

ISSUED DESCRIPTION 

]NAS I 11IIIII 1 
7 8 9, 10 68 69 80.
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9 LICENSEE CODE 14 15 LICENSE NUMBER 25 26 LICENSE TYPE 30 57 CAT 68 

REPORT EJ 015 101 01 012 I 417 1QI0 I 210 1918 1 1010 I 3111 018 1- @ 
60 61 DOCKET NUMBER 68 69 EVENT DATE 74 75 REPORT DATE 80 

EVENT DESCRIPTION AND PROBABLE CONSEQUENCES C 

IDuring a turbine inspection outage, leakage was indicated through 

1pressure relief valve PCV-1192 while in the hot shutdown condition. j 

iRedundant series valves PCV-1190 and 1191 were maintained closed thus 

1providing double isolation. In accordance with Tech. Spec. 3.6, a 

Iplant cooldown was initiated.
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