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~ MEMORANDUM FOR: D. E1senhut, Assistant D1rector for. Oparational Tachnoxogy,
Division of -Operating’ Reactors - :

FROM: L. Shao,- Chief Engxneerxng Branch Division of Operat1ng ‘
. Ao Reactors ( o o
iSUBJECT:' ; INDIA“ POINT UNIT 2 - PRIMARY CO@LANT SYSTEM LEAKAGF

; :RATES AQD STEAM GENERATOR“TUBE PLUGGING CRITEREA‘

4 'In response te your noteepf March 25 1977 the Engxneer1ng Branch has I
checked on the adequacy of the Indian Point Unit 2 prinary “coolant System. L
- leakage rate limits and steam generator tube p]ugglﬂg criteria. The A
_current Indian Point Unit 2 technical specifications Timit the primary ..
coolant systeni leakage rate to 10 gallons per minute (GPM) and do not
: specify any steam generator tube plugging criteria. . However, Indian
. . Point Unit 2 was reguested by the NRC in September of 1976 to submit
technical specifications. covering primary coo]ant system leak rate,
~ including steam geherator leak rates, and steam generator inservice :
inspection, inc]ud1ng steam generator tube plugging criteria. C@nso?idated -
Edison Company responded with a December 3, 1976 submittal covering .
'steam generator tube inservice inspections. - The bases of this submwttal
is Section 3/4.4 4.5, Reactdr. Coo]ant System - Steam Genevators, ef the
© Standard Technical Saec1f1cat1ons. ‘“The submittal which incorporates
‘a tube plugging 1imit of “40% wall degradation is currently under review -
ard will soon be 1ncorporated in the Indian Point. 2. téchnical spﬂcifications.
During the interim, period -based on suggestions from the kRC,.I g :
“Point Unlt 2 1is- operab1nn w1th a self—xmposed &0% p]ugging 11m1 o

o In regard to- pr1mary coolant. system 1eakage rate 11m1ts Consolidated
- Edison has not yet ;submitted new technical specifications based on the

current Standara Technical Specifications. The Engineering Branch be?1cves
that a 1imit of. 1.0 galions per minute total primary te secoendary 1eakage
through the steam ganerators should be imposed on. Indian Point Unit 2.
We have- discussed this matter with Operating Reactors Branch #4 and it
is-our understanding that this1imit will be imposed as a condition.

" for Indian Point Unit 2 to return to power following the steam .
”generator inspection currently in progress.
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~cc: V. Stello
-R. Heineman
Jo Knight
" R, Stuart =

- P, Erickson

B, D. Liaw

F. Almeter
‘J. Strosnider
~J. 'Scinto: ..
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