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SAFETY EVALUATION REPORT 
INDIAN POINT NO. 2 APPLICATION 

FOR AMENDMENT TO OPERATING LICENSE 

DOCKET 50-247 

INTRODUCT ION 

Pursuant to Section 50.59 (c)(1) and 50.90 of the regulations of the 
Nuclear Regulatory Commission, Consolidated Edison Company of New York, 
Inc., ("Con Edison"), as holder of Facility Operating License No. DPR-26, 
has proposed that Section 3.12 of the Technical Specifications set forth 
in Appendix A to that license be amended. The proposed changes to the 
Technical Specifications consist of revising Table 3.12-1 to permit 
deletion of certain hydraulic shock suppressors (snubbers) listed in 
that table as part of a complete redesign of the support systems of 
the lines on which the snubbers are installed.  

EVALUATION 

Hydrauli c snubbers have a potential for leakage. This potential makes 
them i nherently less reliable than passive restraints. The purpose of 
the support system redesign is to improve the reliability of the piping 
system by reducing the number of hydraulic snubbers necessary to satisfy 
the design criteria.  

In the original design of the sub ject Indian Point Unit No. 2 pipe lines, 
hydraulic snubbers were used more extensively than would be necessary 
with current piping-analysis methods. The redesign of the support 
systems of the subject lines is based on a comparison of these lines 
with comparable lines in Indian Point Unit No. 3. In these cases, the 
geometry and operating conditions of the lines are similar for both 
Units, but the selection and location of supports and restraints was 
improved in Unit No. 3 by means of more detailed analysis. To utilize 
the improved Unit No. 3 design in Unit No. 2, the support systems have 
been redesigned so that piping and supports are represented by the 
same analytical conditions found in the Unit No. 3 analyses.  

CONCLUSION 

We have concluded based on the considerations discussed, that there is 
reasonable assurance that the health and safety of the public will not 
be endangered by operation in the proposed manner. In addition, the 
reliability of the piping system will be increased because the number 
of hydraulic snubbers, which require frequent inspection to assure 
operability, will be reduced. This modification will reduce the 
potential of a piping failure due to a malfunction of the support 
system.  
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