
OE'R'iA.'TIN(; I)ATA REPORT •

DOCKET NO. 50-247 
DATE ___-_-___ 

COMPLETED BY L. Kawuia 
TELEPHONE 914-694--6000 

Ext. 209 w I.P.
OPERATING STATUS 

I. Unit Nne: Indian Point Unit No. 2 Notes 

2. Reporting Period: April, 1979 Significant even 

3. Licensed Thennal Power tMWt): 2758 in operating exp 

4. Nameplate Rating (Gross MWe): 1013 summary.  
5. Desiti llccrical Rati.,, Net NWe): 873 

6. Maximum )epend:ablc Capacity (Gross MYe): " 885 

7. Maximum D)ependaldh Capacit)y (Net ' :" 849 

8. If Chman-es Occur in Campzcity Ratings (It..ms Nmnbcr 3 Through 7) Since east Report. Give R'easons: 
Items 6 & 7 Summer Ratings (Effective 4-29-7-9)

9. Power Level To Which Restricted. If .n',y (Net MWc): NONE

10. Reasons For Restrictions, If Any:

This Month Yr.-to-Date Cumulative

!1. 1tHurs In lRepwting Pcr.iod 

12. Number Of Ilmnrs Rcnt',r '.,s Crilical 
13. Rcacfor Reuerve ';::;udo'' Hours 

14. Ilours Gcwerator On-Line 
15. Unir Rcserve Shutdown! flours 

16. Gross Thermal Energy Generated (MWII) 
17. Gross E-lectrical Energy Generated (M\VII) 
18. Net Electrical Energy Gen crated (MVH) 
19. Unit Senice Factor 
20. Unit Availabilit\v Factor 
21. Unit Capacity Factor (Usiig MI)C Net) 
22. Unit Capacity Factor (Using I)ER Net) 
23. Unit Forced Outage Rate

719 

701.97 
1.7 

695.72 
0 

1 888 975 

593 020 
568 145 

96.8 
96.8 
91.6 
90.5 
3,2

2 879 
2 839.92 
7.0 

2 791.98 
0 

7 544 949 
2 388 990 
2 291 219 

97.0 
97.0 
92.1 
91.2 
3.0

42 360 

28 785.19 128.66 
2 8 02 0.-9T 

0 
•72 348 142 

22 488 426 
21 451 391 

66.1 
66.1 
58.7 
58.0 
8.3

24. ShutdoN% us Scheduled Over Next 6 Mollths (Type, Date. and DIuration of Each): 
June, 1979 - Refueling/Maintenance Outage (,-12 weeks)

25. If Shut Down At End Of lRepot Period. Estimated I)ate .of Startup 
26. Utims In Test Status (Pri(or to Commercial Operation): Forecast

INI FIA L CRI ICA LITY 

INIIIA 1. EECI ,I(IiY 

CONINII.RCIA L. OPIRATION

Achieved

N.A.

7 9 052 0 3( 7

ts noted 
erience

0

(9/77)



AVERAGE,DAILY UNIT POWER LEXO 

DOCKET NO. 50-247 nita§,Pont 
UNIT un o 2t 

DATE 5-4-79 

COMPLETED BY L. Kawula 

TELEPHONE 914-694-6000 
Ext. 209 - I.P.

April, 1979

DAY -AVERAGE DAILY POWER LEVEL 
(MWe-Net) 

1 814 

2 823 

3 825 

4 830 

5 832 

6 831

7 822 

8 830 

9 824 

_0 817 

I1 833 

606 12 

13 819 

14 821 

15 828 

16 818

DAY AVERAGE DAILY POWER LEVEL 
(MWe-Net) 

17 823 

18 820 

19 838 

20 816 

21 828 

22 822 

23 481 

24 339 

25 832 

26 825 

27 830 

28 827 
29 

837 

30 817 

31

INSTRUCTIONS 

On this format, list the average daily unit power level in MVe.Nct for each day in the reporting month. Compute to 
the nearest whole megawatt.  

()/77)
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UNIT SHUTDOWNS AND POWER F FJUCTIONS 

REPORT MONTH April, 1979

DOCKET NO.  
UNIT NAME 

DATE 
COMPLETED PY 

TELEPHONE

50-247 
I.P. Unit No.  
5-4-79 
L. Kawula 
914-694-6000 

EXt. 209 - I.P.

- Licensee --r Cause & Corricctive 
No. Date E" =vent -5; Action to 

, .: ,-: Report i Prevent Recurrence 

19 4-12-79 F 2.65 A 3 CD Valvex Spurious MSlV Closure Signal 
C 

20 4-23-79 F 20.63 A 3 XX XXXXXX Malfunction of Condenser Steam 
Dump System. .

F: Forced 
S: Scheduled

. (9/77)

Reason: 
A-Eq uipment Failure (Explain) 
B-Maintenance or Test 
C-Refueling 
D-Regulatory Restriction 
E-Operator Training & License Examination 
F-Ad mi nist ra! ive 
G-Operational Error (Explain) 
it-Other (Explain)

Method: 
I -Manual 
2-Manual Scram.  
3-Automatic Scram.  
4-Other (Explain)

Exhibit G- Instructions 
for Preparation of Data 
Entry Sheets for Licensee 
Event Report (LER) File (NUREG
0161)

Exhibit I - Same Source
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Indian Point Station 

DOCKET NO. 50-247 

UNIT Unit No. 2 

DATE 5-8-79 

COMPLETED BY J. Makepeace 

TELEPHONE 914-739-8823 

Summary of Operating Experience - April, 1979 

With the exception of a slight derating for repairs to No. 26A 
feedwater heater, Unit No. 2 operated at 100% power until 
April 12, 1979, 'at 0958 hours, when the unit tripped as a result of 
a spurious indication of No. 21 main steam isolation valve closure.  
The unit was returned to service at 1237 hours that same. day and 
reactor power wds gradually escalated to 100%. The cause of this 
occurrence was the inadvertent closure of one of thetwo series 
solenoid valves in t.he air supply line to the MSIV.  

Unit No. 2 tripped automatically at 1420 hours on April 23, 1979, 
while fully loaded at approximately 870 MWe. The cause of the trip 
was the result of a malfunction of the condenser steam dump system 
which in turn resulted in actuation of the safeguards system via the 
high steam flow steam break protection logic. The unit was delayed 
in returning to service to allow for xenon peaking and to repair 
several miscellaneoussteam leaks on the secondary side of the plant.  

The Unit was returned to service at 1058 hours the following 
day and the load gradually brought up to full power where it remained 
for the remainder of the report period..  

With the advent of warmer river water temperatures, the flow 
restrictors in the main condenser outlet were removed in accordance 
with the provisions of the Environmental Technical Specification.  

On Wednesday; April 25, the first shipment of Region 6 fuel for 
the next cycle arrived at the site. The shipment consisted of four 
containers with two fuel assemblies in each container. Region 6 
comprises a total of 68 fuel assemblies with future shipments on a 
weekly basis of twelve assemblies per shipment.



Unit No. 2

Date 

3-2-7 9 

3-8-79 

3-10-79 

3-'13-79 

3-14-79 

3-15-79.1 

3-16-79 

3- 17-7 9 

3-1.7-79 

3-21-79

Component 

No. 22 Charging 
Pump 

No. 22 Control 
Rod Drive Fan 

No. 22 Charging 
Pump 

No. 22 Aux.  
Boiler Feed Pump 

No. 22 Instrument 
Air C ompressor 

No. 23 Charging 
Pump 

No. 22 Charging 
Pump 

Electric Heat 
Trace Ckt. 29 

No. 21 Charging 
Pump, 

No. 25 Service 
Water Pump 

No. 22 Control 
Rod Drive Fan

MWR # 

2N2 8624 

2N27 694 

2N28659 

2C2 8629 

2C28643 

2 N28667 

2N2 8676 

2N18678 

2N2 8680, 

2C28 672 

2N2 8656

Mechanical and Electrical Maintenance 

Malfunction Corrective Action 

Seal tank Overhauled pump.  
overflowing.  

Motor inoperative. Repaired motor.  

No. 5 Piston leak. Renewed packing.  

Governor valve Cleaned seat.  
flange leak.  

Compressor knocks. Overhauled compressor..  

No. 1Piston seal Repacked cylinders.  
leak.  

Cylinder leaks. Repacked cylinders.  

Primary circuit Renewed heaters.  
defective.  

No. 1 Piston leak. Renewed packing.  

Packing leak. 'Repacked pump.  

Motor inoperative. Replaced motor, changed 

fan blades.  

Indian Point Station 

Docket No. 50-247

hI~ 
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Mechanical and Electrical Maintenance

Date 

3-23-79 

3-26-79 

3-2 6-7 9 

3.-27-7.9 

3-28-79 

3-29-79 

3-30-79 

3-30-79 

3-30-79 

3-31-79

Component 

No. 21 Charging 
Pump 

No. 21 Instrument 
Air Refrigerant 
Dryer 

No. 21 Instrument 
Air Compressor 

No. 21 Charging 
Pump 

No. 21 Instrument 
Air Compressor 

No. 21/22 Containment Spray Pumps 

No. 22/23 Control 

Rod Drive Fans 

PCV-1191 

PCV-1192 

Electric Heat 
Trace Ckt. 51

MWR# 

21N28688 

2C28165 

2C28679 

2N28693 

2C28649 

2N28276 

2N28193 

2N26342 

2N26343 

2N28720

Indian 

Docket

Malfunction 

Piston cover leak.  

Housing leak.  

Drive motor 
inoperative.  

Cylinder cover leak.  

Pipe nipple broken.  

Casing drains 
leakage.  

Motors inoperative.  

Operator broken.  

Operator broken.  

Circuit defective.

Corrective Action 

Replaced gasket.  

Replaced flange gasket.  

Replaced motor.  

Retightened cover.  

Installed pew prefab
ricated section.  

Renewed plugs.  

Repaired motors.  

New actuator installed.  

New actuator installed.  

Renewed 2 strip heaters.  

Point Station 

No. 50-247

iii

Unit No. 2



Instfumentation and Control Repair

Component MWR # Malfunction Corrective Action

Emergency Diesel 
Generators

2C22622I 
and 

2C22615I

Replace contact 
retainers

G.E. CR-120 relay con
tact retainers replaced

Indian Point Station 
Docket No. 50-247

Date

2-19-79

Unit No. 2


