NRC FORM 374
U.S. NUCLEAR REGULATORY COMMISSION

MATERIALS LICENSE

Pursuant to the Atomic Energy Act of 1954, as amended, the Energy Reorganization Act of 1974 (Public Law 93-438), and Title 10,
Code of Federal Regulations, Chapter |, Parts 30, 31, 32, 33, 34, 35, 36, 39, 40, and 70, and in reliance on statements and
representations heretofore made by the licensee, a license is hereby issued authorizing the licensee to receive, acquire, possess, and
transfer byproduct, source, and special nuclear material designated below; to use such material for the purpose(s) and at the place(s)
designated below; to deliver or transfer such material to persons authorized to receive it in accordance with the regulations of the
applicable Part(s). This license shall be deemed to contain the conditions specified in Section 183 of the Atomic Energy Act of 1954, as
amended, and is subject to all applicable rules, regulations, and orders of the Nuclear Regulatory Commission now or hereafter in effect
and to any conditions specified below.

Licensee

1. L.S. Jensen Construction & Ready Mix 3. License number 25-29362-01

2. 4685 Mullan Road 4. Expiration date December 31, 2019

P.O. Box 16296 ~ N siaq;ketyo 030-38139
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Licensed material may be used or stored at.the licensee's facilities located at:
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A. 4685 Mullan Road, Missoula, Montana, and

B. Temporary job sites anywhere in the United States where the U.S. Nuclear Regulatory Commission
maintains jurisdiction for regulating the use of licensed material, including areas of exclusive Federal
jurisdiction within Agreement States.

If the jurisdiction status of a Federal facility within an Agreement state is unknown, the licensee should
contact the federal agency controlling the job site in question to determine whether the proposed job site
is an area of exclusive Federal jurisdiction. Authorization for use of radioactive materials at job sites in
Agreement States not under exclusive Federal jurisdiction shall be obtained from the appropriate state
regulatory agency.

Licensed materials may be used by, or under the supervision and in the physical presence of, individuals

who have received the training described in the application dated September 4, 2009 and E-mail dated
December 29, 2009.
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License Number

25-29362-01

MATERIALS LICENSE Docket or Reference Number
SUPPLEMENTARY SHEET 030-38139

The Radiation Safety Officer (RSO) for this license is Jeremiah B. Bowser, P.E.

A. Sealed sources shall be tested for leakage and/or contamination at intervals not to exceed the
intervals specified in the certificate of registration issued by U.S. Nuclear Regulatory Commission
under 10 CFR 32.210 or by an Agreement State.

. In the absence of a certificate from a transferor indicating that a leak test has been made within the
intervals specified in the certificate of registration issued by U.S. Nuclear Regulatory Commission
under 10 CFR 32.210 or by an Agreement State.prior to the transfer, a sealed source or detector cell
received from another person shall not-be put into use; u.htll tested

. Sealed sources need not bg tested |f they are in storage and are fot being used. However, when
they are removed from st(.‘frage for use or transferred to another person, and have not been tested
within the required leak*tgst interval, they shall be tested before use or transfer. No sealed source
shall be stored for a perlod of more than 10 years without being tested. fOr Ieakage and/or
contamination. o o

radioactive materiakon the tes f th lestireveals'thejpresence of'0.005 microcurie

(185 becquerels) ormore of re vab ion, & repott shall be filédwith the U.S. Nuclear

Regulatory Comm|SS|on in accokc_janc 30.50( (c)(2), and the spurce shall be removed
ted, repaired, or q;lsposed of in‘accordance with

Commission regulat_ipns. : i haII pe filed within qdaysof the date'the leak test result is

known with the U.S..Nuclea 1-C mm|33|on}Reg|o 612 East Lamar Blvd., Suite 400,

Arlington, Texas 7601%-412 i Diréf IVISi le

specify the source mvolved t

. The leak test shall be capablé-of d mi g the presence.df.éJOOS microcuriey(185 becquerels) of
le

. Tests for leakage and/or dohtamination sha e\rforrﬁ’e"gl)y persons speC|f|caIIy licensed by the
U.S. Nuclear Regulatory Comm|SS|on oranA ment State to pefform such services. In addition,
the licensee is authorized to collect.leak test samples butmnet perform the analysis; analysis of leak
test samples must be performed by persons specifically licensed by the Commission or an
Agreement State to perform such services.

F. Records of leak tests results shall be kept in units of microcuries and shall be maintained for 3 years.

Sealed sources or source rods containing licensed material shall not be opened or sources removed or
detached from source rods or gauges by the licensee, except as specifically authorized.

The licensee shall conduct a physical inventory every 6 months, or at other intervals approved by the
U.S. Nuclear Regulatory Commission, to account for all sources and/or devices received and possessed
under the license.

Except for maintaining labeling as required by 10 CFR Part 20 or 71, the licensee shall obtain
authorization from U.S. Nuclear Regulatory Commission before making any changes in the sealed
source, device, or source-device combination that would alter the description or specifications as
indicated in the respective Certificates of Registration issued either by the Commission pursuant to
10 CFR 32.210 or by an Agreement State.
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License Number

25-29362-01

MATERIALS LICENSE Docket or Reference Number
SUPPLEMENTARY SHEET 030-38139

Each portable nuclear gauge shall have a lock or outer locked container designed to prevent
unauthorized or accidental removal of the sealed source from its shielded position. The gauge or its
container must be locked when in transport, storage or when not under the direct surveillance of an
authorized user.

Any cleaning, maintenance, or repair of the gauges that requires detaching the source or source rod from
the gauge shall be performed only by the manufacturer or other persons specifically licensed by the
U.S. Nuclear Regulatory Commission or an Agreement State to perform such services.

A. If the licensee uses unshielded seal.ed L']rces Eit&d d more than 3 feet below the surface, the
licensee shall use surface casi xtends from the 1'b\awa'Ic depth to 12 inches above the surface
and other appropriate procedﬁre to reduce the probability of the'Source or probe becoming lodged
below the surface. Ifit |§hp} feasible to extend the casing 12 mcﬁes“above the surface, the licensee
shall implement procedurés to ensure that the cased hole is free of d;tggtructlon before making
measurements. 2 0

P
. If a sealed source c;r«:é proba,__ohtaxnmg sealed sources be I’ﬁre:;_lt')dged'ﬁ'elow the surface and it
becomes apparenf-that effort o he sealed so ge
I|ce

or probe may jret be successful, the
licensee shall notifysthe U.S. ry.Gommissionzand submit the report required by

10 CFR 30.50(b)(2 "and (c). Th sh,éll nq@t abamdon ?e sealed sox]'r}:e or probe without
obtaining the Commission's prlo;r_wrltt otificationfand reportlrrg-uequwements should be
made to the NRC-.,EEnergem&

The licensee is authorlfe}d to tr .,Iti%ﬂ%i materlal (miy in & fdance wﬂh the provisions of
10 CFR Part 71, "Packag_ijgg an 'or@ n of Radlf t|ve erial." lf:-P‘1
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21. Except as specifically provided otherwise in this license, the licensee shall conduct its program in
accordance with the statements, representations, and procedures contained in the documents, including
any enclosures, listed below. The U.S. Nuclear Regulatory Commission's regulations shall govern unless
the statements, representations, and procedures in the licensee's application and correspondence are
more restrictive than the regulations.

A. Application dated September 4, 2009 (ML092610925)
B. E-mail dated December 29, 2009 (ML093631154)

- pR REQ

FOR THE U.S. NUCLEAR REGULATORY COMMISSION

IRA/
Date December 29, 2009

Roberto J. Torres, Acting Chief
Nuclear Materials Safety Branch B
Region IV

Arlington, Texas 76011-4125
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