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July 08, 2009

Cogema Mining Inc
935 Pendell Blvd
Mills, WY 82644

Workorder No,: C09060623

Project Name: CR Guideline 8

ANALYTICAL SUMMARY REPORT

Energy Laboratories, Inc. received the following 3 samples for Cogema Mining Inc on 6/16/2008 for analysis,

Sample ID Client Sample 1D

Collect Date Receive Date

Matrix Test

C09060623-001 3 MW 23

06/16/09 00:00 06/16/09

Aqueous Metals by ICP/ICPMS, Dissolved
Metals by iICP/ICPMS, Total
Alkalinity

QA Calculations

Conductivity

Fluoride

E300.0 Anions

Nitrogen, Ammonia

Nitrogen, Nlitrate + Nitrite

pH

Metals Preparation by EPA 200.2
Gross Alpha, Gross Bela
Radium 226, Dissolved

Radium 228, Dissolved

Solids, Total Dissolved

C09060623-002 § MW 115

06/16/09 00:00 06/16/09

Aqueous  Same As Above

C08060623-003 3 MW 30

06/15/0¢ 00:00 06/16/09

Aqueous  Same As Above

As appropriate, any exceptions or problems with the analyses are noted in the Laboratory Analylical Report, the
QA/QC Summary Report, or the Case Narratlve.

If you have any questions regarding thase tests results, please call,

ReportlApproved By: ( g Ehg !\l ‘: !” i M o
Stephanie D. Waldrop

Reporting Supervisor




gy ENEAGY LABUHAIURIES, INU, « 2593 S UreeK HIGNway (Uz0U 1) * i, BOX 00 ¢ Laspll, ¥l osove
LEINCR G" Tall Free 888,235.0515 - 307.235.0515 - Fax 307.234,1639 - casper@energylab.com » www.energylab.com

LABORATORY ANALYTICAL REPORT
Clisnt: Cogema Mining Inc Report Date; 07/08/09
Project: CR Guideline 8 Collection Date: 06/16/09
Lab ID: C09060623-001 DateReceived: 08/16/09
Client Sample ID: 3 MW 23 ) Matrix: Aqueous
MCL/
Analysas Result  Units Qualifiers RL QCL Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 4 g/l 1 A2320B 0BHQ0B 21:21 /11 |
Bicarbonate as HCO3 107 mg/L 1 A2320B 06/19/08 21:21 /i ;
Calcium 6 mg/L 1 E200.7 06/26/08 00:54 / aae
Chlaride 8 mg/L 1 E300.0 06/20/09 09:04 / I}l
Fluoride 0.2 mg/L 0.1 A4500-F C 06/24/00 23:.26 / 1)i
Magnesium 1 mg/L 1 E200.7 06/25/09 00:54 / age
Nitrogen, Ammonia as N ND mg/l. 0.05 E350.1 06/19/09 12:51 / eli-b
Nitrogen, Nitrate+Nitrite as N ND mgfl 0.05 E353.2 06/16/09 12:32 [ eli-b
Potassium 1 mg/L 1 E200.7 07/01/09 1710/ ¢cp
Silica 94  mgl 0.2 £200.7 07/01/08 17:10 / cp
Sodium 140 mg/L 1 E200.7 07/01/09 1710 f ep
Sulfate 185 mgfl 1 E300.0 06/20/09 09:04 / It
PHYSICAL PROPERTIES
Congductivity 656  umhosicm 1 A2510B 06/16/09 16:08/ rp
pH 8.2 s.U, 0.01 A4500-H B 06/16/08 16:08/ rp
Sofids, Total Dissolved TDS @ 180 C 416 mg/t 10 A2540 C 06/17/09 11:27 femm
METALS - DISSOLVED
Aluminum ND mg/L 0.1 E200.7 07/017/09 17110/ cp
Arsenic 0002 mglL 0.001 E200.8 06/23/09 22:47 I ts
Barum ND mgil, 0.1 E200.8 06/23/09 22:47 I s j
Boron ND magfl, 0.1 E200.7 07/04/09 1710/ cp :
Cadmium ND mg/L 0.005 E200.8 06/23/09 22:47 / ts
Chromium ND mg/L 0.05 E200.8 06/23/09 22:47 I ts
Copper ND mg/L .01 E200.8 06/23/00 2247 I is
fron ND mafl 0.03 E200.7 07/01/08 1710 { cp ;
Lead ND mg/L 0.001 E200.8 06/23/09 22:47 [ ts |
Manganese ND  mgl 0.01 E200.8 06/23/09 22:47 I ts I
Mercury ND  mglL 0.001 E200.8 06/23/09 22:47 / ts !
Molybdenum ND mofl 0.1 E200.8 06/23/09 22:47 I ts :
Nicket ND  mglL 0.05 E200.8 06/23/09 22:47 / ts
Selenlum ND mg/l 0.001 E200.8 06/23/09 22:47 I ts
Uranium 0.0197 mgl/l 0.0003 E200.8 06/23/09 22:47 [ ts
Vanadlum ND mg/l. 0.1 E200.8 06/23/09 22:47 / {s
Zing ND mgfl 0.01 E200.8 06/23/09 22:47 / ts
. METALS - TOTAL
fron ND mg/L D 0.07 E200.7 07/06/09 13:32/¢p i
Manganese ND mg/L 0.01 E200.7 07/06/09 13:32/cp ‘
Report RL - Analyte reporting limit. MCL - Maximum contaminant level.
Definitions: QCL - Quality control limit. ND - Not detected at the reporting limit.

D - RL increased due to sample matrix interference.
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LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: C7/08/09
Project: CR Guideline 8 Collection Date: 06/16/09
Lab ID: C09080623-001 DateReceived: 06/16/09
Client Sample ID: 3 MW 23 Matrix: Aqusous

MCLs

Analyses Result  Units Qualifiers RL QCL Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 304 pCil ES00.0 06/30/09 09:31 / cgr
Gross Alpha precision (1) 3.3 pCil EQ00.0 06/30/09 09:31 / cgr
Gross Alpha MDC 2.9 pCHL ES00.0 06/30/09 09:31 / cgr
Gross Beta 3.2 pCilL ES00.0 06/30/09 0931/ cgr
Gross Beta precision (1) 1.7 pCiiL E900.0 06/30/09 09:31 / cgr
Gross Beta MDC 2.7 pCilk ESC0.0 06/30/09 09:31 / cor
Radium 226 0.08 pCiL E903.0 06/30/09 14:39 / jah
Radium 226 precision (1) 0.12 pCifl. ES03.0 06/30/09 14:39/ Jah
Radium 226 MDC 019 pCiL ES03.0 06/30/09 14:39 / jah
Radium 228 -0.08 pCiiL RA-05 06/24/09 16:10 f trs
Radium 228 precision () 0.7 pCifL RA-05 06/24/09 16:10 / trs
Radium 228 MDC 1.2 pCifL RA-05 06/24/09 16:10/ trs
DATA QUALITY
AJC Balance (+ 5) 258 % Cafculation  07/06/09 10:06 / kbh
Anlons 6,18 megl Calculation 07/06/09 10:06 / kbh
Cations 652 meql Calculation 07/06/09 10:06 / kbh
Solids, Total Dissolved Calculated 421 mgflL Calculation 07/06/09 10:06 / kbh
TDS Balance (0.80 - 1,20) 0.980 Calculation 07/06/09 10:06 / kbh

Report RL - Analyte reporting limit.
QCL - Quality control limit.

Definitions:

MDC - Minlmum detectable concentration

MCL - Maximum contaminant level.

ND - Not detected at the reporting limit,
U - Not detected at minimum detectable concentration




- g ENERGY LABORATORIES, INC. - 2393 Sall Creek Highway (82601) <« RO, Box 3258 » Laspel, WY 82602
(NS AV 7o) Free 5852950515 « 307.235.0515 + Fax 307.234.1639 - casper@energylab.com - www.energylab.com

QCL - Quality control limit.
D . RL increased due to sample matrix interference.

LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: 07/08/08
Project: CR Guideline 8 Collection Date: 06/15/09
Lab ID: €09060623-002 DateRecelved: (06/16/09
Client Sample ID: 3 MW 115 Matrix: Agueous

MCL/

Analyses Result Units Qualifiers RL QCL  Mesthod Analysis Date / By
MAJOR IONS
Carbonate as CO3 4 mag/L 1 A2320B 06M19/09 21:29/ 4t
Bicarbonate as HCO3 114 mgll 1 A2320B 06/19/09 21:28 / i}
Caldlum 8 mg/L 1 E200.7 06/25/09 01:00 / aze
Chioride 8 mg/t 1 E300.0 06/20/09 09:18 /1ji
Fluoride 0.2 mg/L 0.1 A4500-F C 06/24/09 23:29 7 il
Magnesium 1 mg/ll 1 E200.7 (6/25/08 01.00 f aae
Nitrogen, Ammonia as N 007 mglk 0.05 E350.1 06/19/09 12:55 / eli-b
Nitrogen, Nitrate+Nitile as N ND mg/L 0.05 E353.2 06/19/09 12:33 / ell-b
Potassium 2 mg/L 1 E200.7 07/01/09 17:34 / cp
Sllica 9.0 mg/t 0.2 E200.7 07/01/09 17:34 / cp
Sodium 127 mght 1 E200.7 07/01/09 17:34 / cp
Suifate 195 mgll 1 E300.0 06/20/08 09:18/ ]I
PHYSICAL PROPERTIES
Conductivity 661 umhosfcm 1 A2510B 06/16/09 16:09/rp
pH 875 su. 0.01 A4500-HB  06/16/08 16:09/rp
Solids, Total Dissolved TDS @ 180 C 431 mgil 10 A2540C 06/17/08 11:28 / emm
METALS - DISSOLVED
Aluminum ND mgfL 0.1 E200.7 07/04/09 17:34 / cp
Arsenic 0.002 mgit 0.001 E200.8 06/23/09 22:53 / ts
Barium ND  mgil 0.1 E200.8 06/23/09 22:53 [ ts
Boron ND mg/L 0.1 E200.7 07/01/09 17:34/cp
Cadmium ND  mgll 0.005 E200.8 06/23/09 22:53 / ts
Chromium ND mgflL 0.05 E200.8 06/23/09 22:53 / ts
Copper ND  mgll 0.01 E200.8 06/23/08 22:53 / ts
Iron ND mg/L 0.03 E200.7 07/01/09 17:34 / cp
Lead ND mg/L 0.001 E200.8 06/23/09 22:53 / s
Manganese 0.02  mgi 0.01 E200.8 06/23/09 22:53 /ts
Mercury ND mg/L 0.001 E200.8 06/23/09 22:53 / ts
Molybdenum ND  mglL 0.1 E200.8 06/23/09 22:53 I ts
Nickel ND  mglL 0.05 E200.8 06/23/09 22:53 /s
Selenlum ND mg/L 0.001 E200.8 06/23/09 22:53 /s
Uranium 0.0242 mglL 0.0003 E200.8 06/23/09 22:53 / ts
Vanadium ND mglt 0.1 E200.8 06/23/09 22:53 /'ts
Zinc 0.03 mg/L. 0.01 E200.8 06/23/09 22:53 /s
METALS - TOTAL
fron ND  mglL D 0.07 E200.7 07/06/09 13:44 / op
Manganese ND mg/L 0.01 E200.7 07/06/09 13:44 / cp
Report RL - Analyte reporting limit. MCL - Maximum contaminant level.
Definitions:

ND - Not detected at the reperting Hmit.
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LABORATORY ANALYTICAL REPORT
Client; Cogema Mining Inc Report Date; 07/08/09
Project: CR Guideline 8 Collectlon Date: 06/15/08
Lab iD: C08060623-002 DateRecelved: 06/16/08
Client Sample ID: 3 MW 115 Matrix: Aqueous
MCL/
Analyses Result Units Qualifiers RL QCL Mathod Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 38.7 pCilL £900.0 06/30/09 08:31 / cgr
Gross Alpha prediston (1) 3.6 pCiiL E900.0 06/36/09 09:31 / cgr
Gross Alpha MDC 2.9 pCiL ES00.0 06/30/09 08:31 / cgr
Gross Beta 6.4 pCiiL ES00.0 06/30/02 09:31 / cgr
Gross Beta precision (1} 1.7 pCiL ES00.0 06/30/09 09:31 / cgr
Grass Beta MDC 2.7 pCiiL E900.0 06/30/08 09:31/ cgr
Radium 226 -0.002  pCiAL U ES03.0 06/30/09 14:39 / jah
Radium 226 preclsion {£) 0.11 pClL £803.0 06/30/09 14:39 f jah
Radium 226 MDC 8.20 pCliL ES03.0 06/30/09 14,39/ jah
Radlum 228 0.2 pCilL U RA-05 06/24/09 16:10/ trs
Radium 228 precision () 0.7 pCi/L RA-05 06/24/09 16:10 / trs
Radium 228 MDC 1.3 pCiiL RA-05 06/24/08 16:10 / rs
DATA QUALITY
AJC Balance { 5} -1.84 % Calculation  07/06/09 10:06 / kbh
Anlons 631 megl Calculation  Q7/06/09 10:06/ kbh
Cations 6,08 megl Calculation  07/06/09 10:06 / kbh
Solids, Total Dissolved Calculated 413 my/L Calculation 07/06/09 10:06 / kbh
TDS Balance (0.80 - 1.20}) 1.04 Calculation 07/06/09 10:06 / kbh

Report
Definitions:

RL - Analyte reporting limit.
QCL - Cluality contro! limit.
MDC - Minimum detectable concentration

MCL - Maximum contaminant leve!.
ND - Not detected at the reporting limit.

U - Not detectad at minimum detectable concentration
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LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: 07/08/09
Project: CR Guidsline 8 Collection Date: 06/15/09
Lab ID: €09060623-003 DateRecaived: 06/16/09
Client Sample ID: 3 MW 30 Matrix: Aqueous

MCL/

Analyses Result  Units Qualifiers RL QCL Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 4 mag/l. 1 A2320B 06/18/00 21:36 /il
Blecarbonate as HCO3 116 mgiL 1 A2320 B 06/19/09 21:36 /1l
Calclum 7 mg/L 1 £200.7 06/25/08 01:05 f aae
Chioride 8 mg/l. 1 E300.0 06/20/02 09:34 /il
Fluoride 0.2 mgi/L 0.1 A4500-F C 06/24/09 23:32 /J
Magnesium ND  mgiL 1 E200.7 06/25/09 01:05 / aae
Nitrogen, Ammonia as N 0.05 mgil 0.05 E350.1 06/19/08 12:56 f eli-b
Nitrogen, Nitrate+Nitrite as N ND mg/L 0.05 E353.2 06/19/08 12:34 / eli-b
Potassium 1 myfl. 1 E200.7 07/01/02 1738/ cp
Silica 8.7 mg/L 0.2 E200.7 07/01/09 17.38/ cp
Sodium 142 mglL 1 E200.7 07/01/09 17:38/ cp
Suifate 195  mg/L 1 E300.0 06/20/00 08:34 / 1}l
PHYSICAL PROPERTIES :
Conductivity 661  umhosfem 1 A25108 06/16/09 16:11/mp ]
pH 8.75 s,U. 0.01 A4500-HB 06/16/09 16:11/
Solids, Total Dissolved TDS @ 180 C 417 g/l 10 A2540C 06/17/09 1131 / emm
METALS - DISSOLVED
Aluminum ND  mgit 0.1 £200.7 07/01/09 1738/ cp
Arsenic 0.001 mgiL 0.001 E200.8 06/23/08 23:00 /1
Barium ND mg/L 01 £200.8 06/23/08 23:00 f ts
Boron ND mg/L 0.1 E£200.7 07/01/08 17:38 f¢cp
Cadmium ND mgfl 0.005 E200.8 06/23/08 23:00 /s
Chromium ND  mgl 0.05 £200.8 06/23/08 23:00 / ts
Copper ND mglL 0.01 £200.8 06/23/09 23:00 / ts
Iron 005 mgl 0.03 £200.7 07/01/08 17:38 f cp
Lead ND mg/L. 0.001 E200.8 06/23/09 23:00/ 1s
Manganese ND mgft 0.01 E200.8 06/23/09 23:00 / {s 1
Mercury ND mait 0.001 E200.8 06/23/09 23:00 /s ;
Molybdenum ND mg/t 0.1 E200.8 06/23/09 23:00/ 1s
Nickel ND  mgfL 0.05 E200.8 06/23/09 23:00/ is
Selenium ND mgiL 0.001 E200.8 06/23/08 23:00/ 1
Uranium 0,0005 mgfL 0.0003 E200.8 06/23/09 23:00 / ts }
Vanadium ND mg/L 01 E200.8 06/23/09 23:00 /s i
Zine ND mg/L 0.01 E200.8 06/23/09 23:00 /ts j
METALS - TOTAL :
leon 16.6 mg/L D 0.07 E200.7 06/25/09 1319/ cp :
Manganese 016 mg/l 0.01 £200.7 06/25/09 13:18/ cp
Report RL - Analyte reporting limit. MCL - Maximum contaminant level. .
Definitions: QCL - Quality control limit, ND - Not detected at the reporting limit,

D - RL increased due to sample malrix Interference, U - Not detected at minimum detectable concentration
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MBC - Minimum detectable concentration U - Not delected at minimum detectable concentration

LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: 07/08/08
Project: CR Guideline 8 Coliection Date: 06/15/09
Lab ID; €08060623-003 ’ DatoReceived: 06/16/09
Client Sample ID: 3 MW 30 ~ Matrix: Aqueous

mMcu/

Analyses Raesult Units Qualifiers RL QCL Method Analysis Data / By
RADIONUCLIDES - DISSOLVED
Gross Alpha . 2.8 pCi/L U E$00.0 06/30/09 02:31 / cgr
Gross Alpha precision (1) 1.9 pCiL ES00.0 06/30/09 09:31 / cgr
Gross Alpha MDC 2.8 pCiL ES00.0 06/30/09 09:31 f cgr
Gross Beta -0.6 pCiL U ES00.0 06/30/00 08:31 / cgr
Gross Beta precision (1) 16 pCill. ES00.0 06/30/09 09:31 / cgr
Gross Beta MDC 27 pCilL ES00.0 06/30/09 09:31 f cgr
Radium 226 0.24 pCilL E903.0 06/30/09 14:39/ jah
Radium 226 precision () 0.14 pClL EQ03.0 06/30/09 14:39/ jah
Radium 226 MBC 0.18 pCi/lL EB03.0 06/30/09 14:39 / jah
Radium 228 0.03 pCilL u RA-05 06/24/08 16:10 } irs
Radium 228 precision (1) 0.7 pCiL RA-05 06/24/08 16:10 / trs
Radium 228 MDC 1.1 pCilL RA-05 06/24/09 16:10 / rs
DATA QUALITY
AJC Balance (£ 5) 246 % Caleulation  07/06/09 10:06 / kbh
Anions ' 6.30  meqil Calculation  07/06/09 10:06 / kbh
Cations 6.62 megl Calculation D7/06/09 10:06 / kbh
Solids, Total Dissolved Calculated 427 mg/L. Calcutation D7/06/09 16:06 / kbh
TDS Balance (0.80 - 1.20) (.980 Calculation 07/06/09 10:06 / kbh
Report RL - Analyte reporting limit. MCL - Maximum contaminant level.
Definitions: QeL - Quality control limit. ND - Not detected at the reporting fimit.
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QA/QC Summary Report
Client: Cogema Mining Inc Report Date; 07/08/09
Project: CR Guideline 8 Work Order: C08060623
Analyte Count Result Units RE %REC Low Limit High Limlit RPD RPDLimit Qual
Msthod: A2Z320B _ Batch: R119840

Sample ID; MBLK

3 Method Blank

Run:

MANTECH_090618A 06/19/08 10.51

Alkalinlity, Total as CaCO3 5 mg/L 0.2
Carbonate as CO3 ND mgft. 1
Bicarbonata as HCO3 8 mght i
Sample ID: LGSt Laboratory Controt Sample Run: MANTECH_090619A 06/19/09 11:06
Alkalinity, Total as CaCO3 200 mgll 5.0 98 90 110
Samptle ID: LCS Laboratory Gonlral Sample Run: MANTECH_0S0619A 06/19/02 11:14
Alkallnity, Total as CaCO3 523 mglL 5.0 95 90 110
Sample ID; C08060451-001AMS Sample Malrix Spike Rure: MANTECH_090619A 06/19/09 11:41
Alkalinity, Total as CaCO3 201  mglL 5.0 97 80 120
Sample ID: C09060451-001AMSD Sample Matrix Sptke Duplicate Run: MANTECH_090619A 06/19/08 11:48
Alkalinity, Total as CaCO3 203 mg/L 5.0 98 80 120 0.7 20
Msothod: A2510B Analytical Rur: ORIONSS5A_090616C
Sample ID; 1ICV2_090616_3 initial Calibration Verification Standard 06/16/09 15:32
Conductivity 1380 umhos/cm 1.0 98 90 110
Meothod: A2510B Batch: 020616_3_PH-W_555A-2
Sample ID: MBLK1_090616_3 Method Blank Run; ORIONS55A_080616C 06/16/09 15:28
Canductivity 1.8 umhosfcm 0.2
Sample 1D: C09080621-001ADUP Sample Duplicate Run: ORION555A_080616C 06/16/09 15:51
Conductivity 2510 umhos/cm 1.0 0.2 10
Method: A2540C Batch: R119802
Sample ID; MBLK1_ Methed Blank Run: BAL-1_090618C 06/17/09 11:20
Solids, Total Dissolved TDS @ 180 C NBE  mgl 6
Sample ID: LCS1_ Laboratery Control Sample Run: BAL-1_020618C 06/17/09 11:21
Solids, Total Dissolved TDS @ 180 C 980 mgfl. 10 09 90 110
Sample ID: C09060623-002AMS Sample Matrix Splke Runi: BAL-1_090618C 06/17/09 11:28
Selids, Total Dissolved TDS @ 180 C 2390 mg/lL. 10 98 80 110
Sample ID: C09060623-002AMSD Sample Matrix Spike Duplicate Run: BAL-1_090618C 06/17/09 11:29
Solids, Total Dissolved TOS @ 180 C 2360 mo/l 10 a6 80 110 14 10

Qualifiers:
RL - Analyte reporting timit,

ND - Mot detected at the reporting limit.

MDC - Minimum detectable concentration
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RL - Analyte reporting limit.
MDC - Minimum detectable concenfration

ND - Not detected at the reporting limit.

oy LENERGY LABORATORIES, INC, - 2393 Salt Creek Highway (826'03
[SNTEV 7l Free 585.256.0515 - 307.235.0515 + Fax 307.234.1639 + casper@energylab.com - wwwenergylab.com
QA/QC Summary Report

Client: Cogema Mining Inc Report Date: 07/08/09
Project: CR Guideline 8 Work Order: C09060623
Analyte Count Result  Units RL %REC Low Limit High Limit RPD RPDLimit Qual
Method:  A4500-FC Batch: R120067
Sample 1D; MBLK-1 Msthod Blank Run: MANTECH_090624A 06/24/09 22:25
Fluoride ND mg/t 0.05
Sample ID; LCS1 Laboratory Conirol Sample Run: MANTECH_090624A 06/24/00 22:28
Fluoride 1.02 mg/L 0.10 102 80 110
Sample ID: C09060623-003AMS Sample Matrix Spike Run; MANTECH_080624A 06/24/09 23:35
Fluoride 1.23 mgiL 0.10 103 80 120
Sampls ID: C09060623-003AMSD Sample Matrix Spike Duplicate Run: MANTECH_080624A 06/24/08 23:38
Fluoride 125 mglt 0.10 105 80 120 1.6 10

Method: A4500-HB Analytical Run: ORIONS55A_090616C
Sample ID: ICV1_080616_3 Initial Calibration Verification Standard 06/16/09 15:30
pH 6.87 S.U. 0.010 100 98 102

Method:  A4500-H B Batch: 090616_3 PH-W_555A-2
Sampie ID: C09060621-001ADUP Sample Duplicate Run: ORIONS55A_090618C 06/16/09 15:51
pH 7.63 s.u. 0.01¢ 0.3 10

Method:  E300.0 Batch: R118880
Sample ID: LCS 2 Laboratory Control Sampie Run: 1C1-C_090818A 06/18/09 23:26
Chloride 978 mgl 1.0 98 a0 110

Suifate 38.2 ma/L 10 06 a0 110

Sample ID; MBLK 2 Methed Blank Run: IC1-C_090818A 06/18/09 23:40
Chloride ND mail. 0.04

Sulfate ND mg/L 0.1

Sample ID: C09060623-003AMS 2 Sample Matrix Spike Run: IC1-C_080618A 06/20/09 09:50
Chtorlde 28.0 mg/L i.0 103 a0 110

Sulfate 268 mglL 1.0 83 ) 110

Sample ID: C08060623-003AMSD 2 Sample Matrix Spike Duplicate Run: 1C1-C_090618A 06/20/06 10:05
Chloride 28.1 mg/L 1.0 104 S0 110 0.5 20

Sulfate 268 mglL 1.0 23 80 110 0 20
Qualifiers:
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QA/QC Summary Report
Client: Cogema Mining inc Report Date; 07/08/08
Project: CR Guideline 8 Work Order: C08060623
Analyte Count Result  Units RL %REC Low Limit High Limit RPD RPDLimit Qual
Method:  E350.41 Analytical Run: SUB-B131498
Sample ID: ICV Inltial Callbration Verification Standard 06M19/08 12:44
Nitrogen, Ammonia as N 5.57 mg/l 0.1 102 a0 110
Method: E350.1 Batch: B_R131498
Sample ID; MBLK Msthod Blank Run: SUB-B131498 06/19/0g 12:45
Nitrogen, Ammonia as N ND mg/L 0.02
Sample ID: LFB Laboratory Fortifled Blank Run: SUB-B131488 06/19/09 12:46
Nitrogen, Ammoenia as N 1.03 mg/L. 0.10 104 90 110
Sample ID: B09061643-001EMS Sample Matrix Splke Run: SUB-B131408 06/19/09 12:52 -
Nitrogen, Ammonia as N 1.02 mg/L 0.050 99 80 110
Sample ID; B09061643-001EMSD Sample Matrix Splke Duplicate Run: SUB-B131408 06/19/09 12:584
Nitrogen, Ammonia as N 1.00 mgL 0.050 97 g0 110 1.8 10
Method: E353.2 Analytical Run: SUB-B131478
Sample ID: ICV Initial Calibration Verification Standard 06/19/09 10:10
Nitrogen, Nitrate+Nitrite as N 367 mgl 0.050 104 90 110
Method: E353.2 Batch: B_R131478
Sample ID: MBLK Method Blank Run: SUB-B131478 06/19/09 101114
Nitrogen, Nitrata+Nitrite as N 0.006 mglL 0.002
Sample 1D: LFB Laboratory Fortified Blank Run: SUB-B131478 06/19/09 10:13
Nitregen, Nitrate+Nitrite as N 1.02 mg/L 6.050 103 a0 110
Sample ID: B09061665-007CMS Sample Matrix Splke Run: SUB-B131478 06/19/09 12:30
Nitrogen, Nitrate+Nitrite as N 1.88 mg/L 0.050 105 80 110
Sample ID: B09061665-007CMSD Sample Matrix Splke Duplicate Run: SUB-B131478 06/19/08 12:31
Nitrogen, Nitrate+Nitdte as N 1.88 mg/L 0.050 106 80 110 0.4 10
Sample ID: C09060629-003A Sample Matrix Splke Run: SUB-B131478 06/19/09 12:46
Nitrogen, Nitrate+Nitrite as N 128 mgll 0.050 101 80 110
Sample ID: C09080629-003A Sample Matrix Splke Duplicate Run: SUB-B131478 06/19/09 12:47
Nitrogen, Nitrate+Nitrite as N 1.26 mg/l. 0.050 101 a0 110 0.3 10

Qualifiers:
RL - Analyte reporting fimit.

ND - Not detected at the reporting limit,

MDC - Minimum detectable concentration




ENERGY LABORATORIES, INC. - 2393 Salt Creek Highway (82603 « RO, Box 5258 - Casper, WY 82602
1ol Freo 888.235.0515 « 307.235.0515 « Fax 307.234.1639 « casper@energylab.com « www.energylab.com

QA/QC Summary Report
Client: Cogema Mining Inc Report Date: 07/07/09
Project: CR Guideline 8 Work Order: 09060623
! Analyte Count Result  Unlis RL %REC Low Limit High Limit RFD RPDLImit Qual
L
Method:  E200.7 Batch: 22754
Sample ID: MB-22764 2 Methed Blank Run: ICP2-C_080625A 06/25/09 12:14
Iron ND  mglL 003
Manganese ND  mgl 0.007
Sample ID; LCS3-22754 2 laboratory Control Sample Run: ICP2-C_090625A 06/25/09 12:18
fron 254 mglL 0.033 102 85 115
Manganese 253 mgt 0.010 101 85 115
Sample 1D: C09060698-001AMS3 2 Sample Matrix Spike Run: ICP2-C_090625A 06/25/09 13:27
Iron 5068 mglL 0.066 105 70 130
Manganese 271 mgiL 0.013 99 70 130
Sample ID: C09060698-001AMSD 2 Sample Matrix Spike Duplicate Run: ICP2-C_090625A, 06/25/09 13:31
lron 5.22 mg/L 0.066 111 70 130 3.2 20
Manganese 2.83 ma/L 0.013 104 70 130 4.6 20
Sample ID: MB-22754 2 Method Blank Run: [CP2-C_090706A 07/07/09 02:31
iron ND mg/i. 0.03
Manganese ND  mgiL 0.007
Method: E200.7 Batch: R120096
Sample |D: LRB 2 Method Blank Run: ICP3-C_080624A 06/24/09 14.24
Calcium ND ma/l. 0.2
Magnesium ND mgil. 0.2
Sample ID: LFB 2 Laboratory Fortified Blank Run: ICP3-C_090624A 06/24/09 14:30
Calcium 48.4 mgiL 0.50 97 85 116
Magnesiurn 45.0 mg/L 0.50 98 85 116
Sample ID: MB-22820 2 Methed Blank Run: ICP3-C_090624A 06/24/08 15:17
Calcium ND mgfL 0.2
Magnesium ND mg/L 0.2
Sample iD; COB060597-004CMS 2 Sample Matrix Spike Run: ICP3-C_090624A 06/25/09 00:14
Calcium 258 maflL 1.0 75 70 130
Magnesium 226 mofl. 1.0 81 70 130
Sample ID: C09060597-004CMSD 2 Sample Malrix Spike Duplicate Run: iICP3-C_090624A 06/25/09 00:19
Calclum 259 mgiL 1.0 76 70 130 1 20
Magnesium 223 magfl. 1.0 80 70 130 1.3 20
Qualifiers:

RL - Analyte reporting fimit,

MDC - Minimum detectable concentration

ND - Not detected at the reporting limit.




e el s VeV LNERGY LABORATORIES, INC. - 2393 Saft Creek Highway (82601} » RO. Box 3258 + Casper, WY 82602
VAN TNCV 70/ Free 6852350515 « 307.295.0615 » Fax 307294, 1699 .-:aspsr@;ene@ﬂaacom  www.energylab.com

QA/QC Summary Report

Client: Cogema Mining Inc Report Date: 07/07/08

Project: CR Guideline 8 Work Order: C09060623
Analyte Count Result  Units RL 9%REC Low Limit High Limit RPD RPDLImIt Qual —II
Methed:  E200.7 Batch: R120371
Sample |D; MB-030701A 6 Method Blank Run: [CP2-C_080701A 07/01/08 13:38
Aluminum ND mg/L 0.01

Boron ND mg/L 0.03

Iron ND mg/L 0.005

Polassium ND mg/l 0.1

Silicon 0.03 mg/L 0.01

Sodium ND mg/L 0.2
Sample ID: LFB-090701A 8 Laboratory Fortified Blank Run: ICP2.C_080701A 07/01/08 13:42
Aluminum 0954 mgiL 0.10 95 85 115

Boron 1.02 mg/L 0.10 102 85 115

~fron 0.964 malt 0.030 86 85 115

Potassium 45.4 mgit. 06.50 91 85 115

Silicon 0.472 mg/L 0.015 110 85 115

Sodium 48.9 mg/L 0.50 98 85 115
Sample ID: C08060674-001BMS2 8§ Sample Matrix Spike Run: ICP2-C_090701A 07/01/09 17:46
Aluminum 104 mg/L 032 102 70 130

Boron 101 mygi. 0.28 99 70 130

lron 968 mglL 0.055 95 70 130

Potassium 473 mg/l. 1.0 87 70 130

Silicon 6.53 mglt 0.15 109 70 130

Sodium 689  molk 2.3 97 70 130
Sample ID; C03080674-001BMSD 6 Sample Matrix Spike Duplicate Run: ICP2-C_090701A 07/01/08 17:50
Aluminum 10.5 ma/L 0.32 103 70 -130 0.8 20

Boron 10.1 mg/t 0.28 99 70 130 0.5 20

Iron 850 mght 0.055 93 70 130 1.9 20

Potassium 468  mgll 1.0 85 70 130 11 20

Silicon 6.43 mg/it 6.15 107 70 130 1.8 20

Sodium 697 mg/L 23 97 70 130 0.3 20

\

Qualifiers:

RL - Analyte reporting limit, ND - Not detected at the reporting limit.

MBC - Minimum detectable concentration



LABORATORIES

ENERGY LABORATORIES, INC. - 2393 Salt Crock Highway (82601) + BO. Box 3258 . Casper, WY 82602
VAN T CVE 70 Free 556.295.0515 - 307.235.0515 - Fax 307.234.1639 - casper@energylab.com » wwwenergylab.com

Client: Cogema Mining Inc
Project: CR Guideline 8

QA/QC Summary Report

Report Date: 07/07/09
Work Order: C08060623

Analyte Count Reéu!t Units RL° %REC Low Limit High Limit RPD RPDLimit Qual
Method: E200.7 Batch: R120479
Sample [D: MB-080706A 2 Method Blank Run: ICP2-C_090708A 07/06/09 11:57
Iron ND mgfl 0.005

Manganese ND  mglL 0.001

Sample ID: LFB-090706A 2 Laboratory Fortified Blank Run; ICP2-C_030708A 07/06/09 12:01
fron 0.928 mg/L 0.030 83 85 115

Manganese 0.922 maiL 0.010 a2 85 116
Sample ID: C09060623-001DMS2 2 Sample Matrix Splke Run: ICP2-C_090706A 07/06/09 13:36
Iron 1.94 mgfl. 0.067 05 70 130

Manganese 1.97 mg/il 0.014 96 70 130

Sample ID: CO9060623-001DMSD 2 Sample Matrix Spike Duplicate Run; ICP2-C_090708A 07106/09 13:40
Iron 1.91 mgiL 0.067 94 70 130 1.5 20
Manganesse 1.89 maft. 0.014 a3 70 130 4.1 20
Qualifiers:

RL - Analyte reporiing limit,

MDC - Minimum detectable conceniration

ND - Not detected at the reporting limit.



ENERGY LABORATORIES, INC. - 2393 Salt Cregk Mpﬁway(&é‘é‘%? « RO Box 3258 + Casper, WY 82602

Toll Free 888.235.0515 + 307.235.0515 « Fax 307.234,1639 + casper

energyiab.com » www.energylab.com

QA/QC Summary Report

Client: Cogema Mining Inc Report Date: 07/07/09
Project: CR Guideline 8 Work Order: C09060623
Analyte Count Result Units RL %REC Low Limit High Limit RPD RPDLImit Qual
Mathod: E200.8 Batch: R120024
Sample |ID: LRB 14 Method Blank Run: ICPMS2-C_090823A 06/23/09 13:16
Arsenic ND  mgiL 0.0003

Barium ND mg/l 3E-05

Cadmium ND mght 6E-05

Chromium 0.0001 mag/t 8E-05

Coppar 9E-05 mg/k 4E-05

Lead ND  mgh 2E-05

Manganese ND mgit. 5E-08

Mercury ND  mght 4E-05

Molybdenum ND mg/L 4E-05

Nickel ND  mgll 9E-05

Selenium ND mglL 0.001

Uranium ND mg/t 8E-06

Vanadium ND mag/L 9E-05

Zing 0.001 mg/L 6E-05
Sample ID: LFB 14 Laboratory Fortified Blank Run: ICPMS2-C_090623A 06/23/09 13:23
Arsenic 00520 mgl 0.0010 104 85 115

Barium 00517 mgl 0.0010 103 85 116

Cadmium 0.0520 mglL 0.0010 104 a5 115

Chromtium 0.0525 mg/L 0.0010 106 a5 115

Copper 0.0522 mgil 0.0010 104 85 115

Lead 0.0522 mgi 0.0010 104 85 115

Manganese 0.0620 mgiL 0.0010 104 85 115

Mercury 0.00517  mglL 0.0010 103 85 115

Molybdenum 0.0524 mgil 0.001¢ 105 85 115

Nicket 0.0517 mglL 0.0010 103 85 115

Selenium 0.0521 mgil. 0.0014 104 85 115

Uranium 0.0502 mail ©.00030 100 85 115

Vanadium 0.0521 ma/L 0.0010 104 85 115

Zine 0.0536 mglL 0.0010 105 85 115

Sampte ID: C09060708-001BMS4 14 Sample Matrix Spike Run: [CPMS2-C_030623A 05/24/08 00:08
Arsenic 0.0514 mgit 0.0010 100 70 130

Barium 0.0635 mgit. 0.0010 101 78 130

Cadmlum 0.0475 mgi 0.010 95 70 130

Chromium 0.0466 mglt 0.0010 93 70 130

Copper 0.0501 ma/L 0.010 a5 70 130

Lead 0,0495 mg/L 0.0010 9g 70 130

Manganese 0.0461 mg/L 0.010 92 70 130

Mercury 0.00507 mg/L 0.0010 101 70 130

Molybdenum 00516 mglL 0.0010 101 70 130

Nickel 0.0512 mgit 0.050 96 70 130

Selenium 0.0709 mgft 0.0010 98 70 130

Uranium 0.0713 mgfl 0.00030 105 70 130

Qualifiers:

RL - Analyte reporting limit.
MDC - Minimum detectable concentration

ND - Not detected at the repotting limit,




Vo Vg LNEAGY LABORATORIES, INC. » 2393 Salf Cresk Highway (62601} « FO. Box 3258 « Casper, WY 82602
E/\ER GY Toll Free 888.235.0515 « 307.235.0515 + Fax 307.234.1639 + casper@energylab.com + www.energylab.com

QA/QC Summary Report
Client: Cogema Mining Inc Report Date: 07/07/09
Project: CR Guideline 8 Work Order: C0S060623
’:nvalyte Count Result  Units RL %REC Low Limit High Limit RPD RPOLimit Qual

Method: E200.8

Sample ID: C08060708-001BMS4 14 Sample Matrix Spike

Run: ICPMS2-C_090623A

Batch: R120024
06/24/09 00.08

Vanadium 0.0500 mg/lL 0.0010 96 70 130
Zinc 0.0555 mg/l 0.010 98 70 130
Sample ID: C09060708-001BMSD 14 Sample Malrix Spike Duplicate Run: ICPMS2-C_080623A 06/24/09 00:15
Arsenic 0.0521 mglL 0.0010 102 70 130 1.3 20
Barium 0.0646 mglL 0.6010 103 70 130 1.7 20
Cadmium 00482 mgl 0.010 98 70 130 1.4 20
Chromium 0.0471 mgil 0.0010 94 70 130 1.1 20
Copper 0.0500 mgl 0.010 94 70 130 0.3 20
Lead 00506 mgl 0.0010 104 70 130 3 20
Manganese 0.0464 mgi 0.010 92 70 130 0.6 20
Mercury 0.005618 mgiL 0.0010 104 70 130 2.3 20
Molybdenum 0.0525 mght 0.0010 103 70 130 1.9 20 -
Nickel 0.0507 mglt 0.050 95 70 - 130 1 20
Selenium 0.0708 mgit 0.0010 98 70 130 0 20
Uranium 0.0720 mglL 0.00030 107 70 130 1 20
Vanadium 0.0508 mg/k. 0.0010 98 70 130 1.7 20
Zinc 0.0548 mg/l. 0.010 97 70 130 1.2 20
Qualifiers:

RL - Analyte reporting limit.
MDC - Minimum detectable cancentration

ND - Not detected at the reporting limit.




ENERGY LABORATORIES, INC. - 2393 Salt Creek

Highway (82601) » PO, Box 3258 » Casper, WY 82602

E/\ER G/ Toll Free 888.235.0515 « 307.235.0515 » Fax 307.234,1639 + casper@energylab.com www.energylab.com
QA/QC Summary Report

Cllent: Cogema Mining Inc Report Date: 07/08/09

Project: CR Guideline 8 Work Order: C09060623
Analyte Count Result  Units RL %REC Low Limit High Limit RPD RPDLimit Qual
Method:  E9C0.0 Batch: GrAB-0685

Sample ID: MB-GrAB-0685 § Method Blank Run: G5000W_0906248 06/29/09 21:22
Gross Alpha -2 pCit u
Gross Alpha precision (&) 07 pCiL

Gross Alpha MDC 09 pCill

Gross Beta -2 pCilL U
Gross Beta precision (1) 1 pCifL

Gross Beta MDC 2 pGilL

Sampie ID: UNAT-GrAB-0685 Laboratory Control Sample Run: G5000W 0906248 08/29/09 21:22
Gross Alpha 160 pCiflL 114 70 130

Sample ID: Cs137-GrAB-0685 Laboratory Controt Sample Run: G5000W _090624B 06/29/09 21:22
Gross Beta 86 pCill a5 70 130

Sample ID; C09060736-002DMS Sample Matrix Spike Run: GS000W_000624B 06/29/09 21:22
Gross Alpha 181 pCilL 131 70 130 ]

- Splke response is ocutside of the acceptanca range for this analysis. Since the LCS and the RPD for the MS MSD palr are accepiable, the response Is considered to he

malrix telaled. The batch Is approved.
Sample ID; C09060736-002DMSD
Gross Alpha

Sample ID: C09960736-002DMS
Gross Beta

Sample ID: C08060736-002DMSD

Sample Matrix Spike Duplicate

191 pCilL
Sample Matrix Spike
959  pCilL

Sample Matrix Spike Duplicate

138

08

Run: G5000W_080624B
70 130 54

Run: G5000W_090624B
70 130

Run: G5000W_080624B

06/28/00 21:22
17.4 S

06/20/09 21:22

06/29/09 21:22

Gross Beta grs pCiiL 100 70 130 1.6 15,9
Method:  E903.0 Batch: RA226-3758
Sampla ID: C09060648-003AMS Sample Matrix Spike Run: BERTHOLD 770-1_080619A 06/30/09 14:39
Radium 226 191 pCi. a7 70 180
Sample ID: C09060648-003AMSD Sample Matrix Spike Duplicate Run: BERTHOLD 770-1_080619A 06/30/09 16:24
Radium 226 17.8  pCilL 88 70 130 7.2 227
Sample ID: MB-RA226-3759 3 Method Blank Run: BERTHOLD 770-1_090619A 06/30/09 16:24
Radlum 226 -0.2  pCilL u
Radlum 226 precision (&) 0.08 pCiL
Radium 226 MDC 0.2 pCilL.
Sample ID: LC5-RA226-3759 Laboratory Control Sample Run: BERTHOLD 770-1_090619A 06/30/08 16:24
Radium 226 6.8 pCilL 89 70 130

Qualifiers:
RL - Analyte reporting limit.

MOC - Minimum detectable conceniration
U - Not detected at minimum detectable concentration

ND - Not detected at the reporing limit.
S - Spike recovery outside of advisory limits.




ENERGY LABORATORIES, INC. - 2393 Salt Creck Highway (8260@1?) « RO. Box 3258 + Casper, WY 82602
Toll Free 888.235.0515 + 307.235.0515 - Fax 307.234.1639 « casper@energylab.com « www.energyiab.com

QA/QC Summary Report
Client: Cogema Mining Inc Report Date; 07/08/09
Project: CR Guideline 8 Work Order: C09060623
Analyte Count Result  Units RL %REC Low Limit High Limit RPD RPDLimit GQual
Method: RA-05 Batch: RA228-2726
Sample 1D; LC8-228-RA226-3759 Laboratory Control Sample Run: TENNELEC-3_090618A 06/24/09 16:10
Radium 228 6.61 pCi/L 85 70 130
Sampla ID: MB-RA228-3759 2 Method Blank Run: TENNELEC-3_090619A 06/24/09 16:10
Radium 223 07 pCilL U
Radium 228 precision () 07 pCilL
Radium 228 MDC 1 pCill.
Sample |D: CO2060691-034EMS Sample Matrix Spike Run: TENNELEC-3_080619A 06/24/09 16:10
Radium 228 145  pCiL 81 70 130
Sample {D: C09060691-034EMSD Sample Matrix Spike Duplicate Run: TENNELEC-3_090619A 06/24/09 16:10
Radium 228 14.2 pCilt 79 70 130 23 38
Qualifiers:
RL - Analyte reporting Himif. ND - Not detected at the reporting limit.

MDC - Minimum detectable concentration U - Not detected at minimum detectable concentration




SAMPLE SUBMITTAL AND CHAIN OF CUSTODY FORM

COGEMA Mining Inc. ; PO Box 730 M'ills, WY 82644
Phone 738-2464 (Irigaray Mine) or 234-5019 (Mills Office)

Samples shipped to Energy Lab; Casper, WY

Date (h&1eR  Received by A, Dat

Sample Descripfion: CR Guideline 8

Submitted

o,

Analysis Requested*: ASSAY SUITE A; Water quality parameters listed in the Wyoming
DEQ Guideline # 8, for uranium mines. .

Send Analysis Results to Larry Abogast
e-mail copies to larry.abogast@areva.com &
hdemuth@petrotek.com

' Sample | Sample | Water Sample Preservation (X)
# Identification Name Date | Volume | Filtered | Not Filt HNO3 | H2S04 Comments
1T RBMD AD el Iﬁ'lq 1 Liter X
500 ml X X
500 ml X X
2 Liter X X
. 500 ml X X
2 am[ ,[_) ” S Lﬂ '[[5 ﬂ FrY *¥F *%k *% ko
3 1 N,h) 30 | {q o ok *k *k *k
4 = e *% *%k *k *%
5 ok *k *%k *& *&
6 ki xk *k *k *%
7 R *k * & *k Rk
8 ek *%k *% *% ke
9 L1 *% * R *% *k
10 x% *%k ek *k *k
1 1 vy ok k& %k Wk
12 % *% % ** *k
13 *% x% *k *k &
14 "k ** dk *%k *%
15 ) Rk #k *k *k
16 ik "k *dk % "k
17 *% *%k *k ki *k
18 *x T} *k *% *%

* All analysis will be performed in accordance with EPA approved procedures and/for the latest edition of Standards Methods.

** Same as sample # 1. g Foc
\exce\ENV-FORM\SUB-G8 (6-8-94 JV) "/é//fkiﬁ
O 7%

(D23




Energy Laboratories Inc

Workorder Receipt Checklist

Cogema Mining Inc

Login completed by: Edith McPike
Reviewed by.

Reviewed Date:

Shipping container/cooler In good condition?
Custody seals intact on shipping contalner/cooler?
Custody seals intact on sample bottles?

Chain of custody present?

Chain of custody signed when relinquished and received?
Chain of custody agrees with sample labels?
Samples In proper container/bottie?

Sample containers intact?

Sufficient sample volume for indicated test?

All samples recelved within holding time?
Container/Temp Blank temperature:

Water - VOA vials have zero headspace?

Water - pH acceptable upon recelpt?

Yes [}
Yes [
Yes []
Yes []
Yes [v]
Yes [V]
Yes [/]
Yes [v]
Yos [V]

Yes /]
8°C Onlce

ARG

C09060623

Date and Time Received: 6/16/2009 9:13 AM
Received by: em

Carrier name: Hand De!

No [ Not Present [7]
Ne [J Not Present [v]
No [} Not Present [7]
No [
Ne [
No [
No ]
Noe [
No ]
Ne 7]

No [7] No VOA vials submitted  [7]
No [ Not Applicable [T}

Contact and Corrective Action Comments:

--------

Ncne

........

---------
--------------------------------------------------




ENERGY LABORATORIES, INC. + 2393 Salt Creek Highway (82601) » PO, Box 3258 + Casper, WY 82602
E/V_"_/? GY Toli Free 888.235.0515 « 307.235.0515 + Fax 307.234.1639 + casper@energylab.com - meﬁgy/ab. corm

LABORATORIES
CLIENT: Cogema Mining Inc Date: 08-Jul-09
Project: CR Guidsline 8 CASE NARRATIVE

Sample Delivery Group: C08060623

ORIGINAL SAMPLE SUBMITTAL(S)
All original sample submitials have besn returned with the data package.

SAMPLE TEMPERATURE COMPLIANCE:; 4°C (+2°C)
Temperature of samples recelved may not be considered properly preserved by accepted standards. Samples that are hand
delivered immadiately after collection shall be considered acceptable if there is evidence that the chilling process has begun.

GROSS ALPHA ANALYSIS
Method 900.0 for gross alpha and gross beta Is intended as a drinking water method for low TDS waters. Data provided by
this method for non potable waters should be viewed as inconsistant.

RADON IN AIR ANALYSIS

The desired exposure time is 48 hours (2 days). The time delay In refurning the canister to the laboratory for processing
should be as short as possible to avoid excesslve decay. Maximum recommendad delay between end of exposure to
beginning of counting should not exceed 8 days.

SOIL/SOLID SAMPLES
All samples reporied on an as received basis unless otherwise Indicated.

ATRAZINE, SIMAZINE AND PCB ANALYSIS USING EPA 605

Data for Atrazine and Simazine are reported from EPA 525.2, not from EPA 505. Data reported by ELI using EPA method
505 reflects the results for seven individual Aroclors. When the results for all seven ars ND {not detacted), the sample
meets EPA compliance criteria for PCB monitoring.

SUBCONTRACTING ANALYSIS

Subcontracting of sample analyses to an outside laboratory may be required. If so, ENERGY LABORATORIES will utilize ifs
branch {aborataries or qualified contract laboratories for this service. Any such laboratories will be indicated within the
Laboratory Analytical Report.

BRANCH LABORATORY LOCATIONS

eli-b - Energy Laboratories, inc, - Billings, MT

eli-g - Energy Laboratories, Inc, - Gillette, WY

eli-h - Energy Laboratories, Inc, - Helena, MT

eli-r - Energy Laboratories, inc. - Rapid City, SD

eli-t - Energy Laboratories, Inc. - College Station, TX

CERTIFICATIONS:
USEPA: WY00002, Radiochemical WY00937; FL-DOH NELAC: E87641, Radiochemical E871017; California; 02118CA,;
Oregon: WY200001; Utah: 3072350515; Virginia: 00057; Washington: C1803

IS0 17025 DISCLAIMER:
The results of this Analytical Report relate only to the items submitted for analysis.

ENERGY LABORATORIES, INC. - CASPER WY ceriifias that certain method selsctions contalned in this report mest
requirements as set forth by the above accrediting authorities. Some results requested by the client may not be covered
under these certifications. All analysis data to be submitted for regulatory enforcement should be certified in the sample
state of origin. Please verify ELI's ceriification coverage by visiting www.energylab.com

ELI appreciates the opportunity to provide you with this analytical service. For additional information and services visit our
web page www.energylab.com.

THIS IS THE FINAL PAGE OF THE LABORATORY ANALYTICAL REPORT




ENERGY LABORATORIES, INC. » 2393 Salt Creek Highway (82601) « FO. Box 3258 + Casper, WY 82602
Toll Free 888.235.0515 « 307, 2350515 + Fax 307.234.1639 + « casper energylab.com « www.energylab.com

ANALYTICAL SUMMARY REPORT

June 22, 2009

Cogema Mining Inc
935 Pendell Bivd
Mills, WY B2644

Workorder No.: C03060625
Project Name: CR

Energy Laboratories, Inc. received the following 2 samples for Cogema Mining inc on 8/16/2009 for analysis.

Sample ID Client Sample 1D Cotlect Date Recelve Date  Matrix Test
£08060625-001 37 27-2 06/15/09 00:00 06/16/09 Agueous  Nitrogen, Nitrate + Nitrite
C03060625-002 3T 37-1 06/15/09 00:00 06/16/09 Agueous  Same As Above

As appropriate, any exceptions or problems with the analyses are noted In the Laboratory Analytical Report, the
QA/QC Summary Report, or the Case Narrative.

If you have any queslions regarding these tests resulls, please call.

Report Approved By: . &M
4 W10 . (-OQO_Aij

Stephanie D. Waldrop
Reporting Supervasﬁr




ENERGY LABORATORIES, INC. - 2393 Salt Creek Righway (82601} . RO. Box 3258 . Casper, WY 82602
Toll Free 888.235.0515 « 307.235.0515 - Fax 307.234.1639 - casper@energylab.com . www.energylab.com

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc
Site Name: CR Report Date; 06/22/09
Lab ID:; C09060625-001 Collection Date: 06/15/09
Client Sample 1D; 37 27-2 DateReceived: 06/16/09
Matrix: Aqueocus
mcL/
Analyses Result Units Qualifiers RL QCL Method Analysis Date / By
MAJOR IONS
Nitrogen, Nitrate+Nitrite as N ND mg/L 0.05 E353.2 06/19/09 12:52 { eli-b
Lab {D: C08080625-002 Collection Date: 06/15/09
Clisnt Sample ID; 3T 37-1 DateReceived: 06/16/09
Matrix: Agueous
MCLs
Analyses Result  Units Qualifiers RL QCL  Moethod Analysis Date / By
MAJOR IONS
Nitrogen, Nitrate+Nitrite as N ND mglL 0.05 E353.2 06/19/09 12:53 / eli-b
Report RL - Analyte reporting limit. MCL - Maximum contaminant level,

Definitions:  QCL  Quality control limit. ND - Not detscted at the reporting limit.




ENERGY LABORATORIES, INC. - 2393 Salt Creek Highway (82601) . FO. Box 3258 . Caspe;, WY 82602
Toll Froe 888.235.0515 + 307.235.0615 « Fax 307.234,1639 . casper@eneigylab.com » wuww.energylab.com

QA/QC Summary Report
Client: Cogema Mining inc Report Date: 06/22/09
Project: CR Work Order; C08060625
Analyte Count Result Units RL %REC Low Limit High Limit RPD RPDLimit Qual
Method: E353.2 Analytical Run: SUB-B131478
Sampte ID: ICV Initial Callbration Verification Standard 06/19/09 10:10
Nitrogen, Nitrate+Nitrite as N 38.7 mg/l. 0.050 104 g0 110
Method: E353.2 Batch: B_R131478
Sample ID: MBLK Method Blank Run: SUB-B131478 06/19/09 10:11
Nitrogen, Nitrate+Nitrite as N 0.006 mg/L 0.002
Sample ID: LFB Laboratory Forlified Blank Run: SUB-B131478 06/19/09 10:13
Nitrogen, Nitrate+Nitrite as N 1.02 mglL 0.050 103 80 110
Sampie ID: C09060629-003A Sample Matrix Spike Run: SUB-B131478 06/19/09 12:46
Nitrogen, Nitrate+Nitrite as N 1.26 mgfL 0,050 101 a0 110
Sample 1D: C09060629-003A Sample Matrix Spike Duplicate Run: SUB-B131478 06/19/09 12:47
Nitragen, Nitrate+Nitrite as N 1.26 mgfl. 0.050 101 g0 110 0.3 10

Qualifiers:
RL - Analyte reporting limit,

ND - Not detected at the reporting limit.




SAMPLE SUBMITTAL AND CHAIN OF CUSTODY FORM

COGEMA Mining Inc. ; PO Box 730 Mills, WY 820644
Phone 738-2464 (lrigaray Mine) or 234-5019 (Milis Office)

Samples shipped to Energy Lab; Casper, WY

Date( g k S [3 Received DYL:,./'; ﬁ/’f%//éﬁ Date /s 4 ¢/

Submitt
Gt
Sample Description: CR
Analysis Requested*. Nitrate and Nitrite only
Send Analysis Results to Larry Abogast
e-mail copies to larry.abogast@areva.com &
hdemuth@petrotek.com
Sample | Sample | Water Sample Preservation (X)
# Identification Name Date | Volume | Fiitered | Not Filt] HNO3 | H2S04 Comments
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* All analysis will be performed in accordance with EPA approved procedures and/or the latest edition of Standards Methods.

** Same as sample # 1, gj@/\#
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Energy Laboratories Inc

Workorder Receipt Checklist ”wmg

Cogema Mining Inc

Login completed by: Edith McPike
Reviewed by:

Reviewed Date:

Shipping container/cooler in good condition?
Custody seals intact on shipping container/cooler?
Custody seals intact on sample boitles?

Ghain of custody present?

Chain of custody signed when relinguished and received?
Chain of custody agrees with sample labels?
Samples in proper container/bottle?

Sample containers intact?

Sufficient sample volume for indicated test?

All samples received within holding time?
Container/Temp Blank temperature:

Waler - VOA vials have zero headspace?

Water - pH acceptable upon receipt?

Yes v}
Yes [ ]
Yes []
Yes [v]
Yes [/]
Yes (/]
Yes [}
Yes [/}
Yes []
Yes [/]

8°C Onlce

IR

C09060625

Date and Time Received: 6/16/2009 9:13 AM

Received hy: em

frrmr————

Carrier name: Hand Del
Ne [ Not Present [
No [
Ne [7]
No []
No 1§
No ]
No []
No []
Ne [
No [

Not Present [/]

Not Present []

No VOA vials submitted  [/]

Not Applicable [

Contact and Corrective Action Comments:

None




ENERGY LABORATORIES, INC. + 2393 Salt Creek Highway (82601} « FO. Box 3268 . Casper, WY 82602
Toll Free 888.235.0515 - 307.235.0515 « Fax 307.234.1639 .+ casper@energylab.com . www.energyiab.com

CLIENT: Cogema Mining Inc Date: 22-Jun-08

Project: CR CASE NARRATIVE

Sample Delivery Group: C08060625

ORIGINAL SAMPLE SUBMITTAL(S)
All original sample submittals have been returned with the data package.

SAMPLE TEMPERATURE COMPLIANCE: 4°C (22°C)
Temperature of samples recelved may not be considered properly preserved by accepted standards. Samples that are hand
delivered immediately akter collection shall be considered acceptable if there is evidence that the chilling process has begun.

GROSS ALPHA ANALYSIS
Method 900.0 for gross alpha and gross beta is intended as a drinking water method for low TDS waters. Data provided by
this methed for non potable waters should be viewed as inconsistent,

RADON N AIR ANALYSIS

The desired exposure time is 48 hours (2 days). The lime delay in returning the canister to the laboratory for processing
should be as short as possible to avold excessive decay. Maximum recommended delay between end of exposure to
beginning of counting should not exceaed 8 days.

SOIL/SOLID SAMPLES
All samples reported on an as received basis unless otherwise indicated.

ATRAZINE, SIMAZINE AND PCB ANALYSIS USING EPA 505

Data for Atrazine and Simazine are reported from EPA 525.2, not from EPA 505. Data reported by ELI using EPA method
505 reflects the resulls for seven individual Aroclors, When the results for all seven are ND {not detected), the sample
meels EPA compliance criteria for PCB monitoring.

SUBCONTRACTING ANALYSIS

Subcontracting of sample analyses to an outside laboratory may be required. if so, ENERGY LABORATORIES will utilize its
branch laboratories or qualified contract laboratories for this service. Any such taboratories will be indicated within the
Laboratory Analytical Report.

BRANCH LABORATORY LOCATIONS

gli-b - Energy Laboratories, inc. - Billings, MT

eli-g - Energy Laboratories, Inc. - Gillette, WY

eli-h - Energy Laboratories, Inc, - Helena, MT

ali-r - Enargy Laboratories, Inc. - Rapid City, 8D

eli-{ - Energy Laboratories, Inc. - College Station, TX

CERTIFICATIONS:
USEPA: WY00002, Radiochemical WY00837; FL-DOH NELAC: E87641, Radiochemical E871017; California: 02118CA:
Oregon: WY200001; Utah: 3072350515; Virginia: 00057; Washington: C1903

ISO 17025 DISCLAIMER: :
The resulls of this Analytical Report relate only to the iterns submitied for analysis. :

ENERGY LABORATORIES, INC. - CASPER,WY certifies that certain method selections contained in this report most
requirements as set forth by the above accrediting authorities. Some results requested by the client may not be covered
under these certifications. All analysis data to be submitied for regulatory enforcement should be certified in the sample
state of origin. Please verify ELI's certification coverage by visiting www.energylab.com

EL.1 appreciates the opporlunity to provide you with this analytical service. For additional information and services visit our
web page www.enargylab.com.

THIS 1S THE FINAL PAGE OF THE LABORATORY ANALYTICAL REPORT




ENERGY LABORATORIES, INC, - 2393 Salt Creek Highway (82601) - PO, Box 3258 . Casper, WY 82602
Toll Free 868.235.0515 + 307.235.0515 - Fax 307.234.1639 « casper@energyiab.com  www.energylab.com

ANALYTICAL SUMMARY REPORT

Jupe 23, 2009

Cogema Mining Inc
935 Pendell Blvd
Mills, WY 82644

Workerder No.:  C09060890
Project Name: CR Guideline 8

Energy Laboralories, Inc. received the following 1 sample for Cogema Mining Inc on 6/17/2009 for analysls.

Sample ID Client Sample ID Collect Date Receive Date  Matrix Test

COS060600-001 3037-2 ~06/16/09 00:00 06/17/09  Aqueous  Nitrogen, Nitrate + Nitrite

As appropriate, any exceptions or problems with the analyses are noted in the Laboratory Analytical Report, the
QA/QC Summary Report, or the Case Narrative.

If you have any quastions regarding these tests results, please call.

Report Approved By:

{ %’}ﬂl’lw b LU&DMA_
Stephanie D. Waldrop {
Reporting Supervisor




ENERGY LABORATORIES, INC. - 2393 Salt Cresk Highway (82601) - BO. Box 3258 - Casper, WY 82602
Toll Fres 888,235.0515 « 3072350515 - Fax 307,234 1639 - casper@enerqyiab.com « www.energyiab.com

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date: 06/24/09
Project: CR Guideline 8 ' Collection Date: 06/16/09
Lab ID: C09080690-001 DateReceived: 06/17/09
Client Sample ID: 3037-2 Matrix: Agqueous

MCL/
Analyses Result  Units Qualifiers RL QCL  Method Analysis Date / By
MAJOR IONS
Nitrogen, Nitrate+Nitrite as N ND ma/t 0.05 E353.2 06/22/09 10:35 / eli-b
Report 7RL - Analyte reporting fimit. MCL - Maximum contaminant level,

Definltions: QCL - Quality control limit, ND . Not detected at the reporting limit.




ENERGY LABORATORIES, INC. - 2393 Sall Cresk Highway (82601) - RO, Box 3258 . Casper, WY 82602
Toll Free 588.235.0515 - 307.235.0515 - Fax 307.234.1639 » casper@eneigylab.com . wivw.energylab.com

QA/QC Summary Report

Client: Cogema Mining Inc Report Date: 06/23/09

Project: CR Guideline 8 Work Order: C09060690

[

i Analyte Count Resuit Units Rl %REC Low Limit High Limit RPD RPDLimit Qual
Method: E353.2 Analytical Run: SUB-B131565

Sample ID: ICV tnitlal Calibration Verification Standard 06/22/09 09:47
Nitrogen, Nitrate+Nitrite as N 364 mglL 0.050 103 g0 110
Method:  E353.2 Balch: B_R131565
Sample ID: MBLK Method Blank Run: SUB-B131565 06/22/09 09:48
Nitrogen, Nitrate+Nilrite as N 0.002 mg/l. 0.002

Sample ID: LFB Laboratory Fortified Blank Run: SUB-B8131565 06/22/09 09:50
Nitrogen, Nitrats+Nitrite as N 0.977 mgl 0.050 99 80 110

Sample ID: C09060692-001E Sample Matrix Spike Run: SUB-B131565 06/22/09 10129
Nitrogen, Nitrate+Nilrite as N 0.681 mgfl 0.05¢ 100 g0 110

Sample ID: C09060692-001E Sample Matrix Spike Duplicate Run: SUB-B131565 06/22/09 10:30
Nitrogen, Nitrate+Nilrite as N 0.977 mg/L 0.050 106 90 110 0.4 10

Sampls ID: B09061821-008CMS Sampie Matrix Spike Run: SUB-B131565 06/22/09 12:02
Nitrogen, Nitrate+Nilrite as N 2.49 mgft. 0.050 103 g0 110

Sample ID: B09061821-009CMSD Sample Matrix Spike Duplicate Run: SUB-B131565 06/22/09 12:03

247 mglL 0.050 102 g0 110 0.6 10

Nitrogen, Nitrale+Nitrite as N

Quatifiers:
RL - Analyts reporting limit.

ND - Not detected at the reporiing Hmit.




SAMPLE SUBMITITAL AND CHAIN OF CUSTODY FORM

COGEMA Mi

Phone 738-2464 (|rigaray Mine) or 234-5019 (Mills Office)

Samples

ig{m}&@[)ater llﬁh Received by

2

nifg Inc. ; PO Box 730 Mills, WY 82644 |7

shipped to Energy Lab, Casper, WY

VI

sovs Fay
{s;(:\@v‘ Vst

K AN
00\ pate Lol171)06

Submitted {i
' B <l
Sample Descri tron(éfw/ Z}éﬂd/&f é///fé/}é // // e
S AP o
Analysis Requested® Nitrate and Nitrite only
Send Analysis Results to Larry Abogast
e-mail copies 1o larry.abogast@areva.com &
hdemuth@petrotek.com
Sample || Sample | Water Sample Preservation (X)
[dentification Name Date || Volume | Filtered | Not Filt] HNO3 | H2S04 Comments
1 Ii( )37 - (;2/ é/d‘z/q 500 i X X
" . * o ok
3 | ax . . - .
4 T *k *%k ** k& * ok
5 . . o . o
6 o o . ok
7 - o * o+ -
8 23 *k *k * & k¥
0 e . . % o
10 W . o o o
11 - . A -
12 o o o - o
13 " . . o .
14 ,e . o - .
15 [[ o - x " P
16 *x *% **k k% *%
1 ? F s Fx * & . & % * %
18 N ** e ** ok

* Alt analysis will be performed in accordance with EPA approved procedures andfor the tatest edilion of Standards Methods.

** Same as sample # 1

\exce\ENV-FORM\SUB-G8

(6-8-94 JV)

Cegoteotac




Energy Laboratories Inc
Workorder Recelpt Checklst L

Cogema Mining Inc C09060690

Login completed by: Corinne Wagner Date and Time Received: 6/17/2009 8:36 AM
Reviewed by. Received by: al

Reviewed Date: Carrier name: Hand Del
Shipping conlainer/cooler in good condition? Yes ] Ne [ Not Present [}

Custody seals intact on shipping contalner/cooler? Yes [ No ] Not Present [/}

Custody seals intact on sample bottles? Yes [M) No [] Not Present [/]

Chain of custody present? Yes /] No ]

Chain of custody slgned when relinquished and racelved? Yes [/} No []

Chain of custedy agrees with sample labels? Yes [} Ne []

Samples in proper contalner/mottle? Yes ] No ]

Sample containers intact? Yes [7] No 7

Sufficient sample volume for indicated test? Yes [v] No [

All samples received within bolding time? Yes [v] No [T

Container/Temp Blank temparature: 17°C Onlce

Water - VOA vials have zero headspace? Yes [] No [] No VOA vials submitted  [/]
Whater - pH acceptable upon receipt? Yes [v] No [ Not Applicable [

Contact and Corrective Action Comments:

None




TNV ENERGY LABORATORIES, INC. - 2393 Salt Croek Highway (82601) - PO. Box 3258 + Casper, WY 62602
VANTXCVE 70/ Fioe 565.235.0515 - 3072350515 + Fax 307.994,1639 - caspor@energylabcorn » www.energylab.com

ANALYTICAL SUMMARY REPORT

July 186, 2009

Cogema Mining Inc
935 Pendell Blvd
Milis, WY 82844

Workorder No.: C09060692

Project Name: CR Guideline 8

Energy Laboratories, Inc. received the following 12 samples for Cogema Mining Inc on 6/17/2008 for analysis.

Sample ID Client Sample ID Collect Date Receive Date  Matrix Test

C090680692-001 3MW36-2 06/16/09 00:00 06/17/09 Aqueous  Metals by ICP/ICPMS, Dissolved

Metals by ICP/ICPMS, Total
Alkalinity

QA Calculations
Conductivity

Fluoride

E300.0 Anions

Nitrogen, Ammonia
Nitrogen, Nitrate + Nitrite
pH

Metals Preparation by EPA 200.2
Gross Alpha, Gross Beta
Radium 228, Dissolved
Radium 228, Dissolved
Solids, Total Dissolved

C09060692-002 2MW108 06/16/08 00:00 06/17/09 Agqueous  Same As Above
£090606982-003 2MW109 06/16/09 00:00 06/17/09 Aqueous  Same As Above
€09060692-004 2MW101 06/16/09 00:00 06/17/09 Agqueous Same As Above
€09060692-005 2MW111 06/16/09 00:00 08/17/08 Aqueous  Same As Above
€08060692-006 BD 06/16/09 00.00 06/17/09 Aqueous  Same As Above
€098060692-007 28100-2 06/16/09 00:00 06/17/09 Aqueocus Sams As Above
C09060692-008 2MW105 06/16/09 00:00 06/17/09 Aqueous  Same As Above
C09080692-009 4T114-1 06/16/09 00:00 06/17/09 Agqueous  Same As Above
C09060692-010 4MW20 06/16/09 00:00 06/17/09 Aqueous Same As Above
C08060692-011 4MW21 06/16/09 00:00 06/17/09 Aqueous  Same As Above
C08060692-012 4MW19 06/16/09 00:00 06/17/09 Agqueous  Same As Above

As appropriate, any exceptions or problems with the analyses are noted in the Laboratory Analytical Report, the
QA/QC Summary Repor, or the Case Narrative,

H you have any questions regarding these tests results, please call.

Report Approved By:

one O Wibdasye

Stephdnie D. Waldrop '
Reporting Supervisor h




ENERGY LABORATORIES, INC. - 2393 Salf Cresk Highway (azsag + P20, Box 3258 - Casper, WY 82602
Toll Free 888.235.0515 + 307.235.0515 « Fax 307.234.1639 - casper@ensigylab.com « www.energylab.com

LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: 07/16/09
Project: CR Guideline 8 Collection Date: 06/16/09
Lab ID: €09080692-001 DateReceilved; 06/17/09

Client Sample ID: 3MW36-2

Matrix: Aqueous

MCLs
Analyses Result Units Qualifiers RL QCL. Moethod Analysis Date / By
MAJORIONS
Carbonate as CO3 4 mg/L 1 A23208 06/20/09 08:08 / i}
Bicarbonate as HCO3 112 mg/L 1 A23208B 06/20/09 08:08 7 lj}
Calclum 8 mg/t 1 E200.7 07/01109 19:35/cp
Chleride 8 mg/L 1 E300.0 06/19/09 07:38/ il
Fluoride 62 mgl 0.1 A4500-F C 06/29/09 13:58 /il
Magnesium 1 ma/l. 1 E200.7 07/01/09 19:35/ ¢p
Nitrogen, Ammonia as N ND mg/L 0.05 E350.1 06/19/09 12:58 / eli-b
Nitrogen, Nitrate+Nitrite as N ND mg/L 0.05 E353.2 06/22/09 10:28 / eli-b
Potassium 1 mg/L 1 E200.7 07/01/08 19:35/ cp
Silica 9.6 mg/L 0.2 E200.7 07/01/09 18:35/cp
Sodium 139 mgi 1 E200.7 07/01/09 18:35/ ¢cp
Sulfate 189 mgl 1 E300.0 06/19/09 07:38/ 1j|
PHYSICAL PROPERTIES
Conductivity 667  umhos/cm 1 ‘ A2510B 06/18/09 14:34 / dd
pH 870 su 0.01 A4500-H B 06/18/09 14:34 / dd
Solids, Total Dissolved TDS @ 180 C 413 mgit 10 A2540C 06/18/09 09:45 / ernm
METALS - DISSOLVED
Aluminum ND  mglL 0.1 E200.7 07/01/08 19:35/ ¢p
Arsenic 0.001 mglL 0.001 E200.8 06/18/09 22:55 / ts
Barium ND mg/L 0.1 E200.8 06/18/09 22:55 / ts
Boron ND mg/L 0.1 E200.7 07/01/0919:35/cp
Cadmium ND  mglL 0.005 E200.8 06/18/09 22:56 /s
Chromium ND mg/L 0.05 E200.8 06/18/09 22:55/ ts
Copper ND  mgiL 0.01 E200.8 06/18/09 22:55 / ts
Iron ND  mglL 0.03 E200.7 07/01/09 19:35/ cp
Lead ND  mgll 0.001 E200.8 06/18/09 22:55 / ts
Manganese ND ma/L 0,01 E200.8 06/18/09 22:55 / 1s
Mercury ND  mgl 0.001 E200.8 06/18/08 22:55 7 ts
Molybdenum ND mofl. 0.1 E200.8 06/18/09 22:55 I ts
Nickel ND  mgil Q.05 E200.8 06/18/09 22:55 I'ts |
Selenium ND mg/t 0.001 E200.8 06/18/09 22:55 / ts
Uranlum 0.0301 mglk 0.0003 E200.8 06/18/09 22:55 / ts
Vanadium ND  mgiL 0.1 E200.8 068/18/089 22:55 I ts
Zing ND  mglL 0.01 E200.8 06/18/09 22:55 I ts
METALS - TOTAL
Iron ND mg/L 0.03 E200.7 Q7/08/08 03:12/¢cp
Manganese ND  mglt 0.01 E200.7 07/08/09 03:12/cp
Report RL - Analyte reporting limit, MCL - Maximum contaminant levsl.
Definitions: QgL - Quality control limit. ND - Not detected at the reporting limi,




ENERGY LABORATORIES, INC, - 2393 Saft Creek Highway (82601} « PO, Box 3258 « Casper, WY 82602
1ol Free 888.235.0515 + 307.235.0515 + Fax 307.234.1639 + casper@energylab.com « vavw.eneigylab,.com

Client: Cogema Mining Inc
Project: CR Guideline 8
Lab ID: C08060692-001

Client Sample ID: 3MW36-2

LABORATORY ANALYTICAL REPORT

Report Date; 07/16/09
Collection Date: 06/16/09
DateRecelved: 06/17/09

Matrix: Aqueous

MCLS
Analyses Result Units Qualifiers RL QACL Method Analysls Date [ By
RADIONUCLIDES - DISSOLVED
Gross Alpha 47.3 pClL E900.0 06/30/08 09:31 / cgr
Gross Alpha pregision (t) 40 pCiL E900.0 06/30/09 09:31 / cgr
Gross Alpha MDC 3.0 pCi/L. £800.0 06/30/09 09:31 7 cgr
Gross Beta 8.5 pCit. ES00.0 06/30/09 09:31 / cgr
Gross Beta precision (%) 19 pCifL £900.0 C6/30/08 09:31 / cgr
Gross Beta MDC 3.0 pCiL ES00.0 06/30/09 09:31 fcgr
Radium 226 017  pCilL U ES03.0 06/30/09 23:40 /7 jah
Radium 226 precision (1) 0.14 pCilL ES03.0 06/30/08 23:40 / jah
Radium 226 MDC 0.21 pCiL £803.0 06/30/00 23:40 / jah
Radium 228 0.3 pCiiL U RA-05 06/25/09 11:57.7 plf
Radium 228 precision () 0.7 pCIL RA-05 06/25/09 11:57 / pj
Radium 228 MDC 1.2 pCIL RA-05 06/25/08 11:57 1 pl}
DATA QUALITY
AJC Balance (+ 5) 166 % Calculation  07/15/09 14:44 / kbh
Anions 6.35 meqglL Calculation O7/15/09 14;44 / kbh
Cations 6.56 meq/L Calculation 07/15/09 14:44 / kbh
Solids, Total Dissolved Calculated 427 ma/L Calculation 07115100 14:44 [ kbh
TDS Balance {0.80 - 1.20) 0.970 Calculation  07/15/09 14:44 [ kbh

Report RL - Analyte reporting limit.
QCL - Quality control limit.
MDC - Minimum detectable concentration

Definitions:

MCL - Maximum contaminant level,

ND - Net detected at the reporting limit.

U - Not detected at minimum detectabla concentration




=gy ENERGY LABORATORIES, INC. - 2393 Salt Creek Highway (82601) - O, Box 3258 » Casper, WY 82602
VANTREYE 701 Froe 255.235.0575 + 307.295.0515 + Fax 307.294,1639 + casper@energylab.com » wwivenergylab.com

LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: 07/16/09
Project: CR Guideline 8 Collection Date: 06/16/09
Lab ID: C09060692-002 DateReceived: 06/17/09
Cllent Sample ID: 2MW108 Matrix: Aqueous

MCL/

Analyses Result Units Qualiflers RL QCL Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 5 mg/L. 1 A2320B 06/20/09 08:30/ it
Bicarbonale as HCO3 122 mgil 1] A2320B 06/20/09 08:3¢ / ji
Calclum 8 mgil. 1 E200.7 07/01/09 19:48 / cp
Chleride 9 mgfL 1 E300.0 06/19/09 07:53 / |jl
Fluoride 0.2 mgiL 0.1 A4500-F C 06/29/09 14:02 / |jl
Magnesium 1 mg/iL 1 £200.7 Q7/01/0919:48 / cp
Nitrogen, Ammonia as N ND mgii. 0.05 E350.1 06/19/0% 13:00/ eli-b
Nitrogen, Nitrate+Nitrite as N ND mgh. 0.05 E353.2 06/22/09 11:28 / eli-b
Potassium 2 mgfL 1 E200.7 O7/01/09 1948/ cp
Silica 0.3  myl 0.2 E200.7 07/01/09 19:48 / cp
Sodium 139 magil 1 E200.7 07/01709 19:48 / cp
Suifate 184  mgl/l 1 E300.0 0619/09 0753 /41
PHYSICAL PROPERTIES
Conductivity 674  umhos/cm 1. A2510B 06/18/09 14:35 / dd
pH 873 s.u. 0.01 A4500-H B 06/18/08 14:35/ dd
Solids, Total Dissolved TDS @ 180 C 411 mg/L 10 A2540C 06/18/09 09:45 / emm
METALS - DISSOLVED
Aluminum ND mag/L 0.1 E200.7 07/01/09 19:48 / cp
Arsenic 0001 mgiL 0.001 E200.8 06/18/09 23:02 /s
Barlum NB mgiL 0.1 £200.8 06/18/08 23:02/ts
Boron ND mg/L. 0.1 E200.7 07/01/09 19:48/ cp
Cadmium ND mgiL 0.005 E200.8 06/18/09 23:02 /ts
Chromium ND mg/l 0.05 E200.8 06/18/09 23:02/ts
Copper ND mgiL 0.01 E200.8 06/18/09 23:02 i ts
tron ND mafL 0.03 E200.7 07/01/09 19:48 f cp
Lead ND mall. 0.001 E200.8 06/18/09 23.02 /s
Manganese ND mg/L 0.01 E200.8 068/18/09 23.02 / ts
Mercury ND mg/L 0.004 E200.8 06/18/09 23.02 / ts
Molybdenum ND  mglL 0.1 E200.8 06/18/09 23:.02 / ts
Nickel ND mglL 0.05 E200.8 06/18/09 23:02 / 1s
Selenium 0.002 mgll 0.001 E200.8 06/18/09 23:02 /s
Uranium 0.0059 mgflL 0,0003 E200.8 06/18/09 23:02 / {s
Vanadium ND mg/t 0.1 E200.8 06/18/09 23:02 1 ts
Zinc ND mgit 0.01 E200.8B 06/18/00 23:02 / ts
METALS - TOTAL
Iron ND  mall 0.03 E200.7 07/08/09 03:36 /cp
Manganese ND myg/L 0.01 £200.7 07/08/09 03:36 /¢cp
Report RL - Analyte reporting limit. MCL - Maximurm contaminant level.

Definitions: QCt. - Quality controf limit. ND - Not detected at the reporting imit.




Py  ENEAGY LABORATORIES, INC. - 2393 Sall Creek Highway (62601} » PO. Box 3258 « Casper, WY 82602
JANTREVE 100 Free 556.235.0515 - 307.235,0515 + Fax 307.294.1639 + casper@energyiab.com » wwiw.energyiab.com

LABORATORIES

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date: 07/16/09
Project: CR Guideline 8 Collection Date: 06/16/08
Lab 1D; C08060652-002 DateReceived: 06/17/09
Client Sample ID: 2MW108 Matrix: Aqueous

MCL/
Analyses Result Units Qualifiers RL QCL  Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 8.0 pCIL E800.0 06/30/08 09:31 / car
Gross Alpha precision () 2.4 pCi/L E800.0 06/30/09 09:31 / cgr
Gross Alpha MDC 31 pCifL ES00.0 06/30/09 09:31 / cgr
Gross Beta -2 pCiL U E900.0 06/30/098 09:31 / cgr
Gross Beta precision (&) 1.7 pCiiL ES00.0 06/30/09 09:31 / cgr
Gross Beta MDC 3.0 pCifL ES00.0 06/30/09 09:31 f cgr
Radium 226 044  pCiL U E903.0 06/30/09 23:40/ jah
Radium 226 precision {£) 0.15 pCilL ES03.0 06/30/09 23:40/ jah
Radium 226 MDC 022 pCilt E903.0 06/30/09 23:40/ jah
Radium 228 06  pCiL u RA-05 06/25/09 11:57 / pYj
Radium 228 precision (1) 08 pCHL RA-05 06/25/09 14:57 / plj
Radium 228 MDC 1.3 pCilL RA-05 06/25/09 11:57 / plj
DATA QUALITY :
AJC Balange ( 5} 0999 % Calcutation  07/15/09 14:47 / kbh
Anlons 647 meqgiL Calculation  07/15/09 14:47 / kbh
Cations 660 meqlL Calculation 07/15/09 14:47 / kbh
Solids, Total Dissolved Calculated 432 mglt Calculation 07/15/09 14:47 | kbh
TDS Balance (0.80 - 1.20) 0.950 Calculation 07/15/08 14:47 / kbh
Report RL - Analyte reporting limit. MCL - Maximum contaminant level.
Definitions: QCL - Queality controt limit. ND - Not detected at the reporiing limit.

MBC - Minimum detsctable concentration U - Not detected at minimum detectable concentration



ENERGY LABORATORIES, INC. + 2593 Salt Creek Highway (82601} - RO. Box 3258 . Casper, WY 82602
Toll Free 888.235.0515 + 307.235.0515 « Fax 307.234.1639 + casper@energylab.com - www.energylab.com

LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: 07/16/09
Project: CR Guidefine 8 Collection Date: 06/16/09
Lab {D: C09060692-003 DateReceived: 06/17/09
Client Sample ID: 2MW109 Matrix: Aqueous

MCL/

Analyses Result Units Qualifiers RL QCL  Mathod Analysls Date / By
MAJOR IONS
Carbonate as CO3 4 mgfL 1 A2320B 06/20/69 08:37 /)il
Bicarbonate as HCO3 101 mgfL 1 A2320B 06/20/09 08:37 / lj}
Calcium 8 mafl. 1 E200.7 07/01/09 19:56 / cp
Chieride 8 mg/L. 1 E300.0 06/19/00 08:00 / ljt
Fluoride 02 mg/L 0.1 A4500-F C 06/29/09 14:05 / §jl
Magnesium 1 mgit 1 E200.7 07/01/09 19:56 / ¢p
Nitrogen, Ammonia as N ND mgit 0.05 E350.1 06/19/09 13:01 /eli-b
Nitrogen, NitratetNitrite as N ND  mgit 0.05 E353.2 06/22/09 11:31 / eli-b
Potassium i g/t 1 E200.7 07/01/08 19:56 f ¢cp
Silica 89 mglht 0.2 E200.7 07/01/09 19:56 / cp
Sodium 139 mall 1 E200.7 07/01/09 19:56 / cp
Suffate 207  mglL 1 E300.0 06/18/09 08:09 / lji
PHYSICAL PROPERTIES
Conductivity 676  umhosfcm 1 A2510B 06/18/09 14:38 / do
pH 873 su. 0.01 A4500-HB  06/18/09 14:38 / dd
Solids, Totat Dissolved TDS @ 180 C 412 mgiL 10 A2540C 06/18/08 09:46 / emm
METALS - DISSOLVED
Aluminum ND  mglL G.1 E200.7 07/01/08 19:56 [ ¢p
Arsenic ND mgfL 0.001 E200.8 06/18/09 23:22 /'ts
Barium ND mgiL 0.1 E200.8 06/18/09 23:22 / ts
Boron ND mg/l 0.1 £200.7 07/01/09 19:56 / ¢p
Cadmium ND mglL 0.005 E200.8 06/18/09 23:22 /s
Chromium ND mg/L 0.05 E200.8 06/18/09 23:22 / {s
Copper ND mgfL G.01 E200.8 06/18/00 23:22 / is
lron ND mgflL 0.03 E200.7 07/01/09 19:56 7/ cp
Lead ND  mgiL 0.001 E200.8 06/18/09 23:22 /1s
Manganese ND mo/L 0.01 E200.8 06/18/00 23:22 / ts
Mercury ND mg/lL 0.001 E200.8 06/18/09 23:22 /ts
Molybdenum ND  mgh 0.1 E200.8 05/18/09 23:22 /s
Nicks} ND  mgil 0.05 E200.8 06/18/08 23:22 / ts
Selenlum ND mg/L 0.001 E200.8 06/186/09 23:22 / ts
Uranium 0.0027 mglL 0.0003 E200.8 06/18/09 23:22 /ts
Vanadium ND mg/L 0.1 E200.8 06/18/09 23:22 I ts
Zinc ND  mglL 0.0t E200.8 06/18/08 23:22 I ts
METALS - TOTAL
Iron ND mg/L 0.03 E200.7 07/08/09 03:45 f cp
Manganese ND mg/l 0.01 E200.7 07/08/09 03:45 / ¢p
Report RL - Analyte reporting limit. MCL - Maximum contaminant level.

Definitions: QCL - Quality controt limit. ND - Not detected at the reporting limit.




ENERGY LABORATORIES, INC, - 2393 Salt Creek Highway (82601) » PO. Box 3258 + Casper, WY 82602
Toll Free 888.235.0515 « 307.235.0575 + Fax 807.234, 1639 casper@energylab.com . www.energyiab.com

LABORATORIES |

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date: 07/16/08
Project: CR Guideline 8 Collection Date: 06/16/09
Lab iD: C09060682-003 DateReceived: 06/17/09
Cllent Sample ID: 2MW109 Matrix: Agueous
MCcL/
Analyses Result Units Qualifiers RL QCL  Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 75 pCiL ES00.0 {6/30/09 08:31 / cgr
Gross Alpha precision (%) 23 pCHL ES00.0 Q8/30/09 09:31 f cgr ‘
Gross Alpha MDC 3.0 pCi/l. ES00.0 06/30/09 09:31 / cgr
Gross Bela 1.8  pCiL U E800.0 06/30/09 09:31 / cgr :
Gross Beta precision (1) 1.8 pCilL EQ00.0 06/30/09 09:31 / cgr
Gross Beta MDG 3.0 pCHL £900.0 06/30/09 09:31 / cgr i
Radium 226 0.05 pCiL U £803.0 06/30/09 23:40 / jah 5
Radium 226 precision () 0.12 pCiL ES03.0 06/30/09 23:40 / jah
Radium 226 MDC 0.20 pCiL E803.0 06/30/0% 23:40 / jah
Radium 228 068  pCil U RA-05 06/25/09 11:57 { plj
Radium 228 precision () 07 pCifL RA-(5 06/25/09 11:57 / pj
Radium 228 MDC 1.2 pCiL RA-05 06/25/08 11:57 / plj
DATA QUALITY
AJC Balance { 5) 180 % Caleulation 07/15/09 14:49 / kbh
Anions 634 megl Calculation  07/15/09 14:48/ kbh
Cations 6.57 meqglL Calculation  O7/15/09 14:49 / kbh
Solids, Total Dissolved Calculated 431 ma/l Calculation 07/15/09 14:48 / kKbh
TDS Balance (0.80 - 1.20) 0.960 Calculation  07/15/09 14:48 / kbh
|
|
|
Report RL - Anaiyte reporting limit. MCL - Maxlmum contaminant level,
Definitions: QCL - Quality control limit, ND - Not detected at the reporting Himit.

MDC - Minimum detectable concentration U - Not detected at minimum delectable concentration



ENERAGY LABORATORIES, INC. - 2393 Salt Creok Highway (82601) - RO. Box 3258 + Casper, WY 82602
JANTAKCYS 10/ Fres 595.235.0515 - 307.255.0515 » Fax 307.254,1639 + casper@ensigylab.com - www.energyiab.com

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date; 07/16/08
Project: CR Guideline 8 Collection Date: 06/16/09
Lab ID: C08060692-004 DateReceived: 06/17/08

Client Sample ID: 2MW101

Matrix: Aqueous

MCL/
Analyses Result Units Qualiflers RL QCL  Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 4 mg/L 1 A2320B 06/20/09 08:45 / I
Bicarbonate as HCO3 105 mglL ] A2320B 06/20/08 08:45 /1))
Calcium 8 mgfL 1 E200.7 07/01/08 20:00 / cp
Chioride 8 malL 1 E300.0 06/19/09 08:24 /]|
Fluoride 0.2 mg/L 0.1 A4S00-F C 06/29/05 1408 /!
Magnesium i mgfl. 1 E200.7 07/01/08 20:00/ cp
Nitrogen, Ammonia as N ND mg/t. Q.05 E350.1 06/19/09 13.02 / eli-b
Nitrogen, Nitrate+Nitrite as N ND mg/t 0.05 E353.2 06/22/09 11:32 / eli-b
Polassium 1 mgifL 1 E200.7 07/01/09 20:00 / cp
Sllica 9.9 mg/L 0.2 E200.7 07/01/09 20:00/ cp
Sodium 133 mgll 1 E200.7 07/01/09 20:00 / cp
Sulfate 200 mgil 1 E300.0 06/19/09 08:24 / (]l
PHYSICAL PROPERTIES
Conductivity 659 umhos/cm 1 AZ510B 06/18/00 14:40 } dd
pH 8.76 s.u. 0.01 A4500-H B 06/18/08 14:40 / dd
Solids, Total Dissolved TDS @ 180 C 404 mglL 10 A2540C 06/18/09 09:46 / emm
METALS - DISSOLVED
Aluminum ND mgiL 0.1 E200.7 07/31/08 20:00/ cp
Arsanlc ND ma/L 0.001 E200.8 08/18/09 23:28 / ts
Barlum ND mg/L 01 E200.8 06/18/09 23:29 / ts
Boron ND mg/L 0.1 E200.7 07/01/09 20:00 / cp
Cadmium ND mg/L 0.005 E200.8 06/18/09 23:29 /s
Chromium ND mg/L 0.05 E200.8 06/18/09 23:29 /s
Copper ND mgfL 0.01 E200.8 06/18/09 23:20 / 5
Iron ND mg/L 0.03 E200.7 07/01/089 20:00/ cp
Lead ND mg/L 6.001 £200.8 06/18/09 23:28 /s
Manganese ND ma/L 0.01 E200.8 06/18/09 23:29 / ts
Mercury ND mg/L 0.001 E200.8 06/18/09 23:28 /s
Molybdenum ND magfl. 0.1 E200.8 06/18/08 23:20 / is
Nickel ND mgft 0.05 E200.8 06/18/09 23:29 /s
Selenlum ND mafl. 0.001 E200.8 06/18/09 23:29 / ts
Uranlum ND mg/L 0.0003 E200.8 06/18/09 23:28 / ts
Vanadium ND mg/L 0.1 E200.8 06/18/09 23:29 / ts
Zinc ND mg/l 0.01 E200.8 06/18/08 23:20 /s
METALS - TOTAL
tron 004 mgl 0.03 E200.7 07/08/09 03:49 7 cp
Manganese ND mg/L 0.01 E200.7 O7/08/09 03:49 f ¢p
Report RL - Analyte reporting limit. MCL - Maximum contaminant level.
Definitions:

QCL - Quality control fimit.

ND - Not detected at the reporting limit.




ENERGY

LARORATORICS

Client:
Project:
Lab [D:

ENERGY LABORATORIES, INC. - 2393 Salt Creek Highway (82601) - RO. Box 3258 . Casper, WY 82602
Toll Freo 888.235.0515 - 307.236.0515 + fax 307.234. 1639 . casper@energylab.com . www.energyfab.com

LABORATORY ANALYTICAL REPORT

Cogema Mining Inc
CR Guideline 8
C09060692-004

Client Sample ID: 2MW101

Report Date: 07/16/08
Collection Date: 06/16/09
DateReceived; 06/17/09
Matrix: Aqueous

MCL/
Analyses Result Units Qualifiers RL QCL Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 4.2 pCi/L E900.0 07102108 04:01 / cgr
Gross Alpha precision (&) 14 pCik ES00.0 07/02/09 04:01 / cgr
Gross Alpha MDC 1.9 pCif ES00.0 07/02/09 04:01 [ cgr
Gross Beta 4.0 pCit ES00.0 07/02/09 04:01 [ cgr
Gross Bsta precision (&) 1.7 pCiL ES00.0 07102109 04:01 / cgr
Gross Beta MDC 27 pCiL ES00.0 07/02/09 04:01 [ cgr
Radium 228 025 pCHL E903.0 06/30/09 23:40 / jah
Radium 226 precision (1) ‘ 0.16  pCUL E903.0 06/30/09 23:40 / jah
Radium 226 MDC - 021 pCil E903.0 06/30/09 23:40 / jah
Radium 228 -0.08 pCiL RA-05 06/25/09 11:57 / plj
Radium 228 precision {1} 0.7 pCi/L RA-05 06/26/09 11:57 / plj
Radium 228 MDC 1.2 pCilL RA-05 06/25/09 11:57 / plj
DATA QUALITY
AJC Balance (+ 5) 0467 % Calculation 07/15/09 14:51 / kbh
Anions 6.26 meq/L Calculation 07/15/09 14:51 / kbh
Cations 6.32 meqg/lL Calculation 07/15/09 14:51 / kbh
Solids, Total Dissolved Calculated 420 mglL Calculation 07/16/09 14:51 / kbh
TDS Balance {0.80 - 1.20) 0.960 Calculation 07/15/09 14:51 / kbh

Report
Definitions:

RL - Analyte reporting imit.
QCL - Quality control limit.
MDC - Minimum detectable concentration

MCL - Maximum contaminant level.

ND - Not detected at the repeorting limit.
U - Not detected at minimum detectable concentration




ENERGY LABORATORIES, INC. + 2393 Salt Cresk Highway (82601) - FO. Box 3258 . Casper, WY 82602
1o/l Free 888.235.0515 + 307.235.0515 « Fax 307.234.1638 + casper@energylab.com « www.ensrgylab.com

LABORATORIES

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date: 07/16/09
Projsct: CR Guideline 8 Collection Date: 06/16/09
Lab ID: C08060692-005 DateRecelved; 06/17/09
Client Sample ID: 2MW111 Matrix: Aqueous

MCL/
Analyses Result Units Qualifiers RL QCL Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 5 ma/l 1 A2320 B 06/20/08 08:53 /|
Bicarbonate as HCO3 103 mglL 1 A2320B 06/20/09 08:563 /§ji
Calcium 8 mg/L 1 E200.7 07/01/09 20:04 / cp
Chioride 8 mg/L 1 E300.0 06/19/09 08:40 /it
Fluoride 02 mg/L 0.1 A4500-F C 06/29/09 14:167 ji
Magnesium ND mgit 1 E200.7 07i01/09 20:04 fcp
Nitrogen, Ammonia as N ND mg/L 0.05 E350.1 06/19/09 13:06 / eli-b
Nitrogen, Nitrate+Nitrite as N ND ma/L 0.05 E353.2 06/22/09 11:33 / eli-b
Potassium i mg/l 1 E200.7 07/01/09 20:04 / cp
Silica 9.9 mgll. 0.2 E200.7 07/01/09 20.04 / ¢p
Sodium 136  mglL 1 E200.7 07/01/09 20:04 / cp
Sulfate 185 my/L 1 E300.0 06/19/09 08:40 7 Ij!
PHYSICAL PROPERTIES
Conductivity 650 umhos/cm 1 A2510B 06/18/09 14:41 / dd
pH 8.83 su 6.01 A4500-HB  06/18/09 14:41 /dd
Sclids, Total Dissolved TDS @ 180 C 3% mglL 10 AZ2540C 06/18/09 09:46 / emm
METALS - DISSOLVED
Aluminum ND mgil 0.1 E200.7 07/01/09 20:04 { cp
Arsenic ND me/L 0.001 E200.8 06/18/09 23:36 [ ts
Barium ND  mgl 0.1 £200.8 06/18/08 23:36 / ts
Boron ND mgll 0.1 E200.7 07/01/08 20:04 / cp
Cadmium ND  mglL 0.005 E200.8 06/18/09 23:36 / ts
Chromium ND ma/l. 0.05 E200.8 06/18/09 23:36 / is
Copper ND mgl 0.01 E200.8 06/18/08 23:38 /s
Iron ND mgfL 0.03 E200.7 07/01/09 20:04 / cp
Lead ND  mgil 0.001 E£200.8 06/18/09 23:36 / ts
Manganese ND mg/L 0.01 E200.8 06/18/09 23:36 / ts
Mercury ND mg/L 0.001 E200.8 06/18/09 23:36 / ts
Molybdenum ND mg/L 0.1 E200.8 06/18/09 23:36 / ts
Nickel ND mg/L 0.05 E200.8 06/18/00 23:36 / ts
Selenium ND  mgll 6.001 E200.8 06/18/09 23:36 / ts
Uranium 0.0007 mg/L 0.0003 E200.8 06/18/00 23:36 / ts
Vanadium ND mg/L 0.1 E200.8 0B/18/00 23:36 / ts
Zinc ND mg/iL 0.01 E200.8 06/18/09 23:36 / is
METALS - TOTAL
lron ND  mgt 0.03 E200.7 07/08/09 03:53 / cp
Manganese ND ma/L 0.01 E200.7 07/08/09 03:53 / cp
Report RL - Analyte reporting limit, MCL - Maximum contaminant level,

Deflnitions:  QCL - Quality contro! fimit. ND - Not dstected at the reporting limit.




=g ENERGY LABORATORIES, INC. - 2393 Salt Creek Highway (82601) » PO, Box 3258 . Casper, WY 82602
SN CVE 701 Fros 885.235.0515 + 307.235.0615 « Fax 307.234.1639 - casper@eneigyiab.com » www.energylab.com
LARORATORIES

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining inc Report Date: 07/16/09

Project: CR Guideline 8 Collection Date: 06/16/08

Lab ID: C08060662-005 DateReceived: 06/17/09 _

Client Sample ID; 2MW111 Matrix: Aqueous

|

MCL/ |

Analyses Result Units Qualiflers RL QCL  Method Analysis Date / By :

RADIONUCLIDES - DISSOLVED

Gross Alpha 6.8 pCHL ES00.0 07/02/09 04:00 / cgr

Gross Alpha precision (1) 1.6 pCill. ES00.0 07/02/09 04:00 / cgr

Gross Alpha MDC 1.9 pCifL E900.0 07/02/09 04:00 / cgr

Gross Beta 23  pCilL u E900.0 07/02/09 04:00 / cgr

Gross Beta preclsion (z} 186 pCiL £800.0 Q7/02/09 04.00 / cgr

Gross Beta MDC 27 pCHL E£800.0 07/062/09 04:00/ cgr

Radium 226 0.26 pCilL £903.0 06/30/09 23:40/ [ah

Radium 226 precision () 015 pCilL EQQ3.0 06/30/09 23:40/ jah

Radium 226 MDC 0.18 pCiL E903.0 06/30/09 2340/ jah

Radium 228 0.06 pCid u RA-05 06/25/09 11:57 { plj

Radium 228 precision () 086 pCiL RA-05 06/25/09 11:57 / plj

Radium 228 MDC 1.1 pCIL RA-05 06/25/09 11:57 / plj

DATA QUALITY

AJC Balance (& 5) 183 % Calculation 07/15/08 14:53 / kbh

Anions 6.17 mea/L Calculation  07/15/09 14:53 / kbh

Cations 642 meall Calculation 07/15/09 14:53 / kbh

Solids, Total Dissolved Calculated 418 mglt Calculation 07/15/08 14:53 / kbh

TDS Balance {0.80 - 1.20) 0.950 Calculation 07/15/09 14:53 / kbh

Report RL - Analyte reporting limit. MCL - Maximum contaminant lsvel.

Definitions; QCL - Quality contro} timit. ND - Not detected at the reporting fimit. |

MDC - Minimum detectable concentration U - Not detected at minimum defectable concentration



Pl W ale PPy LNERGY LABORATORIES, INC, - 2393 Saft Creek Highway (82601} « RO, Box 3258 - Casper, WY 82602
EINER GL/ 70ll Free 888.235.0515 » 307.235.0515 « Fax 307.234.1639 + casper@energylab.com . www.energylab.com
LABORATORIES

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining inc Report Date: 07/16/09
Project: CR Guideline 8 Collection Date: 08/16/09
Lab ID: C090680692-006 DateReceived: 06/17/09
Client Sample ID: BD Matrix: Aqueous

McL/
Analyses Result Units Qualiflers RL QCL Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 ND mg/t 1 A2320 B 06/20/09 09;00 / ij
Blcarbonate as HCO3 246 mglL 1 A23208 06/20/09 08:00/ 1jl
Calclum 33 mg/L 1 E200.7 07/01/09 20:08 / cp
Chloride 8 mg/L 1 E300.0 06/19/089 08:55 7 §jl
Flucride ND  mgll 0.1 A4500-F C 06/29/08 14:19 /{jl
Magnesium 4 mg/L 1 E200.7 07/01/09 20:08 / cp
Nitrogen, Ammonia as N 006 mgl 0.05 E350.1 06/19/09 13:09 / eli-b
Nitrogen, Nltrate+Nitrite as N ND mgilt 0.05 E£353.2 06/22/09 10:37 [ eli-b
Potassium 2 mg/t. 1 E200.7 07/01/08 20:08 / cp
Silica 75  mgil 0.2 E200.7 07/01/09 20:08 / cp
Sodium 156 mg/l 1 E200.7 07/01/09 20:08 / cp
Sulfzate 188 mg/L 1 E300.0 06/19/09 08:55 / )l
PHYSICAL PROPERTIES
Conduclivity 818  umhosicm 1 AZ5108B 06/18/09 14:44 [ dd
pH 765 su. 0.01 A4500-HB  08M8/09 14:44 /1 dd
Solids, Total Dissolved TDS @ 180C 529 mglL 10 A2540C 06/18/08 09:47  emm
METALS - DISSOLVED
Alurinum ND mgil. 0.1 E200.7 07/01/09 20:08/ cp
Arsenic 0.004 mg/L 0.001 E200.8 06/18/09 23:43 / ts
Barium ND mg/l 01 E200.8 06/18/09 23:43 /15
Boron ND mg/L 0.1 E200.7 07/01/09 20:08 f cp
Cadmium ND  mgll 0.005 E200.8 06/18/00 23:43 / ts
Chromium ND mg/L 0.05 E200.8 06/18/09 2343 /1s
Copper ND mglL 0.01 E200.8 06/18/09 23:43 / ts
Iron 013 mglt 0.03 E200.7 07/01/08 20:08 / cp
Lead ND  mgiL 0.001 E200.8 06/18/09 23:43 / ts
Manganese 014 mgiL. 0.01 E200.8 06/18/09 23:43 /ts
Mercury ND  mg/L 0.001 E200.8 06/18/09 23:43 I ts
Molybdenum ND  mgiL 0.1 E200.8 06/18/09 23:43 /s
Nickel ND  mgit 0.05 E200.8 06/18/09 23:43 / s
Selenlum ND  mg/l. 0.001 E200.8 06/18/09 23:43 / ts
Uranium 0872 mglL $.0003 E200.8 06/18/08 23:43 / ts
Vanadium ND  mg/lL oA E£200.8 06/18/09 23:43 /s
Zinc ND mg/L 0.01 E200.8 06/18/09 23:43 /ts
METALS - TOTAL
Iron 013  moll 0.03 E200.7 07/08/09 03:57 / cp
Manganese 0,14 my/l 0.0 E200.7 07/08109 G3:57 fcp
Report RL - Analyte reporting limit. MCL - Maximum contaminant level.

Definitions: QCL - Quality control limit, ND - Not detected at the reporting limit.




ENERGY LABORATORIES, INC. - 2393 Sall Creek Highway (82601} - FO. Box 8258 + Casper, WY 82602
70il Froe 588.235.0515 « 307.235.0515 + Fax 307.234. 1639 + ‘casper@energylab.com » www.energylab.com

LABORATORIES

LABORATORY ANALYTICAL REPORT
Client: Cogema Mining inc Report Date: 07/16/08
Project: CR Guideline 8 Collection Date; 06/16/09
Lab ID; C09060692-006 DateReceived: 06/17/09
Client Sample ID: BD Matrix: Aqueous

MCLU

Analyses Result Units Qualifiers RL QCL  Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 1510 pCINL E900.0 Q7/02/09 04:00 / cgr
Gross Alpha precision {1} 200 pCiL ES00.0 07/02/09 04:00 / cgr
Gross Alpha MDC 25 pCilL EQ00.0 07/02/09 04:00 / cgr
Gross Beta 447 pCiL ES00.0 07/02/09 04:00 f cgr
Gross Beta precision (1) 6.2 pCHL ES00.0 07/02/09 04:00 / cgr
Gross Beta MDC 33 pCIL ESC0.0 Q7102109 04:00 / cgr
Radium 226 183 pCill. E903.0 07/01/09 01:20 / jah
Radium 226 precision {£) 25 pCilL ES03.0 07/01/09 01:20 / fah
Radium 226 MDC 0.20 pClL E$03.0 07/01/09 01:20 / jah
Radium 228 1.4 pCiL RA-05 06/25/09 11:57 1 plj
Radium 228 precision () 0.8 pCiL RA-0B 06/25/09 11:57 7 pij
Radium 228 MDC 1.2 pCiA. RA-05 08/25/09 11:57 / plj
DATA QUALITY
AJC Balance (+ 5) 377 % Calculation  07/15/09 14:54 / kbh
Anions 8.16 meqgl Caleulation  07/15/09 14:54 / kbh
Catlons 8.80 megl Calculation 07/15/09 14:54 { kbh
Sotlids, Total Dissoived Calculated 521  mglL Caleutation  07/15/09 14:54 / kbh
TDS Balance (0.80 - 1.20) 1.02 Calcutation Q715/09 14:54 / kbh
Report RL - Analyte reporting limit. MCL - Maximum contaminant level,
Definitions: QL - Quality control limit. ND - Not detecled al the reporting limit.

MBDC - Minimum detectable concantration



P N areuVg LNERGY LABORATORIES, INC. - 2393 Salt Creek Highway (62601) - FO. Box 3258 + Casper, WY 82602
(AN TKCYY 101 Frec 595.235.0515 - 307.235.0515 + Fax 307.234.1639 - casper@energyiab.com - wweneraytab,com

LABORATORY ANALYTICAL REPORT .
Client: Cogema Mining inc Report Date: 07/16/09
Project: CR Guldeline 8 Collection Date: 06/16/09
Lab ID; C080806892-007 DateReceived: 06/17/09
Client Sample ID: 25100-2 Matrix: Aqueous

McLs .

Analyses Result Unlts Quallfiers RL QCL  Method Analysls Date / By
MAJOR IONS
Carbonate as CO3 ND  molt 1 A2320B 06/20/09 09:16 / ijl
Bicarbonate as HCO3 244 mg/L 1 AZ320B 06/20/09 09:16 / )}
Calcium 33 mg/L 1 E200.7 07/01/09 20:12 / cp
Chiloride B mgi 1 E300.0 06/19/09 09:41 / Jjl
Fluoride ND mafl 0.1 A4500-F C 06/29/09 14:21 / |jl
Magnesium 4 ma/L 1 E200.7 07/01/09 20:12 /1 cp
Nitrogen, Ammonia as N 006 mgl 0.05 E3568.1 06/19/09 13:10/ eli-b
Nitrogen, Nitrate+Nitrite as N ND mg/t 0.05 E£353.2 06/22/09 10:38 / eli-b
Potassium 2 ma/L i E200.7 07/01/09 20:12 / cp
Silica 73 mglL 6.2 E200.7 07/01/09 20:12 / cp
Sodlum 155  mglL 1 E200.7 07/01/09 20112 / cp
Sulfate 189  mgiL 1 E300.0 06/19/09 08:41 / §j)
PHYSICAL PROPERTIES
Conductivity 819  umhos/cm 1 A2510B 06/18/09 14:48 / dd
pH 768 su, 0.01 Ad4500-H B 06/18/09 14:48 / dd
Solids, Total Dissolved TDS @ 180 C 518 mgiL 10 A2540C 06/18/08 09:47 / emm
METALS - DISSOLVED
Aluminum ND mg/t 0.1 E200.7 07/01/09 2012 / cp
Arsenic 0.004 mglt 0.001 E200.8 06/18/09 2349 /1s
Barium ND mgit 0.1 E200.8 06/18/09 23:49/ts
Boron ND mgil 0.1 E200.7 07101709 20:12 f cp
Cadmium ND mglL 0.605 E200.8 06/18/09 23:42 / {s
Chromium ND mo/l 0.05 E200.8 06/18/08 23:48 /ts
Copper ND  mgll 0.01 E200.8 06/18/09 23:48 / ts
Iron 0,13  mglL 0.03 E200.7 07/01/09 20:12/ cp
Lead ND  mgiL 0.001 E200.8 06/18/09 23:49 / ts
Manganese 0.14  mglL 0.01 £200.8 06/18/09 23:49 / s
Mercury ND mg/l. 0.001 E200.8 06/18/09 23:49 / ts
Molybdenurm ND  mglL 0.1 E200.8 06/18/09 23:48/ is
Nickel NZ mal 0.05 E200.8 06/18/09 23:49 / s
Selenium ND  mgl 0.001 E200.8 06/18/09 23:49 /ts
Uranium 0.867 mgil 0.0003 E200.8 06/18/09 23:49 /s
Vanadium NOD mg/t 0.1 E200.8 06/18/109 23:49 / ts
Zinc ND mgiL. 0.01 E200.8 06/18/09 23:49 /s
METALS - TOTAL
Iron 013  mgl. 0.03 E200.7 07/08/09 04:01 / cp
Manganese 014 mglL 0.01 E200.7 07/08/09 04:01 fcp
Report RL - Analyte reporiing limit. MCL - Maximum contaminant fevel,

Definitions: QL - Quality control limit. ND - Not detected at the reporting limit.



ENERGY LABORATORIES, INC. - 2393 Salf Creek Highway (82601} « PO. Box 3258 + Caspar, WY 82602
Toll Free 888.235.0515 « 307.235.0515 « Fax 307.234.1639 + casper@energylab.com » wiww.enerqylab.com

LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date; 07/16/09
Project: CR Guideline 8 Collection Date: 06/16/09
Lab ID: C08060692-007 DateReceived: 06/17/09
Client Sample ID; 25100-2 Matrix: Aqueous

McL

Analyses Result Units Qualifiers RL QCL Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 1460 pCifL E900.0 07/02/09 04:01 / egr
Gross Alpha precision (1) 18.4 pCiL E900.0 07/02/0g 04:01 / cgr
Gross Afpha MDC 24 pCiL E900.0 07/02/08 04:01 f cgr
Gross Beta 409  pCil. £800.0 07/02/09 04:01 / cgr
Gross Beta precision () 6.0 pCilL E800.0 07/02/09 04:01 / cgr
Gross Beta MDC 33 pCil £900.0 07/02/09 04:01 / cgr
Radium 226 153  pCik £203.0 07/01/09 01:20 / jah
Radium 226 precision {£) 29 pCilL E2G3.0 07/01/09 01:20 / jah
Radium 226 MDC 0.26 pCiL Eg03.0 07/01/09 01:20 / jah
Radium 228 1.1 pCHL RA-05 06/25/09 11:57 1 plj
Radium 228 precision (¢} 1 pCifL RA-05 06/25/09 11:57 / plj
Radium 228 MDC 1.5 pGi/l. RA-05 06/25/09 14:57 | plj
DATA QUALITY
AJC Balance (% 5} 364 % Calculation 07/15/03 14.56 / kbh
Anions 815 meq/L Calculation  07/15/09 14:56 / kbh
Cations 876 meqlL Calculation  07/15/09 14:56 [ kbh
Solids, Total Dissolved Calculated 8519 mgiL Calcuiation 07/15/09 14:56 / kbh
TDS Balance (0.80 - 1.20) 1.00 Caleulation  07/15/09 14:56 / kbh

MCL - Maximum contaminant level.

Report
Definitions:

RL - Analyte reporting limit.
QCL - Quality control limit.

MDC - Minimum detectable concentration

NG - Not detected at the reporting limit.

U - Not detected at minimum detectable concentration




o Ve s Py LNERGY LABORATORIES, INC. - 2593 Salt Creck Highway (826‘05 « RO Box 3258 + Casper, WY 82602
L_/\ER @/ Toll Free 868.235.0515 + 307.235.0515 « Fax 307.234.1639 + casper@eneigylab.com - www.energylab.com

Cllent; Cogema Mining Inc
Project: CR Guideline 8
Lab ID: C09060692-008

Client Sample ID: 2MW105

LABORATORY ANALYTICAL REPORT

Report Date; 07/16/09
Collection Date: 06/16/09

DateRecelved: 06/17/09

Matrix: Aqueous

MCL/
Analyses Result Units Qualiflers RL QCL Methed Analysls Date / By
MAJOR [ONS
Carhonate as CO3 3 mgiL i A2320B 06/20/09 09:24 1 Jjl
Bicarbonate as HCO3 108 mglL 1 A2320B 06/20/09 08:24 { |jl
Calcium 8 ma/L 1 E200.7 07/01/09 20:28 / cp
Chioride 8 mg/l. 1 E300.0 0619109 09:57 /I
Fluoride 0.2 mg/L 01 A4500-F C 068/28/09 14:24 /i
Magnesium 1 mg/l. 1 E200.7 07/01/09 20:28 I cp
Nitrogen, Ammonta as N ND mafl. 0.05 E350.1 06/19/09 13:11 / eli-b
Nitrogen, Nifrate+Nitrile as N NO mgl 0.05 E353.2 06/22/09 10:40/ eli-b
Potasslum 2 mg/L 1 E200.7 07/01/09 20:28 / cp
Silica 986 mg/L 6.2 E200.7 07/01/09 20:28 / cp
Sodium 140  mgl 1 E200.7 07/01/09 20:28 / cp
Sulfate 205  mg/l 1 E300.0 06/19/09 08:57 / §j
PHYSICAL PROPERTIES
Conductivity 677  umhosicm 1 A2510B 06/18/09 14:48 / dd
pH 874 s.u. 0.01 A4500-H B 06/18/09 14:48 / dd
Solids, Total Dissolved TDS @ 180 C 421 mg/L 10 A2540 C 06/18/09 09:47 / emm
METALS - DISSOLVED
Aluminum ND mgfL 0.1 E200.7 07/01/09 20:28 / ¢p
Arsenic 0.001 mgil 0.001 E200.8 06/19/09 06:23 /s
Barlum ND mafl 0.1 E200.8 06/19/09 00:23 / ts
Boron ND ma/L 0.1 E200.7 07/01/09 20:28 / ¢p
Cadmium ND ma/l 0.005 E200.8 06/19/09 00:23 I ts
Chromium ND mg/L 0.05 E200.8 06/19/09 00:23 / ts
Copper ND mg/L 0.01 E200.8 06/19/00 00:23 / ts
iran ND mg/L 0.03 E200.7 07/01/09 20:28 / cp
Lead ND mgit 0.004 E200.8 06/19/09 00:23 /s
Manganese ND mg/L 0.01 E200.8 06/19/09 00:23 / is
Mercury ND mgiL 0.001 E200.8 06/19/09 00:23 / {s
Molybdenum ND ma/l 0.1 £200.8 06/19/09 00123 / ts
Nickel ND mg/L 0.05 E200.8 06/19/06900:23 /s
Selenium ND mgfl. 0.004 £200.8 06/19/09 00:23 / is
Uranium 0.0192 mg/L 0.0003 £200.8 06/19/08 00:23 /s
Vanadium ND mg/L 0.1 E200.8 06/19/09 00:23 /1s
Zine ND mg/L 0.01 E200.8 06/19/09 00:23 / ts
METALS - TOTAL
Iron ND mg/L 0.03 E200.7 07/08/09 04:05/ cp
Manganese ND mg/L 0.01 E200.7 07/08/09 04:05/ ¢p
Report RL - Analyte reporting limit, MCL - Maximum contaminant level,
Definitions;

QCL. - Quality control fimit.

ND - Not detecled at the reporting limit.




ENERGY LABORATORIES, INC. - 2333 Sal Creek Highway (82601) - RO. Box 3258 - Casper, WY 82602
Toll Free 888.235.0515 « 307.235.0515 + Fax 307.234.1638 - casper@energylab.com « wwv.ensigylab.com

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date: 07/16/09
Project: CR Guideline 8 Collection Date: 06/16/09
Lab iD; €09060692-008 DateReceived: 06/17/09
Client Sample ID: 2MW106 Matrix: Aqueocus

MCL/
Analyses Result  Units Qualifiers RL QCL Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 42,2 pCiL ES00.0 07/02/09 04:01 / cgr
Gross Alpha precision () 32 pCiL ES00.0 07/02/09 04:01 / car
Gross Alpha MDC 2.0 pCiL E900.0 07/02/09 04:01 / cgr
Gross Beta 140 pCil ES00.0 07/02/09 04:01 / cgr
Gross Beta precision (£} 20 pGHL E900.0 07/02/09 04:01/ cgr
Gross Bsta MDC 29 pCiiL ES00.0 07/02/09 04:01 / cgr
Radium 226 -0.03 pCiL E903.0 06/30/09 15:27 / jah
Radium 226 precision () 0.1 pCiL ES03.0 06/30/09 15:27 / jah
Radium 226 MDC 0.19 pCitL ES03.0 06/30/09 15:27 / jah
Radium 228 0.2  pCiL RA-05 06/25/09 14:02 / trs
Radium 228 precision () 0.7 pCIL RA-05 06/25/09 1402 I trs
Radium 228 MDC 1.2 pCliL RA-05 06/25/09 14:02 / trs
DATA QUALITY
A/C Balance (+ 5) 170 % Calculation  07/15/09 14:57 / kbh
Anions 6.40 meg/L Calculation 07/15/09 14:57 / kbh
Cations 662 meaqlL Calculation 07/15/09 14:57 / kbh
Solids, Total Dissolved Calculated 433 mg/L Calculation Q7M5/09 14:57 I kbh
TDS Balance (0.80 - 1,20) 0.870 Calculation  07/15/09 14:57 / kbh

Report RL - Analyte reporting limit.
QCL - Quality control limit.

Definitions:

MDC - Minimum detectable concentration

MCL - Maximum contaminant lavel.

ND - Not delected at the reporiing limit.
U - Not delected at minimum detectable concentration




ENERGY LABORATORIES, INC. - 2393 Salf Creek Highway (82601) « RO. Box 3268 + Casper, WY 82602

D - RL increased due to sample matrix interferencs,

ANV 1o/ Freo 858.235.0515 - 307,295.0515 - Fax 307.294.1639 « casper@encrgyiab.com « www.energylab.com
LABORATORY ANALYTICAL REPORT
Client; Cogema Mining Inc Report Date: 07/16/09
Project: CR Guidetine 8 Collection Date: 06/16/09
Lab ID: C0%060692-009 DateReceived; 06/17/09
Client Sample ID: 4T114-1 Matrix: Aqueous
MCL/
Analyses Result  Units Qualiflers RL QCL Method Analysls Date / By
MAJOR IONS
Carbonate as CO3 ND mg/L 1 A23208B Q6/20/08 09:32 / |ji
Bicarbonate as HCO3 879 ma/lL 1 A2320B 06/20709 09:32 / ljt
Calcium 106 mg/L D 2 E200.7 07/01/09 20:32 / ¢p
Chioride 41 mg/l. 1 E300.0 06/19/09 10:12 /
Fluoride ND mg/L 0.1 A4500-F C 06/28/08 14:27 7§l
Magnesium 24 mg/L 1 E200.7 07/01/09 20:32 [ cp
Nitrogen, Ammonia as N 026 mglL 0.05 E350.1 0612109 13:13 / eli-b
Nitrogen, Nitrate+Nilrite as N ND mglL 0.05 E353.2 06/22/09 11:35/ eli-b
Potassium 6 mg/L 1 E200.7 07/01/09 20:32 f cp
Sllica 1.0 mglh D 0.3 E200.7 07/01/09 20:32 f ¢p
Sedium 431 mgl D 2 E200.7 07/01109 20:32 / cp
Sulfate 378 mg/L 1 E300.0 06M18/09 1012 F 1)1
PHYSICAL PROPERTIES
Conductivity 2210  umhosicm 1 A25iCB 06/18/09 14:52 I dd
pH 7.13 su 0.01 " A4500-HB 06/18/09 14:52 [ dd
Solids, Total Dissolved TDS @ 180 C 1450 mg/L 10 A2540C 06/18/09 09:48 / emm
METALS - DISSOLVED
Aluminum ND mg/L o1 E200.7 07/08/09 04:08 / cp
Arsenic 0012 mgll 0.001 E200.8 06/19/08 00:30 / ts
Barlum ND mg/l. 0.1 E200.8 06/19/09 00:30 / ts
Boron ND mg/L D 0.3 E200.7 07/01/09 20:32 / ¢p
Cadmium ND mafl 0.005 E200.8 06/19/08 00:30 / ts
Chromium ND mg/L 0.05 E200.8 06/19/09 00:30 / ts
Copper ND mg/l 0.01 E200.8 06/49/09 00:30 / ts
Iren 8097 mgiL D 0.05 E200.7 07/01/09 20:32 / ep
Lead ND mafl. 0.001 E200.8 06/19/09 00:30 / ts
Manganese 023 mglL 0.0t E200.8 06/19/09 00:30 / ts
Mercury ND mafl. 0.001 E200.8 06/19/09 00:30 / ts
Molybdenum ND  mglL 0.1 E200.8 06/19/09 00:30 / ts
Nicke} ND mg/L 0.05 E260.8 06/19/09 00:30 / ts
Selenium 0,009 mg/L 0.001 E200.8 06/19/09 00:30 / is
Uranium 6.66 mglL 0.0003 E200.8 06/19/08 00:30 /s
Vanadium ND mg/L 0.1 E200.8 06/19/09 00:30 /s
Zinc ND mg/L 0.01 E200.8 06/19/09 00:30 /is
METALS - TOTAL
fron 110 mgfiL 0.03 E200.7 07/08/09 04:13 / cp
Manganese 022 mgiL 0,01 E200.7 07/08/09 04:13 / ¢cp
Report RL - Analyte reporting limit. MCL - Maximum contaminant level,
Definitions: QCL - Quality control limit. ND - Not detected at the reporting limit.




LABORATORIES

Client:
Project:
Lab ID;

ENERGY LABORATORIES, INC. - 2393 Salt Creek Highway (82601} + RO. Box 3258 « Lasper, WY 82602
Toll Free 888.235.0515 « 307.235.0515 « Fax 307.234.1638 « casper@eneigyiab.com » wwiw.ensrgylab.com

LABORATORY ANALYTICAL REPORT

Cogema Mining Inc
CR Guideline 8
€09060692-009

Client Sample ID; 4T114-1

Report Date: (7/16/09
Collection Date: 06/16/09
DateRecelved: 06/17/09
Matrix: Aqueous

MCL/
Analyses Result Unlts Qualifiers RL QCL  Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 7140 pCiL Eg00.0 07/02/08 04:01 / cgr
Gross Alpha precision (&} 752 pCil ES0C.0 07102109 04:01 fcor
Gross Alpha MDG 7.4 pCiL ESG0.0 07/02/08 04:01 / cgr
Gross Beta 1660 pCilL ES00.0 07/02/08 04:01 f cgr
Gross Beta precision {+) 213 pCilt E900.0 07/02/08 04:01 / cgr
Gross Beta MDC 106  pCill EQ(0.0 07/02/09 04:01 / cgr
Radlum 226 272 pCilt E903.0 06/30/08 15:27 / jah
Radium 226 precision (1) 30 pCi/L E903.0 06/30/08 15:27 / jah
Radium 226 MDC 0.16 pCilL E903.0 06/30/09 15:27 / jah
Radium 228 21 pCi/L RA-05 06/25/08 14:02 / tes
Radium 228 precision (¢} 07 pCiL RA-05 06725100 14:02 / trs
Radium 228 MDC 1.0 pCiL RA-05 06/26/09 14:02 / trs
DATA QUALITY
AJC Balance (t 5} 207 % Calcutation 07/15/09 14:59 / kbh
Anions 251 meq/L Calculation O7/15/09 14:59 { kbh
Cations 261 meqlL Calculation 07/15/08 14:59 / kbh
Solids, Total Dissolved Calculaled 1480 mg/L Calculation 07/15/08 14:59 / kbh
TDS Balance (0.80 - 1.20) 3.980 Calculation 07/15/09 14:59 / kbh

Report
Definitions:

RL - Analyte reporting limit.
QCL - Quality control limit.
MDC - Minimum detectable concentration

MCL - Maximum contaminant level.

ND - Not detected at tha reporting limit.




gy ENERGY LABORATORIES, INC. - 2393 Sall Cresk Highway (826071) - FO. Box 3258 « Casper, WY 82602
IEANT(CVE 7o/ Froe 8552350515 « 307.595.0515 + Fax 307.234,1639 + casper@ensigylab.oom » wwi.eneigylab.com

LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: 07/16/09
Project: CR Guideline 8 Collection Date: 06/16/09
LakID: C08060692-010 DateReceived: 06/17/09
Client S8ample ID: 4MW20 Matrix: Aqueous

MCL/

Analyses Resuit Units Qualiflers Rl QCL  Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 2 mgit 1 A23208 06/20/02 09:40/ |jl
Bicarbonate as HCO3 122 mg/t 1 A2320B 06/20/09 09:40/ |jl
Calcium g mg/l 1 E2060.7 07/01/08 20;36 / cp
Chloride . 7 mgfL 1 E300.0 06719709 10:27 1 il
Fluoride 0.2 mg/L 0.1 A4500-F C  06/29/09 14:30/ |jl
Magnesium ND mg/L 1 E200.7 07/01/09 20:36 / cp
Nitrogen, Ammonia as N ND mg/l. 0.05 E350.1 06/19/09 13:14 / eli-b
Nitrogen, Nitrate+Nitrite as N ND mg/L 0.05 E353.2 06/22/09 11:36 / eli-b
Potasslum 2 mg/L 1 E200.7 07/01/09 20:36 / cp
Silica 98 mglL 0.2 E200.7 07/04/09 20:36/ ¢p
Sodium 139 mg/L 1 E200.7 07/01/09 20:36 f cp
Sulfate 197 mgil 1 E300.0 06/19/09 10:27 /Ijt
PHYSICAL PROPERTIES
Conductivity €669  umhos/em t A2510B 06/18/09 14:53 / dd
pH 867 s.. 0.01 A4500-H B 06/18/09 14:53 / dd
Solids, Total Dissolved TDS @ 180 C 405 mg/L 10 A2540C 06/18/00 09:48 / emm
METALS - DISSOLVED
Aluminum NG mg/l. 0.1 E200.7 07/01/08 20:36 / cp
Arsenlc 0.002 mg/L 0.001 E200.8 06/19/08 00:37 / ts
Barium ND mg/L 0.1 E200.8 06/16/09 00:37 / 1s
Boron ND my/L 0.1 E200.7 07/01/08 20:36 / ¢p
Cadmium ND ma/l. 0.005 E200.8 06/18/09 00:37 / is
Chramium ND mg/L 0.05 £200.8 06/19/09 00:37 / is
Copper ND mg/L 0.014 E200.8 06/19/09 00:37 / ts
ron ND g/l 0.03 E200.7 07/01/08 20:36 f cp
Lead ND  mgll 0.001 E200.8 06/19/08 00:37 / ts
Manganese ND mg/L 0.0 E200.8 06/19/08 00:37 /s
Mercury ND  mgll 0.001 E200.8 06/19/08 00;37 / {s
Molybdenum ND  mg/lL 0.1 E200.8 06/19/09 00:37 / {s
Nickel ND  mgll 0.05 E200.8 06/19/09 00:37 / ts
Selenivm 0.002 mg/L 0.001 E200.8 06/19/09 00:37 / ts
Uranjum 0.0008 mg/L 0.0003 E2060.8 06/19/08 00:37 / ts
Vanadium ND mgiL 0.1 E200.8 06/19/08 00;37 /s
Zine ND mg/l. 0.01 E200.8 06/19/09 0037 / 1s
METALS - TOTAL
fron 062 mglt 0.03 E200.7 07/08/09 05:05 / ¢cp
Manganesse 002 mgl 0.01 E200.7 07/08/09 05:05 / cp
Report RL - Analyte reporting limit, MCL - Maximum contaminant level.

Definttions: QCL - Quality controf fimit. ND - Not detected at the reporting limit.




LABORATORIES

Client:
Project:
Lab ID:

ENERGY LABORATORIES, INC. - 2393 Salt Craek Highway (82601) « RO, Box 53258 + Casper, WY 82602
Toll Free 888 235.0515 + 307.235,0515 « Fax 307.234.1639 + casper@energylab.com « www.energylab.com

LABORATORY ANALYTICAL REPORT

Cogema Mining Inc
CR Guideline 8§
C08060892-010

Client Sample 1D; 4MW20

Report Date: 07/16/08
Collaction Date: 06/16/08
DateReceived: 06/17/09
Matrix: Aqueous

MCL/
Analyses Result WUnits Qualifiers RL QCL Msthod Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 6.0 pCilL ES00.0 07/02/09 04:01 / cgr
Gross Alpha precision (£) 16 pCI/L ES900.0 07/02/09 04:01 fcgr
Gross Alpha MDC 1.9 pCHL ES00.0 07/02/09 04:01 / cgr
Gross Bela 16 pCifL u ES00.0 G7/02/09 04:01 / cgr
Gross Beta pracision (1) 1.7 pCifL ES00.0 07/02/09 04:.01 / cgr
Gross Beta MDC 28 pCilL E900.0 07/02/08 04:01 / cgr
Radium 226 0,22 pCil E903.0 06/30/08 15:27 / jah
Radium 226 precision (1) 0.14 pCilL E803.0 06/30/09 15:27 / jah
Radium 226 MDC 018  pCilL ESG3.0 06/30/09 15:27 / jah
Radium 228 03 pClL uU RA-05 06/25/09 14:02 / trs
Radium 228 precision {t) 0.7 pCifL RA-05 06/25/09 14:02 / trs
Radium 228 MDC 1.2 pCiL RA-05 06/25/09 14:02 / trs
DATA QUALITY
AJC Balance (£ 5) 152 % Calculation  07/15/09 15:00 / kbh
Anions 639 meqg/lL Calculation 07/15/09 15:00 / kbh
Catlons 658 meqfll Calculation Q7115/09 15.00 / kbh
Solids, Total Dissolved Calculated 429 mg/L Calculation 07/16/09 16:00 / kbh
TDS Balance (0.80 - 1.20) 0.940 Calculation  07/15/08 15:00 / kbh

Report
Definitions:

RL - Analyle reporting limit,
QCL - Quality controt limit.
MDC - Minimum detectable concentration

MCL - Maximum contaminant level.

ND - Not detected at the reporting limit.
U - Not detected at minimum detectable concentration




ENERGY LABORATORIES, INC. - 2393 Sait Ureek Highway (82601} « KO, Box 3258 « Lasper, WY 82602
Toll Free 888.235.0515 + 307 2350515 - Fax 307.234.1639 - casper@ensiqylab.com - www.eneigylab.com

Client: Cogema Mining Inc
Project: CR Guideline 8
Lab ID: C08060692-011

Client Sample ID: 4MW21

LABORATORY ANALYTICAL REPORT

Report Date: 07/16/09

Collection Date: 06/16/09

DateRecelved: 06/17/09
Matrix: Aqueous

MCLUSf
Analyses Result Units Qualifiers RL QCL  Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 2 mg/L 1 A2320B 06/20/09 09:47 /il
Bicarbonate as HCO3 13 magfL 1 A2320B 06/20/09 09:47 /]|
Calcium 8 mgil. i E200.7 07/01/09 20:40 / cp
Chloride 8 ma/L 1 E300.0 06/18/09 11:14 /)l
Fluoride 0.2 mg/L 0.1 A4500-F C 06/29/09 14:43 71l
Magnesium 1 mg/L 1 E200.7 07/01/09 20:40 / ¢cp
Nitrogen, Ammonia as N ND mgiL .05 E350.1 06/19/09 13:15 / sli-b
Nitrogen, Nitrate+Nitrite as N ND mgfl 0.05 E353.2 06/22/09 11;37 /eli-b
Potassium 1 mafl 1 E200.7 07/01/09 20:40 / cp
Silica 9.0 mafl 0.2 E200.7 07/01/09 20:40 / cp
Sodium 132 mg/L 1 E200.7 07/01/09 20:40/ cp
Sulfate 198 mg/l 1 E300.0 06119109 11:14 / [jl
PHYSICAL PROPERTIES
Conductlvity 659  umhos/cm 1 AZ510B 06/18/09 14:55 / dd
pH 864 su 0.01 A4500-HB  06/18/09 14:55 / dd
Solids, Total Dissolved TDS @ 180 C 406  mg/L 10 A2540C 06/18/09 09:48 / emm
METALS - DISSOLVED
Aluminum ND mgiL 0.1 E200.7 0710102 20:40 / cp
Arsenic 0.002 mglL 0.001 E200.8 06/19/02 00:44 / ts
Barium ND mg/l. 0.1 E200.8 06/19/08 00:44 / ts
Boron ND mg/l 0.1 E200.7 O7/01108 2040/ cp
Cadmium ND mg/L 0.005 E200.8 06/19/08 G0:44 / ts
Chromlum ND mgiL 0.05 E200.8 06/19/09 00:44 / ts
Copper ND mgiL 0.01 E200.8 06/19/09 0044 [ ts
Iron 005 mglL 0.03 E200.7 07/13/09 14:58 / cp
Lead ND mg/L 0.001 E2060.8 06/19/08 00:44 / ts
Manganese ND myg/L 0.01 E200.8 06/19/09 0044 / ts
Mercury ND g/l 0.0014 E200.8 06/19/09 00:44 / ts
Molybdenum NG  mgil 0.1 E200.8 06/19/09 00:44 / s
Nickel ND mg/l. 0.05 E200.8 06/18/09 00:44 /s
Setenium ND mg/l 0.001 E200.8 06/19/09 00:44 I is
Uranium 0.0168 mg/L 0.0003 E200.8 06/19/00 00144 / is
Vanadium ND mg/L 0.1 E200.8 06/19/09 00:44 [ is
Zinc 0.01 mg/L 0.01 E200.8 06/19/09 00:44 / ts
METALS - TOTAL
fron ND ma/l. 0.03 E200.7 07/08/09 05:18 / cp
Manganese ND mg/L 0.01 E200.7 07/08/08 05:18 / cp
Report RL - Analyte reporting fimit, MCL - Maximum contaminant level,
Definltions:

QCL - Quality control limit.

ND - Not detected at the reporting limit.
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LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: 07/16/08
Project: CR Guideline 8 Collection Date: 06/16/09
Lab ID: €09060652-011 DateReceived: 06/17/09
Client Sample ID; 4MW21 Matrix: Aqueous

MGL/

Analyses Result Units Qualifiers RL QCL  Method Analysis Date / By
RADIONUGLIDES - DISSOLVED
Gross Alpha 440 pCiL E800.0 07/07/09 01:20 / car
Gross Alpha precision (&) 3.0 pCiiL ES00.0 07/07/08 01:20 / cgr
Gross Alpha MDC 1.8  pCIL ES00.0 07/07/08 04:20 / car
Gross Beta 9.9 pCiL E900.0 07/07/09 01:20 / car
Gross Beta precision () 1.8 pCii. EQ00.0 07/07/09 01:20 f cgr
Gross Beta MDC 2.7 pCIAL E900.0 07/07/09 01:20 f cgr
Radium 228 045 pCiL £803.0 06/30/09 15:27 /jah
Radlum 226 precision () 017 pCi £903.0 06/30/09 15:27 / jah
Radium 226 MDC 0.18 pCilL ES03.0 06/30/109 15:27 / jah
Radium 228 0.3 pCi/L RA-05 06/25/09 14:02 1 trs
Radium 228 precision (£} 0.7 pCIiL RA-05 06/25/09 14.02 f trs
Radium 228 MDC 1.2 pCiL RA-05 06/25/09 14:02 7 trs
DATA QUALITY
ASC Balance (£ 8) 0.0648 % Caleulation 07/15/09 15.07 f kbh
Anlons 6.28 megil Caleutation 07/15/09 15.07 7 kbh
Cations 6.27 meg/L Calculation 07/15108 15:07 1 kbh
Solids, Total Dissolved Calculated 418 mg/L Calculation 07/15/09 15:07 / kbh
TDS Balance {0.80 - 1,20) 0.870 Calculation 07/15/09 15.07 / kbh

Report RL - Analyte reporting timit.
QCL - Quality contro! limit.

Definitions:

MDGC - Minimum detectable concentration

MCL - Maximum contaminant jevel.

ND - Not detected at the reporting limit.
U - Not detected at minimum detectable concentration
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LABORATORIES

LABORATORY ANALYTICAL REPORT

Client; Cogema Mining Inc Report Date: 07/16/09
Project: CR Guideline 8 Collection Date: 06/16/08
Lab {D: C09060692-012 DateReceived: 06/17/09
Client Sample ID; 4MW1Q Matrix: Aqueous

McL/
Analyses Result Units Qualifiers RL QCL  Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 3 mgiL 1 A2320B 06/20/09 10:10 /it
Blcarbonate as HCO3 113 mglL 1 A2320B 06/20/09 10:10 /it
Calcium § mg/L 1 E200.7 0710109 20:53 f cp
Chloride 8 mg/L 1 E300.0 06/19/09 11:29 /it
Fluoride 0.2 mg/l. 0.1 A4500-F C 06/29/02 14:46 /1)l
Magnesium 1 mag/l 1 E200.7 07/01/08 20:53 / cp
Nitrogen, Ammonia as N ND mgfl. 0.05 E350.1 06/19/09 13:16 / eli-b
Nitrogen, Nitrate+Nitrite as N ND mafL 0.05 E353.2 06/22/09 11:38/ eli-b
Potassium 2 mgiL 1 E200.7 07/01/09 20:53 / cp
Silica 9.6 mg/L 0.2 £200.7 07/01/09 20:53 / cp
Sedium 136 mgiL 1 E200.7 07/01/09 20:53 / cp
Sulfate 198  mglL 1 E300.0 06/19/09 11:29 /7 {ji
PHYSICAL PROPERTIES
Conductivity 665  umhosicm 1 A2510B 06/18/09 14:56 / dd
pH 8.66 S.U. 0.1 A4500-HB 06/18/09 14:56 / dd
Solids, Total Dissolved TDS @ 180 C 420 mglL 10 A2540C 06/18/08 09:48/ emm
METALS - DISSOLVED
Aluminum ND mgiL 0.1 E200.7 07/01709 20:53 / ¢p
Arsenic 0,001 mgl 0.001 E200.8 05/19709 00:50 / ts
Barium ND mg/L 0.1 E200.8 06/18/09 00:50 / ts
Boron ND mg/L 0.1 E200.7 07/01/08 20:53 / cp
Cadmiumn ND mgll. 0.005 E200.8 06/19/09 00:50 / is
Chromium ND mgll 0.05 E200.8 06/19/09 0050 /s
Copper ND mgfl 0.01 E200.8 06/19/09 00:50 /s
lron ND mgfL 0.03 E200.7 07/01/09 20:53 f cp
Lead ND mgfL 0.001 E200.8 06/19/08 00:50 / ts
Manganese ND mg/L 0.01 E200.8 06/19/08 G0:50 / is
Mercury ND mg/L 0.001 E200.8 06/19/08 00:50 / ts
Molybdenum ND mgiL 0.1 E200.8 06/19/09 00:50 / ts
Nickel ND mg/L 0.05 E200.8 06/15/09 00:50 / is
Selenlum ND mg/L 0.001 E200.8 06/19/08 00:50 / ts
Uranium 0.0158 mgiL 0.0003 E200.8 06/19/09 00:50 / ts
Vanadium ND ma/l, 0.1 E200.8 06/19/09 00:50 / ts
Zinc ND mg/l 0.01 E200.8 06/18/09 00:650 / ts
METALS - TOTAL
Iron ND mg/t 0.03 E200.7 07/08/09 05:26 / ¢p
Manganese ND mgit 2.0 E200.7 07/08/09 05:26 / cp
Report RL - Analyte reporting limit, MCL - Maximum contarninant level.

Definitions: QCL - Quality control fimit. ND - Not detected at the reporting limit.
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Client;
Project:
Lab ID:

Cogema Mining Inc
CR Guideline 8
€08060692-012
Client Sample ID: 4MW19

LABORATORY ANALYTICAL REPORT

Report Date: 07/16/09
Collection Date: 06/16/09

DateReceived: 06/17/08

Matrix: Aqueous

MCL/
Analyses Result Units Qualiflers RL QCL Method Analysis Date / By
RADIONUCLIDES - DISSCLVED
Gross Alpha 374 pCiL ES00.0 Q7/07/09 01:20 / cgr
Gross Alpha precision () 3.0 pCill. ES00.0 07/07/09 01:20 / cgr
Gross Alpha MDC 1.8 pCiiL ES00.0 07/07/08 01:20 / cgr
Gross Beta 7.8 pCifL E900.0 07/07{09 01:20 / cgr
Gross Beta precisfon (1) i8 pCifL ES00.0 07/07/08 01:20 / cgr
Gross Beta MDC 28 pCilL E200.0 07/07/08 01:20/ cgr
Radlum 226 0.54 pCif ES03.0 06/30/08 15:27 / jah
Radium 226 precision {£) 0.18 pCilL ES03.0 06/30/0¢% 16:27 / {ah
Radium 226 MDC 0.18 pCiL ES03.0 06/130/09 15:27  {ah
Radium 228 0.3 pCiL U RA-05 06/25/08 14:02 / trs
Radium 228 precision (z} 0.7 pCiL RA-05 06/25/09 14:02 / trs
Radium 228 MDC 1.2 pCilL RA-05 06/25/09 14:02 / trs
DATA QUALITY
A/C Balance (x 5) 115 % Calculation  Q7/15/09 15:08 / kbh
Anions 6.31 meq/L Calculation 07/15/09 15:08 / kbh
Catlons 6.46 meg/l. Calculation  07/15/09 15:08 / kbh
Solids, Total Dissolved Calculated 424 mg/L Calcutation 07/15/09 15:08 / kbh
TDS Bailance (0.80 - 1.20) 0.990 Calcufation  07/15/09 15:08 / kbh

Report RL. - Analyte reporting limit.
QCL - Quality controf limit.
MDC - Minimum detectable concentration

Definitions:

MCL - Maximum contaminant lavel.

ND - Not detected at the reporiing fimit.

U - Not detected at minimum detectable concentration




ENERGY LABORATORIES, INC., - 2393 Salt Creek Highway (82601) - PO. Box 53258 - Casper, WY 82602
ol Free 888.235.0515 « 307.235.0515 « Fax 307.234. 1638 « casper@energylab.com « wwiv.ensigylab.com

LABORATORIES

QA/QC Summary Report

Cllent: Cogema Mining In¢
Project; CR Guideline 8

Report Date; 07/16/09
Work Order: C09080692

Analyte Count Resuit  Units RL %REC LowLimit High Limit RPD RPDLImit Qual
Method:  A2320B Batch: R118848
Sample ID: MBLK 3 Method Blank Run: MANTECH_090620A 08/20/09 00:27
Alkalinity, Total as CaCO3 3 mgfL 0.2

Carbonate as CO3 ND  mgi 1

Bicarbonate as HCO3 3 mgl 1

Sample ID: LCS1 Laboratory Contrel Sample Run: MANTECH_0S0620A 06/20/09 00:42
Alkalinity, Total as CaCO3 197  mgit 5.0 97 80 110

Sampte ID: LCS Laboratory Control Sample Run: MANTECH_090620A 06/20/08 00:49
Alkafinity, Total as CaCO3 51.4mg/L 5.0 98 a0 110

Sample ID: C09060692-001AMS Sample Matrix Spike Run: MANTECH_080620A 06/20/0G 08:14
Alkalinity, Total as CaCO3 2206 mg/L 5.0 86 80 120

Sample 1D; C08060692-001AMSD Sample Mairix Spike Duplicate Run: MANTECH_0S0620A 06/20/09 08:22
Alkalinity, Total as CaCO3 222 ma/L. 5.0 88 BO 120 0.9 20

Sample ID: C09060692-011AMS Sample Matrix Splke Run: MANTECH_090620A 06/20/09 09:55
Alkalinity, Total as CaGO3 218 mgh 5.0 97 80 120

Sample ID; C09060692-011AMSD Sample Matrix Spike Duplicate Run: MANTECH_Q90620A 06/20i69 10:03
Alkalinity, Total as CaCO3 222 mglt 5.0 100 80 120 1.9 20

Method: A2510B Analyticat Run: CRIONE55A_090618C
Sample ID: 1CV2_090618_2 Initial Calibration Verification Standard 06/18/08 14:20
Conductivity 1400 umhosiem 1.0 99 820 110

Method: A2510B Balch: 890618_2_PH-W_555A-2
Sample ID: MBLK1_0%0618 2 Melhod Blank Run: ORION555A_090618C 06/18/09 14:16
Conductivity 2 umhosfom 0.2

Sample ID; C09060692-006ADUP Sample Duplicate Run; ORION555A_080618C 06/18/09 14:45
Conductivity 823 umhos/cm 1.0 0.6 10

Sample |D: C09060713-001ADUP Sample Duplicate Run: ORION555A_080618C 06/18/09 15:07
Conductivity 2390 umhosfem 1.0 03 10

Qualifiers:
RL - Analyte reporiing limit.

MDC - Minimum detactable concentration

NOD - Not detected at the reporting limit.




Client:

LABORATORIES

ENERGY LABUHATORIES, INC. - 2393 Salt Creek Highway (82601} - EO. Box 3258 + Casper, WY 82602
Toll Free 888.235.0515 « 307.235.0515 - Fax 307.234,1639 + casper@ensrgylab.com - www.energylab.com

Cogema Mining inc

Project: CR Guideline 8

QA/QC Summary Report

Report Date: 07/16/09
Work Order;: C080608692

Analyte Count Result  Units RL %REC LowLimit High Limit RPD RPDLimit Qual
Method: A2540C Batch: R119802

Sample 1D: MBLK1_ Method Blank Run: BAL-1_0320618C 06/17/09 11:20
Solids, Tofal Dissolved TDS @ 180 C NG mglL 6

Sample ID: LCSY_ Laboratory Control Sample Run: BAL-1_090618C 06/17/08 11:21
Solids, Total Dissolved TDS @ 180 C 980 mglL 10 99 g0 110

Sample ID: CO8080691-034AMS Sample Malrix Spike Run: BAL-1_090618C 05/18/09 09:44
Solids, Totat Dissolved TDS @ 180 C 4370  mglL 10 106 80 110

Sample |D: C09060691-034AMSD Sample Matrix Spike Duplicate Run: BAL-1_080618C 06/18/00 09:44
Solids, Total Dissolved TDS @ 180 C 4390 mgiL 10 106 90 110 0.5 10

Sample ID: C0S060692-011AMS Sarnple Matrix Spike Run: BAL-1_080818C 06/18/09 09:49
Solids, Total Dissolved TDS @ 180 C 2460 mg/L 10 103 a0 110

Sample ID; C08060692-011AMSD Sample Mairix Spike Duplicate Run: BAL-1_080618C 06/18/092 09:49
Solids, Totat Dlssolved TDS @ 180 C 2460 mail 10 103 g0 110 0.2 10

Method:  A4500-FC Batch: R120256

Sample [D: MBLK Method Blank Run: MANTECH_09C829A 06/29/09 13:52
Fluoride ND  mgiL 0.05

Sample ID: LCS Laboratory Control Sample Run: MANTECH_QS0629A 06/28/09 13:54
Fiuoride 1.00mgfl 0.10 100 90 110

Sample iD: CO90E60692-004AMS Sample Matrix Spike Run: MANTECH_080629A 06/29/09 1410
Fluoride 1.23mg/L 010 103 80 120

Sample ID: C09060692-004AMSD Sample Matrix Spike Duplicate Run; MANTECH_090629A 06/29/09 14:43
Fluoride 1.23mglL 0.10 103 80 120 0 10

Sample ID; C08060730-002AMS Sample Matrix Spike Run: MANTECH_090629A 06/29/09 14.54
Fluoride 1.45mg/L 0,10 101 80 120

Sample ID: C0%060730-002AMSD Sample Matrix Spike Duplicate Run: MANTECH_090629A 06/29/09 14.57
Fluoride 1.45mg/L 3.10 101 80 120 0 10
Method: A4500-HB Analytical Run: ORIONSS5A_090618C
Sample ID; ICV1_080618_2 Initial Calibration Verification Standard 06/18/09 14:18
pH 6.90 S.U. 0.010 101 88 102
Method: A4560-HB Balch: 090618_2_PH-W_E55A-2
Sample 1D; C09060692-006ADUP Sample Duplicate Run: ORION555A_080618C 06/18/09 14:45
pH 765 s 0.010 : o 0

Sample 1D; COSGE0743-001ADUP Sample Duplicate Run: ORIONSS5A_080618C 06/18/09 15:07
pH 7.56 s.u. 0.010 0 10
Qualifiers:

RL - Analyte reporting limit.
MDC - Minimum detectable concentration

ND - Not detected at the reporting limit,
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QA/QC Summary Report
Client: Cogema Mining inc Report Date: 07/16/09
Project: CR Guideline 8 Work Order: C0S060692
|3Analyte Count Resuit  Units RL %REC Low Limit High Limit RPD RPDLimit Qual —I
l Metheod: E200.7 Batch: R120371
Sample ID: MB-090701A 8 Method Blank Run: ICP2-C_D90701A 07/01/08 13:38
Alaminum ND mgfL 0.01
Boron ND  mglL 0.03
Calcium ND  mgiL 0.2
lron ND mg/L 0.005
Magnesium ND  mgl 0.09
Potasslum ND mg/L 0.1
Siticon 0.03 g/l 0.01
Sodium ND mg/lL 0.2
Sample 1D: LFB-090701A 8 Laboralory Fortified Biank Run: ICP2-C_090701A O7/01109 13:42
Aluminum 0.954 molL 0.10 a5 85 115
Boron 1.02 mgft. 0.10 102 85 115
Calciurn 49.9 mg/L 0.50 100 85 115
Iron 0964 mg/l 0.036 96 85 115
Magnesium 49.3 mg/lL 0.50 a9 85 115
Potassium 454 mgft 0.50 91 85 115
Silicon 0472 mglt 0.015 110 85 115
Sodium 48.9 mg/t .50 98 85 115
Sample ID: CO9060692-001BMS2 8 Sample Matrix Spike Run: ICP2-C_090701A 07/61/09 19:40
Aluminum 223 mglL 0.10 108 70 130
Boron 212 mg/L 0.10 100 70 130
Calcium 104 mg/L 1.0 05 70 130
ron 1.85 mg/L 0.030 85 70 130
Magnesium 97.5 mglL 1.0 g5 70 130
Potasslum 861 mg/L 1.0 87 70 130
Silicon 524 mgit 0.10 70 130 A
Sodium 233 mg/L 1.0 92 70 130
Sample 1D:; C08060692-001BMSD B Sample Matrix Spike Duplicate Run; ICP2-C_020701A 07/01/09 19:44
Aluminum 2.16 mgfl. 0.10 106 70 130 3.3 20
Boron 213  mglt 0.10 101 70 130 0.7 20
Caicium 116 mgll 1.0 104 70 130 5.5 20
lron 1.98 mg/L 0.030 97 70 130 2,2 20
Magnesium 100 mgll 1.0 o7 70 130 28 20
Potassium §1.7 mglL 1.0 88 70 130 1.7 20
Silicon 5.28 mg/L 0.1¢ 70 130 1 20 A
Sodium 238 mg/L 1.0 97 70 130 2.2 20
Sample ID: C09060692-011BMS2 8 Sample Matrix Spike Run: ICP2-C_080701A 07/01/09 20:44
Aluminum 2.09 mg/L 0.10 403 70 130
Boron 2.10 mg/L 0.10 103 70 130
Calcium 110 mailL 1.0 100 70 130
iron 2,04 mgll 0.030 96 70 130
Magnesium 98.3  mgll 1.0 9k 70 130
Qualifiers:
RL - Analyle reporting limit. A - The analyte level was greater than four times the spike level. In

accordance with the methed % recovery Is not caleulated.
ND - Not detected at the reporting limit. MDC - Minimum detectable concentration
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QA/QC Summary Report

Cllent: Cogema Mining inc
Project: CR Guideline 8

Report Date: 07/16/09
Work Order: C08080682

|{ Analyte Count Result  Units RL %REC LowLimit High Limit RPD RPDLImit Qual
Method: E200.7 Batch: R120371
Sample ID: C09060692-011BMS2 8 Sample Matrix Spike Run: I[CP2-C_090701A 07/01/09 20:44
Potassium 915 mglL 1.0 88 70 130
Silicon 512 mglL 0.10 70 130 A
Sodium 234  mglL 1.0 160 70 130
Sample ID: $09060692-011BMSD § Sample Matrix Spike Duplicafe Run: [CP2-C_020701A 07/01/09 20:48
Aluminum 2.12 mg/L 0.10 104 70 130 1.2 20
Boron 216 myll 0.10 106 70 130 3.2 20
Calcium 108 mg/L 1.0 08 70 130 1.3 20
lron 210 mafL 0.030 98 70 130 3 20
Magnesium 88.8 mg/L 1.0 98 70 130 0.5 20
Potassium 80.9 mgfl 1.0 88 70 130 0.6 20
Silicon 517 mglL 0.10 70 130 0.9 20 A
Sodium 234 mg/L 1.0 100 79 130 0.1 20
Method:  E200.7 Batch: R120580
Sample ID: MB-090707A 3 Method Blank Run: ICP2-C_090707A 07/07/09 14:31
Aluminum ND  mglL 0.03
tron ND  mg/l 0.005
Manganese ND  mgih 0.001
Sample ID: LFB-080707A 3 Laboratory Forlified Blank Run: ICP2-CG_080707A 07/07/09 14:35
Aluminum 0.931 mg/l 0.10 93 85 115
fron 093¢ mglt 0.030 94 85 115
Manganese 0.920 mg/l 0.010 82 85 115
Sample ID; C09060692-001CMS2 3 Sample Matrix Spike Run: ICP2-C_090707A 07/08/09 03:16
Aluminum 2.07 mg/L 0.16 101 70 130
Iron 1.94 mg/L 0.067 95 70 130
Manganese 1.99 mg/L 0,014 87 70 130
Sample ID: C09060692-001CMSD 3 Sample Matrix Splke Duplicate Run: ICP2-C_080707A 07/08/08 03:20
Alurminum 1.91 maiL 0.16 93 70 130 8.3 20
Iren 1.91 mg/l 0.067 94 70 130 1.3 20
Manganese 199 mgiL 0.014 o7 70 130 o 20
Sample ID: CO%060692-010CMS2 3 Sample Matrix Spike Run: ICP2-C_090707A 07/08/09 05:10
Aluminum 233 mafl 0.16 08 70 130
Iron 2.58 mgil. 0.067 96 70 130
Manganese 1.98 mgil. 0.014 a6 70 130
Sample ID: C09060692-010CMSD 3 Sample Matrix Spike Duplicate Run: ICP2-C_Q90707A 07/08/03 05.14
Alurninum 2.35 mg/L 0.1¢ a7 70 130 0.0 20
Iron 2.60 mg/L 0.067 97 70 130 0.6 20
Manganese 203 mal 0.014 a9 70 130 24 20
Qualifiers:

RL - Analyte reporting limit.

ND - Not detected at the reporting limit.

A - The analyte leve!l was greater than four times the spike level. In
accordance with the method % recovery Is not calculated.

MDC - Minimum detectable concentration
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LABORATORIES

QA/QC Summary Report

Report Date: 07/16/09
Work Order: 08060692

Client: Cogema Mining Inc
Project: CR Guideline 8

Analyte Count Result  Units RL %REC LowLimit High Limit RPD RPDLImit Qual
Batch: R120772

Method:  E200.7

Sample ID: MB-050713A Method Blank Run: ICP2-C_090713A 07/13/09 11:06
Iron ND mg/L 0.005 :
Sample ID: LFB-080713A Laboratory Forlified Blank Run; [CP2-C_080713A 07/13/09 11:10
iron 0936 mg/lL 0.030 94 85 115
Sample ID;: MB-22948 Method Blank Run: ICP2-C_0S0713A 07A13/09 15:06
lron ND  mglL 0.01
Sample iD: C09660801-001BMS2 Sample Malrix Spike Run; 1ICP2-C_090713A 07/13/08 20:41
Iron 2.08mg/L 0.030 102 70 130
Sample 1D: C09060801-001BMSD Sample Matrix Splke Duplicate Run: ICP2-C_090713A 07/13/09 20:45
lron 2.08mgafl 0.030 102 70 130 0.4 20
Qualifiers: -
RL - Analyte reporiing limit. ND - Nol detected at the reporting limit.

MODC - Minimum detectable concentration
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QA/QC Summary Report

Client; Cogema Mining Inc Report Date: 07/16/08
Project: CR Guideline 8 Work Order: C09060892
Analyte Count Result  Units RL %REC Low Limit High Limit RPD RPDLimit Qual
Method: E200.8 Batch: R118794
Sample ID: LRB 14 Method Blank Run: ICPMS2-C_090618A 06/18/09 12:22
Arsenic ND  mgiL 0.0003

Barium ND mgiL 3E-05

Cadmium ND  mgiL 6E-05

Chromium ND mgiL 8E-05

Copper ND  mglL 4E-05

Lead ND  mg/lk 2E-05

Manganese ND mg/L 5E-05

Mercury ND  mglL 4E-05

Molybdenum ND mglL 4E-05

Nickel ND mg/L 8E-05

Selenium ND mg/L 0.001

Uranium ND  mgil 8E-06

Vanadium ND mg/k 9E-05

Zine 0.0003 mglL 6E-05
Sample ID: LFB 14 Laboratory Fortified Blank Run: ICPMS2-C_090618A 06/18/08 12:29
Arsenic 0.0523 mg/L 0.0010 105 85 115

Badum 0.0523 mgfL 0.0010 106 . 85 115

Cadmium 0.0520 mg/L 0.0010 104 85 115

Chromium 0.0520 mg/L 0.0010 104 85 115

Copper 0.0524 mglt 0.0010 108 85 115

Lead 0.0516  mg/L 0.0010 103 85 115

Manganese 005056 mglL 0.0010 101 85 115

Mercury 0.00523 mg/L 0.0010 105 85 115

Molybdenum 0.0517 mg/t 0.0010 103 85 115

Nickel 0.0523 mg/L 0.0010 105 85 115

Selenium 0.0524 mall 0.0014 105 85 115

Uranium 0.0518 mg/L 0.00030 104 85 115

Vanadium 0.0510 mg/L 0.0010 102 85 115

Zinc 0.0645  mglL 0.0010 108 85 115
Sample 1D: C09060692-002BMS4 14 Sample Malrix Spike Run: ICPMS2-C_0S0618A 06/18/09 23:09
Arsenle 0.0535 mg/L 0.0010 105 70 130 ‘
Barium 0.0683 mglL 0.0010 106 70 130

Cadmium 0.0522 mg/L 0.01¢ 104 70 130

Chromium 0.0480 mg/L 0.0010 a8 70 130

Caopper 0.0496 mg/L 0.010 89 70 130

Lead 0.0515 mgiL 0.050 103 70 130

Manganese 0.0566 mg/L 0.010 o7 70 130

Mercury 0.00524 mg/L 0.0010 108 70 130

Molybdenum 0.0556 mgfL 0.0010 108 70 136

Nickel 0.0486 mg/L 0.0010 14 70 130

Selenium 0.0532 mglL 0.0010 102 70 130

Uranium 0.0588 mgi 0.00030 108 70 130

Qualifiers:

RL - Analyte reporting limit. ND - Not detected at the reporting limit.

MDC - Minimum detectable concentration




A %5 LENERGYLABORATORIES, INC. - 2393 Sait Creek Highway (82601) « RO. Box 3258 + Caspel, WY 82602
m Toll Free 868.235.0515 « 307.235.0515 « Fax 307.234.1639 - casper@energylab.com - www.energylab.com

J LAGORATORIES |
QA/QC Summary Report

Client: Cogema Mining Inc Report Date: 07/16/09

Project: CR Guideline 8 Work Order: C09060692
Analyte Count Result  Units RL %REC LowLimit High Limit RPD RPDLimit Qual
Method: E200.8 Batch: R119794
Sample ID: C09060692-002BMS4 14 Sample Matrix Spike Run: ICPMS2-C_080618A 06/18/09 23:09
Vanadium 0.0509 mgfL 0.0010 101 70 130

Zinc 0.0540 mgll 0.010 105 70 130

Sample ID: COS060692-002BMSD 14 Sample Matrix Spike Duplicate Run: ICPMS2-C_090618A 06/18/09 23:16
Arsenic 0.0534 mg/L 0.0010 106 70 130 0.2 20

Barlum 00678 mgll 0.0010 105 70 130 0.8 20

Cadmium 0.0519 mafl 0.010 104 70 130 0.7 20
Chromium 0.0497  mygfL 0.0010 99 70 130 1.4 20

Copper 0.0486  mglL 0.010 21 70 130 0 20

Lead 00515  mg/lL 0.050 103 70 130 ] 20
Manganese 00575 mg/lL 0.010 99 70 130 1.5 20

Mercury 0.00528 mg/L 0.0010 106 70 130 0.8 20
Molybdenum 0.055¢ mg/L 0.0010 108 70 130 0.1 20

Nickel 0.0495 mg/L 0.0010 99 70 130 0.2 20

Selenium 0.0524 mg/L 0.0010 100 70 130 14 20

Uranium 0.0800  mg/t 0.00030 108 70 130 0.3 20
Vanadium 0.0516 mgiL 0.0010 102 70 130 1.3 20

Zinc 0.0540 mg/L 0.010 105 70 130 0.1 20

Sample iD: C09080692-012BMS4 14 Sample Matrix Spike Rum: ICPMS2-C_090618A 06/19/09 00:57
Arsenic 0.0531 mg/L 0.0010 103 70 130

Barlum 0.0638 mglt 6.10 104 70 130

Cadmium 0.0513 mg/L 0.010 103 70 130

Chromium 0.0491 mgfl 0.050 48 70 130

Copper 0.0489 mgit 0.010 97 70 130

Lead 0.0500 mg/L 0.050 100 70 130

Manganase 0.054% mg/L 0.010 98 70 130

Mercury 0.00532 malL 0.0010 106 70 130

Molybdenum 0.0547 mg/L €10 106 70 130

Nickel 0.0488 mgft 0.050 98 70 130

Selenium 0.0514 mg/t 0.0010 102 70 130

Uranfum 0.0686 mg/L 0.00030¢ 106 70 130

Vanadium 0.0503 mgiL 0.10 100 70 130

Zing 0.0622 mg/t 0.010 119 70 130

Sample ID: C09060692-012BMSD 14 Sample Matrix Spike Duplicate Run: ICPMS2-C_090618A 06/18/09 01:04
Arsenic 0.0532 mg/L 0.0010 103 70 130 0.2 20

Barium 0.0634 mglL 0.10 103 70 130 20

Cadmium 0.0508 mght 0.010 102 70 130 0.8 20
Chromium 0.0488 mgfL 0.050 98 70 130 20

Copper 0.0485 mg/L 0.010 o7 70 130 0.7 20

{ead 0.0515 mg/L 0.050 103 70 130 2.8 20
Manganese 0.0546 mg/L 0.010 97 70 130 04 20

Mercury 0.00548 mgllL 0.0010 110 70 130 3 20
Qualifiers:

RL - Anaiyte reporting limit. ND - Mot detected at the reporting limit.

MDC - Minimum detectable concentration




LABORATORIES

ENERGY LABORATORIES, INC. - 2393 Salt Creok Highway (82601} - FO. Box 3258 » Lasper, WY 826U
Toll Froe 868.235.0515 + 3072350515 « Fax 307.234.1639 + casper@energylab.com « www.eneigylab.com

QA/QC Summary Report

Client: Cogema Mining Inc
Project: CR Guideline 8

Report Date: 07/16/09
Work Order: C08060692

Analyte Count Result  Units

RL %REC LowLimit High Limit

RPD RPDLimit Qual

Method: E200.8
Sample ID; C08060692-012BMSD 14 Sample Matrix Spike Duplicate

Run: ICPMS2-C_090618A

Batch: R118794
06/19/09 01:04

Molybdenum 0.0541 mgfl. 0.10 105 70 130 20
Nickel 0.0485 mgit 0.050 97 70 130 20
Selenium 0.0506  mg/L 0.0010 100 70 130 1.6 20
Uranium 0.0715 mgil. 0.00030 111 70 130 4.1 20
Vanadium 0.0510 mgiL 0.10 102 70 130 20
Zing 0.0641 mgit 0.010 123 70 130 31 20
Method:  E300.0 Batch: R119880
Sample [D: LCS 2 Laboratory Control Sample Run: 1C1-C_090618A 06/18/09 23:25.
Chiloride 9.78mg/L 1.0 98 30 110
Sulfate 38.2mg/L 1.0 96 80 140
Sample 1D: MBLK 2 Method Biank Run: [C1-C_080618A 06/18/09 23:40
Chloride ND mglt 0.04
Sulfate ND  mgit 0.1
Sample |1D: C09060692-006AMS 2 Sample Matrix Spike Run: IC1-C_090618A ~ 06/19/09 08:10
Chloride £6.1mgfL. 1.0 99 90 110
Sulfate 386 malL 1.0 101 90 110
Sample ID: C09060692-006AMSD 2 Sample Matrix Spike Duplicate Run: 1C1-C_090818A 06/19/09 09:26
Chiloride 56.4mg/l. 1.0 59 S0 110 - 0.6 20
Sulfate 387  mgl 1.0 101 80 110 0.2 20
Sample ID: C08060708-001AMS 2 Sample Matrix Spike Run: [C1-C_090618A 06/19/08 12:00
Chioride 222 mg/L 1.0 82 90 110 s
Sulfate 855 mgll 1.0 81 90 110 ]
Sample ID: C02080708-001AMSD 2 Sample Matrix Spike Duplicate Run; IC1-C_0S0618A 06/19/09 12:15
Chloride 221 mg/L 1.0 81 80 110 0.2 20 S
Sulfate 852 mg/L 1.0 79 90 110 0.3 20 S
Qualifiers:

RL - Analyte reporting limit.
MDC - Minimum detectable concentration

ND - Not detected at the reporting limit.
S - Spike recovery outside of advisory limits.




ENERGY LABORATORIES, INC. - 2393 Salf Creek Highway (82601) « F.U. Box 3258 - Lasper, Wy d26Uz
Toll Free 888.235.0515 « 307.235.0515 « Fax 307.234.1639 « casper@eneigylab.com - www.energylab.com

QA/QC Summary Report

Client: Cogema Mining Inc Report Date: (07/16/09

Project;: CR Guideline 8 Work Order: C08060692
Analyte Count Result  Units RL %REC Low Limit High Limit RPD RPDLImit Qual
Method: E360.1 Batch: B_R131498

Sample ID: MBLK Method Blank Run; SUB-B131498 06/19/00 12:45
Nitrogen, Ammonia as N ND mgll 0.02

Sample ID: LFB Laboratory Fortified Blank Run: SUB-B131488 06/18/09 12:46
Nitrogen, Ammonia as N 1.03mg/L 0.10 104 90 110

Sample 1D: B09061643-001EMS Sample Matrix Spike Run: SUB-B131498 06/19/08 12:52
Nitrogen, Ammonia as N 1.02mg/L 0.050 99 a0 110

Sample |D; B05061643-001EMSD Sample Matrix Spike Duplicate Run: SUB-B1314468 06/19/09 12:54
Nitrogen, Ammonia as N 1.00mg/L 0.050 97 80 110 1.8 10

Sample ID: C0S060692-005E Sample Matrix Spike Run: SUB-B131498 06/19/09 13:07
Nitrogen, Ammonia as N 1.0tmgiL 0.050 101 a0 110

Sample ID: C09060692-0056E Sample Matrix Spike Duplicate Run: SUB-B131498 06/198/09 13.08
Nitrogen, Ammonia as N 0993 mg/lL 0.050 99 80 110 24 10

Method: E363.2 Batch: B_R131565
Sample ID; MBLK Method Blank Run: SUB-B131565 06/22/09 09:48
Nitrogen, Nitrate+Nitrite as N 0.002 mg/l 0.002

Sample ID: LFB Laboratory Fortified Blank Run: SUB-B131565 06/22/09 09:50
Nitragen, Nitrate+Nitrite as N 0977 mofl 0.050 49 90 10

Sample ID: B09061821-009CMS Sample Malrix Spike Run: SUB-B131565 06/22/08 12:02
Nitrogen, Nitrate+Nitrite as N 2.49mg/L 0.050 103 a0 110

Sample |ID: B0%061821-008CMSD Sample Matrix Spike Duplicate Run: SUB-B131565 06/22/09 12:03
Nitrogen, Nitrate+Nitrite as N 2.47mgfl 0.050 102 90 110 0.6 10

Sample ID: B09081785-002EMS Sample Matrix Spike Run: SUB-B131565 06/22/09 11.29
Nitrogen, Nitrate+Nitrite as N 0002 mgl 0.050 101 90 110

Sample 1D: B09061785-002EMSD Sample Matrix Spike Duplicate Run: SUB-B131565 06/22/08 11:30
Nitrogen, Nitrate+Nitrite as N 1.00mg/L 0.050 101 S0 110 0.8 10

Qualiflers:
RL - Analyte reporting limit.

MDC - Minimum detectable concentration

ND - Not detected at the reporting limit.




LABORATORIES
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Client: Cogema Mining Inc
Project: CR Guideline 8

QA/QC Summary Report

Report Date: 07/16/09
Work Order: C02060892

Analyte Count Result  Units RL %REC Low Limlt High Limit RPD RPDLImit Qual
Method: ES00.0 Batch: GrAB-0685

Sample ID: MB-GrAB-B685 € Method Blank Run; G5000W_090624B 06/29/09 21:22
Gross Alpha -2 pCiL u
Gross Alpha precision (£) 0.7 pCiL
Gross Alpha MDC 09 pCil
Gross Beta -2 pCil U
Gross Beta precision (1) 1 pCi/L
Gross Bata MDC 2 pCiL

Sample ID: UNAT-GrAB-0685 Laboratory Control Sample Run: G5000W_0906248 06/20/08 21:22
Gross Alpha 160 pCiL 114 70 130

Sample ID: Cs137-GrAB-0685 Laboratory Control Sample Run: G5000W_090624B (6129/089 21:22
Gross Befa 86 pCiL 85 70 130

Samptle iD: C09080736-002DMS Sample Malrix Spike Run: G5000W_090624B8 06/29/09 21:22
Gross Alpha 181 pCi/L 13 70 130 S

- Spike response Is outside of the acceptance range for this analysls. Since the LGS and the RPD for the MS MSD palr are acceptable, the response Is considered fo be

matrix relaled, The balch Is approved.
Sample iD: C09060736-002DMSD

Sample Malrix Spike Duplicate

Run: GE000W_090624B

06/20/09 21:22

Gross Alpha 191 pCill 138 70 130 54 17.4 S
Sample 1D: C09060736-002DMS Sample Matrix Spike Run: G5000W_080624B 06/29/09 21.22
Gross Beta 959 pCiL o8 70 130
Sample |D: C05060736-002DMSD Sample Matrix Spike Duplicate Run: G5000W_090624B 06/29/09 21:22
Gross Beta 97.5 pCiL 100 70 130 1.6 159
Qualifiers;

RL - Analyte reporting limit.
MDC - Minimum detectable concentration
U - Not dstacled at minimum detectable concentration

ND - Not detected at the reporting limit.
S - Splke recovery outside of advisory limits.




ENERGY LABORATORIES, INC. - 2393 Salt Creek Highway (82601) « RU. Box 3258 + Laspel, wr s2buz
Toll Free 888.235.0515 + 307.235.0515 + Fax 307.234,1639 « casper@eneigylab.com « www.engigylab.com

QA/QC Summary Report

Client: Cogema Mining Inc Report Date: 07/16/09

Project: CR Guideline 8 Work Order: C08060692
Analyte Count Result  Units RL %REC LowLimlt High Limit RPD RPDLimit Qual
Meothod: E900.0 Batch: GrAB-0688

Sample 1D: MB-GrAB-0688 6 Method Blank Run: TENNELEC-3_090628A 07/02/02 04:00
Gross Alpha 1 pCi/L

Gross Alpha precision (£} 07 pCil

Gross Alpha MDC 05 pCilL

Gross Beta -2 pCiL U
Gross Bata precision (%) 1 pCilL

Gross Beta MDG 2 pCiL

Sample ID: UNAT-GrAB-0688 Laboratory Control Sample Run; TENNELEC-3_080629A 07/02/09 04.00
Gross Alpha 140 pCill. 103 70 130

Sample ID: Cs137-GrAB-0688 ‘Laboratory Control Sample Run: TENNELEC-3_090628A 07/02/09 04:01
Gross Bela g7 pCiL 107 70 130

Sample ID: C09060692-004DMS Sample Malrix Spike Run: TENNELEC-3_(090629A a7/02/09 04:01
Gross Alpha 180  pCiL 127 70 130

Sample [D: C08060692-004DMSD Sample Matrix Spike Duplicate Run: TENNELEC-3_090628A 07/02/09 04:01
Gross Alpha - 200 pCil 142 70 130 10 16.6 S

- Spike responsa Is outside of the acceptance range for this analysis. Since the LCS and MS are acceptable the batch Is approved.

Sample ID: C03060692-005DMS Sample Matrix Spike Run: TENNELEC-3_090620A 07/02/09 04:00
Gross Beta 95.0 pCiL 100 70 130

Sample ID: C09060692-008DMSD Sample Matrix Spike Duplicate Run: TENNELEC-3_090628A 07/02/09 04:00
Gross Beta 93.2 pCilL o8 70 130 2 16.1
Msthod: E803.0 Batch: RAZ26-3762
Sampls ID: C09060754-001CMS Sarnple Mateix Spike Run: BERTHOLD 770-2_0906198 06/30/09 23:40
Radium 226 38  pCil 89 70 130

Sample ID: CO9060754-001CMSD Sample Matrix Spike Duplicate Run: BERTHOLD 770-2_0S0619B 06/30/09 23:40
Radium 226 38 pCiL 103 70 130 52 19.8

Sample |D: MB-RA226-3762 2 Method Biank Run: BERTHOLD 770-2_080619B 07/01/09 01:20
Radium 226 -01 pCilL u
Radiumn 226 precision (1) 0.09 pCiL
Radium 226 MDGC 02 pCiL

Sample ID; LCS-RA226-3762 Laboratory Control Sample Run: BERTHOLD 770-2_080619B . 07/01/09 01:20
Radium 226 7.3 pCHL 83 70 130

Qualifiers:
RL - Analyte reporting limit.

MDC - Minimum detectable concentration
U - Not detected at minimum detectable concentration

ND - Not detected
S - Spike recovery

al the reporting limit,
outside of advisory limits.
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QA/QC Summary Report

Client: Cogema Mining In¢ Report Date: 07/16/09

Project; CR Guideline 8 Work Order: C09060892
Analyte Count Result  Units RL %REC LowLimit High Limit RPD RPDLImit Qual
Method: E803.0 Batch; RA226-3763
Sample ID: C09060754-003CMS Sample Matrix Spike Run; BERTHOLD 770-2_090619A 06/30/09 15:27
Radium 226 22 pCiL 84 70 130
Sample ID: CO8060754-003CMSD Sample Malrix Spike Duplicate Run: BERTHOLD 770-2_090619A 06/30/68 17:00
Radium 228 23 pCiiL 88 70 130 1.3 212

Sample |D; MB-RA226-3763 3 Method Blank Run: BERTHOLD 770-2_090619A 06/30/09 17:00
Radium 226 -0.06 pCiHL U
Radium 228 pregision (£) 0.1¢  pCil.

Radium 226 MDC 0.2 pCik
Sample ID: LCS-RA226-3763 Laboratory Control Sample Run; BERTHOLD 770-2_090619A 06/30/09 17:00
Radium 226 59 pCiL 76 70 130

Method: RA-05 Batch: RA228-2728
Sample ID: LCS-228-RA226-3762 Laboratory Control Sample Run: TENNELEC-3_090618C 06/25/09 11:57
Radium 228 7.3 pGifl. 94 70 130

Sample ID: MB-RA226-3762 3 Method Blank Run: TENNELEC-3_090619C 06/25/09 11:57
Radium 228 -0.8  pCill U
Radium 228 precision {&) 0.7 pCiL

Radium 228 MDC 1 pCi/L.
Sample ID: C09060754-002CMS Sample Matrix Spike Run: TENNELEC-3_080619C 06/25/09 11.57
Radium 228 31 pCIL 103 70 130

Sample ID: C09060764-062CMSD Sample Matrix Spike Duplicate Run: TENNELEC-3_090619C 06/25/09 11:57
Radium 228 28 pGCiL g2 70 130 7.5 26.8

Method: RA-05 Batch: RA228-2729
Sample [D; LCS-228-RA226-3783 Laboratory Control Sample Run: TENNELEGC-3_080618D 06/25/09 14:02
Radium 228 B.44  pCill. 101 70 130

Sample |ID: MB-RA226-3763 3 Method Blank Run: TENNELEC-3_090819D 06/25/09 14:02
Radium 228 02 pGiL u
Radium 228 precision () 0.7 pCiL

Radium 228 MDC 1 pCiilL

Sample ID; C09060754-004CMS Sample Malrix Spike Run: TENNELEC-3_0906818D 06/25/09 14:02
Radium 228 17.0  pCiL 90 70 130

Sample ID: C09060754-004CMSD Sample Matrix Spike Duplicate Run: TENNELEC-3_090619D 06/25/09 14.02
Radium 228 17.0 pGifl. o 70 130 0.3 32.3

Qualifiers:
RL - Analyte reporting limit.

MDC - Minimum detfectabla concentration

ND - Not detected at the raporﬂng limit,
U - Not detected at minimum detectable concentration




SAMPLE SUBMITITAL AND CHAIN OF CUSTODY FORM

COGEMA Mining Inc. ; PO Box 730 Mills, WY 82644

i o t
Phone 738-2464 (|rigaray Mine) or 234-5019 (Mills Office) [17 onice

['ao/(r — unriged

Samples shipped to Energy Lab; Casper WY

? Received by ~ D te (oi {04
2z < 736
& ‘ /

Analysis Requested*: ASSAY SUITE A; Water quality parameters listed in the Wyoming
DEQ Guideling # 8, for uranium mines.

Send Analysis Results to Larry Abogast
e-mail copies to larry.abogast@areva.com &

hdemuth@petrotek.com

Sample | Sample | Water Sample Preservation (X)
# Identification Name Date - || Volume | Filtered | Not Filt§ HNO3 | H2504 Comments
1 BnpoRle-2 Collte \ O [ 1Liter 1 X
500 ml X X
500 ml X - X
2 Liter X X
) 500 mi X 1 X
2 JMLQB_ N *h Ak % *%
3 mb) [(J)q B, "k . >k o
4 ‘a mw !DI kk *% Hk *k T
5 é Mb(l I I - * *k *k *k ’_/
6 T as *x *k ok % |
7 /m...a‘ i w % *k © kK
8 ) :) Q ‘ J lg'q o *k * *k *k
9 q‘/ //4_/_ I s *k *k *k '**
10 4 MLUab i *k "k * ok
11 4/,” w&’ ak *i *k *k *k
42 'L//\_" l_l } I q ok wk ok *k %
{7 7 - . * Ak ok ok
13
14 *k ek *k *% &
15 *i -k dek hk ok
16 *x *h K *k %
17 P *% E2 &k ok
18 *ok L1 k& *k *%

* All analysis will be performed in accordance with EPA approved procedures and/or the latest edition of Standards Methods.

L]

** Same as sample # 1. 3

\excelNENV-FORM\SUB-G8 (6-8-94 JV)

.
Cotcupeaz.




Energy Laboratories Inc

Workorder Receipt Checklist

Cogema Mining Inc

Login completed by: Corinne Wagner
Reviewed by:

Reviewed Date:

Shipping container/cooler In good condltion?
Custody seals Intact on shipping container/cooler?
Custody seals Intact on sample bottles?

Chain of custody present?

Chaln of custody signed when relinquished and received?
Chain of custody agrees with sample labeis?
Samples in proper contalner/bottie?

Sample contalnars intact?

Sufficient sample volume for indicated test?

All samples received within holding time?
Container/Temp Blank temperature:

Water - VOA vlals have zero headspace?

Water - pH acceptable upon receipt?

-------------------------

------------------------------------------------------

Contact and Corrective Action Commaents:

None

Yes ]
Yes []
Yes {7}
Yes /]
Yes [/]
Yes {/]
Yes [/]
Yes [¥]
Yes [¥]
Yes ]
17°C Onice
Yes []
Yes [/]

L

C09060692

Date and Time Received: 6/17/2009 8:36 AM
Received by: al

Carrier name: Hand Del

No ]
No [7]
No []
No ]
No [
Ne 73
No ]
No ]
No 7]
Ne []

Not Present [
Not Present [/]
Not Present [/

Ne [ No VOA vials submitted [7]

No [ Not Applicable [T}

-------------------------------------




ENERGY LABORATORIES, INC. - 2393 Salf Creek Highway (826‘0@? « RO, Box 3258 + Gaspsr, WY 82602
ol Fres 888.235.0515 « 307.235.0515 + Fax 507.234,1639 + casper@ens/gylab.com « www.energylab.com

CLIENT: Cogema Mining Inc Date: 16-Jul-09
Project: CR Guideline 8 CASE NARRATIVE

Sample Delivery Group: C08060692

ORIGINAL SAMPLE SUBMITTAL(S)
All original sample submittals have been returned with the data package.

SAMPLE TEMPERATURE COMPLIANCE: 4°C (+2°C)
Temperature of samples received may not be considered properly preserved by accepted standards, Samples that are hand
delivered immediately after collection shall be considered acceptabie if there is evidence that the chilling process has begun.

GROSS ALPHA ANALYSIS
Mathod 900.0 for gross alpha and gross beta is intended as a drinking water method for low TDS waters. Data provided by
this methed for non potable waters should be viewed as inconsistent.

RADON IN AIR ANALYSIS

The desired exposure time is 48 hours (2 days}). The time delay In returning the canister to the laboratory for processing
should be as shori as possible to avoid excessive decay. Maximum recommended delay between end of exposure to
beginning of counting should not exceed 8 days.

SOIL/SOLID SAMPLES
All samples reported on an as received basis unless otherwise indicated.

ATRAZINE, SIMAZINE AND PCB ANALYSIS USING EPA 505

Data for Airazine and Simazine are reporied from EPA 525.2, not from EPA 505. Data reporied by EL} using EPA method
505 reflects the results for seven individuai Arcclors. When the results for alt seven are ND (not detected), the sample
meels EPA compllance criterta for PCB monitoring.

SUBCONTRACTING ANALYSIS

Subcontracting of sample analyses to an outside laboratory may be required. If so, ENERGY LABCRATORIES will utilize its
branch laboratories or qualified contract laborateries for this service. Any such laboratories will be indicated within the
Laboratory Analytical Report.

BRANCH LABORATORY LOCATIONS

efi-b - Energy Laboratories, Inc. - Billings, MT

eli-g - Energy Laboratories, Inc. - Gillette, WY

eli-h - Energy Laborataries, Inc. - Helena, MT

efi-r - Energy Laboratories, Inc. - Rapid City, SD

eli-t - Energy Laboratories, Inc. - College Station, TX

CERTIFICATIONS:
USEPA: WY00002, Radiochemical WY00937; FL-DOH NELAC; E87641, Radiochemical E871017; California; 02118CA;
OCregon: WY200001; Utah: 3072350515, Virginia: 00057; Washington: C1903

ISC 17025 DISCLAIMER:
The results of this Analytical Report relate only to the items submitted for analysis.

ENERGY LABORATORIES, INC. - CASPER,WY cerifies that certain method selections contained in this report meet
requirements as set forth by the above accrediting authorities. Some results requested by the client may not be covered
under these cerlifications. All analysis data to be submitted for regulatory enforcement should be ceriified in the sample
state of origin. Please verify ELI's cerlification coverage by visiting www.energylab.com

EL] appreciates the opporiunity to provide you with this analytical service, For additional information and services visit our
web page www.energylab.com.

THIS 1S THE FINAL PAGE OF THE LABORATORY ANALYTICAL REPORT




ENERGY LABORATORIES, INC. - 2393 Salt Crosk Highway (82601} « RO. Box 3258 » Casper, WY 82602
Toll Free 888.235.0515 « 307.235.0515 + Fax 307.234.1639 « casper@energylab.com » www.energylab.com

ANALYTICAL SUMMARY REPORT

L ABORATORIES §

July 20, 2009

Cogema Mining Inc
935 Pendell Bivd
Mills, WY 82644

Workorder No.: C09080738
Project Name: CR Guideline 8

Energy Laboratories, Inc. received the following 10 samples for Cogema Mining Inc on 6/18/2008 for analysis.

Sample ID Cllent Sample ID Collect Date Receive Date  Matrix Test

CO9060738-001 4MW3 06/17/09 0:00 06/18/09 Aqueous  Metals by ICP/ICPMS, Disseolved
Metals by ICP/AICPMS, Total
Alkalinity
QA Calculations
Conductivity
Fluoride
E300.0 Anions
Nitrogen, Ammonia
Nitrogen, Nitrate + Nitrite
pH
Metals Preparation by EPA 200.2
Gross Alpha, Gross Beta
Radium 226, Dissolved
Radium 228, Dissolved
Solids, Total Dissolved

C09060738-002 4MWE 06/17/09 0:00 06/18/09 Aqueous  Same As Above
C08060738-003 4U110-1 08/17/08 0:00 06/18/09 Aqueous Same As Above
C08060738-004 6MW45 08/17/08 0:00 06/18/09 Aqueous Same As Above
C08060738-005 6MW43 06/17/08 0:00 08/18/09 Aqueous Same As Above
C08060738-006 6M29-1 06/17/06 0:00 06/18/09 Agqueous Same As Above
C0a060738-007 BD 06/17/08 0:00 06/18/09 Agqueous Same As Above
C09060738-008 6MW27 06/17/09 0:00 06/18/09 Aqueous  Same As Above
C09060738-009 6MW34 06/17/09 0:00 06/18/09 Aqueous  Same As Above
C09060738-010 5MW16 08/17/09 0:00 (0B/18/05 Aqueous Same As Above

As appropriate, any exceptions or problems with the analyses are noted in the Laboratory Analytical Report, the
QA/QC Summary Report, or the Case Narrative.

If you have any questions regarding these tests resulis, please call,

Report Approved By:

Kathryn Hathre
Report Prociing Specialist
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LABORATORIES

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining inc Report Date: 07/20/09
Project: CR Guideline 8 Coliection Date: 06/17/09
Lab ID: C098060738-001 DateRecelved: 06/18/09
Client Sample 1D: 4MW3 Matrix: Aqueous
MCLSf

Analyses Result  Units Qualiflers RL QCL  Methed Analysis Date / By
MAJOR IONS
Carbonate as CO3 8 mafl. 1 A2320 B 06123109 16:47 1 |ji

. Bicarbonate as HCO3 108 mg/L 1 A2320B 06/23/09 16:47 / |}
Caiclum 7 mg/L 1 E200.7 07/08/09 15:11 / cp
Chioride i2 mg/l 1 E300.0 06/24/09 02:38 /]|
Fluoride 0.2 mofl 0.1 A4500-F C 06/25/09 02:30 /1jl
Magnesium 1 mgfL 1 E200.7 07/08/09 15:11 fcp
Nitrogen, Ammonia as N ND mg/L 0.05 E350.1 06/22/09 16:29 / sll-b
Nitrogen, Nitrate+Nitrite as N ND mg/l. 0.05 E353.2 06/23/09 13:40 / eli-b
Potassium 1 mgl/L 1 E200.7 07/08/08 15:11 /¢cp
Silica 9.7 mg/l 0.2 E200.7 07/08/09 15:11/¢p
Sodium 130 mg/l 1 E200.7 07/08/08 15:11 / ¢cp
Sulfate 197 mgi/L 1 E300.0 06/24/09 02:38 /1

PHYSICAL PROPERTIES

Conductivity 673 umhosfcm 1 A2510B 06/19/09 12:48 / dd
pH 8981 s 0.1 A4500-H B  06/19/09 12:48/dd
Solids, Total Dissolved TDS @ 180 C 428  mgfL 10 A2540 C 06/22/09 10:16 f emm

METALS - DISSOLVED

Aluminum ND mgfL o1 E200.7 07/08/09 15:41 /cp
Arsenic 0,002 mgll 0.001 E200.8 06/24/09 03:25/ ts
Barium ND mg/L a.1 E200.8 06/24/09 03:25 / ts
Boron ND mgfl. 01 E200.7 07/08/08 15:11 /cp
Cadmium ND mg/L 0.005 E200.8 06/24/09 03:25 /ts
Chromium ND mg/L 0.05 E200.8 06/24/09 03:25 /ts
Copper ND mg/L 0.0t E200.8 06/24/09 03:25 /ts
Iron ND mg/L 0.03 E200.7 07/08/08 15:11 / ¢p
Lead ND mg/L 0.061 E200.8 06/24/09 03:25 I ts
Manganese ND mg/L 0.01 £200.8 06/24/09 03:25 /ts
Mercury ND my/L 0.001 E200.8 06/24/09 03:25 / ts
Molybdenum ND mg/L 0.1 E200.8 06/24/09 03:25 /s
Nickel ND mg/L 0.05 E200.8 06/24/09 03:25 / ts
Selenlum ND mg/L 0.001 E200.8 06/24/08 03:25 / ts
Uranium 0.0187 mg/L 0.0003 E200.8 0624109 03:25 /s
Vanadium ND mg/L 0.1 E200.8 06/24/03 03:25 /s
2Zinc ND mygfL 0.01 £200.8 06/24/09 03:25 / {s

METALS - TOTAL

Iron ND mag/l. 0.03 E200.7 07/08/09 18:41 / cp
Manganese ND mg/l. 0.01 E200.7 07/08/09 18:41/cp
Report RL - Analyte reporting limit, MCL - Maximum centaminant level,

Definitions: QCL - Quality controt limit. ND - Not detected at the reporting limit.




LABORATORIES

Client:
Project:
Lab ID:

ENERGY LABORATORIES, INC, - 2393 Salt Cresk Highway (82601) « PO, Box 3258 . Gasper, WY 82602
70/l Free 888.235.0515 + S07.235.0515 » Fax 307.234.1639 » casper@energylab.com - www.energyiab.com

LABORATORY ANALYTICAL REPORT

Cogema Mining Inc
CR Guideline 8
€09060738-001

Report Date: 07/20/09
Collection Date: 06/17/08
DateReceived: 06/18/08

Client Sample ID: 4MW3

Matrix: Aqueous

Mcy
Analyses Result Units Qualifiers RL QCL  Methed Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 359 pCill ES00.0 07/06/09 22:46 / cgr
Gross Alpha precision (&) 3.5 pCiL E800.0 07/06109 22:46 / cgr
Gross Alpha MDC 2.9 pCiL ES00.0 07106109 22:46 / cgr
Gross Beta 33 pCifl. E8Q0.0 07/06/09 22:46 / cgr
Gross Beta precision () 1.7 pCifL E900.0 07/06/09 22:46 / cgr
Gross Beta MDC 28 pCirL E900.0 07/06/08 22:46 / cgr
Radium 226 023 pCiL E903.0 06/30/08 15:27 / jah
Radium 226 precision (1) 014 pCilL ES03.0 06/36/09 15:27 / jah
Radium 226 MDC 018 pCiL ES03.0 06/30/08 15:27 / jah
Radium 228 0.03 pCill U RA-05 06/25/09 14:02 / trs
Radlum 228 precision (1) 0.7 pCifl. RA-05 06/25/09 14:02 / trs
Radium 228 MDC 1.1 pCIL RA-05 06/25/09 14:02 [ trs
DATA QUALITY
AJ/C Balanee (x 5) 208 % Calculation 07/10/08 15:48 / kbh
Anions 6.41  meqgl Calculation  07/10/09 15:48 / kbh
Cations 6,14  meq/L Calculation 07/10/09 15:48 / kbh
Solids, Total Dissolved Calculated 420 mgit Calculation  07/10/09 15:48 / kbh
TDS Balance {0.80 - 1,20) 1.02 Caleulation  07/10/09 15:48 / kbh

Report RL - Analyte reporting limit,
Definitions: QCL - Quality control limit.
MDC - Minimum detectable concentration

MCL - Maximum contaminant ievel.
ND - Not detected at the reporting limit.
U - Not detected at minimum detectabla concentration
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LABORATORIES

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date;: 07/20/09
Project: CR Guideline 8 Collection Date: 06/17/09
Lab ID: C09060738-002 DateReceived: 06/18/09
Client Sample ID: 4MW5 Matrix: Aqueous

mcy
Analyses Result  Units Qualifiers RL QCL  Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 5 mg/L i A2320B 06/23/00 16:54 / fjI
Bicarbonate as HCO3 114 ma/L 1 A2320B 08/23/09 16:54 [ 1jl
Calcium 8 mgfL 1 E200.7 07/08/08 15:23 / ¢cp
Chloride 7 mgfL 1 E300.0 06/24/09 02:54 1 |jl
Fluotide 02 mygfl 0.4 A4500-F C 06/25/09 02:46 / jl
Magnesium ND mg/L 1 E200.7 07/08/09 15:23 / cp
Nitrogen, Ammonia as N ND mg/L 0.08 E350.1 06/22/09 15633 / eli-b
Nitrogen, Nitrate+Nilrite as N ND  mgit 0.05 E353.2 06/23/08 13:41 / eli-b
Potassium 1 mg/L 1 E200.7 07/08/09 156:23 / cp
Silica 9.6 mg/L 0.2 E200.7 07/08/09 15:23 / ¢cp
Sodium 131 my/L 1 E200.7 07/08/09 15:23 { cp
Sulfate 197 mgfL 1 E300.0 06/24/09 02:54 1 ljl
PHYSICAL PROPERTIES
Conductivity 664  umhos/cm i A2510B 06/19/09 13:07 / dd
pH 873 s 0.01 A4500-HB  06/19/08 13:07 /dd
Solids, Total Dissolved TDS @ 180 C 399 mg/L 10 A2540C 06/22/09 10:16 / eram
METALS - DISSOLVED
Aluminum ND mg/L 0.1 E200.7 07/08/08 15:23 /cp
Arsenic 0.002 mglL 0.001 E200.8 06/24/09 03:32 / ts
Barium ND  mgil 0.1 E200.8 08/24/09 03:32 /s
Boron ND mag/L 0.1 E200.7 07/08/09 15:23 / cp
Cadmium ND mg/L 0.005 E200.8 06/24/09 03:32 s
Chromium ND mg/L 0.05 E200.8 06/24/09 03:32 /ts
Copper ND  mgil 0.01 E200.8 0624109 03:32 /s
[ron ND ma/l 0.03 E200.7 07/08/09 15:23 I ¢p
Lead ND mgfL 0.001 E200.8 06/24/09 03:32 /ts
Manganese ND mgfL .01 E200.8 06/24/09 03:32 /ts
Mercury ND mg/L 0.001 £200.8 06/24/09 03:32 /ts
Molybdenum ND mgiL 0.1 £200.8 06/24/09 03:32 / ts
Nickel ND  mglL 0.05 £200.8 06/24/08 03:32 /s
Selenium ND mg/L 0.001 E200.8 06/24/08 03:32 / ts
Uranium 0.0004 mgfl 0.0003 E200.8 06/24/09 03:32 /s !
Vanadium ND mg/L 0.1 E200.8 06/24/09 03:32 / ts
Zinc ND mg/L 0.01 E£200.8 06/24/09 03:32 /s
METALS - TOTAL
Iron ND  mgl 0.03 E200.7 07/08/09 18:45 / cp
Manganese ND mg/L 0.01 E200.7 07/08/09 18:45 / cp
Report RL - Analyte reporting limit. MCL - Maxirmum contaminant level,
Definitions: QGCL - Quality controt limit. ND - Not detected at the reporting limit.

U - Not datected at minimum detectable concentration
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LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date: 07/20/09
Project: CR Guideline 8 Collection Date: 06/17/09
Lab ID: C08060738-002 DateReceived: 06/18/09
Client Sample 1D: 4MW6 Matrix: Aqueous
McL/

Analyses Result  Units Qualifiers RL QCL  Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Cross Alpha -1 pCilL U E900.0 07/06/09 22:46 f cgr
Gross Alpha preclsion {+} 16 pClL E900.0 07/06/09 22:48 / cgr
Gross Alpha MDC 29 pCl/L ES00.0 07/06/09 22:46 / cgr
Gross Beta 1 pCiL U ES00.0 07/06/09 22:46 f cgr
Gross Beta precision (£) 1.7 pCiL ES00.0 07/06/09 22:46 f cgr
Gross Beta MDC 28 pCIL E800.0 07/06/09 22:46 / cgr
Radium 226 0.04 pCilL U E903.0 07/06/09 11:34 / jah
Radium 226 precision {t} 0.18 pCiL £903.0 07/06/09 11:34 fjah
Radium 226 MDC 030 pCilL ES03.0 07/06/09 11:34 / jah
Radium 228 0.2 pCiL u RA-05 06/29/09 14:38 / pl}
Radium 228 precision () 1 pCifL. RA-05 06/29/09 14:38 / p)j
Radium 228 MDC 1.6 pCifL RA-05 06/29/09 14:38 / plj

- See Case Namative regarding Ra226 analysis.
DATA QUALITY
AJC Balance (+ 5) -1.34 % Calculation  07/10/09 15:50 / Kbh
Anions 837 megll Calculation 07/10/G9 15:50 f kbh
Cations 6.20 meg/L Calculation 07/10/09 15:50 / kbh
Solids, Total Dissoived Calculated 419 mg/L Calculation 07/10/09 15:560 / kbh
TDS Balance (0.80- 1.20} 0.950 Calculation  07/10/09 15:50 / kbh

Report
Definitions:

RL - Analyte reporting Hmit.
QCL - Quality control limit.
MOC - Minimum detectable concentration

MCL - Maximum contaminant level.
ND - Not detected at the reporting limit

U - Not detected at minimum detectable concentration
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ENERGY LABORATORIES, INC. - 2393 Salt Creck Highway (826‘0@17’; + RO, Box 3258 . Casper, WY 82602
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LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date: 07/20/09
Project: CR Guideline 8 Collection Date: 08/17/G9
Lab ID: C09060738-003 DateReceived: 06/18/02
Client Sample ID: 4U110-1 Matrix: Aqueous

MCL/
Analyses Result Units Qualifisrs RL QCL  Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 2 maft. 1 A2320B 06/23/09 17,02 7}l
Blcarbonate as HCO3 272 mg/l. 1 A2320B 06/23/09 17:02 / jl
Calcium 10 mg/L 1 E200.7 07/08/09 15:31 /¢p
Chloride 7 mg/L 1 E300.0 06/24/09 03:40/ |l
Fluoride ND mgfL 0.1 A4500-F C 06/25/09 02:49 /|l
Magnesium 2 mg/L 1 E200.7 07/08/09 15:31 / cp
Nitrogen, Ammonia as N 023  mgfl 0.05 E350.1 06/22/08 156:34 1 eli-b
Nitrogen, Nitrate+Nitrite as N ND maiL 0.05 E353.2 06/23/09 13:42 / ell-b
Potassium ND mgiL 1 E200.7 07/08/0S 15:31/cp
Silica 4.4 mg/L 0.2 E200.7 07/08/08 15:31/¢p
Sodium 122 mglL 1 E200.7 07/08/08 15:31 /cp
Sulfate 66 mail 1 E300.0 06/24/09 03:40 /jl
PHYSICAL PROPERTIES
Conductivity 591 umhos/cm 1 A2510 B 06/19/09 1309 / dd
pH 8.03 s, 0.01 A4500-H B 06/18/08 13,09/ dd
Solids, Total Dissolved TDS @ 180 C 367 mgl 10 A2540 C 06/22/09 10:17 femm
METALS - DISSOLVED
Aluminum 0.1 mall. G.1 E200.7 07/08/09 15:31/¢cp
Arsenic 0.003 mglL 0.001 E200.8 06/24/09 03:38 / 1s
Barium ND mg/l 0.1 E200.8 06/24/09 03:38/1s
Boron ND mg/L 0.1 E200.7 07/08/09 15:31 /¢p
Cadmium ND ma/l. 0.005 E200.8 06/24/09 03:38 / is
Chromium ND mg/L 0.05 E200.8 0B/24/09 03:38 /7 is
Copper ND  mgll 0.01 E200.8 0B/24/09 03:38 / ts
Iron 0,10 mg/l 0.03 E200.7 07/08/09 15:31 fcp
Lead ND mgiL 0.001 E200.8 06/24/09 03:38 /s
Manganese .10 mg/L 0.01 E200.8 06/24/09 03:38 /15
Mercury ND mg/L 0.001 E200.8 06/24/09 03:38 /s
Molybdenum ND  mgl 0.1 E200.8 06/24/08 03:38 / ts
Nickel ND mgfl. 0.05 E200.8 06/24/08 03:38/ts
Selenium 0.226 mgiL 0.G01 E200.8 06/24/09 03:38 /s
Uranium 0.316 mglL 0.0003 E200.8 06/24/08 03:38/1s
Vanadium ND mg/L 0.1 E200.8 06/24/09 03:38/ts
Zinc ND mg/L 0.01 E200.8 06/24/09 03:38 /ts
METALS - TOTAL
Iron 0.22 mgi 0.03 £200.7 07/08/09 18:49 / cp
Manganese 010  mgiL 0.01 E200.7 07/08/02 18:48/ cp
Report RL - Analyte reporting limit. MCL - Maximum contaminant level.
Definitions: ND - Not detected at the reporting limit

QCL - Quality control limit.




Vo Vg ENERGY LABURATORIES, INC, - 2393 Sait Creek Highway (82601) « PO. Box 3258 + Casper, WY 82602
E/\ER G/ Toll Froe 888.235.0515 « 307.235.0515 « Fax 307.234.1639 + caspsr@enargylab.com - wwienergylab.com

LABORATGRIES

LABORATORY ANALYTICAL REPORT

Client: Cogsma Mining inc Report Date: 07/20/08
Project: CR Guideline 8 Collection Date; 08/17/09
Lab ID: C09060738-003 DateRecelved: 06/18/09
Client Sample ID; 4U110-1 Matrix; Aqueous

MCy
Analyses Result Units Qualifiers RL QCL  Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 947  pCIL ES00.0 07/06/09 22:46 / cgr
Gross Alpha precision () 151 pClUL E£800.0 07/06/09 22:46 / cgr
Gross Alpha MDC 2.8 pCifL ES00.0 07/06/09 22:46 / cgr
Gross Beta 382  pCilk E900.0 07/06/09 22:46 / cgr
Gross Beta precision () 51 pCiL E900.0 07/06/09 22:46 / cgr
Gross Beta MDC 2.8 pCHL E900.0 07/06/09 22:46 / cgr
Radium 226 137  pCIL E903.0 07/06/09 11:34 / jah
Radium 226 precision () 2.5 pCi/L ES03.0 07/06/09 11:34 / jah
Radium 226 MDC 023 pCiL E803.0 07/06/09 11:34 / jah
Radium 228 1 pCiiL U RA-05 06/29/09 14:38 / plj
Radium 228 precision (1} 0.8 pCilL RA-05 06/29/09 14:38 / pjj
Radium 228 MDC 1.2 pCiiL RA-05 06/29/0% 14:38 / pjj
DATA QUALITY
A/C Balance (2 5) -0.528 % Calculation 07/10/08 15:51 / kbh
Anions 6.10 megl Calculation 07/10/09 15:51 / kbh
Cations 6.03 meglL Calculation 07/10/09 15:51 / kbh
Solids, Total Dissolved Calculated 350 mgll Calculation 07/10/08 15:51 / kbh
TDS Balance (0.80 - 1.20) 1.05 Caloulation  07/10/09 15:51 / kbh
Report RL - Analyte reporiing limit. MCL - Maximum contaminant level.
Deflnitions: QGCL - Quality control limit. ND - Not detected at the reporting limit.

MDGC - Minimum detectable concentration U - Not detected at minimum detectable concentration



prapmamngsy  ENERGY LABORATURIES, INU, - 2393 S8t Ureek HIgnway (B2oUT} « FiU. BOX JE08 « Laspern WY Sxove
VNGOG 70/ Free 8582350515 - 307.295.0515 + Fax 307.294.1639 » casper@energylab.com » wiww.ensrgylab.com
LABORATORIES

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date: 07/20/09
Project: CR Guidsline 8 Collection Date: 06/17/08
Lab ID: C08060738-004 DateReceived: 06/18/09
Client Sample 1D: 6MW45 Matrix: Aqueous
MCL/
Analyses Resuit  Units Qualifiers RL QCL  Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 ND mg/iL 1 A23208B 06/23/09 17:08 / Jji
Bicarbonate as HCO3 154 mg/L 1 A2320 B 06/23/0% 17.09 /1
Calcium 21 mg/L 1 E200.7 07/08/09 15:35/¢cp
Chloride 4 mg/L 1 E300.0 06/24/09 03:55 /{1
Fluoride 0.2 mg/L 0.1 A4500-F G 06/25/02 02:51 / |ji
Magnesium 3 mgiL 1 E200.7 07/08/08 15:35/cp
Nitrogen, Ammeonia as N ND ma/l 0.05 E350.1 06/22/09 15:35 / eli-b
Nitrogen, Nitrate+Nitrite as N ND mg/l. 0.05 E353.2 06/23/0% 13:43 / eli-b :
Potassium 3 mg/l. 1 E200.7 07/08/09 15:35 / cp
Silica 8.7 mg/L 0.2 £200.7 07/08/09 15:35/cp ‘
Sodium 198 mg/L 1 E200.7 07/08/09 15:35/ ¢cp
Sulfate 373 mg/L 1 E300.0 06/24/09 03:55 / §ji

PHYSICAL PROPERTIES i

Conductivity 1060  umhos/cm 1 A2510B 07/13/08 11:35 / th
pH 824 su 0.01 A4500-H B 06/19/09 13:10 / dd
Solids, Tolal Dissolved TDS @ 180C 700 mglL H 10 A2540 C 07/15/09 16:01 / emm

- H-Origlnal analysls was done within hold time. Data is from recheck analygls.

METALS - DISSOLVED

Aluminum ND mgiL 04 E200.7 07/08/0¢ 15:35/ cp
Arsenic ND mg/L 0.001 E200.8 06/24/09 03:45 / s
Barium ND mg/L 04 E200.8 06/24/09 03:45/ s
Boron ND mg/l 0.1 E200.7 07/08/09 15:35/ cp
Cadmium ND mg/L 0.005 E200.8 06/24/09 03;45 /s
Chromium ND mgil. 0.05 E200.8 06/24/09 03:45/ ts
Copper ND mgfL 0.01 E200.8 06/24/09 03:45 / {s
lron ND mgfL 0.03 - £200.7 07/08/02 15:35 / cp
Lead ND mg/L 0.001 £200.8 06/24/09 03:45 / ts
Manganese 0.03 mglL 0.01 E200.8 06/24/08 03:45 / ts
Mercury ND mgiL 0.001 E200.8 06/24/08 03:45/ts
Molybdenum ND mg/L 041 E200.8 06/24/09 03:45 / is
Nickel ND mg/L 0.05 E£200.8 06/24/09 03:45/ ts
Selenium ND mg/L 0.00% E200.8 06/24/09 03:45 / ts
Uranium 0.0069 g/l 0.0003 E200.8 06/24/09 03:45 / ts
Vanadium ND mg/L 0.1 E200.8 06/24/02 03:45 / ts
Zinc ND mg/L oM E200.8 06/24108 03:45 / ts

METALS - TOTAL

fron 0.46 mgll 0.03 E200.7 Q7/08/09 18:53 /¢cp '
Manganese 003 mglL 0.01 E200.7 07/08/09 18:53 / cp i
Report RL - Analyte reporling limit. MCL - Maximum contaminant level. |
Definitions: QCL - Quality control limit. ND - Not detacted at the reporting limit.

H - Analysis performed past recommended holding time.
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LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: 07/20/09
Project: CR Guideline 8 Collection Date: 06/17/09
Lab ID: C08080738-004 DateRecelved: 06/18/09
Client Sample ID: 6MWA45 Matrix: Aqueous
MCL
Analyses Result Units Qualiflers RL QCL Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 19.1  pCiL E900.0 07/06/09 22:46 / cgr
Gross Alpha precision (&) 3.7 pCifL E900.0 07/06/09 22:45 / cgr
Gross Alpha MDC 44 pCiL E900.0 07/06/09 22:46 / cgr
Gross Bela 4.7 pClL ES00.0 07710609 22:46 / cgr
Gross Beta precision (1) 1.8 pCil. E200.0 07/06/09 22:46 / cgr
Gross Beta MDC 31 pCilL ES00.0 07/06/08 22:46 { cgr
Radium 226 1.7 pCiL ES03.0 Q7/06/09 11:34 / jah
Radium 226 precision (£} 035 pCiL EQ03.0 07/06/08 11:34 / jah
Radium 226 MDC 027 pCiA E£903.0 07/06/00 11:34 /jah
Radium 228 16 pCiL RA-05 06/29/09 14:38 / plj
Radium 228 precision {+) 1 pCiL RA-05 06/28/09 14:38 / plj
Radium 228 MDC 1.5 pCi/L RA-05 06/29/09 14:38/ plj
DATA QUALITY
AJC Balance {t 5) -1.85 % Calculation 07/17/09 13:21 / kbh
Anions 104  meg/l Calculation 07/17/09 13:21 / kbh
Cations 10.0  meqgilL Calculation 07/17/09 13:21/kbh
Solids, Total Dissclved Caloulated 680 mg/l Calculation 07M7/09 13:21 /kbh
TDS Balance (0.80 - 1.20) 1.01 Calcutation 07/117/09 13:21 /kbh

Report
Definitions:

RL - Analyte reporting limit.
QCL - Quality control limit,
MBC - Minimum detectable concentration

MCL - Maximum contaminant level.

ND - Not detected at the reporting limit.




ENERGY LABORATORIES, INC. - 2393 Salf Creek Highway (82601} - RO. Box 8258 + Casper, WY 82602
VAN CYE 1o/ Free 855.235.0515 - 307.235.0515 + Fax 307.234,1639 « casper@energyiab.com » wwweneroylah,com

LABORATORIES
LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date:; 07/20/09
Project: CR Guidelina 8 Collection Date: 06/17/09
Lab ID: C09060738-005 DateReceived; 06/18/09
Client Sample 1D: 6MW43 Matrix: Aqueous
MCLJ
Analyses Result Units Qualifiers RL QCL  Method Analysts Date / By
MAJOR IONS
Carbonate as CO3 ND  mglL 1 A2320B 06/23/09 17:40 1 i
Bicarbonate as HCO3 179 mg/lL 1 AZ320B 06/23/08 17:40 /il
Calcium 36 mg/L 1 E200.7 07/08/09 15:39/ cp
Chioride 10 mg/l 1 E300.0 08124108 04:11 /)l .
Fluoride 01  mgl 0.1 A4500-FC  08/25/09 02:54 /|
Magnesium 5 mgfL 1 E200.7 Q7/08/09 15:39 / cp
Nitrogen, Ammonia as N ND mg/L 0.05 E350.1 06/22/09 15:36 / sli-b
Nitrogen, Nitrate+Nifrite as N ND mall. 0.05 E353.2 06/23/09 13:44 / eli-b
Potassium 4 mg/L 1 E200.7 Q07/08/09 15:39 /¢p
Silica 9.4 mg/L 0.2 £E200.7 07/08/09 15:38 / cp
Sodium 264 mg/L 1 E200.7 07/08/09 15:38 / cp
Sulfate 517 mgiL 1 E300.0 06/24/09 04:11 /it
PHYSICAL PROPERTIES
Conductivity 1390  umhosfem 1 AZ2510 B 06/19/08 13:13 / dd
pH 825 su. 0.01 A4500-HB  06/19/09 13:13 /dd
Solids, Total Dissolved TDS @ 180C 897 mglt 10 A2540C 06/22/09 10:17 / emm
METALS - DISSOLVED
Aluminure ND  mg/l. 0.1 E200.7 07/08/09 15:39 / cp
Atsenic ND mg/L 0.001 £200.8 06/24/08 03:52 / ts
Barium ND mg/L 0.1 £200.8 06/24/08 03;52 / ts
Boron ND mgil. 0.1 E200.7 07/08/09 15:39/¢p
Cadmium ND mgi 0.005 E200.8 06/24/09 03;52 /s
Chromium ND  mgiL 0.05 E200.8 06/24/09 03:52 / ts
Copper ND maiL 0.0 E200.8 06/24/09 03:52 /ts
Iron ND mg/l. 0.03 E200.7 07/08/09 15:3% / ¢cp
Lead ND mg/L 0.004 E200.8 06/24/09 03:52 /ts
Manganese 004 mgiL 0.01 E200.8 06/24/09 03:52 / ts
Mercury ND mail 0.001 EZ200.8 06/24/09 03:52 /ts
Molybdenum ND mg/L 0.1 E200.8 06/24/09 03:52 I ts
Nickel ND mg/L 0.05 E200.8 06124109 03:52 / ts
Selenium ND mgfl. 0.001 E200.8 06/24/08 03:52 /s
Uranium 0.0134 mgl. 0.0003 E200.8 06/24/02 03:62 /1s
Vanadium ND magilL 0.1 £200.8 06/24/09 03:52 /1s
Zinc ND mg/L 0.01 E200.8 06/24/09 03:52 /1s
METALS - TOTAL
iron 0.03 mg/L 0.03 E200.7 (7/08/02 19:46 / cp
Manganese 0.04 mgit 0.01 E200.7 07/08/09 19:46 / cp
Report RE - Analyte reporting Himit. MCL - Maximum contaminant level.

Definitions:  QCL - Quality control limit. ND - Not detected at the reporting limit.




LABORATORIES

ENERGY LABORATORIES, INC. - 2393 Salt Creek Highway (82601} - RO. Box 3258 « Casper, WY 82602
Toll Free 888.235.0515 « 07.235.0515 + Fax 307.234. 1639 + casper@energylab.com - www.energyiab.com

LABORATORY ANALYTICAL REPORT

Report Date: 07/20/09

Client: Cogema Mining Inc
Project: CR Guideline 8
Lab ID: C09060738-005

Cliant Sample ID: BMW43

Collection Date: 06/17/09
DateReceived: 056/18/09

Matrix: Aqueous

MCL/
Analyses Result Units Qualifiers RL QCL Method Analysis Date f By
RADIONUCLIDES - DISSOLVED
Gross Alpha 316 pCil ES00.0 07/06/09 22:46 [ cgr
Gross Alpha precision (1) 52 pCiL ES00.0 07/06/09 22:46 / cgr
Gross Alpha MDC 5.8 pCilL ES00.0 07/06/09 22:46 / cgr
Gross Beta 53 pCifL. ES00.0 07/06/00 22:46 / cgr
Gross Beta precision {+) 26 pCilL ES00.0 07/06/09 22:46 / cgr
Gross Beta MDC 4.2 pCilL E900.0 07106109 22:46 / egr
Radium 226 1.8 pCilt E$03.0 07/06/09 11:34 / jah
Radium 226 precision (&) 0.35 pCilL ES903.0 07/06/09 11:34 / jah
Radium 226 MDC 0.26 pCil. E903.0 07/06/09 11:34 / jah
Radium 228 23 pCiiL. RA-05 06/29/09 14:38 / pj
Radium 228 precision () 09 pCiiL RA-05 06/29/09 14:38 / pjj
Radium 228 MDC 1.4 pCiiL RA-05 06/29/09 14:38 / pij
DATA QUALITY
AJC Balance (1 6) 0.738 % Calculation 07/11/09 12:02 / kbh
Anlons 140 megl Calculation 07111109 12:02 f kbh
Cations 13.8  meqglL Calculation 07/11/09 12:02 / kbh
Solids, Total Dissolved Calculated 835 mglL Calculation 07/11709 12:02 / kbh
TDS Balance (0.80 - 1,20) 0.860 Calculation 07/11/09 12:02 / kbh

Report
Definitions:

RL - Analyte reporting limit.
QCL - Quality control limit.
MDC - Minimum detectable concentration

MCL - Maximum contaminant levsl,

ND - Not detected at the reporting limit.




ENERGY LABORATORIES, INC. - 2393 Salt Cresk Highway (82601} « F.O. Box 3258 « Casper, WY 826U
Toll Fres 858.235.0515 « 807.235.0515 + Fax 307.234.1639 « casper@energylab.com « www.ensigylab.com

LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: 07/20/09
Project; CR Guideline 8 Collection Date: 06/17/09
Lab ID; C09060738-006 DateReceived: 06/18/09
Client Sample ID: 6M29-1 Matrix: Aqueous

McL/

Analyses Result Units Qualifiers RL QCL  Method Analysls Date / By
MAJOR IONS
Carbonate as CO3 ND mg/L 1 A2320B 06/23/09 17:49 /)l
Bicarbonate as HCO3 777 mgl 1 A2320B 06/23/08 17:49 / Iji
Calcium 116 mgfL 1 E200.7 07/08/09 15:43 / cp
Chioride 26 mg/L 1 E300.0 06/24/09 04:26 / Jjl
Fluoride ND mg/L 0.1 A4500-F C 06/25/09 02:58 / ljl
Magnesium 26 mgiL 1 E200.7 07/08/09 15:43 / cp
Nitrogen, Ammonta as N 007 mgl 0.05 E350.1 06/22/09 15:37 / eli-b
Nitrogen, Nitrate+Nitrite as N ND mgiL 0.05 E353.2 06/23/09 13:52 / eli-b
Potassium 6 mg/L 1 E200.7 07/08/09 15:43/cp
Silica 8.7 mgft. 0.2 E200.7 07/08/09 15:43/cp
Sodium 300 mgll 1 E200.7 07/08/00 15:43 / cp
Sulfate 402 mgiL 1 E300.0 06/24/09 04:26 / Jjl
PHYSICAL PROPERTIES
Conductivity 1880  umhos/cm 1 A2510B 06/19/09 13:15 /dd
pH 7.27 s, 0.01 A4500-H B 06/19/09 13:15/ dd
Solids, Total Dissolved TDS @ 180 C 1280 mg/k 10 A2540 C 06/22/09 10:17 / emm
METALS - DISSOLVED
Aluminum ND mg/t. 0.1 E200.7 07/08/09 15:43 f cp
Arsenic 0.00t mglt 0.001 E200.8 06/24/08 03.59 /s
Barium ND mgi/L 0.1 E200.8 06/24/08 03:59 /15
Boron ND mgft. 0.1 E200.7 07/08/00 15:43 /cp
Cadmium ND mg/l. 0.005 E200.8 06/24/09 03:59 /ts
Chromium ND mg/L 0.05 E200.8 06724109 03:59 / s
Coppsr ND mg/L 0.01 E200.8 06/24/0% 03:59 /i3
lron 024 mglL 0.03 E200.7 07/08/09 15:43 / cp
Lead ND mgil. 0.001 E200.8 06/24/09 03:59 /s
Manganese 0.28 molL 0.01 E200.8 06/24/09 03:59 / ts
Mercury ND mg/L 0.001 E200.8 06/24/09 03:59 /ts
Molybdenum ND mgiL 0.1 E200.8 06/24/09 03.59 / ts
Nickel ) ND mg/L 0.05 E200.8 06/24/09 03:59 /s
Selenium ND mg/L 0.001 E200.8 06/24/09 03:59 / ts
Uranium 12.5 ma/L 0.0003 E200.8 06/24/09 03:59 /s
Vanadium ND mag/l. 0.1 E200.8 06/24/09 03:59 /s
Zinc ND mg/L 0.01 E200.8 06/24/09 03:59 /ts
METALS - TOTAL
lron 0.29 ma/k 0.03 E200.7 07/08/09 18:50 fcp
Manganese 028 mglt 0.01 E200.7 07i08/08 18:50 /cp
Report RL - Analyte reporting fimit. MCL - Maximum contaminant level.

Definitions: QCL - Quality control limit. ND - Not detected at the reporting Timit,




ENERGY LABORATORIES, INC. - 2393 Salt Creek Highway (82601) « EO. Box 3258 « Lasper, WY 82602
Toll Free 868 2350515 » 307.255.0515 + Fax 307.234.1639 + casper@energylab.com - www.energylab.com

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date; 07/20/09
Project: CR Guideline 8 Callection Date; 08/17/09
LabiD: C09060738-006 DateReceived: 06/18/08
Client Sample [D: 6M29-1 Matrix: Aqueous

MCL/
Analyses Result Units Quallifiers RL QCL  Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 13300 pCiL ES00.0 07/06/09 22:46 / cgr
Gross Alpha precision (1) 102 pCilL E9G0.0 07/06/09 22:48 f cgr
Gross Alpha MDC 9.2 pCilL ES00.0 07/06/09 22:46 / cgr
Gross Beta 3230 pCil E800.0 07/06/00 22:46 / cgr
Gross Beta precision (&) 22.8 pCilL E900.0 07/06/09 22:46 / cgr
Gross Beta MDC 7.2 pCHL E900.0 07/06/09 22:46 / cgr
Radfum 226 257  pCiL E903.0 07/06/09 11:34 / jah
Radium 226 precisicn (1) 35 pCiL E903.0 07/06/09 11:34 / Jah
Radium 226 MDC 023 pCil E903.0 07/08/09 11:34 / jah
Radium 228 3.9 pCiL RA-05 06/29/09 14:38 / pl]
Radium 228 precision () 0.9 pCHL RA-05 06/29/09 1438 / plj
Radium 228 MDC 1.3 pCiL RA-05 06/29/09 14:38 / plj
DATA QUALITY
AJC Balance (£ 5) 471 % Calcutation 07/11/09 12:03 / kbh
Anlons 21.8  meg/l Calculation 07/11/08 12:03 / kbh
Cations 211 meg/L Caleutation 07/11/09 12:03 / kbh
Solids, Total Dissolved Calculated 1270  mgiL Calculation 07/11/08 12:03 / kbh
TDS Balance (0.80 - 1.20) 1.04 Calculation  07/11/09 12:03 / kbh

Report RL - Analyte reporting limit.
QCL - Quality controf limit,

Definitlons:

MDC - Minimum detectable concentration

MCL - Maximum contaminant lavel,

ND - Not detected at the reperting limit.




ENERGY LABORATORIES, INC. + 2393 Salt Creck Highway (82601} « PO. Box 3258 - Gasper, WY 82602
Toll Free 888.235.0515 + 307,235.0515 « Fax 307.234,1639 - casper@energylab.com - waw.energyiab.com

LAROQRATORIES

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date: 07/20/09
Project: CR Guideline 8 Collection Date: 06/17/09
Lab ID: C090680738-007 DateReceived: 06/18/09
Client Sample ID; BD ) Matrix: Aqueous

MCL/
Analyses Result  Units Qualifiers RL QCL Method Analysis Date / By
MAJOR [ONS
Carbonate as CO3 ND mg/L 1 A2320B 06/23/09 17:56 / ljl
Bicarbonate as HCO3 773 mgl 1 A2320B 06/23/09 17:56 /ji
Calcium 114 mg/l. 1 E200.7 07/08/09 15:47 / cp
Chtoride 26  mgl 1 E300.0 06/24/00 04:42 / |jl
Fluoride ND mg/l. 0.1 A4500-F C 08/25/00 03:10 /il
Magnesium 26 mait 1 E200.7 QT/OBI0Y 15:47 fcp
Nitrogen, Ammonia as N 0.07 mglL 0.05 E350.1 06122109 15:38 / eli-b
Nitrogen, Nitrate+Nitrite as N ND mg/L 0.05 E353.2 06/23/09 13:63 / eli-b
Potassium 6 mg/l 1 E200.7 Q7/08/09 15:47 fcp
Silica 8.5 mgiL 0.2 E200.7 07/08/09 15:47 / cp
Sodium 299 ma/L. 1 E200.7 07/08/09 15:47 / cp
Sulfate 408 mg/L 1 E300.0 06/24/09 04:42 1 1j)

PHYSICAL PROPERTIES

Conductivity 1870 umhos/cm 1 A2510B 06/19/09 13:16 / dd
pH 7.33 S 0.01 A4500-H B 06/19/08 13:16 /dd
Solids, Total Dissolved TDS @ 180 C 1300 mgil 10 A2540C 06/22/09 10:18 / emm

METALS - DISSOLVED

Aluminum ND mg/L 0.1 E200.7 07/08/08 1547  cp
Arsenic 0.002 mg/l 0.001 E200.8 06/24/09 04:06 / ts
Barium ND mgfL 0.1 E200.8 08/24/09 04,06 / ts
Boron ND mgft 0.1 E200.7 07/08/09 15:47 / ¢cp
Cadmium ND mgfL 0.005 E200.8 0B/24/00 04:06 / ts
Chromium ND mg/L 0.05 E200.8 06/24/09 04:06 / ts
Copper ND malL 0.01 E200.8 06/24/09 0406 / ts
[ron 0.23 maiL 0.03 E200.7 07/08/09 15:47 / cp
Lead ND mg/L 0.001 E200.8 06/24/09 04:06 / ts
Manganese 030 mg/L 0.01 £200.8 06/24/09 0406 / is
Mercusy ND mg/L 0.001 £E200.8 06/24/09 04:06 / ts
Molybdenum ND mo/L 0.1 E200.8 06/24/08 04:06 / ts
Nickel ND ma/L 0.05 £200.8 06/24/08 04:06 / ts
Selenium ND mg/L 0.001 £200.8 06724109 04:06 / ts
Uranium 12.8 mg/L 0.0003 E200.8 06/24/09 04:06 / ts
Vanadium ND mg/L 0.1 E200.8 06/24/09 04:06 / ts
Zinc ND mgil 0.01 E200.8 06/24/09 04:06 /is

METALS - TOTAL

Iron 028 molL 0.03 E200.7 07/08/09 20:02 / cp
Manganese 028 molL 0.01 E200.7 07/08/09 20:02 / cp
Report RL - Analyte reporting limit, MCL - Maximum contaminant level.

Definitions: QCL - Quality control limit, ND - Not detected at the reporting fimit,




ENERGY LABORATORIES, INC. - 2393 Saii Ureek Highway (82601} « FIU. BOX 5208 - Lasper ¥y dxove
Toll Free 888.235.0515 « 307.235,0515 « Fax 307.234.1639 - casper@energylab.com « www.energylab.com

LABORATORIES

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date: 07/20/09
Project: CR Guideline 8 Collection Date: 06/17/09
Lab ID: €09060738-007 DateReceived: 06/18/09
Client Sample ID: BD Matrix: Aqueous
MCL/
Analyses Resulf Units Qualifiers RL QCL  Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 13700 pCil E900.0 07/06/09 22:46 / cgr
Gross Alpha precision (1) 104  pCHL E900.0 07/06/09 22:46 f cgr
Gross Alpha MDG 93 pCilL ES00.0 07/06/09 22:48 / car
Gross Bela 3250 pCil ES00.0 07/06/09 22:46 / cgr
Gross Beta precision () 229 pCil E900.0 07/08/08 22:46 / cqr
Gross Beta MDC 7.2 pCiflL E900.0 07/06/09 22:46 / cgr
Radium 226 220 pCill. ES03.0 07/06/08 13:07 { jah
Radium 226 precision {£) 33 pCilL ES03.0 07/06/09 13:07 / jah
Radium 226 MBC 0.24 pCIL ES03.0 07/06/09 13:07 / jah
Radium 228 40  pCiL RA-05 06/28/09 14:38 / plj
Radium 228 precision (&) 0.9 pCiL RA-05 06/29/09 14:38 / plj
Radium 228 MBC 1.3  pCiL RA-05 06/28/09 14:38 /plj
DATA QUALITY
AJC Balance (t 5) 221 % Calculation  07/11/09 12:04 / kbh
Anlons 2.2 meqil. Calculation  07/11/09 12:04 /kbh ;
Cations 21.0  meqll Calculation  07/11/09 12:04 / kbh
Solids, Total Dissolved Calculated 1270  mgll Calcutation 07/11/09 12:04 / kbh :
TDS Balance (0.80 - 1.20} 1.02 Calculation  07H1/09 12:04 / kbh
]
|
Report RL - Analyte reporing limit. MCL - Maximum contaminant level. i
Definitions: QCL - Quality control fimit. ND - Not detected at the reporting limit. !

MDC - Minimum detectable concentration



V mmsmy  ENERGY LABORATORIES, INC. - 2393 Salf Creck Highway (82601) « HU. Hox 3258 - Lasper, Wy 2oz
YAND A CVE 101 Froc 885.255.0515 « 307.236.0515 + Fax 307.294.1639 + casper@energylab.com - www.energylab.com

LABORATORIES

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date: 07/20/09
Project: CR Guideline 8 Collection Date: 06/17/09
Lab ID: C09060738-008 DateReceived: 06/18/09
Client Sample |D: 6MW27 Matrix: Agueous

MCL/
Analyses Result Units Qualifiers RL QCL  Meathod Analysis Date / By
MAJOR IONS
Carbonate as CO3 ND mg/t 1 A2320 B 06/23/09 18:03 / |jl
Bicarbonate as HCO3 128  mglt 1 A2320B 06/23/09 18:03 / ijl
Calcium 28 mg/t 1 E200.7 07/08/09 16:04 / cp
Chieride 6 mgiL 1 E300.0 06/24/09 05:43 /]|
Fluoride 0.2 mg/L 0.1 A4500-F C 06/25/09 03:13 /]|
Magnesium 5 ma/l. 1 E200.7 07/08/09 16:04 / ¢p
Nitrogen, Ammonia as N ND mg/t 0.05 . E350.1 06/22/09 15:40 / eli-b
Nitrogen, Nitrate+Nitrite as N ND  mglt 0.05 E353.2 06/23/09 13:54 / eli-b
Potassium 3 mg/L 1 E200.7 07/08/09 16:04 / cp
Silica 95 mgiL 0.2 E200.7 07/08/09 16:04 / cp
Sodium 226 mglL 1 E200.7 07/08/09 16:04 / cp
Sulfate 451 mg/L 1 E300.0 06/24/02 05:43 / |jl
PHYSICAL PROPERTIES
Conductivity 1180  umhos/cm 1 AZ2510B 06/19/08 13:18 / ad
pH 817 su 0.01 A4500-HB 06/19/09 13:18 / dd
Solids, Total Dissolved TDS @ 180 C 788 mafl. 10 A2540C 06/22/09 12:18 / emm

METALS - DISSOLVED

Aluminum ND mgil. 0.1 E200.7 07/08/09 16:04 / cp
Arsenic ND mgfl 0.001 E200.8 06/24/109 04:12 /s
Barium ND mgfl. 0.1 E200.8 06/24/09 04:12 / ts
Boron ND mg/L 0.1 E200.7 07/08/09 16:04 /cp
Cadmium ND mafL 0.005 £200.8 06/24/09 04:12 /1s
Chromium ND mg/l. 0.05 E200.8 06/24/09 04:12 / ts
Coppar ND mg/L 0.01 E200.8 06/24/09 04:12 / 1s
lron ND mg/L 0.03 E200.7 07/08/09 16:04 / cp
Lead NB mg/L 0.001 E200.8 06/24/08 04:12 / {s
Manganese ND mg/l. 0.01 E200.8 06/24/06 04:12 / {s
Mercury ND ma/L 0.001 E200.8 06/24/09 04:12 / ts
Molybdenum ND mail. 0.1 E200.8 06/24/09 04:12 /s
Nickel ND mg/l 0.05 E200.8 06/24/09 04:127ts
Selenium ND mgiL 0.001 E200.8 06/24/09 04:12 / ts
Uranium 0.0083 mgiL 0.0003 E200.8 06/24/09 04:12 I ts
Vanadium ND mailL 0.1 E200.8 06/24/09 04:12 / ts
Zing ND mg/l. 0.01 E200.8 06/24/00 04:12 /s

METALS - TOTAL

fron ND mg/L 0.03 E200.7 07/08/08 20:10 /cp
Manganese ND mgfl. 0.01 E200.7 07/08/08 20:10/cp
Report RL - Analyte reporting limit. MCL - Maximum contaminant level.

Definitlons: QCL - Quality conteol limit. ND - Not detected al the reporting limit.




o . e ENERGY LABOURAITUHIES, INU, « 2353 Hail Lregk nignway {Utoucg * UL DUA OEIG ¢ UAad/ol, YY1 Osuve
JSNTEVE 7o) Free 8852350515 « 307.235.0515 + Fax 307.234,1639 - casper@energylab.com . www.energyiab.com

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date; 07/20/09
Project: CR Guideline 8 Collection Date: 06/17/09
Lab ID: C09060738-008 DateReceived: 06/18/09
Client Sample ID: 6MW27 Matrix: Agqueous

MCL/
Analyses Result Units Qualifiers RL QCL Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 254  pCiL E900.0 07/06/09 22:46 / cgr
Gross Alpha precision (1) 4.7 pCiL ES00.0 07/06/09 22:46 / cgr
Gross Alpha MDC 5.4 pClL E900.0 07/06/09 22:46 / cgr
Gross Beta 5.5 pCilL EQ00.0 07/06/09 22:46 / cgr
Gross Beta precision {1} 2.3 pCiL E900.0 07/06/09 22:46 / cgr
Gross Beta MDC 3.7 pGHL E800.0 07/06/09 22:46 / cgr
Radium 226 7.0 pCiil. E903.0 07/06/09 13:07 / jah
Radium 226 precision {1} 058 pCiL E903.0 07/06/09 13:07 / jah
Radium 226 MDC 0.23 pCiL E903.0 07/06/09 13:07 / jah
Radium 228 0,05 pCilL RA-05 06/29/09 14:38 / plj
Radium 228 precision (£) 0.8 pClL RA-05 06/29/09 14:38 / plj
Radium 228 MDC 1.3 pCiL RA-05 06/29/09 14:38 / plj
DATA QUALITY
AJC Balance (& 5) 0293 % Calculation  07/11/08 12:04 [ kbh
Anions 11.7  meqgl Calculation 07111/09 12:04 / kbh
Cations 1.7 meq/L Calcutation 07/11/08 12:04 / kbh
Solids, Total Dissolved Calculated 795 mg/L Calcutation 07111109 12:04 / kbh
TDS Balance {(0.80 - 1.20) 0.990 Calculation  07/11/08 12:04 / kbh

Report RL - Analyte reporting limit.
QCL - Quality control limit.

Pefinitions:

MDC - Minimum detectable concentration

MCL - Maximum contaminant level.

ND - Not detected at the reporing limit.
U - Not detected at minimum detectable concentration




ENERGY LABORATORIES, INC. « 2553 Sait Ureek Hignway (bzoul) « KU, BOX 9208 « LaSpe!l, ¥ i szous

VT A{CE 1o Froe 5552350515 - 507.235.0515 + Fax 907.294.1639 + casper@ensigyiab.com « waw.energylab.com
LABORATORY ANALYTICAL REPORT
Client: Cogema Mining inc Report Date: 07/20/09
Project: CR Guideline 8 Collection Date: 06/17/09
Lab ID: C08060738-008 DateReceived; 06/18/09

Client Sample ID: 6MW34

Matrix: Aqueous

McL/
Analyses Result Units Qualifiers RL QCL  Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 ND mg/L 1 A2320B 06/23/09 18:10 /]l
Bicarbenate as HCO3 85 magfL 1 A2320B 06/23/09 18:10 /1
Calcium 36 ma/L 1 E200.7 07/08/09 16:08 / ¢p
Chloride 4 mgfl 1 E300.0 06/24/09 05:59 / |ji
Fluoride 0.1 mgiL 0.1 A4B00-F C 06/25/09 03:16 /jl
Magnasium 6 mg/l 1 E200.7 07/08/09 16:08 7 ¢cp
Nitrogen, Ammonia as N ND mall 0.05 E350.1 06/22/09 15:43 / eli-b
Nitrogen, Nitrate+Nitrite as N ND mg/L 0.05 E353.2 06/23/09 13:55 feli-b
Potassium 4 mg/L. 1 E200.7 07/08/09 16:08 f cp
Silica 0.2  mglt 0.2 E200.7 07/08/08 16:.08 / cp
Sodium 245  mgiL 1 E200.7 07/08/09 16:08 / ¢p
Suifate 589 mglL 1 E300.0 06/24109 05:59 / ljl
PHYSICAL PROPERTIES
Conductivity 1330  umhos/cm 1 A2510 B 06/19/09 13:20 / dd
pH 8.08 s.u. 0.01 A4500-H B 06/19/08 13:20/ dd
Solids, Total Dissolved TDS @ 180 C 884 mg/l 10 A2540C 08/22/08 1021 f emm
METALS - DISSOLVED
Aluminom ND mg/L 0.1 E200.7 07/08/09 16:08 / cp
Arsenic 0001 moll 0.001 E20G0.8 06/24/00 04:19 /s
Barium ND mg/L 0.1 E200.8 06/24/08 04:19/1s
Boion ND g/l 0.1 E200.7 07/08/09 16:08 f cp
Cadmium ND mgiL 0.005 E200.8 06/24/08 04:19 /ts
Chromium ND mg/L 0.05 E200.8 06/24/09 04:10 /s
Copper ND mg/L 0.01 E200.8 06/24/09 04:19 /ts
Iron ND my/L 0.03 E200.7 07/08/09 16:08 f cp
Lead ND mg/L 0.001 E200.8 06/24/00 04:19 /s
Manganese 0.01  mgl 0.01 E£200.8 06724109 04:19 /ts
Mercury ND mg/L 0.001 E200.8 06/24/00 04:19 / ts
Molybdenum ND my/l 0.1 E200.8 06/24/09 04:19 /1s
Nickel ND mg/L 0.05 E200.8 06/24/08 04:19 /ts
Selenium ND mg/L 0.061 E200.8 06/24/08 04:19 /1s
Uranium 0.0018 mg/l. 0.0603 E200.8 06/24/09 04:18 /s
Vanadium ND mg/L a1 E200.8 06/24109 04:19 7 1s
Zin¢ ND ma/l 0.01 E200.8 06/24/08 04:19 /is
METALS - TOTAL
Iron ND mg/L 0.03 E200.7 07/08/09 20:14 f cp
Manganese 0.01  mg/L .01 E200.7 07/08/09 20:14 fcp
Report RL - Analyte reporting limit. MCL - Maximum contaminant level,
Definitions: NI - Not detected at the reporting limit.

QCL - Quality control limit.




ENERGY LABORATORIES, INC. - 2393 Salt Creek Highway (82601} - FO. Box 3258 . Casper, WY 82602
Toll Free 888.235.0515 « 307.235.0515 » Fax 807.234.1639 « casper@snergylab.com . www.energylab.com

LABORATORIES

Client:
Project:
Lab ID:

Cogema Mining inc
CR Guldeline 8
C08060738-009
Client S8ample ID: 6MW34

LABORATORY ANALYTICAL REPORT

Report Date: 07/20/09
Collection Date; 06/17/08
DateReceived: 06/18/09

Matrix; Aqueous

McL/
Analyses Result  Units Qualiflters RL QCL Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 440 pClL £800.0 07/06/09 22:46 / cgr
Gross Alpha precision () 5.2 pCiL ES00.0 07/06/09 22:46 f cgr
Gross Alpha MDC 4.9 pCiL E900.0 07/06/09 22:46 / cgr
Gross Beta 120 pClL £800.0 07106109 22:46 f cyr
Gross Beta precision (3) 24 pCIiL ES00.0 07/06/09 22:46 / cgr
Gross Beta MDC 36 pCi/L E900.0 07106109 22:46 { cgr
Radium 226 3.9 pCi/L Eg03.0 06/29/09 21:27 / jah
Radium 226 precision (£) 044 pCit E803.0 06/29/08 21:27 [ jah
Radium 226 MDC 022 pCiL £9803.0 06/29/09 21:27 / jah
Radlum 228 1.4 pCiiL RA-05 06/26/09 08:26 / pij
Radium 228 precision {z) 0.8 pCiL RA-05 06/26/09 08:26 / pj
Radium 228 MDC 1.3 pCiflL RA-05 06/26/09 08:26 / pij
DATA QUALITY
AJ/C Balance {x 5} -0.362 % Calculation 07/11/09 12:04 [ kbh
Anions 131 megll Calculation  07/11/09 12:04 / kbh
Cations 13.0  meq/l Calculation 07/11/09 12:04 / kbh
Solids, Total Dissolved Calculated a0s mg/L Calculation 0711/08 12:04 | kbh
TOS Balance {0.80 - 1.20) 0.970 Calculation 07/11/05 12:04 / kbh

Report
Definitions:

RL - Analyte reporting (Imlt.
QCL - Quality controt limit.

MCL - Maximum contaminant level.

ND - Not detected at the reporting limit,

MOC - Minimum detectable ¢concentralion




ENERGY LABORATORIES, INC. - 2393 Salt Creek Highway (82601)  FO. Box 3258 + Casper, WY 62602
Toll Free 888.235.0515 + 07.235.0515 + Fax 807.234.1639 - casper@eneigylab.com « www.energylab.com

LARORATORIES §

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining In¢ Report Date: 07/20/08
Project: CR Guideline 8 Collection Date: 06/17/089
Lab ID: C(a080738-010 ‘ DateRecelved: 06/18/09
Client Sample ID: 5MW16 Matrix; Aqueous

McL/
Analyses Result  Units Qualifiers RL QCL  Method Analysis Date / By
MAJOR IONS :
Carbonate as CO3 3 mg/L 1 A2320B 06/23/09 18:18 /it
Bicarbonate as HCO3 120 mgil 1 A2320B 06/23/09 18:18 / |ji
Calcium 11 mg/L. 1 E200.7 07/08/09 16:12 ! cp
Chloride 7 mg/L 1 E300.0 06/24/09 06:14 / j}
Fluoride 0.2 mgiL 0.1 A4500-F C 06/25/09 03:19 /1l
Magnesium 2 mgfL 1 E200.7 07/08/09 16:12/¢cp
Nitrogen, Ammonia as N ND mgit. 0.05 E350.1 06/22/09 15:47 / eli-b
Nitrogen, Nitrate+Nitrite as N ND mg/L 0.05 E353.2 06/23/09 13:48 / eli-b
Potassium 2 ma/l 1 E200.7 07/08/09 16:12 / cp
Silica 9.3 mg/L 0.2 E200.7 Q7/08/09 16:12 /1 ¢p
Sodium 142 mg/L 1 E200.7 07/08/08 16:12 /cp
Sulfate 235 mglk 1 E300.0 06/24/08 06:14 /jl
PHYSICAL PROPERTIES
Conductivity 746  umhosfcm 1 A2510B 06/19/09 13:22 / dd
pH 854 s 0.01 A4500-HB  06/19/09 13:22 / dd
Solids, Total Dissolved TDS @ 180 C 465 mglL 10 A2540 C 06/22/09 10:21 / emm
METALS - DISSOLVED
Aluminum ND  mgilL 0.1 E200.7 07/08/09 16:12/¢cp
Arsenic 0.001  mg/L 0.001 E200.8 06/24/09 04:53 /{5
Barium ND  mgil 0.1 E200.8 06/24/09 04:53 /1s
Boron ND mg/L 0.1 E200.7 07/08/09 16:12 /cp
Cadmium ND  mgil 0.005 E200.8 06/24/09 04:53 / ts
Chromium ND my/L 0.05 E200.8 06/24/09 04:53 Its
Copper ND  mg/L 0.01 E200.8 06/24/09 04:53 / ts
fron ND ma/L 0.03 E200.7 07/08/09 16:12/cp
Lead ND mg/L 0.001 E200.8 06/24/09 04:53 /1s
Manganese .01 mgil 0.01 E200.8 06/24/09 04:53 /1s
Mercury ND mg/L 0.001 E200,8 06/24/09 04:53 / 1s
Molybdenum ND  mglL 0.1 E200.8 08/24/09 04:53 /s
Nickel ND mgit. 0.05 E200.8 06/24/09 04:53 / is
Selenium ND  mg/lL 6.001 E200.8 06/24/09 04:53 / ts
Uranium 0.0015 mgiL 0.0003 E200.8 06/24/09 04:53 /ts
Vanadium ND mg/L 01 E200.8 06/24/08 04:53 / ts
Zinc ND mg/L 0.01 E200.8 06/24/09 04:53 /s
METALS - TOTAL
lron ND mg/L 0.03 E200.7 Q7/08/09 20:18 / cp
Manganese 0.01  mgl 0.01 E200.7 07/08/09 20:18 /cp
Report RL - Analyte reporting limit. MCL - Maximum conlaminant leve!.

Definitions: QCL - Quality control limit, ND - Not detected at the reporting limit.




ENERGY LABORATORIES, INC. - 2393 Salf Creek Highway (82601} « FO. Box 3258 - Casper, WY 82602
Toll Free 888.235.0515 » 307.235.0515 + Fax 307.234.1639 « casper@energylab.com - www.ensigylab.com

LABRORATORIES

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date: 07/20/09
Project: CR Guideline 8 Collection Date: 06/17/09
Lab ID: €08080738-010 DateReceived; 06/18/09
Client Sample ID: 5MW16 Matrix: Aqueous
MCL/
Analyses Result  Units Qualifiers RL QCL Method Analysis Date f By

RADIONUCLIDES - DISSOLVED

Gross Alpha 4.4 pCH/L EQ00.0 07/06/08 22:46 / cgr
Gross Alpha precision (} : 24 pCilL E900.0 07/06/08 22:46 7 cgr
Gross Alpha MDC 3.1 pCilL ES00.0 07/06/09 22:46 ] cgr
Gross Beta 0.3 pCi/l. u ESC0.0 07/06/09 22:46  cgr
Gross Beta precision (1) 1.7 pCHL ES00.0 07/06/08 22:46 / cgr
Gross Beta MDC 28 pCHL E900.0 07/06/09 22:46 / cgr
Radium 226 0.48 pCHL ESG3.0 06/29/09 21:27 { jah
Radjum 2286 precisicn (%) 019 pCiL EQ03.0 06/29/00 21:27 / jah
Radium 226 MDC .22 pCilL ES03.0 06/29/09 21:27 { jah
Radium 228 0.1 pCiL u RA-05 06/26/09 08:26 / p}}
Radium 228 precision (1) c.8 pCiL RA-05 06/26/09 08:26 / pl
Radium 228 MBC 1.3 pCi/L RA-05 06/26/09 08:26 / plf
DATA QUALITY

AJC Balance (£ 5) -1.86 % Calculation  07/1/09 12:05 / kbh
Anions 7.15 megil Calculation  07/19/09 12:05 / kbh
Cations 6.89 meqgilL Calculation  07A1/09 12:05 / kbh
Solids, Total Dissolved Calculated 472 mygflL Calculation 07/14/08 12:05 7 kbh
TDS Balance (0.80 - 1.20) 0.990 Calculation  07/11/08 12:05/kbh
Report RL - Analyte reporting limit. MCL - Maximum contaminant level.

Definitions: QCL - Quality controi limit. ND - Not detected at the reporting limit.

MDC - Minimum detectable concentration U - Not detected at minimum detectable concentration



ENERGY

LABCORATORIES

ENERGY LABORATORIES, INC. + 2393 Salt Creek Highway (82601) + RO. Box 53258 . Casper, WY 82602
Toll Free 888.235.0515 « 307.235.0515 « Fax 307.234.1639 « casper@eneigylab.com . www.ensigyiab.com

Cllent: Cogeima Mining Inc
Project: CR Guideline 8

QA/QC Summary Report

Report Date: 07/20/09
Work Order; C08060738

l Analyte

Count Result Units

RL %REC LowLimit High Limit

RPD RPDLimit Qual

Method: A2320B
Sample iD: MBLK
Alkalinity, Total as CaCO3
Carbonate as CO3
Bicarbonate as HCO3

Sample iD: LCS1
Alkalinity, Total as CaCO3

Sample ID: LCS
Alkalinity, Tolal as CaCO3

Sample ID: C09060730-001AMS
Alkalinity, Total as CaCO3

Sample ID: C09060730-001AMSD
Alkalinity, Total as CaCO3

3 Method Blank

3 mg/L

ND mgh

4 mg/L
Laboratory Control Sample

200 mglL
Laboratery Contrel Sample

51,7 mgiL

Sample Matrix Spike
270 mglL

Sample Matrix Spike Duplicate
271 mo/l.

Run: MANTECH_090623A

0.2
1
1
Run: MANTECH_090623A
5.0 98 80 10
Run: MANTECH_090623A
5.0 97 90 110
Run: MANTECH_090623A
5.0 g8 80 120
Run: MANTECH_090623A
5.0 a8 80 120 6.2

Batch: R120054
06/23/09 13:40

06/23/09 13:54

06/23/109 1401

06/23/09 16:25

06/23/09 156:32
20

Msethod: A2510B
Sample ID: ICV2_090619_1
Conductivity

Analytical Run: ORIONS55A_090619A

[nitial Calibration Verification Standard

1390 umhos/cm

1.0 89 90 110

06/19/09 11:58

Method: A2510B
Sample ID: MBLK1_080619_1
Conductivity

Sample ID: C09060738-001ADUP
Conductivity

Method Blank
0.9 umhos/cm

Sample Duplicate
674 umhos/cm

Batch: 090619_1_PH-W_555A-2

Run: ORIONS55A_080619A
0.2

Run: ORION555A_090619A
1.0 0.1

06/19/09 11:54

06/19/09 12:48
i0

Mathod: A25i0B
Sample [D; [CV2_090713_1
Conductivity

Analylical Run: ORIONS55A-2_090713A

Initiat Calibration Verification Standard

1400 umhos/cm

1.0 89 g0 110

07/13/08 11:27

Method: A2510B
Sample ID: MBLK1_090713_1
Conductivity

Sample 1D; C09070329-003ADUP
Conductivity

Method Blank
1 umhos/cm

Sample Duplicate
360 umhosicm

Batch: 090713_1_PH-W_555A-2

Run: ORIONS55A-2_080713A
02

Run: ORIONS55A-2_0B0713A
1.0 0

07/13/09 11:23

07/13/09 12:02
10

Qualifiers:
RL - Analyte reporting limit.

MDC - Minimum detectable concentration

ND - Not detacted at the reporting limit.




ENERGY

ENERGY LABORATORIES, INC. - 2393 Salt Creck Highway (82601} « FO. Box 3258 . Casper, WY 82602
Toll Free 8688.235.0515 « 307.235.0515 + Fax 307.234.1639 + casper@energylab.com » www.energylab.com

Client: Cogema Mining Inc
Project: CR Guideline 8

QA/QC Summary Report

Report Date: 07/20/09
Work Order: C09060738

Analyte Count Result  Units RL %REC Low Limit High Limit RPD RPDLimit Qual
Method: A2540C Batch: R118953
Sample 1D: MBLK1_ Method Blank Run: BAL-1_080622C 06/22/09 10:10
Solids, Total Dissolved TDS @ 180 C ND mgfL &
Sample ID: LCS1_ Laboratory Control Sample Run: BAL-1_090622C 06/22/09 10:10
Solids, Total Dissolved TDS @ 180G 992  mal 10 09 80 110
Sample ID: C09060737-003AMS Sample Matrix Spike Run: BAL-1_090622C 06/22/09 10:14
Solids, Total Dissolved TDS @ 180 C 7340 mg/L 10 101 80 110
Sample 1D: C09060737-003AMSD Sample Matrix Spike Duplicate Run: BAL-1_090622C 06/22/09 10:14
Solids, Tolal Dissolved TOS @ 180 C 7320 mglL 10 100 80 110 0.2 10
Mothod: A2540C Batch: R120956
Sample ID: MBLK1_ Method Blank Run: BAL-1_090716A 07/15/09 156:59
Solids, Total Dissolved TDS @ 180 C ND  mg/L 6
Sample ID: LCS1_ Laboratory Control Sample Run: BAL-1_090716A 07/15/09 15:58
Solids, Total Dissoived TDS @ 180 C 891 mg/L 10 99 80 110
Sample ID: C09070426-004AMS Sample Matrix Spike Run: BAL-1_080716A 07/45/09 16:03
Solids, Total Dissolved TDS @ 180 C 2160 mg/L 10 103 20 110
Sample ID: C08070426-004AMSD Sample Matrix Spike Duplicate Run: BAL-1_080716A 07/15/09 16:03
Solids, Total Dissolved TDS @ 180 C 2140 mgl 10 101 80 110 1.2 10
Method:  A4500-FC Batcin: R120067
Sample ID: MBLK-1 Method Blank Run: MANTECH_090624A 06/24/08 22:25
Fluoride ND  mgiL 0.05
Sample |D: LCS-1 Laberatery Control Sample Run: MANTECH_090624A (6/24/09 22:28
Fluoride 1.02  mglL 0.10 102 80 110
Sample ID: C06080730-003AMS Sample Matrix Spike Run: MANTECH_090624A 06/25/08 02:12
Fluoride 1.51 mgll 0.10 106 80 120
Sample ID: CO6090730-063AMSD Sample Matrix Spike Duplicate Run: MANTECH_090624A 06/25/08 02:15
Fluoride 1.51 mg/L 0.10 105 80 120 0 10
Method: A4500-HB Analytical Run: ORION5S55A_090619A
Sample iD: ICV4_080619_1 Initial Calibration Verification Standard 06/19/08 11:56
pH 6,92 S.u. 0.010 101 98 102
Msthod: A4500-HB Batch: 030619_1_PH-W_555A-2
Sample {D: C093060738-001ADUP Sample Duplicate Run: ORION5S55A_090619A 06/19/09 12:49
pH 8.88 s.u. 0.010 0.3 10

Qualifiers:
RL - Anatyte reporting limit.

ND - Not detected at the reporting limit.

MDC - Minirmum delectable concentration




LABORATORIES

ENERGY LABORATORIES, INC. » 2393 Salt Creek Highway (82601) » RO. Box 3258 » Casper, WY 82602
Toll Froe 888.235.0515 » 307.235.0515 « Fax 307.234,1639 » casper@ensigyiab.com - www.energylab.com

Client:
Project: CR Guideline 8

Cogema Mining Inc

QA/QC Summary Report

Report Date: 07/20/09
Work Order: C09060738

i Analyte Count Result  Units RL %REC Low Limit High Limit RPD RPDLImit Qual
Method: E200.7 Batch: R120617
Sample ID; MB-030T08A 9 Methed Blank Run: ICP2-C_{90708A 07/08/09 14:09
Aluminum ND mgft. 0.03

Boron ND mg/L 0.03

Calcium ND mg/k. 0.2

Iron ND mg/L 0.005

Magnesium ND mg/lL 0.09

Manganese ND mg/L 0.00t

Potassium NB  moll 0.1

Silicon 0.08 mg/L 0.01

Sodium ND mg/l. 0.2

Sample ID: LFB-050708A 9 Laboratory Fortified Blank Run: ICP2-C_090708A 07/08/09 14:13
Aluminum 09285 mg/L 0.10 93 85 115

Boron 105 moll 010 105 85 115

Calcium 496  ma/L 0.50 99 85 115

[ron 1.02 mg/L 0.030 102 85 ii5

Magnesium 49.8 mgiL 0.50 100 85 115

Manganese 0993 mgil 0.010 99 85 115

Potassium 45.1 mgfL 0.50 92 85 115

Silicon 0.511 mg/L 0.015 109 85 i15

Sodium 475 mgiL 0.50 95 85 115

Sample ID: C09060799-005BMS2 8 Sample Matrix Spike Run: ICP2-C_090708A 07/08/09 18:01
Aluminum 1.98 mgfL 0.10 a7 70 130

Boron 214 mgfl 0.10 105 70 130

Calcium 122 mg/L 1.0 101 70 130

Iron 1.8 mgfL 0.030 87 70 130

Magnesium 105  mglL 1.0 100 70 130

Manganese 2.06 mg/L 0.010 o8 7C 130

Potassium 95.7 mg/L. 1.0 92 70 130

Siticon 402 mglL 0.10 104 70 130

Sodium 217 mgfL 1.0 100 70 130

Sample [D: C09060799-005BMSD 8 Sample Matrix Spike Duplicate Run: ICP2-C_090708A 07/08/09 18:05
Aluminum 2.06 mgilL 010 101 70 130 3.6 20

Boron 2.23 mg/L 0.10 108 70 130 4.1 20

Calcium 123 mg/t 1.0 162 70 130 0.7 20

fron 2,07 mg/L 0.030 101 70 130 4.3 20
Magnesium 104 mg/t. 1.0 99 70 130 0.8 20
Manganese 2.11 mgfL 0.010 101 70 130 2.2 20
Potassium 95.9 mg/L 1.0 92 70 130 03 20

Silicon 412  mglt 0.10 116 70 130 2.3 20

Sodium 222 maiL 1.0 105 70 130 23 20
Qualifiers:

RL - Analyte reporting limit.

MODC - Minimum detectable concentration

ND - Not detected at the reporting limit.




ENERGY LABORATORIES, INC. « 2393 Salt Creek Highway (82601} - RO. Box 3258 . Casper, WY 82602

RL - Analyte reporting limit.

MDC - Minimum detectable concentration

ND - Not detected at the reporting limit.

YAND(CVE 70/ Froc 858.235.0515 - 307.295.0515 « Fax 307.234.1639 + casper@energylab.com » www.eneigylab.com
LABORATORIES
QA/QC Summary Report
Client: Cogema Mining inc Report Date: 07/20/09
Project:: CR Guideline 8 Work Order: C09060738
Analyte Count Result  Unlts RL %REGC LowLlimit High Limit RPD RPDLimit Qual
Method: E200.8 Batch: R120024
Sample |D: LRB 14 Methed Blank Run: ICPMS2-C_090623A 06/23/09 13:16
Arsenic ND mg/L 0.0003
Barium ND mgrk. 3JE-05
Cadmium ND mgiL B6E-05
Chromium 0.0001 mg/L. 8E-05
Copper 9E-05 g/l 4E-05
Lead ND  moft. 2E-05
Manganese ND mg/L 5E-05
Mercury NB  mgil 4E-05
Molybdenum ND  mglL 4E-05
Nickel ND mg/L 0E-05
Selenium ND mg/l. 0.001
Uranium ND  mg/lL 8E-06
Vanadium ND  mgl 9E-05
Zinc 0.001 mg/lL 6E-05
Sample ID: LFB 14 Laboratory Fortified Bfank Run: ICPMS2-C_090623A 06/23/08 13:23
Arsenic 00520 mglL 0.0010 104 a5 115
Barlum 0.0517 my/L 0.0010 103 85 116
Cadmium 0.0520 mg/lL 0.0010 104 85 115
Chromium 0.0525 mg/L 0.0010 105 85 115
Copper 0.0522  mgll 0.0010 104 85 115
Lead 00522 mglL 0.0010 104 85 115
Manganese 0.0520 mg/l. 0.0010 104 85 116
Mercury 0.00517 mg/L 0.0010 103 85 115
Molybdenum 0.0524 mg/L 0.0010 106 85 115
Nickel 0.0517  mglL 0.0010 103 85 118
Selenium 0.0521 mg/l 0.0014 i04 85 115
Uranium 0.0502  mg/L 0.00030 100 85 115
Vanadium 0.0521% mgfL 0.0010 104 85 118
Zinc 0.0536 mg/L 0.0010 105 85 115
Sample ID: C0S060738-010BMS4 14 Sample Matrix Spike Run: ICPMS2-C_090623A 06/24/09 05:00
Arsenic 0.0523 mg/L 0.0019 102 70 130
Barium 0.0639 mg/L 0.0010 103 70 130
Cadmium 0.0501 mg/L 0.0140 100 70 130
Chromlum 0.0486 mg/l 0.0010 97 70 130
Copper 0.0484 mg/L 0.010 96 70 130
Lead 0.0513 mg/l 0.050 103 70 130
Manganese 0.0604 mg/k 0.010 a8 70 130
Mercury 0.00538 mgiL 0.0010 108 70 130
Molybdenum 0.0536  mglL 0.0010 105 70 130
Nicksl 0.0480 mg/l 0.0010 98 70 130
Selenium 0.0501 moll 0.0010 100 70 130
Uranium 0.0534 mgiL 0.00030 104 70 130
Qualifiers:




7ol Free 888.235.0515 » 8307.235,0515 « Fax 307.234.1639 - caspsr@ensigylab.com « www.energylab.com

LABORATORIES

ENERGY LABORATORIES, INC. . 2393 Salf Creek Highway (82601) - KU, Box 3258 « Laspsl, WY Y26Ue

Client: Cogema Mining Inc
Project: CR Guideline 8

QA/QC Summary Report

Report Date: 07/20/09
Work Order: C02060738

Analyte Count Result  Units RL %REC LowLimit High Limit RPD RPDLImit Qual
Method: E200.8 Batch: R120024
Sample ID: C08060738-010BMS4 14 Sample Matrix Spike Run: ICPMS2-C_080623A 06/24/109 05:00
Vanadium 0.0505 mgll 0.0010 101 70 130

Zinc 0.0531 mgi/b 0.610 104 70 130
Sample ID: C03060738-010BMSD 14 Sample Malix Spike Duplicate Run: ICPMS2-C_090623A 06/24/09 05:06
Arsenic 0.0527 mgiL 0.0010 103 70 130 0.9 20

Barium 0.0625 mgll 0.0010 100 70 130 2.1 20

Cadmium 0.0498 mg/L. 0.010 100 70 130 0.6 20
Chromium 0.0480 mglL 0.0010 96 70 130 1.3 20

Copper 0.0480  mgiL 0.010 98 70 130 1.2 20

Lead 0.0511 mg/L 0.050 102 70 130 0.5 20
Manganase 0.0594 mg/L 0.010 o7 70 130 1.5 20

Mercury 0.00536 mglL 0.0010 107 70 130 0.5 20
Molybdenum 0.0531 mgft 0.0610 104 70 130 0.9 20

Nickel 0.0483  mglL 0.0010 o7 70 130 0.6 20

Selenium 0.0504 mg/L 0.0010 161 70 130 0.5 20

Uranium 0.0528 mg/L 0.00030 103 70 130 11 20

Vanadium 0.0501 mg/L -0.0010 160 70 130 0.7 20

Zinc 0.0533 mg/L 0.010 104 70 130 0.3 20

Method:  E300.0 Batch: R120182
Sampte ID; LCS 2 Llaboratory Control Sample Run: IC1-C_090623A 06/23/09 21:30
Chloride 962 mglL 1.0 96 g0 110

Sulfate 3841 mg/L 1.0 95 80 110
Sample |D; MBLK 2 Method Blank Run: 1IC1-C_090623A 06/23/09 21:46
Chloride ND mg/L 0.04

Sulfate ND mg/L 0.1
Sample 1D: C08060738-002AMS 2 Sampls Matrix Spike Run: IC1-C_090623A 06/24/09 03:09
Chloride 274 mgll 1.0 102 g0 110

Sulfate 269 mg/L 1.0 91 90 110
Sample ID: C08660738-002AMSD 2 Sample Malrix Spike Duplicate Run; 1C1-C_090623A 06/24/09 03:25
Chioride 276 mg/L 1.0 103 90 110 0.7 20

Sulfate 276 mg/lL 1.0 a3 a0 110 0.6 20
Quallfiers:

RL - Anaiyte reporing limit.
MDC - Minimum detectable concentration

ND - Not detected at the reporting limit.




ENERGY LABORATORIES, INC. - 2393 Salt Cresk Highway (82601} « R.O. Box 3258 - Uasper, WY 82602

JANT(CVE 70/ Freo 855.235.0515 - 3072350515 » Fax 307.234.1639 « casper@snergylab.com « www.energylab.com
QA/QC Summary Report

Client: Cogema Mining Inc Report Date; 07/20/09

Project: CR Guideline 8 Work Order: C09080738

o I R .-

i Analyte Count Resuit  Units RL %REC LowLimit Righ Limit RPD RPOLImIt Qual

L
Method: E350.1 Analylical Run; SUB-B131597
Sample ID: 1CV Initial Calibration Verification Standard 06/22/09 13:33
Nitrogen, Ammonia as N 562 mg/L 0.11 102 20 110
Method: E350.1 Bafch: B_R131597
Sample ID: MBLK Method Blank Run: SUB-B131597 06/22/09 13:35
Nitrogen, Ammonia as N ND mg/L 0,02

Sample ID: LFB Laboratory Fortifled Blank Run: SUB-B131597 06/22/08 13:36
Nitregen, Ammonia as N 1.03 mafl 0.10 104 a0 110

Sample iD: C09060738-001E Sample Matrix Spike Run: SUB-B1315697 06/22/09 15:30
Nitrogen, Ammonia as N 1.03 mg/L 0.050 101 90 110

Sample ID; C08060738-001F Sample Matrix Spike Duplicate Run: SUB-B131587 06/22/09 15:32
Nitrogen, Ammonia as N 1.02 mg/L 0.050 100 80 110 0.4 10

Sample ID: B09061950-009EMS Sample Matrix Spike Run: SUB-B131597 06/22/09 15:45
Nitrogen, Ammonia as N 1.01 mg/L. 0.050 101 80 110

Sample ID: B09061950-009EMSD Sample Matrix Spike Duplicate Run: SUB-B131597 06/22/09 15:46
Nitrogen, Ammonia as N 1.01 mg/L 0.050 101 a0 110 0.2 10
Method: E353.2 Batch: B_R131644
Sample ID; MBLK Method Blank Run: SUB-B131644 06/23/09 10:08
Nitrogen, Nitrate+Nitrite as N 0.005 mg/L 0.002

Sample 1D: LFB Laboratory Fortified Blank Run: SUB-B131644 06/23/09 10:09
Nitrogen, Nitrate+Nitrite as N 1.00 mg/L 0.050 102 i 110

Sample 1D: B08061948-001GMS Sample Matrix Spike Run; SUB-B131644 06/23/09 13:33
Nitrogen, Nitrate+Nifrite as N 1.04 mg/L. 0.050 106 90 110

Sample |ID: B05061948-001GMSD Sample Matrix Spike Duplicate Run: 8UB-B131644 06/23/09 13:34
Nitrogen, Nitrate+Nitrite as N 0.986 mg/L 0.050 101 80 110 6.8 10

Sample ID: B08061950-010EMS Sample Matrix Spike Run: SUB-B131644 06/23/09 13:48
Nitrogen, Nitrate+Nitrite as N 0.897 mg/l 0.050 102 g0 110

Sample 1D: B08061950-010EMSD Sample Matrix Spike Duplicate Run: 8UB-B131644 06/23/09 13:50
Nitrogen, Nitrate+Nitrite as N 1.02 mg/L 0.050 104 90 110 2 10

Qualifiers:
RL - Analyte reporting fHimit.

MDC - Minimum detectable concentration

ND - Not detected at the reporting limit,




ENERGY LABORATORIES, INC. » 2393 Salt Creek Highway (82601} » FO. Box 5258 « Laspel, WY 826U
Toll Free 888.235.0515 + 307.235.0515 + Fax 307.234.1639 - casper@gnetgyiab.com - www.eneigyiab.com

Client: Cogema Mining Inc
Project: CR Guideline 8

QA/QC Summary Report

Report Date: 07/20/09
Work Order: C08060738

Anaiyte Count Result  Units RL %REC Low Limit High Limit RPD RPDLImit Qual
Method: E900.0 Batch: GrAB-0690
Sample 1D; MB-GrAB-0680 § Method Blank Run: G5000W_090701A 07/06/09 22:49
Gross Alpha -2 pGilt u
Gross Alpha precision () 07 pCIL
Gross Alpha MDC 0.9 pCilL
Gross Beta -3 pCilL u
Gross Beta precision (1} 2  pCil
Gross Beta MDC 2 pCliL
Sample 1D; UNAT-GrAB-0590 Latoratory Control Sample Run: G5000W_080701A 07/06/09 22:46
Gross Alpha 150 pCiuL 119 70 130
Sampie ID: Cs137-GrAB-0690 Laboratory Control Sample Run: GB000W_090701A 07/06/09 22:49
Gross Beta 91 pCiL 102 70 130
Sample ID: C03060738-002CDUP Sample Duplicate Run: G5000W_090701A 07/06/09 22:46
Gross Alpha -0.667 pCifL 64 3241 U
Gross Alpha precision (1) 1.64pCifL
Gross Alpha MDC 2.86pCilL
Gross Beta -237  pCiL 480 1943 UR
Gross Beta precision {1} 1.64pCi/L
Gross Beta MDC 2.82pCifl.
- The Sample and the Dupiicate are both below the MDC; the Beta RPD Is aceeptable.

Sample 1D: C0%061189-001CMS Sample Matrix Spike Run: G5000W_080701A 07/07/08 11:03
Gross Alpha 190 pClL 140 70 130 S

- Spike responsa is ovisida of the acceptance range for thls analysls. Since the LCS and the RPD for the MS MSD pair are acceplable, the response is considered to be

matliix related, The balch is approved.
Sample 1D: C09061198-601CMSD
Gross Alpha

Sample ID: C09061199-001CMS
Gross Beta

Sample ID: C08061198-001CMSD
Gross Beta

Sample Matrix Spike Duplicate

190 pGill
Sample Matrix Spike
92  pCiL

Sample Matrix Spike Duplicate
96  pClL

Run: G5000W_080701A
136 70 130 2.5

Run: G5000W_090701A
59 70 130

Run: G5000W_090701A
104 70 130 4.5

07/07/09 11:03
174 8

07/07/09 11:03

07/07/09 11:03
16.2

Qualifiers:
RL - Anatyte reporting timit.

MDC - Minimum detectable concentration
S - Spike recovery outside of advisory limits,

ND - Not detected at the reporting Emit.
R - RPD exceeds advisory limit.
Ui - Not detected at minimum detectable concentration




LABORATORIES §

ENERGY LABORATORIES, INC. - 2393 Salt Cresk Highway (82601) « FO. Box 8258 . Casper, WY 82602
1ol Free 888.235.0515 » 307.235.0515 « Fax 307.234.1639 - casper@energylab.com « wwiw.energylab.com

Client: Cogema Mining Inc
Project; CR Guideline 8

QA/QC Summary Report

Report Date

: 07/20/09

Work Order: C09060738

Analyte Count Result  Units RL %REC Low Limit High Limit RPD RPDLimit Qual
Method:  E903.0 Batch: RA226-3763
Sample ID: C09060754-003CMS Sample Matrix Spike Run: BERTHOLD 770-2_090619A 06/30/09 15:27
Radium 226 22 pCiL 84 70 130
Sample ID; C09060754-003CMSD Sample Matrix Splke Duplicate Run: BERTHOLD 770-2_090619A 06/30/09 17.00
Radium 226 23 pCi/L. 88 70 130 1.3 21.2
Sample ID: MB-RA226-3763 3 Method Blank Run: BERTHOLD 770-2_090619A 06/30/02 17:00
Radium 226 -0.06 pCilL U
Radium 226 precision () 0.10pCi/L
Radium 226 MBC 0.2 pCi/L
Sample ID: LCS-RA226-3763 Laboratory Control Sample Run; BERTHOLD 770-2_090613A 06/30/09 17:00
Radium 228 59 pCilt 76 70 130
Method; ES03.0 Batch; RA226-3764
Sample ID: C08060787-001AMS Sample Matrix Spike Run: BERTHOLD 770-1_080622A 07/06/0% 11:34
Radium 226 i6  pCilL o7 70 130
Sample ID: C08060787-001AMSD Sample Matrix Splke Duplicate Run: BERTHOLD 770-1_090622A 07/06/09 11:34
Radium 226 4 pCilL 86 70 130 1 26.8
Sample 1D: MB-RA226-3764 3 Method Blank Run: BERTHOLD 770-1_090622A 07/06/09 13.07
Radium 226 -0.2  pGill U
Radium 226 precision (+) 61 pCiiL
Radium 226 MDC 03 pCifL
Sample 1D: LCS-RA226-3764 Laboratory Control Sample Run: BERTHOLD 770-1_090622A 07/06/09 13.07
Radium 226 8.3 pCilL 124 70 130
Method:  E803.0 Batch: RA226-3765
Sample 1D: C02060787-003AMS Sample Matrix Spike Run: BERTHOLD 770-2_080622A 06/20/09 21:27
Radium 226 15 pCIL 88 70 130
Sample ID: C08060787-003AMSD Sample Matrix Spike Duplicate Run: BERTHOLD 770-2_0080622A 08/29/09 21:27
Radium 226 15 pCiL 87 70 130 0.1 25.8
Sample ID: MB-RA226-3765 2 Method Blank Run: BERTHCLD 770-2_090622A 06/28/09 23:16
Radium 226 -0.04  pCil U
Radium 226 precision (1) 0.1 pCI.
Radium 226 MOC 0.2 pClL
Sample ID: LCS-RA226-3765 Laboratory Contfrol Sample Run: BERTHOLD 770-2_090622A 06/28/09 23:16
Radium 226 6.8 pCl/L 87 70 130

Qualifiers:
RL - Analyte reporting Hmit.

MDC - Minimum detectable concentration

ND - Not detected at the reporting limit.
U - Not defected at minimum detectable concentration




ENERGY LABORATORIES, INC. - 2393 Sall Creak Highway (82601} - FO. Box 3258 « Casper, WY 82602

PNV OV 7ol Fres 856.255.0515 + 307,235.0515  Fax 307.094.1639 - casper@ensrgylab.com - www.ensrgylab.com

LABORATORIES

QA/QC Summary Report

CHent: Cogema Mining inc
Project: CR Guideline 8

Report Date: 07/20/08
Work Order: C09080738

!Tnalyte Count Result  Units RL %REC LowLimit High Limit RPD RPDLimit Qual
Method: RA-05 Batch: RA228-2729
Sample ID; LCS-228-RA226-3763 Laboratory Control Sample Run: TENNELEC-3_080619D 06/25/09 14:02
Radium 228 8.44pCilt 101 70 130

Sample 1D;: MB-RA226-3763 3 Method Blank Run: TENNELEC-3_030619D 06/25/09 14:02
Radium 228 0.2 pCi/l. U
Radlum 228 precision () 0.7 pCiL

Radium 228 MDC 1 pCiL

Sample |D: C08060754-004CMS Sample Matrix Spike Run: TENNELEC-3_0906190 06/25/09 14.02
Radium 228 17.0pClL g0 70 130

Sample ID; C09060754-004CMSD Sample Matrix Spike Duplicate Run: TENNELEC-3_090618D 06/25/09 14:02
Radium 228 17.0pCisL 91 70 130 0.3 323
Method: RADS Batch: RA228-2730
Sample ID: LCS-228-RA226-3764 Laboratery Centrol Sample Run: TENNELEC-3_0906228 06/25/09 14:38
Radium 228 87 pCil 108 70 130

Sample ID: MB-RA226-3764 3 Method Blank Run: TENNELEC-3_090622B 06/28/09 14:38
Radium 228 -0.6 pCifL U
Radium 228 precision (z} 0.9 pCil
Radium 228 MDC 2  pCiL

Sample ID: C09060787-002AMS Sample Matrix Spike Run: TENNELEC-3_0906228 06/28/09 14:38
Radium 228 17 pCil 85 70 130

Sample ID: C08060787-002AMSD Sample Matrix Spike Duplicate
Radium 228 21 pClL

Run: TENNELEC-3_0906228 06/26/08 14:38
107 70 130 19 36.8

Method: RA-05

Batch: RA228-2731

Sample ID: LCS-228-RA228-3765 L abaratory Control Sample Run: TENNELEC-3_080622A, 06/26/09 08:26
Radium 228 9.5 pCiL 110 70 130

Sample ID: MB-RA226-3766 3 Methcd Blank Run: TENNELEC-3_090622A 06/26/09 08:26
Radium 228 0.03pCi/L U
Radium 228 precision (&) 08  pCill.
Radium 228 MDC 1 pCiL

Sample ID: C08060787-004AMS Sample Matrix Spike Run: TENNELEC-3_080622A 06/26/09 08:26
Radium 228 22 pCiL 108 70 130

Sample iD: CO09060787-004AMSD Sample Matrix Spike Duplicate Run: TENNELEC-3_080622A 06/26/09 08:26
Radium 228 19  pCiL 23 70 130 12 33.6
Qualiflers:

RL - Analyte reporting iimit.
MDC - Minimum detectable conceniration

ND - Not detected at the reporting limit.
Li - Not detected at minimum detectable concentration




SAMPLE SUBMITTAL AND CHAIN OF CUSTODY FORM

COGEMA Mining Inc. ; PO Box 730 Mills, WY 82644
Phone 738-2464 (Irigaray Mine) or 234-5019 (Mills Office)

Samples shipped to Energy Lab; Casper, WY /{am{

Submiﬁe%.ﬂs _Date Y  Received by ] LorseyDate _£/15/b%
G ey O e e i

Sample Description. CRGuideline 8

L

Analysis Requested™; ASSAY SUITE A; Water quality parameters listed in the Wyoming
DEQ Guideline # 8, for uranium mines.

Send Analysis Resuits to Larry Abogast
e-mail copies to larry.abogast@areva.com &
hdemuth@petrotek.com

Sample | Sample | Water Sample Preservation (X)
# ldentification Name| Date | Volume |Fiitered | Not Filt| HNO3 [ H2804 Comments
1 M3 79 | e X
' 500 mi X X
500 ml X X
2 Liter X X
500 m! X : X
2 L/M W éQ *a ** *k *k *%
3 L/ é{ /IO - *x wk *% *k wk
4 ‘S M{ L) ! !S . *k *k *k "
5 mm an . aox "k *% *%
6 Ma q - I . ok *% *k *%
7 _<D *k *k *% *% i
8 “'\L(} 7 % *% *& *k *k
g é m 4 . . *k ok *k
10 q‘m TE (' t\\é/ . - *% wE o
14 b o *k *k . ok
19 o * " " *k
13 TS *% *k *k %k
14 . "k " ok *
15 - wok * ok *k
16 - * . o *%
17 N *k o *x *k
18 *r *h * "k *%

* All analysis will be performed in accordance with EPA approved procedures andfor the latest edition of Standards Methods.
** Same as sample # 1.

\exce\ENV-FORM\SUB-G8  (6-8-94 JV)

(0736




Energy Laboratories Inc
Workordar Recelpt Checkllst L

Cogema Mining Inc C09060738
Login completed by: Edith McPike Date and Time Recelved: 6/18/2009 8:45 AM
Reviewed by: . Received by. al
Reviewed Date: . Carrier name: Hand Del
Shipping container/cooler in good condition? Yes [v] No [ Not Present [T}
Custody seals intact on shipping container/cooler? Yes [} Ne [ Not Present []
Custody seals intact on sample bottles? Yes {7} No [ Not Present [v]
Chaln of custody present? Yes [] No [
Chain of custoedy signed when refinquished and received? Yes ] No [}
GChaln of custody agrees with sample labels? Yes [v] No []
- Samples in proper container/boitle? Yes [/] No {7]
Sample containers intact? Yes [v] Ne 7]
Sufficient sample volume for indicated test? Yes [/] Ne [
All samples received within holding time? Yes ] No []
Container/Temp Blank temperature: 14°C Onlee
Water - VOA vials have zero headspace? Yes [7) Ne ] No VOA vials submitted /]
Water - pH acceptable upon receipt? Yes [¢] Ne [} Not Applicable [

---------------------------------------------------------------------------------------------------------------------------------

Contact and Corrective Action Comments:

None




ENERGY LABORATORIES, INC. - 2393 Saft Creek Highway (82601} « O, Box 3258 + Caspar, WY 82602
Toll Free B88.235.0515 « 307.235.0615 « Fax 307.234.1639 - casper@anergylab.com - www.energylab.com

LABORATORIES

CLIENT: Cogema Mining Inc Date: 20-Jul-09

Project: CR Guideline 8 CASE NARRATIVE

Sample Delivery Group: C0B060738

RA226 ANALYSIS

The sample specific Minimum Detectable Concentration (MDC) as required by USNRC Regulatory Guide 4.14 could not be
achieved due to matrix effects. Please consult with your local regulatory agency prior to using these results for compliance
purposes.

ORIGINAL SAMPLE SUBMITTAL(S)
Al original sample submittals have been returned with the data package.

SAMPLE TEMPERATURE COMPLIANCE: 4°C (12°C)
Temperature of samples received may nol be considerad propetly preserved by accepted slandards. Samples that are hand
delivered immediately after collection shall be considered acceptable if there is evidence that the chilling process has begun.

GROSS ALPHA ANALYSIS
Method 900.0 for gross alpha and gross beta is intended as a drinking water method for low TDS waters. Data provided by
this method for non potable waters should be viewed as inconsistent,

RADON IN AIR ANALYSIS

The desired exposure time is 48 hours (2 days). The time delay in returning the canister to the laboratory for processing
should be as short as possible to avold excessive decay. Maximum recommended delay between end of exposure to
beginning of counting should not exceed 8 days.

SOIL/SOLID SAMPLES
All samples reported on an as received basis unfess otherwise indicated,

ATRAZINE, SIMAZINE AND PCB ANALYSIS USING EPA 505

Data for Atrazine and Simazine are reported from EPA 525.2, not from EPA 505. Data reported by ELI using EPA method
505 reflects the results for seven individual Aroclors. When the resuills for all seven are ND (not detected), the sampte
meets EPA compliance criteria for PGB monitoring.

SUBCONTRACTING ANALYSIS

Subcontracling of sample analyses to an outside laboratory may be required. If so, ENERGY LABORATORIES wili utilize its
branch iaboratories or qualified contract laboratories for this service. Any such laboratories will be indicated within the
Laborafory Analytical Report.

BRANCH LABORATORY LOCATIONS

eli-b - Energy Laboratories, Inc. - Billings, MT

eli-g - Energy Laboratories, inc. - Gilletle, WY

gli-h - Energy Laboratories, inc. - Helena, MT

eli-r - Energy Laboratories, Inc¢. - Rapid City, SD

eti-t - Energy Laboratories, Inc. - College Station, TX

CERTIFICATIONS:
USEPA: WY 00002, Radiochemical WY00937; FL-DOH NELAC: E87641, Radiochemical EB71017; California: 02118CA;
Oregon: WY 200001; Utah: 3072350515; Virginia: 00057; Washington: C1803

180 17025 DISCLAIMER:
The results of this Anatylical Report relate only to the items submitted for analysis.

ENERGY LABORATORIES, INC. - CASPER WY certifies that certain method selections contained in this report meet
requirements as set forth by the above accrediting authorities. Some results requested by the client may not be covered
under these cerlifications. All analysis data to be submitited for regulatory enforcemant should be certlfied in the sample
state of origin. Please verify ELI's cerlification coverage by visiting www.enargylab.com

EL| appreciates the opportunity to provide you with this analytical service. For additional informatton and services visit our
web page www.energylab.com.

THIS IS THE FINAL PAGE OF THE LABORATORY ANALYTICAL REPORT




ENERGY LABORATORIES, INC. + 2393 Salt Croek Highway (62601) - PO, Box 3258 . Casper, WY 82602
Toll Free 888.235.0515 + 807.235.0515 « Fax 307.234.1639 . casper energylab.com « www.energyiab.com

ANALYTICAL SUMMARY REPORT

July 17, 2008

Cogema Mining Inc
935 Pendell Bivd
Mills, WY 82644

Workorder No.: 09060799
Project Name: CR Guideline 8

Energy Laboratories, Inc. received the following 9 samples for Cogema Mining Inc on 6/19/2009 for analysis.

Sample 1D

Client Sample ID

Collect Date Receive Date

Matrix

Test

C09060799-001 5MW5E9

06/17/09 G0:00 06/19/09

Aqueous

Metals by ICP/ICPMS, Dissclved
Metals by ICP/ICPMS, Total
Adkalinity

QA Calculations

Conductivity

Fiuoride

E300.0 Anions

* Nitregen, Ammonia

Nitrogen, Nitrate + Nitite

p

Metals Preparation by EPA 200.2
Gross Alpha, Gross Beta
Radium 226, Dissalved

Radium 228, Dissolved

Selids, Total Dissolved

C09060799-002 EMWS5

06/18/09 00:00 06/19/09

Aqueous

Same As Above

£09060788-003 5BL76-1

06/18/09 00:00 06/19/09

Aqueous

Same As Above

C09060799-004 BD

06/18/09 00:00 06/19/09

Agqueous

Same As Above

C09060799-005 5MW-03

06/18/05 00:00 08/19/09

Aqueous

Same As Above

C09060799-006 5MW56

06/18/09 00:00 06/19/09

Aqueous

Same As Above

C08060798-007 5MWS51

06/18/08 00:00 06/19/09

Agqueous

Same As Above

C05060799-008 5MW31

06/18/08 00:00 06/19/09

Aqueous

Same As Above

C08060799-008 SMW-07

06/18/00 00:00 06/19/09

Aqueous

Same As Above

As appropriate, any exceplions or problems with the analyses are noted in the Laboratory Analytical Report, the
QA/QC Summary Report, or the Case Narrative.

if you have any questions regarding these tests results, please call.

Report Approved By: 7 - U:) A_QAAT
Stephanie D. Waldrop ¥

Reporting Supervisor




ENERGY LABURATORIES, INC, + 2393 Salt Ureek Highway (82601) - EO. Hox 3258 + Casper, WY 82602
Toll Freg 888.235.0515 « 307.235.0515 + Fax 307.234.1639 + casper@ensigylab.com - www.energylab.com

Client: Cogema Mining Inc
'Project: CR Guideline 8
Lab ID: €09060799-001

Client Sample ID: 5MWS5S

LABORATORY ANALYTICAL REPORT

Report Date: 07/17/08
Collection Date; 06/17/09
DateReceived: 08/19/09

Matrix; Aqueous

MCL/
Analyses Result Units Qualifiers RL QCL  Mathod Analysis Date / By
MAJOR [ONS
Carbonate as CO3 5 mg/L 1 A2320B 06/23/09 22:00 / |jl
Bicarbonate as HCO3 130 mglL 1 A2320B 06/23/09 22:00/ |l
Caiclum 10 mg/L 1 E2¢0.7 07/08/09 17:41 /1 cp
Chloride 7 mafl 1 E300.0 06/24/09 13:26 / i
Fluoride 0.2 mg/L 0.1 A4500-F C 06/25/09 16:13 / 1}l
Magnesium 2 mg/l. 1 E200.7 CG7/08/0917:41/cp
Nitrogen, Ammoniaas N ND mgil. 0.05 E350.1 06/24/0910:24 / eli-b
Nitrogen, Nitrate+Nilrite as N ND mall 0.05 E353.2 06/24/09 14:29 / eli-b
Potassium 2 mg/L. 1 E200.7 07/08/08 17:41 f cp
Silica 8.7 mg/L 0.2 E200.7 Q7/08/08 1741 /¢cp
Sodium 133 mgll 1 E200.7 07/08/09 17:.41 / cp
Sulfate 186  mgll 1 E300.0 06/24/09 13:26 /]|
PHYSICAL PROPERTIES
Conductivity 877  umhos/em 1 A25108 06/22/09 10:36 / 1p
pH 864 s 0.01 A4500-HB  06/22/09 10:36 / rp
Saolids, Tola! Dissolved TDS @ 180 C 427  mglL 10 A2540 C 06/22/09 15:17 / emm
METALS - DISSOLVED
Aluminum NB  mglL 0.1 E200.7 07/08/09 17:41 / cp
Arsenic ND mg/l. 0.c01 E200.8 06/24/08 05:13 /ts
Barium ND mg/L 01 E200.8 06/24/09 05:13 / ts
Boron ND mg/L 0.1 E200.7 07/08/03 17:41 I cp
Cadmium ND mgfl. 0.005 E200.8 06/24/09 05:13 I ts
Chromium ND mg/L 0.05 E200.8 06/24/0905:13 / ts
Copper ND mgfl. 0.01 E200.8 06/24/09 05:13 / ts
Iron ND mg/L 0.03 £200.7 07/08/08 1741 icp
Lead ND mgiL 0.001 E200.8 06/24/08 05:13 [ {s
Manganase ND mg/L 0.01 E200.8 06/24/09 05:13 / ts
Mercury ND ma/l 0.001 E200.8 06/24/08 05:13 / is
Melybdenum ND mgiL 0.1 E200.8 06/24/09 05:13 /ts
Nickel ND mg/L 0.05 £200.8 06/24/09 05:13 / ts
Selenium ND ma/t 0.001 E200.8 06/24/09 05:13 I ts
Uranium 0.0271 mglL 0.0003 £200.8 06/24/09 05:13 I s
Vanadium ND mgflL 0.1 E200.8 06/24109 05:13 / ts
Zinc ND mg/L 0.01 E200.8 06/24/08 05:13 1 ts
METALS - TOTAL
Iron ND mgik 0.03 E200.7 07/08/02 20:43 /cp
Manganese ND  mght 0.01 E200.7 07/08/03 20:43 7 ¢cp
Report RL - Analyte reporting lImit. MCL - Maximum contaminant level.
Definitions:;

QCL - Quality control limit.

ND - Not detected at the reporiing limit.




ENERGY LABORATOURIES, INC. » 2393 Salt Ureek Highway (82601) « FU. Box 3258 + Casper, WY 82602

Toll Froe 888.235.0515 + 307.235.0515 - Fax 307.234.1639 » casper@eneigylab.com « www.enalqyiab,com

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date: 07/17/09
Project: CR Guideline 8 Collection Date: 06/17/09
Lab ID: C08060799-001 DateRecelved: 06/19/09
Client Sample ID: 5MW58 Matrix: Aqueous

McL/
Analyses Result Units Qualifiers RL QCL Method Analysls Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 488 pCilt E900.0 07/11/09 00:27 / cgr
Gross Alpha precision (£) 35 pCiL ES00.0 07/11/09 00:27 7 ¢gr
Gross Alpha MDC 23 pCHlL ES00.0 07/11/09 00:27 / cgr
Gross Beta 13.7 pCiL E800.0 0711709 G0:27 / cgr
Gross Beta precision (1) 2.0 pCiL £800.0 07/11/09 00:27 f cgr
Gross Beta MDC 29 pCifL ES00.0 07/11/09 00:27 / cgr
Radium 226 0.49 pCiL E903.0 06/29/08 23:16 / jah
Radlum 226 precision (1) 019 pCiL ES03.0 06/29/09 23:16 / jah
Radlum 226 MDC 022 pCiL ES03.0 06/20/09 23:16 / Jah
Radlum 228 04 pCiL u RA-05 06/26/09 08:26 / p}
Radium 228 precision {£) 0.8 pCilL RA-05 06/26/09 08:26 / plj
Radium 228 MDC 13 pCifl. RA-05 06/26/09 08:26 / pl}
DATA QUALITY
AJC Balance (z 5} 0924 % Calculation 0711/08 12:09 / kbh
Anlons 6.59 meqgil Calculation 07/11/09 12:09/ kbh
Cations 6.46 meg/ll Calculation 07/11/09 12:09 / kbh
Sollds, Total Dissolved Calculated 430 mg/L Calculation 07/11709 12:09 / kbh
TDS Balance {0.80 - 1.20) 0.990 Calculation 07/11/09 12:09 / kbh

Report
Definltions:

RL - Analyte reporting fimit.
QCL - Quality control limit.

MDC - Minlmum detectable concentration

MCL - Maximumn contaminant lavel,
ND - Not detacted at the reporiing fimit.

U - Not detected at minimum detectable concentration




ENERGY LABURATURIES, INC. + 2393 Salt Creek Hignway (82601) « U, Box 3258 « Casper, WY 82602
0/l Free 888.235.0515 + 307.235.0515 « Fax 307.234, 1639 « casper@energylab.com « www.energyiab.com

Client: Cogema Mining Inc
Project: CR Guideline 8
LabiD: C08060768-002

Client Sample ID: 5MW5

LABORATORY ANALYTICAL REPORT

Report Date: G7/17/09
Collection Date; 06/18/09
DatsReceived: 06/19/09

Matrix: Aqueous

MCL/
Analyses Result Units Qualifiers RL QCL Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 1 mg/L i A2320B 06/23/09 22:07 / I
Bicarbonate as HCO3 111 mafl. 1 A2320B 06/23/09 22:07 /I
Calcium 16 mg/L 1 E200.7 07/08/09 17:45/ ¢p
Chleride 5 mg/t 1 E300.0 06/24/09 13:41 /1)1
Fluoride 0.2 mg/L 0.1 A4500-F C 06/29/09 15:30/ )l
Magnesium 3 mg/L 1 E200.7 07/08/09 17:45 / cp
Nitrogen, Ammonia as N ND  mah 0.05 E350.1 06/24/09 10:25 / eli-b
Nitrogen, Nitrate+Nitrite as N ND mg/L 0.05 E353.2 06124109 14:30 / eli-b
Potassium 3 mg/L 1 E200.7 07/08/09 17:45/ cp
Silica 8.0 mg/L 0.2 E200.7 07/08/09 17:45/ cp
Sodium 165 mg/L 1 E200.7 07/08/09 17:45/ ¢cp
Sulfate 296 mglL 1 E300.0 06/24109 13:41 /il
PHYSICAL PROPERTIES
Conductivity 867  umhosicm 1 A2510B 06/22/09 10:38/ rp
pH 835 s.u. 0.01 A4500-H B 06/22/02 10:38 /
Solids, Total Dissolved TDS @ 180 C 560 mgiL 10 A2540C 06/22/09 15:18 / emm
METALS - DISSOLVED
Aluminum ND  mglL 0.1 E200.7 07/08/08 17:45/ cp
Arsenlc ND mg/L 0.0 E200.8 06/24/08 05:20 / ts
Barium ND mall. 0.1 E200.8 06/24/69 05:20 [/ ts
Boron ND mg/L 01 E200.7 07/08/09 17:45/ cp
Cadmium ND mall. 0.005 E200.8 06/24/09 05:20 / ts
Chromium ND mg/L 0.05 E200.8 06/24/09 05:20 / ts
Copper ND mg/l. 0.01 E200.8 06/24/09 05:20/ ts
Iron ND mg/L 0.03 E200.7 07/08/09 17:45/cp
Lead ND mg/L. £.001 E200.8 06/24/09 05:20 / ts
Manganese ND mg/L 0.01 £200.8 06/24/09 05:20 /ts
Mercury ND mg/l. 0.001 E200.8 06/24/09 05:20 /s
Molybdenum ND  mglL 0.1 E200.8 06/24/09 05:20 / 1s
Nickel ND mg/L 0.05 E£200.8 06/24/09 05:20 { s
Selenium ND mgllL. 0.001 E200.8 06/24/08 05:20/ ts
Uranium 0.0113 mglL 0.0003 E200.8 06/24/08 05:20 / ts
Vanadium ND mg/L 0.1 E200.8 06/24/08 05:20 / is
Zing ND mgiL 0.01 E200.8 06/24/09 05:20 / ts
METALS - TOTAL _
lron ND  mall 0.03 E200.7 07/08/08 20:47 / cp
Mangansse ND mgiL 0.01 E200.7 07/68/08 20:47 / cp
Report RL - Analyte reporting limit. MCL - Maximum contaminant level,
Deflnitions:

QCL - Quatity control limit.

ND - Not detected at the reporting limit.




ENERGY LABURATURIES, INC. - 2393 Saif Creek Highway (82601} +
Tolf Free 888.235.0515 + 307.235.0515 + Fax 307.234. 1639

RO, Box 3258 + Casper, WY 82602
+ casper@energuiab.com - www.energyleb.com

LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: 07/17/09
Project: CR Guideline 8 Collection Date: 06/18/09
Lab {D: €09080799-002 DateReceived: 06/19/09
Client Sample ID: 5MWS5 Matrix; Aqueous

MCL/

Analyses Result Units Quallfiers RL QCL  Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 30.6 pCiL E800.0 07/11/09 00:27 / cgr
Gross Alpha precision () 34 pCHL ES0C.0 07/11/09 00:27 / egr
Gross Alpha MDC 28 pCiL ES00.0 07/11/09 00:27 / cgr
Gross Beta 254  pClL ES00.0 07/11/09 00:27 / cgr
Gross Beta precision () 25 pCi/L ES00.0 07/11/09 00:27 / cgr
Gross Beta MDC 3.4 pCi/k ES00.0 07/11/09 00:27 / egr
Radium 226 35  pCiL E903.0 06/29/09 23:16 / jah
Radlum 226 precision (£) 0.42  pCiL E903.0 06/29/09 23:16 { Jah
Radium 226 MDC 0.22 pCil E903.0 06/29/09 23:16 / jah
Radium 228 0.5 pCiL u RA-05 06/26/09 08:26 / pjj
Radium 228 preclsion (1) 0.8 pCiiL RA-05 06/26/09 08:26 / pjj
Radium 228 MDC 1.3 pCitL RA-05 06/26/09 08:26 / pjj
DATA QUALITY
AJC Balance (x §) 0358 % Calculation 07/11/08 12:11 / kbh
Anions 8.19 meg/L Calculation 07/11/09 12:11 / kbh
Cations 825 meql Calculation 07/11/09 12:11 / kbh
Sollds, Total Dissolved Calculated 555 mg/L Calculation 07111109 12:11 /' kbh
TDS Balance (0.80 - 1.20) 1.0 Calculation 07/11/0912:11 / kbh

Report
Definitions:

RL - Analyte reporiing fimit.
QCL - Quality control limit.
MDC - Minlmum detectable concentration

MCL - Maximum contaminant lavel.
ND - Not delected at ihe raporting limit.

U - Not detected at minimum detectable concentration




PareVoagry ENERGY LABORATORIES, INC. - 2393 Salt Creek Highway (82601} - RO. Box 3258 + Casper, WY 82602
(INTXCVG 70/ Froo 855.235.0515 + 507.295.0515 + Fax B07.234.1639 + chsper@energylab.com - wwwienergylab.com

LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: 07/17/09
Project: CR Guideline 8 Collection Date: 06/18/08
Lab ID: C09060799-003 DateReceived: 06/19/09
Client Sample iD: 5BL76-1 Matrix; Aqueous

MCL/

Analyses . Result Units Qualifiers RL QCL Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 ND mgiL 1 A2320B 06/23/08 22:16 1 |ji
Bicarbonate as HCO3 1040  mgiL 1 A2320B 06/23/09 2216 7 )i
Calcium 145  mgil 1 E200.7 07/08/09 17:49/ ¢cp
Chtoride 50 mg/L 1 E300.0 06/24/09 13:56 /I
Fluoride ND  mgll 0.1 A4500-F C  06/29/09 15:33 7))l
Magnesium 28 mg/L 1 E200.7 07/08/00 17:49 / cp
Nitrogen, Ammonia as N 632 molL 0.05 E350.1 06/24/08 10:28 / eli-b
Nitrogen, Nitrata+Nitrite as N 163 mgl 0.05 E353.2 06/24/08 14:31 f eli-b
Potassium 8 mafl i E200.7 07/08/08 17:.48/ cp
Silica 11.7 mg/L ¢.2 E200.7 07/08/09 17:49 / cp
Sodium 461 mg/L 1 E200.7 07/08/09 17:49 / cp
Suifate 518  mgil 1 E300.0 08/24/09 13:56 [ |jl
PHYSICAL PROPERTIES
Conductivity 2510  umhosfem 1 A2510 B 06/22/09 10:40 / rp
pH 7.15 S.l. 0.01 A4500-HB 06/22/09 10:40/ p
Solids, Totai Dissolved TDS @ 180 C 1730 mglt 10 AZB40C 06/22/09 15:18 / ernm
METALS - DISSOLVED
Aluminum ND mg/t 0.1 E200.7 07/08/09 17:48 / cp
Arsenic ND mgft. 0.001 E200.8 06124109 05:27 / ts
Barlum ND mg/L 0.1 E200.8 06/24/09 05:27 I s
Boron ND  mgit 0.1 E200.7 07/08/09 17:49/ cp
Cadmium ND mgft 0.005 E200.8 06/24/09 05:27 /s
Chromium ND mg/L : 0.05 E200.8 06/24/09 05:27 /1s
Copper ND mgfL 0.01 E200.8 06/24109 05:27 / {s
Iron ND mg/L 0.03 E200.7 07/08/09 17:49/ cp
Lead ND  mg/lL 0.001 E200.8 06/24/08 05:27 I {s
Manganese 024 mglL 0.01 E200.8 06/24/08 05:27 I ts
Mercury ND  mglL 0.001 E200.8 06/24/08 05:27 I {s
Molybdenum ND  mglt 0.1 E200.8 06/24/09 05;27 I {s
Nickel ND mg/L 0.05 E200.8 06/24/09 05:27 / is
Selenium 2,81 mg/L 0.001 E200.8 06/24/09 05:27 /s
Uranlum 128 mgi 0.0003 E200.8 06124109 05:27 / is
Vanadium ND mg/t. 0.1 E200.8 06/24/09 05:27 /s
Zinc ND mg/L 0.01 £200.8 06/24/08 05:27 /'is
METALS - TOTAL
iron 0.24 mglL 0.03 E200.7 07/08/0% 20:51 / ¢cp
Manganese 027 mgll 0.01 £200.7 07/08/08 20:51 / cp
Report RL - Analyte reporting limit. MCL - Maximum contaminant fevel.

Definitions: QCL - Quality control limit. ND - Not detected at the reporting limit,




ENERGY LABORATURIES, INC, - 2593 Salt Cresk Highway {826‘0@72 «RO. Box 3258 + Casper, WY 82607

Toll Free 888.235.0515 + 307.235.0515 + Fax 307.234,1639 - casper@energylab.com » www.energylab.com

Cllent: Cogema Mining Inc
Project: CR Guideline 8
Lab iD: C02060799-003
Client Sample ID: 5BL76-1

LABORATORY ANALYTICAL REPORT

Report Date; 07/117/09
Collection Date: 06/18/09
DateReceived: 06/19/09
Matrix: Aqueous

MCL/
Analyses Resuit  Units Qualifiers RL QCL  Method Analysls Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 14600 pCil E900.0 07/11/08 00;27 / cgr
Gross Alpha precision (£) 118 pCi/L E900.0 07/11/08 00:27 / cgr
Gross Alpha MDC 9.5 pCIiL £900.0 07/11/09 00:27 / cgr
Gross Beta 3890 pCilL E£800.0 07/14/08 00:27 / cgr
Gross Beta precision {£) 2.0 pCiL EQ00.0 07/11/08 00:27 / cgr
Gross Beta MDC 893 pCl/L £800.0 07/11/08 00:27 / cgr
Radium 228 234 pCiL E903.0 07/01/08 09:38 / jah
Radium 226 precision () 27 pCiL ES03.0 07/01/09 09:38 { jah
Radium 226 MDC 0.10 pCi ES03.0 07/01/09 09;38 / jah
Radium 228 2.2 pCUL RA-05 06/26/09 10:30 / plj
Radium 228 precision () 07 pCiL RA-05 06126/09 10:30 / plj
Radium 228 MOC 1.1 pCirk. RA-05 06/26/09 10:30 / plj
DATA QUALITY )
AJC Balance (t 5) 0821 % Calculation  07/11/08 12:12 / kbh
Anions 284  megll Calculation 07/11/02 12:12 / kbh
Catlons 299 megl Calculation 07/11/09 12:12 / kbh
Sofids, Total Dissolved Calculated 1750 mgit Calculation 07/11/09 12:12 / kbh
TDS Balance {(0.80 - 1.20) 0.990 Caleulation  07/11/09 12:12 f kbh

Report RL - Analyte reporting limit.
QCL - Quality control limit.

Definitlons:

MDC - MiniImum detactable concantration

MCL - Maximum contaminant level,

ND - Not detected at the reporiing limit.




ENERGY LABORATORIES, INC. - 2393 Salt Creek Highway (82601} « RO, Box 3258 + Casper, WY 82602
Tolf Free 888.235.0615 « 307.235.0515 + Fax 307.234,1639 + casper@enaigylab.com « www.energylab.com

LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: 07/17/09
Project: CR Guideline 8 Coliection Date: 06/18/09
Lab ID: C08060799-004 DateRecelved: 06/19/09
Client Sample ID: BD Matrix: Aqueous

MCL/

Analyses Result Units Qualifiers RL QCL Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 ND mg/L 1 A2320B 06/23/09 22:25 / I}
Bicarbonate as HCO3 1060 mgil 1 A23208B 06/23/09 22:25 1 |jl
Calcium 146  mg/L 1 E200.7 07/08/09 17:53 / cp
Chioride 51 mg/L 1 E300.0 06/24/09 14:12 1 |jl
Fluoride ND mgl 0.1 A4500-F C  06/28/08 15:37 / |jI
Magnesium 28 mg/L 1 E200.7 07/08/09 17:53 / cp
Nltrogen, Ammonia as N 029 mglL 0.05 E350.1 06/24109 10:27 / 8li-b
Nitrogen, Nitrate+Nitrite ag N 1.62 mgl 0.05 E353.2 06/24/09 156:38 / eli-b
Potassium 8 mg/l. 1 E200.7 07/08/08 17:53 f cp
Silica 121 mgl 0.2 E200.7 07/08/08 17:53 / cp
Sodium 472 mgll 1 E200.7 07/08/08 17:63 / cp
Sulfate 525 mg/L 1 E300.0 06/24/09 14:42 / {ji
PHYSICAL PROPERTIES ,
Conductivity 2540  umhosfom 1 A2510B 06/22/09 10:42 1 1p
pH 7.18 s.u. 0.01 A4500-HB  06/22/08 10:42 / rp
Solids, Total Dissolved TDS @ 180 C 1750 mglL 10 A2540C 06/22/08 15:18 f emm
METALS - DISSOLVED
Aluminum ND my/L 0.1 E200.7 07/08/09 17:53 / cp
Arsenic ND mall. 0.001 E200.8 06/24/09 05:33 /ts
Barlum ND  mglL 0.1 E200.8 06/24/09 05:33 / ts
Boron 0.1 mg/L 0.1 E200.7 07/08/09 17:53 /1 cp
Cadmium ND mgflL 0.005 E200.8 06/24/09 05:33 / ts
Chromium ND  mgi 0.05 E200.8 06124109 05:33 /{5
Copper ND mgfL 0.01 E200.8 06/24/09 05:33 /s
tron ND mg/L 0.03 E200.7 Q7108109 17:53 / ¢cp
Lead ND  mg/L 0.001 E200.8 06/24/09 05:33 /ts
Manganese 0.26 mg/L 0.01 E200.8 06/24/09 05:33 [ ts
Mercury ND  mg/L 0.001 E200.8 06/24/03 05:33 / ts
Molybdenum ND mg/L 0.1 E200.8 06/24/09 05:33 / ts
Nicksl ND  mgil 0.05 £200.8 06/24/09 05:33 /' {s
Selenlum 282 mglL 0.001 £200.8 06/24/09 05:33 /' ts
Uranium 2.8 mglL 0.0003 E200.8 06/24/03 05:33 / ts
Vanadium ND  mgiL 0.1 E200.8 06/24/08 05:33 / ts
Zinc ND  mgll 0.01 £200.8 06/24/09 05:33 / ts
METALS - TOTAL
iron 0.27 mglL 0.03 E200.7 07/14/08 21:50 / ¢p
Manganese 026 mglL 0.01 E200.7 07/14/09 21:50 / cp
Report RL - Analyte reporting limit. MCL - Maximum contaminant level.

Definitions: QCL - Quality contro! limit. ND - Not detected at the reporting fimit,




ENERGY LABORATORIES, INC. - 2393 Salt Cresk Highway (82601) « F.O. Box 3258 - Casper, WY 82602

YN TNCVE 701 Free 858.235.0515 - 3072350515 + Fax 307.294.1639 + casper@energylab.com » wwwenergylab.com

LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: 07/17/09
Project: CR Guideline 8 Collection Date: 06/18/09
Lab ID: C09060799-004 DateReceived: 06/19/09
Client Sample 1D: BD Matrix: Agueous

MCcL/

Analyses Resuit Units Qualifiers RL QCL Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 15200 pCiL E900.0 07/11/09 00:27 / cgr
Gross Alpha precision (£} 120 pCiL E90C.0 07/41/09 00:27 [ cgr
Gross Alpha MDC 9.4 pCiL E900.0 07/11/09 00:27 / cgr
Gross Bela 3180 pCilL E900.0 07/11/09 00:27 / cgr
Gross Beta praclsion () 26.3 pClL ES00.0 07/11/09 00:27 / cgr
Gross Beta MDC 83 pCi/L E900.0 07/11/08 00:27 / cgr
Radium 226 256  pCiL E903.0 07/01/09 08:38/ jah
Radium 226 precision (&) 28 pGUL ES03.0 07/01/08 09:38 / jah
Radium 226 MDC 0.1 pCiiL E903.0 07/01/09 08:38 / jah
Radium 228 2.5 pClL RA-05 06/26/09 10:30/ plj
Radium 228 precision () 0.7 pCUL RA-05 06/26/09 10:30/ plj
Radium 228 MDC 1.1 pCiL RA-05 06/26/09 10:30 / pl}
DATA QUALITY
AJC Balance (£ 5) 108 % Calculation  07/41/08 12:12 / kbh
Anions 29.8 meg/lL Calculation 07/11/09 12:12 ' kbh
Cations 305  meg/l Caleulation  07/11/09 12:12 / kbh
Solids, Total Dissolved Calculated 1770 mg/lL Caleulation  07/11/09 12:12 / kbh
TDS Balance (0.80 - 1.20) 0.980 Caleulation 07/11/09 12:12 / kbh

Report RL - Analyte reporting limit.
Definltions: QCL - Quality control linit.

MDC - Minimum detectable concentration

MCL - Maximum contarminant level,

ND - Not detected at the reporting Hmit.




Ty  ENEAGY LABORATORIES, INC. - 2393 Salt Creek Highway (82601) - F.O. Box 3258 » Casper, WY 82602
VAN {CVE 70/ Free 585.235.0515 - 307.235.0515 + Fax 307.234.1639 « casper@ensigylab.com - www.energylab.com

LABORATORIES

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date; 07/17/09
Preject: CR Guideline 8 Collection Date: 06/18/09
Lab ID: C08060799-005 DateReceived; 06/19/09
Client Sample ID: SMW-03 Matrix: Aqueous

MCL/
Analyses Resuit Uniis Qualifiers RL QCL  Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 ND  mgll 1 A2320B 06/23/09 22:32 1 {
Bicarbonate as HCO3 246 mgll 1 A2320B 06/23/00 22:32 11}
Calelumn 19 mg/L 1 £200.7 Q7/08/09 17:57 / cp
Chloride 6 mg/L 1 E300.0 06/24/09 14:58 / [}l
Fluoride 0.1 mg/L 0.1 A4500-F G 08/29/09 15:40/ |ji
Magnesium 3 mg/L 1 E200.7 07/08/09 17.57 / cp
Nitrogen, Ammoniaas N 829 mgl 0.05 E350.1 06/24/09 10:28 / eli-b
Nitrogen, Nilrate+Nitrite as N ND mgiL - 0.05 E353.2 06/24/09 15:34 / eli-b
Potassium 2 mg/L 1 E200.7 07/08/09 17:57 / cp
Silica 68 mgl 0.2 E200.7 07/08/09 17:57 I cp
Sodium 115  moll 1 E200.7 O7/08/09 17:57 I ¢p
Sulfate 0g mg/lL 1 E300.0 06/24/09 14:58 7 |ji
PHYSICAL PROPERTIES
Conductlvity 608  umhosiom 1 A2510B 06/22109 10:44 I
pH 7.83  su 0.01 A4500-HB  08/22/09 10:44 / mp
Solids, Total Dissolved TDS @ 180 C 385  mgll 10 A2540C 06/22/09 15:19 J emm
METALS - DISSOLVED
Aluminum ND  mgh 0.1 E200.7 07/08/09 17:57 I cp
Arsenic 0.004 mgll 0.001 E200.8 06/24/09 05:40 / ts
Barium ND  mgL 0.1 E200.6 06/24/09 05:40 / ts
Boron ND mgi. 1 E200.7 Q7/08/09 17:567 fcp
Cadmium ND mgL 0.005 E200.8 06/24/09 05:40 /ts
Chromium ND mg/L 0.05 E200.8 06/24/09 05:40/ts
Copper ND  mgll 0.01 E200.8 06/24/09 05:40 /ts
Iron ND mg/L 0.03 E200.7 07108/09 17:57 / cp
Lead ND  mgil 0.001 E200.8 06/24/00 0540/ s
Manganese 0.06 mgl 0.01 E200.8 06/24/09 05:40 / ts
Mercury ND  mgll 0.001 E200.8 06/24/09 05:40 /s
Molybdenum ND  mgll 0.1 E200.8 -0B24/09 05:40 / is
Nickel ND  mglL 0.05 E200.8 06/24/00 05:40/ s
Selenium 112 mglLl 0.001 E200.8 06/24/09 05:40/ ts
Uranium 1.54 mglL 0.0003 E200.8 06/24/09 05:40 / 18
Vanadium ND mg/L 0.1 E200.8 06/24/09 05:40 / 1s
Zine ND mg/L 0.01 E200.8 06/24/09 05:40 / is
METALS - TOTAL
Iron 1.28  mgll 0.03 E200.7 07/14/08 21:58 / cp
Manganese 0.07 mgiL 0.01 E200.8 06/26/08 06:15 /s
Report RL - Analyte reporting limit. MCL. - Maximum contaminant lavel,

Dafinitions: QCL - Quality control limit. ND - Not detected at the reporling limit,



e ENERGY LABORATORIES, INC. - 2393 Sall Creek Highway (82601) - F.O. Box 3258 - Lasper, WY 82602
(IS VS 7o/l Frec 595.235.0515 + 307.235.0515 + Fax 307.294.1639 « casper@energylab.com - www.ensrgyiab.com

LABORATORIES

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date: 07/17/08
Project: CR Guideline 8 Coliection Date: 06/18/08
Lab ID: C09080799-005 DateReceived: 06/19/09
Client Sample iD: 5MW-03 Matrix: Aqueous
MCL/
Analyses Result Units Qualifiers RL QCL Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 2140 pCilL £900.0 07/11/09 00:27 / cgr
Gross Alpha precision () 217 pCil E800.0 © 07/11/09 00:27 / cgr
Gross Alpha MDC 22 pCilL E900.0 07/11/09 00:27 / car
Gross Beta 583 pCill. ESC0.0 0711709 00:27 / cgr
Gross Beta precision (1) 6.2 pCiL ES00.0 07111709 00:27 / cgr
Gross Beta MDC 27 pCiL ES00.0 07/41/09 00:27 / cgr
Radium 226 a8 pCilL E903.0 07/01/09 09:38 / jah
Radium 226 precision () 1.7 pCliL ES03.0 07/01/09 09:38 / jah
Radium 226 MDC 0.11  pCiL E903.0 07/01/09 09:38 / jah
Radium 228 1.2 pCiL u RA-05 06/26/09 10:30 / plj
Radlum 228 preclsion (1) 0.7 pCiL RA-D5 06/26/09 10:30/ plj
Radium 228 MDC 12  pCit RA-05 06/26/09 10:30 / plj
DATA QUALITY
AJC Balance (t 5) -0.0552 % Calculation 07/11/09 12:12 / kbh
Anlons 6.28 meq/L Calculation  07/11/09 12:12 / kbh
Cations 6.28 meqg/L Calculation 07/11/08 12:12  kbh
Solids, Total Dissolved Calculated 374 mg/L Calculation 07/11/08 12:12 / kbh
TDS Balancs {0.80 - 1.20) 1.06 Calfculation  07/11/09 12:12 / kbh
|
|
Report RL - Analyte reporiing limil. MCL - Maximum contaminant level.
Definitlons:  QCL - Quality control limit. ND - Not detected at the reporting fimit.

MDC - Minimum detectable concentration U - Not detected at minimum detectable concentration




s ENEHGY LABORATORIES, INC, + 2393 Salt Creek Highway (82601) - BO. Box 3258 » Casper, WY 82602
VAT COVE 70/ Free 555.235.0515 + 307.235.0615 + Fax 307.234,1639 « casper@energylab.com - www.energylab.com

LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: 07/17/09
Project: CR Guideline 8 Collection Date: (8/18/09
Lab ID: C08060799-006 DateReceived: 06/18/09
Client Sample ID: 5MW56 Matrix: Aqueous

Mo/

Analyses Result Units Qualifiers RL QCL Method Analysls Date / By
MAJOR IONS
Carbonate as CO3 ND  mglL 1 A2320 B 06/23/09 22:48 / §jl
Bicarbonate as HCO3 144  mglL 1 A2320B 06/23/09 22:48 1 §j|
Calcium 12 mg/L 1 E200.7 07/08/09 18:21 fcp
Chiloride 7 mygiL 1 E300.0 06/24/09 1513 /jl
Fiuoride 0.2 mg/L 0.1 A4500-F C 06/28/09 15:48 1]l
Magnesium 2 mg/L 1 E200.7 07/08/09 18:21 /¢cp
Nitrogen, Ammonla as N 026 mglL 0.05 E350.9 06/24/08 10:30 / eli-b
Nitrogen, Nitrate+Nitrite as N ND mg/L 0.05 E353.2 06/24/09 15:39 / eli-b
Potasslum 2 mg/L 1 E200.7 07/08/09 18:21 / cp
Silica 9.3 mg/L 0.2 E260.7 07/08/08 18:21 / cp
Sodium 131 mgiL 1 E200.7 07/08/08 18:21/¢p
Sulfate 192 mgit 1 E300.0 06/24/08 15:13 /{jl
PHYSICAL PROPERTIES
Conductivity 685  umhosicm 1 A2510B 06/22/09 10:49/ rp
pH 826 su, 0.01 A4500-HB  06/22/09 10:49/ p
Solids, Total Dissolved TDS @ 180 C 440 mglL 10 A2540 C 06/22/09 15:19/ emm
METALS - DISSOLVED
Aluminum ND mg/L 0.1 E200.7 07/08/09 18:21 / ¢cp
Arsenlc 0001 magll 0.001 E200.8 06/24/09 05:47 I is
Barium ND mgiL 0.1 E200.8 06/24/08 0547 / ts
Boron ND mgl 0.1 E200.7 07/08/08 18:21 / cp
Cadmium ND mg/L 0.005 E200.8 06/24/08 05.47 /s
Chrorium ND mgil. 0.05 E200.8 06/24/08 05:47 / ts
Copper ND mg/L .01 E200.8 06/24/08 05:47 / ts
Iron 4.03  mgl 0.03 E200.7 07/08/09 18:21/cp
Lead NG mg/L 0.001 E£200.8 06/24/08 05:47 I ts
Manganese 0.01 mgil 0.01 E200.7 07/08/09 18:21 /cp
Meroury ND mglL 0.001 E200.8 06/24/09 05:47 I is
Molybdenum ND  mgll 0.1 E200.8 06/24/09 05:47 / ts
Nickel ND mg/L 0.05 E200.8 06/24/09 05:47 /ts
Selenium ND mg/L 0.001 E200.8 06/24/09 05:47 / ts
Uranium 0.0069 mgil 0.0003 E200.8 06/24/08 05:47 / ts
Vanadium ND mg/L 0.1 EZ200.8 06/24/09 05:47 / ts
Zinc ND mg/L 0.01 E200.8 06/24/09 05:47 I ts
METALS - TOTAL
tron ND mg/L 0.03 E200.7 07/08/09 20:55 / cp
Manganese ‘ ND ma/l 0.01 E200.7 Q7/08/09 20:55 /cp
Report RL - Analyte reporting limi, MCL - Maximum cantaminant level.

Definitions: QCL - Quality control limit. ND - Not detected at the reporting limit,




ENERGY LABORATORIES, INC. - 2393 Salt Cresk Highway (82601) - PO. Box 3258 » Caspel, WY 82602
Toll Free 888.235.0515 + 307.2356.0515 « Fax 307.234,1839 - caspor@energylab.com » www.eneigylab.com

LABORATORIES

Client:
Project:
Lab ID:

LABORATORY ANALYTICAL REPORT

Cogema Mining Inc
CR Guideline 8
C0%060799-006

Client Sample 1D: SMWS56

Report Date; G7/17/09
Collection Date: 06/18/09
DateRecelved: (6/19/09

Matrix; Aqueous

MCL/
Analyses Result Units Qualifiers RL QCL  Method Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 202 pClL £900.0 07/11/09 00:27 / cgr
Gross Alpha preclsion (£) 25 pCiiL £9800.0 07/11709 Q0:27 / cgr
Gross Alpha MDC 22 pCiL ES00.0 07/11/09 00:27 / cgr
Gross Beta 6.2 pCiil. ES00.0 Q7/11/09 00:27 / cgr
Gross Beta precision (1) 1.8 pCHL ES00.0 07/11109 00:27 f cgr
Gross Beta MDC 29 pCHL E800.0 07/11/08 00:27 / cgr
Radium 226 21 pCilL ESC3.0 07/01/09 09:38/ jah
Radium 226 precision (£) 027 pCilt EQ03.0 07/01/0% 09;38/ jah
Radium 226 MDC 0.11 pCiL ESG3.0 07/01/09 09:38 / jah
Radium 228 0.7 pCilt. U RA-05 06/26/09 10:30 / pij
Radium 228 precisfon (1) 0.7 pCilL RA-05 06/26/09 10:30 / plj
Radium 228 MDC 1.2 pCilL RA-05 06/26/09 10:30 7 pij
DATA QUALITY
AJC Balance (t 5) -0.658 % Calcufation  07/11/09 12:13 /1 kbh
Anlons 6.5¢ megfl Calculation 07/11/09 12:13 / kbh
Catlons 6,50 meg/L Calculation 07/41/09 12:13 / kbh
Solids, Total Dissolved Calculated 430 ma/L Calculation 07/11/09 12:13 /kbh
TDS Balance (0.80-1.20) i.02 Calculation  07/11/09 12:13/kbh

Report
Definitions:

RL - Analyte reporting limit.
QCL - Quality control imit.
MDC - Minimum detectable concentration

MCL - Maximum contaminant level.

ND - Not detected at the reporting limit.

U - Not detected at minimum detectable concentration




ENERGY LABORATORIES, INC. - 2393 Salt Creek Highway (82601) » BO. Box 3258 - Casper, WY 82602
JANFCVE 1o/ Froo 856.235.0515 » 307.235.0515 + Fax 307.234.1679 + casper@energyiab.com » www.energylab.com

LABORATORIES

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date: 07/17/09
Project: CR Guideline 8 Coliection Date: 06/18/09
LabID; €08060789-007 DateReceived:; 06/19/09
Client Sample ID: 5MW51 Matrix: Aqueous

Mcu
Analyses Result  Units Qualifiers RL QCL  Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 3 mgiL 1 A2320B 06/23/09 22;56 1 ijt
Bicarbonale as HCO3 135 mglL 1 A23208B 06/23/09 22:56 7 )jl
Calcium 10 mg/L 1 E200.7 07/08/09 18:29/cp
Chioride 6 mg/L 1 E300.0 06/24/09 15:29 1}l
Flucride 0.2 mg/L G.1 A4500-FC  06/28/08 1550/ lji
Magnesium 2 mg/L 1 E200.7 Q7/08/09 1829/ ¢p
Nitrogen, Ammonia as N ND mgfL 0.05 E350.1 06/24/09 10:31 / eli-b
Nitrogen, Nitrate+Nitrite as N ND  mgi 0.05 - E353.2 06/24/09 15:40 / ell-b
Potasslum 2 mgfl 1 E200.7 07/08/02 18:29/cp
Sllica 83 mglt 0.2 E200.7 07/08/0% 18:29 / cp
Sodium 131 mgl 1 E200.7 07/08/09 18:29/ cp
Sulfate 192 mglL 1 E300.0 06/24/09 15:29 / it
PHYSICAL PROPERTIES
Conductivity 678  umhos/cm L] A2510B 06/22/08 10:52 / rp
pH 852 su 0.01 A4500-HB  06/22/08 10:62 /p
Solids, Tolal Dissolved TDS @ 180 C 428 mglL 10 A2540C 06/22/08 15:19 / emm
METALS - DISSOLVED
Aluminum ND mgfl 01 E200.7 07/08/09 18:29/ cp
Arsenic 0002 mylL 0.001 E200.8 06/24/09 06:21 / ts
Barium ND ma/lL 0.1 E200.8 08/24/05 06:21 I ts
Boron ND  mg/L 01 E200.7 07/08/09 18:29/ cp
Cadmium ND mglL 0.005 E200.8 06/24/09 06:21 / ts
Chromium ND  mgiL 0.05 E200.8 06/24/09 06:21 /ts
Copper ND mg/L 0.01 E200.8 06/24/08 06:21 / ts
fron ND mg/t 0.03 E200.7 07/08/09 18:29 / cp
Lead ND  mght 0.001 E200.8 06/24/09 06:21 /s
Manganese 0.01  mgl 0.01 E200.8 06/24/09 06:21 /s
Mercury ND  mglt 0.001 E200.8 06/24/09 08:21 I ts
Molybdenum ND mgit 0.1 E200.8 06/24/09 06:21 / ts
Nickel ND mgfL 0.05 E200.8 06/24/09 06:21 /ts
Selenlum ND mg/L 0.001 E200.8 06/24/09 06:21 /s
Uranium 0.0182 mglL 0.0003 E200.8 06/24/09 06:21 /ts
Vanadium ND mg/L 0.1 E200.8 06/24/09 06:21 / ts
Zinc ND mg/L 0.01 E200.8 06/24/09 06:21 / ts
METALS - TOTAL
Iron ND  mg/L 0.03 E200.7 07/08/08 21:07 / cp
Manganese ND g/l 0.01 E200.7 07/08/089 21:07 / cp
Report RL - Analyte reporting limit. MCL - Maximum contaminant level.

Deflnitions: QCL - Quality control limit. ND - Not detacted at the raporting limit,




ENERGY LABORATORIES, INC. « 2393 Sall Croek Highway (62601} « FO. Box 3258 - (asper, WY 82602
70l Froe B88.235.0515 « 307.235.0515 « Fax 307,234.1639  casper@energylab.com » www.energylab.com

EINERGY

LABORATORY ANALYTICAL REPORT

Client: Cogema Mining Inc Report Date: 07/17/09
Project: CR Guideline 8 Collection Date: 06/18/09
Lab ID: C08060799-007 DateReceived; 06/19/09
Client Sample ID: EMWS51 Matrix: Aqueous

(o] W)
Analyses Resuit Units Qualifiers RL QCcL Method Analysls Date | By
RADIONUCLIDES - DISSOLVED
Gross Alpha 349 pCit E900.0 07/11/09 00:27 / cgr
Gross Alpha precision (£} 3.1 pCifl. ES00.0 07/14/08 00:27 / cgr
Gross Alpha MDC 2.2 pCiL ES00.0 07/11/08 00:27 / cgr
Gross Beta 59 pClL ES00.0 07/11/08 00:27 / cgr
Gross Beta precision (i) 1.8 pCiL ES00.0 0711109 00:27 / cgr
Gross Beta MDC 2.9 pCift E900.0 07/41709 00:27 / cgr
Radium 226 0.9 pCiL E903.0 07/01/09 09:38 / jah
Radium 226 precision () 0.19  pClL E903.0 07/01/08 09;38/ jah
Radium 226 MDC 0.11  pCHL E903.0 07/01/09 08:38/ jah
Radium 228 .08 pCil u RA-05 06/26/09 10:30./ plj
Radium 228 preclision (t} 0.7 pCilt RA-05 05/26/09 10:30 / p§f
Radium 228 MDC 1.2 pCilL RA-05 06/26/09 10:30/ p}}
DATA QUALITY
AJC Balanca (x 5} -1.00 % Calcutation 0711709 12:13 / kbh
Anions 6.50 meqg/L Calcuiatlon 07/11/09 12:13 / kbh
Cations 6.37 meqll Calculation 07/11/109 12:13 /kbh
Solids, Total Dissolved Calculated 423  mgil Calculation 07/41/09 12:13 / kbh
TDS Balance {0.80 - 1.20) 1.04 Calculation  07/11/09 12:13 / kbh
Report RL - Analyte reporting limit. MCL - Maximum contaminant level.
Definltions: QCL - Quality control limit. ND - Not detected at the reparting limit.

MDC - Minimum detectable concentration U - Not detected at minimum detectable concentration




ENERGY LABORATORIES, INC. - 2393 Sali Creek Highway (82601} « FU. Box 3258 « Lasper, WY 8260
Toll Free 888.235.0515 « 3072350515 « Fax 307.234.1639 « vasper@energylab.cont « www.ensigylab.com

LABORATORY ANALYTICAL REPCRT
Client: Cogema Mining Inc Report Date: 07/17/09
Project: CR Guideline 8 Collection Date: 08/18/09
Lab ID: C09060799-008 DateRecelived: 06/19/09
Client Sample ID: 5EMW31 Matrix: Aqueous

MCL/

Anaiyses Result Units Qualifiers RL QCL  Method Analysis Date / By
MAJOR IONS
Carbonate as CO3 4 mg/L 1 A23208B 06/23/00 23:04 /il
Bicarbonate as HCO3 124 mg/L 1 A2320B 06/23/09 23:04 /]I
Galcium 9 mg/L 1 E200.7 07/08/03 18:33 / cp
Chloride 7 mg/L 1 E300.0 06/24/03 15:44 / 1)}
Fluoride 02 mgiL 0.1 A4500-F C 06/29/09 15:53 / |j}
Magnesium 1 mgil. 1 E200.7 07/08/02 18:33 /cp
Nitrogen, Ammonia as N ND mg/L 0.05 E380.1 08/24/09 10:40 / eli-b
Nitrogen, Nitrate+Nitrite as N ND mgiL 0.05 E353.2 06/24/09 15:41 / eli-b
Potassium 2 mg/L ] E200.7 07/08/09 18:33 /¢cp
Silica 101 mght. 0.2 E200.7 07/08/09 18:33 / ¢cp
Sodium 133  mgl 1 E200.7 07/08/09 18:33 / cp
Suifate 192 moll 1 E300.0 06/24/09 15:44 / it
PHYSICAL PROPERTIES
Conductivity 659  umhosicm 1 A2510B 06/22/09 10:55/p
pH 865 s.u. 0.01 A4500-H B 06/22/0910:55/p
Solids, Total Dissolved TDS @ 180 C 4289 mgll 10 A2540C 06/22/09 15:20 f emm
METALS - DiSSOLVED
Alumfnum ND mg/L 0.1 E200.7 07/08/09 18:33 /cp
Arsenic 0001 mol 0.001 E200.8 06/24/09 06:28 / ts
Barium ND mofl. 0.1 E200.8 06/24109 06:28 / ts
Boron ND mg/L 0.1 E200.7 07/08/0918:33 /¢cp
Cadmium ND mafl. 0.005 E200.8 06/24/00 06:28 / t5
Chromium ND mg/lL 0.05 E200.8 06/24/09 06:28 / {s
Copper ND mg/L. 0.01 E200.8 06/24/09 06:28 / ts
lron ND mg/L 0.03 E200.7 07/08/09 18:33 /cp
Lead ND mg/L. 0.0M1 E200.8 06/24/09 06:28 /' ts
Manganese ND  mg/lL 0.1 E200.8 06/24/08 06:28 / ts
Mercury ND mg/l 0.001 E200.8 06/24/00 06:28 / is
Molybdenum ND mg/L 01 E200.8 06/24/09 06:28 / ts
Nickel ND mg/l 0.05 E200.8 06/24/09 06:28 / ts
Selenium ND mg/L 0.001% E200.8 06/24/00 06:28 / is
Uranium 0.0017 mglL 0.0003 E200.8 06/24/09 06:28 / ts
Vanadium ND mgiL 0.1 E200.8 06/24/08 06:28 / ts
Zinc ND mgi. 0.01 £200.8 06/24/09 06:28 / ts
METALS -TOTAL
iron ND mg/L 0.03 E200.7 07/08/09 21:15/ ¢p
Manganese ND ma/l. 0.01 E200.7 07/08/09 21:15/¢cp
Report RL - Analyte reporting Himit. MCL - Maximum contaminant level.
Definitions: QCL - Quality contro! limit. ND - Not detected at the reporting limit.




ENERGY LABORATORIES, INC. - 2393 Salt Creek Highway (82601} « RO. Box 3258 « Caspel, WY 82602

Client Sample ID; 5MW31

VAT OVE 75/ Free 856.235.0515 - 307.235.0515 + Fax 307.234.1639 + casper@energylab.com - wwi.energylab.com
LABORATORY ANALYTICAL REPORT
Client: Cogema Mining Inc Report Date: 07/17/09
Project: CR Guideline 8 Collection Date: 06/18/09
Lab ID: C09060798-008 DateRecelved: 06/19/09

Matrix: Aqueous

MCL/
Analyses Result Units Qualifiers RL QCL  Method Analysls Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha i16 pCiL ES800.0 07/11/09 00:27 / cgr
Gross Alpha precision (1) 20 pCiL E900.0 07/13/09 00:27 / cgr
Gross Alpha MDC 21 pCIL £800.0 07/11/09 00:27 / cgr
Gross Bota 6.8 pCiflL E800.0 07/11/08 00:27 / cgr
Gross Beta precision (&) 1.7 pCUL E900.0 07/11/08 00:27 / cgr
Gross Beta MDC 27 pCUL ES00.0 0711/09 00:27 f cgr
Radium 226 096 pCilL E903.0 07/01/09 08:38 / jah
Radium 226 precision () 0.1¢ pCilL ES03.0 07/01/09 09:38/ Jah
Radium 226 MDC 011 pCilL ES03.0 07/01/09 09:38 / jah
Radium 228 07 pCHL U RA-05 06/26/09 10:30 / pj|
Radium 228 precision (1) 07 pCifL RA-05 06/26/08 10:30/ pl
Radium 228 MDC 1.2 pCl/L RA-05 06/26/09 10:30 / pjj
DATA QUALITY
AJC Batance (% 5) 0387 % Calculation  07/11/09 12:13 7 kbh
Anions 6.30 meg/L Caiculation 07741/09 12:13 1 kbh
Cations 6.35 meg/l Calculation  07/11/09 12:13 / kbh
Solids, Tolal Dissolved Calculated 419 mg/l. Calculation 07H1/09 12:13 f kbh
TDS Batance {0.80 - 1.20) 1.02 Caleulation  07/11/09 12:13 / kbh

Report
Definitions:

RL - Analyte reporting limit.
QCL - Quality control imit.
MDC - Minimum detectable concentralion

MCL - Maximum contaminant level,

ND - Not delected at the reporting limit.

U - Not detected at minimum detectable concentration




ENERGY LABORATORIES, INC. : 2393 Salf Cresk Highway (82601) « EO. Box 3258 « Casper, WY 82602
Toll Free 888.235.0515 + 307.235.0515 - Fax 307.234.1639 - casper@energylab.com « www.energylab.com

LABORATORY ANALYTICAL REPORT
Client; Cogema Mining Inc Report Date: 07/17/08
Project: CR Guideline 8 Collection Date: 06/18/08
Lab ID: C09080799-009 DateRecelved: 06/19/09
Client Sample ID: 5MW-07 Matrix: Aqusous

McL/

Analyses Result Units Qualiflers RL QGL  Method Analysls Date / By
MAJOR IONS
Carbonate as CO3 ND mafl. 1 A2320B 06/23/09 23:11 7]l
Bicarbonate as HCO3 478  moill 1 A23208B 06/23/09 23:11 /!
Calcium 37 mg/L 1 E200.7 07/08/08 18:37 /cp
Chloride 10 mg/L 1 E300.0 06/24/09 16:00 / Ij}
Flucride ND mg/L o1 A4500-F C 06/29/08 15:56 / |j}
Magnesium 8 mgfL 1 E200.7 07/08/09 18:37 / ¢cp
Nitrogen, Ammonia as N 007 mgik 0.05 E350.1 06/24/08 10:42 / eli-b
Nitrogen, Nitrate+Nitrite as N ND mg/L 0.05 E353.2 086/24/09 15:42 { eli-b
Potasstum 4 mg/L 1 E200.7 07/08/09 18:37 fcp
Sifica 9.1 mgiL 0.2 E200.7 07/08/08 18:37 / cp
Sodium 205 mgiL 1 E200.7 07/08/09 18:37 fcp
Suifate 144  mgll 1 E300.0 06/24/09 16:00 7 )
PHYSICAL PROPERTIES .
Conductivity 1040  umhos/cm 1 A2510B 06/22/09 10:57 / ip
pH 737 s 0.01 A4500-HB 06/22/09 10:57 / ip
Solids, Total Dissclved TDS @ 180 C 867 mglt 10 A2540C 06/22/08 15:21 / emm
METALS - DISSOLVED
Aluminum ND  mg/L 0.1 E200.7 07/08/09 18:37 / cp
Arsenic ND  mglL 0.001 E200.8 06/24/09 06:35/1s
Barium ND  mglL 0.1 E200.8 (8/24109 06:35 / 1s
Boron ND mg/L, 0.1 E200.7 07/08/09 18:37 f¢p
Cadmilum ND  mgllL 0.005 E200.8 06/24/09 06:35 / ts
Chromium ND  mglL 0.05 £200.8 06/24/09 06:35/ ts
Copper : ND mg/L 0.01 | E200.8 06/24/09 06:35/ ts
Iron ND mgfL. 0.03 £200.7 07/08/09 18:37 fcp
Lead N3  mgi 0.001 E200.8 06/24/08 06:35/ ts
Manganese 0.08 mg/L 0.01 E200.8 06/24/108 06:35 /15
Mercury ND mg/L 0.001 E200.8 06/24/09 06:35/ts
Molybdenum ND mgil 0.1 E200.8 06/24/0906:35 / ts
Nickel ND mg/L. 0.05 E2C0.8 06/24/00 06:35 / ts
Selenium 0970 mglL 0.001 E200.8 06/24/09 06:35/ts
Uranium 301 mal 0.0003 E200.8 06/24109 06:35 / ts
Vanadium ND mgfl. 0.1 E200.8 06/24/09 06:35 / ts
Zing ND  mglL Q.01 E200.8 06/24/00 06:35 / ts
METALS - TOTAL
Iron 017 mglL 0.03 E200.7 07/08/09 22:08 / ¢p
Manganese 0.08 mglL 0.01 E200.7 07/08/09 22:08 / ¢p
Report RL - Analyte reporiing limit. MCL - Maximum contaminant level,

Definitions: QCL. - Quality contral limit. ND - Not detected at the reporting limit.




LARORATORIES |

Client:
Project:
Lab ID:

ENERGY LABORATORIES, INC., - 2393 Salf Creek Highway (62601) - RO. Box 8258 - Casper, WY 82602
Toll Frec 888.235.0515 + 807.235.0515 + Fax 307.234.1639 + casper@energyiab.com » www.eneigylab.com

LABORATORY ANALYTICAL REPORT

Cogema Mining Inc
CR Guideline 8
C08060799-009

Client Sample ID; 5MW-07

Report Date: 07/17/09
Collection Date; 06/18/09
DateRecelved: 06/19/09

Matrix: Aqueous

MCL/
Analyses Result Unlts Qualifiers RL QCL  Meathod Analysis Date / By
RADIONUCLIDES - DISSOLVED
Gross Alpha 4230 pClL £800.0 07/11/08 00:27 / cgr
Gross Alpha precision {t) 40,0 pCiL E900.0 07/11/09 00:27 ! cgr
Gross Alpha MDC 3.7 pCi/L £900.0 07/11/09 00:27 / cgr
Gross Beta 1170 pCiL ES00.0 07/41/09 00:27 / cgr
Gross Beta pracision () 10.8  pCiL ES00.0 07/11/09 00:27 / cgr
Gross Beta MDC 42 pCirL E900.0 07/11/09 00:27 / cgr
Radium 226 161 pCiiL E903.0 07/01/08 09:386 / jah
Radium 226 precision {£} 2.3 pCi/L E903.0 07/01/09 09:38 / jah
Radium 226 MDC 010 pCliL E903.0 07/01/08 09:38 / jah
Radium 228 08 pCilL RA-05 06/26/09 10:30 7 plj
Radium 228 precision {1} 07 pCI/L RA-05 06/26/09 10:30 / pl
Radium 228 MDC 1.4 pCi/L RA-05 06/26/09 10:30/ plj
DATA QUALITY
A/C Balance (z 5) 191 % Calculation  07/11/09 12:14 / kbh
Anions 1.1 megiL Calculation  07/11/08 12:14 / kbh
Catlons 116  megiL Calculation  07/11/09 12:14 / kbh
Solids, Total Dissolved Calculated 6568 mgiL Calculation 0711708 12:14 / kbh
TDS Balance (0.80 - 1.20) 1.02 Calculation  07/11/09 12:14 / kbh

Report RL - Analyte reporting limit.
QCL - Quality control limit.

Definltions:

MDC - Minimum detectable concentration

MCL - Maximum contarninant level.

ND - Not detected at the reporting limit.
U - Not detected at minimum detectable concentration




J LABORATORIES |

ENERGY LABURALIUMIES, INU, » 23593 S8 UTeeKk HIGnway (8eoU !} « KU, BOX J208 « Lasper, v ootz
1o/l Free 888.235.0515 + 307,235.0515 - Fax 307.234,1639 - casper@snergylab.com « www.energyiab.com

Client;: Cogema Mining Inc
Project: CR Guideline 8

QA/QC Summary Report

Report Date: 07/17/09
Work Qrder: CC8060799

Analyte Count Result  Units

RL %REC Low Limit High Limit

RPD RPDLimit Qual

Method: A2320B

Batch: R120054

Sample |D; MBLK 3 Method Blank Run: MANTECH_080623A 06/23/09 13:40
Alkalinity, Total as CaCO3 3 mgfL 0.2
Carbonate as CO3 ND mg/L 1
Bicarbonate as HCO3 4 mg/L 1
Sample |D: LCS Laboratory Control Sample Run: MANTECH_090623A 06/23/09 14:01
Alkalinity, Tolal as CaCO3 51.7 mg/L 5.0 a7 80 110
Sample ID: C§9060730-001AMS Sample Matrix Spike Run: MANTECH_090623A ~ 06/23/08 15:25
Alkalinity, Total as CaCO3 270 mgfL 5.0 o8 80 120
Sample 1D: C09060730-001AMSD Sample Matrix Spike Duplicate Run; MANTECH_090623A 06/23/09 15:32
Alkalinity, Total as CaCO3 271 mg/l. 50 98 80 120 0.2 20
Meathod; A2510B Analytical Run: ORIONS55A_090622A
Sample ID: [CV2_090622_1 [nitial Catibration Verification Standard 06/22/05 10:18
Conductivity 1400 umhos/cm 1.0 88 80 110
Method: A2510B Bateh: 090622_1_PH-W_5655A-2
Sample 1D; MBLK1_080622 1 Method Blank Run: ORION555A_080622A 06/22/09 10:14
Conductivity 0.8 umhosiem 0.2
Sample 1D; C09060799-005ADUP Sample Duplicate Run; ORIONB55A_090622A 06/22/09 10:47
Conductivity 608 umhosicm 1.0 o 10
Method: A2540C Batch: R119852
Sample |ID: MBLK1_ Methed Blank Run; BAL-1_080622B 06/22/08 15:15
Solids, Total Dissolved TDS @ 180 C ND mgl 6
Sample ID: LCS1_ Laboratory Control Sample Run: BAL-1_090622B 06/22/09 15:16
Solids, Total Dissolved TDS @ 180 C 1010 mg/L 10 101 80 110
Sample ID: C08060799-008AMS Sample Matrix Spike Run: BAL-1_090622B 06/22/08 156:20
Solids, Total Dissolved TDS @ 180 C 2450  mglL 10 101 a0 110 '
Sample 1D: C09060753-008AMSD Sample Matrix Spike Duplicate Run: BAL-1_0906228 06122109 156:20
Solids, Total Dissolved TOS @ 180 C 2450 mg/L 10 101 a0 110 0 i0

Qualifiers:
RL - Analyte reporting limit.

MDG - Minimum detectable concentration

ND - Not detected at the reporting limit.




ENERGY LABORATORIES, INC, - 2393 Salf Cresk Highway (82601} + R (. Box 3258 + Laspal, WY 82602
Toll Free 888.235.0515 + 307.235.0515 + Fax 307.234.1639 + casper@energyiab.com - www.ensigylab.com

LABORATORIES

Client: Cogema Mining Inc
Project: CR Guideline 8

QA/QC Summary Report

Report Date; 07/17/09
Work Order: C09060799

Analyte Count Result  Units RL %REC LowLimit High Limit RPD RPDLimit Qual
Method: A4500-FC Batch: R120256
Sample ID: MBLK Method Blank Run: MANTECH_090629A 06/29/09 13:52
Fluoride ND  magil 0.05
Sample ID: LCS Laboratory Control Sample Run: MANTECH_090629A 06/29/09 13:54
Fluoride 100 mgll 0.10 100 80 110
Sample ID: C080860799-005AMS Sample Matrix Spike Rum: MANTECH_090629A 06/29/08 15:42
Fluoride 1.16 mgft 0.1¢ 103 80 120
Sample ID: C09060799-C0SAMSD Sample Matrix Spike Duplicate Run: MANTECH_090629A 06/29/09 15:45
Fluoride 116  mglL 0.10 103 80 120 ¢ 10
Mathod: A4500-HB Analytical Run: ORIONS55A_080622A
Sample [D: ICV1_080622_1 Initia! Calibration Verification Standard 06/22/08 10:16
pH 6.89 s 0.010 100 a8 102
Method; A4500-HB Batch; 090622_1_PH-W _555A-2
Sampte ID: C09060799-006ADUP Sample Duplicate Run: ORIONS55A_090622A 06/22/09 10:47
pH 7.81 s.u. 0.010 0.3 10
Method:  E200.7 Batch; 22805
Sample |D: MB-22805 2 Method Blank Run: ICP2-C_090714A 07114/09 21:41
lron ND mg/t 0.005
Manganese ND  mg/t 0.007
Sample ID: LCS3-22805 2 Laboratery Contral Sample Run: ICP2-C_080714A 07/14/09 21:46
Iron 254 mglL 0.030 101 85 115
Manganese 247 mglL 0.010 99 85 115
Sampie ID; C09060799-005CMS3 2 Sample Matrix Spike Run: ICP2-C_090714A 07114/08 22:02
Iron 413 mg/L 0.030 114 70 130
Manganese 2.62 mg/L 0,010 102 70 130
Sample ID: COS0807989-006CMSD 2 Sample Matrix Spike Duplicate Run; ICP2-C_080714A 07/14/08 22:06
fron 412  mglL 0.030 113 70 130 0.1 20
Manganese 285 mgl 0.010 103 70 130 13 20
Qualifiers:

RL - Analyte reporting Hmit.

ND - Not detected at the reporting limit.

MDC - Minimum detectable concentration




ENERGY LABORATORIES, INC. - 2393 Salt Cresk Highway (82601) - PO. Box 3268 + Casper, WY 82602

FINERGY Toll Free 888.235.0515 » 307.235.0515 - Fax 307.234.1639 - casper@energylab.com « wwi.energylab.com
QA/QC Summary Report

Client: Cogema Mining Inc Report Date: 07/17/09
Project: CR Guidsline 8 Work Order: COS060799
I‘Analyte Count Result  Units RL %REC Low Limit High Limit RPD RPDLImit Qual
Method: E200.7 Batch: R120617
Sample ID; MB-090708A 8 Method Blank Run: ICP2-C_080708A 07/08/09 14:09
Aluminum ND mg/L 0.03

Boron ND mgit 0.03

Calcium ND mgfL 0.2

Iron ND  mofl 0.005

Magnesium ND  mgil 0.09

Manganese ND mg/L 0.001

Potassium NG  mglL 0.1

Siticon 008 mgll 0.01

Sodium ND mgfL 0.2
Sample 1D; LFB-090708A 2 Laboratory Fortified Blank Run: ICP2-C_090708A 07/08/09 14:13
Aluminum 0929 mglL 0.10 93 85 115

Boron 1.05 mafl. 0.10 105 85 115

Calcium 496 mglL 0.50 99 85 115

Iron 102 mgll 0.030 102 85 115

Magnesium 49.8 mg/L 0.50 100 85 115

Manganese 0.993 mg/l. 0.010 99 85 115

Potassium 46.1 moll, 0.50 a2 85 115

Silicon 0.5114 mgit 0.015 109 85 115

Sodium 475 mgft. 0.50 95 85 115
Sample ID; C02060799-00656BMS2 8 Sample Matrix Spike Run: ICP2-C_090708A 07/08/09 18:01
Alurninum 1988 mglt 0.10 97 70 130

Boron 214 mg/t 0.10 105 70 130

Calcium 122 mg/t 1.0 101 70 130

Iron 198  mgl 0.03¢ 97 70 130

Magnesium 105  mgft 1.0 100 70 130

Manganese 2.06 mg/L 0.010 98 70 130

Potassium 85.7 mg/L 1.0 92 70 130

Silicon 4,02 mgfiL 0.10 104 70 130

Sodium 217 mgit 1.0 100 70 130

Sample iD: C0%060799-006BMSD 8 Sample Matrix Spike Duplicate Run: ICP2-C_090708A 07/08/09 18:.05
Aluminum 2.06 mall. 0.10 1M 70 130 3.6 20

Boron 223 mglL 0.10 109 70 130 441 20

Calcium 123 mgfL, 1.0 102 70 130 0.7 20

lron 2.07 mg/L 0.030 101 70 130 4.3 20
Magnesium 104 mg/L 1.0 99 70 130 0.8 20
Manganese 2.1 mgiL 0010 101 70 130 2,2 20
Potassium 85.9 mg/L 1.0 92 70 130 0.3 20

Siticon 412 mght c.10 116 70 130 23 20

Sodium 222 mgh 1.0 105 70 130 2.3 20

Sample ID: C0S060799-006CMS2 9 Sample Matrix Spike Run; ICP2-C_050708A 07/08/09 20:58
Aluminum 2.1 mg/L 0.16 104 70 130

Qualifiers:

RL - Analyte reporiing limit. ND - Not detected at the reporting limit.

MDC - Minimum detectable concentration




ENERGY

ENERGY LABORATORIES, INC. + 2393 Salt Creek Highway (82601) - FO. Box 3258 + Casper, WY 82602
10l Free 888.235.0515 « 307.235.0615 « Fax 307.234,1639 - casper@energylab.com » www.energyiab.com

Client: Cogema Mining inc
Project: CR Guideline 8

QA/QC Summary Report

Report Date: 07/17/08
Work Order: C09060799

Analyte Count Result  Units RL %REC Low Limit High Limit RPD RPDLimit AQual
Method: E200.7 Batch: R120617
Sample 1D: COS060798-006CMS2 8 Sample Malrix Spike Run: ICP2-C_090708A 07/08/09 20:59
Boron 2,90 ma/l. 0.10 103 70 130
Calcium 107 mg/L 1.0 94 70 130
Iron 188  mgll 0.030 87 70 130
Magnesium 8.3 mg/L 1.0 96 70 130
Manganese 1.98 mg/L 0.014 97 70 130
Potassium 95.2 mg/L 1.0 91 70 130
Silicon 503 mgl 0.10 70 130 A
Sodium 238 mglt 22 110 70 130
Sample ID: C08060799-006CMSD 9 Sample Matrix Spike Duplicate Run: ICP2-C_090708A 07i08/08 2103
Aluminum 2.01 mg/l 0.16 28 70 130 5.1 20
Boron 2.08 mgft 0.10 102 70 130 1.4 20
Calclum 110 mgiL 1.0 96 70 130 2.3 20
lron 1.98 mgil 0.030 97 70 130 0.4 20
Magnesium 100 mgfL 1.0 a7 70 130 0.9 20
Manganese 2.01 mg/L 0.014 98 70 130 1.2 20
Polassium 96.5 mg/L 1.0 92 70 130 13 20
Silicon 5.01 mg/L 0.10 70 130 0.4 20 A
Sodium 239 mgiL 2.2 10 70 130 0.2 20
Method: E200.8 Batch: 22805
Sample ID: MB-22805 Method Blank Run: ICPMS2-C_D90625A 06/26/09 05:41
Manganese ND  mgit 0,0001
Sample ID: LCS3-22805 Laboratory Control Sample Run: ICPMS2-C_090625A 06/26/09 05:48
Manganese 252 mglt 0.010 101 - 85 115
Sample ID: C09060799-505CMS3 Sample Matlrix Spike Run: ICFMS2-C_090625A 06/26/09 06:22
Manganess 2.59 mo/l. 0.010 161 70 130
Sample iD: C09060799-005CMSD Sample Matrix Splke Duplicate Run: ICPMS2-C_090625A 06/26/09 06:28
Manganese 255 mgiL 0.010 89 70 130 1.8 20

Qualifiers:
RL - Analyte reporting fim#,

ND - Not detected at the reporting limit.

A - The analyte level was greater than four times the spike fevel. In
accordance with the method % recovery is not calculated.

MDC - Minimum detectable concentration




= ENERGY LABORATORIES, INC. « 2393 Salf Creek Highway (82601) - RO, Box 3258 + Casper, WY 82602
JINT @V 70/ Free 585.295.0515 + 507.295.0515 - Fax 307.234.1639 - caspergene,:gylab.com « W energylab.com
QA/QC Summary Report
Client: Cogema Mining Inc Report Date: 07/17/08
Project: CR Guidsline 8 Work Order: C08060798
Analyte Count Result  Units RL %REC LowLimit High Limit RPD RPDLImit Qual
Method: E200.8 Batch: R120024
Sample ID: LRB 14 Method Blank Run: ICPMS2.C_080623A 06/23/0¢ 13:16
Arsenic ND myfL 0.0003 )
Barium ND mg/L 3E-05
Cadmium ND mg/L 6E-05
Chrarmium 0.0001 mg/L 8E-05
Coppsr SE-05 mg/L 4E-05
Lead ND ma/l. 2E-05
Manganese ND  mgit 5E-05
Mercury NO mglt 4E-05
Molybdenum ND  mgit 4E-05
Nicke! ND  mgit 9E-05
Selenium . ND mg/L 0.001
Uranium ND  mg/i 8E-06
Vanadium ND  moll 9E-05
Zinc 0.001 mg/L 6E-05
Sample ID: LFB 14 taboratory Forlified Blank Run: ICPMS2-C_080623A 06/23/09 13:23
Arsenic 0.0520 mg/L 0.0010 104 85 115
Barium 0.0517 mg/L 0.0010 103 85 116
Cadmium 0.0520 mg/t 0.0010 104 85 115
Chromium 0.0525 mglt 0.0010 105 85 - 1156
Copper 0.0522 mg/t 0.0010 104 85 115
Lead 0.0522 mg/L. 0.0010 104 85 115
Manganese 0.0520 mg/L 0.0010 104 85 1156
Mercury 0.00517 mg/L. 0.0010 103 85 115
Molybdenum 0.0524 mg/L 0.0010 105 85 115
Nickel 0.0517 mg/L 0.0010 103 85 115
Sslenium 0.0521 ma/l. 0.0014 104 85 115
Uranium 0.0502 mglL 0.00030 100 85 15
Vanadiurm 0.0521 mg/L 0.0010 104 85 115
Zing 0.0536 mg/L 0.0010 105 85 115
Sample |D: C09060799-009BMS4 14 Sample Malrix Spike Run: [CPMS2-C_080623A 06/24/09 06:41
Arsenic 0.0537 mgiL 0.0010 107 70 130
Barium 0.0795 mgiL 0.0010 101 70 130
Cadmium 0.0488 mg/l 0.01¢ 98 70 130
Chromium 0.0498 mg/L 0.0010 89 70 130
Copper 0.0487 mg/L 0.010 97 70 130 j
Lead 0.0512 maiL 0.050 102 70 130 ‘
Manganese 0.144 mg/L 0.010 107 70 130
Mercury 0.00549 mg/L 0.0010 116 70 130 4
Molybderium 0.0504 mglL 0.0010 105 70 130
Nickel 0.0487 mgiL 0.0010 95 70 130
Selenium 0.960 mgiL 0.0010 70 130 A :
Uranium 3.06 mg/L 0.00030 70 130 A
Qualifiers:
RL - Analyla reporiing limit. A - The analyte level was greater than four times the spike [evel. In

accordance with the method % recovery s not calculated.
ND - Not detected at the reporting limit. MDC - Minimum detectable concentration



. ENERGY LABORATORIES, INC. - 2393 Salf Cresk Highway (82601) + PO, Box 3258 « Casper, WY 82602
Tolf Free 888.235.0515 + 307.235.0515 » Fax 307.234.1639 « casper@energylab.com « www.energylab.com

LABORATORIES

QA/QC Summary Report

Cllent: Cogema Mining Inc
Project: CR Guideline 8

Report Date: 07/17/09
Work Order: C09060799

Analyte Count Result  Units Rt %REC Low Limit Hlgh Limit RPD RPDLImit Qual
Method: E200.8 Batch: R120024
Sample ID; C03080799-009BMS4 14 Sample Matrix Spike Run: [CPMS2-C_080623A 06/24/09 06:41
Vanadium 0.102 mgilL 0.10 99 70 130

Zinc 0.05289 mg/L 0.010 104 70 130

Sample ID: C08060799-009BMSD 14 Sample Matrix Spike Duplicate Run: ICPMS2-C_090623A 06/24/09 06:48
Arsenic 0.0548 mg/l 0.0010 110 70 130 21 20

Barium 00786 mg/L 0.06010 98 70 130 1.1 20

Cadmium 0.0487 mg/L 0.010 97 70 130 0 20
Chromium 0.,0508 mg/L 0.0010 81 70 130 24 20

Copper 0.0485 mgiL 0.010 86 70 130 0.4 20

Lead 0.0512 mglL 0.050 102 70 130 0.2 20
Manganese 0.143 ma/L 0.010 104 70 130 0.8 20

Mercury 0.00548 mg/L 0.0010 110 70 130 0.3 20
Melybdenum: 00592 mglL 0.0010 108 70 130 0.3 20

Nickel 0.0480 mglL 0.0010 85 70 130 0.7 20

Selenium 0.968 mglL 0.0010 70 130 t 20 A
Uranium 3.02 mg/l. 0.00030 70 130 1.3 20 A
Vanadium 0.103 mgil 0.10 f01 70 130 0.9 20

Zinc 00515 mg/L 0.010 101 70 130 2.6 20

Method:  E300.0 Batch: R120182
Sample ID: LCS 2 Laboratory Control Sample Run: 1C1-C_090623A 06/23/09 21:30
Chioride 962 mglL 1.0 96 80 110

Sulfate 381 mg/L 1.0 g5 90 110
Sample ID: MBLK 2 Method Blank Run: [C1-C_080623A 08/23/09 21:46
Chlioride ND mgilL 0.04

Suifate ND mg/L 0.1

Sample ID: C0%060799-004AMS 2 Sample Matrix Spike Run: 1IC1-C_080623A 06/24109 14:27
Chloride 99.2  mglL 1.0 98 90 110

Sulfate 698  mgll 1.0 a8 90 110 s
Sample ID: C08060789-004AMSD 2 Sample Matrix Spike Duplicate Run: IC1-C_080623A 06/24/09 14:43
Chloride 100 mglt 1.0 100 g0 110 0.8 20

Sulfate 687 mg/L 1.0 87 g0 110 0.3 20 8
Qualifiers:

RL - Analyte reporting limit. A - The analyte leval was greater than four times the spike level. In
accordance with the method % recovery is not calculated.
ND - Not detected at the reporling iimit. MDC - Minimum detectable concentration

S - Spike recovery ocutside of advisory limits.




LABORATORIES

ENERGY LABORATORIES, INC. - 2393 Salt Cresk Highway (8260 @1{

R =T~ «RO. Box 3258 » Casper, WY 82602
IENTNCOVE 7o/ Froe 8552350515 + 507.295,0615 « Fax 307.234.1639 + casper@energylab.com » www.energyiab.com

Client: Cogema Mining Inc
Project: CR Guideline 8

QA/QC Summary Report

Report Date: 07/17/08
Work Order: C09080799

Analyte Count Result  Units RL %REC LowlLimit High Limit RPD RPDLimit Qual
Method: E350.1 Batch: B_R131712

Sample 1D: MBLK Method Blank Run: SUB-B131712 06/24/09 09:55
Nitrogen, Ammonia as N ND  mgiL 0.02

Sample |D: LFB Laboratory Fortified Blank Run: SUB-B131712 06/24/09 09:56
Nitrogen, Ammonia as N 0.949 mglL 0.10 95 90 110

Sample ID: B09062208-001AMS Sample Matrix Spike Run: SUB-B131712 06/24/09 10:19
Nitrogen, Ammonia as N 0.837 mglL c.10 85 90 110 8

Sample ID: B02062208-G01AMSD Sample Malrix Spike Dupllcate Run: SUB-B131712 06/24/09 10:20
Nitrogen, Ammonia as N 0.871 mg/l. 0.10 89 90 110 4 10 s
Method: E353.2 Batch: B_R131734

Sample ID; MBLK Method Blank Run: SUB-B131734 06/24/09 13:39
Nitrogen, Nitrate+Nitrite as N ND mg/L 0.062

Sample ID: LFB Laboratory Forlified Blank Run; SUB-B131734 06/24/09 13:40
Nitrogen, Nitrate+Nitrile as N 0.985 mg/L. 0.050 101 g0 110

Sample ID: CO8060799-005E Sample Matrix Spike Run: SUB-B131734 06/24/09 15:35
Nitrogen, Nitrate+Nitrite as N 0.038 mg/k 0.050 95 90 110

Sample ID: C09060799-005E Sample Matrix Spike Duplicate Run: SUB-B131734 06/24/09 15:36
Nitrogen, Nitrate+Nilrile as N 0942 mgl 0.050 96 80 110 0.4 10

Qualifiers:
RL - Analyte reporting fimit.

MDC - Minimum detectable concentration

ND - Not detected at the reporting limit.
S - Spike recovery outside of advisory limits.




ENERGY LABORATORIES, INC. - 2393 Salt Crook Highway (82601) » PO, Box 5258 « Casper, WY 82602
YNV 701 Free 558.255.0515 + 307.295.0515 + Fax 307.254,1639 + casper@energyiab.com » www.enerqylab.com

 LABORATORIES |
QA/QC Summary Report
Client: Cogema Mining Inc Report Date: 07/17/09
Project: CR Guideling 8 Work Order: C090680799
Analyte Count Result  Units RL %REC LowLimit High Limit RPD RPDLimit Qual
Method:  E800.0 ) Batch: GrAB-0692
Sample ID: MB-GrAB-0692 § Mesthod Blank Run: G5000W_ 090706A 07111/09 00:27
Gross Alpha 0.7  pCil. U
Gross Alpha precision (1) 06 pCiiL
Gross Alpha MDC 07 pCiL
Gross Beta 3 pCiL U
Gross Beta precision () 1 pCiiL
Gross Beta MDC 2 pCiL
Sample [D: UNAT-GrAB-0892 Laboratory Control Sample Run: G50Q0W_090706A 07/11/08 00:27
Gross Alpha 130 pCilL 87 70 130
Sample [D; Cs137-GrAB-0692 Laboratory Control Sample Run: G5000W_090706A 07/11/09 00:27
Gross Beta 91 pCifL 102 70 130
Sample [D: C09060798-001DDUP & Sample Duplicate Run; G5000W_090706A 07/11/09 00:27
Gross Alpha 358 pCIL 16 257
Gross Alpha precision {t) 3.28 pCiL
Gross Alpha MDC 224 pCil
Gross Beta 10.2 pCiL 23 41.7
Gross Beta precision (1) 1.89  pCilL
Gross Beta MDC 287 pCiL
Sample ID: CO8061220-001AMS Sample Matrix Spike Run: G5000W_090706A 07/11/09 12:46
Gross Alpha 180  pCilL 127 70 130
Sample ID: C09061220-001AMSD Sample Matrix Spike Duplicate Run: G5000W_090706A 0711108 12:46
Gross Alpha 207  pCiL 140 70 130 9 17.5 s

- Spike response Is oulside of the acceptance range for this analysis. Since the LCS and the RPD for the MS MSD pair are acceptable, the response is considered to be
matrx related, The batch is approved.

Sample ID: C08061220-002AMS Sample Matrix Splke Run: G5000W_080706A 07/11/08 12:46
Gross Bela 92.3  pCiL 100 70 130

Sample ID: C02061220-002AMSD Sample Matrix Spike Duplicate Run: G5000W_090706A 07/11/08 12:46
Gross Bela 80.8 pCill L] 70 130 1.5 16.3
Qualifiers:

RL - Analyte reporiing limit. ND - Nof detected at the reporting limit.

MDG - Minimumn detectable concentration S - Spike recovery outside of advisory limits.

U - Not detected at minimum detectable concentration




ENERGY LABORATORIES, INC. - 2393 Sait Creek Highway (82601) - PO, Box 3258 + Casper, WY 82602

Sample |D: LCS-RA226-3765

Labaratery Control Sample

E/\ER (&VE 70/ Free 898.235.0515 « 307.235.0515 + Fax 307.294.1639 + casper@enelgylab.com « www.energylab.com
QA/QC Summary Report

Client: Cogema Mining Inc Report Date: 07/17/09
Project: CR Guideline 8 Work Order; C09080799
Analyte Count Resuit  Units RL %REC Low Limit High Limit RPD RPOLImIt Qual
Methed: ES03.0 Batch: RA226-3765

Sample ID: C080560787-003AMS Sample Maliix Spike Run: BERTHOLD 770-2_090622A 06/20/09 21:27
Radium 226 15 pCiL 88 7C 130

Sample ID: CO8060787-C03AMSD Sample Maliix Spike Duplicate Run: BERTHOLD 770-2_090622A 06/20/09 21.27
Radium 226 16  pCilL 87 70 130 041 258

Sample |D: MB-RA226-3765 2 Methed Blank Run: BERTHOLD 770-2_090622A 06/25/09 23:16
Radium 2286 -0.04  pCil u
Radium 226 precisfon (1) 0.1 pCilL

Radium 226 MDC 02 pCil

Run: BERTHOLD 770-2_090622A 06/29/09 23:16

Radium 226 6.8 pCiL B7 70 130
Mathod: E903.0 Batch: RA226-3766
Sample 1D: C09060787-005AMS Sample Matrix Spike Run: TENNELEC-3_090623C 07/01/08 09:38
Radium 226 13 pCilk 82 70 130
Sample |D; C09060787-006AMSD Sample Matrix Spike Duplicate Run: TENNELEC-3_090623C 07/01/09 09:38
Radium 226 13 pCilL 81 70 130 0.9 24.3
Sample ID: MB-RA226-3766 3 Method Blank Run: TENNELEC-3_080623C 07/01/0% 09:38
Radium 226 62 pCiL .
Radium 226 precision {t) 0.1 pCilL
Radium 226 MDC 0.1 pCiL
Sample ID; LCS-RA226-3766 Laboratory Control Sample Run: TENNELEC-3_080623C 07/01/09 09:38

Radlum 226

79  pCiL

98 70 130

Method: RA-05
Sample 1D; LCS-228-RA226-3765
Radium 228

Sample ID: MB-RA226-3765
Radium 228
Radium 228 precision ()
Radium 228 MDC

Sample |D: C05060787-004AMS
Radium 228

Sample |D: C09060787-004AMSD
Radium 228

12

Laboratory Control Sample

85 pCiL
Method Blank
0.03 pCiL
0.8 pCiL
1 pCiL
Sample Malrix Spike
22  pCiL

Sampla Malrix Spike Duplicate
19  pCiL

Batch: RA228-2731

Run: TENNELEC-3_090622A 06/26/09 08:26
110 70 130

Run: TENNELEC-3_090622A 06/26/08 08:26

u

Run: TENNELEGC-3_090622A 06/26/09 08:26
108 70 130

Run; TENNELEC-3_080622A 06/26/00 08:26

93 70 130 12 33.6

Qualifiers:
RL - Analyte reporting limit.

MDC - Minimum detectable concentration

ND - Not detected at the reporting limit.
U - Not detscted at minimum detectable concentration




W=y ENERGY LABORATORIES, INC. » 2393 Salt Creek Highway (82601) « FO. Box 3258 + Caspss, WY 82602
EINER G/ Toll Free 8682350516 « 307.235.0515 « Fax 307.234.1639 + casper@ensigyiab.com « wew.engrgylab.com
QA/QC Summary Report
Client: Cogema Mining In¢ Report Date: 07/17/08
Project: CR Guideline 8 Work Order; C09080799
Analyte Count Result  Units Ri. %REC LowLimit High Limit RPB RPDLimit Qual
Method: RA-05 Batch: RA228-2732

Sample |D; LCS-228-RA226-3766
Radium 228

Sample ID: MB-RA226-3766
Radium 228
Radium 228 precision (1)
Radium 228 MDC

Sample ID; C02060787-006AMS
Radium 228

Sample ID: C02060787-006AMSD
Radlum 228

Laboratory Control Sample

88 pCiL
3 Method Blank
-0.8  pCilL
0.7 pCilk
1 pCill.
Sample Matrix Spike
18 pCil

Sample Matrix Spike Duplicate
17 pCilL

Run: TENNELEC-3_060623E
112 70 130

Run: TENNELEC-3_080623E

Run: TENNELEC-3_090623E
102 70 130

Run: TENNELEC-3_090623E
90 70 130

1

06/26/09 10:30

06/28/09 10:30
u

06/26/09 10:30

06/26/09 10:30
33.9

Quatifiers:
RL - Analyte reporting limit.

MDC - Minimum detectable concentration

ND - Not detected at the reporting fimit.
U - Not detected at minfmum detectable concentration




SAMPLE SUBMITTAL AND CHAIN OF CUSTODY FORM

COGEMA Mining Inc. ; PO Box 730 Mills, WY 82644
Phone 738-2464 (Irigaray Mine) or 234-5019 (Milis Office)

E\mples shipped to Energy Lab; Casper, WY

Date(g_/ﬂé Received D@MM fate% ,{E / J/

Sample Deacription: CR Guideline 8

Analysis Requested*: ASSAY SUITE A; Water quality parameters listed in the Wyoming
DEQ Guideline # 8, for uranium mines.

Send Analysis Results to Larry Abogast
e-mail copies to larry.abogast@areva.com &

hdemuth@petrotek.com
Sample | Sample | Water Sample Preservation (X)
# Identification Name Date | Volume |Filtered | Not Filt] HNO3 | H2804 Comments
1 B5MhMuss9 Glrifeq | A Liter X
500 mi X X
500 mi X X
2 Liter X X
500ml | X X
Cﬂ /[ /q "k *k "ok *k *k
e L1 "k R *¥k
i Rk ok *% *k
oy *% sk k2 *k
ok *k %% *% wk
L 13 £33 *%k * % *k
o "k *& ** *%
e kR *% x% *k
ik &k ok *% *%
we ok ET *% *k
ey *k *% *% *k
P *k *& *k **
o *k * doke ok
Fys *¥ *% *& *&
ok w & *R *%k *k
o *& *% L3 Jedk
rery k& *k *k *k

* Al analysis will be performed in accordance with EPA approved procedures and/or the latest editlon of Standards Msthods,

S S, mple#1 0745(
‘,/wg«i%?ex NV-FORM\SUB-G8  (6-8-94 JV) o't /@/ o

(it ey é// a4 Q/W /IKJ’W / ‘f‘/f"’ 9 Jps
A




Energy Laboratories Inc
Workorder Recelpt Checklist R

Cogema Mining Inc C09060799
Login completed by: Corinne Wagner Date and Time Received: 6/19/2009 9:02 AM
Reviewed by: Received by: dd

Reviewed Date: Carrier name: Hand Del

Shipping contalnar/cooler in good condition? Yes [V] No [] Not Present [}

Custody seals intact on shipping container/cooler? Yes [ No [] Not Present [/]

Custody seals Intact on sample botties? Yes [] No [ Not Present 7]

Chain of cuslody present? Yes [v] Ne ]

Chain of custody signed when relinquished and received? Yes [v] Ne [

Chain of custody agrees with sample labals? Yes [] No ]

Samples In proper contalner/bottle? Yes [/ No [

Sample containers intact? Yes [v} No [}

Sufficlent sample volume for Indlcated test? Yes [/ No 7]

All samples received within holding time? Yes ] No ]

Container/Temp Blank temperature: 14°C

Water - VOA vials have zero headspace? Yes ] No ] No VOA vials submitted  [v]
Water - pH acceptable upon receipt? Yes [/] No ] Not Abp!icab!e O

Contact and Corrective Action Comments:

None




ENERGY LABORATORIES, INC. - 2393 Salf Creek Highway (82601) + RO, Box 3258 . Casper, WY 82602
Toll Free 888.235.0515 « 307.235.0515 « Fax 307.234.1639 « casper@ensrgylab.com « www.eneigyiab.com

f L ABORATORIES
CLIENT: Cogema Mining inc Date: 17-Jul-09
Project: CR Guideline 8 CASE NARRATIVE ’

Sample Delivery Group: C09060798

ORIGINAL SAMPLE SUBMITTAL(S)
All original sample submittals have been returned with the data package.

SAMPLE TEMPERATURE COMPLIANCE: 4°C (2°C)
Temperature of samples received may not be considered properly preserved by accepted standards. Samples that are hand
delivered Immaediately after collection shall be considered acceptable if there is evidence that the chilling process has begun.

GROSS ALPHA ANALYSIS
Method 900.0 for gross alpha and gross beta Is intended as a drinking water method for low TBS waters. Data provided by
this method for non potable waters should be viewed as inconsistent,

RADON IN AIR ANALYSIS

The desired exposure time Is 48 hours (2 days). The time delay in refurning the canister to the laboratory for processing
should be as short as possible to aveid excessive decay. Maximum recommended delay between end of exposure to
beginning of counting should not exceed 8 days.

SOIL/SOLID SAMPLES
All samples reported on an as received basis unless otherwise indicated.

ATRAZINE, SIMAZINE AND PCB ANALYSIS USING EPA 505

Data for Atrazine and Simazine are reported from EPA 525.2, not from EPA 505. Daia reported by ELI using EPA method .
505 reflects the results for seven individual Aroclors. When the results for all seven are ND (not detected), the sample
meets EPA compiiance criteria for PCB monitoring.

SUBCONTRACTING ANALYSIS

Subcontracting of sample analyses to an outside laboratory may be required. if so, ENERGY LABORATORIES will utitize its
branch laboratories or qualified contract laborataries for this service. Any such laboratories wilt be indicated within the
Laboratory Analytical Report.

BRANCH LABORATORY LOCATIONS

eli-b - Energy Laboratorles, inc. - Billings, MT

eli-g - Energy Laboratories, inc. - Gilleite, WY

eli-h - Energy Laboratories, inc. - Helena, MT

eli-r - Energy Laboratories, Inc. - Rapid City, SD
eli-t - Energy Laboratories, inc. - College Station, TX

CERTIFICATIONS:
USEPA: WY(00002, Radiochemical WY00837; FL-DOH NELAC: E87641, Radiochemical E871017; California: 02118CA,
Oregon: WY200001; Utah: 3072350515; Virginia: 00057; Washington: C1903

1SO 17025 DISCLAIMER:
The results of this Analytical Report relate only to the items submitted for analysis.

ENERGY LABORATORIES, INC. - CASPER,WY cerifies that certain method selections contained in this report meet
requirements as set forth by the above accrediting authorities. Some resuits requested by the client may not be covered
under these certifications. All analysis data to be submitted for regutatory enforcement should be certified in the sample
state of origin. Please verify ELI's cerification coverage by visiting www.energylab.com

EL] appreciates the opportunity to provide you with this analylica! service. For additional Information and services visit our
web page www.energylab.com,

THIS IS THE FINAL PAGE OF THE LABORATORY ANALYTICAL REPORT




