
TABLE 3.5-2 (Continued)

10. Low Flow Loop. 75% F.P.  

Low Flow Two Loops 10-75% 
F.P.  

11. Lo Lo Steam Generator 
Water Level 

12. Undervoltage 6.9 KV Bus 

13. Low frequency 6.9 KV Bus 

14. Quadrant power tilt monitors 

15. Turbine trip (overspeed 
protection)*,**,, 

16. Control Rod Protection**** 

17. Turbine Trip 35% F.P.  
A. Low Auto Stop Oil 

Pressure 

18. Reactor Trip Logic

3/loop 2/loop(any loop) 

3/loop 2/loop(any two 
loops)

3/loop 2/loop

2/operable 
loop 
2/operable 
loop

2/loop

1/operable 
loop 
1/operable 
loop

1/loop

I/bus 

i/bus 

2

Maintain 
hot 
shutdown

Maintain hot shutdown 

Maintain hot shutdown 

Maintain hot shutdown*** 

Log individual upper 
and lower ion chamber 
currents once/shift and 
after load change >10% 

Maintain hot shutdown 

During RCS cooldown, 
manually open reactor 
trip breakers prior to 

Tcold decreasing below 
350 9 F. Maintain 
reactor trip breakers 
open during RCS cooldown 
when Tcold is less 
than 3500 F.  

Maintain reactor power 
below 35% F.P.  

Be in Hot Shutdown 
within the next six hours.
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19. Reactor Trip Breakers

TABLE 3.5-2 (Continued) 

2 3 

12t

5 

With either diverse 
trip feature inoperable, 
or the breaker incapable 
of tripping for any other 
reason, restore it to 
operable condition or, be 
in hot shutdown within the 
next six hours and open 
both reactor trip breakers 

... The-brer-shall nt-k be 

bypassed except for the 
time required for performing 
maintenance and/or testing 
to restore it to operability.,

F.P. Rated Power 

* If two of four power channels greater than 10% F.P., channels are not reqired.  

** If one of two intermediate range channels greater than i0-10 amps, channels are not recuired.  

* 2/4 trips all four reactor coolant pumps.  

R Recuired only when control rods are positioned in core locations containing LOPAR fuel.  

'** This will provide a turbine trip at all power levels and a reactor trip when greater than or equal 
to 35% F.P..  

* A reactor trip breaker and/or associated logic channel may he bypassed for maintenance or surveillance testing 

for up to eight hours provided the redundant reactor trip breaker and/or associated logic channel is operable. ' 
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