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Summary of Operating Experience

September 1988 

The unit was operated at 100% reactor power for the month of September, 
except for the following reductions in power.  

During inspection of the tank to locate a leak in the heating steam coil 
on 9/24 at 1315, the refueling water storage tank (RWST) was declared 
inoperable after a potential problem was discovered with the tank level 
indicator. As a result, the unit was shut down at 1721 that day.  

After repairs were completed to the heating coil on 9/29, the unit was made 
critical at 0613 and synchronized to the bus at 1815.  

Prior to reaching full power, #22 main boiler feedpump (MBFP) was removed 
from service at 1800 on 9/30 for scheduled maintenance, to repair an outer 
casing gasket leak. The unit was maintained at approximately 89% reactor 
power for the remainder of the month as repairs to #22 MBFP continued.
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OPERATING DATA REPORT

DOCKET NO. 50-247 
DATE 10-7-88 

COMPLETED BY K.Krieer 
TELEPHONE (914526 -- 55

OPERATING STATUS 

Unit Name: 'Indian Point Unit 2 Notes 

Reporting Period: September 1988 

Licensed Thermal Power (MWt): 2758 

Nameplate Rating (Gross MWe): 1013 

Design Electrical Rating (Net MNWe): 873 

Maximum Dependable Capacity (Gross MWe): 885 
Maximum Dependable Capacity (Net MWe): 849 
If Changes Occur in Capacity Ratings (Items Number 3 Through 7) Siice Last Report, Give Reasons:

9. Power Level To Which Restricted, If Any (Net MWe): 
10. Reasons For Restrictions, If Any: 

This Month Yr.-to-Date CuiL:itive 

11. Hours In Reporting Period 720 6575 '124944 
12. Number Of Hours Reactor Was Critical 611.62 5328.38 85947.55 
13. Reactor Reserve Shutdown Hours 108.38 108.38 3876.88 
14. Hours Generator On-Liie 599.10 5128.79 83525.47 
15. Unit Reserve Shutdown Hours 0 0 0 
16. Gross Thermal Energy Generated (MWH) 1631675 13735600 226258879 
17. Gross Electrical Energy Generated (MWH) 519247 4437333 68049889 
18. Net Electrical Energy Generated (MWH) 495861 - 4250689 64987604 
19. Unit Service Factor 83.2 78.0 66.9 
20. Unit Availability Factor 83.2 78.0 66.9 
21. Unit Capacity Factor (Using IDC Net) 81.1 75.6 60.6 
22. Unit Capacity Factor (Using DER Net) 78.9 74.1 59.6 
23. Unit Forced Outage Rate 16.8 3.5 8.3 
24. Shutdowns Scheduled Over Next 6 Months (Type, Date, and Duration of E:ach): 

Refueling/Maintenance Outage, March 15, 1988, approximately sixty-nine days.

25. If Shut Down At End Of Report Period, Estimated Date of Startup: 
26. Units In Test Status (Prior to Commercial Operation):

INITIAL CRITICALITY 
INITIAL EILECTRICITY 
COMMER'IAL OPERATION

Fbrecast 

N/A 
N/A 

N/A

Achicvcd 

N/A 
N/A 

N/A

(0/77 )



0
AVERAGE DAILY UNIT POWER LEVEL 

DOCKET NO. 50-247 

UNIT IP Unit No. 2 

DATE 10-7-88 

COMPLETED BY K. Krieger 

TELEPHONE (914) 526-5155

MONTH September 1988 

DAY AVERAGE DAILY POWER LEVEL 
(MWe-Net) 

I 837 

2 836 

3 832 

4 844 

5 841 

6 845 

7 845 

8 848 

9 850 

10 850 

11 848 

12 855 

13 849 

14 852 

Is 850 

848 
16

DAY AVERAGE DAILY POWER LEVEL 
(MWe-Net) 

17 850 

18 847 

19 856 

20 855 

21 847 

855 22 

23 858 

24 600 

0 250 
26 

0 

27 0 

28 0 

29 0 

690 
31 

31

INSTRUCTIONS 

On this format, list the average daily unit power level in MWe-Net for each day in the reporting month. Compute to 
the nearest whole megawatt.  

(9/77)



UNIT SHUTDOWNS AND POWER REDUCTIONS 

REPORT MONTH September 1988

Reason: 
A-Equipment Failure (Explain) 
B-Maintenance of Test 
C-Refueling 
D-Regulatory Restriction 
E-Operator Training & License Examination 
F-Administ rative 
G-Operational Error (Explain) 
H-Other (Explain)

DOCKET NO.  
UNIT NAME 

DATE 
COMPLETED BY 

TELEPHONE

Method: 
I-Manual 
2-Manual Scram.  
3-Automatic Scram.  
4-Other (Explain)

50-247 

IP Unit No. 2 
10-7-88 

K. Krieger 
(914) 526-5155

Exhibit G - Instructions 
for Preparation of Data 
Entry Sheets for Licensee 
Event Report (LER) File (NUREG
0161)

Exhibit I - Same Source
(9/77)

' 7- .E Licensee =€" 
.... -"% Cause & Corrective 

No. Date >. - Event Action to 
CC Report = E - Prevent Recurrence 

7 880924 F 120.9 1 SF INSTRU Refueling Water Storage Tank Level Indication 
I Problem.

F: Forced 
S: Scheduled
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MAJOR SAFETY-RELATED CORRECTIVE MAINTENANCE

MWO 

40070 

40184 

39982 

40150 

39558 

39830 

38213

SYSTEM 

SIs 

AFW 

480V 

EDG 

EDG 

EDG 

CVCS

COMPONENT 

Valve 4351 

#22 AFW Pump 

MCC26B-2DR 

PCV-5004 

#22 EDG 

#21 EDG 

#21 Charging 
pump 

Spent fuel 
pit filter

DATE 

8/18/88 

8/16/88 

8/01/88 

8/16/88 

8/18/88 

8/01/88 

8/03/88 

8/03/88

WORK.PERFORMED 

Replaced check 
valve 

Adjusted 
overspeed trip 

Replaced latching 
mechanism 

Installed new 
valve 

Replaced air 
compressor 

Replaced pre
lube pump motor 

Replaced suction 
and discharge 
valves .  

Replaced filter 
and gaskets

36071 SFPC



REVISED MOR 

0 AUGUST 1988 

0 JULY 1988


