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OPERATING STATUS 

1. Unit Name: Indian Point Unit #2 Notes 

2. Reporting Period: December 1988 

3. Licensed Thermal Power (MWt): .2758 

4. Nameplate Rating (Gross MWe): 1013 

5. Design Electrical Rating (Net MWe): 873 

6. Maximum Dependable Capacity (Gross MWe): 900 

7. Maximum Dependable Capacity (Net MWe): 1 864 

8. If Changes Occur in Capacity Ratings (Items Number 3 Through 7) Since Last Report. Give Reasons:

9. Power Level To Which Restricted, If Any (Net MWe): 

10. Reasons For Restrictions, If Any: 

This Month Yr.-to-Date Cumulative 

11. Hours In Reporting Period 744 8784 127153 
12. Number Of Hours Reactor Was Critical 744 7491.83 88111.00 
13. Reactor Reserve Shutdown Hours 0 141.51 3910.01 
14. Hours Generator On-Liihe 744 7250.14 85646.82 
IS. Unit Reserve Shutdown Hours 0 0 0 
16. Cross Thermal Energy Generated (MWH) 2042469 19496814 232020093 
17. Gross Electrical Energy Generated (MWH) I 670369 6318031 69930587 
18. Net Electrical Energy Generated (MWH) 647997 6063986 66800901 
19. Unit Service Factor 100 82.5 67.4 
20. Unit Availability Factor 100 82.5 67.4 
21. Unit Capacity Factor (Using MDC Net) 100.8 80.6 
22. Unit Capacity Factur (Using DER Net) 99.8 79.1 60.2 23. Unit Forced Outage Rate O_3.6_8.2 

24. Shutdowns Scheduled Over Next 6 Months (Type. Date. and Duration of Each ): 
Refueling/Maintenance Outage, March 15, .1989 approximately 72 days.

25. If Shut Down At End Of Report Period, Estimated Date of Startup: 
26. Units In Test Status (Prior to Commercial Operation): 

INITIAL CRITICALITY 
INITIAL ELECTRICITY 

COMM ERCIAL OPERATION

Forecast 

N/A 

N/A

Achieved 

N/A 
N/A 

-N/A
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