
The Detroit Edison Company
One Energy Plaza, Detroit, MI 48226-1279

10 CFR 52.79

February 11, 2010
NRC3-10-0009

U. S. Nuclear Regulatory Commission
Attention: Document Control Desk
Washington, DC 20555-0001

References: 1) Fermi 3
Docket No. 52-033

2) Letter from Jerry R. Hale (USNRC) to Jack M. Davis (Detroit Edison),
"Request for Additional Information Letter No. 23 Related to the SRP Section
9.2.5 for the Fermi 3 Combined License Application," dated January 25, 2010

Subject: Detroit Edison Company Response to NRC Request for Additional Information
Letters No. 23

In Reference 2, the NRC requested additional information to support the review of a portion of
the Fermi 3 Combined License Application (COLA). The response to this Request for
Additional Information (RAIs) is provided as Attachment 1 of this letter. Information contained
in this response will be incorporated into a future COLA submission as described in the RAI
response.

If you have any questions, or need additional information, please contact me at (313) 235-3341.



USNRC
NRC3-10-0009
Page 2

I state under penalty of perjury that the foregoing is true and correct. Executed on the 11th day of
February 2010.

Sincerely,

Peter W. Smith, Director
Nuclear Development - Licensing & Engineering
Detroit Edison Company

Attachment: 1) Response to RAI Letter No. 23 (Question No. 9.2.5-1)

cc: Chandu Patel, NRC Fermi 3 Project Manager
Jerry Hale,-NRC Fermi 3 Project Manager
Ilka Berrois, NRC Fermi 3 Project Manager
Bruce Olson, NRC Fermi 3 Environmental Project Manager
Fermi 2 Resident Inspector
NRC Region III Regional Administrator
NRC Region II Regional Administrator
Supervisor, Electric Operators, Michigan Public Service Commission
Michigan Department of Environmental Quality

Radiological Protection and Medical Waste Section
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-I Response to RAI Letter No. 23
(eRAI Tracking No. 3929 Revision 1)

/
RAI Question No. 09.02.05-1
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NRC RAI 09.02.05-1

In Fermi-3 FSAR Revision 1 Section 9.2.5, the applicant addressed COL holder item COL 9.2.5-
1-H, "Post 7 day makeup to UHS, "according to ESB WR DCD Revision 5 COL 9.2.5-1-H.
However, in Revision 6 of the DCD, GEH revised the above COL holder item to become a
COL applicant item, COL 9.2.5-1-A. The applicant is requested to revise its FSAR accordingly
to reflect this DCD change from Revision 5 to Revision 6.

Response

Per the NRC staff's request, Fermi 3 FSAR Table 1.10-201 and Section 9.2.5 will be revised to
reflect the ESBWR DCD change from Revision 5 to Revision 6. Other editorial changes are
included for consistency with the DCD.

Proposed COLA Revision

See attached proposed markup to FSAR Table 1.10-201 and Section 9.2.5.
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Markup of Detroit Edison COLA
(following 2 pages)

The following markup represents how Detroit Edison intends to reflect this RAI response in the
next submittal of the Fermi 3 COLA Revision 2. However, the same COLA content may be
impacted by revisions to the ESBWR DCD, responses to other COLA RAIs, other COLA
changes, plant design changes, editorial or typographical corrections, etc. As a result, the final
COLA content that appears in a future submittal may be different than presented here.
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Part 2: Final Safety Analysis Report

Table 1.10-201 Summary of FSAR Sections Where DCD COL Items Are Addressed
(Sheet 3 of 6) [EF3 SUP 1.10-1]

Item No..

5.2-2-H

5.2-3-A

5.3-2-A

6.2-1-H

6.4-1-A

6.4-2-A

6.6-1-A

6.6-2-A

8.2.4-1-A

8.2.4-2-A

8.2.4-3-A

8.2.4-4-A

8.2.4-5-A

8.2.4-6-A

8.2.4-7-A

8.2.4-8-A

8.2.4-9-A

8.2.4-10-A

8A.2.3-1 -A

9.1-4-A

9.1-5-A

Subject/Description of Item

Leak Detection Monitoring

Preservice and Inserice Inspection NDE Accessibility Plan Description

Materials and Surveillance Capsule

Pipe Length from Containment to Inboard/Outboard Isolation Valve

CRHA Procedures and Training

Toxic Gas Analysis

PSI/ISI Program Description

PSI/ISI NDE Accessibility Plan Description

Transmission System Description

Switchyard Description

Normal Preferred Power

Alternate Preferred Power

Protective Relaying

Switchyard DC Power

Switchyard AC Power

Switchyard Transformer Protection

Stability and Reliability of the Offsite Transmission Power Systems

Interface Requirements

Cathodic Protection System

Fuel Handling Operations

Handling of Heavy Loads

FSAR Section

5.2.4 and 5.2.5.9

5.2.4 and 5.2.4.2

5.3.1.8

6.2.4.2

6.4.4

6.4.5

6.6

6.6.2

8.2.1.1

8.2.1.2.1

8.2.1.2

8.2.1.2

8.2.1.2.2

8.2.1.2.1

8.2.1.2.1

8.2.1.2.1

8.2.2.1

8.2.2.1

8A.2.1

9.1.4.13 and 9.1.4.19

9.1.5.6, 9.1.5.8, and
9.1.5.9

9.2.1.2

9.2.5

9.3.2.2

9.3.9

9.3.9.2

9.3.10.2

9.3.11.2

93.11.4

9.5.1.4

9.5.1.4

9.2.1-1-A

9.3.2-1-A

9.3.9-1-A

9.3.9-2-A

9.3.10-1-A

9.3.11-1-A

9.3.11-2-A

9.5.1-1-A

9.5.1-2-A

Material Selectio.0ISeven dayI
Post -7-eylTiakeup to Ultimate Heat Sink (UHS)

Post-Accident Sampling Program

Implementation of Hydrogen Water Chemistry

Hydrogen and Oxygen Storage and Supply

Oxygen Storage Facility

Determine Need for Zinc Injection System

Provide System Description for Zinc Injection System

Secondary Firewater Storage Source

Secondary Firewater Capacity

1-145 Revision 1
March 2009
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Part 2: Final Safety Analysis Report

on-site evaluation of potential radiological contamination and treatment

when contamination is beyond acceptable limits.

9.2.4.4 Testing and Inspection Requirements

The PWS and SWDS are proven operable by their use during normal
plant operation.

9.2.4.5 Instrumentation Application

The PWS and SWDS are furnished with instrumentation that permit local

and/or remote monitoring and control of each of the respective
processes. This instrumentation includes meters, switches, indicators,

pressure gauges, flow switches, transmitters, controllers, and valves as
required for service, operation, and protection of plant personnel and

equipment.

9.2.5 Ultimate Heat Sink

This section of the referenced DCD is incorporated by reference with the
following departures and/or supplements.

Replace the second to last sentence in the seventh paragraph with the
following.

[STD COL 9.2.5-1-A
STD COL 9.2.5 1 H [START COM 9.2-001] Procedures that identify and prioritize available

makeup sources seven days after an accident, and provide instructions

for establishing necessary connections, will be developed in accordance
with the procedure development milestone in Section 13.5. [START COM

9.2-001]

9.2.5.1 COL Information

STD COL 9.2.5-1-A I.2611 Post7- day Makeup to UHS

STD COL 9.2.5 1 H This COL item is addressed in Subsection 9.2.5.

9.2.6 Condensate Storage and Transfer System

This section of the referenced DCD is incorporated by reference with the

following departures and/or supplements.
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