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1.0 INTRODUCTION 

1.1 Licensee Submittal and Staff Review 

By letter dated May 9, 1988, as supplemented June 9, 1988, December 20, 1988, 
May 26, 1989 and September 15, 1989, the Power Authority of the State of New 
York (the licensee) requested a change to Facility Operating License DPR-64 
which would revise Sections 3.8, 5.3 and 5.4 of the Technical Specifications 
for the Indian Point 3 Nuclear Generating Station Unit No. 3 (IP3). The 
proposed changes would allow the replacement of the existing high density 
spent fuel storage racks with maximum density storage racks. These changes 
would also permit the reload of fuel assemblies with enrichments up to 4.5 
weight percent U-235 and the storage of such assemblies prior to and 
subsequent to loading in the reactor. The maximum density storage racks would 
increase the current storage capacity of 840 fuel assemblies to 1345 fuel 
ass emb lies.  

The May 9, 1988 request for the amendment was noticed in the Federal Register 
on July 5, 1988 (54 FR 25222) as a Consideration of Issuance of Amidiii-RYT6 
Facility Operating License and Opportunity for Hearing.  

The licensee's letter dated June 9, 1988 transmitted Technical Specification 
figures which were inadvertently omitted from the May 9, 1988 letter. These 
figures did not provide any information that was not available in the May 9, 
1988 submittal. Letters dated December 20, 1988, May 26, 1989 and 
September 15, 1989 provided additional information.  

1.2 Description 

The amendment would authorize the licensee to increase the spent fuel pool 
storage capacity from 840 to 1345 fuel assemblies.  
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The licensee provided the following description: 

"The existing high density storage racks are arranged in twelve modules.  
In seven of the twelve existing modules, the center-to-center spacing of 
the fuel cells is 12 inches in either direction; in five of the twelve 
modules, the center-to-center spacing of the fuel cells is 12 inches in 
one direction and 11.25 inches in the other direction. The existing 
storage cells are formed from a type 304 stainless steel sheet of 0.150 
inch minimum thickness with borated stainless steel plates welded to the 
cell at specified locations.  

The replacement storage rack design is a free-standing welded honeycomb 
array of stainless steel boxes which has no grid frame structure. The 
storage racks are arranged and categorized in two regions based on fuel 
assembly enrichment and burnup. The nominal pitch for Region I and 
Region II storage cells is 9.075 inches. All storage cells are bounded on 
four sides by boral poison sheets, except on the periphery of the pool 
rack array.  

Each of the replacement maximum density racks will be supported and 
leveled on four screw pedestals which bear directly on the pool floor.  
These free-standing racks are free to move horizontally. However, with 
only a 0.2 friction factor, there is no wall impact even assuming five 
(5) OBE and one (1) SSE earthquake events all added up in the same 
direction. Additionally, there is no rack-to-rack impact since the 
maximum density racks are designed to be installed with essentially no 
gap between the racks. The strong hydrodynamic coupling between the 
racks causes the racks to move together even when a full and empty rack 
are adjacent to each other. The seismic analysis (Reference 1) shows 
that rack-to-rack impact will not occur through the full range of 
realistically expected gaps between installed racks.  

The maximum density storage racks are designed for a fuel enrichment of 
up to 4.5 w/o U-235, which is slightly higher than the currently 
allowable maximum of 4.3 w/o U-235. This application also seeks to 
increase the maximum fuel enrichment allowed in the spent fuel pool and 
the reactor core from 4.3 w/o to 4.5 w/o U-235."' 

2.0 EVALUATION 

2.1 Criticality Analysis 

2.1.1 Calculation Methods 

The calculation of the effective multiplication factor, k f makes use of the 
PDQ-7 two-dimensional, four energy group, diffusion theory tomputer code with 
neutron cross sections generated by the LEOPARD code. These codes were 
benchmarked by Pickard, Lowe and Garrick, Inc. (PLG) against a series of 
critical experiments with characteristics similar to the Indian Point 3 spent 
fuel pool racks. These comparisons resulted in a model bias of +0.0067 and a 
95/95 probability/confidence uncertainty of +0.0027 for the Region I racks and 
a model bias of +0.0057 and a 95/95 uncertai~ity of +0.0086 for the Region 11 
racks.
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In order to calculate the criterion for acceptable burnup for storage in 
Region II, calculations were made for fuel of several different initial 
enrichments and, at each enrichment, a limiting reactivity value was 
established which included an additional factor for uncertainty in the burnup 
analysis. Burnup values which yielded the limiting reactivity values were 
then determined for each enrichment from which the acceptable burnup domain 
for storage in Region II, as shown in Technical Specification Figure 3.8-2, was 
obtained. The staff finds this procedure acceptable.  

2.1.2 Treatment of Uncertainties 

Since the basic calculational model assumed that the entire active fuel length 
is shielded by boral, a bias was incorporated to account for the 5.5 inches of 
active fuel uncovered at the top and bottom of each fuel assembly due to the 
actual boral panel length. In addition, variations in manufacturing 
tolerances on stainless steel wall thickness, boral thickness, boral panel 
length, fuel box dimensions, boral box dimensions, and fuel pellet density 
were incorporated. The reactivity effects of pool temperature, water density, 
and fuel position uncertainty were found to be negative and were ignored for 
conservatisin.  

For the Region I analysis, the total uncertainty is the statistical 
combination of the calculational uncertainty and the manufacturing and 
mechanical uncertainties. In the Region 11 analysis, the same uncertainties 
as well as an uncertainty due to the burnup analysis are considered and 
combined statistically.  

The staff concludes that the appropriate uncertainties have been considered 
and have been calculated in an acceptable manner. In addition, these 
uncertainties were determined at least at a 95% probability 95% confidence 
level, thereby meeting the NRC requirements, and are acceptable.  

2.1.3 Results of Analysis 

For Region 1, the rack multiplication factor is calculated to be 0.9207, 
including uncertainties at the 95/95 probability/confidence level, when fuel 
having an enrichment of 4.5 weight percent is stored therein. Although the 
pool is normally flooded with water borated to at least 1000 ppm, unborated 
water was conservatively assumed in the analysis.  

For Region 2, the rack multiplication factor is calculated to be 0.9479 for 
the most reactive irradiated fuel permitted to be stored in the racks, i.e., 
fuel with the minimum burnup, permitted for each initial enrichment as shown in 
Figure 3.8-2. The design will accept fuel of 4.5 weight percent U-235 initial 
enrichment irradiated to 36,000 MWD/MTV. The analysis of the Region 2 racks 
also assumed full flooding by unborated water.  

Therefore, the results of the criticality analyses meet the staff's acceptance 
criterion of kffno greater than 0.95 including all uncertainties at the 
95/95 probabillty/confidence level.



2.1.4 Accident Analyses 

Most abnormal storage conditions will not result in an increase in the k of 
the racks. For example, loss of a cooling system will result in a decrli in 
the k value since reactivity decreases with decreasing water density. It 
is po~~ble to postulate events, such as an inadvertent misplacement of a 
fresh fuel assembly either into a Region 11 storage cell or outside and adjacent 
to a rack module, which could lead to an increase in pool reactivity. However, 
for such events credit may be taken for the significant negative reactivity 
effect of at least 1000 ppm of boron in the spent fuel pool required by the 
Technical Specifications during periods of spent fuel movement. The reduction 
in the kf value caused by the boron more than offsets the reactivity addition 
caused b~ftredible accidents.  

2.1.5 Fresh Fuel Storage Racks 

The proposed Technical Specification change would allow an increase in U-235 
enrichment from 4.3 to 4.5 weight percent for both reload fuel in the core and 
in the spent fuel pool. Therefore, the licensee was requested to justify that 
4.5 weight percent fuel would meet the NRC acceptance criterion of k less 
than 0.95 fully flooded for the 72 new (unirradiated) fuel racks as 9;cified 
in Technical Specifications 5.4.2. In response, the licensee submitted a 
criticality analysis of the Indian Point Unit 3 fresh fuel racks. The 
analysis of k of the fresh fuel storage racks as a function of moderator 
density was p~fformed with the KENO code which was used and approved for the 
original analysis of the spent fuel racks. Its use for the fresh fuel racks 
is also acceptable. The results of the analysis showed that the maximum value 
of k occurred at full density water and was less than 0.95 including all 
unce~flinties. This meets the staff's criterion for k eff and is acceptable.  

2.1.6 Technical Specification Changes 

The following Technical Specification (TS) changes have been made as a result 
of the proposed spent fuel pool modifications. The staff finds these changes 
acceptable.  

1. TS 3.8.C.8 specifies the maximum enrichment of fuel which can be stored 
in Region II and references the burnup versus initial enrichment required 
by Figure 3.8-2 for storage in Region 2 of the maximum density fuel racks.  

2. TS 5.3.A.3 limits the enrichment of reload fuel to no more than 4.5 
weight percent U-235.  

3. TS 5.4.2 specifies the increase in the spent fuel pool storage capacity 
to 1345 assemblies.  

4. TS 5.4.4 limits the enrichment of fuel which can be stored in the spent 
fuel pit to no more than 57.2 grams of U-235, or equivalent, per axial 
centimeter of fuel assembly.  

2.1.7 Conclusion 

Based on the review described above, the staff finds the criticality aspects 
of the design of the Indian Point 3 spent fuel racks to be acceptable and meet
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the requirements of General Design Criterion 62 for the prevention of 
criticality in fuel storage and handling. The staff concludes that fuel from 
Unit 3 may be safely stored in Region 1 provided that the enrichment does not 
exceed 4.5 weight percent U-235. Any of these fuel assemblies may also be 
stored in Region 2 provided it meets the burnup and enrichment limits 
specified in Figure 3.8-2 of the Indian Point 3 Technical Specifications. The 
staff also concludes that fresh fuel assemblies having initial enrichments up 
to 4.5 weight percent U-235 may be safely stored in the fresh fuel storage 
racks. The acceptability of this fuel in the actual Indian Point 3 core, of 
course, will be evaluated during each reload analysis by verifying that all of 
the Technical Specification limits affected by fuel enrichment are not 
violated.  

3.0 MATERIAL COMPATIBILITY AND CHEMICAL STABILITY 

3.1 Discussion 

Nuclear reactor plants provide storage facilities or pools for the wet storage 
of spent fuel assemblies. The safety function of the spent fuel storage pools 
is to maintain the spent fuel assemblies in a sub-critical array during all 
credible storage conditions. The staff has reviewed the compatibility and 
chemical stability of the materials (except the fuel assemblies) wetted by the 
pool water, in accordance with Section 9.1.2 of the Standard Review Plan 
(NUREG-0800, July 1981).  

The spent fuel storage pool at the Indian Point Station, Unit 3, contains 
oxygen-saturated demineralized water which has a nominal concentration of 1000 
parts per million (ppm) of boron. The pool is lined with stainless steel.  
The principal construction materials for the proposed new racks in the spent 
fuel storage pool are Type 304L austenitic stainless steel for structure and 
Boral for neutron absorption. The racks are interconnected honeycomb arrays 
of square stainless steel boxes forming individual cells for fuel storage.  
All storage cells have Boral sheets on four sides except the sides facing the 
pool walls.  

The licensee has proposed a surveillance program to monitor the long-term 
stability and mechanical integrity of the Boral panels. Two full-length Boral 
sheets and two strings of shorter Boral sheets will be installed in the fuel 
storage pool. The full-length specimens will be visually examined 
periodically. The short-length specimens will be examined for physical 
properties and neutron transmission. The initial surveillance will be 
performed after an exposure of five years or less. Based on the results of 
the initial surveillance, the schedule for future surveillance will be 
determined. No corrective action is proposed in the event degraded Boral 
panels are found.  

3.2 Evaluation 

The stainless steel in the storage pool liners and rack assemblies is 
compatible with the oxygen-saturated borated water and radiation environment 
of the spent fuel pool. In this environment, corrosion of Type 304L stainless
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steel is not expected to exceed a rate of 6 x 10. inch per year CE. G. Brush 
and W. 1. Pearl, "Corrosion and Corrosion Produce Release in Neutral 
Feedwater," Corrosion, Vol. 28, p. 129, April 1972). This corrosion rate is 
negligible for even the thinnest stainless steel walls in the rack 
assemblies. Contact corrosion or galvanic attack between the stainless steel 
in the pool liners or rack assemblies and the Inconel/Zircaloy in the fuel 
assemblies to be stored will not be significant, because all these materials 
are protected by passivating oxide films.  

Boral has been used as a neutron absorbing material in the spent fuel storage 
pools of many nuclear power plants. Boral sheets consist of a baked matrix of 
boron carbide and aluminum Type 1100 alloy, clad on both sides by aluminum 
Type 1100 alloy. The nominal thickness of the Boral sheets used at the Indian 
Point Station is 0.075 inch. The aluminum cladding prevents direct contact of 
the matrix with water in the spent fuel pool, except for the outer edges of 
the Boral panels.  

The wettable amount of boron carbide matrix at the outer edges of Boral sheets 
is less than one percent of the total boron carbide contained therein (Brooks 
and Perkins, Inc., Report 624, "BORAL Produce Performance," 1987). The boron 
carbide in Boral is allowed to contain, by the ASTM specification C750-80, up 
to three percent soluble boron oxide. Thus, the maximum leachability of boron 
carbide is 0.03 percent. This leachability would not significantly degrade 
the overall physical integrity of Boral sheets. Tests conducted at the 
University of Michigan showed no leachable halogen from irradiated Boral 
(ibid).  

The general corrosion rate of aluminum similar to Type 1100 alloy in watjr of 
pH 7 at a temperature of 1250C (2570F) has been measured to be 1.5 x 10- mils 
per day or 2.2 mils in 40 years (J. E. Draley and W. E. Ruther, Argonne 
National Laboratory Report ANL-5001, February 1953). The weight loss rate due 
to galvanic corrosion of aluminum coupled with stainless steel Type 304 in 
water of pH 5.0 at a temperature of 100*C (212*F) was determined to be 0.1 to 
0.2 mil per year (Brooks and Perkins, Inc., Report 624, "BORAL Produce 
Performance," 1987). Such corrosion rates for the aluminum in Boral are 
negligible for the designed lifetime of the spent fuel pool.  

Irradiation of Boral plates in dry air, distilled Yater, and a solution of 
2000 ppm boron at a gamm h radiation fl~x of 7 x 10 rad per hour, thermal 
neutron fljux of 1.1 x P0 neutrons/cm -sec, and fast neutron flux of 
1.1 x 10 neutrons/cm -sec for up to 14290 hours, showed no detectable gas 
evolution from the Boral CR. R. Burn and G. Blessing, Transactions of the 
American Nuclear Society, Volume 32, Supplement 1, pp. 48-49, 1979). 16 
Irradiation of Bora9 matrix maltrial with a cumulative lxposure of, I x 10 
thermal neu~rons/cm , 1.2 610 epithermal neutrons/cm , 5.4 x 10 fast 
neutrons/cm , and 1.5 x 10 rad gamma rays resulted in no detectable gas 
evolution (Brooks and Perkins, Inc., Report 578, "The Suitability of Brooks & 
Perkins Spent Fuel Storage Module for Use in PWR Storage Pool," July 7, 
1978). Calculatons (ibid) of helium generation from nuclear reaction of
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Boron-10 with neutrons in~g typical Boral matrij indicated a potential 
pressure rise of 4.6 x 10 atmosphere (7 x 10- pounds per square inch) over 
a period of 40 years. Such a pressure build-up is insignificant and should 
not affect the physical integrity of the Boral sheets.  

3.3 Conclusions 

Based on the above discussion, the staff concludes that the corrosion of the 
spent fuel pool components due to the pool environment should be of little 
significance during the life of the facility. Components in the spent fuel 
storage pool are constructed of alloys which have a low differential galvanic 
potential between them and have a high resistance to general corrosion, 
localized corrosion, and galvanic corrosion.  

The staff further concludes that the environmental compatibility of the 
materials used in the spent fuel storage pool is adequate based on the test 
data cited above and actual service experience at operating reactor facilities.  

The staff has reviewed the proposed surveillance program for monitoring the 
Boral in the spent fuel storage pool and concludes that the program can reveal 
deterioration that might lead to loss of neutron absorbing capability during 
the life of the spent fuel storage racks. However, if a significant loss of 
neutron absorbing capability is found in any Boral panel, the licensee should 
take corrective actions such as replacement of the rack module having the 
degraded Boral panel or restriction of use of the affected cell for fuel 
storage.  

The staff finds that the proposed monitoring program and the selection of 
appropriate materials of construction by the licensee meet the requirements of 
10 CFR 50, Appendix A, General Design Criterion 61 regarding the capability to 
permit appropriate periodic inspection and testing of components, and General 
Design Criterion 62 regarding prevention of criticality by the use of boron 
poison and by maintaining structural integrity of components, and are, 
therefore, acceptable.  

4.0 STRUCTURAL DESIGN 

4.1 Description 

This evaluation addresses the adequacy of the structural aspects of the 
proposed application. The Brookhaven National Laboratory (BNL) assisted the 
staff in reviewing various analyses and responses submitted by the licensee, 
and in auditing the methodology and sample calculations. Attached Appendix A 
is the technical evaluation report (TER) developed by BNL. The staff accepts 
the findings and conclusions of the TER by incorporating the TER as a part of 
this evaluation.  

The spent fuel pool (SFP) including the fuel transfer canal is a rectangular 
reinforced concrete structure, 49 ft. 3 in. by 48 ft. 6 in., located in the 
fuel storage building. The SFP is separated from the -fuel transfer canal by a
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5 ft. thick reinforced concrete wall. The SFP and the transfer canal are 
surrounded by 6 ft. 3 in. reinforced concrete walls. The floor of the SFP is 
a reinforced concrete mat, 3 ft. 7 in. thick supported on a bedrock. The SFP 
walls and floor are lined with 1/4 in. thick stainless steel liner plate. The 
leak detection system consists of a network of 3 in. by 1* in., 7 gage, ASTM 
A36 tubings installed at the liner seam welds. Any water leaking through the 
liner could be collected through the 1/2 in. diameter holes in the tubings and 
be transported to a leak detection drain and to a sump. The nominal depth of 
water in the pool is 39 ft. 3/4 in.  

The proposed reracking will consist of 3 Region I racks (used for freshly 
discharged spent fuel, and nine Region II racks (used for older spent fuel).  
The spent fuel storage rack design is a welded honeycomb array of stainless 
steel boxes. Each cell has a welded-in bottom plate to support the fuel 
assembly. All storage cells are bounded on four sides by Boral poison sheets, 
except on the periphery of the pool rack array. The individual cells are 8.83 
in. square (internal dimensions), and 0.085 in. thickness, fabricated from ASTM 
A-240, Type 304 stainless steel material. Each rack is supported and leveled 
on four screw pedestals which bear directly on the pool floor plate or the 
bridge plates. A more detailed description of the rack is provided in 
Appendix A.  

The proposed application is for the storage of a single fuel assembly in each 
storage location of the high density racks.  

4.2 Evaluation 

The primary areas of review associated with the proposed application are 
focused towards assuring the structural integrity of the fuel, fuel cells, 
rack modules, and the spent fuel pool floor and walls under the postulated 
loads (Appendix D of SRP 3.8.4) and fuel handling accidents. The major areas 
of concern and their resolutions are outlined in the following paragraphs.  

4.2.1 Fuel Handling Building and Spent Fuel Storage Pool 

The Fuel Handling Building analysis and design had been reviewed and accepted 
during the initial licensing stages. The pool floor slab and walls were 
reanalyzed to account for the added load of the fuel, the racks and the 
associated impact loads. The floor slab elevation is 54 ft. 7* in. The 
original licensee's reanalysis did not adequately consider the impact loads 
resulting from rack movements under a postulated seismic event. The later 
reanalysis included these additional loads together with the hydrodynamic 
loads resulting from the rack movements. The stresses in the concrete and 
reinforcing steel at critical sections are found to be within the acceptable 
criteria. A detailed evaluation of the affected spent fuel components is 
provided in Section 4.6 of Appendix A.
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4.2.2 High Density Racks 

The seismic analysis of the free-standing racks in the licensing report (dated 
May 9, 1988) was based on the two dimensional single rack seismic analyses for 
two horizontal directions and the equivalent static loads obtained from the 
vertical response spectra. The resulting co-directional loads of displacements 
were combined using the square root of the sum of the squares method. This 
method may provide bounding loads. However, it has been shown in prior 
licensing reviews that it would not be able to simulate the potential 
displacements (and resulting impact, if any) of the free standing rack system.  
Later, the licensee performed a number of multiple-rack analyses with the two 
components of earthquake acting simultaneously, and considering the bounding 
coefficients of friction of 0.2 and 0.8. The licensee also performed bounding 
analyses to demonstrate the adequacy of cell walls under potential impact 
between the racks. None of the analyses showed impact with the SFP walls.  
The results of the latter analyses have been used in assuring the adequacy of 
the rack system.  

Major components of the rack are evaluated for the maximum stresses compared 
against the stresses allowable by the criteria in Appendix D of Standard 
Review Plan 3.8.4. A minimum ratio of actual stresses to allowables was found 
to be 1.07 for the external threads in the pedestal shaft.  

The fuel rack system was also evaluated for the inadvertent drop of a fuel 
assembly during fuel handling operation. Two critical cases of fuel assembly 
drop were evaluated; (1) a straight drop of a fuel assembly on the top of the 
rack structure, (2) a straight drop of a fuel assembly into the cell of the 
rack above the top of the rack. Energy balance approach with conservative 
assumptions indicated that in case (1), the large plastic deformation would be 
limited to the rack module above the active fuel region, and in case (2), the 
liner plate would not be perforated. Such deformations are acceptable under 
this type of accident. A detailed evaluation of the analysis of high density 
racks is provided in Sections 4.1 to 4.5 of Appendix A.  

4.3 Conclusion 

Based on its evaluation of the licensee's submittal, the supplementary 
information provided by the licensee, discussion with the licensee at meetings, 
and information audited by the staff and its consultant, the staff concludes 
that the licensee's structural analyses and design of the spent fuel rack 
modules and the spent fuel pool are in compliance with the acceptance criteria 
set forth in the FSAR and are consistent with the current licensing practice, 
and, therefore, are acceptable.  

It is recommnended that the licensee develop walkdown procedures to be 
implemented after a seismic event equivalent to or exceeding the Operating 
Basis Earthquake (OBE). The walkdown should include the inspection of rack 
modules, their displacements, and assessment of damage (if any) to adjoining 
structures and components.
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5.0 SPENT FUEL POOL COOLING AND LOAD HANDLING 

5.1 Spent Fuel Pool Cooling 

The licensee proposed to revise TS Section 5.4.2, in part, to read: "...The 
capacity of the spent fuel pit is 1345 assemblies with the maximum density 
storage racks installed..." The following is our evaluation of this proposed 
change as it relates to spent fuel pool cooling.  

The spent fuel pool cooling system consists of two pumps (main and standby), 
heat exchangers, filters, demineralizer, piping and associated valves and 
instrumentation. The operating pump draws water from the pool, circulates it 
through the heat exchanger and returns it to the pool. The heat exchanger is 
cooled by the component cooling water system. In the event of a failure of 
the spent fuel pool pump, the standby pump can be put into operation 
immnediately from a local startup push button station. The spent fuel pool 
cooling system connections to the pool are located in such a manner that the 
pool cannot be either gravity-drained or inadvertently drained.  

The licensee indicated that the major component of the heat load to the pool 
is from the recently discharged assemblies. The contribution to the total 
heat load from the previously discharged assemblies is relatively insignificant 
due to the length of time that has elapsed since discharge. Therefore, no 
modifications of the spent fuel pool cooling system have been performed nor 
are any modifications planned as a result of the increased fuel storage 
capacity.  

The licensee further indicated that the calculation of the decay heat 
generation rate was in accordance with the guidelines of NUREG-O800, SRP 
Section 9.1.3, "Spent Fuel Pool Cooling and Cleanup System," and Branch 
Technical Position ASB 9-2, "Residual Decay Energy for Light-Water Reactors 
for Long-Term Cooling." For the normal refueling discharge case, the licensee 
postulated that 76 assemblies with a burnup of 1050 days were discharged into 
the spent fuel pool after decaying 145 hours in the reactor vessel.  
Subsequent to discharge, the spent fuel pool was assumed to contain the 76 
newly discharged assemblies, 1076 assemblies discharged after previous fuel 
cycles, and 193 empty cells representing the full core discharge capacity.  
The staff notes that the licensee's calculation of the normal refueling 
discharge heat load case does not assume the spent fuel pool is full, but 
rather reserves 193 empty cells. Therefore, the staff has made an independent 
assessment which confirms that adequate heat removal capability is available 
in the event these cells are filled with spent fuel since their contribution 
to the total heat load is negligible.



The calculated maximum normal heat load is 17.48 x 10 6 Btu/hr and the pool 
bulk temperature resulting from this discharge scenario and assuming a single 
failure is 150 0F. Assuming a complete loss of pool cooling conmmencing at the 
time of maximum pool bulk temperature, the pool temperature would increase at 
a rate of 7.300F/hr. For this case, 8.5 hours are available to re-establish 
pool cooling before bulk boiling occurs.  

For the full core discharge case, 193 assemblies with burnups ranging from 666 
days to 1050 days were assumed to have been discharged into the spent fuel 
pool after decaying 267 hours in the reactor vessel. Prior to discharge, all 
but the 193 empty cells contained fuel assemblies discharggd after previous 
fuel cycles. The maximum abnormal heat load is 35.00 x 10 Btu/hr and the 
pool bulk temperature resulting from this discharge scenario is 2000F.  
Assuming a complete loss of pool cooling commencing at the time of maximum 
pool bulk temperature, the pool temperature would increase at a rate of 
14.6 0F/hr. For this case, 49.2 minutes are available to re-establish pool 
cooling before bulk boiling occurs.  

The licensee, accordingly, proposed to revise TS Section 3.8.A.9, in part, to 
read: "No movement of irradiated fuel in the reactor shall be made until the 
reactor has been subcritical for at least 145 hours...In the event that more 
than one region of fuel (72 assemblies) is to be discharged from the reactor, 
those assemblies in excess of one region shall not be discharged before the 
interval of 267 hours has elapsed after shutdown." 

Based on our review, we conclude that IP-3 spent fuel pool cooling adequately 
meets the guidance of SRP 9.1.3 as it relates to the heat removal capability 
under the maximum normal heat load when assuming a single failure.  

The licensee performed a thermal-hydraulic analysis to demonstrate that in the 
event of a loss of external cooling, natural circulation in the proposed 
maximum density storage rack configuration will provide adequate cooling to 
all fuel assemblies. For the worst case (full core discharge), the pool water 
bulk temperature of 200OF was assumed to be the fuel assembly inlet 
temperature, the peak calculated coolant exit temperature at the top of the 
fuel storage racks is 222.90F which is below the corresponding saturation 
temperature of 241.80F. As such, the coolant will remain subcooled and 
nucleate boiling is precluded. Based on our review, we conclude that natural 
circulation in the spent fuel pool for the proposed maximum density storage 
rack configuration will provide adequate cooling to all fuel assemblies and, 
therefore, the design of the storage racks is acceptable in this respect.  

5.2 Load Handling 

The IP-3 licensee proposed to revise the TS to accommodate handling the loads 
required for installation of the maximum density fuel racks and provided a 
safety analysis report to discuss the various aspects relating to such 
movement. These proposed changes are evaluated below.
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5.2.1 TS Section 3.8.c.2 

The current TS Section 3.8.c.2 states that "the spent fuel cask shall not be 
moved over any region of the spent fuel pit which contains irradiated fuel.  
Additionally, if the spent fuel pit contains irradiated fuel, no loads in 
excess of 2000 pounds shall be moved over any region of the spent fuel pit." 
In order to permit removal of the existing storage racks and the installation 
of new storage racks, the licensee proposed to revise TS Section 3.8.c.2 to 
read: "The spent fuel cask shall not be moved over any region of the spent 
fuel pit which contains irradiated fuel. Additionally, if the spent fuel pit 
contains irradiated fuel, no loads in excess of 2000 pounds shall be moved 
over any region of the spent fuel pit. This prohibition does not apply to the 
movement of the existing high density or replacement maximum density spent 
fuel storage racks over the spent fuel pit during the storage rack replacement 
effort, provided that the fuel stored in the spent fuel pit has been 
subcritical for a minimum of 120 days." 

The licensee indicated that prior to any movement of these storage racks, all 
of the fuel assemblies in the spent fuel pool will have been subcritical in 
excess of 120 days. Even if the maximum 1345 fuel assemblies are assumed to 
be damaged as a result of a load drop, the offsite doses will be less than 1/4 
of the 10 CFR Part 100 limits. Based on our review of licensee's rationale, 
we find the above the licensee's proposed change to TS Section 3.8.c.2 
acceptable.  

5.2.2 Basis for TS Section 3.8, "Refueling Fuel Handling and Storage" 

In order to permit necessary travel of the crane over the spent fuel pit in 
removal of the existing high density spent fuel racks and installation of new 
maximum density racks, it will be necessary for the fuel storage building 
crane to carry these racks in and out of the spent fuel pit. The licensee 
indicated that the existing mechanical stops provided to prevent such movement 
must be removed. However, the licensee committed to preclude the movement of 
new or old racks directly over spent fuel assemblies by administrative 
controls which incorporated predetermined safe load pathways. Accordingly, 
the licensee added the following paragraph to the basis for TS Section 3.8 
with regard to movement of storage racks: 

"During the spent fuel storage rack replacement effort, the mechanical 
stops incorporated in the crane bridge rails will be removed. However, 
administrative controls will preclude the movement of the existing high 
density or replacement maximum density racks directly over spent fuel 
assemblies." 

Based on our review, we find the above licensee's action and administrative 
controls regarding the movement of storage fuel racks acceptable.  

5.3 Conclusion 

Based on our review, we find the licensee's proposed changes to the IP-3 TS 
with regard to spent fuel pool storage capacity expansion acceptable.  
However, it should be noted that the proposed TS changes for load handling (as
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described in Section 2.2 of this SER) are found acceptable only on a temporary 
basis so that the licensee can rerack the spent fuel pool. Once that has been 
completed the temporary TS changes for load handling will become obsolete and 
the TS should be reverted to those existing before the temporary TS changes 
were incorporated.  

6.0 RADIATION PROTECTION AND ALARA CONSIDERATIONS 

6.1 Occupational Exposure Controls 

The Spent Fuel Pit rerack job will fall under the purview of the Indian Point 
3 ALARA program and will require pre-job briefings, man-rem estimates, and 
exposure tracking. There will be continuous HP coverage for the duration of 
the removal/installation project to ensure that ALARA principles are being 
followed. Radiation monitors will be placed around the work area and 
radiation surveys will be made to monitor the radiation levels around the 
SFP. The use of divers will be minimized by relying as much as possible on 
the use of remote tooling. However, certified divers will be available at the 
job site in the event that they are needed. Each scheduled dive will be 
preplanned and the job package will require the concurrence of contractor, 
engineering, and HP personnel. The licensee will perform underwater radiation 
surveys prior to the use of divers and all divers will be equipped with 
underwater alarms and remote (radio contact) dosimetry. In addition, divers 
will be separated from fuel assemblies by at least three empty rows of fuel 
storage cells at all times to minimize, diver doses.  

Prior to initiation of the rerack work, the licensee will make use of a 
skinmer and the ion exchange beds of the SFP purification system to clean up 
the SFP water and reduce the concentrations of radioactive materials in the 
water. The licensee will use an underwater vacuum filter cask to remove crud 
and contamination from the SFP walls and floor if needed. This will reduce 
the potential of divers becoming contaminated with discrete radioactive 
particles (DRP). To minimize potential spread of DRPs outside the SFP, the 
licensee will perform special surveys of lifting cables whenever old racks are 
being removed from the SFP. The licensee will monitor and appropriately 
decontaminate and/or wrap all material and equipment prior to removal from the 
spent fuel pool area.  

An isotopic analysis of the SFP water indicates that the primary radionuclides 
are Co-57, Co-58, Co-60, and Cs-137. These radionuclides are the primary 
source of radiation in the spent fuel pool. The spent fuel stored in the pool 
is shielded by a minimum of 10 feet of water over the active fuel in the pins 
and contributes only 1-2 mR/hr of the 2-6 mR/hr dose rate at the pool 
surface. Installation of the maximum density racks will not cause any 
increase in the SFP surface dose rates.  

The southern wall of the SFP is the only wall of the SFP that would have 
personnel working on the opposite side. This area is a high radiation area 
being used to store radwaste. The increase in dose rates in this area due to
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the storage of maximum density fuel racks would be less than 1 mR/hr and would 
result in a negligible increase in annual occupational dose. The licensee has 
estimated that the collective occupational exposure for the SFP reracking will 
be between 10 and 15 person-rens. This estimate includes the dose accrued 
from the reracking work (including an allowance for dose to divers, if they 
are used) and the dose required to decontaminate and package the old fuel 
racks for shipment offsite. This estimate may be revised upon selection of a 
contractor for the installation/removal. This-estimate is within the 
historical range of doses for SFP reracking operations and is a small fraction 
of the approximately 320 person-rens per year that Indian Point 3 has averaged 
over the past five years. The staff finds this estimate to be reasonable and 
acceptable.  

Based on our review of the Indian Point 3 proposal, we conclude that the 
projected activities and estimated person-rem doses for this project appear 
reasonable. The licensee intends to take ALARA considerations into account 
and to implement reasonable dose-reducing activities. We conclude that the 
licensee will be able to maintain individual occupational radiation exposures 
within the limits of 10 CFR Part 20 and maintain doses ALARA, consistent with 
the guidelines of Regulatory Guide 8.8. Therefore, the proposed radiation 
protection aspects of the SFP rerack are acceptable.  

6.2 Design Basis Accidents 

In its application, the licensee evaluated the possible consequences of 
postulated accidents and included means for their avoidance in the design and 
operation of the facility, and has provided means for mitigation of their 
consequences should they occur. The staff independently assessed such 
so-called design basis accidents (DBAs) and agrees with the licensee that no 
previously unconsidered DBA would be created by the installation and operation 
of the reracked spent fuel storage pool.  

In its previous Safety Evaluation Report (Indian Point Nuclear Generating Unit 
No. 3, September 21, 1973 and January 16, 1975 (Supplement)), the staff 
conservatively estimated offsite doses due to exposures to radionuclides 
released to the atmosphere from a fuel'handling accident. This is the staff's 
scoping DBA for the spent fuel storage pool. The staff concluded that the 
plant mitigative features would reduce the DBA doses to well below the doses 
specified in the applicable regulation at 10 CFR Part 100.  

Since the applicant intends to utilize higher enrichment fuel, for which 
higher burnups are intended, the staff reanalyzed the fuel handling DBA for 
this case. Increased burnup could increase offsite doses from the fuel 
handling DBA by a factor of 1.2 (NUREG/CR-5009, February 1988). Burnup to 
60,000 MWD/T would require the use of fuel initially enriched to about 5.3 
weight percent U-235. Thus, we conservatively increased the previously 
estimated doses by a factor of 1.2. In Table 1.0, the new and old DBA doses
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are presented and compared to the guideline doses in 10 CFR Part 100. As 
shown in this table, the DBA doses are still well within the regulatory 
guideline values and are, therefore, acceptable.  

7.0 ENVIRONMENTAL CONSIDERATION 

Pursuant to 10 CFR 51.21, 51.32 and 51.35, an environmental assessment and 
finding of no significant impact have been prepared and published (54 FR 41527) 
in the Federal Register on October 10, 1989. Based upon the environmental 
assessment, the-mTion has determined that the issuance of this amendment 
will not have a significant effect on the quality of the human environment.  

8.0 CONCLUSION 

The Commission published a Notice of Consideration of Issuance of Amendment to 
Facility Operating License and Opportunity for Hearing in the Federal Register 
on July 5, 1988 (54 FR 2522). No requests for hearing were receivedan3 ie 
State of New York did not have any comments.  

We have concluded, based on the considerations discussed above, that: 
(1) there is reasonable assurance that the health and safety of the public 
will not be endangered by operation in the proposed manner, and (2) such 
activities will be conducted in compliance with the Commission's regulations 
and the issuance of this amendment will not be inimical to the common defense 
and security or to the health and safety of the public.  

Principal Contributors: J. Neighbors 
L. Kopp 
C. Hinson 
J. Minns 
J. Wing 
D. Shum 
H. Ashar

Dated: October 12, 1989



TABLE. 1.0 

Radiological Consequences of Fuel 
Handling Design Basis Accident (rem) 

Exclusion Area Low Populaton Zone 

Thyroid Whole Body Thyroid Whole Body 

Original Estimates 
(SER - 1973, 
Table 15.1) 67 8 19 2 

Estimates for 
Higher Fuel 
Burnup* 80 9.6 22.8 2.4 

Regulatory 
Requirement 
(10 CFR Part 100) 300 25 300 25

*Factor of 1.2 greater than original estimate


