
UNITED STATES 
NUCLEAR REGULATORY COMMISSION 

WASHINGTON, 0. C. 20555 

POWER AUTHORITY OF THE STATE OF NEW YORK 

DOCKET NO. 50-286 

INDIAN POINT NUCLEAR GENERATING UNIT NO. 3 

AMENDMENT TO FACILITY OPERATING LICENSE 

Amendment No. 110 

License No. DPR-64 

1. The Nuclear Regulatory Commission (the Commission) has found that: 

A. The application for amendment by Power Authority of the State 
of New York (the licensee) dated March 28, 1991, complies with the 
standards and requirements of the Atomic Energy Act of 1954, as 
amended (the Act) and the Commission's rules and regulations set 
forth in 10 CFR Chapter 1; 

B. The facility will operate in conformity with the application, 
the provisions of the Act, and the rules and regulations of 
the Commission; 

C. There is reasonable assurance (i) that the activities authorized 
by this amendment can be conducted without endangering the health 
and safety of the public, and (ii) that such activities will be 
conducted in compliance with the Commission's regulations; 

D. The issuance of this amendment will not be inimical to the common 
defense and security or to the health and safety of the public; 
and 

E. The issuance of this amendment is in accordance with 10 CFR Part 
51 of the Commission's regulations and all applicable requirements 
have been satisfied.  

2. Accordingly, the license is amended by changeq to the Technical 
Specifications as indicated in the attachment to this license 
amendment, and paragraph 2.C.(2) of Facility Operating License 
No. DPR-64 is hereby amended to read as follows: 
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(2) Technical Specifications 

The Technical Specifications contained in Appendices 
A and B, as revised through Amendment No. 110, are 
hereby incorporated in the license. The licensee shall 
operate the facility in accordance with the Technical 
Specifications.  

3. This license amendment is effective as of the date of its issuance 
to be implemented within 30 days.  

FOR THE NUCLEAR REGULATORY COMMISSION 

i (e- a.r ' 
Robert A. Capra, Director 
Project Directorate I-1 
Division of Reactor Projects - I/II 
Office of Nuclear Reactor Regulation 

Attachment: 
Changes to the Technical 

Specifi cations

Date of Issuance: October 21, 1991



ATTACHMENT TO LICENSE AMENDMENT NO. 110 

FACILITY OPERATING LICENSE NO. DPR-64

DOCKET NO. 50-286 

Revise Appendix A as follows:

Remove Pages 

3.14-2 
3.14-3 
3.14-4 
3.14-5 
3.14-6 
3.14-7

Insert Pages 

3.14-2 
3.14-3 
3.14-4 
3.14-5 
3.14-6 
3.14-7 
3.14-8 
3.14-9 
3.14-10 
3. 14-11



d. If the ~requirement of 3 .14.A.3.a cannot be satisfied within 
the time period specified, the reactor shall be placed in 
the hot shutdown condition utilizing normal operating 
procedures. If the requirement of 3 .14.A.3.a cannot be 
satisfied within an additional 48 hours, the reactor shall 
be placed in the cold shutdown condition utilizing normal 
operating procedures.  

B. Fire Protection Spray and/or Sprinkler Systems 

1. The following spray and/or sprinkler systems shall be operable 
whenever equipment in the area is required to be operable in 
accordance with Section 3 of the Technical Specifications: 

a. Electrical Tunnel Fire Protection Water Sprinkler System 
(El-34' and El-43').  

b. Diesel Generator Building Water Sprinkler System (El-15' in 
D.C. Building).  

C. Containment Fan Cooler Charcoal Filter Dousing System (El
68' in Containment).  

2. If the requirements of 3.14.B.1 cannot be satisfied and the 
equipment in the area is required to be operable: 

a. A continuous fire watch with backup fire suppression 
equipment shall be established for the accessible 
unprotected area(s) within 1 hour.  

b. The inoperable spray and/or sprinkler system(s) shall be 
restored to operable status within 14 days or a Special 
Report shall be prepared and submitted to the Commission 
pursuant to specification 6.9.2.f within the next 30 days 
outlining the cause of inoperability and the plans for 
restoring the system(s) to operable status.  

C. Penetration Fire Barriers 

1. The following penetration fire barriers shall be functional at 
all -times when the equipment in these areas are required to be 
operable in accordance with Section 3 of the Technical 
Specifications: 

a. Penetration fire barriers between the central control room 
floor and the cable spreading room.  

b. Penetration fire barriers between the 480 V switchgear room 
and the cable spreading room.  

C. Penetration fire barriers separating the diesel generator 
compartments from each other and from the Control Building.  
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d. Penetration fire barriers separating the Control Building 
from the Turbine Building.  

e. Penetration fire barriers separating the Cable Spreading 
Room from the Electrical Tunnels.  
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2. If the requirements of 3.14.C.1 are not met and the equipment in 
these areas are required to be operable: 

a. within one (1) hour, either 

i. Verify the operability of fire detectors on at least 
one side of the non-functional fire barrier and 
establish an hourly fire watch patrol, or 

ii. establish a continuous fire watch on at least one 
side of the affected fire barrier penetration 

b. Restore the non-functional fire barrier penetration(s) to 
functional status within 7 days or submit a report to the 
Commission pursuant to specification 6.9.2.f within the 
next 30 days outlining the action taken, the cause of the 
non- functional penetration and plans for restoring the fire 
barrier penetration(s) to functional status.  

D. Fire Detection Systems 

1. As a minimum, the fire detection instrumentation for each 
location shown in Table 3.14-1 shall be operable whenever 
equipment in that location is required to' be operable in 
accordance with Section 3.0 of the Technical Specification.  

2. With the number of operable fire detection instruments less than 
the minimum required by Table 3.14-1 and the equipment in that 
location is required to be operable: 

a. A fire watch patrol shall be established within 1 hour.  
where accessibility permits to inspect the location(s) with 
less than the minimum operable instrumentation at a 
frequency of at least once per hour.  

b. The minimum operable instrumentation required in Table 
3.14-1 shall be restored within 14 days or a Special Report 
shall be prepared and submitted to the Commission pursuant 
to specification 6.9.2.f within the next 30 days out~.ining 
the cause of the malfunction and the plans for restoring 
the instrumentation to operable status.  

E. Fire Hose Stations 

1. The fire hose stations shown in Table 3.14-2 shall be operable 
whenever equipment in the area is required to be operable in 
accordance with Section 3.0 of the Technical Specifications.  
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2. If the requirements of 3.14.E.1 cannot be satisfied and the 
equipment in the area is required to be operable, an additional 
equivalent capacity hose shall be routed to the affected area 
from an operable hose station within one hour or suitable 
portable fire fighting equipment made available at the location.  

3. Should any fire hose station listed in Table 3.14-2 not be 
restored to operable status within 14 days, a special report 
shall be prepared and submitted to the Commission pursuant to 
Specification 6.9.2.f within the next 30 days outlining the cause 
of the malfunction and the plans for restoring the fire station 
to operable status.  
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F. Yard Fire Hydrants and Hydrant Hose Houses 

1. The yard fire hydrants and associated hydrant hose houses shown 
in Table 3.14-3 shall be operable while the unit is above cold 
shutdown.  

2. With one or more of the yard fire hydrants or associated hydrant 
hose houses shown in Table 3.14-3 inoperable, within 1 hr. have 
sufficient additional lengths of 2 1/2 inch diameter hose located 
in an adjacent operable hydrant hose house to provide service to 
the unprotected area(s).  

3. Restore the inoperable Yard hydrants to service within 14 days or 
a Special Report shall be prepared and submitted to the 
commission pursuant to Specification 6.9.2.F within the next 30 
days outlining the cause of inoperability and the plans for 
restoring the hydrant to operable status.  

G. C0, Fire Protection System 

1. As a minimum, one 002 Storage Tank shall be available with a 
minimum level of 60% and a minimum pressure of 275 psi to supply 
safety related areas whenever equipment in these areas are 
required to be operable in accordance with Section 3.0 of the 
Technical Specifications.  

2. C02 System Fire Protection shall be available to the following 
safety related areas whenever equipment in those areas are 
required to be operable in accordance with Section 3.0 of the 
Technical Specifications.  

a. Control Building (EL-33') - Cable Spreading Room 
b. Control Building (EL-15') - Switchgear Room 
C. Diesel Generator Building (EL-15') 

3. If the requirements of 3.14.G.1 and 3.14.G.2 cannot be satisfied 
and the equipment in the areas is required to be operable: 

a. A continuous fire watch with backup fire suppression 
equipment shall be established for the accessible 
unprotected area(s) within 1 hour.  

b. If the requirement of 3.14.G.1 and 3.14.G.2 are not 
satisfied within 14 days, a special report shall be 
prepared and submitted to the commission pursuant to 
specification 6.9.2.f within the next 30 days outlining the 
cause of inoperability and the plans for restoring the C02 
system to operable status.  
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Basis 

Containment is not considered normally accessible during plant operation.  

These specifications are established to assure the operability of fire protection and detection systems provided to protect equipment utilized for safe shutdown of the unit.. The fire protection and detection systems installed at IP3, conform to Appendix A of Branch Technical Position (BTP) APCSB 9.5.1 "Fire Protection for Nuclear Power Plants", as approved by the NRC Regulatory Staff on March 6, 1979 as Amendment No. 24 to facility operating license No. DPR-64, and supplements thereto. Also, the 002 System Fire Protection availability by definition shall be interpreted to mean with the system in either the automatic or manual mode of operation with the automatic mode as the primary mode of operation.  
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TABLE 3.14-1 (Sheet 1 of 2) 

FIRE DETECTION INSTRUMENTS 

Instrument Location Minimum Instruments Operable 
Heat Smoke Flame 

(ionization (Ultra 
________ ________detectors) violet) 

1. Cable Spreading Room 7 
(ControlBuilding:_El-33') _____ 

2. Switchgear Room 7 
(Control Building: El-15') 

3. Electrical Tunnels 
Upper (El-43') 69* 4, 
Lower (El-34') 66* 4 

4. Electrical Penetration Areas: 
Upper (Fan House: El-46') 33* 3 
Lower (Fan House: El-34') 17* 4 

5. Diesel Generator Building 4 per 
(El-15') D.G.  

6. Containment Fan Cooler Units 4 per 
(Containment: El-68') FC Unit 

7. Primary Auxiliary Building 
a. Corridor: El 55' 7 
b. MCC Nos. 36A, 36B, 37, El 5 

55' (Underfloor Area) 
C. CS Pump Area El 41' 2 
d-. Component Cooling Pump 4 

Area 
e. RHR Pumps El 15' 1 per 

RHR Pump 
cubicle 

f. Charging Pump Rooms 2 

8. Aux. Feed Pump Building I_____ 

9. Battery Room No. 311 
k. ~ 321 

Battery Area 331 

10. Fan House: El 41' and 51' 5 
(Pipe Penetration Area)
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TABLE 3.14-1 (Sheet 2 of 2) 

FIRE DETECTION INSTRUMENTS 

Instrument Location Minimum Instruments O~erable 
Heat Smoke Flame 

(ionization (Ultra 
______________________detectors) violet) 

11. Control Room 
Supervisory Panel 2 
Flight Panel 1 
Ceiling Area 8 
Ductwork 3 

12. Containment Building ______ 4 

13. Intake Structure Building/ 
Service Water Pump Enclosure 22

*Temperature Detector/Trip Devices 
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TABLE 3,14-2 

FIRE HOSE STATIONS 

Building Location Elevation 

Turbine Building Control Bldg. Entrance 15' 

Turbine Building Control Bldg. Entrance 33' 

Turbine Building Control Bldg. Entrance 53' 

Aux. Feed Pump Bldg. Outside Stairwell 18, 6" 

Primary Aux. Bldg. West Stairwell 55' 

Primary Aux. Bldg. West Stairwell 34' 

Primary Aux. Bldg. West Stairwell 15' 

Primary Aux. Bldg. East Stairwell 73' 

Primary Aux. Bldg. East Stairwell 55' 

Primary Aux. Bldg. East Stairwell 41' 

Primary Aux. Bldg. West Side of Bldg. 73' 

Intake Structure Bldg. North End of Bldg. 15' 

Intake Structure Bldg. South End of Bldg. 15'
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TABLE 3. 14-3 

YARD FIRE HYDRANT AND ASSOCIATED HYDRANT HOSE HOUSES 

LocationHdan o 

1. Screenwell Area #1o 3 

2. Aux. Feed Pump Bldg.#3 

3. Primary Aux. Bldg. #36, 38, 39 

4. Diesel Gen Bldg. #3 10
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