
 

  

March 30, 2010 
 
E. Jonathan Jackson, President 
FMRI (a subsidiary of reorganized Fansteel) 
Number 10 Tantalum Place 
Muskogee, Oklahoma  74403 
 
SUBJECT:  NRC INSPECTION REPORT 040-07580/2010-001 
 
Dear Mr. Jackson: 
 
This refers to the inspection conducted on March 8-9, 2010, at the FMRI facility located in 
Muskogee, Oklahoma.  This inspection was an examination of activities conducted under your 
license as they relate to safety and compliance with the Commission’s rules and regulations and 
with the conditions of your license.  Within these areas, the inspection consisted of selected 
examination of procedures and representative records, observations of activities, and interviews 
with personnel.  The enclosed report presents the scope and results of the inspection.  In 
summary, the inspectors determined that you were conducting decommissioning activities in 
accordance with license and regulatory requirements. 
 
In accordance with 10 CFR 2.390 of the NRC's "Rules of Practice," a copy of this letter, its 
enclosure, and your response, if you choose to provide one, will be made available 
electronically for public inspection in the NRC Public Document Room or from the NRC’s 
document system (ADAMS), accessible from the NRC’s Web site at http://www.nrc.gov/reading-
rm/adams.html.  To the extent possible, your response should not include any personal privacy, 
proprietary, or safeguards information so that it can be made available to the Public without 
redaction.   
 
Should you have any questions concerning this inspection, please contact Mr. Robert Evans at 
(817) 860-8234 or the undersigned at (817) 860-8191.  
 
      Sincerely,  
 
      /RA/ 
 

D. Blair Spitzberg, PhD, Chief 
Repository and Spent Fuel Safety Branch 

 
Docket:  040-07580 
License: SMB-911 
 
Enclosure: 
NRC Inspection Report 040-07580/10-001 
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cc w/enclosure: 
Curtis J. Zamec 
Chief Executive Officer 
Fansteel, Inc. 
1746 Commerce Road 
Creston, Iowa 50801 
 
Robert Compernolle 
Vice President/Comptroller 
Fansteel, Inc. 
1746 Commerce Road 
Creston, Iowa 50801 
 
Greg Buckley 
City Manager 
City of Muskogee 
P.O. Box 1927 
Muskogee, Oklahoma  74402-1927 
 
George Brozowski 
Regional Health Physicist 
U.S. Environmental Protection Agency, Region VI 
1445 Ross Avenue 
Mail Stop 6PDT 
Dallas, Texas  75202 
 
James L. Harris 
Environmental Biologist 
Operations Division 
Tulsa District 
U.S. Army Corps of Engineers 
1645 South 101st East Avenue 
Tulsa, Oklahoma  74128 
 
Kelly Hunter Burch 
Assistant Attorney General 
Office of the Attorney General 
313 NE 21st Street 
Oklahoma City, Oklahoma  73105 
 
Ed Dihrberg 
Manager 
Oklahoma Department of Environmental Quality 
Industrial Permit Section 
Water Quality Division 
P.O. Box 1677 
Oklahoma City, Oklahoma  73101-1677 
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Mike Broderick 
Environmental Program Manager 
Oklahoma Department of Environmental Quality 
Radiation Management Section 
Land Protection Division 
P.O. Box 1677 
Oklahoma City, OK  73101-1677 
 
Kim T. Winton 
U.S. Geological Survey 
202 NW 66th Street, Bldng. 7 
Oklahoma City, Oklahoma  73116-8224 
 
Richard Glastein 
Environmental Enforcement Section 
Environmental and Natural Resources Division 
U.S. Department of Justice 
P.O. Box 7611 
Washington, DC  20044-7611 
 
Scott Thompson 
Director 
Oklahoma Department of Environmental Quality 
Land Protection Division 
P.O. Box 1677 
Oklahoma city, Oklahoma  73101-1677 
 
Mark J. Wetterhahn 
Attorney at Law 
2 Don Mills Court 
Rockville, Maryland 20850 
 
David Mullin 
Cherokee Nation 
115 W. North Street 
Tahlequah, Oklahoma  74464



FMRI  

 

- 4 -

 

bcc w/enclosure (via e-mail): 
Art Howell, Director, DNMS 
Chuck Cain, Deputy Director, DNMS 
D. Blair Spitzberg, Chief, RSFS 
James Shepherd, FSME/DWMEP/DURLD 
Robert Evans, RSFS 
Gerald Schlapper, RSFS 
Marisa Herrera, Fee Coordinator 
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ENCLOSURE 

U.S. NUCLEAR REGULATORY COMMISSION 
REGION IV 

 
 
 Docket:  040-07580 
 
 License:  SMB-911 
 
 Report:  2010-001 
 
 Licensee:  FMRI (a subsidiary of reorganized Fansteel) 
 
 Facility:  Muskogee Plant 
 
 Location:  Muskogee, Oklahoma 
 
   Date:   March 8-9, 2010 
 
 Inspectors:  Robert Evans, PE, CHP, Senior Health Physicist 

Repository and Spent Fuel Safety Branch 
 
    Gerald A. Schlapper, PhD, CHP, Health Physicist 

Repository and Spent Fuel Safety Branch 
 
 Approved By:  D. Blair Spitzberg, PhD, Chief 

Repository and Spent Fuel Safety Branch 
 
 Attachments:  Groundwater Sample Results 
    Supplemental Inspection Information 
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EXECUTIVE SUMMARY 
 

FMRI (a subsidiary of reorganized Fansteel) 
NRC Inspection Report 040-07580/2010-001 

 
This inspection was a routine, announced inspection of decommissioning activities in progress 
at the FMRI facility in Muskogee, Oklahoma.  In summary, the licensee was conducting 
decommissioning in compliance with regulatory and license requirements. 
 
Decommissioning Inspection Procedure; Management Organization and Controls  
 
● The licensee and its contracted workforce were conducting decommissioning activities in 

accordance with license and regulatory requirements (Section 1). 
 
Radiation Protection 
 
● The licensee implemented a radiation protection program that was in compliance with 

10 CFR Part 20 and the license (Section 2). 
 
Environmental Protection 
 
● The licensee continued to conduct environmental monitoring in accordance with license 

requirements.  Monitor Well MW-74 sample results continued to exceed the reportability 
limit, and the licensee continued to report these exceedances to the NRC (Section 3). 

 
Low-Level Radioactive Waste Storage; Radioactive Waste Management; and Onsite 
Construction 
 
● The licensee was staging radioactive material for shipment in accordance with the 

requirements of the license (Section 4). 
 
Transportation Activities  
 
● The licensee conducted transportation operations in accordance with U.S. Department 

of Transportation requirements (Section 5). 
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REPORTS DETAILS 
 
Summary of Site Status 
 
At the time of the inspection, the licensee was conducting Phase 1 decommissioning in 
accordance with the NRC-approved Decommissioning Plan dated January 14, 2003.  Phase 1 
includes removal of work-in-progress (WIP) residue material from Ponds 2 and 3 and transfer of 
the material to an out-of-state uranium mill for use as alternate feed material.  Work being 
conducted during the inspection included removal of all residual WIP material from Pond 3 and 
restoration of the pond slopes.  The slopes of Pond 3 were being reshaped for erosion control.     
 
To support Phase 1 decommissioning activities, the licensee previously constructed two WIP 
material drying beds and three staging areas.  Since the previous inspection, the licensee 
discontinued use of one drying bed and two staging areas.  Some WIP material was being dried 
in the drying bed.  One staging area was still available for use, although the licensee removed 
all remaining WIP material from this location during August 2009.  The WIP material was 
transferred to an onsite building for protection from the environment.  
 
Plant systems still in service include the French drain, trench water collection, and the 
wastewater treatment systems.  The licensee also continued to collect routine environmental 
and effluent samples and continued to implement the radiation protection program as required 
by the license. 
 
The licensee has not established a firm date for remediating Pond 2.  Later this year, the 
licensee may elect to conduct studies of Pond 2 to support future reclamation work.  The current 
schedule stipulates that Pond 2 reclamation be completed prior to the end of 2013.  Following 
completion of Phase I work, the licensee plans to commence with Phase II work.  Phase II 
includes the removal of calcium fluoride material from Ponds 5-9.  This work is scheduled to 
commence during late 2013. 
 
1 Decommissioning Inspection Procedure; Management Organization and Controls 

(87104, 88005) 
 
1.1 Inspection Scope 
 

The objective of this portion of the inspection was to determine whether the licensee and 
its contracted workforce were conducting decommissioning activities in accordance with 
license and regulatory requirements. 

 
1.2 Observations and Findings 
 

Section 2.0 of Part B to the license application provides the site staffing requirements.  
At the time of this inspection, site staffing included the operations manager, radiation 
safety officer, two operators/radiation protection technicians, one construction contractor, 
and part-time security staff.  Although he was not located onsite, the corporate president 
continued to conduct routine site visits.  The inspectors concluded that the licensee had 
sufficient staff to ensure compliance with license, satisfy regulatory requirements, and 
ensure security of licensed materials. 

 
License Conditions 10 and 14 specify the requirements for the Radiation Safety 
Committee.  The committee is required to meet at least quarterly.  The inspectors 
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reviewed the minutes for the 2009-2010 Radiation Safety Committee meetings and 
discussed the results of the meetings with the licensee’s staff.  Functions of the 
committee included identifying negative trends and reviewing proposed changes to the 
radiation protection program.  The licensee’s records indicate that the committee 
members continued to monitor and trend the radiological impacts of work being 
conducted at the site.  The committee did not identify any significant negative trends 
during 2009.  In addition, site procedures were reviewed during May 2009 in accordance 
with license requirements, and the annual radiation protection program review for 2009 
was conducted during January 2010 in accordance with regulatory requirements. 
 
The inspectors conducted site tours to observe activities in progress.  The inspectors 
observed field activities such as the staging and storage of bagged wastes and the 
collection and processing of wastewater.  The inspectors determined that site operations 
were being conducted in accordance with license requirements.  Adequate security 
measures were in place to ensure positive control over the licensed material in 
accordance with 10 CFR 20.1801 requirements. 

 
The inspectors performed independent radiological measurements during the site tours 
using a Ludlum Model 19 survey meter (NRC number 015540, calibration due date of 
04/04/2010, calibrated to radium-226).  Background measurements ranged from 7-10 
microRoentgens per hour (µR/hr).  The edges of Pond 3 measured 25-33 µR/hr, the WIP 
material staging area measured 35 µR/hr, the Thermite building entrance (location 
where residual WIP material was being staged) measured 80 µR/hr, and the edge of 
Pond 2 measured 130 µR/hr.  Laboratory samples located in the Chem A laboratory 
measured 150 µR/hr.  The inspectors noted that the ambient gamma radiation levels 
adjacent to Pond 3 were significantly lower than previous inspections, a result of the 
licensee’s removal of the majority of the WIP material from the pond.  No radiation 
areas, areas with radiation levels greater than 5,000 µR/hr, were identified at the site. 
 

1.3 Conclusions 
 

The licensee and its contracted workforce were conducting decommissioning activities in 
accordance with license and regulatory requirements.     
 

2 Radiation Protection (83822) 
 
2.1 Inspection Scope 
 

The inspectors reviewed the licensee’s implementation of its radiation protection 
program to ensure compliance with 10 CFR Part 20 and the license.   

 
2.2 Observations and Findings 
 

a. Occupational Exposures 
 

The occupational radiation exposure monitoring requirements are specified in Section 3 
of Part B to the license and Section 10 of the Decommissioning Plan.  Previously, the 
licensee assigned thermoluminescent dosimeters to site workers.  During early 2009, 
after a thorough evaluation, the licensee suspended external personnel monitoring as 
allowed by 10 CFR 20.1502 based on historical results.  External exposure data 
collected since 2002 ranged from non-detectable to a maximum of 54 millirems deep 



 

ENCLOSURE 

 

- 5 - 
 

dose equivalent.  The licensee continues to monitor ambient gamma exposure rates in 
work areas.  The exposure rates varied with the work in progress.  During the inspection 
period, ambient exposure rates in designated work areas remain low. 
 
Internal exposures were assessed based on results obtained from lapel air samplers.  
During 2009, nine individuals were monitored for internal exposures.  The highest 
internal dose assigned to an individual was 52.5 millirems.  Five individuals had 
measurable doses, and the total calculated collective person-rem dose was 76 millirems.  
Four individuals had no assigned doses.  These results were well below regulatory 
limits.  No bioassay samples have been collected and analyzed since the spring of 2007 
due to the low levels indicated on lapel air sampler results. 
 
The licensee conducted limited air sampling for radon progeny during 2009 in areas 
where work was being conducted with radioactive materials.  The highest measurement 
was 0.10 working levels with an action level of 0.33 working levels.  The licensee 
discontinued radon progeny sampling during the second quarter of 2009 to coincide with 
the reduction in onsite work activities. 

 
b. Radon Monitoring 

 
Radon monitoring requirements are outlined in Section 3.5.4 of Part B to the license. 
The licensee conducted radon monitoring in areas where source material was being 
handled and stored.  During 2009, radon measurements were obtained at seven 
locations: the plant entrance, a background level near the access road, an 
environmental sample, the white house (contractor lunch and change out area), Chem A 
laboratory, Chem C building, and the Transportation Packaging and Processing Area.  
Radon samples were analyzed quarterly by an outside vendor.  Reported radon levels 
ranged from less than 0.3 pCi/L for most reports to a high of 17.5 pCi/L for a canister 
located near the Transportation Packaging and Processing Area.  All values were less 
than the action level of 30 pCi/L.   

 
c. Contamination Control 

 
Contamination control techniques used by the licensee included radiation surveys of 
frequently travelled roads, equipment and tools, trash, laundry, and equipment sent off-
site for repair.  Contamination control requirements are provided in Section 3.5 of Part B 
to the license and License Condition 33.  Inspectors verified that instruments used for 
contamination survey efforts were within calibration.  Area surveys included weekly 
surface surveys and biweekly swipe surveys for alpha contamination.  The inspectors 
reviewed the area survey results and concluded that no contamination problems existed 
during the inspection period. 
 
Inspectors reviewed randomly selected equipment surveys and found them to be 
satisfactory.  Equipment sent offsite for repair was surveyed prior to release.  Contractor 
owned equipment was surveyed prior to release from the site.  All surfaces of equipment 
were characterized to ensure compliance with the action level limits specified in 
Regulatory Guide 1.86. 
 
During site tours, the inspectors used a licensee supplied count rate meter to measure 
contamination levels at various locations.  No detectable activity was identified in most 
locations.  Slightly elevated levels of fixed contamination were observed on the floor at 
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the entrance to the restricted area in the Chem C building, the route used by workers 
when entering and exiting the Pond 3 restricted area.  This area was routinely surveyed 
by operations staff, and the levels of fixed contamination measured by the inspectors 
agreed with the licensee’s measurements.  In addition, the inspectors surveyed the 
tools, equipment, and general areas in the Research and Development Building 
warehouse.  Low levels of contamination were identified on the platform of an industrial 
scale and on a pump undergoing repair.  No contaminated tools were identified.  Since 
the contaminated components had not been released for unrestricted use, these 
contaminated components were not detrimental to public health and safety.  

 
d. Training 

 
Training requirements are described in Section 3.3 of Part B to the license.  Annual 
general employee training was provided to site workers during 2009.  A review of the 
licensee’s files confirmed that individuals completed general employee training at the 
appropriate level prior to starting work.  Upon completion of initial training, workers must 
pass an exam that included questions related to general administrative requirements, 
hazard communication, radiation protection and contamination control, respiratory 
protection, and use of special work permits.  Individuals who were required to use a 
respirator had also completed a medical review, training, and a fit test as required by 
procedure.  Respirator fit testing for contractor workers was conducted during July 2009.  
All workers on-site were current on their training.   
 
Hazardous material transportation training was last provided during July 2007.  The 
licensee was reminded that this training remains valid for only three years and thus this 
training must be repeated after July of 2010 if the licensee plans to ship radioactive 
materials after that time.   
 
During July and August of 2009, the City of Muskogee Fire Department participated in 
the annual familiarization tour of the facility. 
 

2.3 Conclusions 
 

The licensee implemented a radiation protection program that was in compliance with 
10 CFR Part 20 and the license.   

 
3 Environmental Protection (88045) 
 
3.1 Inspection Scope 
 

The inspectors reviewed the licensee’s environmental monitoring program for 
compliance with regulatory and license requirements.   

 
3.2 Observations and Findings 
 

a. Liquid Effluents 
 

The licensee used four outfalls for discharge of waters from the site.  Liquid effluents 
originating from the plant wastewater treatment system were discharged from Pond 6 to 
the Arkansas River through Outfall 001.  Three other outfalls were used for the 
discharge of stormwater runoff.  Liquids were released through Outfall 001 in batch 
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modes.  Water samples were collected during each batch release.  The licensee 
reported the water sample results to the State of Oklahoma in accordance with its 
National Pollutant Discharge Elimination System permit requirements. 
 

   b. Environmental Air Sampling 
 

The licensee sampled airborne alpha radioactivity at six locations.  The sample stations 
included four perimeter stations, one background station, and one offsite station.  
Airborne particulates were continuously collected and analyzed weekly.  The air sample 
filters obtained by the licensee were analyzed for gross alpha activities.  Based on the 
licensee’s 2008-2009 records, none of the sample results exceeded the administrative 
action level.   
 
The licensee sampled airborne alpha radioactivity at four boundary locations of the site 
on a weekly basis.  Results were less than administrative limits and typically were an 
order of magnitude less than any regulatory limit.  Records of filter change out showed 
continuous coverage of any potential releases.  Continuous flow rates were maintained 
throughout the period of measurement.  The inspectors verified that the measurement  
equipment was included in the licensee’s instrument calibration program. 
 

   c. Groundwater Monitoring 
 

The licensee sampled 19 monitoring wells and 4 sumps on a quarterly frequency.  The 
inspectors reviewed the sample results for 2009.  The results continued to indicate that 
samples collected from one monitoring well exceeded the reporting requirements.   
 
Water samples collected from monitoring well MW-74 have exceeded the uranium 
concentration reporting level since March 2006.  This well is located down-gradient of 
Pond 3 but up-gradient of the intercept trench that runs parallel to the Arkansas River.  
The results for samples collected from MW-74 since March 2006 are provided in 
Attachment 1 to this inspection report.  The sample results suggest that the uranium 
concentrations in the groundwater have stabilized, and no upward trend is apparent.  In 
addition, the inspectors confirmed that the licensee continued to report the sample 
results for MW-74 to the NRC as stipulated by the license. 

 
The licensee previously concluded that subsurface contaminant disturbance caused by 
the reclamation of Pond 3 was the most likely reason for the elevated uranium 
concentrations in Monitoring Well MW-74.  Phase I decommissioning commenced in 
June 2005, and a negative trend was first identified in the MW-74 sample during 
September 2005.  The reclamation of Pond 3 is scheduled to be completed during 2010.  
The licensee indicated that uranium concentrations in samples collected from MW-74 
are expected to trend downward after reclamation of Pond 3 has been completed.  In the 
meantime, the intercept trench still functions to collect potentially contaminated 
groundwater that may be migrating from Pond 3 towards the Arkansas River. 
 
As allowed by the license, during the fourth quarter of 2009, the licensee reduced the 
groundwater sampling frequency from quarterly to semi-annually.  However, the licensee 
plans to continue with quarterly sampling of MW-74 for an interim period of time.   
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3.3 Conclusions 
 

The licensee continued to conduct environmental monitoring in accordance with license 
requirements.  Monitor Well MW-74 sample results continued to exceed the reportability 
limit, and the licensee continued to report these exceedances to the NRC.   

 
4 Low-Level Radioactive Waste Storage; Radioactive Waste Management; and 

Onsite Construction (84900, 88035, 88001) 
 
4.1 Inspection Scope 
 

The inspectors conducted a review of onsite handling and storage of radioactive wastes 
to ensure compliance with license requirements. 

 
4.2 Observations and Findings 
 

The licensee originally estimated that Ponds 2 and 3 contained about 18,800 tons of 
WIP material.  At the time of the inspection, the licensee had excavated and shipped 
about 13,200 tons of WIP material from Pond 3.  The licensee estimated that 
approximately 363 tons of excavated Pond 3 WIP material remained staged for shipment 
in the Thermite Building.  In addition, about 200 tons of unbagged WIP material 
remained in the drying bed, and about 50 tons of material remained in Pond 3.  A 
contractor was used on an as needed basis to excavate the WIP material from Pond 3.  
The licensee was reshaping Pond 3 in accordance with License Condition 30 
requirements as part of the pond restoration process.   

 
The requirements for the temporary storage of licensed materials are provided in 
License Condition 25.  The inspectors conducted a review of the licensee’s onsite 
radioactive waste staging operations.  At the time of the inspection, WIP material was 
staged for shipment in the Thermite building.  This material was previous located 
outdoors but was moved indoors during August 2009.  The staged material was 
packaged within approximately 220 2-ton supersacks.  The licensee stated that the 
material stored in the drying bed will eventually be bagged after the material has 
sufficiently dried.  Staged material collected by the licensee is destined for use as 
alternate feed material at a Utah uranium mill.   
 
In addition to the bagged WIP material, the licensee continued to store contaminated 
soils in the former Sodium Reduction Building.  The licensee estimated that 
approximately 2000 tons of contaminated soil was in storage.  This soil originated from 
previous reclamation work involving Ponds 1N, 1S, and 5.  The licensee also continued 
to store about 7000 cubic yards of potentially contaminated soil recovered during 
construction of the intercept trench.  This material was stored onsite under sheets of 
plastic.  Further, the licensee continued to store approximately 54,000 dry tons of 
calcium fluoride material in Ponds 8 and 9.  Finally, the licensee continues to store 
approximately 3000 gallons of ammonium hydroxide in an onsite storage tank.   
 

4.3 Conclusions 
 

The licensee was staging radioactive material for shipment in accordance with the 
requirements of the license.  
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5 Inspection of Transportation Activities (86740) 
 
5.1 Inspection Scope 
 

The inspectors reviewed the licensee’s program for packaging, shipping, and 
transporting radioactive material. 

 
5.2 Observations and Findings 
 

During the inspection, no shipping activities were in progress.  The licensee last shipped 
WIP material to an out of state disposal facility during January 2009.  Approximately 433 
tons of material was shipped during January 2009.  Since 2006, when shipment 
operations began, the licensee estimated that it has shipped 13,204 tons of WIP material 
in 672 individual shipments.  The licensee may elect to ship the WIP in storage later this 
year, depending on a number of factors including costs. 
 
The inspectors were unable to observe the licensee’s protocols for shipping waste 
material.  The inspectors previously reviewed the licensee’s shipping papers for recent 
shipments, and the papers were found to be complete and in agreement with U.S. 
Department of Transportation requirements. 

 
5.3 Conclusions 
 

The licensee conducted transportation operations in accordance with U.S. Department 
of Transportation requirements.   

 
6 Exit Meeting 
 

The inspectors reviewed the scope and findings of the inspection during an exit meeting 
conducted at the conclusion of the onsite inspection on March 9, 2010.  The licensee did 
not identify as proprietary any information provided to, or reviewed, by the inspectors. 

 



 

ATTACHMENT 1 

GROUNDWATER SAMPLE RESULTS 
 

MONITORING WELL MW-74 SAMPLE RESULTS 
(units of pCi/L) 

 

Sample Date Uranium-238 Uranium-235 Uranium-234 Reporting Level 

March 15, 2006 5460 Not Detected 4740 3000 

June 28, 2006 9040 Not Detected 8620 3000 

July 14, 2006 3800 Not Detected 3360 3000 

July 28, 2006 4100 Not Detected 4180 3000 

August 10, 2006 8240 Not Detected 7890 3000 

August 24, 2006 6080 Not Detected 5240 3000 

September 20, 2006 11,300 Not Detected 10,300 3000 

October 25, 2006 4610 83 4280 3000 

November 15, 2006 9110 121 8320 3000 

December 14, 2006 9660 24 8680 3000 

March 23, 2007 8320 39 7160 3000 

June 13, 2007 9070 299 8180 3000 

September 12, 2007 6480 142 6280 3000 

December 19, 2007 6740 69.8 6550 3000 

March 26, 2008* 1050 75.4 1050 3000 

June 11, 2008 7840 157 7450 3000 

September 24, 2008 9810 1220 9200 3000 

December 17, 2008 11,400 82.2 10,900 3000 

March 26, 2009 5730 462 5410 3000 

June 25, 2009 11,400 286 10,500 3000 

September 16, 2009 10,600 Not Detected 9600 3000 

December 10, 2009** 10,000 500 10,000 3000 

*Sample results did not exceed reporting limit and were not reported to the NRC 
**Isotopic results were estimated based on a total uranium concentration of 32,100 µg/L 
 
  



 

  ATTACHMENT 2  

SUPPLEMENTAL INSPECTION INFORMATION 
 

PARTIAL LIST OF PERSONS CONTACTED 
Licensee 
 
E. Jackson, President 
J. Burgess, Plant Operations Manager 
R. Miller, contract Radiation Safety Officer 
 
Oklahoma Department of Environmental Quality 
 
P. Johnson, Water Quality Division, Permitting Section 
S. Gunnels, Water Quality Division, Wastewater Enforcement 
J. Flynn, Land Protection Division, Radiation Management Section 
 

INSPECTION PROCEDURES USED 
 
IP  83822 Radiation Protection 
IP  88045 Environmental Protection 
IP  84900 Low-Level Radioactive Waste Storage 
IP  88035 Radioactive Waste Management 
IP  88001  Onsite Construction 
IP  87104 Decommissioning Inspection Procedure for Materials Licensees 
IP  88005 Management Organization and Controls 
IP  86740 Inspection of Transportation Activities  
 

ITEMS OPENED, CLOSED, AND DISCUSSED  
 
Open 
 
None 
 
Closed  
 
None 
 
Discussed  
 
None 
 

LIST OF ACRONYMS AND ABBREVIATIONS USED 
 
CFR   Code of Federal Regulations 
IP   Inspection Procedure 
µR/hr   microRoentgens per hour 
µg/L   micrograms per liter 
pCi/L   picocuries per liter 
WIP   Work-in-Progress 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (None)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket true
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /UseDeviceIndependentColor
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages false
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [300 300]
  /PageSize [612.000 792.000]
>> setpagedevice


