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U.S. NUCLEAR REGULATORY COMMISSION (Corrected Copy)

MATERIALS LICENSE

Pursuant to the Atomic Energy Act of 1954, as amended, the Energy Reorganization Act of 1974 (Public Law 93-438), and Title 10,
Code of Federal Regulations, Chapter |, Parts 30, 31, 32, 33, 34, 35, 36, 39, 40, and 70, and in reliance on statements and
representations heretofore made by the licensee, a license is hereby issued authorizing the licensee to receive, acquire, possess, and
transfer byproduct, source, and special nuclear material designated below; to use such material for the purpose(s) and at the place(s)
designated below; to deliver or transfer such material to persons authorized to receive it in accordance with the regulations of the
applicable Part(s). This license shall be deemed to contain the conditions specified in Section 183 of the Atomic Energy Act of 1954, as
amended, and is subject to all applicable rules, regulations, and orders of the Nuclear Regulatory Commission now or hereafter in effect
and to any conditions specified below.

Licensee

1. L.S. Jensen Construction & Ready Mix 3. License number 25-29362-01

2. 4685 Mullan Road 4. Expiration date December 31, 2019

P.O. Box 16296 @q_eket Mo. 030-38139
Missoula, Montana 59808-6296 ‘_,_ %_, ReferéncgNo

iy
6. Byproduct, source, and/or 7. @qg;nical and/or physical form 8l ’,Maximum amount that licensee may
special nuclear material _,%u,, pessess at any one time under this license
L

£ 0

A. Radium-226 “# A, _Sealed sources (AEA A, 5, .8 millicuries per source and
L., "hI_echﬂplogy Model RAN.C1; *'f' 5.5 millicuries total

e Model GT- G
‘ or hemlp g
|ng

L]

2

Authorized use: ' . ;-1" e

C . Lpd [ —
A. Tobeusedina qgman 'Corg ration Modql\\C-IBOé‘geries pqﬂe_l_.ble gauging devices for

measuring physical prope i ol 't £
> et
' 5

CONDUFHONS

f“;ﬁ
Licensed material may be used or stored at.the licensee's facilities located at:

A. 4685 Mullan Road, Missoula, Montana, and

B. Temporary job sites anywhere in the United States where the U.S. Nuclear Regulatory Commission
maintains jurisdiction for regulating the use of licensed material, including areas of exclusive Federal
jurisdiction within Agreement States.

If the jurisdiction status of a Federal facility within an Agreement state is unknown, the licensee should
contact the federal agency controlling the job site in question to determine whether the proposed job site
is an area of exclusive Federal jurisdiction. Authorization for use of radioactive materials at job sites in
Agreement States not under exclusive Federal jurisdiction shall be obtained from the appropriate state
regulatory agency.

Licensed materials may be used by, or under the supervision and in the physical presence of, individuals
who have received the training described in the application dated September 4, 2009 and E-mail dated
December 29, 2009.
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The Radiation Safety Officer (RSO) for this license is Jeremiah B. Bowser, P.E.

A. Sealed sources shall be tested for leakage and/or contamination at intervals not to exceed the
intervals specified in the certificate of registration issued by U.S. Nuclear Regulatory Commission
under 10 CFR 32.210 or by an Agreement State.

. In the absence of a certificate from a transferor indicating that a leak test has been made within the
intervals specified in the certificate of registration issued by U.S. Nuclear Regulatory Commission
under 10 CFR 32.210 or by an Agreement State.prior to the transfer, a sealed source or detector cell
received from another person shall notube put into use>u_ht|l tested and the results received.

. Sealed sources need not bg te_stéd |f they are in storage and ar.e;not being used. However, when
they are removed from stérage for use or transferred to another perSon, and have not been tested
within the required leak® t.est interval, they shall be tested before use Or transfer. No sealed source
shall be stored for a perlod of more than 10 years without being tested. fOr leakage and/or
contamination. L / _ #

£r
l'

. The leak test shall be capabl mi g the presence.df.éJOOS microcuriey(185 becquerels) of
le
vabl

radioactive matenal on the tes f th lestireveals'thejpresence of*0.005 microcurie
(185 becquerels) or'more of re ion, a{repoﬁ shall be flle.dllNlth the U.S. Nuclear
Regulatory Commission in accokc_janc i 30.50( (c)(2), and the spurce shall be removed
immediately from/service angd ! m disposed of in! accordance with
Commission regulations. The fepoft haII pe filed within qéays of"fpe date‘the leak test result is
known with the U.S..Nucleat-R&gi 1L mmlssmn}Reglo
Arlington, Texas 76011-4125_ATHN: Direttor, Divisi
specify the source mvoLved t 2 festresulis;-ar

. Tests for leakage and/or c’ontamlnatlon sha a‘e\rforrﬁe'igl)y persdné speC|f|caIIy licensed by the
U.S. Nuclear Regulatory Cemtmssmn oranA ment State to perform such services. In addition,
the licensee is authorized to collect.leak test samples butmnet perform the analysis; analysis of leak
test samples must be performed by persons specifically licensed by the Commission or an
Agreement State to perform such services.

F. Records of leak tests results shall be kept in units of microcuries and shall be maintained for 3 years.

Sealed sources or source rods containing licensed material shall not be opened or sources removed or
detached from source rods or gauges by the licensee, except as specifically authorized.

The licensee shall conduct a physical inventory every 6 months, or at other intervals approved by the
U.S. Nuclear Regulatory Commission, to account for all sources and/or devices received and possessed
under the license. Records of inventories shall be maintained for 5 years from the date of each inventory,
and shall include the radionuclides, quantities, manufacturer's name and model numbers, and the date of
the inventory.
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Except for maintaining labeling as required by 10 CFR Part 20 or 71, the licensee shall obtain
authorization from U.S. Nuclear Regulatory Commission before making any changes in the sealed
source, device, or source-device combination that would alter the description or specifications as
indicated in the respective Certificates of Registration issued either by the Commission pursuant to
10 CFR 32.210 or by an Agreement State.

Each portable nuclear gauge shall have a lock or outer locked container designed to prevent
unauthorized or accidental removal of the sealed source from its shielded position. The gauge or its
container must be locked when in transport, storage.or \ when not under the direct surveillance of an
authorized user. _.,_:_ (W m M _}:"_ >,

“rrr,
'--\.-.

Any cleaning, maintenance, or_,repaﬁ"’of the gauges that requires ‘detachlng the source or source rod from
the gauge shall be performed*enly by the manufacturer or other pers‘fans specifically licensed by the
U.S. Nuclear Regulatory Cemimission or an Agreement State to performi é_ljch services.

- 0
A. If the licensee uses,lgﬁShlelded sealed sources extended more 3 féertibelow the surface, the
licensee shall use ébir;face |ng~tt1at extends from the low F_gs depth to 12 inches above the surface

and other appropriate proced es t %ce the probabili

f the source gr-grobe becoming lodged
below the surfacegf it is not f to%extendthig casing 12-hches above the surface, the licensee
shall implement proCedures to suret tthe Ca d hol¢ |sf e of obstruciwl}'in before making
measurements. '

obe ma _not be successful, the
d sub Ii'the report required by
ndott the sealedssource or probe without
Sé ifiegtion and reperting requirements should be
made to the NRC Emerg’é__hcpy;Operations er! 6-5100, L.
F ol

The licensee is authorized to transportlicensed material onlyin accordance with the provisions of
10 CFR Part 71, "Packaging and Transportation of Radioactive Material."
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21. Except as specifically provided otherwise in this license, the licensee shall conduct its program in
accordance with the statements, representations, and procedures contained in the documents, including
any enclosures, listed below. The U.S. Nuclear Regulatory Commission's regulations shall govern unless
the statements, representations, and procedures in the licensee's application and correspondence are
more restrictive than the regulations.

A. Application dated September 4, 2009 (ML092610925)
B. E-mail dated December 29, 2009 (ML093631154)

FOR THE U.S. NUCLEAR REGULATORY COMMISSION

IRA/
Date June 4, 2010

Roberto J. Torres, Senior Health Physicist
Nuclear Materials Safety Branch B
Region IV

Arlington, Texas 76011-4125
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