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PITTSBURGH TESTING LABORATORY
PITTSBURGH. PA.

V0., AtAOAT " I"~ ~ .t X.V' O*ýVI. P0~.

form sv-)

Orde No. TA-7732

DAILY CONCRETE CURING & FORM REMOVAL RECORD

IREPORTED TO:
PROJECT:
Ceecref* Supplier:
AocA-Engjlneer:
6trwl Crrtroctor:

FLORIDA POWER CORP.
CRYSTAL RIVER PLANT UNIT NO. 3
West Coast Concrete, Inc.
Gilbert Assoc., Inc.
J. A. Jo,,es

Doe of Pour: -,3-21-7 ,-_ Location: POUR: 74•• ?•na. I

Conmete Design Reqd . 5000 PSI @ 29 -ýs - Type of Cement [1,
Tinte of Placement: Begin 2:20 M -,.End 7:15
Service Category: No. Load [j Partial Load E] St uct. FL0 Load M

of I

J

TEMPERATURE DATA 'F. Inspector: .L

tAhMBIE N T AS Pt. ACED I
Actual
Spec. 60-6352 -59

C'

CURING PROCEDURE

Continuous sprinkling and ponding

CURING DATA

Date 122 1 23 1-4 Y25 26 1' 30W ~i

R~equirement 7 Days at 50 Oe~rees 1.'arimum Actual: 8 days. 15 hrs.

FORM REMOVAL

o Field Cured Concrete Cylinders Requested
CIN. STRENGTH %CLI"DER FIELD

CYLINDERE
STRUCY. CLASSIFICATION REOT. P.S.I. PERIOD nuCYLINDER

30G0 PSI ALTERNATE DAYS PSa.I

Sides of Footing. W:alls -50 1 I
Sides of Beans. Girders, Columns 1500 3

Fores under Floor Stabs 2 " 1 7

Centering under Beams. Girders 2500&50Flat Slab I -10

Spec. Stregth IM PSI for Removal of -r or Shore or Days Spec.
Daoe Removed s• -a-r3---. not removed 3-.-s s-" _ 9.
"Sam mninmom period in days - Correlat•on .: f5ý.-Xt P.S.. Co-nrrete -

i -ndicates Bulkhead removed after -A hhs. c..urng ano curt-g con1tmiued.

h) In.icates curng conformed to project specifications.

CC: 2 - .AJ Quality Ocntrol ,--'PTTSURGH TSTIN
3- T i -- 7/,
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