
Prepared By

Checked ByMACTEC
GEOTECHNICAL BORING LOG

Date )- -j;;;>..o::e??
~''''FA' 'C\?Date <';t'"'j," ,-(; 1)

SHEET 1 OF 3
BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade IGEOLOGIST: S. Woodham

SITE DESCRIPTION: Turkey Point COL DRILL MACHINE: CME·550X (ATL) DRILLER: P. Pitts/ R. Landeros GROUND WATER (ft)

BORING NO.: B-705 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core OHR. NA

GROUND ELEV.: -1.3 ft (NAVD88) NORTHING: 396,919 US ft (NAD83/90) EASTING: 875,846 US ft (NAD83/90) 24 HR. NA

TOTAL DEPTH: 200.0 ft BORING DIAMETER: 4" to 35.0',3" to 200.0'1 CASING DEPTH: 4" to 35.0',3" to 135.0'1 HAMMER (ID):140 lb. Auto (MEC·05)

DATE STARTED: 2122108 ICOMPLETED: 2124/08 ICORE SIZE: HQ3 BITS USED: 215/16" Roller Cone

ELEV. DEPTH BLOW COUNT BLOWS PER FOOT SAMP.1% L

0 20 40 60 80 100 0 SOIL AND ROCK DESCRIPTION
(ft) (ft) 0.5ft 0.5ft 0.5ft NO, G

-1.3 Ground Surface -1.3 0.0
- ." V.V WOH WOH WOH r: 705-1

~4.2
MUCK, very dark brown (10YR2/2), very soft,

-3.8 2.5 w - wet
~

2.9
3 11 11 :e22 l-LI- LIMESTONE, boundstone, white (5Y8/1), soft,-

-6.6 5.3 .SE;E l,E(iEt-jD fD~ ROc;K ~A~D~ESS

----ros:3 te moderately indurated, wet, strong HCI reaction
7 9 7 CRITERIA BASED ON SPT DATA (Miami Formation).1'6 .

-8.8 7.5 - te 5.3ft: very soft
6 4 8 7Qs:4 7.5ft: fossiliferous, oolitic.12 - teI--11.3 10.0

""'7Os:55 7 12 .•19 tI-13.8 12.5 -
7 8 25 e33

"""'7'6s:6 te 12.5ft: medium hard
- I-

-16.3 15.0
7Qs:7 te14 14 22 .36 . - te-19.8 18.5

4 4 8 .i2
"""'7'6s:6 I I- 18.5ft: very soft
-

I
-24.8 23.5

~
I

6 10 5 .15
I-

,...-- I
I F--,g§.~ - - - - - - - - - - - - - - - - - - n·o

-29.8 28.5 LIMESTONE, boundstone, white (5Y8/1),
15 22 17 ..39

~ I
I- medium hard, moderately indurated, wet,

e--- strong HCI reaction, fossiliferous (Upper Fort

I Thompson Formation)

-34.8 33.5
I 705-11 I 28.0ft: loss of circulation

9 8 12 .20
I- 33.5ft: very soft-36.3 35.0

~ I 35.0ft: Switch sampling method to coring

I
35.0ft: white (10YR8/1), hard, indurated,

-39.8 38.5
fossiliferous, strong HCI reaction, coralline

I RUN-2 I I- 38.5ft: recrystallized calcite

I
-44.8 43.5

I RUN-3 I I- 43.5ft: white (10YR8/1) to 45.8ft then gray
I (2.5Y6/1) to 47.3ft, little vugs

-.- -48.6 47.3
-49.8 48.5

I RUN-4
--L LIMESTONE, boundstone, white (1 OYR8/1),

I- hard, indurated, fossiliferous, little vugs, few
I recrystallized calcite, strong HCI reaction

I (Lower Fort Thompson Formation)
48.5ft: few vugs

-54.8 53.5
I RUN.S I -

I
-59.8 58.5

I RUN-6
I
I

- 58.5ft: extremely indurated

I
-64.8 63.5

I RUN-7 I, - 63.5ft: indurated

P=
-69.8 68.5 tI

RU'N=B b= - 68.5ft: some vugs

b=
-74.8 73.5

RUi'i=9 P=- 73.5ft: little vugs
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MACTEC
GEOTECHNICAL BORING LOG

SHEET 2 OF 3
BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade IGEOLOGIST: S. Woodham

SITE DESCRIPTION: Turkey Point COL DRILL MACHINE: CME-550X (ATL) DRILLER: P. Pitts/ R. Landeros GROUND WATER (ft)

BORING NO.: B·705 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core OHR. NA

GROUND ELEV.: -1.3 ft (NAVD88) NORTHING: 396,919 US ft (NAD83/90) EASTING: 875,846 US ft (NAD83/90) 24 HR. NA

TOTAL DEPTH: 200.0 ft BORING DIAMETER: 4" to 35.0', 3" to 200.0'1 CASING DEPTH: 4" to 35.0', 3" to 135.0'1 HAMMER (10):140 lb. Auto (MEC-05)

DATE STARTED: 2/22108 1COMPLETED: 2124/08 ICORE SIZE: HQ3 BITS USED: 215/16" Roller Cone

ELEV. DEPTH BLOW COUNT BLOWS PER FOOT SAMP.

I~
L

9 20 40 60 80 100 0 SOIL AND ROCK DESCRIPTION
(ft) (ft) 0.5ft 0.5ft 0.5ft NO. G

-76.1 Continued from previous page
--L LIMESTONE, boundstone, white (10YR8/1),

I hard, indurated, fossiliferous, little vugs, few

-79.8 78.5 recrystallized calcite, strong HCI reaction
RiJN-1O II- (Lower Fort Thompson Formation) (continued)

78.5ft: moderately hard to hard, moderately

I indurated to indurated, few vugs

-84.8 83.5
~ II-

I
83.5ft: hard, indurated

-89.8 88.5
I

RUN-12 II- 88.5ft: mostly shell molds and casts

I
-94.8 93.5

RUN-13 II-
I

-99.8 98.5
I

RUN:i4 II-
I

-104.8 103.5
RUN-15 II-

I 103.5ft: extremely indurated

-109.8 108.5
I

"'RiJN-i6 II- 108.5ft: indurated

I
-114.8 113.5

~
I_

-116,3 113.5ft: very soft, friable 115.0
~----------------------. Silty SAND (SM), greenish gray (10YR6/1),

medium dense, wet, fine to coarse grained
-119.8 118.5 sand, weak HCI reaction, little fines, trace shell

4 6 8 ti4 I 705-12 '- fragments, fine gravel (Tamiami Formation)
r----- 118.5ft: Switch sampling method to SPT

118.5ft: no recovery

-124.8 123.5
I 705-13 :-5 12 8 20 123.5ft: LIMESTONE, boundstone, pale yellow
I--- (2.5Y7/3), very soft, friable, wet, strong HCI

reaction, fragmented, sandy

-129.8 128.5
I 705-144 4 7 : i 1'1 .

:.-
I----

-134.8 133.5
I 705-155 8 11 19

'- 133.5ft: few cemented sand pockets
I----

-139.8 138.5
I 705-16 :-4 5 6 1:1 138.5ft: greenish gray (5GY6/1), strong HCI
I--- reaction, fine to medium grained sand

-144.8 143.5
7Q5:i77 11 11 22 :'r-- 143.5ft: trace shell fragments-

-149.8 148.5
7Q5:i85 8 14 'I-
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MACTEC
GEOTECHNICAL BORING LOG

SHEET 3 OF 3
BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468·07·1950 COUNTY: Miami-Dade IGEOLOGIST: S. Woodham

SITE DESCRIPTION: Turkey Point COL DRILL MACHINE: CME-550X (ATL) DRILLER: P. Pitts/ R. Landeros GROUND WATER (ft)

BORING NO.: B-705 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core OHR. NA

GROUND ELEV.: -1.3 ft (NAVD88) NORTHING: 396,919 US ft (NAD83/90) EASTING: 875,846 US ft (NAD83/90) 24 HR. NA

TOTAL DEPTH: 200.0 ft BORING DIAMETER: 4" to 35.0',3" to 200.0' ICASING DEPTH: 4" to 35.0',3" to 135.0' IHAMMER (ID):140 lb. Auto (MEC-05)

DATE STARTED: 2/22108 ICOMPLETED: 2124/08 ICORE SIZE: HQ3 BITS USED: 2 15/16" Roller Cone

ELEV. DEPTH BLOW COUNT BLOWS PER FOOT SAMP.~L
9 21° 41° 61° 8p 19° MOl g SOIL AND ROCK DESCRIPTION

(ft) (ft) O.5ft 0.5ft O.5ft NO.

-150.9 Continued from previous page

l
r--- 148.5ft: weak HCI reaction.. . Silty SAND (SM), greenish gray (10YR6/1),

-154.8 153.5
medium dense, wet, fine to coarse grained

3 6 9 I 705-19 - sand, weak HCI reaction, little fines, trace shell
: 15: fragments, fine gravel (Tamiami Formation)t----- (continued)

-159.8 158.5
I 705-203 5 7 : :4l 12 .

'.-
r---

-164.8 163.5
I 705-21 .:-5 6 14 120 t-----

-169.8 168.5
I 705-223 5 10 15

-
t-----

-174.8 173.5
I 705-23

. -J1~__________________1:U.5
2 3 4 '7 = Sandy SILT (ML), greenish gray (5GY6/1),

I---- loose, wet, fine grained sand, strong HCI
reaction

-179.8 178.5
I 705-242 3 4 '7 -
I----

-184.8 183.5
I 705-252 5 15 20

- 183.5ft: very stiff
t-----

-189.8 188.5
I 705-262 3 6 - 188.5ft: stiff, strong HCI reaction9 -

-194.8 193.5
7Q5:272 3 10 :13

-
-

-199.8 198.5
765=283 5 15 20

- 198.5ft: very stiff-201.3 200.0
Boring Terminated at Elevation -201.3 ft

i-

i-

f-

i-

f-
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MACTEC
GEOTECHNICAL CORING LOG

SHEET 1 OF 2
BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade IGEOLOGIST: S. Woodham

SITE DESCRIPTION: Turkey Point COL DRILL MACHINE: CME-550X (ATL) DRILLER: P. Pitts/ R. Landeros GROUND WATER (ft)

BORING NO.: B-705 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPTlCore OHR. NA

GROUND ELEV.: -1.3 ft (NAVD88) NORTHING: 396,919 US ft (NAD83/90) EASTING: 875,846 US ft (NAD83/90) 24 HR. NA

TOTAL DEPTH: 200.0 ft CASING DEPTH: 4" to 35.0'. 3" to 135.0' I HAMMER (ID): 140 lb. Auto (MEC-05)

DATE STARTED: 2122/08 COMPLETED: 2124/08 ICORE SIZE: HQ3 ICORE BARREL TYPE: Triple Tube Wireline (Split inner liners)

DRILL RUN STRATA LELEV. DEPTH RUN RATE REC. RQD SAMP. REC. RQD 0 DESCRIPTION AND REMARKS(ft) (ft) (ft) (Min/ft) \,ft) \,ft) NO. \,ft) \,ft) GYo Yo Yo Yo

Begin Coring @ 35.0 ft
-36.3 35.0 3.5 1:50 (1.6) (0.4) RUN-1 (10.2) (7.2) f-L LIMESTONE, boundstone, white (5Y8/1), medium hard, moderately indurated,

1:27 46% 11% 83% 59% te wet, strong HCI reaction, fossiliferous (Upper Fort Thompson Formation)
-39.8 38.5 1:28

5.0
0:53/0.5

(4.8) (4.0) RUN-2 te f- 28.0ft: loss of circulation (continued)
0:50 35.0ft: white (10YR8/1), hard, indurated, fossiliferous, strong HCI reaction,
0:59 96% 80%
0:45 te coralline
0:52 38.5ft: recrystallized calcite

-44.8 43.5 0:59 te5.0 1:00 (5.0) (2.8) RUN-3 f- 43.5ft: white (10YR8/1) to 45.8ft then gray (2.5Y6/1) to 47.3ft, little vugs
2:05 100% 56% te1:06
0:49 I--r- -48.6 47.3

-49.8 48.5 1:02 (50.6) (32.6) f-L LIMESTONE, boundstone, white (10YR8/1), hard, indurated, fossiliferous, little
5.0 1:12 (5.0) (4.4) RUN-4 75% 48% f- vugs, few recrystallized calcite, strong HCI reaction (Lower Fort Thompson

1:04 100% 88% te Formation)
1:17 te 48.5ft: few vugs
1:14

-54.8 53.5 0:49
~5.0 0:57 (4.9) (2.1) RUN-5 f-

0:48 98% 42% te0:58
0:45 te-59.8 58.5 0:58

5.0 0:38 (5.0) (5.0) RUN-6 te f- 58.5ft: extremely indurated
0:44 100% 100%
1:20 te1:15

-64.8 63.5 1:06
~5.0 0:44 (3.1) (2.0) RUN-7 f- 63.5ft: indurated

0:51 62% 40%
~0:35

0:47
~-69.8 68.5 0:35

5.0 0:48 (2.0) (0.4) RUN-8 te f- 68.5ft: some vugs
0:47 40% 8%
0:32 te0:28

-74.8 73.5 0:23 I5.0 0:48 (4.2) (1.8) RUN-9 f- 73.5ft: little vugs
0:47 84% 36% I0:40
0:58 I-79.8 78.5 1:07

5.0 0:42 (4.2) (2.2) RUN-10 I f- 78.5ft: moderately hard to hard, moderately indurated to indurated, few vugs
0:32 84% 44%
0:40 I0:45

-84.8 83.5 0:48 I
5.0 0:25 (3.8) (2.4) RUN-11 - 83.5ft: hard, indurated

0:31 76% 48% I0:45
1:21 I-89.8 88.5 1:58

5.0 0:38 (4.0) (2.3) RUN-12 I - 88.5ft: mostly shell molds and casts
0:33 80% 46%
0:40 I
0:36

-94.8 93.5 0:37 I
5.0 0:25 (0.8) (0.0) RUN-13 -

0:33 16% 0% I
1:29
0:27 I

-99.8 98.5 0:25
5.0 0:23 (3.7) (2.3) RUN-14 I -

0:32 74% 46%
I0:31

0:39
I-104.8 103.5 0:39

5.0 0:48 (5.0) (5.0) RUN-15 - 103.5ft: extremely indurated
0:41 100% 100% p::::
0:32 te0:34

-109.8 108.5 0:30 te5.0 0:31 (3.4) (2.7) RUN-16 - 108.5ft: indurated

Volume 1, Rev 2 - 10/6/2008 Page 368 of 819 DCN# TUR512



GEOTECHNICAL CORING LOG

MACTEC
SHEET 2 OF 2

BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade I GEOLOGIST: S. Woodham

DRILLER: P. Pitts/ R. Landeros GROUND WATER (ft)
SAMPLE METHODS: SPT/Core 0 HR. NA

EASTING: 875,846 US ft (NAD83/90) 24 HR. NA

DRILL MACHINE: CME-550X (ATL)

DRILL METHOD: Mud Rotary/ Core

(NAVD88) NORTHING: 396,919 US ft (NAD83/90)

SITE DESCRIPTION: Turkey Point COL

BORING NO.: B-705

GROUND ELEV.: -1.3 ft

TOTAL DEPTH: 200.0 ft

DATE STARTED: 2122/08

CASING DEPTH: 4" to 35.0',3" to 135.0'

COMPLETED: 2/24/08 I CORE SIZE: HQ3

IHAMMER (ID): 140 lb. Auto (MEC·05)

ICORE BARREL TYPE: Triple Tube Wireline (Split inner liners)

DRILL RUN STRATA LELEV. DEPTH RUN RATE REC. ROD SAMP. REC. ROD 0(ft) (ft) (ft) (Min/ft) ~ft) ~ft) NO. ~ft) ~ft) Gy, y, Yo Yo

0:26 68% 54% f-L0:27
0:31 n=-114.8 113.5 0:25

5.0 1:18 (0.3) (0.0) RUN-17
0:29 6% 0% (0.0) (NA)0:30
0:35 0%

-119.8 118.5 0:31

DESCRIPTION AND REMARKS

Continued from previous page
LIMESTONE, boundstone, white (10YR8/1), hard, indurated, fossiliferous, little
vugs, few recrystallized calcite, strong HCI reaction (Lower Fort Thompson
Formation) (continued)

- -116.3 113.5ft: very soft, friable 115.0
- - -STItySAND(SM), greeniShgray (TOYR611), mediumdense.weCfirie iOcoarse- --

grained sand, weak HCI reaction, little fines, trace shell fragments, fine gravel
-119.8 (Tamiami Formation) 118.5

Coring Terminated at Elevation -119.8

-

-

~

~

00;
~
f-o e-o
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f-o
Z e-o
0..
>-
~
:0

~f-o

0::
"f-o2S
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>-
~
:0
f-o
UJ -
~
0
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f-o
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Core Photographs
Boring B-705

B-705 - Box 2

B-705 - Box 3

1URkrr1 Pot,tT" Co....
~~.01-"'SO

6-"0'> 150>< If •
~,~~- \f:j....-;.

B-705 - Box 4

Turkey Point COL
MACTEC Project No. 6468-07-1950
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Core Photographs
Boring B-705

Turkey Point COL
MACTEC Project No. 6468-07-1950
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MACTEC
GEOTECHNICAL BORING LOG

Prepared By.c??7€ Date ~..;;;;;:
Checked By J~ Date': "'.

SHEET 1 OF 3
BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade I GEOLOGIST: R. Clark

SITE DESCRIPTION: Turkey Point COL DRILL MACHINE: CME-750 (Miller) DRILLER: G.Bilbrey/P.McKorkle/J.Tucker GROUND WATER (ft)

BORING NO.: B-706 DRILL METHOD: Mud Rotaryl Core SAMPLE METHODS: SPTlCore OHR. NA

GROUND ELEV.: -1.2 ft (NAVD88) NORTHING: 396,963 US ft (NAD83/90) EASTING: 875,885 US ft (NAD83/90) 24 HR. NA

TOTAL DEPTH: 151.9ft BORING DIAMETER: 3" to 151.9' ICASING DEPTH: 3" to 117.3' IHAMMER (ID):140 lb. Auto (07)

DATE STARTED: 2/9/08 ICOMPLETED: 2/13/08 ICORE SIZE: HQ3 BITS USED: 2 15/16" Drag Bit & 215/16" Roller Cone

ELEV. DEPTH BLOW COUNT BLOWS PER FOOT SAMP. '% L

0 20 40 60 80 100
0 SOIL AND ROCK DESCRIPTION

(ft) (ft) 0.5ft 0.5ft 0.5ft NO. G

-1.2 Ground Surface -1.2 0.0
-L" v.v WOH WOH WOH r 706-1

~-4.4
MUCK, brown (10YR5/3), to very pale brown

w f--- (10YR7/3), very soft, moist, organics, strong
-4.3 3.1

~
HCI reaction 3.2

7 6 7 ·.13· W- - \;ield notes do not indicate sample 706-2 was r
SEE LEGEND FOR ROCK HARDNESS f--- split into separate jars

-7.2 6.0 cRiTE!RIA BASED·ON SPT DATA· P= LIMESTONE, bDundstone, pale yellow (5Y8/2),50 29
. .. .

~5
-9.2 8.0 .•79 f--- P= very soft, moist to wet, strong HCI reaction

3 4 4 ~ (Miami Formation)·ee . tI - 6.0ft: hard, fossiliferous, oolitic
-11.7 10.5 f---

I--m6:5 8.0ft: very soft
4 9 48 :.57 tI 10.5ft: hard

-14.1 12.9 f---

8 19 11 .•30 f--ro6:6 P= - 12.0ft: some loss of circulation
f--- 12.9ft: soft

-16.9 15.7
:~ P= 15.7ft: hard- 50/0.3 ••5010.3. RUN-1 P= 16.0ft: Switch sampling method to coring

16.0ft: pale yellow (5Y8/2), hard, indurated,

~
- fossiliferous, little vugs, and white (N8/)

-22.2 21.0 cemented sands, blocky, strong HCI reaction
I RVN-2 tc 24.5 to 25.0ft: soft zone

tc- -25.7 24.5
~----------------------

t
: 24.5ft: Switch sampling method to SPT-27.2 26.0 ..

~3 1 6 Silty SAND (SP-SM), pale yellow (5Y8/2),
7 f--- loose, wet, trace shell fragments, angular,

.- gravel-size limestone fragments

-32.0 30.8
""Rui\i::J

. -32.4 24.5ft: total loss of circulation 31.2
---,~~~~~~~~~~~~~~~-~--

tc LIMESTONE, boundstone, pale yellow (5Y8/2),- moderately hard, indurated, fossiliferous, little

-37.0 35.8 tc vugs, trace sand in vugs, strong HCI reaction,
RUN:4 coralline (Upper Fort Thompson Formation)

tc
~

f-

-42.0 40.8
RUN:s tc

tc!-
-47.0 45.8

RUN:s I
45.8 white (5YS/1) to 48.0ft, few vugs

T -49.2 48.0
...Lf- LIMESTONE, boundstone, pale yellow (5Y8/2),

-52.0 50.8 I
moderately hard, indurated, little vugs, porous,

RUNT fossiliferous, strong HCI reaction (Lower Fort

I Thompson Formation)
50.8ft: white (5Y8/1), few vugs

I f-

-57.0 55.8
~ I

I !-
-62.0 60.8

~
I
I
I !-

-67.0 65.8
, RUN-10 I 69.7ft: 0.5ft-thick layer of sand

I -
~

I-72.0 70.8
I RUN.11

P= 70.8ft: O.2ft-thick layer of sand

IT -
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MACTEC
GEOTECHNICAL BORING LOG

SHEET 2 OF 3
BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468·07-1950 COUNTY: Miami-Dade IGEOLOGIST: R. Clark

SITE DESCRIPTION: Turkey Point COL DRILL MACHINE: CME-750 (Miller) DRILLER: G.Bilbrey/P.McKorkle/J.Tucker GROUND WATER (ft)

BORING NO.: B-706 DRILL METHOD: Mud Rotaryl Core SAMPLE METHODS: SPTICore OHR. NA

GROUND ELEV.: -1.2 ft (NAVD88) NORTHING: 396,963 US ft (NAD83/90) EASTING: 875,885 US ft (NAD83/90) 24 HR. NA

TOTAL DEPTH: 151.9ft BORING DIAMETER: 3" to 151.9' ICASING DEPTH: 3" to 117.3' IHAMMER (ID):140 lb. Auto (07)

DATE STARTED: 219/08 ICOMPLETED: 2113/08 ICORE SIZE: HQ3 BITS USED: 2 15/16" Drag Bit & 215/16" Roller Cone

ElEV. DEPTH BLOW COUNT BLOWS PER FOOT SAMP.1% l

0 20 40 60 80 100
0 SOil AND ROCK DESCRIPTION

(ft) (ft) 0.5ft 0.5ft 0.5ft NO. G

-76.0 Continued from previous page
-77. 75.tl

"""RUN-12 W- LIMESTONE, boundstone, pale yellow (5Y8/2),

tI moderately hard, indurated, little vugs, porous,
fossiliferous, strong HCI reaction (lower Fort

tI- Thompson Formation) (continued)

-82.0 80.8
RLJN:i3 tI 80.8ft: little vugs

P=- 83.0ft to 84.0ft: soft zone

-87.0 85.8
~

P=
tI 85.8ft: few vugs

87.0ft to 90.0ft: soft zone

tI-
-92.0 90.8

"""R"UN-i5 tI 91.0ft to 94.0ft: soft zone

tIe-
-97.0 95.8

"""R"UN-i6
P=
P=
P=I-

-102.0 100.8
""RUN-i7 tI 100.8ft: some vugs

tIl- 104.0ft to 105.8ft: soft zone

-107.0 105.8
"""R"UN-i6

tI
tI 105.8ft: few vugs

II-
-112.0 110.8

"RUN-19 I

I -115.2 114.0. 1=.---------------------
-117.0 115.8

': 115.8ft: Switch sampling method to SPT

5 17 17 ~
POORLY GRADED SAND with silt (SP-SM),

34 white (5Y8/1), dense, wet, fine to coarsei------ .'. grained sand, fine angular sandstone and":" 'e- limestone gravel fragments/lenses, weak HCI
-122.0 120.8 reaction (Tamiami Formation)

3 4 8 12.
I 706-10 120.8ft: pale yellow (5Y7/3), medium dense
i------

. ".1-

-127.1 125.9
~

f- -J17.J. __________________1g§ 9
3 4 8 Silty SAND (SM), pale yellow (5Y7/3), medium12· i------ dense, wet, fine to medium grained sand, fine

:.- gravel, strong HCI reaction
-131.6 130.4

I 706-123 4 5 .9 : 130.4ft: light gray (5Y7/2), loose, trace shell
I--- fragments

:::-
-136.6 135.4

I 706-134 3 4 : :417 135.4ft: strong to weak HCI reaction, fine to
I--- coarse grained sand

'-
-141.6 140.4

~7 8 10 '18 140.4ft: light olive gray (5Y6/2), medium
f--- dense, strong HCI reaction

:.-
-146.6 145.4

706-i5
_ -.13~__________________1§.4

5 8 16 24 Silty GRAVEL with sand (GM), light olive gray
- (5Y6/2), medium dense, wet, fine to coarse

- gravel sized cemented sand fragments, fine to
"n"rSA nr"inerl s"nrl slrnnn Hr.! rA""'inn
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GEOTECHNICAL BORING LOG

MACTEC
SHEET 3 OF 3

BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade IGEOLOGIST: R. Clark

SITE DESCRIPTION: Turkey Point COL DRILL MACHINE: CME-750 (Miller) DRILLER: G.Bilbrey/P.McKorkle/J.Tucker GROUND WATER (ft)

BORING NO.: B-706 DRILL METHOD: Mud Rotaryl Core SAMPLE METHODS: SPTlCore 0 HR. NA

GROUND ELEV.: -1.2 ft (NAVD88) NORTHING: 396,963 US ft (NAD83/90) EASTING: 875,885 US ft (NAD83/90) 24 HR. NA

TOTAL DEPTH: 151.9 ft BORING DIAMETER: 3" to 151.9' ICASING DEPTH: 3" to 117.3' IHAMMER (ID):140 lb. Auto (07)

DATE STARTED: 2/9/08 ICOMPLETED: 2/13/08 ICORE SIZE: HQ3 BITS USED: 215116" Drag Bit & 215/16" Roller Cone

ELEV. DEPTH BLOW COUNT BLOWS PER FOOT SAMP.k OL
SOIL AND ROCK DESCRIPTION

(ft) (ft) 0.5ft 0.5ft O.5ft? 2
1
0 4

1
0 6p 80 100 NO. MOl G

-150.8

4 6 9

Continued from previous page

°JIf -153.1

-

-

-

-

-

-

-

Boring Terminated at Elevation -153.1 ft
151.9

-
00

~
;;0
f- ~
Cl
0
..-lau
f-
Z f-(3

'"~
'"~'"::0f- f-
0::
0
f-
Z
(3
'" I-
~

~
'"::0f-
;;z f-
a
01
..-lau
f-
Z I-
(3

'"~
'"~
::0 -f-
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MACTEC
GEOTECHNICAL CORING LOG

SHEET 1 OF 2
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BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade IGEOLOGIST: R. Clark

SITE DESCRIPTION: Turkey Point COL DRILL MACHINE: CME-750 (Miller) DRILLER: G.Bilbrey/P.McKorkle/J.Tucker GROUND WATER (ft)
BORING NO.: B-706 DRILL METHOD: Mud Rotaryl Core SAMPLE METHODS: SPTICore OHR. NA

GROUND ELEV.: -1.2 ft (NAVD88) NORTHING: 396,963 US ft (NAD83/90) EASTING: 875,885 US ft (NAD83/90) 24 HR. NA

TOTAL DEPTH: 151.9 ft CASING DEPTH: 3" to 117.3' IHAMMER (ID): 140 lb. Auto (07)

DATE STARTED: 2/9/08 COMPLETED: 2113/08 ICORE SIZE: HQ3 ICORE BARREL TYPE: Triple Tube Wireline (Split inner liners)

DRILL RUN STRATA LELEV. DEPTH RUN RATE REC. ROD SAMP. REC. ROD 0 DESCRIPTION AND REMARKS(ft) (ft) (ft) (Minlft) ~ft) ~ft) NO. ~ft) ~ft) GYo Yo Yo Yo

Begin Coring @ 16.0 ft
-17.2 16.0 5.0 2:20 (2.8) (0.9) RUN-1 (3.7) (0.9) ~ LIMESTONE, boundstone, pale yellow (5Y8/2), very soft, moist to wet, strong

3:18 56% 18% 44% 11% b= HCI reaction (Miami Formation) (continued)
0:58 - 16.0ft: pale yellow (5Y8/2), hard, indurated, fossiliferous, little vugs, and white
0:53 b= (N8/) cemented sands, blocky, strong HCI reaction

-22.2 21.0 0:52
5.0 1:01 (0.9) (0.0) RUN-2 b= 24.5 to 25.0ft: soft zone

1:42 18% 0%
1:23 - -25.7 24.51:01 (OA) (NA) - - -24.5ft: SWJlchsamPiing method toSPT - - - - - - - - - - - - - - - -

-27.2 26.0 0:23
N=7 706-8 21% Silty SAND (SP-SM), pale yellow (5Y8/2), loose, wet, trace shell fragments,

angular, gravel-size limestone fragments
.-

24.5ft: total loss of circulation
-32.4 30.8ft: Switch sampling method to coring 31.2

-32.0 30.8 5.0 0:56 (2.5) (0.9) RUN-S (13.9) (10A) - - "LiMESTONCbCiUiidSiOne,pale YeliOw(5Y872)~mod8ralelyha;:d:iridurated~- --0:56 50% 18%
1:24 86% 65% b= fossiliferous, little vugs, trace sand in vugs, strong HCI reaction, coralline (Upper
2:12 - Fort Thompson Formation)

-37.0 35.8 1:12
~5.0 2:06 (4.6) (3.9) RUN-4

1:45 92% 78% ~1:00
3:25 b=~-42.0 40.8 4:23

5.0 2:44 (5.0) (4.1) RUN-5 b=2:37 100% 82%
1:09 b=r-2:19

-47.0 45.8 4:30 b=5.0 2:49 (4.3) (3.5) RUN-6 45.8 white (5Y8/1) to 48.0ft, few vugs
1:41 86% 70% IT -49.2 48.0
2:45 (51.1) (43.3)~~ LIMESTONE, boundstone, pale yellow (5Y8/2), moderately hard, indurated, little
6:16 77% 66% vugs, porous, fossiliferous, strong HCI reaction (Lower Fort Thompson-52.0 50.8 6:22 ~5.0 3:18 (3.6) (3.3) RUN-?

Formation)

2:22 72% 66% ~
50.8ft: white (5Y8/1), few vugs

3:45
0:50 b=~-57.0 55.8 0:45

5.0 1:05 (4.8) (4.1) RUN-8 b=5:40 96% 82% b=1:32 r-1:30
-62.0 60.8 1:20 ~

5.0 1:11 (4.6) (4.6) RUN-9

~1:12 92% 92%
0:38

~
r-1:09

-67.0 65.8 1:47
5.0 1:20 (4.1) (3.5) RUN-10 ~ 69.7ft: 0.5ft-thick layer of sand

0:54 82% 70% I1:09
~0:53

I-72.0 70.8 1:16
5.0 2:10 (5.0) (4.8) RUN-11

I 70.8ft: 0.2ft-thick layer of sand
2:00 100% 96%
2:04

I2:00 r
-77.0 75.8 2:24

I5.0 1:44 (5.0) (5.0) RUN-12
2:13 100% 100% I1:25 r-1:47 I-82.0 80.8 2:17

5.0 0:45 (3.7) (3.0) RUN-13 I 80.8ft: little vugs
0:57 74% 60% 83.0ft to 84.0ft: soft zone
0:58 I r1:02

-87.0 85.8 0:28 I5.0 1:51 (2.8) (1.8) RUN-14 85.8ft: few vugs
0:45 56% 36% I 87.0ft to 90.0ft: soft zone
1:00 -1:04 I-92.0 90.8 0:50
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BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468·07·1950 COUNTY: Miami-Dade IGEOLOGIST: R. Clark

SITE DESCRIPTION: Turkey Point COL DRILL MACHINE: CME-750 (Miller) DRILLER: G.Bilbrey/P.McKorkle/J.Tucker GROUND WATER (ft)

BORING NO.: B·706 DRILL METHOD: Mud Rotaryl Core SAMPLE METHODS: SPTICore OHR. NA

GROUND ELEV.: -1.2 ft (NAVD88) NORTHING: 396,963 US ft (NAD83/90) EASTING: 875,885 US ft (NAD83/90) 24 HR. NA

TOTAL DEPTH: 151.9 ft CASING DEPTH: 3" to 117.3' IHAMMER (10): 140 lb. Auto (07)

DATE STARTED: 2/9/08 COMPLETED: 2/13/08 ICORE SIZE: HQ3 ICORE BARREL TYPE: Triple Tube Wireline (Split inner liners)

DRILL RUN STRATA LELEV. DEPTH RUN RATE REC. ROD SAMP. REC. ROD 0 DESCRIPTION AND REMARKS
(ft) (ft) (ft) (Min/tt) ~ft) ~ft) NO. ~ft) ~ft) GYo Yo Yo Yo

Continued from previous page
5.0 0:25 (3.5) (2.2) RUN-15 ~ 91.0ft to 94.0ft: soft zone

0:15 70% 44%
tIf-

LIMESTONE, boundstone, pale yellow (5Y8/2), moderately hard, indurated, little
0:58 vugs, porous, fossiliferous, strong HCI reaction (Lower Fort Thompson
0:59

tI
Formation) (continued)

-97.0 95.8 0:41
5.0 1:20 (1.9) (0.7) RUN-16

I0:45 38% 14%
0:39 II-0:45

-102.0 100.8 0:51
I5.0 0:45 (5.0) (4.8) RUN-17 100.8ft: some vugs

0:48 100% 96%
II-

104.0ft to 105.8ft: soft zone
0:38
0:46 I-107.0 105.8 0:45

5.0 0:46 (4.1) (3.3) RUN-18 I 105.8ft: few vugs
0:52 82% 66%
0:38 If-0:42

-112.0 110.8 0:41 I5.0 1:43 (0.7) (0.0) RUN-19
0:37 14% 0% I0:35 -115.2 114.0
0:29 (0.0) (NA) :,:Ill --1~~~~~Sa~~~8t~~S~-----------------117.0 115.8 0:19 'no -117.0 POORLY GRADED SAND with silt (SP-SM), white (5Y8/1), dense, wet, fine to~

coarse grained sand, fine angular sandstone and limestone gravel
fragments/lenses, weak HCI reaction (Tamiami Formation)I- Coring Terminated at Elevation -117.0

f-

-

-

-

-

-

-

~

I-
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Core Photographs
Boring B-706

B-706 - Box 1
B-706 - Box 2

Turkey Point COL
MACTEC Project No. 6468-07-1950

B-706 - Box 3
B-706 - Box 4
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Core Photographs
Boring B-706

B-706 - Box 5
B-706 - Box 6

Turkey Point COL
MACTEC Project No. 6468-07-1950
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MACTEC
GEOTECHNICAL BORING LOG

Pcep"e' BYf.,,!"" Dele ~- ',J,..~.,2>2J
Checked By 7f& ' Date f;t'}U"G~

" H ET 1 OF 3
BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade IGEOLOGIST: H. Lyatuu

SITE DESCRIPTION: Turkey Point COL DRILL MACHINE: CME-550 (Miller) DRILLER: R. White/ J. Dugger GROUND WATER (ft)

BORING NO.: B-707 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core OHR. NA

GROUND ELEV.: -1.8 ft (NAVD88) NORTHING: 396,829 US ft (NAD83/90) EASTING: 875,791 US ft (NAD83/90) 24 HR. NA

TOTAL DEPTH: 152.0 ft BORING DIAMETER: 4" to 24.9',3" to 152.0'1 CASING DEPTH: 4" to 24.9',3" to 110.0' IHAMMER (ID):140 lb. Auto (M06)

DATE STARTED: 2113/08 1COMPLETED: 2121/08 ICORE SIZE: HQ3 BITS USED: 215/16" & 3 7/8 Roller Cones

ELEV. DEPTH BLOW COUNT BLOWS PER FOOT SAMP.%L

0 20 40 60 80 100
0 SOIL AND ROCK DESCRIPTION

(ft) (ft) 0.5ft 0.5ft 0.5ft NO. G

-1.8 Ground Surface ·1.8 0.0
- .0 V.V WOH WOH WOH ,",0,

707-1 MUCK, light brownish gray (10YR6/3), to very
-4.3 2.5 wpi . f----- '.1.8_ \ dark gray (10YR3/1), very soft, wet, mostly ~..1-0

WOH 2 2 .4
I---m7:2 _ 8':[a~c~!!:9~ !::!.C.!!~c~~______ J
f----- I LIMESTONE, boundstone, white (10YR8/1),-6.8 5.0 SEE LEGEND FOR ROCK HARDNESS
~ very soft. wet, trace organics at top of2 7 8 . CR'ITERIA BASED'ON SPT DATA'

.•15 f---- I formation, strong HCI reaction (Miami
-9.3 7.5 Formation)

5 22 7 .29
f-m7:4 I- 5.0ft: fossiliferous, oolitic
f---- 705ft: white, (5Y8/1), soft-11.8 10.0
'7ii7:5 I2 5 10 .•15 10.0ft: white (7.5YR8/1), very soft

-14.3 12.5 f---- I_1 3 7 810
~ 12.5ft: white (10YR8/1)

-16.8 15.0 f----- I
2 5 13 '.18'

~
If-----

I-
-21.8 20.0 f---w:s I3 19 33 .52' 20.0ft: white (2.5Y8/1), moderately hard

f----- I
-·25.8

23.5ft: Switch sampling method to coring
25.0ft: hard ~-26.8 25.0

:~
...L LIMESTONE, boundstone, white (5Y8/1),- 50/0.3

...
5018.3- RUN-1 I moderately hard, indurated, fossiliferous, little

vugs (Upper Fort Thompson Formation)
-30.6 28.8

I RUN-2
I-

28.8ft: white (10YR8/1), hard
I 28.8ft: loss of circulation

-35.6 33.8
I_

I RUN-3 0:: 33.8ft: pale yellow (5Y8/2), few vugs, coralline

~
-40.6 38.8 tr -I RUN.4

b= 38.8ft: white (10YR8/1)

-45.6 43.8
b= -

I RUN-5 b= 43.8ft: white (10YR8/1), to light gray (10YR7/1)

~
-50.6 48.8

I RUN-6
IT -·50.6 48.8

f-L LIMESTONE, boundstone, white (10YR8/1),

tc hard, indurated, fossiliferous, few vugs (Lower
Fort Thompson Formation)

-55.6 53.8 tc-
"'"'Rui\j:J

tc
-60.6 58.8

tc
tc

~

R'U'N-8

tc
-65.6 63.8 tIf-

RUN-9 tc
I

-70.6 68.8 I
f-

RiJ'N-'iO

I
-75.6 73.8

~
I f-
~
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A"MACTEC
GEOTECHNICAL BORING LOG

SHEET 2 OF 3
BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade IGEOLOGIST: H. Lyatuu

SITE DESCRIPTION: Turkey Point COL DRILL MACHINE: CME-550 (Miller) DRILLER: R. Whitel J. Dugger GROUND WATER (ft)

BORING NO.: B-707 DRILL METHOD: Mud Rotaryl Core SAMPLE METHODS: SPTICore OHR. NA

GROUND ELEV.: -1.8 ft (NAVD88) NORTHING: 396,829 US ft (NAD83/90) EASTING: 875,791 US ft (NAD83/90) 24 HR. NA

TOTAL DEPTH: 152.0 ft BORING DIAMETER: 4" to 24.9',3" to 152.0'1 CASING DEPTH: 4" to 24.9',3" to 110.0'1 HAMMER (10):140 lb. Auto (M06)

DATE STARTED: 2/13/08 ICOMPLETED: 2121108 ICORE SIZE: HQ3 BITS USED: 215/16" & 3 7/8 Roller Cones

ELEV. DEPTH BLOW COUNT BLOWS PER FOOT SAMP.k L

0 20 40 60 80 100 MOl ~
SOIL AND ROCK DESCRIPTION

(ft) (ft) 0.5ft 0.5ft 0.5ft NO.

-76.6 Continued from previous page
-L LIMESTONE, boundstone, white (10YR8/1),

;=c_ hard, indurated, fossiliferous, few vugs (Lower

-80.6 78.8
Fort Thompson Formation) (continued)

~ I
I

-85.6 83.8
~

I-
I

88.8
I

-90.6
I RUN.14 If-

I
-95.6 93.8

I RUN.15
I-
I
I

-100.6 98.8
'RuN:i6 If-

I
-104.6 102.8

: RUN·17 I--105.6 103.8 102.8ft: No recovery-LIMESTONE and
RUN·18 I interbedded sand

103.8ft: No recovery-LIMESTONE and
I interbedded sand

-110.6 108.8
I 707-10 I-

-112.1 110.3 7 7 7 .•14 108.8ft: Switch sampling method to SPT..
~ 707-11 I very soft, wet4 50/0.2 ..

. 54/0.7. 110.3ft: hard
1=-.11!U __________________1j].5

-117.1 115.3
. Silty SAND (SM), white (10R8/1), medium

10 11 12 I 707-12 dense, wet, fine to coarse grained sand, fine
23' gravel, weak HCI reaction (Tamiami

f---- Formation)
:.-

-122.1 120.3
I 707-133 6 8 14 120.3ft: light brownish gray (10YR6/2)
I--

'-

-127.1 125.3
I 707-143 3 6 . 4 9' 125.3ft: loose
I---

.'-

-132.3 130.5
I 707-152 3 7 10 I--

:.-

-137.3 135.5
I 707-165 4 5 49 : I--

'-

-142.3 140.5
I 707-175 7 8 : '15 140.5ft: gray (2.5Y6/1 and 1OYR6/1), medium
I--- dense, strong HCI reaction

.'-

-147.3 145.5
707-i85 4 8 : :~ 12 145.5ft: weak HCI reaction-

. \ .
:.-
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GEOTECHNICAL BORING LOG

MACTEC
SHEET 3 OF 3

BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade IGEOLOGIST: H. Lyatuu

SITE DESCRIPTION: Turkey Point COL DRILL MACHINE: CME-550 (Miller) DRILLER: R. Whitel J. Dugger GROUND WATER (ft)

BORING NO.: B-707 DRILL METHOD: Mud Rotaryl Core SAMPLE METHODS: SPTlCore 0 HR. NA

GROUND ELEV.: -1.8 ft (NAVD88) NORTHING: 396,829 US ft (NAD83/90) EASTING: 875,791 US ft (NAD83/90) 24 HR. NA

TOTAL DEPTH: 152.0 ft BORING DIAMETER: 4" to 24.9',3" to 152.0'1 CASING DEPTH: 4" to 24.9',3" to 110.0'1 HAMMER (ID):140 lb. Auto (M06)

DATE STARTED: 2/13/08 ICOMPLETED: 2121108 ICORE SIZE: HQ3 BITS USED: 215/16" & 3 7/8 Roller Cones
ELEV. DEPTH BLOW COUNT BLOWS PER FOOT SAMP.•~ OL

SOIL AND ROCK DESCRIPTION
(tt) (tt) 0.5tt 0.5tt 0.5tt 0 20 40 60 80 100 NO. MOl G

-151.4 Continued from previous page

1075 . ~i7' 707.19 J::1.'. -153.8 150.5tt: strong HCI reaction 152.0
.k----+--+---+--+-----'''-'-'------------+--+---+-'-'.L.J=_- "" - -BoringTermirlatedatElevatlon-153.8ft - - --

- ::>U.

-

-

-

-

-

-

-

00

§
;;;
f-< -
Q
0
o-l
0
U
f-< -6
0
"":><
'"'~
:::> -
f-<
;:;;
0
f-<
6
0 -
"":><
'"'2
:::>
f-<

~
-

0
CQ
o-l
0
U
f-< ~z
15
"":><
'"'~

~:::>
f-<
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MACTEC
GEOTECHNICAL CORING LOG

SHEET 1 OF 2
BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade IGEOLOGIST: H. Lyatuu

SITE DESCRIPTION: Turkey Point COL DRILL MACHINE: CME·550 (Miller) DRILLER: R. White/ J. Dugger GROUND WATER (ft)

BORING NO.: B·707 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core OHR. NA

GROUND ELEV.: -1.8 ft (NAVD88) NORTHING: 396,829 US ft (NAD83/90) EASTING: 875,791 US ft (NAD83/90) 24 HR. NA

TOTAL DEPTH: 152.0 ft CASING DEPTH: 4" to 24.9',3" to 110.0' IHAMMER (ID): 140 lb. Auto (M06)

DATE STARTED: 2113/08 COMPLETED: 2121/08 ICORE SIZE: HQ3 ICORE BARREL TYPE: Triple Tube Wireline (Split inner liners)

DRILL RUN STRATA LELEV. DEPTH RUN RATE REC. ROD SAMP. REC. ROD 0 DESCRIPTION AND REMARKS(ft) (ft) (ft) (Minlft) ~ft) ~ft) NO. ~ft) ~ft) GYo Yo Yo Yo

Begin Coring @ 25.3 ft
-27.1 25.3 3.5 4:26 (3.5) (2.9) RUN-1 (22.1) (18.3)~ LIMESTONE, boundstone, white (5Y8/1), moderately hard, indurated,

1:18 100% 83% 94% 78% b= fossiliferous, little vugs (Upper Fort Thompson Formation) (continued)
-30.6 28.8 1:34 f-

0:42/0.5
5.0 1:29 (4.6) (2.8) RUN-2 b= 28.8ft: white (10YR8/1), hard

1:44 92% 56% 28.8ft: loss of circulation
2:31 b=3:23

-35.6 33.8 4:28 P= f-5.0 2:52 (4.6) (3.9) RUN-3 33.8ft: pale yellow (5Y8/2), few vugs, coralline
1:44 92% 78% P=2:27
2:06 P=-40.6 38.8 2:49 ,...-

5.0 1:59 (4.6) (4.6) RUN-4 b= 38.8ft: white (10YR8/1)
2:02 92% 92%
2:00 b=1:49

-45.6 43.8 1:37 P= ,...-

5.0 1:42 (4.8) (4.1) RUN-5 43.8ft: white (10YR8/1), to light gray (10YR7/1)
1:49 96% 82% P=4:15
5:12 P=-50.6 48.8 3:01 f--50.6 48.8

5.0 2:50 (5.0) (3.7) RUN-6 (42.4) (30.3)~ LIMESTONE, boundstone, white (10YR8/1), hard, indurated, fossiliferous, few
3:38 100% 74% 71% 51% P= vugs (Lower Fort Thompson Formation)
3:28
3:08 b=-55.6 53.8 2:41 f-

5.0 2:19 (4.9) (4.7) RUN-7 b=3:15 98% 94%
2:22 P=1:32

-60.6 58.8 2:44 P=I-5.0 2:16 (5.0) (5.0) RUN-8
1:44 100% 100% P=1:28
1:31 P=-65.6 63.8 2:01 I-

5.0 1:07 (2.4) (0.8) RUN-9
I0:51 48% 16%

0:10
I0:52

-70.6 68.8 1:07 I
f-

5.0 2:35 (4.1) (2.4) RUN-10
2:10 82% 48% I2:22
1:38 I-75.6 73.8 2:48 f-

5.0 1:34 (4.6) (3.4) RUN-11 I2:27 92% 68%
3:18 I1:57

-80.6 78.8 3:36 I I-

5.0 2:09 (4.1) (2.7) RUN-12
2:05 82% 54% I1:23
1:44 I-85.6 83.8 0:58 -

5.0 0:54 (4.3) (3.1) RUN-13 I1:02 86% 62%
2:38 I3:55

-90.6 88.8 4:55 I -
5.0 1:40 (3.8) (2.9) RUN-14

1:32 76% 58% I1:10
0:41 I-95.6 93.8 0:43 -

5.0 1:50 (3.5) (1.6) RUN-15 I0:48 70% 32%
1:51 I1:08

-100.6 98.8 1:22 P= -4.0 4:20 (0.7) (0.0) RUN-16

Volume 1, Rev 2 - 10/6/2008 Page 382 of 819 DCN# TUR512



MACTEC
GEOTECHNICAL CORING LOG

SHEET 2 OF 2
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BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade IGEOLOGIST: H. Lyatuu

SITE DESCRIPTION: Turkey Point COL DRILL MACHINE: CME-550 (Miller) DRILLER: R. Whitel J. Dugger GROUND WATER (ft)

BORING NO.: B-707 DRILL METHOD: Mud Rotaryl Core SAMPLE METHODS: SPT/Core OHR. NA

GROUND ELEV.: -1.8 ft (NAVD88) NORTHING: 396,829 US ft (NAD83/90) EASTING: 875,791 US ft (NAD83/90) 24 HR. NA

TOTAL DEPTH: 152.0 ft CASING DEPTH: 4" to 24.9',3" to 110.0' IHAMMER (10): 140 lb. Auto (M06)

DATE STARTED: 2/13/08 COMPLETED: 2121108 ICORE SIZE: HQ3 ICORE BARREL TYPE: Triple Tube Wireline (Split inner liners)

DRILL RUN STRATA LELEV. DEPTH RUN RATE REC. ROD SAMP. REC. ROD 0 DESCRIPTION AND REMARKS(tt) (tt) (tt) (Min/tt) ~ft) ~ft) NO. ~ft) ~ft) GYo Yo Yo Yo

Continued from previous page
2:15 18% 0% ~ LIMESTONE, boundstone, white (10YR8/1), hard, indurated, fossiliferous, few
2:50 vugs (Lower Fort Thompson Formation) (continued)-104.6 102.8 2:25 ~-_1"" " 1"" " 1.0 1:23 (0.0) (0.0) RUN-17 102.8tt: No recovery-LIMESTONE and interbedded sand

5.0 1:06 0% 0% RUN-18 ~ 103.8tt: No recovery-LIMESTONE and interbedded sand
1:11 (0.0) (0.0)1:20 ~1:29 0% 0%

-110.6 108.8 0:57 h---110.6 108.8
Coring Terminated at Elevation -110.6
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