Core Photographs Turkey Point COL
Boring B-716 MACTEC Project No. 6468-07-1950
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GEOTECHNICAL BORING LOG

ﬂ, Prepared B% Date é *(Q«s&z
J MACTEC Checked B sot-  Date &1 9 /9%

TURKEY POINT COt. BORE TURKEY POINT.GPJ TURKEY POINT COL.GDT 3:1908

SHEET 1 OF 2
BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade ‘ GEOLOGIST: M. Lear
SITE DESCRIPTION: Turkey Point COL | DRILL MACHINE: CME-550 (ATL) DRILLER: L. Carter/ J. Landeros GROUND WATER (ft)
BORING NO.: B-717 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core 0 HR. NA
GROUND ELEV.: 1.1 ft (NAVDS88) | NORTHING: 397,287 US ft (NAD83/90)| EASTING: 875,873 US ft (NAD83/90) | 24 HR. NA
TOTAL DEPTH: 127.2 ft l BORING DIAMETER: 4" to 18.3', 3" to 127.2‘[ CASING DEPTH: 4" to 18.3", 3" to 118.1' |HAMMER (ID):140 1b. Auto (MEC-03)
DATE STARTED: 4/15/08 I COMPLETED: 4/17/08 l CORE SIZE: HQ3 BITS USED: 3" & 4" Tricones
ELEV. |DEPTH|  BLOW COUNT BLOWS PER FOOT samp | (L) SOIL AND ROGK DESCRIPTION
(ft) (fy | osft | osft | 05t | 0 20 40 60 80 00| NO. | Avoil 6
1.1 Ground Surface .1 00
SO0 1 U0 TWOH [WOH [WOH [ @o. - - . . - . . . 7174 . MUCK. dark grayish brown (2.5Y4/2), very soft,
R 1 wod R e wet, mostly organic
3.7 26 WA
T WOH 1 16  eir e T172588 e 47 36
6.1 5.0 . SEE LEGEND FOR ROCK HARDNESS . LIMESTONE, boundstone, light gray
B 6 6 C T T TTCRITERIA BASED ON SPT DATA 173 : (10YR7/2), very soft, wet, sandy, fossiliferous,
c T C @2 o 1] friable, oolitic, strong HCI reaction (Miami
85 T 74 | v 1 o - - Formation)
I ST o ' -
1.1 ] 10.0 L L
1 7 5 9 T B :I:_ 10.0ft: pale yellow (2.5Y8/2).
436+ 125 | s . .. :E._
T 4 14 14 o gt Co 776 o 12.5ft: light gray (10YR7/2), soft, friable to
159 T 148 Ce L B C I:‘ moderately indurated
1 18 17 46 ) ) ) o ) ®63. . o na I_ 14.8ft: hard
205 + O I_
2T 139 {5010 5 S o @ N1 T+ 19.9ft: Switch sampling method to coring
T S e | RUNA - 19.9ft: medium hard to moderately hard,
282 Loz | 4 | | T+ moderately indurated, locally interconnected
I N BVYE] L vugs
8 1 e e == 20 o ___ 250
e 11 LIMESTONE. boundstone, white (10YR8/1),
[ L moderately hard, moderately indurated to
-29.2 L 281 |} Ih indurated, trace vugs. coralline, fossiliferous,
T RUN-3 strong HC! reaction (Upper Fort Thompson
= - Formation)
342 Ta31 | | | | I- 25.0ft: loss of circulation
sCa —— e e RONZ r 28.1ft: moderately hard to hard. indurated, littie
- | vugs, recrystallized calcite
T L :I:‘ 33.1ft: moderately hard, moderately indurated
I o o I to indurated, few vugs
392 [ 381 L 1T
. RUN-5 T 38.1ft: light gray (10YR7/1), hard. indurated
L L LT
442 L 431 | | -
— RUN-6 I_ 43.1ft: horizontal bedding plane at 47 .5ft
:: ............. I:
492 Laga || | Iy
1T RUN-7 == 500 48.1ft: light gray (10YR7/1) to 48.9ft, horizontal 482
+ L1 \gedding ptane at 48.9ft
T I- LIMESTONE, boundstone, white (7.5YR8/1),
542 T 53.1 - hard, indurated, trace vugs, fossiliferous, few
e e [ [ RUNGE r shell molds and casts, strong HCI reaction
”: """"" (Lower Fort Thompson Formation)
r 1 +r { |\ I: 53.1ft: white (7.5YR8/1)
-59.2 | 58.1 T
4 RUN-9 T 58.1ft: light gray (10YR7/1), trace vugs, trace
+ - shell molds and casts
I B iy
642 L 631 | | | +
+ RUN-10 I_ 63.1ft: moderately hard, moderately indurated
r | ( | i CLT 670 _ o esy
1L oL possible POORLY SORTED SAND (SP),
692 L 681 | | . b based on fast drilling rate and lack of recovery
1 RUN-13 R A T
I I By LIMESTONE, boundstone, light gray
I : (10YR?7/1), moderately hard, moderately
=742 1L 731 IP indurated, trace vugs. fossiliferous. strong HCI
£ RUN-12 T+ reaction, sandy
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TURKEY POINT COL BORE TURKEY POINT.GPJ TURKLY POINT COL.GDT 81908

GEOTECHNICAL BORING LOG

SHEET 2 OF 2

BECHTEL PROJECT NO.: 26409

MACTEC PROJECT NO.: 6468-07-1950

COUNTY: Miami-Dade

| GEOLOGIST: M. Lear

SITE DESCRIPTION: Turkey Point COL

DRILL MACHINE: CME-550 (ATL)

DRILLER: L. Carter/ J. Landeros

BORING NO.: B-717

DRILL METHOD: Mud Rotary/ Core

SAMPLE METHODS: SPT/Core

GROUND ELEV.: -1.1ft

(NAVDSS)

NORTHING:

397,287 US ft (NAD83/90)

EASTING: 875,873

GROUND WATER (ft)
0 HR. NA
US ft (NAD83/90) | 24 HR. NA

TOTAL DEPTH: 127.2 ft

‘ BORING DIAMETER: 4" to 18.3', 3" to 127.2'| CASING DEPTH: 4" to 18.3', 3" to 118.1' | HAMMER (1D): 140 Ib. Auto (MEC-03)}

DATE STARTED: 4/15/08 [ COMPLETED: 4/17/08 LCORE SIZE: HQ3 BITS USED: 3" & 4" Tricones
ELEV. | DEPTH BLOW COUNT BLOWS PER FOOT SAMP. v é SOIL AND ROCK DESCRIPTIO
N
(f) (f) | osft | 05 | 0sft | O 20 40 60 80 100] NO. | /mol] 6
-75.9 Continued from previous page
L o T N 73.1ft: light gray (10YR7/1), to white
L [ Y A I L (7.5YR8/1)
-79.2 L 781 I_ 75.0 to 76.0ft: possible interbedded sand iayer
“4 RUN-13 T LIMESTONE, boundstone, light gray
B T e . L (10YR7/1), moderately hard, moderately
1 T indurated, trace vugs, fossiliferous, strong HCI
L + reaction, sandy (continued)
842 L 831 | | | TT 78.1ft: white (7.5YR8/1)
+ e RUN-14 — 83.1ft: few shell molds and casts
: ...... I:
g2 st | | | [T
RUN-15
— j]_
+ L
042 I 931 L .
€1 RUN-16 I_ 93.1ft: indurated, little to some shell molds and
i T+ casts
92 let | | | | Lr
£ RUN-17 T+
1 I>
-104.2 | 1031 L
1 RUN-18 I__
+ L
0921081t | f f oo L
4 RUN-19 - 108.1ft: moderately indurated
s =
»114.2_.:113.1 ...... SR -ﬂs_1____________________11_40_
IS L -116.2 _ SANDSTONE, light greenish gray (10Y7/1), 115.1]
L = medium hard, moderately indurated, trace shell”
1 L {fragments, strong HCI reaction (Tamiami
-119.2 L 1181 _ - L \F_o@aﬂoﬂ) —————————————
T 28 27 27 nre = Silty SAND (SM), greenish gray (10Y5/1). very
T r dense, wet, fine grained sand, little fines,
T r strong HCI reaction, trace she!l fragments
T i 118.1ft: Switch sampling method to SPT
4 I
-126.8 [ 125.7 T
T 6 9 14 717-10 T 1283 125.7ft medium dense, weak HCI reaction, 1272
in - ~—\trace limestone fragments -
4 | Boring Terminated at Elevation -128.3 ft
4 -
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TURKEY POINT COL CORE TURKEY POINT.GPJ TURKEY POINT COL.GDT 8:19:08

4 MACTEC

GEOTECHNICAL CORING LOG

SHEET 1 OF 2

BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 | COUNTY: Miami-Dade ] GEOLOGIST: M. Lear

SITE DESCRIPTION: Turkey Point COL | DRILL MACHINE: CME-550 (ATL) DRILLER: L. Carter/ J. Landeros GROUND WATER (ft}
BORING NO.: B-717 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core O HR. NA
GROUND ELEV.:  -1.1ft (NAVDS88)| NORTHING: 397,287 US ft (NAD83/90) | EASTING: 875,873 US ft (NAD83/90) 24 HR. NA
TOTAL DEPTH: 127.2ft CASING DEPTH: 4" to 18.3', 3" to 118.1° HAMMER (ID): 140 Ib. Auto (MEC-03)

DATE STARTED: 4/15/08

| COMPLETED: 4/17/08

| CORE siZE: Ha3

1 CORE BARREL TYPE: Triple Tube Wireline (Split inner liners)

DRILL RUN SAMP STRATA L
ELfI;ZV. DE(;TTH T\’(lf{;\l RATE R%(): R%D NO. R’(%)C R%D 0 DESCRIPTION AND REMARKS
() ) i) | @ | @ S @ ® s
Begin Coring @ 19.9 ft
-21.0 199 3.2 0:23/0.2 | (1.6) | (0.0) | RUN-1 | (1.9) | (0.0) L LIMESTONE, boundstone, light gray (10YR7/2), very soft, wet, sandy,
g;fg 50% | 0% 37% | 0% L fossiliferous, friable, oolitic. strong HCI reaction (Miami Formation) (continued)
-24.2 231 015 I_ 19.9ft: medium hard to moderately hard, moderately indurated, locally

50 AT (3.4) | (2.0) | RUN-2 interconnected vugs
2% | 68% | 40% L6y T ___._ __ 29
1:08 (21.3)](18.3) L LIMESTONE, boundstone. white (10YR8/1), moderately hard, moderately
1:50 89% | 77% L indurated to indurated, trace vugs, coralline, fossiliferous, strong HCI reaction

-29.2 28.1 1:17 11 (Upper Fort Thompson Formation)

5.0 3.29 (5.0) | (4.3) | RUN-3
1:31 100% | 86% 1 25.0ft: loss of circulation
:gf‘/ 1T 28.1ft: moderately hard to hard, indurated, little vugs, recrystaliized calcite

342] 331 116 [

50 1:48 (2.7) | (1.8) | RUN4 33.1#t: moderately hard, moderately indurated to indurated, few vugs
0:45 54% | 36% o
0:17 I_

0:37 L
-39.2 38.1 0:48 I_

50 | 052 | (4.7)](4.4)| RUNS T+ 38.1ft: light gray (10YR7/1), hard, indurated
;fgg 94% | 88% o
215 1T

-44.2 43.1 2:04 I_

5.0 2:00 (5.0) | (56.0) | RUN-6 - 43.11t. horizontal bedding plane at 47.5ft
3:04 100% | 100% T
2:42 -

2:44 -
-49.2 48.1 2:39 I_

5.0 216 | (5.0) | (5.0) | RUN-7 = 500 48 1ft: light gray (10YR7/1) to 48.9f, horizontal bedding plane at 48.9ft 489
1fi’5 100% | 100% (51;25/7) (;:2)’;,?) EE LIMESTONE, boundstone, white (7.5YR8/1), hard, indurated. trace vugs,
fjsg ° ° 1T fossiliferous, few shell molds and casts, strong HCI reaction (Lower Fort

540 53.1 135 [ Thompson Formation)

5.0 1:00 (4.7) | (3.8) | RUN-8 53.1ft: white (7.5YR8/1)
1:01 94% | 76% -

118 ’ ° I_
1:28 L
-59.2| 581 048 Ry

5.0 122 (5.0) | (4.2) | RUN-9 1T 58.1ft: light gray (10YR7/1), trace vugs, trace shell molds and casts
;g? 100% | 84% =
212 I:

-64.2 3.1 1:59 L

50 1:31 (2.8) | (1.7) | RUN-10 }:E_ 63.1ft: moderately hard, moderately indurated
117 56% | 34% T
1:08 87 ______ 859
0:42 (G.0) | (NA)Y |- L possible POORLY SORTED SAND (SP), based on fast drilling rate and lack of

-69.2 68.1 0:22 0% R recovery

5.0 0:25 (3.5) | {2.4) | RUN-11 07 696
230 | 70% | 48% BH[@T LT LIMESTONE, boundstons, light gray (10VR7/1). moderately hard, moderately h
247 . . , , light gray (10YR7/1), moderately hard, moderately
1:32 80% | 48% i indurated, trace vugs, fossiliferous, strong HCI reaction, sandy

-74.2 731 1:38 I_

50 138 | (3.4) | (1.9) | RUN-12 T 73.11t: light gray (10YR7/1), to white (7.5YR8/1)
g'gg 68% | 38% - 75.0 to 76.0ft; possible interbedded sand layer
228 I:

-79.2 78.1 113 Tt
50 144 | (4.2) [ (2.7) | RUN-13 L 78.1ft: white (7.5YR8/1)
0 0,
fé; 84% | 54% :[::
1:10 L
-84.2 83.1 1:04 D:_

5.0 0:52 (3.4) | (1.4) | RUN-14 T+ 83.1ft: few shell molds and casts
ggg 68% | 28% +
2:53 I:

-89.2 88.1 1:26 T+
5.0 2:33 (3.9) | (2.0) | RUN-15 -
1:15 78% | 40% i+
0:53 ° ° L
130 T+
-94.2 93.1 111 L
5.0 026 (4.9) | (4.1) | RUN-16 — 93.1ft: indurated, little to some shell molds and casts
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GEOTECHNICAL CORING LOG

Y MACTEC

SHEET 2 OF 2

BECHTEL PROJECT NO.: 25409 - | MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade I GEOLOGIST: M. Lear
SITE DESCRIPTION: Turkey Point COL | DRILL MACHINE: CME-550 (ATL) DRILLER: L. Carter/ J. Landeros GROUND WATER (ft)
BORING NO.: B-717 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core 0 HR. NA
GROUND ELEV.: -1.1ft (NAVDS88)| NORTHING: 397,287 US ft (NAD83/90)| EASTING: 875,873 US ft (NAD83/90) 24 HR. NA
TOTAL DEPTH: 127.2 ft CASING DEPTH: 4" to 18.3', 3" to 118.1" I HAMMER (ID): 140 ib. Auto (MEC-03)
DATE STARTED: 4/15/08 ] COMPLETED: 4/17/08 I CORE SIZE: HQ3 ‘ CORE BARREL TYPE: Triple Tube Wireline (Split inner liners)
ELEV. |DEPTH| RUN | BRILL R51 samMP. [t
. REC | RQD - | REC. | RQD
M | @ |0 | me | ® @ | N0 @@ 0 DESCRIPTION AND REMARKS
Continued from previous page
0:15 98% | 82% LT LIMESTONE, boundstone, light gray (10YR7/1), moderately hard, moderately
gg? N indurated, trace vugs. fossiliferous, strong HCI reaction, sandy (continued)
992|981 = 1T
50 [Tg35 | (3.8) | (1.5) | RUN-17 1
0:31 76% | 30% I—
0.49 L
o5 T
-104.2] 103.1 0:45 -
50 Gaz | (5.0 | (4.3) | RUN-18 1T
8;2[7) 100% | 86% I:
0:51 L
-109.2]  108.1 0:38 I_
50 0:46 (2.4) | (0.9) | RUN-19 I_ 108.1ft: moderately indurated
1 ;6 48% | 18% -
1:24 L
1:12 I,_
-114.2] 1131 0:55 L
5.0 0:41 (2.0) | (0.0) | RUN-20 e S o e e e 114.0)
0:49 40% | 0% (1.1) | (0.0) L -116.2 _ SANDSTONE, light greenish gray (10Y7/1), medium hard, moderately ___1151]
0:28 100%p 0% A1 indurated, trace shell fragments, strong HCI reaction (Tamiami Formation) ]
0:44 1] Bty CAND IOMY rreemich mrav (AOVE/AY very damcs wol fine mramed camd
1192 1181 0o7 (260) (NA) [ 11 1192 Silty SAND (SM), greenish gray (10Y5/1), very dense, wet, fine grained sand, .

TURKEY POINT COL CORE TURKEY POINT.GPJ TURKEY POINT COL.GDT 819,08

Jlittle fines, strong HCI reaction, trace shell fragments
Coring Terminated at Elevation -119.2

]llf‘lll]l]l]l]lllllIrlfl’IllTITIIIIIY"I']TII’YITIT]]‘
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Core Photographs Turkey Point COL
Boring B-717 MACTEC Project No. 6468-07-1950
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Core Photographs Turkey Point COL
Boring B-717 MACTEC Project No. 6468-07-1950
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GEOTECHNICAL BORING LOG

Prepared By @?j& Date J- 3§82 &%
M [ &C I I ,C Checked By i Date_$ ~ 2 ¢F

SHEET 1 OF 3

BECHTEL PROJECT NO.: 25409

MACTEC PROJECT NO.: 6468-07-1950 | COUNTY: Miami-Dade l GEOLOGIST: L. Bisson

SITE DESCRIPTION: Turkey Point COL

DRILL MACHINE: CME-550 (ATL)

DRILLER: L. Carter/ J. Landeros

GROUND WATER (ft)

BORING NO.: B-718

DRILL METHOD: Mud Rotary/ Core

SAMPLE METHODS: SPT/Core 0 HR. NA

GROUND ELEV.: -1.2ft (NAVDS88) | NORTHING: 397,191 US ft (NAD83/90)| EASTING: 875,793 US ft (NAD83/90) | 24 HR. NA
TOTAL DEPTH: 150.8 ft ] BORING DIAMETER: 4" to 34.8', 3" to 150.8" CASING DEPTH: 4" to 34.8', 3" to 120.0' | HAMMER (ID): 140 Ib. Auto (MEC-03)
DATE STARTED: 4/3/08 [ COMPLETED: 4/5/08 l CORE SIZE: HQ3 BITS USED: 3" & 4" Rolier Cones

TURKEY POINT COL BORE TURKEY POINT.GPJ TURKEY POINT COL.GDT 5730/08

ELEV. | DEPTH BLOW COUNT BLOWS PER FOOT SAMP. v (':-) SOIL AND ROCK DESCRIPTION
() (f) | o5k | 05ft | o5t | 9 20 40 6o 80 1001 NO. | /Mol 6
-1.2 Ground Surface 1.2 0.0
1 LUV TWOR|[WOR|{WOR [ @ - -« o o o oo | 718 ot MUCK, brown (10YR5/3), to very dark grayish
37 + 25 WD#, e AR brown (10YR3/2), very soft, wet, organic,
— . ... ... ...... [Bmm ot 4.3 strong HCl reaction, trace shelis 3.1
4 5 8
4+ S @3 L 2.5ft: very dark gray (10YR3/1), to black
02+ 50 L S e RV EASED O SPT DATA i (10vR2/T)
{ { %
T 8 7 6 @13 . . CRITERIABASEDON : : 7183 I‘ LIMESTONE, boundstone, pale yellow
87 T 75 T I" (2.5Y8/2), very soft, wet, sandy, fossiliferous,
T 8 1 4 e 7164 L strong HCI reaction, oolitic (Miami Formation)
M2 L1100 | 1 T N 7.5t pale yellow (2.5Y8/2), to very dark gray
T WORT 3 [ 3| . ew. ...l [ [ (25Y3/1)
I 12 S @s an 10.0ft: white (10YR8/1). to very dark gray
-13.7 I 12 5 T : L L (10YR3/1), trace vugs
+ S L R % . T 12.5f: white (10YR8/1), to fight gray
-16.2 1 15.0 L L (10YR7/1), soft
1 20 22 P @5 - - 7187 I_ 15.0ft: white (10YR8/1), medium hard
I L T
2071 195 . o R . o .
T 6 4 5 | @ S - pTTes r 19.5f: very soft
..: ..................... I:
257 = 245 P - P Lo . R
T 6 23 30 | oo eyt 718-¢ r 24.5ft: white (10YR8/1), to light gray
r | ¢ | 053, oo :1:: (10YR7/1), moderately hard
I SRR Eg
307+25 (|t |- e -
tes | L L SRR = = =
T L T2 ______ 3
e . LIMESTONE, boundstone. white (10YR8/1), to
357 1 345 R, o . - light brownish gray (10YR6/2), hard, wet,
R A& 348 50031 | | ® [t Tt fossiliferous, trace vugs, strong HCI reaction
i e 5010.3 " R T (Upper Fort Thompson Formation)
391 s7g | | | - 34.0ft: loss of circufation
i o O T RONE I‘ 34.8ft: Switch sampling method to coring
T b — 34.8ft: white (2.5Y8/1) and gray (2.5Y6/1),
T b e e I‘ indurated, coralline, little vugs
N Y T A r 37.9ft: white (2.5Y8/1), trace vugs, trace
441 T a29 | | | i recrystallized calcite
T S RUN-3 42 9ft: white (2.5Y8/1), to pale yellow
I (17 (2.5Y7/4), to gray (2.5Y6/1), moderately hard,
+ Y o moderately indurated, mostly coralline,
wiTaro | | | | [T a3 horizontal bedding plane at 47.1ft ar.1
: s - CIMESTONE, boundstone, white (10YR8/1), (o
T b e e I" pale brown (10YR®6/3), hard, indurated,
™ | - fossiliferous, trace shell molds, trace vugs,
T s Co Co I: strong HCI reaction (Lower Fort Thompson
541 1 529 S L Formation)
1 v RUN-5 T 52.9ft: white (10YR8/1), trace sandy
T L T
591 1 579 1
I e RUN-6 L 57.9ft: white (2.5Y 8/1), to light gray (2.5Y7/1),
+ I- moderately hard to hard, sandy, trace to few
+ = shell molds and casts
D S e ma!
N L TR T 62.9ft: light gray (10YR7/1), moderately hard,
L L moderately indurated
691 | 67.9 1T
4 RUN-8 67.9ft: white (10YR8/1), moderately hard,
1 L LT moderately indurated to indurated
1 R I I I S SRR m)
-74.1 72.9 L
RUN-9 I_

72.9ft: medium hard to moderately hard,
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TURKEY POINT COL BORE TURKEY POINT.GPJ TURKEY POINT COL.GDT 35/30/08

AMACTEC

GEOTECHNICAL BORING LOG

SHEET 2 OF 3
BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade I GEOLOGIST: L. Bisson
SITE DESCRIPTION: Turkey Point COL | DRILL MACHINE: CME-550 (ATL) DRILLER: L. Carter/ J. Landeros GROUND WATER (ft)
BORING NO.: B-718 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core 0 HR. NA
GROUND ELEV.: -1.2ft (NAVD88) | NORTHING: 397,191 US ft (NAD83/90)| EASTING: 875,793 US ft (NAD83/90) | 24 HR. NA
TOTAL DEPTH: 150.8 ft l BORING DIAMETER: 4" to 34.8', 3" to 150.8‘J CASING DEPTH: 4" to 34.8', 3" to 120.0' | HAMMER (iD):140 Ib. Auto (MEC-03)
DATE STARTED: 4/3/08 l COMPLETED: 4/5/08 I CORE SiZE: HQ3 BITS USED: 3" & 4" Roller Cones
ELEV. |DEPTH BLOW COUNT BLOWS PER FOOT SAMP. v é—) SOIL AND ROCK DESCRIPTION
Q) (f) | osft | 05ft | 05t | O 20 40 60 80 100 NO. | ol 6
-76.0 Continued from previous page
| oo L1 moderately indurated
{. | 74.0 to 83.0ft: possible interbedded sand
-79.1 77.9 I_ layers; based on drill rates
—+ RUN-10 LIMESTONE, boundstone, white (10YR8/1), to
1 1T pale brown (10YRG6/3), hard, indurated,
+ I— fossiliferous, trace shell molds, trace vugs,
i1 T 8 - strang HCI reaction (Lower Fort Thompson
-84. 82.9 SRR I— Formation) (continued)
- - 77.9ft: medium hard, interbedded sand iayers
4 I— through out
T B 82.9ft: moderately hard, moderately indurated
801 I 87.9 1T to indurated
L RUN-12 I_ 87.9ft: moderately hard to hard
I B
-94.1 92.9 L
4 RUN-13 I_ 92.9ft: medium hard
T My
901 Lore | | b | mEy
4 RUN-14 T 97.71t: few vugs. little shell molds and casts
T L
-104.1 1 102.9 .
L 1 e RUN-15 I_ 102.9ft. moderately hard
T T
a091 1079 | | | | g
T 1 | | RUN-16 :1:_ 107.9ft: white (2.5Y8/1), to light gray
+ I (10YR7/1), medium hard, few shell molds and
1 L:E» casts
411129 L R I_ 1120k
4 - Oft: light gray (10YR7/1), moderately hard,
T (T4 162 tracevugs ___1150]
T BRE Silty SAND (SM), light gray (2.5Y7/1), to light
T r greenish gray (10Y7/1). medium dense, wet,
-119.5 + 118.3 T fine grained sand, strong HCI reaction, trace
-+ 4 5 9 1812 — shell fragments (Tamiami Formation)
T : 118.3ft: Switched sampling method to SPT
-128.6 - 127.4 F
T 3 5 5 718-13 '_— 127 4ft: olive gray (5Y5/2), loose
T Caseo g
S e L Sandy SILT (ML), olive gray (5Y4/3), very stiff,
-138.6 T 137.4 i - - wel, strong HCI reaction
T 7 7 ) o 71814 -
-150.5149.3 :—
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TURKEY POINT COL BORE TURKEY POINT.GPJ TURKEY POINT COL.GDT 5:30°08

GEOTECHNICAL BORING LOG

4 MACTEC

SHEET 3 OF 3

BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 | COUNTY: Miami-Dade [GEOLOGIST: L. Bisson
SITE DESCRIPTION: Turkey Point COL | DRILL MACHINE: CME-550 (ATL) DRILLER: L. Carter/ J. Landeros GROUND WATER (ft)
BORING NO.: B-718 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core O HR. NA
GROUND ELEV.: -1.2ft (NAVDS88) | NORTHING: 397,191 US ft (NAD83/90)| EASTING: 875,793 US ft (NAD83/90) | 24 HR. NA
TOTAL DEPTH: 150.8 ft | BORING DIAMETER: 4" to 34.8', 3" to 150.8“ CASING DEPTH: 4" to 34.8', 3" to 120.0' lHAMMER (1D): 140 Ib. Auto (MEC-03)
DATE STARTED: 4/3/08 ‘ COMPLETED: 4/5/08 l CORE SIZE: HQ3 BITS USED: 3" & 4" Roller Cones
ELEV. |DEPTH BLOW COUNT BLOWS PER FOOT SAMP. v L
(o] SOIL AND ROCK DESCRIPTION

(f) (f) | osft | 05t | 06ft | O 20 40 60 80 1001 NO. | Mol] 6

-150.8 Continued from previous page
i 5 7 9 N T R [T 1520 150.8

Boring Terminated at Elevation -152.0 ft

P P I PN P USRI SR SN S SR S T N Y
L R L A L L L LA L O A S R S BN BN B NN

Tttt Tttt
LA e S B B 0 [ N N L L L I S O L L LB L B L SO L L L

—+—t—+—+1++t+t++Tt++++1T++++1T++t
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TURKEY POINT COL CORE TURKEY POINT.GPJ TURKEY POINT COL.GDT 5:30.08

GEOTECHNICAL CORING LOG

SMACTEC

SHEET 1 OF 2

BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 | COUNTY: Miami-Dade I GEOLOGIST: L. Bisson
SITE DESCRIPTION: Turkey Point COL | DRILL MACHINE: CME-550 (ATL) BRILLER: L. Carter/ J. Landeros GROUND WATER (ft)
BORING NO.: B-718 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core 0 HR. NA
GROUND ELEV.: -1.21t (NAVDS88)| NORTHING: 397,191 US ft (NAD83/90) | EASTING: 875,793 US ft (NAD83/90)| 24 HR. NA
TOTAL DEPTH: 150.8 ft CASING DEPTH: 4" to 34.8", 3" to 120.0' HAMMER (ID): 140 Ib. Auto (MEC-03)
DATE STARTED: 4/3/08 J COMPLETED: 4/5/08 ICORE SIZE: HQ3 [ CORE BARREL TYPE: Triple Tube Wireline (Split inner liners)
ELEV. [DEPTH| RUN ETTL,'E' REC [ RGD | SAMP. [REC [ ROD é DESCRIPTION AND REMARKS

@ | @0 ey | @@ N0 @)

Begin Coring @ 34.8 ft

3601 348| 3.1 0:a8 | (31) | (2.2) | RUN-T |{12.3)|(10.6)
037 1 100% | 71% 100% | 86%

-39.1 37.8 1:00

LIMESTONE, boundstone, white (10YR8/1), to light brownish gray (10YR6/2),
hard, wet, fossiliferous, trace vugs, strong HCI reaction (Upper Fort Thompson

0:49
1:26
-441] 429 7

1:16

5.0 p\0090.t £(5.0) | (49)| RUN-2
0:59 100% | 98%

Formation) (continued)
34.8ft: white (2.5Y8/1) and gray (2.5Y6/1), indurated, coralline, little vugs
37.8ft: white (2.5Y8/1), trace vugs, trace recrystallized calcite

1.20

1:28
1:53
-49.1 47.9 1:20

50 (5.0) ] (4.3) | RUN-3
Yos | 100% | 86%

42 9ft: white (2.5Y8/1), to pale yellow (2.5Y7/4), to gray (2.5Y6/1), moderately
hard, moderately indurated, mostly coralline, horizontal bedding piane at 47 1ft

-483

471

(56.0)((35.3) LIMESTONE, boundstone, white (10YR8/1), to pale brown (10YR6/3), hard,

2:03
2:47
-54.1 52.9 2:04

5.0 119 | (5.0) | (4.5) | RUN4 | 'goo." | 50,
201 |100% | 90%

indurated, fossiliferous, trace shell molds, trace vugs, strong HCI reaction
(Lower Fort Thompson Formation)

1:28
1:05
-59.1 579 2:08

5.0 105 | (46) | (39) | RUNB
126 | 92% | 78%

52.9ft: white (10YR8/1), trace sandy

1:40
1:42
-64.1 62.9 1:51

5.0 1:42 (5.0) { (3.7) | RUN-6
2149 1100% | 74%

57.9ft: white (2.5Y 8/1), to light gray (2.5Y7/1), moderately hard to hard, sandy,
trace to few shell molds and casts

LASLELALENE LA LA LA R LA A S L S O SR A A A

1:26
1:08
-69.1 67.9 0:50

50 | 113 | (46) | (31) | RUNT
106 | 92% | 62%

62.9ft: light gray (10YR7/1), moderately hard, moderately indurated

T

2:11
1:25
-74 1 729 1:24

5.0 0:20 (4.4) | (27) | RUN-8
1:2¢ 88% { 54%

67.9ft: white (10YR8/1), moderately hard, moderately indurated to indurated

0:23
1:01
-79.1 779 3:39

50 103 | (35) | (1.1) | RUND
021 | 70% | 22%

72.9ft: medium hard to moderately hard. moderately indurated
74.0 to 83.0ft: possible interbedded sand layers; based on drill rates

023 | 44% | 1
0:22
0:08
-84 1 829 0:38

50 | 046 | (2.2) | (0.8) | RUN-10

77.9ft: medium hard, interbedded sand layers through out
6%

1:04
1:34
-89.1 87.9 2:49

50 | 030 | (4.2)] (1.7) | RUN-11
025 | 84% | 34%

82.9ft: moderately hard, moderately indurated to indurated

1:45
1:30
-94.1 92.9 1:35

50 740 | (4.7) | (3.0) | RUN-12
048 | 94% | 60%

87.9ft: moderately hard to hard

0:26
0:57
-99.1 97.9 0:45

50 | 028 | (4.2) | (25) | RUN-13
0:26 | 84% | 50%

92.9ft: medium hard

0:42
0:32
-104.1 102.9 0:50

50 | 025 | (37)] (2.8) | RUN-1a
014 | 74% | 56%

97.7ft: few vugs, little shell molds and casts

0:39
0:27
-109.1f 1079 0:52

50 | 048 | (49) | (34) | RUN-5
042 | 989% | 68%

102.9ft: moderately hard

5.0 0:39 (3.5) | (

SHHHHHHHAH A A A A A E A HH HHHHHHHA

'Ylf]l]l‘ll(‘l‘['l"‘l\"[llll]III!IIIII

1.3) | RUN-16 107.9ft: white (2.5Y8/1), to light gray (10YR7/1). medium hard, few shell molds
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TURKEY POINT COL CORE TURKEY POINT.GPJ TURKEY POINT COL.GDT 5.30:08

GEOTECHNICAL CORING LOG

SHEET 2 OF 2

BECHTEL PROJECT NO.: 26409

MACTEC PROJECT NO.: 6468-07-1950

COUNTY: Miami-Dade | GEOLOGIST: L. Bisson

SITE DESCRIPTION: Turkey Point COL | DRILL MACHINE: CME-550 (ATL) DRILLER: L. Carter/ J. Landeros GROUND WATER (ft)
BORING NO.: B-718 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core 0 HR. NA
GROUND ELEV.: -1.2ft (NAVDB88)| NORTHING: 397,191 US ft (NAD83/90) | EASTING: 875,793 US ft (NAD83/90) 24 HR. NA
TOTAL DEPTH: 150.8 ft CASING DEPTH: 4" to 34.8’, 3" to 120.0° l HAMMER (ID): 140 lb. Auto (MEC-03)

DATE STARTED: 4/3/08

| COMPLETED: 4/5/08

| CORE SIZE: HQ3

CORE BARREL TYPE: Triple Tube Wireline (Split inner liners)

DRILL RUN SAMP STRATA L
ELEV. |DEFTH R(%N RATE [RECTRAD ) SOHF: [RECTRAD | o DESCRIPTION AND REMARKS
w | @ iy | @] @ LR W e
Continued from previous page
038 70% | 26% LT and casts
0}24 K LIMESTONE, boundstone, white (10YR8/1), to pale brown (10YR6/3), hard,
-1141) 1129 ?132 I_ indurated, fossiliferous, trace shell molds, trace vugs, strong HCI reaction
5.0 0j27 0.7y ] (0.0) | RUN-17 | (Lower Fort Thompson Formation) (continued)
032 | 14% | 0% LT 62 112,98 light gray (10YR?/1), moderately hard, tacevugs _ _____ _ _ 118
0:08 (0.0) | (NA) |11+ Silty SAND (SM), light gray (2.5Y7/1), to light greenish gray (10Y7/1), medium
1191 1179 0:10 0% + dense, wet, fine grained sand, strong HClI reaction, trace shell fragments ]
119, : 018 119.1 \(Tamiami Formation) ,—17—'9

]Illllllllll]lllll‘l]llll]\llllllllllllllllll[IllY]lll‘[lllYlllll]

Coring Terminated at Elevation -119.1
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Core Photographs Turkey Point COL
Boring B-718 MACTEC Project No. 6468-07-1950

R P RN

e

‘ﬁ o X

B-718 —Box 1

Correction: Run 4, REC 5.0°(100%)
JPH, 8-19-08

B-718 —Box 2

ToReey POINT CobL INTERVAL Tecouess — wed
“;:E;w-nso s3a-eaq’ st i.;? 3y (M7 Correction: Run 6, REC
B-He, Bot 3 @a-va’  qg () 3y (a.a'lJ 5.0'(100%) JPH 8-19-08

Depri- s34 —FAY M‘iﬂ' qn'(cof) at (g

B-718 —Box 3
TURKEY RUN  INTERVAL  RécOVERy  E@D
H468-0% g:‘of i 9 Faq-3319’  38'(30/) L) (382D

\l 0
,..1\‘, ox 4 |0 -0l qa( ' WQ
. #aq' -9 8aY - SR, M '

, | o

5

o M.%u

& TG
B-718 —Box 4
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Core Photographs Turkey Point COL
Boring B-718 MACTEC Project No. 6468-07-1950

‘(e | Corrections: Run 14, REC 3.7°(7.4%),
' Run 15, RQD 3.4'(68%) JPH, 8-19-08
(387 ) |

0 i A it

B-718 —Box 5

B-718 —Box 6
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TURKEY POINT COL BORE TURKEY POINT.GP} TURKEY POINT COL.GDT 5:30/08

GEOTECHNICAL BORING LOG

ﬂ Prepared By ~ 224 Date. N 3O
_~ ety A et
JM[ SC I I ,( : Checked By ./ Date_.% ‘x>~ %
"SHEET 1 OF 2
BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade I GEOLOGIST: G. Pillappa
SITE DESCRIPTION: Turkey Point COL | DRILL MACHINE: CME-55 LC (RAL} DRILLER: R. Banks/ J. Rosser GROUND WATER (ft)
BORING NO.: B-718 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core 0 HR. NA
GROUND ELEV.: -1.1ft (NAVDS88) | NORTHING: 397,293 US ft (NAD83/90) | EASTING: 875,791 US ft (NAD83/90) | 24 HR. NA
TOTAL DEPTH: 126.7 ft I BORING DIAMETER: 4" to 23.6°, 3" to 126.7'[ CASING DEPTH: 4" to 23.6', 3" to 115.2' | HAMMER (ID): 140 Ib. Auto (MEC-02)
DATE STARTED: 4/6/08 ] COMPLETED: 4/8/08 i CORE SIZE: HQ3 BITS USED: 2 7/8" Tricone
ELEV. |DEPTH BLOW COUNT BLOWS PER FOOT SAMP. v é SOIL AND ROCK DESCRIPTION
() (fy | osft | osft | osft |0 20 40 60 80 100] NO. | Avoil G
-1.1 Ground Surface 1.1 0.0
T U0 TWOH | WOH [ WOH | oo, . . 7191 ot MUCK, light brownish gray (10YR®/3), to very
37 + 26 w )bT L ot dark gray (10YR3/1), very soft, wet, mostly
= wWorn | & 15003 . . 153 ot 4.1 organic, strong HCI reaction 3.0
61 T 50 R SEE LEGEND FOR ROcK HA%QE%S . Field notes do not indicate that sample 719-2
R G SaSEI oS o [ 7109 me R ESTONE oo ndstone White (10VRE/T)
86 + 75 | 4 I” hard, wet, foésiliferous, strbng HCI reachon,'
T 14 8 5 @13 g4 [ oolitic (Miami Formation)
110 T 99 C T 5.0ft: medium hard
T 4 4 6 P 7195 i 7.5t very soft
136 4+ 126 | | | | oo I—
I R e il
-16.1 15.0 o -
T 6 | 7 | 13 o 7167 [TT 15.0ft soft
20.0 :: 18.9 I:
1 7 9 12 " e 715.8 T
r | {1 | | ... N T
-24.6 T 235 : T
T ] 41 50/0.2 e 7199 — 23.5ft: hard
203 1 202 o S % - 125.2f Switch sampling method to coring __— %2
T S K LIMESTONE, boundstone, white (10YR8/1),
1 1 hard, indurated, trace fine grained sand, strong
I s A I HCI reaction (Upper Fort Thompson
-31.3 1 302 L Formation)
+ RUN-2 I- 30.2ft: fossiliferous, coralling, trace vugs
-36.3 L 352 I
T RUN-3 LT 35.2ft: white (10YR8/1), to light gray (10YR7/1)
:: .................... I:
a3 Lao2 | | | Ny
0 [ L RUN-4 I- 40.2ft: white (10YR8/1)
I L 1T
-46.3 L 452 | | 1 e -
T— 1 | | RN 1T 45.2ft: light gray (10YR7/1) to 47.4f
+ T T 485 474
+ 1 | Lk LIMESTONE, boundstone, white (10YR8/1),
T oenn | | e e — hard, indurated, trace vugs, fossiliferous,
S13 £ 802 [ | [ =ONE I‘ strong HC! reaction, trace fine grained sand
‘: j o j ) : ) j ) I: (Lower Fort Thompson Formation)
S63 Lss2 | | || -
I RUN-7 T+ 55.21t: few shell motds and casts
I L Tt
-61.3 1 60.2 o Tt
N T [ RUN-B I,
66.3 T 65.2 H-
x| | |\ RUN-G I:
O I:
713 1 702 T
s . .. RUN-10 L
I L i
L T
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TURKEY POINT COL. BORE TURKEY POINT.(GP) TURKEY POINT COL.GDT 5730/08

GEOTECHNICAL BORING LOG

AMACTEC

SHEET 2 OF 2
BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 COUNTY: Miami-Dade l GEOLOGIST: G. Pillappa
SITE DESCRIPTION: Turkey Point COL | DRILL MACHINE: CME-55 LC (RAL) DRILLER: R. Banks/ J. Rosser GROUND WATER (ft)
BORING NO.: B-719 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core 0 HR. NA
GROUND ELEV.: -1.1 ft (NAVDS88) | NORTHING: 397,293 US ft (NAD83/90)| EASTING: 875,791 US ft (NAD83/90) | 24 HR. NA
TOTAL DEPTH: 126.7 ft I BORING DIAMETER: 4" to 23.6', 3" to 126.7'| CASING DEPTH: 4" to 23.6', 3" to 115.2' ‘ HAMMER (1D): 140 Ib. Auto (MEC-02)
DATE STARTED: 4/6/08 i COMPLETED: 4/8/08 I CORE SIZE: HQ3 BITS USED: 2 7/8" Tricone
ELEV. | DEPTH BLOW COUNT BLOWS PER FOOT samp. | CL) SOIL AND ROCK DESCRIP
TION
() | (fy | osft | 05ft | osht | O 20 40 60 80 100| NO. |/moll 6
-75.9 Continued from previous page
— AT AR o ’ RUNTT g LIMESTONE, boundstone, white (10YR8/1),
J e L hard, indurated, trace vugs. fossiliferous,
1L I__ strong HCl reaction, trace fine grained sand
e I_ (Lower Fort Thompson Formation) (continued)
-81.3 1 802 - 75.2 to 80.2ft: possible interbedded sand
3 RUN-12 I_ layers
T s
-86.3 1 85.2
T RUN13 IE
T LT
913 | 902 T
+ RUN-14 I_
I L
-96.3 1 95.2 I_
in RUN-15 I 95.2 to 100.2ft: possible interbedded sand
L 1+ layers
-101.3 1 100.2 -
T RUN-16 1+ 100.2ft: little to some shell molds and casts
1 I~
-106.3 L 105.2 L
s RUN-17 I,
s Tt
anmalwoz | | | L -
I RUN-18 T+ 110.2ft: white (10YR8/1), to greenish gray
K ML 114 (56Y6/1) 113.0
I 1T~ ~ ~ Silty SAND (SM, iight gray (10YR7/1), dense, |
-116.3 L 115.2 L wet, fine grained sand, strong HC! reaction,
+ 11 26 14 719-10 I trace shell fragments (Tamiami Formation)
1 - 115.2ft: Switched sampling method to SPT
I b
-126.3 | 125.2 | T
+ 5 7 8 719-11 T .1o78 125.2ft greenish gray (10Y6/1), medium dense 4o
T i Boring Terminated at Elevation -127.8 ft
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TURKEY POINT COL CORE TURKEY POINT.GP} TURKEY POINT COL.GDT 5.

AYMACTEC

GEOTECHNICAL CORING LOG

SHEET 1 OF 2

BECHTEL PROJECT NO.: 25409 MACTEC PROJECT NO.: 6468-07-1950 | COUNTY: Miami-Dade J GEOLOGIST: G. Pillappa

SITE DESCRIPTION: Turkey Point COL | DRILL MACHINE: CME-55 LC (RAL) DRILLER: R. Banks/ J. Rosser GROUND WATER (ft)
BORING NO.: B-719 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core O HR. NA
GROUND ELEV.: -1.1ft (NAVD8S)| NORTHING: 397,293 US ft (NAD83/90)| EASTING: 875,791 US ft (NAD83/90) 24 HR. NA
TOTAL DEPTH: 126.7 ft CASING DEPTH: 4" to 23.6', 3" to 115.2' HAMMER (ID): 140 Ib. Auto (MEC-02)

DATE STARTED: 4/6/08

| COMPLETED: 4/8/08

| CORE SIZE: HQ3

CORE BARREL TYPE: Triple Tube Wireline (Split inner liners)

DRILL RUN

ELEV.
()

DEPTH
(ft)

RUN

REC.
) RATE

My | @

SAMP.
NO.

STRATA

REC

@

o

ROD
)

L
e}
G

DESCRIPTION AND REMARKS

Begin Coring @ 25.2 ft

023
0:17
0:26
0:39
0.46

50 0.3)

6%

(0.0)
0%

-26.3 25.2

-31.3

RUN-1

5.0 1:01
1:02
0:34
0:29
0:44

(1.4)
28%

(0.4)
8%

-36.3 35.2

RUN-2

50 0:36
0:39
0:39
0:39
0:46

(5.0
100%

(4.7)
94%

-41.3

RUN-3

50 0:36
0:39
0:36
0:39
0:37

(5.0)
100%

(3.3)
66%

-46.3 452

RUN-4

50 052
041
046
0:42
0:41

(5.0)
100%

(4.9)
98%

513

RUN-5

(13.9)
63%

(10.6)
48%

YIYTITIIIITIYIIITI

-48.5

LIMESTONE, boundstone, white (10YR8/1), hard, indurated, trace fine grained

sand, strong HCI reaction (Upper Fort Thompson Formation) (continued)

30.2ft: fossiliferous, coralline, trace vugs

35.2ft: white (10YR8/1), to light gray (10YR7/1)

40.2ft: white (10YR8/1)

45.2t: light gray (10YR7/1) to 47 .4ft

47.4

5.0 0:50
042
0:37
0:31
029

(3.8)
76%

(3.1)
©62%

552

RUN-6

5.0 0:29
0:32
0:31
0:40

0:34

(3.3)
66%

(1.0)
20%

-61.3 60.2

RUN-7

5.0 042
0:38
0:30
0:21

0:14

(2.3)
46%

(0.9)
18%

65.2

RUN-8

5.0 0:29
0:14
0:16
0:51
1:.07

(2.0)
40%

(1.2)
24%

-71.3 70.2

RUN-9

5.0 0:55
:55
0:49
0:55
0:43

(5.0)
100%

(4.4)
88%

-76.3 75.2

RUN-10

5.0 0:57
0:48
0:55
0:35
0:41

(1.4)
28%

(0.6)
12%

-81.3 80.2

RUN-11

5.0 0:26
0:33
0:38
0:35
0:41

(0.5)
10%

(0.0)
0%

-86.3

RUN-12

5.0 0:42
1:01
0:41
0:46
0:35

@2
84%

3n
B

-91.3 90.2

RUN-13

033
0:41
0:31
028
029

(1.9)
38%

(0.4)
8%

-96.3 95.2

RUN-14

5.0 0:28
0:26
0:22
0:21
029

(1.7)
34%

(0.0)
0%

=101 31 1002

RUN-15

(39.5)
60%

(23.6)
36%

llll[lllll[llrrTllll'TlT]Tl'l]l'll

]TIIIIITITITIIIIIIIY

HHHHHHHHAHAHAHAHHHHEHHEHHH A HHE A HH HH HH

LIMESTONE, boundstone, white (10YR8/1), hard. indurated. trace vugs,
fossiliferous, strong HCI reaction, trace fine grained sand (Lower Fort
Thompson Formation)

55.2ft: few shell molds and casts

75.2 to 80.2it: possible interbedded sand layers

95.2 to 100.2ft: possible interbedded sand layers
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TURKEY POINT COL CORE TURKEY POINT.GPJ TURKEY POINT COL.GDT 5:30 08

GEOTECHNICAL CORING LOG

SHEET 2 OF 2

BECHTEL PROJECT NO.: 25409

MACTEC PROJECT NO.: 6468-07-1950

COUNTY: Miami-Dade IGEOLOGIST: G. Pillappa

SITE DESCRIPTION: Turkey Point COL | DRILL MACHINE: CME-55 LC (RAL) DRILLER: R. Banks/ J. Rosser GROUND WATER (ft)
BORING NO.: B-719 DRILL METHOD: Mud Rotary/ Core SAMPLE METHODS: SPT/Core 0O HR. NA
GROUND ELEV.: -1.1ft (NAVDS88)| NORTHING: 397,293 US ft (NAD83/90) | EASTING: 875,791 US ft (NAD83/90) 24 HR. NA
TOTAL DEPTH: 126.7 ft CASING DEPTH: 4" to 23.6', 3" to 115.2' I HAMMER (ID): 140 Ib. Auto (MEC-02)
DATE STARTED: 4/6/08 ’ COMPLETED: 4/8/08 I CORE SIZE: HQ3 CORE BARREL TYPE: Triple Tube Wireline (Split inner liners)
ELEV. |DEPTH| RUN | DRLL K51 SAMP. [ren e
: RATE | REC. | RQD | REC.|'RQD | g DESCRIPTION AND REMARKS
(ft) (ft) (ft) (Min/ft) qi) (‘f/to) NO. q:,) qi) G
Continued from previous page
5.0 0:54 (4.9) | (4.0) | RUN-16 S LIMESTONE, boundstone, white (10YRS8/1), hard, indurated, trace vugs,
0:48 98% | 80% L fossiliferous, strong HCI reaction, trace fine grained sand (Lower Fort
0:38 IF Thompson Formation) (continued)
—1‘05—‘4 0:32 100.2ft: little to some shell molds and casts
- 105 0:26 L
5.0 0:42 (4.4) | (3.0) | RUN-17 L
0:42 88% | 60% 1T
0:39 |
0:49
-111.3] 1102 0:32 |
5.0 052 | (1.3) | (0.0) | RUN-18 1T 110.2ft: white (10YR8/1), to greenish gray (5GY6/1)
4 o % -
Sar | % | 0% I e 1130}
0:15 (0.0) | (NA) [11 Silty SAND (SM), light gray (10YR7/1), dense, wet, fine grained sand. strong
-116.3]  115.2 0:14 0% . 116.3 _ HCl reaction. trace shell fragments (Tarmiami Formation) 115.2

]IlIlllIII]IIIIIIYIIIIIIIIIIT‘!lllf]l‘lll‘lll]l‘lV[‘l‘I]llT]"

Coring Terminated at Elevation -116.3
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