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ES-301 Control Room/In-Plant Systems Outline Form ES-301-2 
 


Facility:    Fermi 2 (50-341)  Date of Examination:    Aug/Sept 2010  


Exam Level:  RO        SRO-I        SRO-U     Operating Test No.:    2010-301  


Control Room Systems@ (8 for RO); (7 for SRO-I); (2 or 3 for SRO-U, including 1 ESF) 


System / JPM Title Type Code* Safety 
Function 


a. Startup Control Rod Drive Hydraulics (JP-OP-315-0110-003) S, L, D 1 


b. Transfer Feedwater Control from Long Cycle Cleanup to Startup 
Level Control (JP-OP-315-0107-002) 


S, L, D 2 


c. Perform Main Steam Line Isolation Functional Test  
(JP-OP-315-0105-003 – MODIFY) 


S, M, A 3 


d. Recirc Runback with Scoop Tube Locked (Alt Path) 
(JP-OP-315-0104-402) 


S, A, D 4 


e. Shift RHR from the Torus Spray Mode to the LPCI Injection Mode 
(Test return valve to Torus fails open) 


S, A, EN, N 5 


f. Energize 480V ESF Bus 72B from 480V ESF Bus 72C - Live Bus 
Transfer (JP-OP-315-0058-002) 


S, D 6 


g. SRM/IRM Overlap Verification and SRM Detector Withdrawal 
during Reactor Startup 


S, N, L 7 


h. Restore RB HVAC to operation following automatic isolation  
(JP-OP-315-0166-001) 


S, M 9 


In-Plant Systems@ (3 for RO); (3 for SRO-I); (3 or 2 for SRO-U) 


i. Startup of RBCCW Supplemental Cooling Water Loops R, N 8 


j. Respond to stuck open SRV – pull fuses N, E 3 


k. Transfer UPS Static Transfer Switch from Normal to Alternate 
Power Supply (JP-OP-315-0262-002) 


R, M, A 6 


@ All RO and SRO-I control room (and in-plant) systems must be different and serve different safety 
functions; all 5 SRO-U systems must serve different safety functions; in-plant systems and functions may 
overlap those tested in the control room. 


* Type Codes Criteria for RO / SRO-I / SRO-U 


(A)lternate path 
(C)ontrol room 
(D)irect from bank 
(E)mergency or abnormal in-plant 
(EN)gineered safety feature 
(L)ow-Power / Shutdown 
(N)ew or (M)odified from bank including 1(A) 
(P)revious 2 exams 
(R)CA 
(S)imulator 


4-6 / 4-6 / 2-3 
 


≤ 9 / ≤ 8 / ≤ 4 
≥ 1 / ≥ 1 / ≥ 1 
  -  /  -   /   ≥1 (control room system)    
≥ 1 / ≥ 1 / ≥ 1 
≥ 2 / ≥ 2 / ≥ 1 
≤ 3 / ≤ 3 / ≤ 2 (randomly selected) 
≥ 1 / ≥ 1 / ≥ 1 
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