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Attached is a revised draft response for RAI No. 463, FSAR Ch 3, Question 03.07.03-40 in advance of the
March 29, 2011 final response date.

Let me know if the staff has questions or if the draft response can be sent as a final response.

Sincerely,

Russ Wells

U.S. EPR Design Certification Licensing Manager

AREVA NP, Inc.

3315 Old Forest Road, P.O. Box 10935

Mail Stop OF-57

Lynchburg, VA 24506-0935

Phone: 434-832-3884 (work)
434-942-6375 (cell)

Fax: 434-382-3884

Russell. Wells@Areva.com

From: BRYAN Martin (External RS/NB)
Sent: Thursday, January 27, 2011 3:04 PM

To: 'Tesfaye, Getachew'

Cc: DELANO Karen (RS/NB); ROMINE Judy (RS/NB); BENNETT Kathy (RS/NB); CORNELL Veronica (External RS/NB)
Subject: Response to U.S. EPR Design Certification Application RAI No. 463, FSAR Ch. 3

Getachew,

Attached please find AREVA NP Inc.’s response to the subject request for additional information (RAI). The
attached file, “RAI 463 Response US EPR DC.pdf” provides a schedule since a technically correct and
complete response to the 2 questions can not be provided at this time.

The following table indicates the respective pages in the response document, “RAl 463 Response US EPR
DC.pdf,” that contain AREVA NP’s response to the subject questions.

Question #

Start Page | End Page

RAI 463 — 03.07.01-30

2 2

RAI 463 — 03.07.03-40

3 3




A complete answer is not provided for the 2 questions. The schedule for a technically correct and complete
response to these questions is provided below.

Question # Response Date
RAl 463 — 03.07.01-30 April 28, 2011
RAl 463 — 03.07.03-40 March 29, 2011
Sincerely,

Martin (Marty) C. Bryan

U.S. EPR Design Certification Licensing Manager
AREVA NP Inc.

Tel: (434) 832-3016

702 561-3528 cell

Martin.Bryan.ext@areva.com

From: Tesfaye, Getachew [mailto:Getachew.Tesfaye@nrc.gov]

Sent: Tuesday, December 21, 2010 11:14 AM

To: ZZ-DL-A-USEPR-DL

Cc: Chakravorty, Manas; Hawkins, Kimberly; Miernicki, Michael; Colaccino, Joseph; ArevaEPRDCPEm Resource
Subject: U.S. EPR Design Certification Application RAI No. 463 (5280, 5281), FSAR Ch. 3

Attached please find the subject requests for additional information (RAI). A draft of the RAI was provided to
you on December 8, 2010, and discussed with your staff on December 16, 2010. No change is made to the
Draft RAI as a result of that discussion. The schedule we have established for review of your application
assumes technically correct and complete responses within 30 days of receipt of RAIs, excluding the time
period of December 24, 2010 thru January 3, 2011, to account for the holiday season as discussed with
AREVA NP Inc. For any RAls that cannot be answered within 45 days, it is expected that a date for receipt of
this information will be provided to the staff within the 40-day period so that the staff can assess how this
information will impact the published schedule.

Thanks,

Getachew Tesfaye
Sr. Project Manager
NRO/DNRL/NARP
(301) 415-3361



Hearing Ildentifier: AREVA_EPR_DC_RAls
Email Number: 2722

Mail Envelope Properties (1F1CC1BBDC66B842A46CAC03D6B1CD41041D8D5E)

Subject: Draft Response to U.S. EPR Design Certification Application RAI No. 463, FSAR
Ch. 3 Question 03.07.03-40

Sent Date: 3/17/2011 5:15:35 PM

Received Date: 3/17/2011 5:15:44 PM

From: WELLS Russell (AREVA)

Created By: Russell.Wells@areva.com

Recipients:

"CORNELL Veronica (EXTERNAL AREVA)" <Veronica.Cornell.ext@areva.com>
Tracking Status: None

"COLEMAN Sue (AREVA)" <Sue.Coleman@areva.com>

Tracking Status: None

"BREDEL Daniel (AREVA)" <Daniel.Bredel@areva.com>

Tracking Status: None

"BENNETT Kathy (AREVA)" <Kathy.Bennett@areva.com>

Tracking Status: None

"DELANO Karen (AREVA)" <Karen.Delano@areva.com>

Tracking Status: None

"HALLINGER Pat (EXTERNAL AREVA)" <Pat.Hallinger.ext@areva.com>
Tracking Status: None

"ROMINE Judy (AREVA)" <Judy.Romine@areva.com>

Tracking Status: None

"RYAN Tom (AREVA)" <Tom.Ryan@areva.com>

Tracking Status: None

"WILLIFORD Dennis (AREVA)" <Dennis.Williford@areva.com>

Tracking Status: None

"Tesfaye, Getachew" <Getachew.Tesfaye@nrc.gov>

Tracking Status: None

Post Office: AUSLYNCMX02.adom.ad.corp

Files Size Date & Time

MESSAGE 3319 3/17/2011 5:15:44 PM

RAI 463 Question 03.07.03-40 Response US EPR DC - DRAFT.pdf 264052
Options

Priority: Standard

Return Notification: No

Reply Requested: No

Sensitivity: Normal

Expiration Date:
Recipients Received:



Response to

Request for Additional Information No. 463(5280, 5281), Revision 0,
Question 03.07.03-40

12/21/2010
U. S. EPR Standard Design Certification
AREVA NP Inc.
Docket No. 52-020
SRP Section: 03.07.01 - Seismic Design Parameters
SRP Section: 03.07.03 - Seismic Subsystem Analysis
Application Section: 03.07

QUESTIONS for Structural Engineering Branch 2 (ESBWR/ABWR Projects) (SEB2)



AREVA NP Inc.

Response to Request for Additional Information No. 463, Question 03.07.03-40
U.S. EPR Design Certification Application Page 2 of 3

Question 03.07.03-40:
Follow Up to RAI 370, Question 03.07.03-38

The staff has reviewed the final response to Question 03.07.03-38 and is unable to conclude
that the design of a Seismic Category | structure system or component (SC | SSC) is
adequately protected from the failure and possible impact by a non-SC | SSC and therefore the
SC | SSC may not meet the design requirements of GDC 2.

a. The applicant is requested to provide the basis for assuming a 15 degree impact
envelope above the SC | SSC and why this is a conservative assumption.

b. The wording under the last bullet on Page 3.7-298 of the U.S. EPR FSAR mark up is not
consistent with the wording in Section 3.7.3.8.2 on page 3.7-297. In each case the issue
being addressed is the same, i.e., evaluation of the impact of an SC | SSC by a non-SC |
SSC. On page 3.7-297, it states that an evaluation is performed to determine that the
intended safety-function of the SC | SSC is not lost as a result of the impact. This
wording is acceptable to the staff. However, in the last bullet on page 3.7-298, it states
an evaluation is performed to determine that unacceptable damage has not occurred to
the SC | SSC. Ensuring that unacceptable damage has not occurred does not
necessarily mean the intended safety-function of the SC | SSC has been preserved. As
such, the applicant is requested to explain why the wording of the acceptance criteria for
impact evaluation found in the second bullet on page 3.7-298 is different from that on
page 3.7-297. In addition, the applicant is requested to provide specific examples of how
the criteria on page 3.7-298 will be implemented in-evaluating the impact of a SC | SSC
by a non-SC | SSC and how the intended safety function of a SC | SSC is ensured
through the use of this criteria.

Response to Question 03.07.03-40:

a) The 15 degree impact envelope will be revised to include a six-foot buffer around the
perimeter of a Seismic Category | component and extending upwards at a 45 degree angle
as shown in Figure 03.07.03-40-1. The additional six-foot buffer in conjunction with a 45
degree angle is considered adequate to protect any Seismic Category | component from a
missile generated by a 1 g horizontal earthquake load simultaneous with a 1 g combination
of vertical earthquake and gravity load.

U.S. EPR FSAR Tier 2, Section 3.7.3.8.2 will be revised to add the impact zone criteria.

b) U.S. EPR FSAR Tier 2, Sections 3.7.3.8 and 3.7.3.8.2 will be revised to clarify that non-
Seismic Category | systems, structures, and components (SSC) located in the vicinity of
Seismic Category | SSC is acceptable if an analysis demonstrates that the non-seismic SSC
interaction does not result in a loss of the intended function of the Seismic Category | SSC.

FSAR Impact:

U.S. EPR FSAR Tier 2, Section 3.7.3.8 and Section 3.7.3.8.2 will be revised as described in the
response and indicated on the enclosed markup.



AREVA NP Inc.

Response to Request for Additional Information No. 463, Question 03.07.03-40
U.S. EPR Design Certification Application Page 3 of 3

Figure 03.07.03-40-1—lllustration of Impact Zone Criteria
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EPR

U.S. EPR FINAL SAFETY ANALYSIS REPORT

03.07.03-40

3.7.3.8.1

modeling of the Seismic Category I subsystem. The attached non-Seismic Category I

subsystem is classified as Seismic Category II and is designed to not result in a loss of

| the intended function eausefailure-of the Seismic Category I subsystem during a

seismic event. Section 3.7.3.3 describes decoupling criteria used to determine if the
flexibility of the non-Seismic Category I subsystem is included in the subsystem
model.

Seismic Category I subsystem design requirements extend to the first seismic restraint
beyond the system boundary with non-Seismic Category I subsystems. In addition,
the following requirements must be met:

e If the first seismic restraint beyond the Seismic Category I subsystem boundary is
an anchor restraining the Category I subsystem in the six degrees of freedom, the
analysis model includes the Category I system and any extended portion of the
system which is Category II up to the anchordefining the analysis boundary. The
subsystem components within the analysis boundary will be designed to Seismic
Category I requirements. Loads from the non-Seismic Category I subsystem will
be developed as described in Section5.5 of Reference 1.

e If the first seismic restraint cannot be an-anchor, the non-Seismic Category I
subsystem and supports beyond this location that affect the Seismic Category I
subsystem dynamic analysis are classified Seismic Category II, included in the
model, and designed to the same requirements as Seismic Category I components.
Loads from the non-Seismic Category I subsystem will be developed as described
in Section 5.5 of Reference 1.

Boundary conditions of the model at the Seismic Category I to non-Seismic Category I
interface are described in Section 5.5 of Reference 1.

Isolation of Seismic Category | and Non-Seismic Category | Subsystems

Isolation of Seismic Category I and non-Seismic Category I subsystems is provided by
geographical separation. Isolation eliminates the interaction effects that must be
considered for a Seismic Category I subsystem and minimizes the overall number of
impact analyses performed and restraint systems needed to prevent interaction.

Several routing considerations are used to isolate Seismic Category I and non-Seismic
Category I subsystems. When possible, non-Seismic Category I SSC are not routed in
rooms containing safety-related SSC. If a non-Seismic Category I SSC can not be
completely separated from Seismic Category I SSC, then the non-Seismic Category I
SSC must be restrained or an analysis must be performed to verify that the
functionality of the Seismic Category I SSC is maintained if impacted by the non-
Seismic Category I component during a seismic event.

Tier 2

Revision 3—Interim Page 3.7-386




EP’\R U.S. EPR FINAL SAFETY ANALYSIS REPORT
3.7.3.8.2 Interaction Evaluation

03.07.03-40

Unrestrained, non-Seismic Category I SSC may be located in the vicinity of @
relatedSeismic Category [[SSC provided an impact evaluation is performed and it is

determined that funetionatitythe intended function of the safety—relatedSeismic |
Category I|SSC is not lost as a result of impact. In this evaluation, the non-Seismic

Category I components are assumed to fall or overturn as a result of a seismic event.

Any safety-related subsystem or component which may be impacted by the non-
Seismic Category I component is identified as an interaction target and is evaluated to
establish that there is no loss of ability to perform its intended safety-related function.

The following assumptions and guidelines are used to evaluate non-Seismic Category I
and Seismic Category I interactions, resulting from an SSE seismic event:

e The non-Seismic Category I subsystem or component (source) is assumed to fail
instantaneously at every connection allowing each section to fall or overturn
independently.

e The fall trajectory or overturning.of the source is evaluated for potential impacts.
Impact is assumed for non-Seismic Category I subsystem or components within an
impact evaluation zone around the safety-related system or component. If the
falling or overturning source is outside of the impact zone, no interaction occurs.
03.07.03-40 . . W .
Otherwise, the falling source could potentially impact the target.

The impact zone is defined by the volume extending in such a way that it is wholly

or partially within a 15-degreeangle fromthe vertical extending fromeachside45
degree anglée beginning sixsfeet beyond the perimeter of the Seismic Category I

subsystem or component. lhe impact zone for overturning is defined as a radius

equivalent to.the height of the non-Seismic Category I subsystem or component.
The impact evaluation zone does not need to extend beyond Seismic Category I

structures (e.g., walls or slabs).

o The parameters of the target are evaluated to determine if it has significant
structural integrity to withstand impact without loss of ability to perform its
safety-related function.

03.07.03-40

e The energy of the source impacting the target is evaluated to determine if the
energy level is low enough not to cause adverse impact on the target.

Unrestrained, non-Seismic Category I SSC located in the vicinity of safety—
relatedSeismic Category I SSC is acceptable if an analysis demonstrates that the
weight and configuration of the non-Seismic Category I SSC, relative to the target,
and the trajectory of the falling non-seismic SSC interaction does not eatse-

unaeeeptable-damage-toresult in a loss of the intended function of the safety—
relatedSeismic Category I SSC. Otherwise, the non-Seismic Category I SSC

present a hazard, and are relocated or restrained.

Tier 2 Revision 3—Interim Page 3.7-387
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