
, Licensee 

I. Oscoda County Road Commission 

In accordance withxppfication dated 

2. West 300th 8th Street 
P.O. Box 760 
Mio, MI 48647 

October 4,2010, 
3. License number 21-26193-01 is renewed in its 
entirety to read as follows: 
4. Expiration date April 30, 2021 
5. Docket No. 030-31 735 

Reference No. 

5. Byproduct, source, and/or special 7. Chemical and/or physical form 8. Maximum amount that licensee may 
possess at any one time under this 
license 

nuclear material 

A. Cesium-? 37 A. Sealed source (Troxler A. Three sources not to exceed 
Dwg. NO. A-102112) 9 millicuries each. 

6. Americium-241 B. Sealed source (Troxler 8. Three sources not to exceed 
Dwg. NO. A-102451) 44 millicuries each. 

9. Authorized Use: 

A. and B. To be used in Troxler Model 3400 Series surface moisture/density gauges. 

CONDITIONS 

IO. 

11. 

12. 

13. 

Licensed material may be used at 300th 8th Street, Mio, Michigan and at temporary job sites of the 
licensee anywhere in the United States where the U.S. Nuclear Regulatory Commission maintains 
jurisdiction for regulating the use of licensed material. 

Licensed material shall only be used by, or under the supervision and in the physical presence of, 
individuals who have received the training described in application dated October 4, 2010. 

The Radiation Safety Officer for the activities authorized by this license is Johnnie Johnson, Jr. 

A. Sealed sources shall be tested for leakage andlor contamination at intervals not to exceed 
the intervals specified in the certificate of registration issued by NRC under 10 CFR 32.210 
or by an Agreement State. 

B. In the absence of a certificate from a transferor indicating that a leak test has been made 
within the intervals specified in the certificate of registration issued by NRC under I O  CFR 
32.210 or by an Agreement State prior to the transfer, a sealed source or detector cell . 
received from another person shall not be put into use until tested. 
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15. 

16. 

17. 

18. 
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C. 

D. 

E. 

F. 

Sealed sources need not be tested if they are in storage and are not being used. However, 
when they are removed from storage for use or transferred to another person, and have not 
been tested within the required leak test interval, they shall be tested before use or 
transfer. No sealed source shall be stored for a period of more than 10 years without being 
tested for leakage and/or contamination. 

The leak test shall be capable of detecting the presence of 0.005 microcurie (185 
becquerels) of radioactive material on the test sample. If the test reveals the presence of 
0.005 microcurie (185 becquerels) or more of removable contamination, a report shall be 
filed with the U.S. Nuclear Regulatory Commission in accordance with I O  CFR 30.50(~)(2), 
and the source shall be removed immediately from service and decontaminated, repaired, 
or disposed of in accordance with Commission regulations. 

Tests for leakage andlor contamination shall be performed by persons specifically licensed 
by the Commission or an Agreement State to perform such services. In addition, the 
licensee is authorized to collect leak test samples but not perform the analysis: analysis of 
leak samples must be performed by persons specifically licensed by the Commission or an 
Agreement State to perform such services. 

Records of leak tests results shall be kept in units of microcuries and shall be maintained 
for 3 years 

Sealed sources or source rods containing licensed material shall not be opened or sources 
removed or detached from source rods or gauges by the licensee, except as specifically 
authorized. 

Each portable nuclear gauge shall have a lock or outer locked container designed to prevent 
unauthorized or accidental removal of the sealed source from its shielded position. The gauge 
or its container must be locked when in transport. A minimum of two independent physical 
controls that form tangible barriers to secure portable gauges from unauthorized removal 
whenever the portable gauge is not under the control and constant surveillance of the licensee 
are required. 

The licensee shall conduct a physical inventory every 6 months, or at other intervals approved 
by the U.S. Nuclear Regulatory Commission, to account for all sources and/or devices received 
and possessed under the license. 

The licensee may transport licensed material in accordance with the provisions of 10 CFR Part 71, 
"Packaging and Transportation of Radioactive Material." 

Any cleaning, maintenance or repair of the gauge(s) that requires removal of the source rod shall be 
performed only by the manufacturer or by other persons specifically licensed by the Commission or an 
Agreement State to perform such services. 
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19. 

20. 

Except for maintaining labeling as required by 10 CFR Part 20 or 71, the licensee shall obtain 
authorization from NRC before making any changes in the sealed source, device, or source- 
device combination that would alter the description or specifications as indicated in the 
respective Certificates of Registration issued either by the Commission pursuant to 10 CFR 
32.21 0 or by an Agreement State. 

Except as specifically provided othetwise in this license, the licensee shall conduct its program in 
accordance with the statements, representations, and procedures contained in the documents including 
any enclosures, listed below. The Nuclear Regulatory Commission's regulations shall govern unless the 
statements, representations and procedures in the licensee's application and correspondence are more 
restrictive than the regulations. 

A. Application dated October 4, 2010; and 

B. Facsimile dated March 25,201 1. 

FOR THE U.S. NUCLEAR REGYMTORY COMMISSION 

Materials Licensing Branch 
Region Ill 


