
0 Docket 50-305

KEWAUNEE NUCLEAR POWER PLANT 

SUMMARY OF OPERATING EXPERIENCE 

DECEMBER 1979

OPERATIONS: 

MAINTENANCE:

On December 10, during performance of a monthly surveillance 
test, an error was made which caused a turbine runback 
with a subsequent overtemperature delta T reactor trip.  
The unit was returned to full load on December 11.  

Some load following was done over the holiday weekends.  

Replaced a sticky relay in a reactor protection circuit.  

Recalibrated some boric acid heat tracing temperature 
controllers.  

Installed restraints on service water piping.  

Replaced damaged gasket on one personnel air lock door.  

Repaired a leaking steam generator power operated relief 
valve.
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OPERATING STATUS

DOCKET NO- 50-305 
COMPLETED BY- J. J. WALLACE 

TELEPHONE- 414-388-2560 X207
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THIS MONTH 

HOURS IN REPORTING PERIOD 744 

NUMBER OF HOURS REACTOR WAS CRITICAL 742.2 

REACTOR RESERVE SHUTDOWN HOURS 0.0 

HOURS GENERATOR ON-LINE 741.1 

UNIT RESERVE SUTDOWN HOURS. 0.0 

GROSS THERMAL ENERGY GENERATED.(BRR): 1202648 

GROSS ELECTRICAL ENERGY GENERATED (MWH) 400800 

NET ELECTRICAL ENERGY GENERATED (MWHR) 382237 

UNIT SERVICE FACTOR 99.6 

UNIT AVAILABILITY FACTOR 99.6 

UNIT CAPACITY FACTOR (USING MDC1NET) 97.7 

UNIT CAPACITY FACTOR (USING.DER NET) 96.0 

UNIT FORCED OUTAGE RATE 0.4 

SHUTDOWNS SCHEDULED OVER NEXT 6 MONTHS (TYPE, DATE, AND 
NRC required design changes; January 27, 

IF SHUT DOWN AT END OF REPORT PERIOD, ESTIMATED DATE OF

YR-TO-DATE 
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DURATION OF EACH) 
1980; seven days 

STARTUP - N/A

UNITiNAME KEWAUNEE ********************************************* 

REPORTING PERIOD DECEMBER, 1979 * NOTES This month characterized by an * 
* increase in Net MDC, one personnel * 

LICENSED THERMAL POWER.(MWT) 1650 * related trip, and the generation of the * 
* 20 millionth gross electric megavatt * 

NAMEPLATE RATING (GROSS MEE) 560 * hour since the start of commercial * 
* operation.  

DESIGN ELECTRICAL RATING (NET MWE); 535 * 

MAXIMUM DEPENDABLE CAPACITY (GROSS MWE) 545 * 

MAXIMUS DEPENDABLE CAPACITY (NET HUE) 526 

IF CHANGES OCCUR IN CAPACITY RATINGS (ITEMS NUMBER 3 THROUGH 7) SINCE LAST REPORT, GIVE REASONS 
Net MDC changed.from 524 to 526 as a result of December capacity test.  

POWER LEVEL TO WHICH RESTRICTED, IF ANY (NET MWE) 

REASONS FOR RESTRICTIONS, IF ANY 
N/A
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UNIT SHUTD 0 NS AND PO WER REDUCT 0 MS 

DOCKET NO: 50-305 
UNIT NA ME: Kewaunee 

DATE: January 1, 1980 
COMPLETED BY: J. J. Wallace 

TELEPHONE: 414-388-2560 x207

REPORT MONTH - DECEMBER, 1979

110.* DATE ITYPE IDURATIONjREASONIMETHODI LER NUMBER ISYS I COMPONENT I COMMENTS 'I 
I - +-I +I j I I_ - _ _ _ _ _ 

I I I I I I I I I I I 
I 15 112/10/791 F I 2.9 I G I 3 I N/A I IA I INSTRU I 15. During the performance of a monthly .1 

I (( )I ] | I I I surveillance test an error was made which I 
I a I I I a caused a turbine runback. From a 100% ARO I 

I I I I I I I I I j condition insufficient rod worth was available 
a I I I I I I I fast enough to prevent an overtemperatureI 

I I I I I I I I I I delta Ttrip.  
I I I I I I I I II 

I I I I I I I I I I .  
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I 1 1 . 1 I I I I I I 
( 1 I I I I I I I I I

TYPE REASON METHOD SYSTEM & COMPONENT CODES

F: Forced 
S: Scheduled

A-Equipment Failure (Explain) 
B-Maintenance or Test 
C-Refueling 
D-Regulatory Restriction 
E-Operator Training F License Examination 
F-Administrative 
G-Operational Error (Explain) 
H-ther (Explain)

1-Manual 
2-Manual Scram 
3-Automatic Scram 
4-Continuations 
5-Load Reductions 
9-0ther
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