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UNITED STATES 

ATOMIC ENERGY COMMISSION 
DIRECTORATE OF REGULATORY OPERATIONS 

REGION III 
799 ROOSEVELT ROAD 

GLEN ELLYN, ILLINOIS 60137 

AU 3 0

Docket 
Docket 
Docket

Northern States Power Company 
ATTN: Mr. Leo Wachter 

Vice President 
Power Production and System 

Operation 
414 Nicollet Mall 
Minneapolis, Minnesota 54401

No iD263 
No. 50-282 
No. 50-306

Gentlemeni

REFERENCE RO BULLETIN NO. 74-9 
DEFICIENCY IN GENERAL ELECTRIC 
MAGNE-BLAST BREAKERS 

A partial omission was made in 
subject breakers at the bottom 
The information should read as

MODEL 4KV

the referencing details of the 
of page No. 1 of th above bulletin.  
follows:

Manufacturer: General Electric Company 
Type: AM1 - 4.76 - 250 - OD or 

AMD - 4.76 - 250 - ID Breakers with Stationary Auxiliary Switch 
Assemblies in MC - 4.76 Horizonal Drawout Metal Clad Switchaear.

Please make this addition to your Bulletin No. 74-9 
on August 9, 1974.

forwarded to you

Sincerely, 

James G. Keppler 
Regional Director 

bec: RO Files 

DR Central Files 
Local PDR 
PDR 
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TELEHONE 
(312) 858-2660 
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NORTHERN STATES POWER COMPANY 

MINNEAPOLIS. MINNESOTA 55401 

August 30, 1974 

Mr. J. G. Keppler, Regional Director 
Directorate of Regulatory Operations 
Region III 
799 Roosevelt Road 
Glen Ellyn, Illinois 60173 

Dear Mr. Keppler: 

MONTICELLO NUCLEAR GENERATING PLANT 
Docket No. 50-263 License No. DPR-22 

In accordance with Item B of Directorate of Regulatory Operations Bulletin 

74-9, the following information is submitted: 

a. Circuit breakers of the described Calvert Cliffs type are 

installed at Monticello. Discussions with the circuit breaker 

manufacturer (GE) indicate that oversized trip roller bars are 

installed. Properly sized trip roller bars have been ordered 

and will be installed during the next refueling outage which 

is scheduled for January, 1975. It is noted that no circuit 

breaker failures of the type described in the RO Bulletin have 

been experienced at Monticello.  

b. Switchgear of the Vermont Yankee type is not installed at 

Monticello; however, the switchgear which is installed does 

incorporate stationary auxiliary switch assemblies similar 

to those described. Mounting bolt tightness is checked as 

part of the annual preventive maintenance program. This 

program was completed during the Spring, 1974, refueling 

outage and no loose mounting bolts were discovered.  

Verification of mounting bolt tightness will continue to be 

part of the established preventive maintenance program.  

Yours very truly, 

L. J. Wachter 
Vice President-Power Production 

and System Operation 

cc: L-6. J. F. O'Leary, Directorate of Licensing 

Mr. G. Charnoff 
Minnesota Pollution Control Agency 

Attention: Mr. E. A. Pryzina


