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NEDO-24050 

Table 4A 

,fAPLHGR VERSUS AVERAGE PLANAR EXP0SURE

Plant: Monticello 

Average Planar 
Exposure 
(MWd/ t) 

200 

1,000 

5,000 

10,000 

15,000 

20,000 

25,000 

30,000

Fuel Type:

MAPLHGR 
(kW/ f t) 

10.7 

10.7 

10 .8 

10.7 

10.7 

10.6 

10.6 

10.2

PCT 
(OF) 

2199 

2199 

2200 

2196 

2199 

2194 

2200 

2138

4-7

8D219

Oxidation 
Fraction 

0.033 

0.033 

0.033 

0.033 

0.033 

0.033 

0.034 

0.028



nMEDO-24050 

Table 4A 

APLHGR VERSUS AVEZAGE PLANAR Z=OSURE

Plant: Monticello

Average Planar 
Exposure 
(Wd/) 

200 

1,000 

3,000 

10,000 

1.5,000 

20,000 

25,000 

30,000

APLHGR 
(k/f t) 

10.7 

10.7 

108A 

10.7 

10.7 

10.6.  

10.6 

10.2

Fuel Type:

? CT 

2199 

2199 

2200 

2196 

2199 

2194 

2200 

2138

4-7

1,

8D219

Oxidation 
Fraction 

0.033 

0.033 

0.033 

0.033 

0.033 

0.033 

0.034 

0.028



NEDO-24050

Table 4B 

MAPLHGR VERSUS AVERAGE PLANAR EXPOSURE

Plant: Monticello

Average Planar 
Exposure 
(MWd/t)

300 

1,000 

5,000 

10,000 

15,000 

20,000 

25,000 

30,000 

35,000 

40,000

Fuel Type:

MAPLEGR 
(kW/ft)

10.6 

10.7 

10.7 

10.8 

10.7 

10.6 

10.6 

10.6

9.8 

9.2

PCT 
(OF) 

2195 

2198 

2195 

2194 

2197 

2196 

2198 

2199 

2100 

2010

4-8

8D250

Oxidation 
Fraction 

0.033 

0.033 

0.033 

0.032 

0.033 

0.033 

0.033 

0.034 

0.031 

0.022 I



NEDO-24050

Table 4C 

MAPLHGR VERSUS AVERAGE PLANAR EXPOSURE

Plant: Monticello 

Average Planar 
Exposure 
(MWd/t)

200 

1,000 

5,000 

10,000 

15,000 

20,000 

25-,000 

30,000 

35,000 

40,000

Fuel Type:

MAPLEGR 
(kW/ft)

10.6 

10.7 

10.7 

10.8 

10.7 

10.7 

10.6 

10.6 

9.8 

9.2

PCT 
(*F) 

2197 

2195 

2196 

2197 

2199 

2198 

2196 

2198 

2100 

2010

4-9/4-10

8D262

Oxidation 
Fraction 

0.033 

0.033 

0.033 

0.033 

0.033 

0.033 

0.033 

0.034 

0.031 

0.022 ]



LTEDO-24050 

Table 4C 

MAPLHGR VERSUS AVERAGE PLANAR EMOSURE

P1ant: Monticello

Average Planar 
Exposure 
(M'Wd/t)

200 

1,000 

3,000 

10,000 

15,000 

20,000 

25,000 

30,000 

35,000 

40,000

Fuel Type:

MAPLEGR 
(kW/ft)

10.6 

10.7 

10.7 

10.8 

10.7 

10.7 

10.6 

10.6 

9.8 

9.2

POCT 
(07) 

2197 

2193 

2196 

2197 

2199 

2198 

2.196 

2198 

2100 

2010

4-9/4-10

8D262

Oxidation 
Fractioa 

0.033 

0.033 

0.033 

0.033 

0.033 

0.033 

0.033 

0.034 

0.031 

0.022 I


