
Exhibit B 

Monticello Nuclear Generating Plant 

License Amendment Request Dated January 31, 1989

Proposed Changes Marked Up on Existing 
Technical Specification Pages 

Exhibit B consists of the existing Technical Specification pages with the 
proposed changes marked up on those pages. Existing pages affected by this 
change are listed below: 
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TABLE 3.11.1 MAXIMUM AVERAGE PLANAR LINEAR HEAT GENERATION RATE vs. EXPOSURE

11APLiIGR FOR EACH! FUEL TYPE (kw/ft)

Note: For two rect

3. 11/4. 11

op operation. For single loop operation multiply these values by 0.85.
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Exhibit C 

Monticello Nuclear Generating Plant 

License Amendment Request Dated January 31. 1989

REVISED TECHNICAL SPECIFICATION PAGES 

Exhibit C consists of revised pages for the Monticello Nuclear Generating 
Plant Technical Specifications with the proposed changes incorporated as 
listed below: 
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TABLE 3.11.1 MAXIMUM AVERAGE PLANAR LINEAR HEAT GENERATION RATE vs. EXPOSURE

Exposure MAPLHGR FOR EACH FUEL TYPE (kw/ft) 

MWD/STU P8DRB265L P8DRB282 P8DRB284LB P8DRB299L BD Other GE 8 Fuel 
BP8DRB265L BP8DRB282L BP8DRB284LB BP8DRB299L 319B 

200 11.6 11.2 11.4 11.0 11.19 10.7 

1,000 11.6 11.2 11.4 11.0 11.31 10.8 

5,000 11.8 11.8 11.8 11.6 11.99 11.5 

10,000 11.9 11.9 11.9 11.9 12.60 12.1 

15,000 11.9 11.8 11.9 11.9 12.34 11.8 

20,000 11.8 11.7 11.7 11.8 11.95 11.4 

25,000 11.3 11.3 11.4 11.5 11.56 11.0 

30,000 10.7 11.1 10.8 10.9 10.54 10.0 

35,000 10.2 10.4 10.2 10.3 9.53 9.0 

40,000 9.6 9.8 9.5 9.7 -

45,000 8.3 - 8.9 9.0 

50,000 - - 6.28 5.8

ror two recirculation loop operation. For single loop peration multiplyNote: 

3.11/4.11

these values by 0.85.  
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Exhibit D 

Monticello Nuclear Generating Plant 

License Amendment Request Dated January 31, 1989 

GENERAL ELECTRIC REPORT 

NEDO-24050-2 

Loss-of-Coolant Accident Analysis Report 
for Monticello Nuclear Generating Plant 

ERRATA AND ADDENDA NO. 2



? AI4

NUCLEAR ENERGY BUSINESS OPERATIONS * GENERAL ELECTRIC COMPANY 

SAN JOSE, CALIFORNIA 95125 

GENERAL @ ELECTRIC

APPLICABLE TO: 

PUBLICATION NO. NEDO-24050-2 

T. I. E. NO. 80NED296 

TITLE Loss-of-Coolant Accident 

Analysis Report for Monticello

Nuclear Generating Plant

ISSUE DATE December 1980

ERRATA And ADDENDA 
SHEET 

NO. 2 

DATE January 1988 

NOTE: Correct all copies of the applicable 
publication as specified below.

1. Page 4-8

REFERENCES INSTRUCTIONS 
ITEM E(SECTION. PAGE 

I PARAGRAPH, LINE) (CORRECTIONS AND ADDITIONS)

Replace with new page 4-8.  

(Change bars in right-hand margin indicate areas 

where report has been revised.)

I____________________
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NEDO-24050-2

Table 4E 

MAPLHGR VERSUS AVERAGE PLANAR EXPOSURE

Plant: Monticello

Average Planar 
Exposure 
(MWd/st)

200 

1,000 

5,000 

10,000 

15,000 

20,000 

25,000 

30,000 

35,000 

40,000

MAPLHGR 
(kW/ft)

11.2 

11.2 

11.6 

11.7 

11.7 

11.5 

11.3 

11.1 

10.4 

9.8

Fuel Type: 8DRB282 

PCT 
(oF) 

2160 

2155 

2198 

2198 

2198 

2195 

2167 

2142 

2055 

1972

Table 4F 

MAPLHGR VERSUS AVERAGE PLANAR EXPOSURE

Plant: Monticello Fuel Type: P8DRB265L/BP8DRB265L

Average Planar 

Exposure 
(MWd/st)

200 

1,000 

5,000 

10,000 

15,000 

20,000 

25,000 

30,000 

35,000 

40,000 

45,000

Oxidation 
Fraction

0.032 

0.032 

0.035 

0.035 

0.035 

0.035 

0.032 

0.030 

0.022 

0.016

MAPLHGR 
(kW/ft)

11.6 

11.6 

11.8 

11.9 

11.9 

11.8 

11.3 

10.7 

10.2 

9.6 

8.3

PCT 
(OF) 

2186 

2193 

2198 

2196 

2199 

2194 

2141 

2057 

1971 

1871 

<1871

Oxidation 
Fraction

0.034 

0.035 

0.034 

0.034 

0.034 

0.034 

0.028 

0.021 

0.016 

0.011 

<0.01
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