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Exhibit B consists of the existing Technical Specification pages with the 
proposed changes marked up on those pages. Existing pages affected by this 
change are listed below: 
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License Amendment I Reauest dated November 14 1990



B. Radiological 

1. a. A Radiation Protection Procedures, consistent with the requirements of 10 CFR 20, shall be 

developed and followed. The Radiation Protection Program shall consist of the following: 

(1) A Radiation Protection Plan, which shall be a complete definintion of 
radiation protection policy and program 

(2) Procedures which implement the requirements of the Radiation Protection Plan 

The Radiation Protection Plan and implementing procedures, with the exception of those 

non-safety related procedures governing work activities exclusively applicable to 

or performed by health physics personnel, shall be reviewed by the Operations Committee 
and approved by.a member of plant management designated by the Plant Manager. Health 

physics procedures not reviewed by the Operations Co by reviewed and app

roved by the Superintendent, Radiation Protection r01 (, " 

b. ats -ina - I In lieu of the "4ontrol device" 

or*alarm signalrequired by paragraph 20.203(c)(2 , each high radiation area in which the 
intensity of radiation is Or, 

1
mth4P shall by barricaded and cpnspicuously posted as 

a gh radiation aTha and n r nce thereto shall be controlled by requiring issuance of a 

Radiation Work Permi .ak y individual or group of individuals permitted to enter such areas 

shall be provided wi ah .  

c. The above procedur shall also pply to each high radiation area in which the intens of 

radiation is grea er than 1000 rem/hr.o arcpJzm.t doors shall be -locked or atte, 
prevented unauth ized entry i o these areas and he keys or key devices for loc d rs shall 

be maintained u er the admins trative control of the Plant Manager.  
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P Health PhyiCs personnel or personnel escorted by Health Physics personnel hal beexmptfro te t iSsuance requirement~ during the performance of terassigned radiation protection duties, provided they Comply with approved adiation protection procedures for entry into high radiation areas.  

or accompanied by one or more of the following: 

A radiation monitoring device which continuously indicates the 
radiation dose rate in the area.  

A radiation monitoring device which continuously integrates the radiation dose rate in the area and alarms when a preset integrated dose is received. Entry into such areas with this monitoring device may be made after the dose rate level in the area has been established and personnel have been made knowledgeable of them.  

An individual qualified in radiation protection procedures who is equipped with a radiation dos'e rate monitoring device. This individual shall be responsible for providing positive control over the activities within the area and shall perform periodic radiation surveillance at the frequency specified by the unit Health Physicist in the Radiation Work Permit.



Exhibit C 

Monticello Nuclear Generating Plant 

License Amendment Request dated November 14, 1990 

REVISED TECHNICAL SPECIFICATION PAGES 

Exhibit C consists of revised pages for the Monticello Nuclear Generating 
Plant Technical Specifications with the proposed changes incorporated as 
listed below: 
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B. Radiological 

1. a. A Radiation Protection Procedures, consistent with the requirements of 10 CFR 20, shall be 
developed and followed. The Radiation Protection Program shall consist of the following: 

(1) A Radiation Protection Plan, which shall be a complete definition of 
radiation protection policy and program 

(2) Procedures which implement the requirements of the Radiation Protection Plan 

The Radiation Protection Plan and implementing procedures, with the exception of those 
non-safety related procedures governing work activities exclusively applicable to 
or performed by health physics personnel, shall be reviewed by the Operations Committee 
and approved by a member of plant management designated by the Plant Manager. Health 
physics procedures not reviewed by the Operations Committee shall by reviewed and app
roved by the Superintendent, Radiation Protection.  

b. In lieu of the "control device" or "alarm signal" required by paragraph 20.203(c)(2) of 
10CFR20, each high radiation area in which the intensity of radiation is greater than 100 
mrem/hr but less than 1000 mrem/hr shall by barricaded and conspicuously posted as a high 
radiation area and entrance thereto shall be controlled by requiring issuance of a 
Radiation Work Permit. Health Physics personnel or personnel escorted by Health Physics 
personnel shall be exempt from the Radiation Work Permit issuance requirement during the 
performance of their assigned radiation protection duties, provided they comply with 
approved radiation protection procedures for entry into high radiation areas. Any 
individual or group of individuals permitted to enter such areas shall be provided with 
or accompanied by one or more of the following: 

(1) A radiation monitoring device which continuously indicates the radiation dose rate in 
the area.  

(2) A radiation monitoring device which continuously integrates the radiation dose rate in 
the area and alarms when a present integrated dose is received. Entry into such areas 
with this monitoring device may be made after the dose rate level in the area has been 
established and personnel have been made knowledgeable of them.  

(3) An individual qualified in radiation protection procedures who is equipped with a 
radiation dose rate monitoring device. This individual shall be responsible for 
providing positive control over the activities within the area and shall perform 
periodic radiation surveillance at the frequency specified by the unit Health Physicist 
in the Radiation Work Permit.  

c. The above procedure shall also apply to each high radiation area in which the intensity of 
radiation is greater than 1000 mrem/hr. In addition doors shall be locked or attended, 
to prevented unauthorized entry into these areas and the keys or key devices for locked 
doors shall be maintained under the administrative control of the Plant Manager.
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