
UNITED STATES NUCLEAR REGULATORY COMMISSION

NORTHERN STATES POWER COMPANY 

MONTICELLO NUCLEAR GENERATING PLANT DOCKET NO. 50-263 

REQUEST FOR AMENDMENT TO 
OPERATING LICENSE DPR-22 

LICENSE AMENDMENT REQUEST DATED April 15, 1992 

Northern States Power Company, a Minnesota corporation, requests authorization 
for changes to Appendix A of the Monticello Operating License as shown on the 
attachments labeled Exhibits A, B, and C. Exhibit A describes the proposed 
changes, describes the reasons for the changes, and contains a safety 
evaluation/determination of significant hazards consideration. Exhibit B 
contains current Technical Specification pages marked up with the proposed 
changes. Exhibit C is a copy of the Monticello Technical Specifications 
incorporating the proposed changes.  

This letter contains no restricted or other defense information.  

NORTHERN ST E MPANY 

By T Z:kOPN 

Thomas M Parker 
Manager 
Nuclear Support Services 

On this __ day of L >- before me a notary public in and 
for said County, personlly appeared Thomas M Parker, Manager Nuclear Support 
Services, and being first duly sworn acknowledged that he is authorized to 
execute this document on behalf of Northern States Power Company, that he 
knows the contents thereof, and that to the best of his knowledge, 
information, and belief the statements made in it are true and that it is not 
interposed for delay.  

MARCIA K. LaCORE 
NOTARY PUBLIC-MINNESOTA 

HENNEPIN COUNTY 
My Commission Expires Sept 24, 1993 
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Exhibit A

MONTICELLO NUCLEAR GENERATING PLANT 

License Amendment Request Dated April 15, 1992 

Evaluation of Proposed Changes to the Technical Specifications 
for Operating License DPR-22 

Pursuant to 10 CFR Part 50, Sections 50.59 and 50.90, the holders of Operating 
License DPR-22 hereby propose the following changes to the Monticello 
Technical Specifications:

Page Section 

vi List of Tables 

129 4.6.H.1 
130 4.6.H.2 

132a Table 4.6-1 

154 3.6/4.6 Bases

Proposed Change 

Add reference to Table 4.6-1, "Snubber Visual 
Inspection Interval", which is being added as page 
132a of this change. Also, correct the page number 
for Table 3.8.1 (editorial).  

Replace current wording with new text as shown 
in Exhibits B and C.  

Insert new page providing a table and notes specifying 
snubber visual inspection interval criteria.  

Reword second sentence of second paragraph to reflect 
new requirements.

Reasons for Change: 

This license amendment request proposes changes to the Monticello Technical 
Specifications in response to Generic Letter 90-09, "Alternative Requirements 
For Snubber Visual Inspection Intervals And Corrective Actions". Generic 
Letter 90-09 describes line-item Technical Specification improvements 
developed by the NRC Staff to alleviate problems being encountered with the 
current Standard Technical Specification snubber visual inspection 
requirements.  

The improvements described in Generic Letter 90-09 provide an alternate 
schedule for visual inspections of snubbers that maintains the same confidence 
level for identifying defective snubbers as the existing schedule in the 
Standard Technical Specifications. The alternate inspection schedule is based 
on the number of unacceptable snubbers found during the previous inspection, 
the total snubber category size, and the previous inspection interval.  

Implementing the proposed changes will reduce future occupational radiation
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exposure and will generally allow the snubber visual inspections and 
corrective actions to be performed during plant outages. In addition, the 
implementation of the proposed alternative snubber visual inspection schedule 
will allow for less frequent snubber inspections, provided the results of 
ongoing inspections are favorable.  

The specific wording changes to Technical Specification Section 4.6.H, 
"Snubbers", are shown in Exhibits B and C. The proposed changes can be 
summarized as follows: 

A. Proposed changes to Technical Specification Section 4.6.H.l: 

The current snubber visual inspection schedule requirements are being 
eliminated from Technical Specification Section 4.6.H.1 and are being 
replaced with a reference to new Technical Specification Table 4.6-1, 
which incorporates the alternative snubber visual inspection schedule 
described in Enclosure B to Generic Letter 90-09. It is unlikely that 
the population of snubbers at Monticello will ever exceed 300, so 
information provided in the Generic Letter pertaining to larger 
populations has been omitted.  

The statement at the end of paragraph 4.7.9.b of Enclosure B to Generic 
Letter 90-09, which discusses the determination of the first inspection 
interval under the new criteria, has not been included in proposed 
changes to the Monticello Technical Specifications. We do not believe 
it is necessary to place that statement into the Technical 
Specifications because it is a short term requirement which is no longer 
meaningful after the first inspection interval. However, Monticello 
will establish the first inspection intervals under the new criteria per 
the guidance of that statement.  

B. Proposed changes to Technical Specification Section 4.6.H.2: 

The current snubber visual inspection acceptance criteria described in 
Technical Specification Section 4.6.H.2 are being revised to be 
consistent with the guidance in Generic Letter 90-09. The most 
significant changes that will result from the revision to Section 
4.6.H.2 are: 

1. The requirements for visual inspection of the fasteners for 
attachment of the snubbers to components and anchorages are being 
added.  

2. The Standard Technical Specification requirements for the 
justification of continued operation with an unacceptable snubber, 
and the actions to be taken if continued operation cannot be 
justified, have been incorporated.  

3. The requirement to consider a snubber with a fluid plunger gauge 
below the low range inoperable for the purposes of establishing 
the next visual inspection interval is unnecessarily restrictive
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and would be eliminated. The fluid plunger gauges are not 
designed to give precision readings, and the fluid can be at or 
slightly below the low mark without adversely affecting snubber 
performance. If the visual inspection reveals the fluid level of 

a snubber is unacceptable (i.e., below the low range), Engineering 
would perform an assessment of the operability of that snubber and 
other susceptible snubbers, just as would be done for any other 
deficiency that caused the operability of a snubber to be in 
question.  

The statement of Section 4.7.9.c of Enclosure B to Generic Letter 90-09 
regarding snubbers connected to an inoperable common hydraulic fluid 
reservoir was not included because snubbers of this type are not 
installed at Monticello.  

Safety Evaluation and Determination of Significant Hazards Consideration: 

The proposed changes to the Operating License have been evaluated to determine 
whether they constitute a significant hazards consideration as required by 10 

CFR Part 50, Section 50.91 using the standards provided in Section 50.92.  
This analysis is provided below: 

1. The proposed amendment will not involve a significant increase in the 
probability or consequences of an accident previously evaluated.  

The proposed changes incorporate the guidance of Generic Letter 90-09 
into the Monticello snubber visual inspection program. The NRC Staff 
concluded in Generic Letter 90-09 that the alternative snubber visual 
inspection schedule, also described in Generic Letter 90-09, maintains 
the same confidence level in the operability of snubbers as the existing 
visual inspection schedule.  

Since the proposed changes conform with the guidance in Generic Letter 
90-09, the confidence level in the operability of the snubbers is 

unchanged. It is therefore concluded that the proposed changes will not 
significantly affect the probability or consequences of an accident 
previously evaluated.  

2. The proposed amendment will not create the possibility of a new or 
different kind of accident from any accident previously analyzed.  

There are no new failure modes or mechanisms associated with the 
proposed changes. The proposed changes do not involve any modification 
in operational limits. Only the snubber inspection program is being 

changed.  

Replacing the current snubber visual inspection requirements with 
requirements consistent with the guidance in Generic Letter 90-09 will 

not affect the capability of the snubbers to perform their intended 

function during normal or accident conditions. The resulting snubber
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visual inspection program will continue to assure the ability of 
snubbers to provide dynamic load support during a seismic event. It is 
therefore concluded that the proposed changes do not create the 
possibility of a new or different kind of accident from any previously 
evaluated, and the accident analyses presented in the Updated Safety 

Analysis Report will remain bounding.  

3. The proposed amendment will not involve a significant reduction in the 
margin of safety.  

The proposed snubber visual inspection requirements are consistent with 
the guidance in Generic Letter 90-09, and are equivalent to the previous 
requirements with regard to assuring the capability of the systems which 
are supported. The snubber functional testing continues to provide 
incentive for proper maintenance and assurance of the capability of the 

snubbers. It is therefore concluded that the proposed changes will not 
result in any reduction in the plant's margin of safety.  

Based on the analysis above, we conclude that the proposed changes do not 

involve a significant hazards consideration.  

Environmental Assessment 

This license amendment request does not change effluent types or total 
effluent amounts nor does it involve an increase in power level. Therefore, 
this change will not result in any significant environmental impact.
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