
UNITED STATES NUCLEAR REGULATORY COMMISSION 

NORTHERN STATES POWER COMPANY 

MONTICELLO NUCLEAR GENERATING PLANT DOCKET NO. 50-263 

REQUEST FOR AMENDMENT TO 
OPERATING LICENSE DPR-22 

LICENSE AMENDMENT REQUEST DATED December 31, 1992 

Northern States Power Company, a Minnesota corporation, requests authorization 
for changes to Appendix A of the Monticello Operating License as shown on the 
attachments labeled Exhibits A, B, and C. Exhibit A describes the proposed 
changes, describes the reasons for the changes, and contains a Safety 
Evaluation, a Determination of Significant Hazards Consideration and an 
Environmental Assessment. Exhibit B contains current Technical Specification 
pages marked up with the proposed changes. Exhibit C is a copy of the 
Monticello Technical Specifications incorporating the proposed changes.  

This letter contains no restricted or other defense information.  

NORTHERN S ATO, COMPANY 

By 
Tlomas M Parker 
Director 
Nuclear Licensing 

On this $L-day ofJAise ' /1102 before me a notary public in and 
for said County, personally appeared Thomas M Parker, Director, Nuclear 
Licensing, and being first duly sworn acknowledged that he is authorized to 
execute this document on behalf of Northern States Power Company, that he 
knows the contents thereof, and that to the best of his knowledge, 
information, and belief the statements made in it are true and that it is not 
interposed for delay.  

MARCIA K. LaCORE 
NOTARY PUBLIC-MINNESOTA 

HENNEPIN COUNTY 
My Commission Expires Sept 24, 1993 
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Exhibit A

MONTICELLO NUCLEAR GENERATING PLANT 

License Amendment Request Dated December 31, 1992 

Evaluation of proposed changes to the Technical Specifications 
for Operating License DPR-22 

Pursuant to 10 CFR Part 50, Section 50.59 and 50.90, the holders of Operating 
License DPR-22 hereby propose the following changes to the Monticello 
Technical Specifications: 

Page Section Current Specification 

225 4.13.B.l.e The surveillance requirement currently reads as 
follows: 

"Every three months verify that a sample of fuel 
from the diesel oil storage tank, obtained in 
accordance with ASTM-D270-65, is within the 
acceptable limits specified in Table 1 of ASTM 
D975-74 when checked for viscosity, water, and 
sediment." 

Proposed Change 

We propose to revise the Technical Specification to 
reference the currently applicable ASTM 
specifications. The resulting surveillance will read 
as follows: 

"Every three months verify that a sample of fuel 
from the diesel oil storage tank, obtained in 
accordance with ASTM D4057-88, is within the 
acceptable limits specified in Table 1 of ASTM 
D975-91 when checked for viscosity, water, and 
sediment." 

Reason for Change: 

The ASTM specifications presently identified in the plant Technical 

Specification are no longer appropriate for use: 

1. ASTM D270-65, "Sampling of Petroleum and Petroleum Products", was
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withdrawn in December of 1983 and was replaced by ASTM D4057, "Manual 
Sampling of Petroleum and Petroleum Products". ASTM D4057 was most 
recently revised in 1988, and reflects the current standard for 
petroleum sampling.  

ASTM D270-65 appears to have been written with large scale producers or 
shippers of petroleum products in mind. The sampling techniques 
identified were designed accordingly and are difficult to implement at 
Monticello. ASTM D4057-88 allows the use of sampling methods better 
suited to relatively small storage tanks, such as those used at 
Monticello.  

2. ASTM D975-74 has undergone several revisions since 1974 and it is 
appropriate to update the Technical Specification to specify use of the 
latest revision, ASTM D975-91.  

Safety Evaluation: 

The requirement to periodically sample the diesel fire pump fuel oil supply in 
accordance with ASTM D270-65 and ASTM D975-74 was added to the plant Technical 
Specifications on January 25, 1978 as part of License Amendment 33. License 
Amendment 33 represented permanent incorporation of the various interim Fire 
Protection Technical Specifications developed in response to the Brown's Ferry 
fire event. Although not specifically stated in the bases section of the 
Technical Specifications, the intent of sampling the fuel oil periodically is 
to confirm the quality remains adequate to operate the diesel fire pump.  

As noted in the section above, both ASTM specifications currently referenced 
in Technical Specification 4.13.B.l.e are outdated and, in the case of ASTM 
D270-65, superseded. The proposed change will upgrade the Technical 
Specifications to invoke the use of the current standards for diesel oil 
sampling and analysis. The new ASTM specifications to be used are the 
designated replacements for the old specifications and will provide an 
equivalent level of assurance of diesel fire pump fuel oil quality.  

Determination of Significant Hazards Consideration: 

This proposed change to the Operating License has been evaluated to determine 
if it constitutes a significant hazards consideration as required by 10 CFR 
Part 50, Section 50.91 using the standards provided in Section 50.92. This 
analysis is provided below: 

a. The proposed amendment will not involve a significant increase in the 
probability or consequences of an accident previously evaluated.  

The diesel fire pump sampling specification to be used is not a factor 
in any accident analysis and this change is primarily administrative in 
nature. Use of the proposed ASTM specifications will provide the same 
level of assurance of diesel fire pump fuel oil quality as the old ASTM 
specifications. Diesel fire pump reliability and operability will not
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be degraded. Therefore, this amendment does not involve an increase in 

the probability or consequences of any previously analyzed accident.  

b. The proposed amendment will not create the possibility of a new or 

different kind of accident from any accident previously analyzed.  

No safety-related equipment, safety function, or plant operations (other 
than the methodology for drawing the fuel oil sample) will be altered as 

a result of the proposed amendment. Therefore, the proposed amendment 
does not in any way create the possibility of a new or different kind of 

accident from any accident previously evaluated.  

c. The proposed amendment will not involve a significant reduction in the 
margin of safety.  

Use of the proposed ASTM specifications will provide the same level of 

assurance of diesel fire pump fuel oil quality as the old ASTM 
specifications. Diesel fire pump reliability and operability will not 
be degraded. Therefore, the proposed amendment does not involve any 
reduction in the margin of safety.  

Based on the evaluation described above, and pursuant to 10 CFR Part 50, 
Section 50.91, Northern States Power Company has determined that operation of 

the Monticello Nuclear Generating Plant in accordance with the proposed 
license amendment request does not involve any significant hazards 
considerations as defined by NRC regulations in 10 CFR Part 50, Section 50.92.  

Environmental Assessment: 

Northern States Power has evaluated the proposed changes and determined that: 

1. The changes do not involve a significant hazards consideration, 

2. The changes do not involve a significant change in the types or 
significant increase in the amounts of any effluents that may be 
released offsite, or 

3. The changes do not involve a significant increase in individual or 
cumulative occupational radiation exposure.  

Accordingly, the proposed changes meet the eligibility criterion for 

categorical exclusion set forth in 10 CFR Part 51 Section 51.22(c)(9).  
Therefore, pursuant to 10 CFR Part 51 Section 51.22(b), an environmental 

assessment of the proposed changes is not required.
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