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Northern States Power Company 

414 Nicollet Mail 
Minneapolis, Minnesota 55401 
Telephone (612) 330-5500 

May 17, 1982 

Director 
Office of Nuclear Reactor Regulation 
U S Nuclear Regulatory Commission 
Washington, DC 20555 

MONTICELLO NUCLEAR GENERATING PLANT 
Docket No. 50-263 License No. DPR-22 

Additional Information Related to Reactor Protection 
System (RPS) Power Monitoring System Modification 

In our letter dated March 23, 1982 we provided information related to 
our RPS power monitoring system installation. On May 5, 1982 we had a 
telephone conference call with the contractor reviewing our installation 
and our Project Manager in the Division of Licensing. During this call, 
we were requested to provide information related to the method used to 
establish the undervoltage and overvoltage setpoints of the General 
Electric Electrical Protection Assemblies (EPAs) installed at Monticello.  
The purpose of this letter is to provide the requested information.  

EPA setpoints were established in accordance with the General Electric 
EPA Module technical manual. Refer to the attached page. A nominal 
voltage was selected which provides acceptable voltage for RPS down
stream components (116 volts). Therefore, from the General Electric 
manual, the following setpoints were calculated: 

Overvoltage = Nominal + 10% +0% 
-2.5% 

= 116 + 11.6 & 116 + 8.7 
= 127.6 - 124.7 

= 128.Ov high end 

Undervoltage = Nominal - 10% +2.5% 

-0% 
= 116 -8.7 & 116 -11.6 

= 107.3 - 104.4 

= 104.Dv low end 

Therefore, for surveillance requirements: 

Overvoltage = 128VAC 

Undervoltage = 104VAC 
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NORTFWN STATES POWER COM*NY 

Director of NRR 
May 17, 1982 
Page 2 

One copy of the plant procedure used to control and document the measure

ment and adjustment of the voltage and frequency supplied to various 
pieces of RPS equipment is provided with the NRR Project Manager's copy 
of this letter.  

Please contact us if you have any questions related to the information 
we have provided.  

L 0 Mayer, PE 
Manager of Nuclear Support Services 

LOM/DMM/dab 

cc: Regional Administrator - III 
NRR Project Manager, NRC 
Resident Inspector, NRC 
G Charnoff

Attachment


