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RAI 9.2.6-3 
SRP 9.2.6 "Condensate Storage Facilities," Section III, Item 3E makes the following 
statement concerning outdoor storage tanks, "The outdoor storage tank is designed in 
compliance with GDC 60 and the guidance of Regulatory Guide 1.143 and has a dike or 
retention basin capable of preventing runoff if a tank overflows or fails; for a non-safety 
related storage facility, the need for a seismic Category 1 dike or retention basins is 
reviewed." In Part C of the applicants June 09, 2009, response to RAI 9.2.6-2 it is 
indicated that the dike installed around the US-APWR Condensate Storage Tank (CST) 
is designed to prevent runoff, is in compliance with Regulatory Guide 1.143, but is not 
designed to seismic Category 1. While equipment, components, and structures used to 
collect, process, and store radioactive waste need not be designed to seismic criteria, a 
failure of the CST, as a result of a seismic event, may result in flooding that impacts 
safety-related SSCs, if the dike or retention basin also fail as a result of the seismic 
event. Therefore, the CST must also adhere to the requirements of GDC 2, in that 
flooding resulting from the failure of the CST should not have an adverse effect on 
safety-related SSCs. Also, the staff noticed that in DCD Table 1.9.2-9 “US_APWR 
Conformance with Standard Review Plan Chapter 9 Auxiliary Systems,” the applicant 
indicated that SRP section 9.2.6 did not apply to the USAPW design. Since a CST 
failure may result in potential for safety-related SSCs to be effected through flooding, 
and for the release of radioactive materials to the environment, it appears that even 
though the CST has no safety related function that GDC 2, and GDC 60 are still 
applicable. 
1. Provide justification for the use of the nonseismic dike for the CST. Specifically 
discuss how GDCs 2 and 60 are met with neither the CST nor the CST dike designed as 
a seismic Category 1 structure, and update the DCD to include this discussion. 
2. Update DCD Table Table 1.9.2-9, to address the relevant regulation that apply to the 
CST. 

 
 


