
U.S. NUCLEAR REGULATORY COMMISSION 
OFFICE OF INSPECTION AND ENFORCEMENT 

REGION III

Report No. 50-263/80-18

Docket No. 50-263

Licensee:

License No. DPR-22

Northern States Power Company 
414 Nicollet Mall 
Minneapolis, MN 55401

Facility Name: Monticello Nuclear Generating Plant 

Inspection At: Monticello, MN 

Inspection Conducted: September 2-30, 1980 

Inspectors:, C. H. Brown 

A.c L!.-adison 

Approved By: '19."S. 'Lttle, Chief 
Reactor Projects Section 2

'CX

Inspection Summary 

Inspection on September 2-30, 1980 (Report No. 50-263/80-18) 
Areas Inspected: Review of routine operations, logs and records, review 
of responses to IE Bulletins and IE Circulars, review of LER's, housekeeping, 
and routine radiation protection. Surveillance, maintenance, training of 
personnel, Design Change Work packages. The inspection involved a total 
of 140 inspector-hours onsite by two NRC inspectors including 33 inspector
hours onsite during off-shifts.  
Results: No items of noncompliance or deviations were identified in these 
areas.
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DETAILS

1. Persons Contacted 

*W. A. Shamla, Plant Manager 

M. H. Clarity, Plant Superintendent, Engineering & Radiation 
Protection 

W. E. Anderson, Plant Superintendent Operations & Maintenance 
S. L. Pearson, Superintendent of Operations 
D. D. Antony, Superintendent, Operations Engineering 
J. R. Pasch, Superintendent of Security & Service 
L. W. Severson, Shift Supervisor 
F. J. Schober, Shift Supervisor 
M. W. Onnen, Shift Supervisor 
R. A. Kmitch, Shift Supervisor 

The inspectors also interviewed members of the Operations, Operations 
Engineering, and Technical Engineering sections.  

* Denotes licensee representative attending management interview.  

2. Operational Safety Verification 

The inspector observed control room operations, reviewed applicable 
logs and conducted discussions with control room operators during the 
month of September. The inspector verified the operability of selected 
emergency systems, reviewed tagout records and verified proper return 
to service of affected components. Tours of Unit I reactor building 
and turbine building were conducted to observe plant equipment conditions, 
including potential fire hazards, fluid leaks, and excessive vibrations 
and to verify that maintenance requests had been initiated for equipment 
in need of maintenance. The inspector by observation and direct inter
view verified that the physical security plan was being implemented in 
accordance with the station security plan.  

The inspector observed plant housekeeping/cleanliness conditions and 
verified implementation of radiation protection controls. During the 
month of September, the inspector walked down the accessible portions 
of the SBLC, Core Spray, and RPS systems to verify operability. The 
inspector also witnessed portions of the radioactive waste system 
controls associated with radwaste shipments and barreling.  

These reviews and observations were conducted to verify that facility 
operations were in conformance with the requirements established 
under technical specifications, 10 CFR, and administrative procedures.  

No items of noncompliance or deviations were identified.
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3. Monthly Maintenance Observation

Station maintenance activities of safety related systems and components 
listed below were observed/reviewed to ascertain that they were conducted 
in accordance with approved procedures, regulatory guides and industry 
codes or standards and in conformance with technical specifications.  

The following items were considered during this review: the limiting 
conditions for operation were met while components or systems were 
removed from service; approvals were obtained prior to initiating the 
work; activities were accomplished using approved procedures and were 
inspected as applicable; functional testing and/or calibrations were 
performed prior to returning components or systems to service; quality 
control records were maintained; activities were accomplished by 
qualified personnel; parts and materials used were properly certified; 
radiological controls were implemented; and, fire prevention controls 
were implemented.  

Work requests were reviewed to determine status of outstanding jobs 
and to assure that priority is assigned to safety related equipment 
maintenance which may affect system performance.  

The following maintenance activities were observed/reviewed: 
WRA-80-2836, Repack MO-2007 Containment Spray Supply Valve 

Folfowing completion of maintenance on the containment system, the 
inspector verified that this system had been returned to service 
properly.  

No items of noncompliance or deviations were identified.  

4. Monthly Surveillance Observation 

The inspector observed technical specifications required surveillance 
testing on the RPS (STP-006) and verified that testing was performed 
in accordance with adequate procedures, that test instrumentation was 
calibrated, that limiting conditions for operation were met, that 
removal and restoration of the affected components were accomplished, 
that test results conformed with technical specifications and procedure 
requirements and were reviewed by personnel other than the individual 
directing the test, and that any deficiencies identified during the 
testing were properly reviewed and resolved by appropriate management 
personnel.  

The inspector also witnessed portions of the following test activities: 
STP 0256/0257 and 0068/0067D and PMP 1201 

No items of noncompliance or deviations were identified.
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5. Licensee Event Reports Followup

Through direct observations, discussions with licensee personnel, and 
review of records, the following event reports were reviewed to deter
mine that reportability requirements were fulfilled, immediate corrective 
action was accomplished, and corrective action to prevent recurrence 
had been accomplished in accordance with technical specifications.  

80-19/03L-0 RER Service Water Pump No. 12 Problem 
80-21/03L-0 RCIC Control Problem 
80-27/03L-0 CRD 102 Valve Closed 
20-28/03L-0 RCIC Steam Leak 

No items of noncompliance or deviations were identified.  

6. IE Bulletin Followup 

For the IE Bulletins listed below the inspector verified that the 

written response was within the time period stated in the bulletin, 
that the written response included the information required to be 
reported, that the written response included adequate corrective 
action commitments based on information presentation in the bulletin 
and the licensee's response, that licensee management forwarded copies 
of the written response to the appropriate onsite management represent
atives, that information discussed in the licensee's written response 

was accurate, and that corrective action taken by the licensee was as 
described in the written response.  

IEB 80-17 Failure of Rods to Scram at Brown's Ferry. Modification of 

system to be completed during refueling outage. (Open) 

No items of noncompliance or deviations were identified.  

7. Design Changes and Modifications 

Through record review the inspector verified for the design changes 
listed below that design changes were made in accordance with 10 CFR 

50.59; that design changes were reviewed in accordance with technical 
specifications and the established Quality Assurance program; that 

design changes were conducted in accordance with written procedures 
which included identification of inspections required by codes or 
standards, and .acceptance test procedures which defined acceptance 
values or acceptance standards; that test records verified performance 
of equipment modified to technical specifications/FSAR requirements 
and performance of modified equipment was reviewed and approved; that 
operating procedures modifications were made and approved in accordance 
with technical specifications; that installation procedures were adequate 

for the identified function; that as-built drawings were changed to 

reflect the modifications; and that records of design changes were main

tained as described in 10 CFR 50.59(b) and the established QA program.
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No. 79-MO-58 RW CU Isolation Logic Modification.  
No. 79-MO-70 Modification Dry Well-to-Torus Vacuum Breakers.  
No. 80-MO-13 Fire Barrier Between Load Centers.  
No. 80-MO-18 Add Valves in HPCI Steam Admission Drain Line.  

No items of noncompliance or deviations were identified.  

8. Onsite Review Committee 

The inspector examined the onsite review functions conducted during 
the period of August and September to verify conformance with technical 
specifications and other regulatory requirements. This review included: 
changes since the previous inspection in the charter and/or administra
tive procedure governing review group activities; review group membership 
and qualifications; review group meeting frequency and quorum; and, 
activities reviewed including proposed technical specification changes, 
noncompliance items and corrective action, proposed facility and pro
cedure changes and proposed tests and experiments conducted per 10 CFR 
50.59, and others required by technical specifications.  

No items of noncompliance or deviation were identified.  

9. Exit Interview 

The inspectors met with licensee representatives (denoted in Paragraph 
1) throughout the month and at the conclusion of the inspection on 
September 30, 1980 and summarized the scope and findings of the 
inspection activities. The licensee acknowledged the comments on the 
areas reviewed as summarized in each section-of the report details.
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