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Inspection Summary: 

Inspection on May 6, 1981 (Report No. 50-263/81-06) 
Areas Inspected: IE Bulletin 79-03A, 79-13, 80-08, 80-13, 80-17, and 81-01 
activities; main steam penetration record review. This inspection involved 
a total of four inspection hours onsite by one NRC inspector.  
Results: No items of noncompliance or deviations were identified.
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DETAILS 

Northern States Power Company (NSP) 

*F. Fey, Superintendent, Radiation Protection 
*T. Overlid, Associate Production Engineer (Lead) 
*D. Hansen, Engineer 
D. Antony, Superintendent Operational Engineer 

The inspector a1so contacted and interviewed other licensee and contractor 
employees.  

*Denotes those present at the exit interview.  

Licensee Action on IE Bulletins 

Ref: 

a. NRC memorandum dated 4/4/80, IE Bulletin 79-03A, titled "Longitudinal 
Weld Defects in ASME SA-312, Type 304 Stainless Steel Pipe," Unit 1.  

b. NSP letter to NRC dated 8/6/80, Final response to IE Bulletin 79-03A, 
Unit 1.  

c. NRC memorandum dated 5/25/79, IE.Bulletin 79-13 "Cracking in Feedwater 
System Piping," Unit 1 

(1) Revision 1, dated 8/30/79 
(2) Revision 2, dated 10/16/79 

d. NRC memorandum dated 4/4/80, IE Bulletin 80-07, titled, "BWR Jet Pump 
Assembly Failure," Unit 1 

(1) Supplement No. 1 dated 5/12/80 

e. NRC memorandum dated 4/7/80, IE Bulletin No. 80-08 titled, "Examina
tion of Containment Liner Penetration Welds," Unit 1.  

f. NSP letter to NRC dated 7/3/80, Final response to IE Bulletin 80-08, 
Unit 1.  

g. NRC memorandum dated 5/12/80, IE Bulletin No. 80-13, titled "Cracking 
in Core Spray Spargers," Unit 1.  

h. NRC memorandum dated 7/3/80, IE Bulletin No. 80-17, titled "Failure 
of Control Rods to Insert During at Scram at a BWR," Unit 1.  

(1) Supplement 1, dated 7/80 
(2) Supplement 2, dated 7/22/80
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(3) Supplement 3, dated 8/22/80 
(4) Supplement 4, dated 12/18/80 
(5) Supplement 5, dated 2/13/80 

i. NSP letters to NRC dated 7/17/80, 8/1/80, and 8/6/80, Responses to 
IE Bulletin 80-17, Unit 1.  

(1) Supplement 1, dated 8/15/80 and 8/28/80 
(2) Supplement 3, dated 8/28/80 
(3) Supplement 4, dated 12/23/80 and 12/30/80 

j. NRC memorandum dated 1/27/81, IE Bulletin No. 81-01, titled 
"Surveillance of Mechanical Snubbers," Unit 1.  

(1) Revision 1, dated 4/5/81 

k. NSP letters to NRC dated, 2/4/81 and 3/9/81, Responses to IE 
Bulletin 81-01, Unit 1.  

(Closed) IE Bulletin 79-03A. The inspector reviewed the final response and 
license review of the safety related systems where SA-312 or A-312 Type 300 
Series fusion welded pipe may be used. The inspector has no questions at this 
time.  

(Closed) IE Bulletin 79-13. The Bulletin was received by licensee management 
for information only and was reviewed for applicability.  

(Closed) IE Bulletin 80-08. The inspector reviewed the final response, design, 
and nondestructive examination records of the flued head penetrations and has 
no questions at this time.  

(Open) IE Bulletin 80-03. The licensee recently completed the Bulletin for 
this outage. The inspector reviewed NDE personnel certifications, procedures, 
and data for the remote underwater TV examinations of the core spray sparger 
systems, shroud support welds and feedwater sparger system. A shim stock 0.001" 
thick and a 0.0013" dia. wire was used for the calibration. Region III will 
review the licensee written final response to the Bulletin. This is an unre
solved item for Unit 1 (263/81-06-01).  

(Open) IE ,Bulletin 80-17. The inspector observed the operation of the 
monitoring by ultrasonics of the scram discharge volume (SDV), which was 
successful. The NRC resident inspectors have been following the progress 
of this Bulletin since July 1980 and is documented in several other reports.  

(Closed) IE Bulletin 81-01. The inspector reviewed the final response and 
the site does not have any mechanical snubbers used on safety related systems.
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Main Steam Penetrations

Ref: 

a. Bechtel Power Corporation letter dated 10/8/79 to Mr. J. Phillip, 
Region III, "Review of records concerning the main steam line 
penetration bellows installation misalignment." 

b. G. A. Phillip memorandum dated 11/30/79 to Region III files, 
"Response to an inquiry made concerning the adequacy of the main 
steam line containment penetration expansion bellows installation 
from Bechtel Power Corporation." 

c. Bechtel Power Corporation letter dated 6/3/80 to Mr. J. Antony, 
NSP, "Response on expansion bellow clearance." 

d. NPS internal correspondence memo dated 6/23/80, "Offset of expansion 
joint being acceptable." 

The inspector reviewed the final response and the NSP inspection verified 
that the installed offset of the expansion joint for the main steam line 
penetration X-7D is acceptable. The inspector has no further questions and 
considers this item closed.  

Exit Interview 

The inspector met with site representatives (denoted in Persons Contacted 
paragraph) at the conclusion of the inspection. The inspector summarized 
the scope and findings of the inspection noted in this report.
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