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U. S. NUCLEAR REGULATORY COMMISSION 

REGION III

Report No. 50-263/84-15(DRP)

Docket No. 50-263

Licensee:

License No. DPR-22

Northern States Power Company 
414 Nicollet Mall 
Minneapolis, MN 55401

Facility Name: Monticello Nuclear Generating Station 

Inspection At: Monticello Site, Monticello, MN 

Inspection Conducted: July 8 through August 11, 1984 

Inspector Brow 

Approved By: D Boyd,Cef 
Reactor Projects Section 2D 

Inspection Summary

Date 

Dat

Inspection on July 8 - August 11, 1984 (Report No. 50-263/84-15(DRP)) 
Areas Inspected: A routine, unannounced inspection by the resident inspector 
of previous inspection findings; design changes and modifications; onsite 
review committee; and long-term shutdown. The inspection involved a total of 
56 inspector-hours onsite by one NRC inspector including 12 inspector-hours 
onsite during off-shifts.  
Results: No items of noncompliance or deviations were identified.
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DETAILS

1. Persons Contacted 

*W. A. Shamla, Plant Manager 
M. H. Clarity, Assistant to the Plant Manager 
*D. E. Nevinski, Plant Superintendent, Engineering & Rad. Protection 
H. M. Kendall, Plant Office Manager 
D. D. Antony, Superintendent of Operations 
W. E. Anderson, Plant Superintendent, Operations & Maintenance 
R. L. Scheinost, Superintendent, Quality Engineering 

*J. R. Pasch, Superintendent, Security & Services 
*L. H. Waldinger, Superintendent, Radiation Protection 
W. J. Hill, Superintendent, Technical Engineering 
W. W. Albold, Superintendent of Maintenance 
B. D. Day, Superintendent, Operations Engineering 
L. L. Nolan, Superintendent, Nuclear Technical Services 

The inspector also contacted other licensee employees including members 
of the technical and engineering staffs and reactor and auxiliary 
operators.  

*Denotes those licensee representatives attending the management exit 
interviews.  

2. Action on Previous Inspection Findings 

a. (Closed) Open Item (263/83-16-02(DPRP)): Part 21 Report Unistrut 
Bracket P-2073A Evaluation. This entry is to supplement Paragraph 
No. 4, Inspection Report No. 50-263/84-09(DRP) on bracket inspection.  
All of the brackets now installed for design changes performed during 
1982 and the first part of 1983 were stamped as stated with the excep
tion of one bracket. This bracket was identified during the initial 
response to the notification of nonconforming brackets being installed 
in the Monticello plant. The bracket is not visibly stamped but is to remain installed as it does not support a safety-related system, and a 
consultant evaluation indicates that the design of the system allows 
for the required support with a single support missing. Also, the 
bracket visibly looks satisfactory, i.e., it has none of the defi
ciencies identified in other faulty brackets. The final comment for 
not replacing the bracket is that the work would involve disturbing 
safety-related components and systems.  

No items of noncompliance or deviations were identified.  

3. Design Changes and Modifications 

Through record review and work observations, the inspector vertified that 
for the design changes listed below, the changes were reviewed in accordance 
with technical specifications and the established Quality Assurance program; 
that design changes were conducted in accordance with written procedures
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which included identification of inspections required by codes and/or 
standards, and acceptance test procedures which defined acceptance values 
or acceptance standards. Followup inspections will be performed to verify 
that test conformance, print update, operating procedures revisions and 
required training are all completed.  

a. Design Change No. 81Z076 - Combustible Gas Control System.  

b. Design Change No. 83Z117 - Reactor Vessel Level Monitoring Modifications.  

c. Design Change No. 83ZO95 - RWCU Modification.  

d. Design Change No. 83MO94 - Replacement of the 24-Volt Batteries and Racks.  

e. Design Change No. 83M002 - Replacement of the 125-Volt Batteries and Racks.  

f. Design Change No. 83M104 - Recirculation Pump Speed Control Loop 
Modifications.  

No items of noncompliance or deviations were identified.  

4. Onsite Review Committee 

The inspector attended portions of two meetings of the onsite review 
committee (Operations Committee) during the month of July to observe 
conformance with technical specifications and other regulatory requirements.  
The review included noting adherence to the charter and administrative 
procedures governing the review group activities, the group's membership 
and qualifications, the meeting frequency and required quorum. The activi
ties of the committee, including review of proposed technical specifications 
changes noncompliance items and corrective action, proposed facility 
modifications and procedure changes, and biannual review of procedures 
were noted to be performed as required.  

No items of noncompliance or deviations were identified.  

5. Inspection During Long Term Shutdown 

The inspector observed control room operations, reviewed applicable logs 
and conducted discussions with control room operators during the month 
of July. The inspector verified surveillance tests required during the 
shutdown were accomplished, reviewed tagout records, and verified appli
cability of containment integrity. Tours of the reactor building and 
turbine building accessible areas, including exterior areas were made to 
make independent assessments of equipment conditions, plant conditions, 
radiological controls, safety, and adherence to regulatory requirements 
and to verify that maintenance requests had been initiated for equipment in 
need of maintenance. The inspector observed plant housekeeping/cleanliness 
conditions, including potential fire hazards, and verified implementation 
of radiation protection controls. The inspector by observation and direct 
interview verified that the physical security plan was being implemented in 
accordance with the station security plan. The inspector reviewed the
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licensee's jumper/bypass controls to verify there were no conflicts with 
technical specifications'and verified the implementation of radioactive 
waste system controls. The inspector witnessed portions of the radioactive 
waste systems controls associated with radwaste shipments and barreling.  

The inspector witnessed portions of the work in progress for maintenance on 
equipment and design changes of the following: 

a. Preventive maintenance on large electrical motors.  

b. Fireproofing stairwells.  

c. Fireproofing structural steel.  

d. Seismic panel support additions (switch gear rooms and control room).  

e. Installation of reactor water cleanup regenerative heat exchanger.  

f. Retubing the main condensers and leak testing upon completion of the 
retubing.  

No items of noncompliance or deviations were identified.  

6. Exit Interview 

The inspector met with licensee representatives (denoted in Paragraph 1) 
throughout the month and at the conclusion of the inspection on August 15, 
1984, and summarized the scope and findings of the inspection activities.
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