
Appendix 

NOTICE OF VIOLATION 

Northern States Power Company Docket No. 50-263 

As a result of the inspection conducted on October 30, 1984 through February 8, 
1985, and in accordance with the General Policy and Procedures for NRC Enforcement 
Actions, (10 CFR Part 2, Appendix C), the following violations were identified: 

1. Monticello Technical Specifications 6.5.C paragraph 1 requires detailed 
written procedures, including the applicable check-off lists and instruc
tions covering routine testing of Engineering Safeguards and equipment as 
required by the facility license and Technical Specifications, be prepared 
and followed.  

10 CFR Part 50, Appendix B, Criterion V as implemented by the Monticello 
Quality Assurance Plan, requires "activities affecting quality shall be 
prescribed by documented instructions, procedures, or drawings, of a type 
appropriate to the circumstances and shall be accomplished in accordance 
with these instructions, procedures, or drawings ... instructions, 
procedures or drawings shall include appropriate quantitative or 
qualitative acceptance criteria for determining that important activities 
have been satisfactorily accomplished." 

Contrary to the above the procedures required to implement the leak rate 
testing required by Technical Specifications and 10 CFR 50, Appendix J 
were not appropriate in that: 

a. Part B in procedure Number 136, Revision 5.did not adequately.  
describe the type of data reduction method to be used for the primary 
containment integrated leak rate test, nor did it contain adequate 
acceptance criteria for any data reduction method that could be used.  
Additionally, Appendix E of the procedure incorrectly described the 
data reduction method the licensee wished to use (BNTOP-1, Total Time 
method).  

b. Procedure Test Number 137, Revision 12 allowed an unacceptable method 
to be used to total or sum the total leakage rate required by Technical 
Specification 4.7.A.2 for testable penetrations and isolation valves.  

This is a Severity Level IV violation (Supplement I).  

2. Monticello Technical Specifications 4.7.A.2 paragraph f requires the total 
leakage rate for double-gasketed seals be demonstrated to be less than 
34.4 standard cubic foot per hour (scfh) and the total leakage rate for 
testable penetrations and isolation valves except main steam isolation 
valves be demonstrated to be less than 103.2 scfh.  
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Contrary to the above, the licensee failed to demonstrate that the total 
leakage rate for penetrations and isolation valves was less than the 
Technical Specification allowable. Prior to startup the licensee 
made repairs and adjustments to make sure that the technical specification 
requirements were met.  

This is a Severity Level.V violation (Supplement I).  

Pursuant to the provisions of 10 CFR 2.201, you are required to submit to 
this office within thirty days of the date of this Notice a written statement 
or explanation in reply, including for each item of noncompliance: (1) cor
rective action taken and the results achieved; (2) corrective action to be 
taken to avoid further noncompliance; and (3) the date when full compliance 
will be achieved. Consideration may be given to extending your response time 
for good cause shown.  

Dated R. L. Spess rd, Director 
Division of Reactor Safety
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