
APPENDIX A 

NOTICE OF VIOLATION 

Northern States Power Docket No. 50-263 
Minneapolis, Minnesota 55401 License No. DPR-22 

As a result of the inspection conducted at the Northern States Power Monticello 
nuclear plant, and in accordance with the "General Statement of Policy and 
Procedure for NRC Enforcement Actions," 10 CFR Part 2, Appendix C (Enforcement 
Policy) (1989), the following violations were identified: 

A. 10 CFR 50, Appendix B, Criterion VI, document control, requires that 
measures be established to control the issuance of documents which prescribe 
activities affecting quality. These measures shall assure that documents, 
including changes, are reviewed for adequacy and approved for release by 
authorized personnel. In accordance with this requirement site procedure 
M&SP5.5 Revision 1, Inservice Inspection Program - Examination Plan Manual, 
requires that Inservice Inspection Program drawings be controlled and 
updated.  

Contrary to the above, an NRC inspection during September 18-28, 1989, 
disclosed that the ISI program drawings, ISI 24C Revision 2 and ISI 24A 
Revision 2, were not properly controlled in that several items contained 
duplicate identification numbers, nonexistent welds were shown in the 
drawings and the drawings did not include appropriate drawing references.  

This is a Severity Level IV violation (Supplement I), 

B. Title 10, Paragraph 50.55a of the code of Federal Regulations requires 
that plant inservice inspection programs be performed in accordance with 
applicable editions of the ASME code. Accordingly, the Monticello Inservice 
Inspection Program states that Monticello shall meet the requirements of 
the 1977 Edition of Section XI of the ASME Code with addenda through the 
Summer of 1978 for the second 10 year interval. ASME, Section XI, 
Appendix III Supplement 2 of that code establishes requirements to stamp 
the weld center line, establish zero reference starting points and identify 
the direction of examination of weld inspections.  

Contrary to the above, an NRC inspection identified welds included in the 
Monticello Inservice Inspection Program that had no reference markings.  
Welds CIAJ-51 HPCI, MSBJ-37, MSBJ-25 and MSBJ-18 in the main steam system 
had no reference starting point nor were the center line of welds 
established.  

This is a Severity Level IV violation (Supplement I)
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Appendix A 2

Pursuant to the provisions of 10 CFR 2.201, Monticello is hereby required to submit to this office within thirty days of the date of the letter which 
transmitted this Notice, a written statement or explanation in reply, including: (1) the corrective steps which have been taken and the results achieved; 
(2) corrective steps which will be taken to avoid further violations; and (3) the date when full compliance will be achieved. Where good cause is shown, consideration will be given to extending this response time.

Iatd // Richard W. Cooper, II, Chief 
Engineering Branch


