
NOTICE OF VIOLATION

Northern States Power Company Docket No. 50-263 
Monticello Nuclear Generating Plant License No. DPR-22 
Unit 1 

During an NRC inspection conducted on July 20 through August 28, 1992, a 
violation of NRC requirements was identified. In accordance with the "General 
Statement of Policy and Procedure for NRC Enforcement Actions," 10 CFR Part 2, 
Appendix C.(1992) (Enforcement Policy) the following violation was identified: 

Monticello Technical Specification 4.15.B.1 requires that inservice testing of 
the residual heat removal service water (RHRSW), emergency service water 
(ESW), and emergency diesel generator-emergency service water (EDG-ESW) 
systems be performed in accordance with Section XI of the ASME Boiler and 
Pressure Vessel Code, except where relief has been granted by the Commission, 
or where alternate testing is justified in accordance with Generic Letter (GL) 
89-04.  

a. ASME Code, Section XI, IWP-3110, "Reference Values," states reference 
values shall be at points of operation readily duplicated.  

Contrary to the above, inservice test procedures-0187-1, dated 9/16/91; 
0187-2, dated 9/16/91; 0255-11-111-3, dated 3/3/92; and 0255-11-111-4, 
dated 3/3/92, tested the #11 and #12 EDG-ESW and #13 and #14 ESW pumps 
using pump reference curves instead of specific reference values without 
relief from the Code (263/92010-05a).  

b. ASME Code, Section XI, IWV-3522, "Exercising Procedure," states valves 
shall be full-stroke exercised to the position required to fulfill their 
function. GL 89-04, Position 1, states that any flow rate less than the 
maximum required accident condition flow through the valve is considered 
a partial-stroke test.  

Contrary to the above, for inservice test procedures 0255-11-111-3, 
dated 3/3/92, and 0255-11-111-4, dated 3/3/92, the .acceptance criterion 
for full flow testing ESW check valves ESW-17, 18, 23, and 24 was less 
than the maximum flow required by the system (55 versus 118 gpm) 
(263/92010-5b).  

c. ASME Code, Section XI, IWV-3522, "Exercising Procedure," states valves 
shall be full-stroke exercised to the position required to fulfill their 
function. GL 89-04, Position 3, states that verification that a valve 
is in the closed position can be done by visual observation, by an 
electrical signal initiated by a position-indicating device, by 
observation of appropriate pressure indication in the system, by leak 
testing, or other positive means.  
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.Contrary to the above, inservice test procedure-0255-05-IA-1, dated 
6/10/92, did not specifically verify, by means specified by GL 89-04, 
Position 3, that the RHRSW pump discharge check valves RHRSW 1-1, 1-2, 
1-3, and 1-4 would close when the opposite RHRSW pump was operating 
(263/92010-05c).  

d. ASME Code, Section XI, IWV-1100, "Scope," states valves required to 
perform a specific function in shutting down a reactor to the cold 
shutdown condition or in mitigating the consequences of an accident 
should be inservice tested.  

Contrary to the above, manual valves RHRSW 3-1, 3-2, 3-3, 3-4, 21-1, 
21-2, 21-3, 21-4, ESW 3-1, 3-2, 3-19, 3-20, which were required to 
perform a specific function in shutting down the reactor to a cold 
shutdown condition or mitigate the consequences of an accident, were not 
included in the inservice testing (IST) program, dated 4/30/90 
(263/92010-05d).  

e. ASME Code, Section XI, IWV-3417, "Corrective Action," states.if a valve 
fails to exhibit the required change of valve stem or disk position, 
then corrective action shall be initiated. IST administrative procedure 
4 AWI-09.04.01, Section 4.8.5, states if abnormal operation is 
identified, Form 3107 and Form 3108 shall be completed.  

Contrary to the above, on May 20, 1991, unacceptable test results 
obtained during the performance of 0255-05-IA-4(5) for valves CV-1728 
and CV-1729 were not documented and evaluated in accordance with Form 
3107 and Form 3108 (263/92010-05e).  

On April 25, 1992, unacceptable test results obtained during the 
performance of 0187-1 for ESW-EDG #11 pump vibration were not documented 
and evaluated in accordance with Form 3107 and Form 3108 
(263/92010-05f).

This is a Severity Level IV Violation (Supplement I).
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Pursuant to the provisions of 10 CFR 2.201, you are hereby required to submit 
a written statement or explanation to the U.S. Nuclear Regulatory Commission, 
ATTN: Document Control Desk, Washington D. C. 20555 with a copy to the U.S.  
Nuclear Regulatory Commission, Region III, 799 Roosevelt Road, Glen Ellyn, Illinois 60137, and a copy to the NRC Resident Inspector at the Monticello 
Nuclear Generating Plant within 30 days of the date of the letter transmitting 
this Notice of Violation (Notice). This reply should be clearly marked as a 
"Reply to a Notice of Violation" and should include for each violation: (1) 
the reason for the violation, or if contested, the basis for disputing the 
violation, (2) the corrective steps that have been taken and the results 
achieved, (3) the corrective steps that will be taken to avoid further 
violations, and (4) the date when full compliance will be achieved. If an 
adequate reply is not received within the time specified in this Notice, an 
order or a demand for information.may be issued as to why the license should 
not be modified, suspended, or revoked, or why such other action as may be 
proper should not be taken. Where good cause is shown, consideration will be 
given to extending the response time.  

Dated at.Glen Ellyn, Illinois 
this J ay of ,f 'y , 19 

H. . Miller, Director 
Di ision of-Reactor Safety
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