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IWL VISUAL CONTAINMENT INSPECTION
Indian Point Unit NO.2

IP2 - CISI - XXX
Rev. 0
Date: 5/10/2005
Page: X ofY

FORMVT-3C
CONTAINMENT INSERVICE INSPECTION

RECORD OF VT - 3 /GENERAL VISUAL EXAMINATION

STATION/UNIT: IPEC / Indian Point NO.2

ZONE No: 001

COMPONENT NO. :__----'V'--"C'--"C'--_O-'-'8:...- _

No. Comment Initials

1 Shrinkage crack approx. fi' long at EI. 80 with an additional continuation of 10' horizontally. ¥
2 (2) 2' long white deposits, 2' apart at EI. 70. 1'//
3 Two rust stains from surface attachment plates at El. 70 and El. 84. ;d

r7/
'---'
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•-:::::::- Enter.av.' bJ

ENN
NUCLEAR

MANAGEMENT
MANUAL

ENGINEERING STANDARD ENN-EP-S-003 Revision 0

IWL Visual Containment Inspection Page 14 of 15

Attachment 7.2
CONTAINMENT INSERVICE INSPECTION

RECORD OF VT-3/ GENERAL VISUAL EXAMINATION

IPEC Unit_2__ lnterval Period: 1st/2nd Inspection Inspection Report No.: IP2-05-IWL-001

Component No.: VCC - 09 Zone No: 002 Drawing No.:------- -..--;~----- -------
Description: EI. 68 - EI. 88 Work Order No: IP2-03-29683

Equipment Used: Streamlight (Lightbox) Limitations: Accessible areas only

II'1--J rl" ' I. I (10PAi- bHi1L-,.f\·
Examined By'/.·~~~~~~~J.I-~_ Date:6/?/O!) Examined By: g~~ Date: &1 '2./ 0;-

t/Signature/Level r~ Print/Signature/Level

Recording Condition RI NRI NI N/A Comments

Leaching or chemical attack 0 0 rzJ 0
Abrasion or erosion degradation rzJ 0 0 0 4

Pop outs and voids 0 rzJ 0 0 2

Scaling 0 0 rzJ 0
Spalls 0 rzJ 0 0 6

Corrosion staining on concrete surfaces 0 0 ~ 0
Cracks 0 rzJ 0 0 4,5,6

Exposed reinforcing steel 0 0 ~ 0
Deteriorating of concrete coating, if applicable 0 rzJ 0 0 3
Excessive corrosion of the exposed embedded metal 0 0 rzJ 0surfaces

Detached embedment or loose bolts 0 0 rzJ 0
Other 0 0 rzJ 0
(Note: ::;Ketcnes qr plctures.may De aua~neo to clanty Inspection areas ano locations.)

Responsible Engineer Review:

Acceptable: Yes ~ No 0 (Detailed VT-1 Examination Required Attachment 7.3)

Comments:

RE Signature
f 1/ 0/)??J'--
~:{;-\.. Date: __7""<-':"/~LSd-=u:....::. _

.§lliLLevel III ~R:.l::.e~v~ie:.:;w:.:.: ---::::-:-~_--:---::-_-;--__ Date: _
Print/Signature/Level

ANII Review: ---'N~ot~A~p';;lp~li~c~ab:::"l~e----_Date: _
Print/Signature
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IWL VISUAL CONTAINMENT INSPECTION
Indian Point Unit NO.2

IP2 - CISI- XXX
Rev. a
Date: 5/10/2005
Page: X ofY

FORMVT-3C
CONTAINMENT INSERVICE INSPECTION

RECORD OF VT - 3 /GENERAL VISUAL EXAMINATION

STATION/UNIT: IPEC /Indian Point No.2

ZONE No: 002

COMPONENT NO. : V-'-C.=.C-=-----:O:..::9'-- _

No. Comment Initials
This area was examined from the platforms at El. 64'8" and El. 76'8". The examination distances

/I~
were a maximum of 20 feet. While this distance exceeds the limits for direct visual examination, it

1 was too short for use of the binoculars due to their minimum focal length. Lighting levels using the
flashlight exceeded the 50 foot-candle requirement. Approximately 5% of the concrete surface was '{7
not visible for inspection bv direct line ofsight due to obstructions.

2 Several form tie holes were found not patched. These are not significant relative to containment ¥structural integrity. These holes have remained the same since previous inspection.

There are a number of areas within this zone where the coating is flaking and peeling. There is no

~3 evidence that this is due to degradation of the concrete substrate. It is a coatings related issue and not
containment degradation.

4
Joint cracking and spalling exposing aggregate with coating covering area at E1. 68 over a 20' span. 4See photos U2-0260l4 and U2-0260l5

5 Pattern cracking at EI. 70 approx. 25' from right boundary. /;?
6 Joint cracking, pattern cracking, and spalling at EI. 82, behind S/O Relief MS-45C. ¥

IPEC00194232
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..._-----------_..._----------_..._-------
Attachment 7.2

CONTAINMENT INSERVICE INSPECTION
RECORD OF VT-3 I GENERAL VISUAL EXAMINATION

IPEC Unit: 2 Interval Period: 1st/2nd Inspection Inspection Report No.: IP2-05-IWL-001

Component No.: VCC -10 Zone No: 003 Drawing No.:------- -------- -------
Description: EI. 68 - EI. 88 Work Order No: IP2-03-29683

Equipment Used: Celestron Giant 20x80 Binoculars Limitations: Accessible areas only

:,tZf.~~~~~d::!:.~Date:6ft/d!' Examined By: ::J?!?-A-G'CS' N.)-r-A Date: r,o lv/or
r~ Print/Signature/Level'

Recording Condition RI NRI NI N/A Comments

Leaching or chemical attack 0 0 ~ 0
Abrasion or erosion degradation 0 0 ~ 0
Pop outs and voids 0 ~ 0 0 9

Scaling 0 ~ 0 0 8

Spalls 0 ~ 0 0 8

Corrosion staining on concrete surfaces 0 ~ 0 0 1,2,3,4,6,7

Cracks 0 ~ 0 0 8

Exposed reinforcing steel ~ 0 0 0 5

Deteriorating of concrete coating, if applicable 0 0 0 ~
Excessive corrosion of the exposed embedded metal 0 0 ~ 0surfaces

Detached embedment or loose bolts 0 0 ~ 0
Other 0 0 ~ 0
\NOle: ::iKelCnes qr plclure;...~.ay0:' anacneo 10 Clarlry mspecrlon areas ana locallons.}

~.~~luJi1I..e,e: .......,....... _r·~

Responsible Engineer Review:

Acceptable: Yes ~ No 0 (Detailed VT-1 Examination Required Attachment 7.3)

Comments: --,- _

RE Signature j~ Date: _---=0"+/V--,'9'-TI--=O:::....Jr~·__
7 7

Site Level III .:.;R~e..:.v:.:::ie~w:.:.:.____=....,__:=:_--_::______:_--- Date: _
PrinUSignature/Level

ANI! Review: ---=-N.:,::o:.;.t-'--:A':':p'7-p:..:..;:lic::.;:;a:..:::b.:..;:le:.....---__ Date: _
PrinUSignature
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Rev. 0
Date: 5/10/2005
Page: X ofY

!l1/ft{.ff('fI51Jr 8. '3 IF /fJ. ~P;" ()f. ... tx»19 ~GV: "

IWL VISUAL CONTAINMENT INSPECTION
Indian Point Unit NO.2

FORMVT-3C
CONTAINMENT INSERVICE INSPECTION

RECORD OF VT - 3 /GENERAL VISUAL EXAMINATION

VCC-10COMPONENT NO.:
----'---"-...:;...-'-=-----

STATION/UNIT: IPEC /Indian Point NO.2

ZONE No: 003

No. Comment Initials

1 Multiple rust spots appear along El. 65. £I~
'(7

2
Small rust spot visible on concrete surface. It could be tie wire or other misc. steel but does not appear L~to be rebar. This area has remained unchanged since previous inspection.

{;:T

3 Small rust spot visible on concrete surface. It could be tie wire or other misc. steel but does not appear

~to be rebar. This area has remained unchanged since previous inspection.

4
Small rust spot visible on concrete surface. It could be tie wire or other misc. steel but does not appear

~to be rebar. This area has remained unchanged since previous inspection.

S Exposed cadwcld with some rusting. This area has remained unchanged since previous inspection. ~
6

Small rusl spot visible on concrete surface. It could be tie wire or other misc. steel but does not appear Ir/to be rebar. This area has remained unchanged since previous inspection.

7
Small rust spot visible on concrete surface. It could be tie wire or other misc. steel but does not appear 7#.to be rebar. This area has remained unchanged since previous inspection.

S
General joint cracking with spalls, pattern cracking, scaling, and bugholes throughout entire /L#
section. 77

9 Two plugged form holes with partial popouts. /td
(7

IPEC00194236
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Attachment 7.2
CONTAINMENT INSERVICE INSPECTION

RECORD OF VT-3/ GENERAL VISUAL EXAMINATION

IPEC Unit: 2 Interval Period: 1st/2nd Inspection Inspection Report No.: IP2-05-IWL-001

Component No.: VCC -11 Zone No: 004 Drawing No.:------- -------- -------
Description: EI. 68 - EI. 88 Work Order No: IP2-03-29683

Equipment Used: Vulcan Dual Filament Lantern Limitations: Accessible areas only

N~~GbJ::Jr.';IN ,1./ <4oPA\,.'BI-iA-U-A
Examined By~ JJ:... Date:~PI".s- Examined By: ~i.u-U' Date:~?:/ 0";-

Signature/Level I r PrinUSignature/Level

Recording Condition RI NRI NI N/A Comments

Leaching or chemical attack [8J 0 0 0 5

Abrasion or erosion degradation 0 0 [8J 0
Pop outs and voids 0 0 [8J 0
Scaling 0 0 [8J 0
Spalls [8J 0 0 0 4

Corrosion staining on concrete surfaces 0 0 [8J 0
Cracks 0 [8J 0 0 2,3

Exposed reinforcing steel 0 0 [8J 0
Deteriorating of concrete coating, jf applicable 0 0 0 IZJ
Excessive corrosion of the exposed embedded metal 0 0 [8J 0surfaces

Detached embedment or loose bolts 0 0 [8J 0
Other 0 0 [8J 0
\Note: ::>KetCnes or plctures.may De auacnea to clarlry inspection areas anc locations.)

Responsible Engineer Review:

Acceptable: Yes)?j No 0 (Detailed VT-1 Examination Required Attachment 7.3)

Comments: --,- _

Site Level III ~R~e.:.vi:.::e:.:.:w:..:.: =_:_--_::___:_--- Date: _
Print/Signature/Level

ANII Review: ---'-N~o:.:.t.:.,.A':'::P7'plc:.::ic:.:::a=-b'-=le_----Date: _
Print/Signature
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IWL VISUAL CONTAINMENT INSPECTION
Indian Point Unit NO.2

IP2 - CISI - XXX
Rev. 0
Date: 5/10/2005
Page: XofY

FORMVT-3C
CONTAINMENT INSERVICE INSPECTION

RECORD OF VT - 3 /GENERAL VISUAL EXAMINATION

STATION/UNIT: IPEC / Indian Point NO.2

ZONE No: 004

COMPONENT NO. :__-'V:....:C:...:C:...-----'-11~ _

No. Comment Initials

1 An area approx. 20' x 8' was not visible for direct visual examination due to obstruction by electrical

~cabinets.

2 Joint cracking approximately 10' long. See photo U2-045209 and U2-045201O M/~
",'J7

3 General pattern cracking and bugholes. See photo U2-0452011 I.I/J
'/7

4 A joint spall with a length of 3' is visible at El. 80. See photo U2-0452012 IA/J
"77

5 Leaching is visible from a patched popout area. See photo U2-0452012 /;Jl
'17
-..;

IPEC00194238



IPEC00194239



IPEC00194240



IPEC00194241



IPEC00194242



e
-::::=- EnterflY

c

ENN
NUCLEAR

MANAGEMENT
MANUAL

ENGINEERING STANDARD ENN-EP-S-003 Revision 0

IWL Visual Containment Inspection Page 14 of 15

Attachment 7.2
CONTAINMENT INSERVICE INSPECTION

RECORD OF VT-3 I GENERAL VISUAL EXAMINATION

IPEC Unit_2__ lnterval Period: 1st/2nd Inspection Inspection Report No.: IP2-05-IWL-001

Component No.: VCC -12 Zone No: 001 Drawing No.:------- -------- -------
Description: EI. 88 - EI. 108

Equipment Used: Celestron Giant 20x80 Binoculars

Work Order No: IP2-03·29683

Limitations: Accessible areas only

Recording Condition RI NRI NI N/A Comments

Leaching or chemical attack 0 0 ~ 0
Abrasion or erosion degradation 0 ~ 0 0 4

Pop outs and voids 0 ~ 0 0 1

Scaling 0 0 ~ 0
Spalls 0 0 ~ 0
Corrosion staining on concrete surfaces 0 0 ~ 0
Cracks 0 ~ 0 0 2,3,4

Exposed reinforcing steel 0 0 ~ 0
Deteriorating of concrete coating, if applicable 0 0 0 ~
Excessive corrosion of the exposed embedded metal 0 0 ~ 0surfaces

Detached embedment or loose bolts 0 0 ~ 0
Other 0 0 ~ Q
(Note: ::;Ketcnes~or P'5 ures may oe ~.ttfcnea to ClariTy Inspection areas anc locations.) r.l!'::"'- L\..),.'~

Date: b12 ) <is
I~:r~ 1L ~ ." ....,

Examined By:.z~~ Date: 6~xamined By: ':l.Il<:AG£lj NV"f-ACfJ1< m/~lgnature/Level Print/Signature/Level

Responsible Engineer Review:

Acceptable: Yes ~ No 0 (Detailed VT-1 Examination Required Attachment 7.3)

Comments:

Site Level III :..:R~e.:..v:.::ie:.:.w~: :-:--c::-:_-:---::-_-:--__ Date: _
Print/Signature/Level

ANI! Review: ---'N~ot=-:A-"p~p:c;lic::.c=ab=l=e_----Date: _
Print/Signature

IPEC00194243



/hTItC.1lf1111J( .t 3,F IP· RPT· tJt. ·(J()tJltI J!i'l. 6 1Ata6 446f! ng
IWL VISUAL CONTAINMENT INSPECTION IP2 - CISI- XXX
Indian Point Unit No.2 Rev. 0

Date: 5/10/2005
Page: X ofY

FORMVT-3C
CONTAINMENT INSERVICE INSPECTION

RECORD OF VT - 3 /GENERAL VISUAL EXAMINATION

STATION/UNIT: IPEC / Indian Point NO.2

ZONE No: 001

COMPONENT NO. :__----:V:....;:C:...:C==------:..::12=--- _

No. Comment Initials

1 Small popouts at El. 88. JI/J
F"r7

2 45 degree crack between El. 88 and El. 91. Jfr/
3 General hairline & pattern cracks between EI. 88 and El. 108. ~
4 8' crack in middle ofzone between El. 98 and EI. 103 with adjacent abrasion. ~d

'//
'--"""
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Attachment 7.2

CONTAINMENT INSERVICE INSPECTION
RECORD OF VT-3 I GENERAL VISUAL EXAMINATION

IPEC Unit: 2 Interval Period: 1st/2nd Inspection Inspection Report No.: IP2-05-IWL-001

Component No.:__V_C_C_-_1_3__ Zone No: _--=O....:.O~2 Drawing No.: _

Description: EI. 88 - EI. 108

Equipment Used: Celestron Giant 20x80 Binoculars

Work Order No: IP2·03-29683

Limitations: Accessible areas only

Recording Condition RI NRI NI N/A Comments

Leaching or chemical attack D D r2J D
Abrasion or erosion degradation D ~ D D 2

Pop outs and voids D ~ 0 0 2

Scaling ~ D 0 D 1,2

Spalls D ~ D D 2

Corrosion staining on concrete surfaces D D [g] 0
Cracks D ~ D 0 2,3,4

Exposed reinforcing steel 0 0 r2J 0
Deteriorating of concrete coating, if applicable D D 0 ~
Excessive corrosion of the exposed embedded metal 0 D ~ Dsurfaces

Detached embedment or loose bolts D 0 ~ 0
Other 0 D [g] 0
(Note: "Kercnes~!?J5U!e~~~~~~to clanT)' Jnspecuon areas ano locaDons.) ~ j L1~ te.

Date: G/Z/OJExamined By)I/A I/. <:-~~ ..;.:II Date~ Examined By: DRA6\l$ N,0 '!:A
~/Signature/Level PrinUSignature/Level

Responsible Engineer Review:

Acceptable: Yes"KI No 0 (Detailed VT-1 Examination Required Attachment 7.3)

Comments: --------------.,.-------------------

RE Signature

Site Level III :.:R~e..:.vi:.=e~w:.:.:._-_"::__:_:_:=_:_--__::____:_--- Date: _
Print/Signature/Level

ANI! Review: ~N.:,::o:.:.t.;..Ax.:p~pl"-'ic:.=a'='b.:..::le'-- Date: _
Print/Signature

IPEC00194245
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IWL VISUAL CONTAINMENT INSPECTION
Indian Point Unit NO.2

IP2 - CISI - XXX
Rev. 0
Date: 5/10/2005
Page: X of Y

FORMVT-3C
CONTAINMENT INSERVICE INSPECTION

RECORD OF VT - 3 /GENERAL VISUAL EXAMINATION

VCC -13COMPONENT NO. :-------'-------STATION/UNIT: IPEC / Indian Point NO.2

ZONE No: 002

No. Comment Initials

An area approximately 4' long by I' high near the top of the zone & in line with the southern most i/J1 relief valve silencer has aggregate exposed due to loss of surface paste and has remained in the same
condition since 2000 inspection. 'V

2 Large crack from spall approx. 4' long with abrasion, scaling, and a 2" dia. hole. h.,~
'e/'

3 Crack found in a joint between El. 103 and E1. 108. Ir/
4 General joint cracks along E1. 108. Iil

\.../

IPEC00194246
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Attachment 7.2
CONTAINMENT INSERVICE INSPECTION

RECORD OF VT-3/ GENERAL VISUAL EXAMINATION

IPEC Unit: 2 Interval Period: 1st/2nd Inspection Inspection Report No.: IP2-05-IWL-001

Component No.: VCC -14 Zone No: 003 Drawing No.:------- ---==----- -------
Description: EI. 88 - EI. 108 Work Order No: IP2-03-29683

Equipment Used: Celestron Giant 20x80 Binoculars limitations: Accessible areas only

Examined By,,,·~~~:A.~~::::::""'~_ Date: 1?jo5'" Examined By: )::;.t:z.A-GO"1 NoJ -r-A, Date: biz. /or
Print/Signature/Level

Recording Condition RI NRI NI N/A Comments

Leaching or chemical attack 0 0 ~ 0
Abrasion or erosion degradation 0 D ~ D
Pop outs and voids 0 D ~ 0
Scaling 0 D ~ D
Spalls 0 D ~ 0
Corrosion staining on concrete surfaces 0 0 ~ 0
Cracks 0 0 ~ 0
Exposed reinforcing steel IZJ D D 0 1,2

Deteriorating of concrete coating, if applicable 0 0 D IZJ
Excessive corrosion of the exposed embedded metal 0 0 ~ 0surfaces

Detached embedment or loose bolts 0 0 ~ D
Other 0 0 ~ 0

\ I''lOIe: ~KetCnes~lcre~ay ~e att;:l(~p~to Clarify Inspection areas anc locations.)
D<J'~~ti=w: U4tf

Responsible Engineer Review:

Acceptable: Yes ~ No 0 (Detailed VT-1 Examination Required Attachment 7.3)

Comments:

RE Signature
I /~ I\.C-Date: __10-1--.....' c-u=....:::....) _

Site level III .:..::R~e.:.v:.::ie:..:;w:..:.: Date: _
Print/Signature/Level

ANI! Review: .--.:N.:..:o::..:tc..:..A.:r:P':"'p.:.:.;lic::::;a::,.:,b:.:.,:le::-....---- Date: _
Print/Signature

IPEC00194247
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IWL VISUAL CONTAINMENT INSPECTION
Indian Point Unit No.2

IP2 - CISI - XXX
Rev. 0
Date: 5/10/2005
Page: X ofY

FORMVT-3C
CONTAINMENT INSERVICE INSPECTION

RECORD OF VT - 3 /GENERAL VISUAL EXAMINATION

VCC -14COMPONENT NO. :-------:.....;;;....:'----'--''------STATION/UNIT: IPEC /Indian Point NO.2

ZONE No: 003

No. Comment Initials

A small section of reinforcing steel is exposed and is corroded. Based on its size and orientation it

lid1
does not appear to be main reinforcing steel but could be a shear bar. This area has remained
unchanged since previous inspection.

2/'
A small section of reinforcing steel is exposed and is corroded. Based on its size and orientation it

~2
does not appear to be main reinforcing steel but could be a shear bar. This area has remained
unchanged since previous inspection.

IPEC00194248
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Attachment 7.2
CONTAINMENT INSERVICE INSPECTION

RECORD OF VT-3 / GENERAL VISUAL EXAMINATION

IPEC Unit: 2 Interval Period: 1st/2nd Inspection Inspection Report No.: IP2-05-IWL-001

Component No.:_-.::..V....::.C....::.C_-_1_5__ Zone No: _....:0:.::0.....:.4 Drawing No.: _

Description: EI. 88 - EI. 108 Work Order No: IP2-03-29683

Equipment Used: Celestron Giant 20x80 Binoculars Limitations: Accessible areas only

-

Recording Condition RI NRI NI N/A Comments

Leaching or chemical attack 0 ~ 0 0 3

Abrasion or erosion degradation 0 0 ~ 0
Pop outs and voids fZI 0 0 0 2,4,6,8

Scaling 0 0 ~ 0
Spalls fZI 0 0 0 4,5,7,9

Corrosion staining on concrete surfaces D ~ D D 2,5,6,7,8,9

Cracks 0 ~ 0 0 1

Exposed reinforcing steel ~ 0 D 0 2,4,5,7,8

Deteriorating of concrete coating, if applicable 0 0 0 ~
Excessive corrosion of the exposed embedded metal 0 0 fZI 0surfaces

Detached embedment or loose bolts 0 0 ~ 0
Other 0 0 ~ 0
(I\lore: "Kercnes 9JJ'~rw:es)l)~ b~~t:'l..<?P~ Clarity Inspection areas ana locations.) ~..J\.l~

Date: bJvA~Examined By:'.11/ ~~..,.~:,~ .-I'L Date: .6M5 Examined By: "1>!?AG<) $ 0 T-A
. .~ignature/Level' Print/Signature/Level

Responsible Engineer Review:

Acceptable: Yes gJ No D (Detailed VT-1 Examination Required Attachment 7.3)

Comments: _

Site Level III ~R~e~vl:=ie~w~: ___=:~~-:____::______:---
Print/Signature/Level

Date: _

ANI! Review: ~N.:,:o~t.!..,A~p:t::p~lic~a~b~le~ Date: _
Print/Signature

IPEC00194249



II1'rltlJirtlaJT" c!.3 .,

IWL VISUAL CONTAINMENT INSPECTION
Indian Point Unit NO.2

If. RP'.. tJt,. ·OOOJ'J

IP2 - CISI - xxx
Rev. 0
Date: 5/10/2005
Page:XofY

FORMVT-3C
CONTAINMENT INSERVICE INSPECTION

RECORD OF VT - 3/GENERAL VISUAL EXAMINATION

STATION/UNIT: IPEC /Indian Point NO.2

ZONE No: 004

COMPONENT NO. :__-'Vc..:::C:...::C:....-_1.:....::5'-- _

No. Comment Initials

1 General pattern cracking and discoloration over concrete surface. (/~
'(7

2 Popout, approx. 3" long, exposing rebar with rust at El. 105. //~
'77

3
2' long white deposit from top of construction opening closure grout. This area has remained iI~unchanged since previous inspection.

'~?7

4 Concrete spall about 8" square area about to popout. Since previous inspection, roughly a 4" square

~popout has occurred exposing rebar at El. 104. See photo U2-045126

5
Rebar exposure with rust and staining, accompanied by 4" concrete spall with some additional spalling i#since previous inspection at EI. 105. See photo U2-045126

6 Popouts are visual at EI. 104 and EI. 106, each having rust streaks approximately 10" long. ;d
'77

IO"x4" concrete spall exposing 8" length of cadweld sleeve. Only \I;' concrete cover in this area. ///L:Jf'7 Since previous inspection, minor additional spalling has occurred, along with rust streaks and staining.
See photo U2-045 126 'V

8 Exposed rcbar with rust and staining due to popout at El. 107. ;e/
9 Approximately 5 bugholes with rust streaks and local spalling occur between El. 107 and El. 108. U~

r7
4.../

IPEC00194250
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Attachment 7.2
CONTAINMENT INSERVICE INSPECTION

RECORD OF VT-3/ GENERAL VISUAL EXAMINATION

IPEC Unit:_2__ lnterval Period: 1st/2nd Inspection Inspection Report No.: IP2·05·IWL-001

Component No.: VCC ·16 Zone No: 005 Drawing No.:------- -------- -------
Description: EI. 78 - EI. 108

Equipment Used: Vulcan Dual Filament Lantern

Work Order No: IP2-03-29683

Limitations: Accessible areas only

Recording Condition RI NRI NI N/A Comments

Leaching or chemical attack 0 0 [gj 0
Abrasion or erosion degradation 0 0 [gj 0
Pop outs and voids [gj 0 0 0 1

Scaling 0 0 [gj 0
Spalls 0 0 [gj 0
Corrosion staining on concrete surfaces 0 ~ 0 0 2

Cracks 0 0 ~ 0
Exposed reinforcing steel 0 0 [gj 0
Deteriorating of concrete coating, if applicable 0 0 0 [gj
Excessive corrosion of the exposed embedded metal 0 0 [gj 0surfaces

Detached embedment or loose bolts 0 0 ~ 0
Other [gj 0 0 0 2,3
(l'Iore: ::>Kelcnes'i/J1))'jresJAay oe attacned to clanty inspection areas anc locations.) ~ f>f

~~~'~ ~ DPftL-oo 1A-L-\.-11
Date: fC,{ ,. ( \) ;-Examined By·'/./ 0-; Date:,6';?J75"" Examined By: o~ ....In&.••-;lL...~

, '~ignature/Level F Print/Signature/Level

Responsible Engineer Review:

Acceptable: Yes ~ No 0 (Detailed VT-1 Examination Required Attachment 7.3)

Comments:

RE Signature &~'G(d Date: 0+/_/_9-f1_{:;...;.....S_- _
I 7

Site Level III .:;.;R:.=e-=-v.:.::ie;.:.w:.;: --::-:---:=__-::-_~-- Date: _
Print/Signature/Level

AN" Review: ---'N'-3'-0t:...:A..CJp~p:.:.:lic=.ca:::;b::..:.l.:::.e_----Date: _
Print/Signature

IPEC00194252
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IP2 - CISI - XXX
Rev. 0
Date: 5/10/2005
Page: X ofY

FORMVT-3C
CONTAINMENT INSERVICE INSPECTION

RECORD OF VT - 3 /GENERAL VISUAL EXAMINATION

STATION/UNIT: IPEC / Indian Point NO.2

ZONE No: 005

COMPONENT NO. : V.;...;C==-,C:::...--....;.1;;::...6 _

No. Comment Initials

1
Two popouts (approx. 2" dia) behind the duct (approx. El. 95 and EI. 105) possibly from unfilled form ;;;:p
ties. /,,;:,:r
Exposed aggregate due to loss of matrix from initial over vibration. Cement paste streaks due to

U/~2 improper form work installation is visible. Rust stains appear from surface mounted steel. See photos
U2-0552013 and U2-0552014 / "77

3
An additional 10' of inspected elevation (El. 78 - El. 88) was added to this component and pertain to //:7
comment 2 above. r.n
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