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110: Bidman loam, loamy substratum, 0 to 6 percent slopes'

The Bidman loam, loamy substratum, map unit consists of very deep, well-drained soils that
developed from alluvium derived from calcareous shale. It occurs on alluvial fans and fan
remnants at elevations between 4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 45 to 49 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Bidman loam, loamy substratum. Within this map unit
the following additional components are found: Bidman loam, Forkwood, Felix ponded, and
Ulm. Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Bidman loam, loamy substratum soil is slow. The available water
capacity is high. Effective rooting depth is 60 inches or more. Surface runoff is slow and the
hazard of water erosion is slight. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Western wheatgrass, Blue grama, Green needlegrass, and Cusick's bluegrass.,
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year that production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a poor source for topsoil due to the high clay content of the soil. It is a poor
source for roadfill due to the low strength and the shrink-swell capacity. As for reclamation
material it is a poor choice for the following reasons: high clay content, low organic matter
content, and the water erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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144: Forkwood loam. 0 to 6 percent slopes1

The Forkwood loam map unit consists of very deep, well-drained soils that developed from
alluvium derived from sandstone and shale. It occurs on alluvial fans and fan remnants at
elevations between 4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Forkwood loam. Within this map unit the following
additional components are found: Cambria, Ulm, and Wyotite. Inclusions comprise
approximately 20 percent of the map unit.

Permeability within the Forkwood loam soil is moderate. The available water capacity is high.
Effective rooting depth is 60 inches or more. Surface runoff is slow and the hazard of water
erosion is slight. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Western wheatgrass, Blue grama, Green Needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year the production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with the high clay content being the limiting factor.
It is a fair choice for roadfill with the low strength being the limiting factor. As for reclamation
material it is a fair choice for the following reasons: low organic matter content, the high clay
content, and water erosion.

'Map unit description based on 2002 South Campbell County NRCS information.
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156: Hiland fine sandy loam. 0 to 6 percent slopes1

The Hiland fine sandy loam map unit consists of very deep, well-drained soils that developed
from alluvium and eolian deposits derived from sandstone and shale. It occurs on alluvial fans
and fan remnants at elevations between 4,100 and 5,300 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 85 percent Hiland fine sandy loam. Within this map unit the
following additional components are found: Forkwood, Maysdorf, Moskee, and Vonalee.
Inclusions comprise approximately 15 percent of the map unit.

Permeability within the Hiland fine sandy loam soil is moderate. The available water capacity is
high. Effective rooting depth is 60 inches or more. Surface runoff is slow and the hazard of water
erosion is slight. The hazard of wind erosion is severe.

Production and Reclamation Potential

There are eight plant species that are common to this map unit. They are as follows:
Needleandthread, Prairie sandreed, Indian ricegrass, Little bluestem, Western wheatgrass, Blue
grama, and Threadleaf sedge. Silver sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,600 lbs/acre. In a
normal year that production is 1,300 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 750 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a good source for topsoil, no limitations are found. It is a good source for
roadfill as no limitations are found. As for reclamation material it is a fair choice for the
following reason, low organic matter content.

'Map unit description based on 2002 South Campbell County NRCS information.
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226: Ulm loam, 0 to 6 percent slopes'

The Ulm loam map unit consists of very deep, well-drained soils that developed from alluvium
derived from calcareous shale. It occurs on alluvial fans and fan remnants at elevations between
4,100 and 5,000 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 46 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

It map unit is approximately 85 percent Ulm loam. Within this map unit the following additional
components are found: Bidman, and Forkwood. Inclusions comprise approximately 15 percent of
the map unit.

Permeability within the Ulm loam soil is slow. The available water capacity is high. Effective
rooting depth is 60 inches or more. Surface runoff is moderate, and the hazard of water erosion is
slight. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Western wheatgrass, Blue grama, Green needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year the production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with high clay content being the limiting factor. It is
a poor source for roadfill due to the low strength and the shrink-swell capacity. As for
reclamation material it is a fair choice for the following reasons: high clay content, low organic
matter content, and the water erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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227: Ulm clay loam. 0 to 6 percent slopes'

The Ulm clay loam map unit consists of very deep, well-drained soils that developed from
alluvium derived from calcareous shale. It occurs on alluvial fans and fan remnants at elevations
between 4,100 and 5,000 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 46 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

It map unit is approximately 85 percent Ulm clay loam. Within this map unit the following
additional components are found: Bidman, and Forkwood. Inclusions comprise approximately 15
percent of the map unit.

Permeability within the Ulm clay loam soil is slow. The available water capacity is high.
Effective rooting depth is 60 inches or more. Surface runoff is moderate, and the hazard of water
erosion is slight. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are five plant species that are common to this map unit. They are as follows: Green
needlegrass, Western wheatgrass, Blue grama, and Skyline bluegrass. Big sagebrush is the only
shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,400 lbs/acre. In a
normal year the production is 1,000 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 600 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill and reclamation
material. This unit is a poor choice for topsoil due to the high clay content of the soil. It is a poor
source for roadfill due to the low strength and the shrink-swell capacity. As for reclamation
material it is a poor choice for the following reasons: high clay content, low organic matter
content, and water erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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235: Vonalee fine sandy loam. 0 to 10 percent slopes'

The Vonalee fine sandy loam map unit consists of very deep, well-drained soils that developed
from alluvium and eolian deposists derived from calcareous sandstone. It occurs on alluvial fans
and fan remnants at elevations between 4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 44 to 49 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Vonalee fine sandy loam. Within this map unit the
following additional components are found: Hiland, Keeline, Terro, and areas with 10 to 15
percent slopes. Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Vonalee fine sandy loam soil is moderately rapid. The Available water
capacity is high. Effective rooting depth is 60 inches or more. Surface runoff is low and the
hazard of water erosion is moderate. The hazard of wind erosion is severe.

Productivity and Reclamation Potential

There are eight plant species that are common to this map unit. They are as follows:
Needleandthread, Prairie sandreed, Indian ricegrass, Little bluestem, Western wheatgrass, Blue
grama, and Threadleaf sedge. Silver sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,600 lbs/acre. In a
normal year the production is 1,300 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 750 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a good source for topsoil as no limitations are found. It is a good source for
roadfill as no limitations are found. As for reclamation material it is a fair choice for the
following reason, low organic matter content.

'Map unit description based on 2002 South Campbell County NRCS information.
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111-1: Bidman loam. 0 to 6 percent slopes'

The Bidman loam, map unit consists of very deep, well-drained soils that developed from
alluvium derived from calcareous shale. It occurs on alluvial fans and fan remnants at elevations
between 4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 45 to 49 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Bidman loam. Within this map unit the following
additional components are found: Cushman, Forkwood, Felix ponded, Parmleed, and Ulm.
Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Bidman loam, soil is slow. The available water capacity is high.
Effective rooting depth is 60 inches or more. Surface runoff is slow and the hazard of water
erosion is slight. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Western wheatgrass, Blue grama, Green Needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year the production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a poor source for topsoil due to the high clay content of the soil. It is a poor
source for roadfill due to the low strength and the shrink-swell capacity. As for reclamation
material it is a poor choice for the following reasons: high clay content, low organic matter
content, and the water erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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111-2: Parmleed loam. 0 to 6 percent slopes1

The Parmleed loam map unit consists of moderately deep, well-drained soils that developed from
alluvium over residuum weathered from calcareous shale. It occurs on hills and ridges at
elevations between 4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 45 to 48 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Parmleed loam. Within this map unit the following
additional components are found: Bidman, Cushman, Forkwood, Felix ponded, and Ulm.
Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Parmleed loam soil is slow. The available water capacity is low.
Effective rooting depth is 20 to 40 inches. Surface runoff is slow to moderate and the hazard of
water erosion is slight. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Western wheatgrass, Blue grama, Green needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year that production is 1,200 pounds. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a poor source for topsoil due to the high clay content of the soil. It is a poor
source for roadfill due to the low strength and the shrink-swell capacity. As for reclamation
material it is a poor choice for the following reasons: high clay content, depth to bedrock,
droughtiness, low organic matter content, and the water erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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112-1: Bidman loam. 6 to 15 percent slopes'

The Bidman loam, map unit consists of very deep, well-drained soils that developed from
alluvium derived from calcareous shale. It occurs on hills and ridges at elevations between 4,100
and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 45 to 49 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Bidman loam. Within this map unit the following
additional components are found: Cushman, Forkwood, Parmleed, and Worfka. Inclusions
comprise approximately 20 percent of the map unit.

Permeability within the Bidman loam, soil is slow. The available water capacity is high.
Effective rooting depth is 60 inches or more. Surface runoff is slow and the hazard of water
erosion is slight. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Western wheatgrass, Blue grama, Green needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year that production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a poor source for topsoil due to the high clay content of the soil. It is a poor
source for roadfill due to the low strength and the shrink-swell capacity, As for reclamation
material it is a poor choice for the following reasons: high clay content and water erosion
potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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112-2: Parmleed loam. 6 to 15 percent slopes'

The Parmleed loam map unit consists of moderately deep, well-drained soils that developed from
alluvium over residuum weathered from calcareous shale. It occurs on hills and ridges at
elevations between 4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 45 to 48 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Parmleed loam. Within this map unit the following
additional components are found: Bidman, Cushman, Forkwood, and Worfka. Inclusions
comprise approximately 20 percent of the map unit.

Permeability within the Parmleed loam soil is slow. The available water capacity is low.
Effective rooting depth is 20 to 40 inches. Surface runoff is slow to moderate and the hazard of
water erosion is slight. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Western wheatgrass, Blue grama, Green needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year that production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a poor source for topsoil due to the high clay content, slope and depth to
bedrock. It is a poor source for roadfill due to the low strength, depth to bedrock, and the shrink-
swell capacity. As for reclamation material it is a poor choice for the following reasons: high
clay content, droughtiness, depth to bedrock, low organic matter content, and the water erosion
potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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116-1: Cambria loam. 0 to 6 percent slopes'

The Cambria loam map unit consists of very deep, well-drained soils that developed from
alluvium derived from sandstone and shale. It occurs on alluvial fans and fan remnants are
elevations between 4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Cambria loam. Within this map unit the following
additional components are found: Cushman, Forkwood, Kishona, poorly drained soils, Ulm and
Zigweid. Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Cambria loam soil is moderate. The available water capacity is high.
Effective rooting depth is 60 inches or more. Surface runoff is slow and the hazard of water
erosion is slight. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Western wheatgrass, Blue grama, Green Needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year that production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a good source for topsoil as no limitations are found. It is a fair source for
roadfill due to the low strength and the shrink-swell capacity. As for reclamation material it is a
fair choice for the following reasons: low organic matter content and the water erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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116-2: Kishona loam. 0 to 6 percent slopes'

The Kishona loam map unit consists of very deep well-drained soils that developed from
alluvium derived from sandstone and shale. It occurs on alluvial fans and fan remnants at
elevations between 4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Kishona loam. Within this map unit the following
additional components are found: Cambria, Cushman, Forkwood, poorly drained soils, Ulm, and
Zigweid. Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Kishona loam soil is moderate. The available water capacity is high.
Effective rooting depth is 60 inches or more. Surface runoff is slow and the hazard of water
erosion is slight. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Western wheatgrass, Blue grama, Green Needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year that production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a good source for topsoil as no limitations are found. It is a poor source for
roadfill due to the low strength and the shrink-swell capacity. As for reclamation material it is a
fair choice for the following reasons: low organic matter content and the water erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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116-3: Zioweid loam. 0 to 6 percent slopes'

The Zigweid loam map unit consists of very deep, well-drained soils that developed from
alluvium derived from sandstone and shale. It occurs on alluvial fans and fan remnants at
elevations between 4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Zigweid loam. Within this map unit the following
additional components are found: Cambria, Cushman, Forkwood, Kishona, poorly drained soils,
and Ulm. Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Zigweid loam soil is moderate. The available water capacity is high.
Effective rooting depth is 60 inches or more. Surface runoff is slow and the hazard of water
erosion is slight. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Western wheatgrass, Blue grama, Green Needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year that production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a good source for topsoil as no limitations are found. It is a poor source for
roadfill due to the low strength and the shrink-swell capacity. As for reclamation material it is a
fair choice for the following reasons: low organic matter content and the water erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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117-1: Cambria loam. 6 to 15 percent slopes'

The Cambria loam map unit consists of very deep, well-drained soils that developed from
alluvium derived from sandstone and shale. It occurs on hills and ridges at elevations between
4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Cambria loam. Within this map unit the following
additional components are found: Cushman, Forkwood, Kishona, Theedle and Zigweid.
Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Cambria loam soil is moderate. The available water capacity is high.
Effective rooting depth is 60 inches or more. Surface runoff is slow and the hazard of water
erosion is slight. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Western wheatgrass, Blue grama, Green Needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year that production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with slope being the limiting factor. It is a fair
source for roadfill due to the low strength and the shrink-swell capacity. As for reclamation
material it is a fair choice for the following reasons: low organic matter content and the water
erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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117-2: Kishona loam. 6 to 20 percent slopes

The Kishona loam map unit consists of very deep well-drained soils that developed from
alluvium derived from sandstone and shale. It occurs on stream terraces at elevations between
4,100 and 5,000 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Kishona loam. Within this map unit the following
additional components are found: Cambria, Cushman, Forkwood, Theedle, and Zigweid.
Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Kishona association soil is moderate. The available water capacity is
high. Effective rooting depth is 60 inches or more. Surface runoff is moderate and the hazard of
water erosion is severe. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They ate as follows:
Needleandthread, Western wheatgrass, Blue grama, Green needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year that production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with slope being the limiting factor. It is a poor
source for roadfill due to the low strength and the shrink-swell capacity. As for reclamation
material it is a fair choice for the following reasons: low organic matter content, and the water
erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.

Revised May 2010 2.6-B- 16
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CORPORATION US Moore Ranch Uranium Project

122-1: Cushman loam. 6 to 15 percent slopes'

The Cushman loam map unit consists of moderately deep, well-drained soils that developed from
alluvium over residuum weathered from sandstone and shale. It occurs on hills and ridges at
elevations between 4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43to 51 egrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Cushman loam. Within this map unit the following
additional components are found: Bowbac, Cambria, Forkwood, Worf, and Zigweid. Inclusions
comprise approximately 20 percent of the map unit.

Permeability within the Cushman loam soil is moderate. The available water capacity is
moderate. Effective rooting depth is 20 to 40 inches. Surface runoff is moderate and the hazard
of water erosion is severe. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Western wheatgrass, Blue grama, Green Needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year that production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with slope and depth to bedrock being the limiting
factors. It is a poor source for roadfill due to the low strength, depth to bedrock, and the shrink-
swell capacity. As for reclamation material it is a fair choice for the following reasons: depth to
bedrock, droughtiness, low organic matter content, and the water erosion potential.

1Map unit description based on 2002 South Campbell County NRCS information.
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124-1: Cushman loam. 6 to 15 percent slopes'

The Cushman loam map unit consists of moderately deep, well-drained soils that developed from
alluvium over residuum weathered from sandstone and shale. It occurs on hills and ridges at
elevations between 4, 100 and 5,400 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43to 51 egrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Cushman loam. Within this map unit the following
additional components are found: Areas with 3 to 6 percent slopes, Cambria, Renohill, Samday,
Shingle, Theedle, and Worf. Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Cushman loam soil is moderate. The available water capacity is
moderate. Effective rooting depth is 20 to 40 inches. Surface runoff is moderate and the hazard
of water erosion is severe. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Western wheatgrass, Blue grama, Green Needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year that production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with depth to bedrock and slope being the limiting
factors. It is a poor source for roadfill due to the low strength, depth to bedrock, and the shrink-
swell capacity. As for reclamation material it is a fair choice for the following reasons: depth to
bedrock, droughtiness, low organic matter content, and the water erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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124-2: Shingle loam. 3 to 30 percent slopes'

The Shingle loam map unit consists of shallow, well-drained soils that developed from residuum
weathered from sandstone and shale. It occurs on hills and ridges at elevations between 4,100
and 5,400 feet

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Shingle loam. Within this map unit the following
additional components are found: Areas with 3 to 6 percent slopes, Cambria, Cushman, Renohill,
Samday, Theedle, and Worf. Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Shingle loam soil is moderate. The available water capacity is very low.
Effective rooting depth is 10 to 20 inches. Surface runoff is very high and the hazard of water
erosion is severe. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are eight plant species that are common to this map unit. They are as follows: Bluebunch
wheatgrass, Western wheatgrass, Blue grama, Little bluestem, Needleandthread, Threadleaf
sedge, and Green needlegrass. Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,200 lbs/acre. In a
normal year that production is 900 lbs/acre. Also in an unfavorable (drought) year the production
is approximately 450 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with depth to bedrock and slope being the limiting
factors. It is a poor source for roadfill due to the low strength, depth to bedrock, and the shrink-
swell capacity. As for reclamation material it is a poor choice for the following reasons:
droughtiness, depth to bedrock, low organic matter content, and the water erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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127-2: Theedle loam, 0 to 30 percent slopes'

The Theedle map unit consists of moderately deep, well-drained soils that developed from
alluvium over residuum weathered from sandstone and shale. If occurs on hills and ridges at
elevations between 4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 45 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Theedle loam. Within this map unit the following
additional components are found: Cambria, Cushman, Kishona, and Shingle. Inclusions comprise
approximately 20 percent of the map unit.

Permeability within the Theedle loam soil is moderate. The available water capacity is low.
Effective rooting depth is 20 to 40 inches. Surface runoff is high and the hazard of water erosion
is severe. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are eight plant species that are common to this map unit. They are as follows:
Needleandthread, Prairie sandreed, Indian ricegrass, Little bluestem, Western wheatgrass, Blue
grama, and Threadleaf sedge. Silver sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year that production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with depth to bedrock and slope being the limiting
factors. It is a poor source for roadfill due to the low strength, depth to bedrock, and the shrink-
swell capacity. As for reclamation material it is a fair choice for the following reasons: depth to
bedrock, droughtiness, low organic matter content, and the water erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.

Revised May 2010 2.6-B-20
Revised May 2010 2.6-B-20



5, ENERGY METALS CORPORATION US
ENERGYMETALS License Application, Technical Report

CORPORAVMTIN LS Moore Ranch Uranium Project

140-1: Embry sandy loam. 3 to 20 percent slopes1

The Embry sandy loam map unit consists of very deep, well-drained soils that developed from
alluvium and eolian deposits derived from sandstone. It occurs on hills and ridges at elevations
between 4,200 and 5,000 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 45 to 50 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Embry sandy loam. Within this map unit the
following additional components are found: Julesburg, Shingle, Taluce, and Turnercrest.
Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Embry sandy loam soil is moderately rapid. The available water capacity
is high. Effective rooting depth is 60 inches or more. Surface runoff is slow and the hazard of
water erosion is moderate. The hazard of wind erosion is severe.

Productivity and Reclamation Potential

There are eight plant species that are common to this map unit. They are as follows:
Needleandthread, Prairie sandreed, Indian ricegrass, Little bluestem, Western wheatgrass, Blue
grama, and Threadleaf sedge. Silver sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,600 lbs/acre. In a
normal year that production is 1,300 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 750 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with slope being the limiting factor. It is a good
source for roadfill as no limitations are found. As for reclamation material it is a fair choice for
the following reasons, low organic matter content.

'Map unit description based on 2002 South Campbell County NRCS information.

Revised May 2010 2.6-B-2 1
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146-2: Cushman loam, 0 to 6 percent slopes'

The Cushman loam map unit consists of moderately deep, well-drained soils that developed from
alluvium over residuum weathered from sandstone and shale. It occurs on hills and ridges at
elevations between 4,100 and 5,200 feet

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Cushman loam. Within this map unit the following
additional components are found: Bowbac, Cambria, Forkwood, frequently ponded loamy soils,
frequently ponded clayey soils, Hiland, and Theedle. Inclusions comprise approximately 20
percent of the map unit.

Permeability within the Cushman loam soil is moderate. The available water capacity is
moderate. Effective rooting depth is 20 to 40 inches. Surface runoff is moderate and the hazard
of water erosion is severe. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Western wheatgrass, Blue grama, Green Needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year that production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with depth to bedrock being the limiting factor. It is
a poor source for roadfill due to the low strength, depth to bedrock, and the shrink-swell
capacity. As for reclamation material it is a fair choice for the following reasons: droughtiness,
depth to bedrock, low organic matter content, and the water erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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147-1: Forkwood loam. 6 to 15 percent slopes1

The Forkwood loam map unit consists of very deep. Well-drained soils that developed from
alluvium derived from sandstone and shale. It occurs on hills and ridges at elevations between
4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Forkwood loam. Within this map unit the following
additional components are found: Cambria, Cushman, Theedle, Ulm, and Zigweid. Inclusions
comprise approximately 20 percent of the map unit.

Permeability within the Forkwood loam map unit is moderate. The available water capacity is
high. Effective rooting depth is 60 inches or more. Surface runoff is slow, and the hazard of
water erosion is slight. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Western wheatgrass, Blue grama, Green needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year that production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with the high clay content and slope being the
limiting factors. It is a fair source for roadfill due to the low strength. As for reclamation material
it is a fair choice for the following reasons: high clay content, low organic matter content, and
the water erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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153-1: Haverdad clay loam, 0 to 6 percent slopes'

The Haverdad association map unit consists of very deep, well-drained soils that developed from
alluvium derived from sandstone and shale. If occurs on flood plains and stream terraces at
elevations between 4,100 and 5,000 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 52 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Haverdad association. Within this map unit the
following additional components are found: Boruff, Clarkelen, Keeline and Kishona. Inclusions
comprise approximately 20 percent of the map unit.

Permeability within the Haverdad association soil is moderate. The available water capacity is
high. Effective rooting depth is 60 inches or more. Surface runoff is slow and the hazard of water
erosion is slight. The hazard of wind erosion is moderate.

Note: This soil is subject to rare to occasional flooding for very brief periods during prolonged,
high intensity storms from April through July.

Productivity and Reclamation Potential

There are seven plant species that are common to this map unit. They are as follows: Green
needlegrass, Needleandthread, Slender wheatgrass, Western wheatgrass, and Sandberg bluegrass.
Snowberry is the only shrub specie found within this unit. Cottonwood is the only tree specie
found within this unit.

In a favorable year (above average moisture) the production is approximately 3,000 lbs/acre. In a
normal year that production is 2,300 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 1,600 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a good source for topsoil as no limitations are found. It is a poor source for
roadfill due to the low strength and the shrink-swell capacity. As for reclamation material it is a
fair choice for the following reasons: low organic matter content, and the water erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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153-2: Kishona association. 0 to 6 percent slopes'

The Kishona association map unit consists of very deep well-drained soils that developed from
alluvium derived from sandstone and shale. It occurs on stream terraces at elevations between
4,100 and 5,000 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Kishona association. Within this map unit the
following additional components are found: Boruff, Clarkelen, Haverdad, and Keeline.
Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Kishona association soil is moderate. The available water capacity is
high. Effective rooting depth is 60 inches or more. Surface runoff is slow and the hazard of water
erosion is slight. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Western wheatgrass, Blue grama, Green needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year that production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a good source for topsoil as no limitations are found. It is a poor source for
roadfill due to the low strength and the shrink-swell capacity. As for reclamation material it is a
fair choice for the following reasons: low organic matter content, and the water erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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157-2: Bowbac fine sandy loam. 0 to 6 percent slopes'

The Bowbac fine sandy loam map unit consists of moderately deep, well-drained soils that
developed from alluvium and eolian deposits over residuum weathered from calcareous
sandstone. It occurs on hills and ridges at elevations between 4,100 and 5,300 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Bowbac fine sandy loam. Within this map unit the
following additional components are found: Cushman, Forkwood, Hiland, Terro, and Vonalee.
Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Bowbac fine sandy loam soil is moderate. The available water capacity
is moderate. Effective rooting depth is 20 to 40 inches. Surface runoff is slow and the hazard of
water erosion is slight. The hazard of wind erosion is severe.

Productivity and Reclamation Potential

There are eight plant species that are common to this map unit. They are as follows:
Needleandthread, Prairie sandreed, Indian ricegrass, Little bluestem, Western wheatgrass, Blue
grama, and Threadleaf sedge. Silver sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,600 lbs/acre. In a
normal year that production is 1,300 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 750 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with depth to bedrock and the high clay content
being the limiting factors. It is a poor source for roadfill due to the low strength, depth to
bedrock, and the shrink-swell capacity. As for reclamation material it is a fair choice for the
following reasons: low organic matter content, high clay content, droughtiness, and depth to
bedrock.

'Map unit description based on 2002 South Campbell County NRCS information.
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158-1: Hiland fine sandy loam, 6 to 15 percent slopes1

The Hiland fine sandy loam map consists of very deep, well-drained soils that developed from
alluvium and eolian deposits derived from sandstone and shale. It occurs on hills, ridges,
backslopes, and footslopes at elevations between 4,100 and 5,300 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Hiland fine sandy loam. Within this map unit the
following additional components are found: Bowbac, Decolney, Maysdorf, Terro, Vonalee, and
Worf. Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Hiland fine sandy loam soil is moderate. The available water capacity is
high. Effective rooting depth is 60 inches or more. Surface runoff is slow and the hazard of water
erosion is slight. The hazard of wind erosion is severe.

Productivity and Reclamation Potential

There are eight plant species that are common to this map unit. They are as follows:
Needleandthread, Prairie sandreed, Indian ricegrass, Little bluestem, Western wheatgrass, Blue J
grama, and Threadleaf sedge. Silver sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,600 lbs/acre. In a
normal year that production is 1,300 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 750 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with slope and the high clay content being the
limiting factors. It is a good source for roadfill as no limitations are found. As for reclamation
material it is a fair choice for the following reasons: high clay content, and low organic matter
content.

'Map unit description based on 2002 South Campbell County NRCS information.
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158-2: Bowbac fine sandy loam. 6 to 15 percent slopes'

The Bowbac fine sandy loam map unit consists of moderately deep, well-drained soils that
developed from alluvium and eolian deposits over residuum weathered from calcareous
sandstone. It occurs on hills, ridges, summits, and shoulders at elevations between 4,100 and
5,300 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Bowbac fine sandy loam. Within this map unit the
following additional components are found: Decolney, Hiland, Maysdorf, Terro, Vonalee, and
Worf. Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Bowbac fine sandy loam soil is moderate. The available water capacity
is moderate. Effective rooting depth is 20 to 40 inches. Surface runoff is slow and the hazard of
water erosion is slight. The hazard of wind erosion is severe.

Productivity and Reclamation Potential

There are eight plant species that are common to this map unit. They are as follows:
Needleandthread, Prairie sandreed, Indian ricegrass, Little bluestem, Western wheatgrass, Blue
grama, and Threadleaf sedge. Silver sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,600 lbs/acre. In a
normal year that production is 1,300 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 750 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with slope, the high clay content, and depth to
bedrock being the limiting factors. It is a poor source for roadfill due to the low strength, depth to
bedrock, and the shrink-swell capacity. As for reclamation material it is a poor choice for the
following reasons: high clay content, low organic matter content, depth to bedrock, and
droughtiness.

'Map unit description based on 2002 South Campbell County NRCS information.
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170-2: Tullock loamy sand, 6 to 30 percent slopes1

The Tullock loamy sands map unit consists of moderately deep, excessively-drained soils that
developed from alluvium and eolian deposits over residuum weathered from calcareous
sandstone. It occurs on hills, ridges, summits, and shoulders at elevations between 4,100 and
5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 47 to 53 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Tullock loamy sands. Within this map unit the
following additional components are found: Badlands, Blowouts, Keeline, Orpha, Taluce, Terro,
and Vonalee. Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Tullock loamy sands soil is rapid. The available water capacity is very
low. Effective rooting depth is 20 to 40 inches. Surface runoff is very low and the hazard of
water erosion is slight. The hazard of wind erosion is severe.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Prairie sandreed, Sand bluestem, Indian ricegrass, and Threadleaf sedge. Silver
sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,700 lbs/acre. In a
normal year that production is 1,400 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 900 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a poor source for topsoil with the high sand content, slope, and depth to
bedrock being the limiting factors. It is a poor source for roadfill with depth to bedrock being the
limiting factor. As for reclamation material it is a poor choice for the following reasons: high
sand content, the wind erosion potential, low organic matter content, droughtiness, and depth to
bedrock.

'Map unit description based on 2002 South Campbell County NRCS information.
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171-1: Keeline. dry complex. 3 to 30 percent slopes1

The Keeline dry complex map unit consists of very deep, somewhat excessively drained soils
that developed from alluvium and eolian deposits derived from calcareous sandstone. It occurs
on hills, ridges, backslopes and footslopes at elevations between 4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 44 to 49 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Keeline, dry complex. Within this map unit the
following additional components are found: Badland, Blowout, Niobrara, Orpha, Tullock, and
Turnercrest. Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Keeline, dry complex soil is moderately rapid. The available water
capacity is moderate. Effective rooting depth is 60 inches or more. Surface runoff is slow and the
hazard of water erosion is moderate. The hazard of wind erosion is severe.

Productivity and Reclamation Potential

There are eight plant species that are common to this map unit. They are as follows:
Needleandthread, Prairie sandreed, Indian ricegrass, Little bluestem, Western wheatgrass, Blue
grama, and Threadleaf sedge. Silver sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,600 lbs/acre. In a
normal year that production is 1,300 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 750 lbs/acre.

There are three areas that are considered for reclamation; topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with slope being the limiting factor. It is a good
source for roadfill as no limitations are found. As for reclamation material it is a fair choice for
the following reason, low organic matter content.

'Map unit description based on 2002 South Campbell County NRCS information.
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194-1: Pugsley sandy loams. 6 to 15 percent slopes'

The Pugsley sandy loams map unit consists of moderately deep, well-drained souls that
developed from alluvium over residuum weathered from calcareous sandstone. It occurs on hills,
ridges, summits, and shoulders at elevations between 4,100 and 5,000 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 46 degrees F., and the average frost-free season is approximately
105 to 130 days.

This map unit is approximately 80 percent Pugsley sandy loams. Within this map unit the
following additional components are found: Bowbac, Decolney, Hiland, and Worf. Inclusions
comprise approximately 20 percent of the map unit.

Permeability within the Pugsley sandy loams soil is moderate. The available water capacity is
very low. Effective rooting depth is 20 to 40 inches. Surface runoff is moderate, and the hazard
of water erosion is severe. The hazard of wind erosion is severe.

Productivity and Reclamation Potential

There are eight plant species that are common to this map unit. They are as follows:
Needleandthread, Prairie sandreed, Indian ricegrass, Little bluestem, Western wheatgrass, Blue
grama, and Threadleaf sedge. Silver sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,600 lbs/acre. In a
normal year that production is 1,300 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 750 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with depth to bedrock and slope being the limiting
factors. It is a poor source for roadfill due to the depth to bedrock. As for reclamation material it
is a fair choice for the following reasons: droughtiness, depth to bedrock, and low organic matter
content.

'Map unit description based on 2002 South Campbell County NRCS information.
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194-2: Decolney sandy loams, 6 to 15 percent slopes'

The Decolney sandy loams map unit consists of very deep, well-drained soils that developed
from alluvium and eolian deposits derived from sandstone and shale. It occurs on hills, ridges,
backslopes, and footslopes at elevations between 4,100 and 5,000 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 44 to 49 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Decolney sandy loams. Within this map unit the
following additional components are found: Bowbac, Hiland, Pugsley, and Worf. Inclusions
comprise approximately 20 percent of the map unit.

Permeability within the Decolney sandy loams soil is moderate. The available water capacity is
high. Effective rooting depth is 60 inches or more. Surface runoff is moderate and the hazard of
water erosion is severe. The hazard of wind erosion is severe.

Productivity and Reclamation Potential

There are eight plant species that are common to this map unit. They are as follows:
Needleandthread, Prairie sandreed, Indian ricegrass, Little bluestem, Western wheatgrass, Blue
grama, and Threadleaf sedge. Silver sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,600 lbs/acre. In a
normal year that production is 1,300 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 750 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with slope being the limiting factor. It is a good
source for roadfill as no limitations are found. As for reclamation material it is a fair choice for
the following reason, low organic matter content.

'Map unit description based on 2002 South Campbell County NRCS information.
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205-1: Samday clay loam, 3 to 15 percent slopes'
(Former Samsil series)

The Samday clay loam map unit consists of shallow, well-drained soils that developed from
residuum weathered from calcareous shale. It occurs on hills, ridges, summits, and shoulders at
elevations between 4,100 and 5,000 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 44 to 49 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Samday clay loam. Within this map unit the following
additional components are found: Heldt, Hilight, Savageton, Theedle, and Worfka. Inclusions
comprise approximately 20 percent of the map unit.

Permeability within the Samday clay loam soil is slow. The available water capacity is very low.
Effective rooting depth is 10 to 20 inches. Surface runoff is very high and the hazard of water
erosion is severe. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are five plant species that are common to this map unit. They are as follows: Western
wheatgrass, Blue grama, Green needlegrass, and Bluebunch wheatgrass. Big sagebrush is the
only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,000 lbs/acre. In a
normal year that production is 750 lbs/acre. Also in an unfavorable (drought) year the production
is approximately 450 lbs/acre.

There are three areas that are considered for reclamation; topsoil, roadfill, and reclamation
material. This unit is a poor source for topsoil with depth to bedrock, slope and the high clay
content being the limiting factors. It is a poor source for roadfill due to the low strength, depth to
bedrock, and the shrink-swell capacity. As for reclamation material it is a poor choice for the
following reasons: droughtiness, depth to bedrock, low organic matter content, high clay content,
and the water erosion potential.

1Map unit description based on 2002 South Campbell County NRCS information.
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213-1: Terro sandy loam, 6 to 30 percent slopes'

The Terro sandy loam map unit consists of moderately deep, well-drained soils that developed
from alluvium over residuum derived from calcareous sandstone. It occurs on hills, ridges,
backslopes, and summits at elevations between 4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 47 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Terro sandy loam. Within this map unit the following
additional components are found: Keeline, Orpha, Taluce, Turnercrest, Vonalee, and Badlands.
Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Terro sandy loam soil is moderately rapid. The available water capacity
is very low. Effective rooting depth is 20 to 40 inches. Surface runoff is slow and the hazard of
water erosion is severe. The hazard of wind erosion is severe.

Productivity and Reclamation Potential

There are eight plant species that are common to this map unit. They are as follows:
Needleandthread, Prairie sandreed, Indian ricegrass, Little bluestem, Western wheatgrass, Blue
grama, and Threadleaf sedge. Silver sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,600 lbs/acre. In a
normal year the production is 1,300 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 750 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a poor source for topsoil with slope and depth to bedrock being the limiting
factors. It is a poor source for roadfill due to the depth to bedrock and slope. As for reclamation
material it is a fair choice for the following reasons: droughtiness, depth to bedrock, and low
organic matter content.

1Map unit description based on 2002 South Campbell County NRCS information.
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216-2: Kishona loam, 3 to 30 percent slopes'

The Kishona loam map unit consists of very deep well-drained soils that developed from
alluvium derived from sandstone and shale. It occurs on hills, ridges, fan remnants, backslopes,
and footslopes at elevations between 4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Kishona loam. Within this map unit the following
additional components are found: Cambria, Hilight, Shingle, Taluce, Theedle, and Turnercrest.
Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Kishona loam soil is moderate. The available water capacity is moderate.
Effective rooting depth is 60 inches or more. Surface runoff is moderate and the hazard of water
erosion is severe. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows: ,
Needleandthread, Western wheatgrass, Blue grama, Green needlegrass, and Cusick's bluegrass.
Big sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,500 lbs/acre. In a
normal year that production is 1,200 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 700 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with slope being the limiting factor. It is a poor
source for roadfill due to the low strength, depth to bedrock, slope and the shrink-swell capacity.
As for reclamation material it is a fair choice for the following reasons: low organic matter
content, and the water erosion potential.

'Map unit description based on 2002 South Campbell County NRCS information.
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221-1: Turnercrest fine sandy loam. 6 to 30 percent slopes'

The Turnercrest fine sandy loam map unit consists of moderately deep, well-drained soil that
developed from alluvium and eolian deposits over residuum weathered from calcareous
sandstone. It occurs on hills, ridges, summits, and shoulders at elevations between 4,100 and
5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 45 to 53 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Turnercrest fine sandy loam. Within this map unit the
following additional components are found: Keeline, Orpha, Taluce, Terro, Tullock, and
Vonalee. Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Turnercrest fine sandy loam soil is moderately rapid. The available water
capacity is very low. Effective rooting depth is 20 to 40 inches. Surface runoff is moderate and
the hazard of water erosion is severe. The hazard of wind erosion is severe.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Prairie sandreed, Western wheatgrass, Little bluestem, and Threadleaf sedge.
Silver sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,600 lbs/acre. In a
normal year that production is 1,300 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 750 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a poor source for topsoil with slope and depth to bedrock being the limiting
factors. It is a poor source for roadfill due to the depth to bedrock. As for reclamation material it
is a fair choice for the following reasons: low organic matter content, droughtiness, and depth to
bedrock.

1Map unit description based on 2002 South Campbell County NRCS information.
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221-3: Taluce fine sandy loam, 6 to 30 percent slopes1

The Taluce fine sandy loam map unit consists of shallow, well-drained soils that developed from
residuum weathered from calcareous sandstone. It occurs on hills, ridges, summits and shoulders
at elevations between 4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 42 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Taluce fine sandy loam. Within this map unit the
following additional components are found: Keeline, Orpha, Terro, Tullock, Turnercrest, and
Vonalee. Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Taluce fine sandy loam soil is rapid. The available water capacity is very
low. Effective rooting depth is 10 to 20 inches. Surface runoff is very rapid and the hazard of
water erosion is severe. The hazard of wind erosion is severe.

Productivity and Reclamation Potential

There are six plant species that are common to this map unit. They are as follows:
Needleandthread, Prairie sandreed, Bluebunch wheatgrass, Little bluestem, Blue grama, and
Threadleaf sedge.

In a favorable year (above average moisture) the production is approximately 1,300 lbs/acre. In a
normal year that production is 1,000 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 600 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a poor source for topsoil with slope and depth to bedrock being the limiting
factors. It is a poor source for roadfill due to the depth to bedrock, and slope. As for reclamation
material it is a poor choice for the following reasons: low organic matter content, droughtiness,
and depth to bedrock.

'Map unit description based on 2002 South Campbell County NRCS information.
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228-2: Renohill clay loam 0 to 6 percent slopes'

The Renohill clay loam map unit consists of moderately deep, well-drained soils that developed
from alluvium over residuum weathered from calcareous shale. It occurs on summits and
shoulders at elevations between 4,100 and 5,200 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 43 to 47 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Renohill clay loam. Within this map unit the
following additional components are found: Bidman, Parmleed, Savageton, and Uhn. Inclusions
comprise approximately 20 percent of the map unit.

Permeability within the Renohill clay loam soil is moderately slow. The available water capacity
is moderate. Effective rooting depth is 20 to 40 inches. Surface runoff is moderate and the hazard
of water erosion is moderate. The hazard of wind erosion is moderate.

Productivity and Reclamation Potential

There are four plant species that are common to this map unit. They are as follows: Green
needlegrass, Western wheatgrass, Blue grama, and Cusick's bluegrass. Big sagebrush is the only
shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,400 lbs/acre. In a
normal year that production is 1,000 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 600 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a poor source for topsoil with the high clay content, and depth to bedrock
being the limiting factors. It is a poor source for roadfill due to the low strength, shrink swell,
and depth to bedrock. As for reclamation material it is a poor choice for the following reasons:
high clay content, low organic matter content, depth to bedrock, and water erosion.

'Map unit description based on 2002 South Campbell County NRCS information.
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236-2: Terro fine sandy loam. 2 to 10 percent slopes1

The Terro sandy loam map unit consists of moderately deep, well-drained soils that developed
from alluvium over residuum derived from calcareous sandstone. It occurs on hills, ridges,
shoulders, and summits at elevations between 4,100 and 5,000 feet.

The average annual precipitation ranges from 10 to 14 inches. The average annual air
temperature is approximately 47 to 51 degrees F., and the average frost-free season is
approximately 105 to 130 days.

This map unit is approximately 80 percent Terro sandy loam. Within this map unit the following
additional components are found: Bowbac, Orpha, Taluce, Tullock, Vonalee, and areas with 10
to 15 percent slopes. Inclusions comprise approximately 20 percent of the map unit.

Permeability within the Terro sandy loam soil is moderately rapid. The available water capacity
is low. Effective rooting depth is 20 to 40 inches. Surface runoff is slow and the hazard of water
erosion is moderate. The hazard of wind erosion is severe.

Productivity and Reclamation Potential

There are seven plant species that are common to this map unit. They are as follows:
Needleandthread, Prairie sandreed, Indian ricegrass, Little bluestem, Western wheatgrass, and
Threadleaf sedge. Silver sagebrush is the only shrub specie found within this unit.

In a favorable year (above average moisture) the production is approximately 1,600 lbs/acre. In a
normal year that production is 1,300 lbs/acre. Also in an unfavorable (drought) year the
production is approximately 750 lbs/acre.

There are three areas that are considered for reclamation: topsoil, roadfill, and reclamation
material. This unit is a fair source for topsoil with depth to bedrock being the limiting factor. It is
a poor source for roadfill due to the depth to bedrock. As for reclamation material it is a fair
choice for the following reasons: low organic matter content, droughtiness, and depth to bedrock.

'Map unit description based on 2002 South Campbell County NRCS information.
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HILAND SERIES

SOIL MAPPING UNIT: 156 Hiland fine sandy loam, 0 to 6 percent slopes
SOIL SAMPLE LOCATION: 14-1
TYPICAL PEDON: Hiland silty loam on flat area utilized as rangeland

TAXONOMIC CLASS: Fine-loamy, mixed, superactive, mesic Ustic Haplargids

A--0 to 5 inches; silty loam, non effervescent, very slightly acidic (pH 6.8)

Btl--5 to 16 inches; loam, non effervescent, slightly acidic (pH 6.5)

Bt2--16 to 31 inches; clay loam; non effervescent, very slightly acidic (pH 6.8)

Bt3--31 to 42 inches; sandy clay loam, non effervescent, very slightly alkaline (pH 7.2)

Btk --42 to 51 inches, sandy clay loam, strongly effervescent, moderately alkaline (pH 8.1)

Ck -- 51 to 60 inches; sandy clay loam, strongly effervescent, moderately alkaline (pH 8.2)

TYPE LOCATION: Campbell County, Wyoming; refer to waypoint 14-1 on map included in
this report.

RANGE IN CHARACTERISTICS (according to official series description): Gravel ranges
from 0 to 15 percent in the solum and from 0 to 30 percent in the 2C or Bk horizons. The base of
the Bt or Btk ranges from 15 to 35 inches. Depth to continuous carbonate accumulation ranges
from 14 to 32 inches. The soil is dry in the moisture control section more than half the time
cumulative that the soil temperature at a depth of 20 inches is 41 degrees F. and is never moist in
all parts for as long as 60 consecutive days when the soil temperature at a depth of 20 inches is
41 degrees F., which occurs about April 21-27, but is dry in all parts of the moisture control
section for at least 60 consecutive days from July 15 to October 25 and for at least 90 cumulative
days during this period. The mean annual soil temperature is 47 to 52 degrees F., and the soil
temperature at a depth of 20 inches is 41 degrees F. or more for 175 to 192 days. EC ranges from
0 to 2 mmhos from the surface to the base of the Bt and from 1 to 4 mmhos below the base of the
Bt. Bedrock is deeper than 60 inches.

SUITABILITY FOR TOPSOIL (according to WDEQ Guideline 1, 1994):

No unsuitable or marginal values were present. Estimated stripping depth is 60 inches.

GEOGRAPHIC SETTING (according to official series description): Hiland soils are on
relict surfaces consisting of terraces, fan remnants, pediments, fans, ridges, hills and stabilized
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dunes. Slopes are 0 to 20 percent. They formed in moderately coarse alluvium and eolian
material derived predominantly from sandstone. Elevations are 3,500 to 6,300 feet. The average
annual precipitation is about 12 inches with over half of the annual precipitation falling in April,
May, and June and less than one inch falling in each month of July, August, September, and
October. Precipitation ranges from 10 to 14 inches. The mean annual air temperature is 43 to 51
degrees F. The frost-free season is 105 to 130 days.
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HILAND SERIES

SOIL MAPPING UNIT: Hiland fine sandy loam, 0 to 6 percent slopes
SOIL SAMPLE LOCATION: 19-1
TYPICAL PEDON: Hiland loam on northeast facing slope of 3 percent; utilized as rangeland

TAXONOMIC CLASS: Fine-loamy, mixed, superactive, mesic Ustic Haplargids

A--0 to 3 inches; loam, non effervescent, slightly acidic (pH 6.2)

Bt--3 to 20 inches; silty loam, non effervescent, very slightly acidic (pH 7.1)

Btk--20 to 24 inches; silty loam; strongly effervescent, slightly alkaline (pH 7.6)

Clk--24 to 32 inches; clay, strongly effervescent, moderately alkaline (pH 8.2)

C2k --32 to 44 inches, clay-clay loam, strongly effervescent, moderately alkaline (pH 8.2)

C3k -- 44 to 60 inches; clay loam, strongly effervescent, slightly alkaline (pH 7.9)

TYPE LOCATION: Campbell County, Wyoming; refer to waypoint 19-1 on map included in
this report.

RANGE IN CHARACTERISTICS (according to official series description): Gravel ranges
from 0 to 15 percent in the solum and from 0 to 30 percent in the 2C or Bk horizons. The base of
the Bt or Btk ranges from 15 to 35 inches. Depth to continuous carbonate accumulation ranges
from 14 to 32 inches. The soil is dry in the moisture control section more than half the time
cumulative that the soil temperature at a depth of 20 inches is 41 degrees F. and is never moist in
all parts for as long as 60 consecutive days when the soil temperature at a depth of 20 inches is
41 degrees F., which occurs about April 21-27, but is dry in all parts of the moisture control
section for at least 60 consecutive days from July 15 to October 25 and for at least 90 cumulative
days during this period. The mean annual soil temperature is 47 to 52 degrees F., and the soil
temperature at a depth of 20 inches is 41 degrees F. or more for 175 to 192 days. EC ranges from
0 to 2 mmhos from the surface to the base of the Bt and from 1 to 4 mmhos below the base of the
Bt. Bedrock is deeper than 60 inches.

SUITABILITY FOR TOPSOIL (according to WDEQ Guideline 1, 1994):

Marginal texture (clay) was found at a depth of 24 to 44 inches. Marginal selenium and SAR
values were found at 44 to 60 inches. Estimated stripping depth is 44 inches.

GEOGRAPHIC SETTING (according to official series description): Hiland soils are on
relict surfaces consisting of terraces, fan remnants, pediments, fans, ridges, hills and stabilized
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dunes. Slopes are 0 to 20 percent. They formed in moderately coarse alluvium and eolian
material derived predominantly from sandstone. Elevations are 3,500 to 6,300 feet. The average
annual precipitation is about 12 inches with over half of the annual precipitation falling in April,
May, and June and less than one inch falling in each month of July, August, September, and
October. Precipitation ranges from 10 to 14 inches. The mean annual air temperature is 43 to 51
degrees F. The frost-free season is 105 to 130 days.
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KEELINE SERIES

SOIL MAPPING UNIT: 17 1-1 Keeline, dry complex
SOIL SAMPLE LOCATION: 33-1
TYPICAL PEDON: Keeline sandy loam on east facing midslope of 4 percent utilized as
rangeland

TAXONOMIC CLASS: Coarse-loamy, mixed, superactive, calcareous, mesic Ustic

Torriorthents

A--0 to 3 inches; sandy loam, non effervescent; slightly acidic (pH 6.4)

AC--3 to 15 inches; sandy loam, non effervescent; slightly acidic (pH 6.5)

C1-- 15 to 34 inches; sandy clay loam, non effervescent, neutral (pH 7.0)

C2k-34 to 44 inches; sandy clay loam, non effervescent, very slightly alkaline (pH 7.1)

C2k--44 to 60 inches; sandy clay loam, strongly effervescent, slightly alkaline (pH 7.8)

TYPE LOCATION: Campbell County, Wyoming; refer to waypoint 33-1 on map included in
this report.

RANGE IN CHARACTERISTICS: Free carbonates typically occur throughout the profile, but
some pedons may be leached as much as 6 inches. The control section averages fine sandy loam
or sandy loam with 5 to 18 percent clay. Rock fragments range from 0 to 15 percent. Some thin
strata of coarser material may occur. The soil is dry in the moisture control section more than
half the time cumulative that the soil temperature at a depth of 20 inches is 41 degrees F., which
occurs about April 21-27, and is dry in all parts of the moisture control section for at least 60
consecutive days from July 15 to October 25 and for at least 90 cumulative days during this
period. The mean annual soil temperature is 47 to 52 degrees F., and the soil temperature at a
depth of 20 inches is 41 degrees F. or more for 175 to 192 days. EC ranges from 0 to 4 mmhos
throughout the profile. Bedrock is deeper than 60 inches.

SUITABILITY FOR TOPSOIL (according to WDEQ Guideline 1, 1994):

No marginal or unsuitable values were present. Estimated stripping depth is 60 inches.

GEOGRAPHIC SETTING: Keeline soils are on terraces, benches, alluvial fans, fan remnants,
ridgetop and hillslope positions. Slopes are 0 to 40 percent. These soils formed in moderately
coarse alluvium or eolian deposits derived from calcareous sandstone. Elevations are 3,500 to
6,200 feet. The average annual precipitation is 12 inches with over one-half of the annual
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precipitation falling in April, May, and June and less than one inch falling in each month of July,
August, September, and October. Precipitation ranges from 10 to 15 inches. The mean annual
temperature is about 46 degrees F. but ranges from 44 to 49 degrees F. The frost-free season is
about 105 to 130 days.
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CUSHMAN SERIES

SOIL MAPPING UNIT: 146-2 Cushman loam, 0 to 6 percent slopes
SOIL SAMPLE LOCATION: 36-1
TYPICAL PEDON: Cushman sandy clay loam on south facing slope of about 3 percent under
native grass vegetation

TAXONOMIC CLASS: Fine-loamy, mixed, superactive, mesic Ustic Haplargids

A-- 0 to 3 inches; sandy clay loam, moist, moderate medium granular structure; soft, friable,
slightly sticky and slightly plastic, common very fine, and fine, and few medium roots; slightly
acidic (pH 6.2); clear smooth boundary

Bt--3 to 12 inches, clay, moist, weak medium prismatic structure parting to moderate medium
subangular blocky; slightly hard, friable, moderately sticky and moderately plastic, common very
fine, fine and few medium roots; few faint clay films on faces of peds and lining pores; very
slightly acidic (pH 6.5); clear smooth boundary

Btk--12 to 17 inches, clay, moist, moderate medium granular structure; soft, friable, slightly
sticky and slightly plastic, common very fine, and fine, and few medium roots; slightly acidic
(pH 6.2); clear smooth boundary

Ck-- 17 to 42 inches, silty clay, strongly effervescent, moderately alkaline (pH 8.2)

TYPE LOCATION: Campbell County, Wyoming; refer to waypoint 36-1 on map included in
this report.

RANGE IN CHARACTERISTICS (according to official series description): Depth to
paralithic contact and bedrock is typically about 28 to 32 inches but ranges from 20 to 40 inches.
Depth to continuous horizons of carbonate accumulation is 7 to 26 inches. Depth to the base of
the argillic horizon ranges from 10 to 26 inches. Depth to the base of the argillic horizon ranges
from 10 to 26 inches. Rock fragments range from 0 10 15 percent and are soft shale channers or
semirounded sandstone pebbles. The soil is dry in the moisture control section more than half
the time cumulative that the soil temperature at a depth of 20 inches is 41 degrees F., which
occurs about April 21-27, and is dry in all parts of the moisture control section for at least 60
consecutive days from July 15 to October 25 and for at least 90 cumulative days during this
period. The mean annual soil temperature is 47 to 53 degrees F., and the soil temperature at a
depth of 20 inches is 41 degrees F. or more for 175 to 192 days. EC ranges from 0-2 mmhos
throughout.

SUITABILITY FOR TOPSOIL (according to WDEQ Guideline 1, 1994):

Marginal textures (clay to silty clay) were found at 3 to 42 inches. Estimated stripping depth is
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42 inches.

GEOGRAPHIC SETTING (according to official series description): Cushman soils are on
buttes, fan remnant, fan piedmonts, hills and ridges. Slopes range from 0 to 20 percent. The
soils formed in moderately fine textured slopewash, alluvium and residuum. Surface erosion is
common in overgrazed areas, and some thin eolian deposits overlie these soils in some areas.
Elevations are 3.500 to 6,000 feet. The mean annual precipitation is 13 inches and ranges from
10 to 14 inches with over half of the annual precipitation falling in April, May, and June and less
than one inch falling in each month of July, August, September and October. The mean annual
temperature is 43 to 51 degrees F. The frost-free season is about 105 to 130 days depending
upon elevation, aspect, and air drainage.

Revised May 2010 2.6-C-9
Revised May 2010 2.6-C-9



fr ENERGY METALS CORPORATION US
EN ERG Y M ETA L S License Application, Technical Report

COR~PORATION US Moore Ranch Uranium Project

CUSHMAN SERIES

SOIL MAPPING UNIT: 146-2 Cushman loam, 0 to 6 percent slopes
SOIL SAMPLE LOCATION: 37-1
TYPICAL PEDON: Cushman loam

TAXONOMIC CLASS: Fine-loamy, mixed, superactive, mesic Ustic Haplargids

A--0 to 3 inches; loam, moist; moderate medium granular structure; soft, friable, slightly sticky
and slightly plastic, common very fine, and fine, and few medium roots; slightly acidic (pH 6.2);
clear smooth boundary

AB--3 to 7 inches; clay loam, non effervescent, slightly acidic (pH 6.2)

Bt--7 to 15 inches; clay; moist, weak medium prismatic structure parting to moderate medium
subangular blocky; slightly hard, friable, moderately sticky and moderately plastic, common very
fine, fine and few medium roots; few faint clay films on faces of peds and lining pores; very
slightly acidic (pH 6.7); clear smooth boundary

Btk--15 to 18 inches; clay, moist, moderate medium granular structure; soft, friable, slightly
sticky and slightly plastic, common very fine, and fine, and few medium roots; strongly
effervescent, slightly alkaline (pH 7.8); clear smooth boundary

Ck --18 to 28 inches, clay, strongly effervescent, slightly alkaline (pH 7.8)

TYPE LOCATION: Campbell County, Wyoming; refer to waypoint 37-1 on map included in
this report.

RANGE IN CHARACTERISTICS (according to official series description): Depth to
paralithic contact and bedrock is typically about 28 to 32 inches but ranges from 20 to 40 inches.
Depth to continuous horizons of carbonate accumulation is 7 to 26 inches. Depth to the base of
the argillic horizon ranges from 10 to 26 inches. Depth to the base of the argillic horizon ranges
from 10 to 26 inches. Rock fragments range from 0 10 15 percent and are soft shale channers or
semirounded sandstone pebbles. The soil is dry in the moisture control section more than half
the time cumulative that the soil temperature at a depth of 20 inches is 41 degrees F., which
occurs about April 21-27, and is dry in all parts of the moisture control section for at least 60
consecutive days from July 15 to October 25 and for atleast 90 cumulative days during this
period. The mean annual soil temperature is 47 to 53 degrees F., and the soil temperature at a
depth of 20 inches is 41 degrees F. or more for 175 to 192 days. EC ranges from 0-2 mmhos
throughout.

SUITABILITY FOR TOPSOIL (according to WDEQ Guideline 1, 1994):
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Marginal soil texture (clay) was found at 7 to 28 inches. Course fragment percentage was
marginal (31 %) at 7-15 inches. Saturation percentage was marginal (80.7) at 15-28 inches.
Estimated stripping depth is 28 inches.

GEOGRAPHIC SETTING (according to official series description): Cushman soils are on
buttes, fan remnant, fan piedmonts, hills and ridges. Slopes range from 0 to 20 percent. The
soils formed in moderately fine textured slopewash, alluvium and residuum. Surface'erosion is
common in overgrazed areas, and some thin eolian deposits overlie these soils in some areas.
Elevations are 3.500 to 6,000 feet. The mean annual precipitation is 13 inches and ranges from
10 to 14 inches with over half of the

annual precipitation falling in April, May, and June and less than one inch falling in each month
of July, August, September and October. The mean annual temperature is 43 to 51 degrees F.
The frost-free season is about 105 to 130 days depending upon elevation, aspect, and air drainage.
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BOWBAC SERIES

Soil Mapping Unit: 157-2 Bowbac fine sandy loam 0 to 6 percent slopes
Soil Sample ID: 80-1
Typical Pedon: Bowbac sandy loam on a northeast facing slope of 1 percent under native
vegetation

Taxonomic Class: Fine-loamy, mixed, superactive, mesic Ustic Haplargids

A-0 to 3 inches, sandy loam, weak fine and very fine granular structure; soft, very friable,
nonsticky nonplastic; many fine and very fine roots; non effervescent, slightly acidic (pH 6.4),
abrupt wavy boundary.

BC-3 to 20 inches; sandy loam, non effervescent, very slightly acidic (pH 6.6)

C1-20 to 28 inches; sandy loam, non effervescent, very slightly alkaline (pH 7.1)

C2-28 to 37 inches; sandy loam, strongly effervescent, very slightly alkaline (pH 7.3)

Type Location: Campbell County, Wyoming; refer to waypoint 80-1 on map included in this
report.

Range in Characteristics (according to official series description): Depth to soft sandstone
ranges from 20 to 40 inches. Depth to continuous carbonate accumulation ranges from 10 to 35
inches, and depth to the base of the argillic horizon ranges from 10 to 35 inches. Coarse
fragments range from 0 to 15 percent and are soft sandstone channers or semirounded pebbles.
The soil is dry in the moisture control section more than half the time cumulative that the soil
temperature at a depth of 20 inches is 41 degrees F. and is never moist in some or all parts for as
long as 60 consecutive days when the soil temperature at a depth of 20 inches is 41 degrees F.,
which occurs about April 21-27, but is dry in all parts of the moisture control section for at least
60 consecutive days from July 15 to October 25 and for at least 90 consecutive days during this
period. The mean annual soil temperature is 47 to 53 degrees F., and the soil temperature at a
depth of 20 inches is 41 degrees F. or more for 175 to 192 days. EC ranges from 0 to 2 mmhos
throughout the profile.

Suitability for Topsoil (according to WDEQ Guideline 1, 1994):

No marginal or unsuitable parameters were found. The estimated stripping depth is 37 inches.

GEOGRAPHIC SETTING (according to official series description): Bowbac soils are on
alluvial fans, terraces, dissected fan remnants, fan piedmonts, hillslopes, pediments, plateaus,
ridges and buttes. Slopes are 0 to 15 percent. Elevations are 3,500 to 6,500 feet. The average
annual precipitation is 13 inches with over half of the annual precipitation falling in April, May,
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and June and less than one inch falling in each month of July, August, September, and October.
Precipitation ranges from 10 to 14 inches. The mean annual temperature ranges from 43 to 51
degrees F. The frost-free season is about 105 to 130 days.
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SHINGLE SERIES

SOIL MAPPING UNIT: 124-2 Shingle loam, 3 to 30 percent slopes
SOIL SAMPLE LOCATION: 107-1
TYPICAL PEDON: Shingle clay loam on a toeslope of 6 percent in rangeland

TAXONOMIC CLASS: Loamy, mixed, superactive, calcareous, mesic, shallow Ustic
Torriorthents.

A--0 to 2 inches; clay loam, moderate effervescent, slightly alkaline (pH 7.5)

C--2 to 14 inches; clay loam, strongly effervescent, neutral (pH 7.0)

TYPE LOCATION: Campbell County, Wyoming; refer to waypoint 107-1 on map included in
this report.

RANGE IN CHARACTERISTICS (according to official series description): Depth to soft
bedrock and paralithic contact ranges from 4 to 20 inches. The mean annual soil temperature is
47 to 53 degrees F. The soils commonly are calcareous throughout, but some pedons are leached
to 6 inches The particle size control section averages 20 to 35 percent clay and has more than 15
percent but less than 35 percent fine or coarser sand. The soil is usually dry. The moisture
control section is usually moist in April, May and early June. It is dry for 60 consecutive days or
more during the 90 day period following the summer solstice. EC is 0 to 2 mmhos throughout.

SUITABILITY FOR TOPSOIL (according to WDEQ Guideline 1, 1994):

No unsuitable or marginal parameters were found. Estimated stripping depth is 14 inches.

GEOGRAPHIC SETTING (according to official series description): The Shingle soils occur
on all hillslope positions. Slopes are 0 to 80 percent. These soils formed in colluvium and
residuum weathered from soft, interbedded sandstone and shale or in alluvium from mudstone.
Elevation is 3,200 to 6,500 feet. The mean annual precipitation is about 10 to 14 inches, most of
which falls in April, May, and June. The mean annual temperature is about 45 degrees F. but
ranges from 43 to 51 degrees F. The frost-free season is about 105 to 130 days.
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KISHONA SERIES

Soil Mapping Unit: 116-2 Kishona fine sandy loam, 0 to 6 percent slopes
Soil Sample ID: 108-1
Typical Pedon: Kishona clay loam in rangeland

Taxonomic Class: Fine loamy, mixed, superactive, calcareous, mesic Ustic Torriorthents

A--0 to 3 inches; clay loam, non effervescent, neutral (pH 7.0)

Bk--3 to 24 inches; silty clay loam, strongly effervescent, slightly alkaline (pH 7.5)

C1--24 to 30 inches; silty clay, strongly effervescent, slightly alkaline (pH 7.8)

C2--30 to 44 inches; silty clay, strongly effervescent, moderately alkaline (pH 8.0)

C3--44 to 46 inches; silty clay loam, strongly effervescent, moderately alkaline (pH 8.0)

Type Location: Campbell County, Wyoming; refer to waypoint 108-1 on map included in this
report

Range in Characteristics (according to official series description): Rock fragments ranges
from 0 to 15 percent. The mean annual soil temperature ranges from 48 to 53 degrees F., and the
soil temperature at a depth of 20 inches is 41 degrees F. or more for 190 to 202 days. The depth
to carbonates ranges from 0 to 10 inches. Saline phases are recognized. The soil is dry in the
moisture control section more than half the time cumulative that the soil temperature at a depth
of 20 inches is 41 degrees F. and is never moist in some or all parts for as long as 90 consecutive
days when the soil temperature at a depth of 20 inches is 48 degrees F. or more. The soil is
moist for 60 consecutive days when the soil temperature at a depth of 20 inches is 41 degrees F.,
which occurs April 21-27, but is dry in all parts of the moisture control section for at least 60
consecutive days from July 15 to October 25 and for at least 90 days during that period.

The A horizon has hue of 2.5Y or 1OYR, value of 4 to 6 dry, 3 to 5 moist, and chroma of 2 to 4.
It is very fine sandy loam, fine sandy loam, loam, silt loam, silty clay loam or clay loam. It is
neutral to moderately alkaline.

Suitability for Topsoil (according to WDEQ Guideline 1, 1994):

Marginal texture (silty clay) was found at a depth of 24 to 44 inches. Estimated stripping depth
is 24 inches.

Geographic Setting (according to official series description): Kishona soils are on dissected
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alluvial fans, fan remnants, fan aprons, hills, ridges and terraces. Slopes are typically 0 to 6
percent but range up to 30 percent on dissected slopes. The soils formed in alluvium derived
from sandstones and shales. Elevation is 3,500 to 6,700 feet. The average annual precipitation
ranges form 10 top 14 inches with over one-half falling in April May and June and less than one
inch falling in each month of July, August, September and October. The mean annual air
temperature is about 45 degrees F. but ranges from 43 to 51 degrees F. The frost-free season is
about 105 to 130 days.
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BOWBAC SERIES

SOIL MAPPING UNIT: 157-2 Bowbac fine sandy loam, 0 to 6 percent slopes
SOIL SAMPLE LOCATION: 116-1
TYPICAL PEDON: Bowbac sandy loam

TAXONOMIC CLASS: Fine-loamy, mixed, superactive, mesic Ustic Haplargids

A--0 to 3 inches; sandy loam, slightly acidic (pH 6.3).

Btl--3 to 12 inches; sandy clay loam, slightly acidic (pH 6.5).

Bt2--12 to 20 inches; sandy clay loam, very slightly acidic (pH 6.8).

Bk-- 20 to 24 inches; sandy clay loam, slightly alkaline (pH 7.3).

Cr- 24 to 36 inches; sandy clay loam, slightly effervescent, moderately alkaline (pH 8.0).

TYPE LOCATION: Campbell County, Wyoming; refer to waypoint 116-1 on map included in
this report.

RANGE IN CHARACTERISTICS: Depth to soft sandstone ranges from 20 to 40 inches.
Depth to continuous carbonate accumulation ranges from 10 to 35 inches, and depth to the base
of the argillic horizon ranges from 10 to 35 inches. Coarse fragments range from 0 to 15 percent
and are soft sandstone channers or semirounded gravel. The soil is dry in the moisture control
section more than half the time cumulative that the soil temperature at a depth of 20 inches is 41
degrees F. and is never moist in some or all parts for as long as 60 consecutive days when the
soil temperature at a depth of 20 inches is 41 degrees F., which occurs about April 21-27, but is
dry in all parts of the moisture control section for at least 60 consecutive days from July 15 to
October 25 and for at least 90 cumulative days during this period. The mean annual soil
temperature is 47 to 53 degrees F., and the soil temperature at a depth of 20 inches is 41 degrees
F. or more for 175 to 192 days. EC ranges from 0 to 2 mmhos throughout the profile.

SUITABILITY FOR TOPSOIL (according to WDEQ Guideline 1, 1994):

No unsuitable or marginal parameters were found. Estimated stripping depth is 36 inches.

GEOGRAPHIC SETTING: Bowbac soils are on alluvial fans, terraces, dissected fan remnants,
fan piedmonts, hillslopes, pediments, plateaus, ridges and buttes. Slopes are 0 to 15 percent.
Elevations are 3,500 to 6,500 feet. The average annual precipitation is 13 inches with over half
of the annual precipitation falling in April, May, and June and less than one inch falling in each
month of July, August, September, and October. Precipitation ranges from 10 to 14 inches. The
mean annual temperature ranges from 43 to 51 degrees F. The frost-free season is about 105 to
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130 days.
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ULM SERIES

SOIL MAPPING UNIT: 226 Ulm loam, 0 to 6 percent slopes
SOIL SAMPLE LOCATION: 117-1
TYPICAL PEDON: Ulm clay loam-rangeland

TAXONOMIC CLASS: Fine, smectitic, mesic Ustic Haplargids

A-0 to 3 inches, clay loam, moist; strong fine granular structure; slightly hard, friable, sticky and
plastic; many fine and few medium roots; slightly acidic (pH 6.1); clear smooth boundary

Btl-3 to 10 inches, clay loam, moist; strong coarse prismatic structure parting to strong medium
and coarse angular blocky; very hard, very firm, very sticky and very plastic; common fine and
few medium roots; many prominent clay films on faces of peds; very slightly acidic (pH 6.6);
clear wavy boundary.

Btk-21 to 32 inches, clay, moist; moderate medium prismatic parting to strong medium angular
blocky structure; very hard, firm, very sticky and very plastic; common fine and few medium
roots; common distinct clay films on faces of peds; slightly effervescent; calcium carbonate
mostly disseminated with few prominent masses; moderately alkaline (pH 8.1);clear wavy
boundary.

Ckl-32 to 40 inches, clay loam, strongly effervescent, moderately alkaline (pH 8.4)

Ck2-42 to 50 inches, sandy clay loam, violently effervescent, moderately alkaline (pH 8.2)

TYPE LOCATION: Campbell County, Wyoming; refer to waypoint 117-1 on map included in
this report.

RANGE IN CIHARACTERISTICS (according to official series description): Depth to
calcareous material ranges from 12 to 33 inches. Rock fragments range from 0 to 15 percent
channers. The soil is dry in the moisture control section more than half the time cumulative that
the soil temperature at a depth of 20 inches is 41 degrees F., which occurs about April 21-27, and
is dry in all parts of the moisture control section for at least 60 consecutive days from July 15 to
October 25 and for at least 90 cumulative days during this period. The mean annual soil
temperature is 47 to 53 degrees F., and the soil temperature at a depth of 20 inches is 41 degrees
F. or more for 175 to 192 days.

SUITABILITY FOR TOPSOIL (according to WDEQ Guideline 1, 1994):

Marginal texture (clay) was found at 10 to 32 inches. Estimated stripping depth is 50 inches.
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GEOGRAPHIC SETTING (according to official series description): Ulm soils are on relict
alluvial terraces, alluvial fans, fan remnants, plateaus and footslopes and toeslopes of hills.
Slopes are 0 to 18 percent. The soils formed in fine and medium textured alluvium derived from
interbedded shales and agrillaceous sandstone. Elevations are 3,500 to 6,500 feet. The mean
annual precipitation is 10 to 14 inches with over half of the annual precipitation falling in April,
May, and June and less than one inch falling in each month of July, August, September, and
October. The mean annual air temperature ranges from 46 to 51 degrees F. The frost-free season
is 105 to 130 days.
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ZIGWEID SERIES

SOIL MAPPING UNIT: 116-3 Zigweid loam, 0 to 6 percent slopes
Soil Sample ID: 123-1
TYPICAL PEDON: Zigweid clay- on a 3 percent southwest facing slope utilized as rangeland

TAXONOMIC CLASS: Fine-loamy, mixed, superactive, mesic Ustic Haplocambids

A--0 to 3 inches; clay, non effervescent; slightly acidic (pH 7.6).

Bw--3 to 14 inches; clay, non effervescent, very slightly acidic (pH 7.3).

BC--14 to 20 inches; clay, strongly effervescent, slightly alkaline (pH 7.8).

Clk--20 to 32 inches; clay, violently effervescent; moderately alkaline (pH 8.2).

C2k--32 to 44 inches; clay, violently effervescent; moderately alkaline (pH 8.3).

C3k-44 to 54 inches; clay, violently effervescent, moderately alkaline (pH 8.2).

C4k-54 to 60 inches; clay, violently effervescent, moderately alkaline (pH 8.1).

TYPE LOCATION: Campbell County, Wyoming; refer to waypoint 123-1 on map included in
this report.

RANGE IN CHARACTERISTICS (according to official series description): Depth to
carbonates ranges from 0 to 8 inches. Depth to the Bk horizon and the base of the cambic
horizon ranges from 10 to 22 inches. The particle-size control section and the soil profile are
clay loam or loam. Clay ranges from 18 to 35 percent, silt from 20 to 55 percent, and sand from
15 to 50 percent with more than 15 percent but less than 35 percent fine sand or coarser. Rock
fragments range from 0 to 15 but are typically less than 5 percent and are mostly soft shale chips.
The moisture control section is usually dry in all parts for 90 cumulative days following the
summer solstice and for 60 consecutive days during this period. The mean annual soil
temperature is 47 to 53 degrees F. The soil temperature at a depth of 20 inches is 41 degrees F.
or warmer for 175 to 192 days.

SUITABILITY FOR TOPSOIL (according to WDEQ Guideline 1, 1994):

No unsuitable or marginal parameters were found. Estimated stripping depth is 20 inches.

GEOGRAPHIC SETTING (according to official series description): These soils are on fan
aprons, alluvial fans, fan remnants, terraces, fan piedmonts, ridges and hills. In many areas they
are dissected. Slopes range from 0 to 20 percent. These soils formed in calcareous, moderately
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fine textured sediments derived from interbedded shale and soft sandstone. Elevations are 3,500
to 6,600 feet. The mean annual precipitation is 13 inches with over half of the annual
precipitation falling in April, May, and June and less than one inch falling in each month of July,
August, September, and October. Precipitation ranges from 10 to 14 inches. The mean annual
temperature is about 46 degrees F., and ranges from 43 to 51 degrees F. The frost-free season is
about 105 to 130 days.
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TALUCE SERIES

SOIL MAPPING UNIT: 221-3 Taluce fine sandy loam, 6 to 30 percent slopes
Soil Sample ID: 126-1
TYPICAL PEDON: Taluce sandy loam-on a convex north-facing slope, used as rangeland

TAXONOMIC CLASS: Loamy, mixed, superactive, calcareous, mesic, shallow Ustic
Torriorthents

A- 0 to 2 inches, sandy loam, moist; moderate fine and medium granular structure; soft, very
friable, nonsticky and nonplastic; common fine roots; slightly effervescent, calcium carbonate
disseminated; very slightly acidic (pH 6.8); clear smooth boundary.

Ck-2 to 10 inches, sandy loam to sandy clay loam, moist; weak medium platy rock structure;
slightly hard, very friable, nonsticky and nonplastic; common fine roots; slightly effervescent,
calcium carbonate disseminated; slightly alkaline (pH 7.6)

TYPE LOCATION: Campbell County, Wyoming; refer to waypoint 126-1 on map included in
this report.

RANGE IN CHARACTERISTICS (according to official series description): Depth to
bedrock ranges from 6 to 20 inches. Typically, these soils are calcareous throughout, but some
pedons are leached to a depth of as much as 4 inches. Rock fragments range from 0 to 15
percent. The particle-size control section has 10 to 18 percent clay. The soil is dry in the
moisture control section more than half the time cumulative that the soil temperature at a depth
of 20 inches is 41 degrees F. and is never moist in some or all parts for as long as 60 consecutive
days when the soil temperature at a depth of 20 inches is 41 degrees F., which occurs about April
21-27. It is dry in all parts of the moisture control section for at least 60 consecutive days from
July 15 to October 25 and for at least 90 cumulative days during this period.

SUITABILITY FOR TOPSOIL (according to WDEQ Guideline 1, 1994):

No marginal or unsuitable parameters were found. Estimated stripping depth is 10 inches.

GEOGRAPHIC SETTING (according to official series description): Taluce soils are on
ridges and hills. Slope ranges from 3 to 70 percent. They formed in residuum and slope alluvium
derived from sandstone. The mean annual precipitation ranges from 10 to 17 inches with over
half of the precipitation falling in April, May, and June and less than one inch falling in each
month of July, August, September, and October. The mean annual air temperature is 42 to 51
degrees F. Elevation is 3,500 to 6,500 feet. The frost-free season is 100 to 130 days.
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FORKWOOD SERIES

SOIL MAPPING UNIT: 144 Forkwood loam, 0 to 6 percent slopes
Soil Sample ID: 127-1
TYPICAL PEDON: Forkwood loam

TAXONOMIC CLASS: Fine-loamy, mixed, superactive, mesic Ustic Haplargids

A--0 to 3 inches; loam, non effervescent; slightly acidic (pH 6.1).

Bt--3 to 20 inches; clay loam, non effervescent, very slightly acidic (pH 6.9).

Btk--20 to 27 inches; clay loam, strongly effervescent; slightly alkaline (pH 7.8).

Clk--27 to 45 inches; clay, violently effervescent; moderately alkaline (pH 8.1).

C2k--45 to 51 inches; clay loam, violently effervescent; moderately alkaline (pH 8.2).

C3k-51 to 60 inches; clay loam, moderate effervescent, moderately alkaline (pH 8.2).

TYPE LOCATION: Campbell County, Wyoming; refer to waypoint 127-1 on map included in
this report.

RANGE IN CHARACTERISTICS (according to official series description): Depth to the
base of the argillic horizon is 10 to 33 inches, and depth to continuous horizons of carbonate
accumulation is 10 to 33 inches. Rock fragments range from 0 to 15 percent. The soil is dry in
the moisture control section more than half the time cumulative that the soil temperature at a
depth of 20 inches is 41 degrees F., which occurs about April 21-27, and is dry in all parts of the
moisture control section for at least 60 consecutive days from July 15 to October 25 and for at
least 90 cumulative days during this period. The mean annual soil temperature ranges from 47 to
53 degrees F., and the soil temperature at a depth of 20 inches is 41 degrees F. or more for 175 to
192 days. EC ranges from 0 to 4 mmhos/cm throughout the profile. Bedrock is deeper than 60
inches.

SUITABILITY FOR TOPSOIL (according to WDEQ Guideline 1, 1994):

Marginal texture (clay) was found at 27 to 45 inches. Estimated stripping depth is 60 inches.

GEOGRAPHIC SETTING (according to official series description): Forkwood soils are on
terraces, alluvial fans, fan remnants, hills, ridges and pediments. Slopes are 0 to 15 percent. The
soils formed in slopewash alluvium derived from interbedded shales and argillaceous sandstone.
Elevations are 3,500 to 6,000 feet. The average annual precipitation is 10 to 14 inches with over
half of the annual precipitation falling in April, May, and June and less than one inch falling in
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each month of July, August, September, and October. The mean annual air temperature ranges
from 43 to 51 degrees F. The estimated frost-free season is about 105 to 130 days depending
upon elevation, aspect, and air drainage.
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BIDMAN SERIES

Soil Mapping Unit: 111-1 Birdman loam 0 to 6 percent slopes
Soil Sample ID: 300
Typical Pedon: Bidman loam-grassland

Taxonomic Class: Fine, smectitic, mesic Ustic Paleargids

A-0 to 4 inches: clay loam, non effervescent; very slightly acidic (pH 6.7)

Btl-4 to 20 inches: clay, moist; strong medium prismatic structure that parts to strong medium
angular blocky; hard, very sticky and very plastic, many prominent clay films on faces of peds,
in channels and pores: very slightly acidic (pH 6.8); clear wavy boundary

Bt2-20 to 28 inches: clay, non effervescent; slightly alkaline (pH 7.5)

Btk-28 to 40 inches: clay loam to clay, moist; weak coarse prismatic structure that parts to
moderate coarse angular and subangular blocks; extremely hard, very friable; sticky and plastic;
few distinct clay films on faces of peds; strongly effervescent; moderately alkaline (pH 8.0):
gradual wavy boundary

Ck- 40 to 49 inches: clay loam, moist; massive; hard, very friable, sticky and slightly plastic,
violently effervescent, slightly alkaline (pH 7.9)

Type Location: Campbell County, Wyoming; refer to waypoint 300 on map included in this
report

Range in Characteristics (according to official series description): Depth to calcareous
material ranges from 8 to 26 inches, Depth to the base of the argillic horizon range from 15 to 36
inches. Organic carbon ranges from .6 to 1.5 percent in the surface horizons and decreases
uniformly with increasing depth. Cation exchange capacity ranges from 60 tO 90 millequivalents
per 100 grams of clay. Rock fragments are typically less than 2 percent but ranges from 0 to 15
percent. This soil is dry in the moisture control section more than half the time cumulative that
the soil temperature at a depth of 20 inches is 41 degrees F. It is never moist in some or all parts
for as long as 60 consecutive days during this same period. It is dry in all parts of the moisture
control section for at least 60 consecutive days from July 15 to October 25 and for at least 90
cumulative days during this period. The mean annual soil temperature is 47 to 53 degrees F., and
the soil temperature at a depth of 20 inches is 41 degrees F. or warmer for 175 to 195 days. The
mean summer soil temperature at depth of 20 inches ranges from 59 to 65 degrees F.

Suitability for Topsoil (according to WDEQ Guideline 1, 1994):
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Marginal Texture (clay) was found at 4 to 49 inches. Estimated stripping depth is 49 inches.

Geographic Setting (according to official series description): The Bidman soils are on alluvial
fans, fan remnants, terraces, ridges and hills. Elevation is 2,600 to 6,000 feet. Slopes range from
0 to 25 percent. These soils formed in thick, calcareous alluvial sediments derived from
sedimentary rock. At the type location the mean annual temperature is 47 degrees F., and the
mean summer temperature is 66 degrees F. The average annual precipitation is about 12 inches
with about half the precipitation in April, May, and June. Precipitation ranges from 10 to 14
inches. The frost-free season is 100 to 130 days.
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VONALEE SERIES

Soil Mapping Unit: 235 Vonalee fine sandy loam, 0 to 10 percent slopes
Soil Sample ID: 301
Typical Pedon: Vonalee fine silty clay loam-on north facing hill slope of 6 percent utilized as
rangeland.

Taxonomic Class: Coarse-loamy, mixed, superactive, mesic Ustic Haplargids

A-0 to 2 inches, silty clay loam, moist; weak fine granular structure; soft, very friable, nonsticky
and nonplastic; many very fine and fine roots throughout and common medium throughout; non
effervescent: very slightly acidic (pH 6.7) clear smooth boundary

Bt-2 to 15 inches, clay loam to loam, moist, moderate medium subangular blocky structure, soft,
very friable, nonsticky and nonplastic; many very fine and fine roots throughout and common
medium throughout; strongly effervescent, very slightly alkaline (pH 7.4)

C 1-15 to 24 inches, sandy clay loam, moderate to strongly effervescent, moderately alkaline (pH
8.2)

C2-24 to 38 inches, sandy loam, strongly effervescent, slightly alkaline (pH 7.9)

C3-38 to 50 inches, sandy clay loam, strongly effervescent, moderately alkaline (pH 8. 1)

C4-50 to 60 inches, sandy clay loam, strongly effervescent, moderately alkaline (pH 8.1)

Type Location: Campbell County, Wyoming; refer to waypoint 301 on map included in this
report

Range in Characteristics (according to official series description): Rock fragments are
typically less than 5 percent but may range to 15 percent. Depth to continuous carbonate
accumulation ranges from 11 to 40 inches, but the soils are typically calcareous above 30 inches.
Depth to bedrock is greater than 60 inches. The soil is dry in the moisture control section more
than half the time cumulative that the soil temperature at a depth of 20 inches is 41 degrees F. It
is dry in all parts of the moisture control section for at least 60 consecutive days from July 15 to
October 25 and for at least 90 cumulative days during this period. The average annual soil
temperature is 47 to 51 degrees F., and the soil temperature at a depth of 20 inches is 41 degrees
F., or more for 175 to 192 days.

Suitability for Topsoil (according to WDEQ Guideline 1, 1994):

Marginal saturation percentage (83.6) was found at 0 to 2 inches. The estimated stripping depth
is 60 inches.
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Geographic Setting (according to official series description): Vonalee soils are on ridges,
hills, alluvial fans, fan remnants and high terraces. Slopes are 0 to 30 percent. The soils formed
in coarse and moderately coarse alluvium or eolian deposits derived largely from calcareous
sandstone. Elevations are 3,500 to 6,500 feet. Precipitation ranges from 10 to 14 inches with over
half of the annual precipitation falling in April, May, and June and less than one inch falling in
each month of July, August, September, and October. The average annual air temperature ranges
from 44 to 49 degrees F. The frost-free season is about 105 to 130 days.
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HILAND SERIES

SOIL MAPPING UNIT: 158-1 Hiland fine sandy loam, 6 to 15 percent slopes
SOIL SAMPLE LOCATION: 302
TYPICAL PEDON: Hiland sandy loam on northeast facing slope of 3 percent; utilized as
rangeland

TAXONOMIC CLASS: Fine-loamy, mixed, superactive, mesic Ustic Haplargids

A--0 to 3 inches; sandy loam, non effervescent, very slightly acidic (pH 6.8).

BA--3 to 12 inches; sandy loam, non effervescent, slightly acidic (pH 6.3).

Bt--12 to 20 inches; sandy clay loam; non effervescent, very slightly acidic (pH 6.6).

Btk--20 to 30 inches; sandy clay loam, strongly effervescent, very slightly alkaline (pH 7.2).

Clk--30 to 48 inches, clay loam, violently effervescent, moderately alkaline (pH 8.0).

C2k--48 to 60 inches; clay loam, violently effervescent, moderately alkaline (pH 8.3).

TYPE LOCATION: Campbell County, Wyoming; refer to waypoint 302 on map included in
this report.

RANGE IN CHARACTERISTICS (according to official series description): Gravel ranges
from 0 to 15 percent in the solum and from 0 to 30 percent in the 2C or Bk horizons. The base of
the Bt or Btk ranges from 15 to 35 inches. Depth to continuous carbonate accumulation ranges
from 14 to 32 inches. The soil is dry in the moisture control section more than half the time
cumulative that the soil temperature at a depth of 20 inches is 41 degrees F. and is never moist in
all parts for as long as 60 consecutive days when the soil temperature at a depth of 20 inches is
41 degrees F., which occurs about April 21-27, but is dry in all parts of the moisture control
section for at least 60 consecutive days from July 15 to October 25 and for at least 90 cumulative
days during this period. The mean annual soil temperature is 47 to 52 degrees F., and the soil
temperature at a depth of 20 inches is 41 degrees F. or more for 175 to 192 days. EC ranges from
0 to 2 mmhos from the surface to the base of the Bt and from 1 to 4 mmhos below the base of the
Bt. Bedrock is deeper than 60 inches.

SUITABILITY FOR TOPSOIL (according to WDEQ Guideline 1, 1994):

No unsuitable or marginal values were present. Estimated stripping depth is 60 inches.

GEOGRAPHIC SETTING (according to official series description): Hiland soils are on
relict sutfaces consisting of terraces, fan remnants, pediments, fans, ridges, hills and stabilized
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dunes. Slopes are 0 to 20 percent. They formed in moderately coarse alluvium and eolian
material derived predominantly from sandstone. Elevations are 3,500 to 6,300 feet. The average
annual precipitation is about 12 inches with over half of the annual precipitation falling in April,
May, and June and less than one inch falling in each month of July, August, September, and
October. Precipitation ranges from 10 to 14 inches. The mean annual air temperature is 43 to 51
degrees F. The frost-free season is 105 to 130 days.
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SHINGLE SERIES

SOIL MAPPING UNIT: 124-2 Shingle loam, 3 to 30 percent slopes
SOIL SAMPLE LOCATION: 303
TYPICAL PEDON: Shingle clay loam

TAXONOMIC CLASS: Loamy, mixed, superactive, calcareous, mesic, shallow Ustic
Torriorthents.

A--0 to 3 inches; clay loam, non effervescent, slightly alkaline (pH 7.6).

AC--3 to 10 inches; clay loam, strongly effervescent, slightly alkaline (pH 7.8).

Cr-- 10 to 18 inches; silty clay loam; strongly effervescent, slightly alkaline (pH 7.9).

TYPE LOCATION: Campbell County, Wyoming; refer to waypoint 303 on map included in
this report.

RANGE IN CHARACTERISTICS (according to official series description): Depth to soft
bedrock and paralithic contact ranges from 4 to 20 inches. The mean annual soil temperature is
47 to53 degrees F. The soils commonly are calcareous throughout, but some pedons are leached
to 6 inches The particle size control section averages 20 to 35 percent clay and has more than 15
percent but less than 35 percent fine or coarser sand. The soil is usually dry. The moisture
control section is usually moist in April, May and early June. It is dry for 60 consecutive days or
more during the 90 day period following the summer solstice. EC is 0 to 2 mmhos throughout.

SUITABILITY FOR TOPSOIL (according to WDEQ Guideline 1, 1994):

No unsuitable or marginal parameters were found. Estimated stripping depth is 18 inches.

GEOGRAPHIC SETTING (according to official series description): The Shingle soils occur
on all hillslope positions. Slopes are 0 to 80 percent. These soils formed in colluvium and
residuum weathered from soft, interbedded sandstone and shale or in alluvium from mudstone.
Elevation is 3,200 to 6,500 feet. The mean annual precipitation is about 10 to 14 inches, most of
which falls in April, May, and June. The mean annual temperature is about 45 degrees F. but
ranges from 43 to 51 degrees F. The frost-free season is about 105 to 130 days.
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THEEDLE SERIES

SOIL MAPPING UNIT: 127-2 Theedle loam, 0 to 30 percent slopes
SOIL SAMPLE LOCATION: 304
TYPICAL PEDON: Theedle clay loam- on west facing hill footslope of 6 percent-rangeland

TAXONOMIC CLASS: Fine-loamy, mixed, superactive, calcareous, mesic Ustic Torriorthents.

A--0 to 3 inches; clay-clay loam, strongly effervescent, slightly alkaline (pH 7.6)

C--3 to 20 inches; clay loam, violently effervescent, neutral (pH 8.1)

TYPE LOCATION: Campbell County, Wyoming; refer to waypoint 304 on map included in
this report.

RANGE IN CHARACTERISTICS (according to official series description): Depth to soft,
gray, calcareous sandstone or sandy whale ranges from 20 to 40 inches but is typically less than
32 inches. The soil lacks a cambic horizon, but structural Bw horizons are present in about half
the pedons observed. The soil is typically calcareous throughout but may be leached up to 5
inches. The soil is dry in the moisture control section more than half the time cumulative that the
soil temperature at a depth of 20 inches is 41 degrees F. and is dry in all parts of the moisture
control section for at least 60 consecutive days from July 15 to October 25 and for at least 90
cumulative days during this period. The mean annual soil temperature is 47 to 51 degrees F., and
the soil temperature at a depth of 20 inches is 41 degrees F. or more for 175 to 192 days. The
particle size control section averages between 18 and 35 percent clay and is loam, clay loam, or
sandy clay loam with more than 15 but less than 35 percent fine or coarser sand. The soil has up
to 10 percent rock fragments throughout.

SUITABILITY FOR TOPSOIL (according to WDEQ Guideline 1, 1994):

Marginal texture (clay) was found at a depth of 0 to 3 inches. Estimated stripping depth is 20
inches.

GEOGRAPHIC SETTING (according to official series description): Theedle soils are on
rock-controlled fans aprons, fan pediments, and undulating to rolling uplands. They may occupy
all components of the hill slope p[profile but typically are on the lower shoulder, foot slope, and
toe slope. Slopes range from 0 to 75 percent. The soils formed in medium textured slope
alluvium and residuum derived primarily from interbedded sandstone and shale. Elevation is
3,500 to 6,500 feet. The average annual precipitation is 12 inches with over half of the annual
precipitation falling in April, May, and June and less than one inch falling in each month of July,
August, September, and October. Precipitation ranges from 10 to 14 inches. The mean annual
air temperature ranges from 45 to 51 degrees F. The frost-free season is 105 to 130 days.
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CUSHMAN SERIES

SOIL MAPPING UNIT: 146-2 Cushman loam, 0 to 6 percent slopes
SOIL SAMPLE LOCATION: 305
TYPICAL PEDON: Cushman clay loam- on south facing slope of about 3 percent under native
grass vegetation

TAXONOMIC CLASS: Fine-loamy, mixed, superactive, mesic Ustic Haplargids

A--0 to 2 inches; clay loam, strongly effervescent,) moist, moderate medium granular structure;
soft, friable, slightly sticky and slightly plastic, common very fine, and fine, and few medium
roots; slightly alkaline (pH 7.5); clear smooth boundary

Btkl--2 to 12 inches; clay loam, moist, moderate medium granular structure; soft, friable,
slightly sticky and slightly plastic, common very fine, and fine, and few medium roots; slightly
alkaline (pH 7.8); clear smooth boundary

Btk2--12 to 20 inches; clay loam; strongly effervescent, moderately alkaline (pH 8.2)

Bk--20 to 26 inches; clay loam, moist; weak coarse subangular blocky structure; slightly hard,
friable, moderately sticky and moderately plastic, violently effervescent; calcium carbonated as
common prominent irregularly shaped masses and many fine filaments and masses; moderately ,
alkaline (pH 8.2)

Cr --26 to 36 inches, clay loam, strongly effervescent

TYPE LOCATION: Campbell County, Wyoming; refer to waypoint 305 on map included in
this report.

RANGE IN CHARACTERISTICS (according to official series description): Depth to
paralithic contact and bedrock is typically about 28 to 32 inches but ranges from 20 to 40 inches.
Depth to continuous horizons of carbonate accumulation is 7 to 26 inches. Depth to the base of
the argillic horizon ranges from 10 to 26 inches. Depth to the base of the argillic horizon ranges
from 10 to 26 inches. Rock fragments range from 0 10 15 percent and are soft shale channers or
semirounded sandstone pebbles. The soil is dry in the moisture control section more than half
the time cumulative that the soil temperature at a depth of 20 inches is 41 degrees F., which
occurs about April 21-27, and is dry in all parts of the moisture control section for at least 60
consecutive days from July 15 to October 25 and for atleast 90 cumulative days during this
period. The mean annual soil temperature is 47 to 53 degrees F., and the soil temperature at a
depth of 20 inches is 41 degrees F. or more for 175 to 192 days. EC ranges from 0-2 mmhos
throughout.

SUITABILITY FOR TOPSOIL (according to WDEQ Guideline 1, 1994):

Revised May 2010 2.6-C-36
Revised May 2010 2.6-C-36



r" ENERGY METALS CORPORATION USLicense Application, Technical Report
ENERPG METAL S Moore Ranch Uranium Project

CORPORATION US

No unsuitable or marginal parameters were found. Estimated stripping depth is 36 inches.

GEOGRAPHIC SETTING (according to official series description): Cushman soils are on
buttes, fan remnant, fan piedmonts, hills and ridges. Slopes range from 0 to 20 percent. The
soils formed in moderately fine textured slopewash alluvium and residuum. Surface erosion is
common in overgrazed areas, and some thin eolian deposits overlie these soils in some areas.
Elevations are 3.500 to 6,000 feet. The mean annual precipitation is 13 inches and ranges from
10 to 14 inches with over half of the annual precipitation falling in April, May, and June and less
than one inch falling in each month of July, August, September and October. The mean annual
temperature is 43 to 51 degrees F. The frost-free season is about 105 to 130 days depending
upon elevation, aspect, and air drainage.
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THEEDLE SERIES

SOIL MAPPING UNIT: 127-2 Theedle loam, 0 to 3 percent slopes
SOIL SAMPLE LOCATION: 306
TYPICAL PEDON: Theedle clay loam- on west facing hill footslope of 6 percent-rangeland

TAXONOMIC CLASS: Fine-loamy, mixed, superactive, calcareous, mesic Ustic Torriorthents.

A--0 to 2 inches; clay loam, non effervescent, slightly alkaline (pH 7.7)

BCk-- 2 to 20 inches; clay, strongly effervescent, moderately alkaline (pH 8.1)

TYPE LOCATION: Campbell County, Wyoming; refer to waypoint 304 on map included in
this report.

RANGE IN CHARACTERISTICS (according to official series description): Depth to soft,
gray, calcareous sandstone or sandy whale ranges from 20 to 40 inches but is typically less than
32 inches. The soil lacks a cambic horizon, but structural Bw horizons are present in about half
the pedons observed. The soil is typically calcareous throughout but may be leached up to 5
inches. The soil is dry in the moisture control section more than half the time cumulative that the
soil temperature at a depth of 20 inches is 41 degrees F. and is dry in all parts of the moisture
control section for at least 60 consecutive days from July 15 to October 25 and for at least 90
cumulative days during this period. The mean annual soil temperature is 47 to 51 degrees F., and
the soil temperature at a depth of 20 inches is 41 degrees F. or more for 175 to 192 days. The
particle size control section averages between 18 and 35 percent clay and is loam, clay loam, or
sandy clay loam with more than 15 but less than 35 percent fine or coarser sand. The soil has up
to 10 percent rock fragments throughout.

SUITABILITY FOR TOPSOIL (according to WDEQ Guideline 1, 1994):

Marginal texture (clay) was found at a depth of 2 to 20 inches. Estimated stripping depth is 20
inches.

GEOGRAPHIC SETTING (according to official series description): Theedle soils are on
rock-controlled fans aprons, fan pediments, and undulating to rolling uplands. They may occupy
all components of the hill slope p[profile but typically are on the lower shoulder, foot slope, and
toe slope. Slopes range from 0 to 75 percent. The soils formed in medium textured slope
alluvium and residuum derived primarily from interbedded sandstone and shale. Elevation is
3,500 to 6,500 feet. The average annual precipitation is 12 inches with over half of the annual
precipitation falling in April, May, and June and less than one inch falling in each month of July,
August, September, and October. Precipitation ranges from 10 to 14 inches. The mean annual
air temperature ranges from 45 to 51 degrees F. The frost-free season is 105 to 130 days.
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ADDENDUM 2.6-D

LABORATORY RESULTS
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LABORATORY ANAXLYTICAL REPORT
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PRIME FARMLAND DESIGNATION
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Jamie Eberly
Plant Ecologist
BKS Environmental Associates, Inc.
P.O. Box 3467
Gillette, WY 82717

RE: Prime Farmland for Moore Ranch

Jamie,

I looked over the area for the Energy Metals Moore Ranch Corporation.

There is no prime farmland.

Douglas A. Gasseling, CPAg, CPESC, CCA
Conservation Agronomist
11221 East Highway 30
Cheyenne, WY 82009
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To be inserted when received for NRCS
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